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YOU ARE THE LAW! 


by Kurt Saxon 


bue to budget cuts a Missouri sheriff's department clo- 
ses down at 5 pm, Callers get a recorded message saying, 
in effect, “Defend yoursele as best you can until tomor- 
Violent crime rose 12% in 1986. 

Prisons are so crowded, thousands of criminal psycho- 
ties are qiven early parole. Cases of murder, rape and 
every other vicious crime have been reported as a direct 
result of loosing these animals. 

Mental institutions are so selective that an applicant 
as to prove his eligibility by killing at least one of 
ne examiners. The fellow who killed 21 McDonald's custo- 
mers a couple of years aco had. been refused mental help 
just a few days previous to the massacre because he seemed 
in pretty good shape, all things considered. 

Most police agencies are understaffed, overworked and 
their officers prone Lo battle fatigue. it is increasingly 
hard to get a collar put away for the period determined by 
his offense. Officers often igncre crimes they fecl our 
Liberal courts would allow to be plea-bargained out of the 
over-crowded docket. There are even cases of cops ignoring 
a mugging white staked out for a large drug bust. So you 
ean actually be attacked, robbed, raped, maimed or killed 
while a cop looks on. 

Drugs have become such a fixation with our lawmen that 
their suppression has effectively emasculated police sworn 
to "Protect and Serve". Besides, every cop vho makes 
drug bust is, in effect, working for the drug dealers. 
Uheir valiant, though counterproductive efforts serve only 
to drive up the prices of drugs. This greatiy increases 
your chance of being mugged or burglarized by losers need- 
ing more money for a fix. 

‘he only solution to the drug problem is total 1 
zation, This would take the profit from the trade. 4 
losers who prey on society to support their habit could 
then destroy their already inferior brains at little cost 
and no danger to the taxpayer. 

Why should billions be taken from our economy by 
Drug Enforcement agency, junkies robbing to support their 
habit and court Lime? Who cares if a loser, born tp no 
purpose, destroys his brain? Wouldn't your child pé-less 
likely to get on drugs through peer pressure if one of 
his already hooked peers had nothing to gain? And’ would- 
n't you rather a junky blow his mind with over-the- 
counter narcotics than maim or kill you or one of your 
loved ones for the money to buy froma pusher? 

our grea rdparents could buy any narcotic over-the- 
counter. Drug-induced crimes were too rare to document, 
Drug addicts not only had no need to prey on society to 
support their habit but they soon died, taking their in- 
ferior selves out of the gene pool. 

Now, babies are born showing withdrawal symptoms. Hun- 
dreds of thousands of degenerates are breeding like rats, 
both out of ignorance and to get more Aid to Dependent 
Children so as to buy more drugs. 
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The Secret 
Secret Agent’s 
Lab! 


Just imagine you were the 
real 007. After saving your 
country 2 dozen times, you are 
in disgrace. This is is be- 
cause, at a party, you gave 
the queen a playful goose, 
causing her to spring into the 
punch bowl. So you were fired. 

No longer the clever gad- 
gets, the fancy and lethal 
cars. And all those girls? Now 
even Moneypenny won't give you 
a tumble. Poor baby. 

But you've still got all 
those enemies you've made dur- 
ing so many movies. You are 
now cut off from MI-5 and on 
your own, Now you'll have to 
equip yourself to survive and 
defend your nation, Unauthori- 
zed and even forbidden to en- 
gage the foe, you must keep 
your activities secret from 
police, landlords and especi- 
ally relatives living with 
you. 

Of course, while making all 
your own weapons, you'll need 
a cover story to explain your 
workshop and lab. Aside from 
the other volumes of THE POOR 
MAN'S JAMES BOND, I advise 
you to get GRANDDAD'S WONDER- 
FUL BOOK OF CHEMISTRY and all 
the volumes of THE SURVIVOR. 
With all this information, you 
will be able to create an ars- 
enal while leading others to 
think you were only trying out 
the old formulas and crafts. 

Although the chemistry book 
shows how to make many com- 
pounds from simple, easy to 
get chemicals, you may want to 
order many chemicals and lab 
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This was exemplified on a recent Phil Donahue show. 
stace was crowded with cribs of "boarder babies". These 
were the pitiful offspring of junkies wno were too far 


gone to cace for their socially doomed young. “What to do 


about the situation?" was the theme of the segment. 
Somehow, a rational caller got through who said that 


all their mothers should undergo mandatory sterilization. 
himself to the only real- 

ny in his audience re- 
fer to it. Both Phil and his entire studio audience seemed 


Phil moved on without addressin 
istic solusion suggested, Nor did 


) vesabve “craz’ Sometning” snou1d 06 ‘adne ‘to help’ those 
uined children. Of course, nothing could be done, but 
reventing more of the same was out of the question, 

So more women will have rore ruined babies. They will 
1so spread A103 through dirty needles and prostitution 
nd have more babies while Phil and his Liberal audience 
ammer their impotent sympathy. 

But I digress. Getting back to the subject of you, the 
rivate citizen being the law, is my purpose 

Not too long officers engaged in public relations 
puld lecture sivilians on how to keep from being injured 
y social predators. Their advice was non-resistance, 

Sive him what he wants and he may not hurt you", 

This no longer holds true. Increasingly, more predators 
re those prematurely released from nuthouses and prisons. 
hey are criminally psychotic and consider the bodily in- 
ury of their victims the icing on their cake. They have 
> fear of punishment since they are used to prison or 
ave papers saying they are montally ill and so are not 
esponsible. So why shouldn't they tear you to piec: 


es aft- 
r they've gotten your wallet or raped you? 
One argument against resistance to the mugger, armed 


ober or rapist is that a show of counter-forco micht 
axe Him mad at you. But, Pear Hearc, is not a monster 
ireatening your life already mad at you? 

This brings to mind a classic news account of a rape, 
pre the word "rape" was in comron use. "He beat 
cocked her teeth out, threw her downstairs, 
2d, and then attacked her". 

Getting back to your being the law; you've heard of the 
erm “Citizen's Arrest". This means that a citizen witnes- 
ing a crime where there are no police present is legally 
upowered to arrest the lawbreaker, Such arrests have only 

n made in the case of non-violent offenders. I've never 
sard of a mugger of rapist being treated to 4 citizen's 
crest. Even so, if the citizen making the arrest failed 
> "read him his rights" would not he be released? 

So forget citizen's arrests. Also, don't 3e bothered by 
ty objections to taking the law into your own hands. When 
su are Confronted py an assailant you are the law, More— 
yer, in anticipation of being forced to act against an 
tacker, go armed. 

With your chances of being a victim going up all the 
ime, the penalties for carrying a concealed weapon become 
ess important, Even so, as a California police captain 
old me years ago, “Better to be judged by twelve than 
arried by six", Besides, if you aren't accustomed to be- 
nq searched, how would carrying a concealed weapon make 
nu more likely to be searched? 

As the crime rate rises, the Liberal media continues to 
ntimidate the citizen who would exercise his duty to eli- 
inate predators. Bernhard Goetz is still being tried for 
hooting four vermin, Berny's only crimes were in not kil- 
ing them all and in then giving himself up. 

A lesser crime was in his pleading self-defense. 1 hate 
hat term, 1£ you Limit your action to defense, which he 
idn't, an attacker can break through your defense. The 
dea is to attack with the intention to maim or kill your 
ttacker. 

What most people don't realize is that a mugger, rap- 
st, burglar, etc., chooses his victims for their vulnera- 
ility, He's not a challenger. He doesn't want any resis- 


her up, 
breaking her 


The 
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source is the hobby chemical 
companies advertizing in the 


and Popular Mechanics, 
Of course, such companies 


the oxidizers like the chlor 


do damage with, But they do 
offer the full range of lab 
equipment such as rubber tub- 
ing, glass tubing, retorts, 
flasks, test tubes, etc,, that 
you may not want to take the 
trouble to make yourself. 

An even better source for 
chemicals is your local phar— 
macy. It would be best if it 
was one near a hospital, as 
they usually have more chemi-~ 
cals in stock, such as strong 
ammonia, formaldehyde, et 

You don't just walk up to 
the pharmacist with a list of 
chemicals and lab gear. Most 
of his time is spent filling 
prescriptions and he makes a 
cood living at it. He would 
make a profit ordering chemi- 
cals and lab gear for you but 
not enough to interrupt his 
routine. So you have to be 
very clever and get to his 
ego and also his unorthodox 
interests. 

Every pharmacist is some- 
vhat of a mad scientist in 
his own fantasies. You must 
get him to accépt your own in- 
terest in weird projects with- 
out arousing any suspicion or 
taking up too much of his 
time. 

You start by saying a few 
cheery words to him on a 
couple of occasions when you 
see he's not too busy. Most 
pharmacists ere really nice 
guys but if he's just an old 
poop, go on to the next one. 

Your best bet is to show 
him a copy of GRANDDAD's WON 
DERFUL BOOK OF CHEMISTRY, esp- 
ecially the section on chemi- 
cal magic. Tell him you are 
interested in stage magic wit 
chemicals but don't know how 
to get the chemicals. You may 
even loan him the book. At any 
rate, it will be your best 
smokescreen, giving you a le- 
gitimate, if odd, excuse for 
wanting just about any chemi- 
cal you feel a need for. 


ates and nitrates, plus acids 
Sew 2nd ennbhinteeleeaichikg 


1 


supplies ready-made. Your best 


Classifieds of Popular Science 


have removed just about all of 
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tance. A counterattack is usually the only way to keep 
from being victimized. And that usually means any form of 
counterattack. 

A predator bent on gain from someone he considers weak- 
er will change his mind quickly if attacked by his victim. 
After all, he doesn't want to press charges against a vic— 
tim, Nor does he want to explain a wound which has to be 
reported to the police. In most cases, he simply can't af- 
ford resistance to any degree. 

Even so, the media still warns against counterforce ag- 
ainst attackers. Last week a Little Rock TV station did a 
report against stun guns by Doug Hurst. The arcument was 
that the stun gun vasn't effective against everyone and it 
would take about three seconds to immobilize an attacker, 
the inference being that the attacker could disarm a smal- 
ler person in those three seconds. 

That was nonsense. Anyone unaffected by 50,000 volts is 
from another planet. Even a 35,000 volt stun gun will stop 
an attacker instantly. And sure, one can do a lot- in three 
seconds. But the stun gun immobilizes instantly and the 
longer the contact is maintained, the longer the attacker 
will be immobilized. So simple contact will make an at- 
tacker helpless. If the contact is maintained for from 
three to five seconds, the attacker will be paralyzed for 
From four to eight minutes. In that time you can handcuff 
him and take his wallet. (Spoils of war). 

One thing to keep in mind is to never threaten a mugger 
or any other attacker. Use on him whatever you have. In 
most cases he would run. But if your weapon seems puny or 
if he has a longer reach, you might not be able to do as 
much damage to him as if you take him unawares. 

Actually, any harm you can do to an attacker will be 
very likely to cause him to flee, We're not concerned with 
“stopping power" here. Stopping power usually appiies to 
an assailant dedicated to harming you as an individual. He 
may be a doped-up psycho bent on rape or mayhem for its 
own sake, In that event you might as well do as much dam- 
age as you can since you are at risk regardless of your 
behavior. 

In most cases concerning junkies, taey are not high. 
They want money for a fix and are hurting. They don't want 
any more pain, A .22 Stinger, a stab wound froma knife 
pen or even a "Key Buddy" knife will be sufficient. 

Last week I was gratified by a caller who told me I may 
have saved the Lives of his wife and himself, He told me 
they were in a foreign country and vere accosted by a 
xknife-wielding punk who demanded their money. The caller 
had one of my fangs in a narrow pocket he had had his wife 
sew beside his wallet pocket. The fang pocket was snug 
enough to retain the cap as the fang was withdrawn, 

The caller removed the wallet and fang at the same time 
and as he handed over the wallet he shoved the potassium 
cyanide loaded fang into the punk's stomach. 

As expected, it had registered in the fool's mind that 
something had been done to him. He paused momentarily to 
see if he was hurt, The caller estimated that it took only 
from four to six seconds for him to drop dead, As it hap- 
pened, police were nearby and took the body away, assuming 
the robber had had a heart attack. The caller wasn't held. 

But the caller was sure, from the demeanor of the punk, 
that had he not been fanged he would have stabbed them 
both. The police were there only by coincidence, 

Aside from being able to destroy vermin who might be a 
threat to you, you ought to reach out as a responsible 
protector of your community, If you are at loose ends, you 
ought to become a cop. Failing that, there is always the 
National Guard, At least join your local neighborhood 
watch. Without a sense of community responsibility you 
won't count for much in the long run. 
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A sure way to get lab gear 
and even a pretty fair assort- 
ment of chemicals is to call 
up highschool and college 
chemistry lab teachers, after 
class, Tell them you are look- 
ing for second-hand lab gear 
and would appreciate it if 
they would tell you if they 
knew of any graduating stu- 
dents who might wish to part 
with their old lab gear. I've 
come upon good buys from ex- 
Chemistry students who were 
through with their equipment. 
It's usually just taking up 
space and they are glad to get 
rid of it for very little. 

Teachers are often very 
helpful on behalf of such stu- 
dents and also, one might even 
have some school lab gear that 
has been replaced with new 
equipment. You might also ask 
the teachers where to buy lab 
gear and chemicals. 

Another way is to put an ad 
in your local newspaper's 
Classifieds under "Wanted". 
Example, "Wanted: Beginning 
chemistry student wants second 
hand lab gear and chemicals. 
(phone)". You might also tack 
such an ad on highschool and 
college bulletin boards. 

If you put your mind to it 
you can gradually accumulate 
all the lab gear and chemicals 
you want. But just to prepare 
you for the time when you may 
have to make your own lab gear 
you should learn to make all 
the practical lab gear you can 
from odds and ends. 

The following calls for a 
lot of glass and rubber tubing 
which is easy to get from any 
pharmacy or chemistry cata- 
logue. Even so, copper tubing 
in various sizes from your 1lo- 
cal hardware store can often 
be substituted for glass tub- 
ing. Most glass tubing is used 
for leads from stoppers to 
which rubber or plastic tubing 
is attached. To bend copper 
tubing without crinkling, you 
fill the tubing with sand. 

Regular corks of all sizes 
can be bought from any large 
hardware store. The cork is 
drilled to snugly accommodate 
glass or copper tubing. 

Plastic tubing can also be 
bought from the same hardware 
store in all sizes, It is al- 
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COPS TURNTHUMBS DOWN 
ON INTELLIGENCE 


by Kurt Saxon 
In my last editorial I stressed the fact that as our 
system degenerates, the police will be even less able to 
protect the public. It was not an anti-police article. 
However, even though the police are increasingly unable to 
Protect the public, they were greatly offended by my 


views. 
7 Bepartment of Police 
Town of Hillsborough 
Gffice of the Chiet 
aan er dune 8, 1987 Helistera tend 
Chic ot Pls meh 
ta) 579016 


Atlan Formularies 
P.O. Box 327 
Hartison, AR 72601 


Gentlemen: 


I Just receiveda copy of Volume 6, Number 4 of your publication 
entitled The Survivor. 


I have never read a more sick, debased piece of junk in my life. 
People who promote such anarchy and lawlessness are exactly 
what is wrong with this country today. 


This Is one police department that does not shut down at 5:00 p.m. 
and never will, { resent your slap in the face to professional 
law enforcement. 


I demand that you remove my name from your mailing list 


immediately. r 
William’A, Key 


Chigs af Police 


June 15, 1987 
Atlan Formularies 

PB. 0. Box 327 

Harrison, AR 72601 

Attention: Kurt Saxon 


Gentlemen: 
I don't know how you obtained my name and addri 


that you remove me from your mailing list immediately. Bé 


}» but demand 


further advised that any redissemination of my name and 
address is offensive to me and constitutes an invasion of my 


privacy. 
Sincerely, 


K Bho 


K. B. Gerhardt 
Assistant City Attorney 


‘Sette 1720 Taconse Municpal Building, 747 Market Servet, Tacoma, Washington 964035767 
(206) 996.5885. 
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most_as good as rubber tubing 
but tends to go limp with any 
heat. This can be remedied by 
tying a string around the 

@rooping section and suspend- 
ing it up away from the heat. 


WORK TABLE 


You can't properly organ- 
ize your projects without a 
suitable work table. Any old 
table will do as long as it's 
sturdy so it doesn't wobble. 
You can get such a table very 
cheaply from your local junk 
shop, Good Will or Salvation 
Army store. 

You'll need a round hole 
in the table to accommodate 
the top half of a gallon jug 
used as a sink. You can also 
use an oblong gallon can, If 
a jug, make the hole slightly 
smaller than the diameter of 


POOR MAN'S CAMES BOND Vol. 1 ba} 


{nero 


Atlan Fornularies 
P. 0. Box 327 
Harrison, AR 72601 


June 25, 1987 


Gentlenen POSTAL INSPECTOR 
A copy of THE SURVIVOR, Volume 5, Ko. 4, was received by Chief Robert K. 
Goodnight, P.O. Box 1eB, Sel1s, AZ 85634. Chief Goodnight of the Tohono 
O'Odhem Indian Reservation called my office stating that he found your 
publication objectionable in that it contained information about 
violence, and death, as advertisements for lethal 
weapons. 


mayhem, aswell 


In view of the foregoing, and at the request of Chief Goodnight, it is 
asked that you remove nis mame from your mailing list. Thank you for 
your anticipated cooperation regarding this matter. 


Sincerely, 7 
y 
( hod’ 
Wood 


Inspector 
P. 0. Box 20666 
Phoenix, AZ 85036-0656 
(602) 233-3668 


ATLAN 
FORMULARIES 


P.0, 80X27, HARRISON, AR 72601 


Lt. Gordon A. Bowers 
272 E. Olive Ave. 
Burbank, CA 91502 


POSTMAN 
1 Addressee Has Moved Please 
Leave With Current Occupant 
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TL CMs mee We 


POOR MAN'S 


anit 


Puseicarie A Pubere 


Nuismuce Any Mend Gadhaa P Bssee 


In the '60s several police officers were maimed or 
killed by improvised weaponry directed at them by radi- 
cals. Their main danger lay in the fact that they had no 
knowledge of improvised weaponry. They couldn't recognize 
an improvised weapon until it blew up in their faces. 

When I enlarged “The Militant's Formulary” and retit- 
led it "The Poor Man's James Bond" I sent brochures on it 
to several thousand police and fire chiefs. Most of them 
realized the importance of being able to recognize impro- 
vized bombs and such and their common components. Thus, 
when searching a radical's person, vehicle or home, if he 
was carrying or making such weapons, the police vould 


know it. 


Some police chiefs believed I was some sort of radical 
myself so they called the Eureka, CA PD. Chief Shipley 
then prepared the following letter to assure them that I 


was on their side. 
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the jug. If a can, cut about 
a half ‘inch down at the cor- 
ners and bend outward so the 
flaps will rest on the table 


cut the hole, first 

a hole through and then 
keyhole saw to cut the 
you choose. 

cut the jug in half see 
the bottle cutter further a- 
long. Smooth the edges with a 
file or emery paper. 

Put 2 one-hole stopper or 
cork into the neck of the jug 
or can with a length of plas- 
tic or rubber tube leading in- 
to a waste bucket. 

As illustrated, shelves at 
the back will finish your lab 
table. They can be a set of 
book shelves, also bought very 
cheaply second-hand or can be 
built with 1 x 12 inch scrap 
lumber. 


GRAVITY WASH BOTTLE 


This will give you a steady 
stream of water and is easy to 
refill. 

You will need a gallon jug 
with a #6 1/2, two-hole rubber 
or cork stopper. (Cork stop- 
pers can be drilled to accom- 
modate glass or copper tubing. 
Rubber stoppers are better and 
are sold by any hobby chemical 
supply company. But in a pinch 
cork stoppers will do). 

To complete the wash bottle 
you'll need a plastic funnel, 
rubber tubing, glass tubing 
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CITY OF EUREKA aN . 


| This is a copy of the letter sent out by 


Chief O.R, Shipley, of the Eureka Police 
Department to civil authorities who enquire 
atout "The Poor Man's Jomes Bond" and its 
‘author, 


In regard to your inquiry about Mr, Kurt Saxon, Mr. 
Saxon, aka Don Sisco is a permanent resident of the City 
of Eureka, He has authored several books on various 
Subjects, His nost controversial book has been "The Poor 
Man’s James Bond", 


Mr. Saxon is a recognized expert in the field of 
explosives and their application. He has made in-depth 
studies of methods employed by the more militant groups. 

He is a former member of the John Birch Society, the Minute— 
men and several other extreme right wing organizations. 
However, over the years he has mellowed and is no longer 
affiliated with these groups, 


Mr. Saxon is very pro-establishment and pro-law 
enforcement. This department uses Mr. Saxon's expertise 
in training programs, 


Mr. Saxon wishes only to sell his more sensitive books 
to law enforcement and fire agencies to serve as training 
manuals in the recognition of bombs, bomb components and 
techniques. 


Mr. Saxon will not knowingly sell his more sensitive 
books to any left wing group or individual. This department 
feels that a diligent study of Mr. Saxon's books wil] acsist 
any department in learning the methods and techniques used 
by militant organizations. 


Yours truly, 


BA. 


O.R, SHIPLEY? 
CHIEF OF POLICE 


The letter was printed about 1972 and I sold a lot of 
PMJBs. Redstone Arsenal was conducting a training program 
for police bomb squads and so bought a couple of thousand 
copies, 
Since I believed this generation of cops would profit 

by having my three volume library of weaponry, I got a 
directory listing thousands of police officials, I sent a 
copy of SURVIVOR 6, issue four and the only replies I got: 
were those above. Not one order! 

, Of course, I hadn't realized the makeup of today's po- 
lice. The modern cop has been emasculated by our Liberal 
judicial system. At the same time, he has been equipped 
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and a Clothespin. Plastic tub- 
ing is not as good as rubber, 
as it's too stiff to be mashed 
by a Clothespin. Even 80, you 
in Connect a length of plas- 
c straw to the plastic tub- 
ing and that will easily close 
as the Clothespin presses it, 
Plastic drinking straws can 
also be substituted for glass 
tubing. They are bought at 
most grocery stores and some 
are flexible for bending. one 
thing to note if you are using 
plastic straws through cork is 
to smear epoxy around both the 
entrance and exit points of 
the cork to make it air-tight. 
Plastic straws can be con- 
nected, for extra length, Just 
slit the straw a half inch and 
push another length in, Then 
epoxy around the slit and the 
join and it will be one piece. 
If you decide to use plas- 
tic tubing, take a plastic 
straw to the hardware store so 
as to choose a width which 
will most easily fit. Whether 
the plastic tubing goes over 
or inside the drinking atraw, 
epoxy is the best substance to 
use to make the joins tight. 
To put the gravity wash 
bottle together, insert the 
funnel and tubing through one 
hole in the stopper. (see the 
thistle tube, further along). 
Then put the glass or plastic 
straw tubing through the other 
hole, as shown. 
To operate, fill the bot- 
tle through the funnel. Suck 
on the end of the tubing to 
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Flexible Straw 


Epoxy 


with the latest state-of-the-art methods of crime detect- Join 


ion along with self-protecting equipment. 
So this “cop” patrols his assigned territory in his 
rolling fortress. He has a shotgun attached to his dash 


ana‘a’ pistol at his side. He also has a radio to summon 


— 


os 


help if he confronts any criminal more dangerous than a 


crippled shoplifter. 
Although cops get a lot of credit for catching the 


bad guys, they seldom stop them from committing atrocit- 
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ies. In short, although he is pledged to "Protect and 
Serve", the modern cop does neither. He can't. His highly 
visible patrol car. keeps all street crime from happening 
until he moves on. Then the criminal is at liberty to 
rob, rape, maim and kill any of the unarmed citizenry he 
has targeted. 

Of course, after the deed has been done, police sci- 
ence steps in. The criminal is often quickly caught. This 
is no help to the victim. And all too often, tf the vic- 
tim lives, the criminal is out of jail before he or she 
is out of the hospital. 

Our Liberal judicial system is so concerned with the 
rights of criminals that even the best efforts of the po- 
lice are wasted. After even the most violent and disgust- 
ing outrage, the captured criminal must be treated with 
exaggerated courtesy. Otherwise he is likely to be set 
free on the grounds that his arrest was improper and his 
"Constitutional Rights" violated. 

Although there are a lot of good men in our police 
forces, they are nowhere as effective as vhen 1 was young. 
The admission of women into the forces has naturally low- 
ered the standards of aggressiveness needed in an effect- 
ive police officer. Also, the overall liberalizing of po- 
lice forces his kept the more rational men out. This has 
Caused our police forces to be "manned" mainly by nitwits 
who actually do consider the rights of the criminal more 
important than those of the victim. 

Our national crime rate is accelerating and our 1iber- 
alized police are becoming less effective at protecting 
us. So we must protect ourselves and each other. 

Naturally, most police are dead-set against citizens 
meting out justice to predators. To those I would submit 
the following two scenarios. 

Scenario 1: A psychotic breaks into a voman's home 
with the intent to rape and kill her. An armed citizen, 
or vigilante, if you wish, goes in, kills the fiend before 
he can do much damage and then fades away into the night. 

Scenario 2: A psychotic breaks into a woman's home 
with the intent to rape and kill her. No one comes to her 
aid. When her body is found the next day, the local police 
track down her killer. He is sent to a mental institution 
for a few months or prison, where, if he behaves, he will 
be parolled in three years. 

Which scenario would you prefer? If you are the typical 
modern cop you will consider the commendation you get for 
the killer's capture more important than the woman's life 
and the safety of the community. If you chose the first 
scenario you are approving vigilantism. Shame on you! 
Shame on me, too. 

In my last editorial I promised to tell you how to form 
a neighborhood defense group which would serve both your 
community and nation. Such a group would not be connected 
with any radical organization. It would have no basis in 
race, creed or national origin. There should be no dues, 
caths or commitments to any cause but the safety of the 
community. 

The basis of the group should be a martial arts school. 
This would not be an Oriental martial arts school, clut- 
tered with alien tradition, discipline, foreign phrases 
and various uniforms and belts. All that is nonsense to 
ene simply wanting to learn to fight. 

Actually, most people are intimidated by the idea of 
training for something they may never have a need for. How 
often have you been assaulted? Do you hang around in bars 
and loiter in slum neighborhoods? If your answer to all 
three is in the negative, martial arts training will sim- 
ply fit you to protect your territory from likely maraud- 
ers as our system goes from recession to depression. 

Aside from the nonessential-filled Oriental martial 
arts schools, there are those two-week combat courses con- 
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rt the flow. Then clamp the 
tubing with a Clothespin. 

This gravity wash bottle 
will give you running water 
for mixing chemicals. 


LIGHT BULB CHEMISTRY FLASK 


This flask can be heated 
and used with stoppers and 
requires only a burned out 
light bulb. 

To turn the bulb into a 
flask, use a knife blade to 
bend up and separate the tip 
from the surrounding baked 
tar. A pair of needle nosed 
pliers is better than the 
pair in the illustration, 

Pull off the tip with the 
Pliers and crush and pick out 
the bits of baked tar. Then 
pull out the filaments and 
what you can orasp of the 
glass pointing up. Now, use 
any screwdriver, file or what- 
ever, to give a sharp tap ¢ 
the rest of the glass holding 
the filaments. Rotate the tool 
around the inside of the bulb 
until no more glass juts out. 

You will want a clear flask 
and the frosting is easy to 


remove. Simply stick a tooth- 
brush. inside the bulb and ro- 
tate it against the sides. Now 
all you have to do is rinse 
the bulb out with water. 


CUTTING GLASS TUBING 


You really ought to get a 
few feet of various sizes of 
glass tubing, Improvisation 
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sisting of running through the woods collecting ticks and 
chiggers. That's about all such courses amount to. And 
they average $350.00 per course. 

Such quickie combat courses have a potentially fatal 
drawback. They make a novice overconfident. Simply learn- 
ing to throw an opponent under the direction of an in- 
structor gives nothing but surface knowledge. The brain 
may absorb certain rules of hand-to-hand combat but the 
body has to be trained to make those moves reflexive. Two 
weeks doesn't do it. 

Whatever you do, don't waste money on those stupid Nin- 
ja books. "Ninja" is simply a Japanese word for assassin. 
We have their equivalent in the Mafia hit man. You don't 
need to practice creeping, climbing, crawling and clawing 
for several years just to put a bullet or knife into some 
slob. 

Besides, there is no proof that the black-clothed, gad- 
get-encumbered Ninja of the films and those ridiculous 
books ever existed as portrayed. Also, where were the Nin- 
ja on Guadalcanal or Guam? I'm sure the Japanese military 
would have used them if they'd had them 

If the films and books are to be believed, a half-dozen 
Ninja could have gone behind the American lines and wiped 
out every Marine contingent. The idea is not without prec- 
ident on our side. 

A Mafia hit-man was drafted for WW II. One night he 
Slipped behind the German lines and found a company of 
soldiers, asleep and mostly huddled together for warmth. 
He slit the throat of one, ear-to-ear, while he was lying 
next to a buddy. When the other awoke, he went mad. The 
whole company was demoralized and paniced. The idea that 
an American could get that close to sleeping but heavily 
guarded men far from the front lines was a mind-blower. 

Then there was Xommando leader Otto Skorzeny's men who 
dressed in American uniforms and infiltrated American un- 
its, You've probably read of the havoc and confusion just 
a few of them caused in the American lines. 

If Mafia men could be drafted, so could Ninja in the 
Yakuza. "Greetings" from Hirohito meant the same thing as 
from Roosevelt. Conclusion: the Ninja and their prowess 
are largely mythical. Don't waste your time and money. 

Getting back to starting a group; first develop some- 
thing to attract the kind of people you want. This would 
be a martial arts school which would be affordable, in- 
formal and effective. Give an office worker a place he 
can go to three nights a week and go from Jiu-Jitsu (Ju- 
do), to lethal combat in easy stages and you'll have all 
the customers you can handle. 

Say you have no experience in martial arts. That's 
best, actually, since you won't have to unlearn a lot of 
nonsense you might have picked up from a formal school. 
So, starting fresh, you choose as a partner, a friend you 
can get along with and enlist him as a business partner 
and fellow-trainee. 

‘Start with Jiu-Jitsu in PMJB 2. Learn and practice each 
lesson until it is reflexive to both of you. This should 
take a couple of hours each evening for about two months. 
By now you should be a match for just about any moronic 
roughneck who might threaten you. 

Having mastered Jiu-Jitsu, go to the Army course in 
PMJ# 1. Learn every attack and defense there until both of 
you are an even match. Next, master the Marine course and 
consider yourselves ready for business. 

Most towns have empty stores on the square or near it 
which can be rented cheaply. All you need are a couple of 
wrestling mats, a sign reading "American Martial Arts” and 
Some newspaper ads. You might also talk to your local rep- 
orters about the school. In your ads and interviews, tell 
People your school will teach self-defenSe to anyone for 
omy $25.00 per week in easy two-hour sessions three times 
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keens the mind but you must 
not take it to extremes. 

So let's say you've gotten 
a supply of glass tubing from 
your pharmacist, a Chemical 
catalogue or your friendly 
sign maker, who has access to 
glass tubing for neon signs. 
Working with it will not only 
give you new skills but better 
lab equipment. Also, it's fw 

To begin, place a length of 
glass tubing on a smooth sur- 
face. Decide where you want to 
break it and give that spot a 
sharp rake with a file. Then, 
grasp the tubing firmly with 
your thumbs near the mark. Now 
bend the glass back from the 
mark and it will snap cleanly. 

To insert the pieces of tu- 
bing into the rubber stoppers 
or corks, dip them first in 
soapy water so they will slip 
in easier, If you use corks, 
epoxy around the tubing on 
both sides. 


BENDING GLASS TUBING 


Basic glass bending is very 
simple. The part to be bent is 
held over the flame and rota 
ted until it glows red all a- 
round. Then bend it. Now, hold 
it for about ten seconds until 
it hardens. 

An alcohol flame is not so 
hot as a gas flame from a bun- 
sen burner or a propane torch. 
Actually, you can buy a pro- 
pane torch with all its at- 


‘Mark on back side 


TIAN 


tachments cheaply from the 
hardware store. It can be put 
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per week. Most people can afford that and only 100 custo- 
mers would give you $2,500.00 per week. 

Open up from 2:00 pm to 10spm six days per week. That 
would give you eight two hour classes each week. Figure on 
from ten to twenty students per class; mostly women from 
two to six pm and mostly men from six to ten pm. 

The idea would be to teach each student the basics and 
have him or her practice with another while you and your 
partner coach and watch so no one gets hurt. 

You might consider stocking my books in your school. 
Each student would buy PMB 1 and 2 and probably 3 and the 
Survivor series. In this way they could study the moves in 
PMJBS L and 2 and so would have a clear idea of what they 
were to learn, 

All my books will retail at $22.00 each and with 50% 
off to dealers, you would make 100% clear profit, since 
you would sell direct, The students who bought every book 
would be those most aware of the state of the world. These 
would be the most likely candidates for a community de- 
fense group. These would also be the most likely to go 
from Jiu-Jitsu to the more lethal aspects of American Mar- 
tial Arts, including improvised weaponry. (You would have 
to let your students learn improvised weaponry on their 
own, as that subject would put you on very shaky legal 
ground). 

As time went by, you would find you had a ready-made 
group of like-thinking men and women, You wouldn't need a 
name for it or any clearcut philosophy or ideology, But as 
things got worse in your area you would have quite a large 
group of trained, natural gurillas to draw on. With them 
you could insure the community’s internal security as well 
as a defense against outside antagonists. 


IMPROVISED WEAPONRY 
AS A MARTIAL ART 


From Taekwondo Times 


The true Martial Artist is a danger only to 
the dangerous. With skill comes responsibility 
along with confidence. This adds up to a self- 
reliance which makes anyone with that disci- 
piine an asset to those around him. 

But as one develops personal mastery, one 
anticipates a time when his services will be 
needed by the community. Then, as martial art- 
ists of old were called upon to defend their 
less-able brothers, he will need to know the 
arts of improvised weaponry. 

Such knowledge is just an extension of his 
own body, as was the nunchaku (rice flail), 
etc. Tyranny cannot prevail where the martial 
artist protects. 

Kurt Saxon's Poor Man's James Bond series 
is the most complete, and growing, collection 
of methods of improvised weaponry. No invader 
or home-grown despot can disarm a community or 

feel safe in an occupation. 
Beyond The Poor Man's James Bond, the Sur- 
vivor series teaches domestic self-reliance so 
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on the shelf when not in use 
and is much more efficient 
for glass work than the alco- 
hol_ burner. 

For a complete course in 
glass blowing, bending, etc, 
See GRANDDAD'S WONDERFUL BOOK 
OF CHEMISTRY, 


GRADUATE AND CHEMISTRY FLASK 


A graduate is a container 
with marks to measure liquids. 
An excellent graduate, and al- 
so a flask is a baby bottle. 
Tt will take the heat from an 
alcohol burner so it can also 
be used as a large test tube. 
Fitted with the right sized 
stopper with one or two holes, 
it will have many uses, 

A smaller graduate is a 
common medicine dropper and 
even better is a hypodermic 
syringe. The dropper can be 
bought at any pharmacy and if 
they have none with marks, you 
can put them on with a ruler 
and a felt pen, 


ALCOHOL BURNER 


This is simple to make from 
a baby-food jar or any other 
of a Chunky ind with a metal 
lid. 

Punch a hole in the midéle 
of the lid and work it wide 
enough to hold a four-inch 
length of cotton rope. 

Rubbing alcohol, bought at 
any grocery or pharmacy is the 
safest fuel for such a lamp. 

Fill the jar, tighten the 
lid and turn it upside down 
until the exposed part of the 
rope is saturated. Then turn 
it right-side up and light. 
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no one need starve or do without any of the 
necessities of life. 

To combat stress, Mr. Saxon has even made a 
hypno-tape which guarantees clearness of mind 
and the banishment of worry. It enables the 
user to plumb his subconscious for buried an- 
swers to the problems that are holding him 
back from accomplishing his true potential. 

All-in-all, Saxon's books and tapes are a 
positive reinforcement of the Martial Artist's 
striving for power over any threats to himself 
or nis community. 


MATCH HEAD BOMB 


Simple. safety match heads in a pipe, cap- 
ped at both ends, make a devastating bomb. It 
is set off with a regular fuse. 

A plastic Baggie is put into the pipe before 
the heads go in to prevent detonation by con- 
tact with the metal. 

Cutting enough match heads to fill the pipe 
can be tedious work for one but an evening’s 


fun for the family if you can drag them away 
from the TV, 


NAPALM 

About the best fire bomb is napalm. It has 
a thick consistancy, like jam, and is best for 
use on vehicles or buildings. 


Napalm is simply one part gasoline and one 
part soap. The soap is either soap flakes or 
shredded bar soap. Detergents won't do. 

The gasoline must be heated in order for 
the soap to melt, The usual way is with a 
double boiler where the top part has at least 
a two-quart capacity. The water in the bot- 
tom part is brought to a boil and the double 
boiler is taken from the stove and carried to 
where there is no flame. 

Then one part, by volume, of gasoline is 
put in the tap part and allowed to heat as 
much as it will and the soap is added and the 
mess is stirred until it thickens. A better way 
to heat the gasoline is to fill a bathtub with 
water as hot as you can get it. It will hold its 
heat longer and permit a much larger contain- 
er than will the double boiler. 
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BROAD FLAME ALCOHOL BURNER 


This one gives more heat 
ever a wider area and is used 
mainly for glass work as it 
will enable you to bend glass 
into all kinds of odd shapes. 


eo é 


PIPETTE 


With a pipette you can lift 
small organisms or flecks out 
of liquids. Also, you can pick 
up very small amounts of a li- 
guid much easier than pouring 
You might even mark the pip 
ette for use as a measure. 

To make pipettes, hold a 
length of glass tubing over 
the flame and, when it reddens 
all around, pull it gentiy at 
both ends until the middie is 
quite thin, Then break it in 
the middle. 


as ? 


To use it, put your thumb 
over the wide end and place 
the tip inthe liquid directiy 
over the particle you want, 
Then remove your thumb and the 
liguid will automatically rise 
and carry the particle with it. 


MOUTH PIPETTE 


The mouth pipette does much 
the same as the regular one 
but better. If you need a cer- 
tain amount of what you're 
working with. You can suck up 
exactly as much as you need or 
can fill the pipette and, drop 
by drop, realease an exact a- 
mount into a process. 

All you do to make it is to 
force the larger end of the 
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THE DAVID 


LETTERMAN SHOW 


By Kurt Saxon 

A while back I was invited to be on the David Letter- 
man show. The girl who called me said they had a copy of 
my book, “Granddad’s Wonderful Book Of Chemistry” and 
thought it would make for an interesting subject. I 
thought so too and, as usual, I jumped to conclusions 
and suggested I could do some chemical magic. Actually, 
the copy they had was the early edition which didn't 
have "Chemical Magic" in it. 

So, instead of going on the show and explaining the 
delights of being a mad scientist I volunteered to dem- 
onstrate, Never volunteer! Over the phone, the producer 
was quite excited about the project and urged me to do 
at least six demonstrations, as my segment would be from 
six to eight minutes. 

I soon realized that maybe I had bitten off more than 
I could chew. I explained that I was experienced on talk 
shows but had never done any sort of performing. The 
Producer encouraged me to do my best so I picked six ex- 
amples I thought were simple and basics spectacular but 
harmless. 

One was nitrogen tri-iodide from page 150, XLII. Ano- 
ther was the ignition of potassium chlorate and sugar 
from page 153, XXXIV (i). Then came the spontaneous com- 
bustion of mercury, potassium and sodium: page 153, 
XLII, 

Burning water came next; page 155, LVI. After that I 
meant to demonstrate lighting a cigarette with an ice 
cubes page 156, LXXIV. Last was simply how metallic sod- 
ium catches fire when wet. 

At home I did all these projects with no trouble that 
I can remember. When I did them in rehearsal, a half 
hour before taping, everything went wrong. This was ent- 
irely my fault. I took everything for granted, Not hav- 
ing performed so before any audience, I didn't know 
enough to practice under stage conditions, even though 
the effects worked the first time. 

I started setting up about three hours before I was 
to go on. First I mixed up a large, large, large batch 
of nitrogen tri-iodide. Better too much than too little, 
I thought, since the nitrogen tri-iodide would take an 
hour or more to dry, One of the stage hands had told me 
to make two batches so I could use one at rehearsal. I 
did and made even more than was in the first batch. 

Rehearsal time came around and I put one board with 
the nitrogen tri-iodide on a tall, wheeled table and a 
stage hand moved it out in front of the cameras. I had 
everything lined up and began doing the various deron- 
strations and everything went wrong. First I put a 
slice of sodium in a pan and flooded it with water. It 
didn't burst into flame but just sputtered and gave off 
puffs of smoky mist. It had flamed at home, but not 
there. Why? i 

It occurred to me on the plane going home. When I 
first tried it I sliced off a piece of sodium and drop- 
ped it into some water. It did burst into flame. Ano- 
ther slice Itd laid aside just spluttered. I should 
have realized it at home when I first tried it, When so- 
dium is first sliced, it is shiney and will ignite on 
contact with any moisture. However, it oxidizes almost 
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pipette into a foot of rubber 
or plastic tubing. 


BLOWTORCH TYPE BURNER 


To turn your burner into a 
blowtorch, simply use the pip- 
ette to blow into the flame. 
This adds oxygen which makes 
the flame much hotter, 


LARGE PIPETTE 


This lets you gather larger 
amounts of liquid. Making it 
also shows you a simple prin- 
ciple of glass blowing which 
might encourage you to make 
even more complicated glass- 
vare. 

Take a piece of glass tub- 
ing one foot or less and hold 
the middie over your broad 
flame or bunsen burner, turn- 
ing until it glows red. Then 
put a finger over one end and 
blow into the other. The mid- 
dle will buige out over the 
length of the heated part. Try 
it. It's fun. 
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immediately, even as one watches, and becomes covered 
with a kind of whitish rust. 

When put in the water at the studio, the oxidized so- 
dium spluttered because of the insulating property of 
the oxide. As water penetrated the layer of sodium oxide 
it only created more oxide so no actual flaming occurred 
and it just spluttered. 

The same oxidation prevented the cigarettes from be- 
ing lit by the ice cube. When I was at home I tried the 
cigarette lighting trick in the kitchen because that was 
where the ice cubes were. I took one of my wife's ciga- 
rette butts from her ash tray by the sink and poked a 
space in the tobacco with a toothpick. I then put a 
a sliver of sodium in it and held an ice cube to its 
tip. 

One drag and it was lit. This was because the ciga- 
rette was bone-dry and the sliver of sodium had no oxide 
coating. But when I prepared three fresh cigarettes on 
the set, none of them lit. Frustration. Of course, the 
fresh cigarettes were moist and so caused the oxide 
coating. The book suggested drying the cigarettes in the 
oven but I didn't pay attention. 

Then there was the burning water trick, It worked at 
ome because I had a large, glass petri dish with a 
fresh sliver of potassiumin a layer of ether about an 
eigth of an inch thick. This kept the potassium from ox- 
idizing. When I poured in some water, the ether stayed 
on top and the water ignited the potassium, which igni- 
ted the ether, producing a startling flame. 

On the set, however, I had put the sliver of potas- 
sium down while doing something else and it had gotten a 
thin coating of oxide. Instead of the petri dish, I had 
atin pie pan and used too little ether. So when pouring 
in the water, the oxide kept the potassium from igniting 
ami it just spluttered-and bvbbled, pushiry the toe-thin 
layer of ether away. 

I didn't get around to mixing the sodium, potassium 
and mercury, That vould have worked but was not spectac- 
ular. What did me in was the potassium chlorate and su 
gar ignited by sulphuric acid. Nothing could go wrong 
with that but what it caused was something I hadn't ant~ 
icipated. 

I had put the board spread with about six square 
inches by one eigth of an inch of nitrogen tri-oxide 
about the middle of the table. Barry, one of the exu- 
tives, was leaning against the table with his left ear 
about two feet from the nitrogen tri-iodide. I didn't 
notice he was so close because I was preoccupied. When I 
did the on-camera performance I had intended to have 
David stand at least three feet back. 

Anyway, after the failure of some of the most obvious 
demonstrations, like the igniting of the ether and 
lighting the cigarette with an ice cube I was worried 
that I wouldn't have any reason to be on the show. I be- 
iieve it was this feeling of frustration which kept me 
from being aware of the Consequences of carelessness, At 
any rate, instead of having Barry stand well away, as I 
would have had David, I didn't even notice he was so 
elose to the nitragen tri-iodide. 

But I was not only feeling frustrated but being stu- 
pid, I remembered that dropping sulphuric acid on the 
§maj1 pile of potassium chlorate and sugar did ignite 
beautifully and send pretty sparks all over every time. 
Perhaps I felt I could show Barry I could get something 
to work after all. 

Then it happened. The potassium chlorate snd sugar 
mixture did ignite beautifully and sent sparks every- 
where, including into the large smear of nitrogen tri- 
iodide. What followed was not a bang but a boom. It 
Sounded like nothing less than a bomb going off in the 
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MASON JAR CHEMISTRY FLASK 


Mason jars are made of py- 
rex and so can be heated with 
an alcohol burner. They make 
very good large flasks. They 
come in quart, pint and half- 
pint sizes. They are also eas- 
ier to clean than regular 
flasks. 

The lid for the flask can 
be either a two-part Mason jar 
Lid or one from a mayonnaise 
jac. Make a stopper-sized hole 
in the top and make it from 
the top of the lid inward so 
he stopper will go in smooth- 
ly. 

y You can either drill a hole 
and enlarge it with tin snips 
and a file, or make a punch, 
or punches for cifferent sized 
stoppers. Punches are made 
from short pieces of metal 
pipe 3/4 or 1 inch in diameter. 
The outside edge of the pipe 
is ground or filed so it is 
quite sharp. Then, with a bit 
of wood under the lid, the 
pipe is centered and hammered 


FUNNEL 


Plastic funnels of nearly 
any size can be bought at your 
supermarket. Sut you can also 
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studio and was heard all over that floor and the floors 
above and below. 

Barry Was understandably traumatized and in a state 
of shock. He skittered sidevays avay from the explosion 
and sat down on the edge of the stage. He then yelled, 
“am I bleeding? I can't hear. Can I get this stuff out 
of my pants?” 

He wasn't bleeding and his temporary deafness vas to 
be expected under the circumstances. He was wearing 
white pants and there was nothing on them I could see. 
In a few minutes his hearing returned and he was out of 
shock and had suffered no injury. But I vas truly sorry 
T had upset him so. 

Naturally, David had heard the blast and refused to 
experience anything like it. I suggested to the producer 
that recounting the string of errors would make an amu~ 
sing segment. But they vere all too shook up to consider 
the subject so T was bumped. 

If you vatch talk shows on a regular basis you've 
heard many references to guests being scheduled but not 
being on the show. This happens quite often. It is usu- 
ally because schedules are so tight and there is so much 
involved that they can't take any chances with a guest 
who might interfere with the shov's even timing. 

For veeks after, I was getting calls from readers all 
over the country vho heard David mention me. Was I sup- 
posed to be on that show? Would I be on later? (They had 
watched every night after that). Anyvay, I could only 
tell them that it was up to the producer to reschedule 
me and I vas sure that chemical magic would not be the 
subject. 

So take a lesson from my experience. When you do an 
experiment from GRANDDAD'S NONDERFt:, BOOK OF CHEMISTRY, 
follow it to the letter. Don't take anything for grant~ 
ga. Ana if you mean to perform before any audience’do ~ 
‘the tning at 1east six times first, rather than once at 
home and then bombing before your audience like I did, 


What Is A Secret Agent? 
by Kurt Sexon 


A lot of my readers were confused by my Secret Agent 
concept. Since our country is terribly in need of Se- 
cret Agents, I°11 separate fact from myth so you can 
see if you qualify. 

You probably yol your own impression uf Secret A- 
gents from the James Bond series, Patric McNee and Dia- 
fa Rigg of "The Avengers" and Patrick McGoohan of "Sec- 
et Agent". These are the idealized Secret Agents and 
more in line with what a Secret Agent ought to be. 

In actuality, however, the average Secret Agent is 
more 1ike Don Adams in "Get Smart" or Inspector Clou- 
seau of the "Pink Panther" series, played by the late 
Peter Sellers. In short, they are stupid and bungling. 

The KGB isn't much better. The British Secret Agents 
are tops. The reason for this is that mst of them are 
trained by the KCB. And since the British are more in- 
telligent than the down-bred Russians, they know how to 
use their training. But the American Secret Agent is 
usually a paranoia clod, or traitor. 

The FBT Agent isn't necessarily a “Secret™ Agent. 
But he is so ineffective that he is usually a waste of 
the taxpayers’ money. The secret is how he stays on the 
payroll. The reason for this is that the recruit has to 
be so Joe College, too straight and “normal”. Thus, he 
can't identify with anti-establishment types to the de- 
gree it takes to learn what they're up to. 

The ATF has the worst reputation among the weapons 
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make your own in a pinch from 
the tops of glass or plastic 
bottles. A knife and scissors 
are all you need to work with 
plastic bottles but for glass, 
you'll need the nichrome wire 
bottle cutter. 

A galion jug top can be as 
big a funnel as you'll need. 
By using a stopper with glass 
or plastic tubing, it can be 
as small as you may want it. 

An extra in making the fun~ 
nel from glass is that the 
bottom part can be used as a 
lab bowl. 


STRING FILTER 


This is a clever vay to 
filter a liquid without filter 
paper. All you need is a few 
inches of cotton rope, or even 
heavy twine, and two bowls. 
Place the bowls, one higher 
than the other, as shown. Then 
put the rope or twine in one 
bowl leading to the other and 
wait a few hours. 


PANT Pot FILTER 


For this you need a clay 
flower pot, some sand and a 
piece of cotton rope or rolied 
up cotton for a plug. 

First put in the plug, then 
add a few inches of sand. The 
nice thing about the sand for 
filtering 1s that what you 
want left behindwill be he1d 
away from the plug by the sand 
and so will not clog the plug 
and stop the filtering action, 


‘Sand 
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crowd but this is largely undeserved. For the most part 
they are intelligent and decent. But the excess zeal TRIPOD CANS 

used by an oceasional dingbat has given a good group a The purpose for these cans 
bad image. Also, they are greatly understaffed and so is to hold flasks or bottles 
are generally innefective against the real criminal el- vay from the direct flame of 
enent - A your alcohol or bunsen burner. 

But by far, the worst lot of "Secret" Agents is the Collect a general assortment 
CIA. Vice President Bush used to head the organization. o¢ dirrerent sized cans. Punch 
When Reagan dies, if Bush runs the country like he did 
the CIA, the country’s done for. 

It took me only one run-in with the CIA to give up 
on them, When I perfected my Fang I decided to market 
‘them through the CIA. The idea was that if I made them 
ané an Agent was caught in a foreign country, the wea- 
pon could not be traced to the government. 

I called their headquarters in Langley, Virginia, 

(703-352-1100) and the phone was answered by a token 

darkey straight out of Central Casting. I told her I 

wanted to talk to someone in covert operations, or P é 

whatever they called that department. She told’me Ita oles in the middie of the can 
have to give her the name of someone in that depart- bottoms. With tin snips or 
ment, Tt ought to have been obvious, even to that stu- Sharp scissors, enlarge the 
pid bitch, that I didn’t know any such name but I pat- holes to accommodate your var- 
jently told her to put me in touch with anyone handy. ious sized flasks. 

A male darkey came on the line and I wondered if Itd To make a tripod from a tin 
called the NAACP by mistake. He had never heard of me Caf, use the tin snips to cut 
and vas impatient, as if he wanted to get back to his Strips from the open end down 
mop bucket. T told the idiot T wanted to send the agen-to the other end. You can cut. 
Cy a copy of THE POOR MAN*S JAMES BOND and THE WEAPON- three or even four strips out. 
BER and a sample Fang with vaccine bottles of nicotine The number doesn't matter as 
sulphate, potassium cyanide and ricin, When his room- 10ng as there is plenty of 
temperatire [.Q. grasped: the iica that I was offering Ventillaticn for the flame and 
weapons for their Agents he snapped, "We don't kill strong support for the flask. 
people" and bung up, 5 sae 

Still hoping, I called an ATF Agent in Dallas and Saye 


told him my problem in getting the real CIA to stand fo cut microscope slides 
up. He gave me a number to call in Littie Rock, (501- 2md glass for other lab equip- 
378-6181). I called and the phone vas answered by a ‘Ment, lay the glass flat on 
Seemingly-concious woman who connected me with an A- Some newspapers. With the rul- 


gent. This boob didn’t want to give his full (or real) Ox held firmly, run the glass 
fone but let ne cail hin "Sin". T told him whee Ives Sutter along a straight Line. 
the ATF Agent and he asked me ir 1 wanted to join the Ther Put the pane on the edge 
GIA. Nothing in what I'd said vas even a suggestion Of the table with the vanted 
that T was looking for a job. I answered that I already Part jutting out over the ta- 
had a job and just wanted to offer my services. As if pio S,dg¢: Now. simply snap 
he hadn't heard a word, he said he'd take my phone num-‘"® 3188S apart at the cut, 
ber and they'd get back to me if they needed me. To 
Heli vith them. 

‘Their most famous graduate, the bungling slob, G. 
Gordon Liddy was for a time, the prime example of a Se- 
cret Agent. He screwed up the Watergate break-in and 
was jailed for it. 

More recently the CIA mined the harbor in Nicaragua, 
ineffectively. It simply damaged some of our allies* 
ships and America's reputation 

Secret Agents could do a lot to stop terrorism, esp- 
ecially by Mosiem fanatics. I realize few of my sub- 
scribers are prepared to do big things at this time but 
I'l1 give a couple of examples of hov real Secret A- 
gents could squash terrorism, plus the traffic in dope. 

The Moslem fanatics could be gotten to through their 
religion. Istam's most holy place is the Kaaba in Mec- 
ca, A secret agent in a private plane could simpy 
swoop down and drop a pig on the Kaaba. To Mosiims and 
Jews, the noble pig, food of Vikings, is unclean. 

To drop a pig on the Kaaba would be the most blasph- 
enous insult imaginable to Islam. On one of its legs 
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could be the message: “This is a pig. Release all Amer- 
ican hostages, immediately. Any further actions against 
Americans will result in our return. And then we won't 
drop a pig" 

‘The reaction would be outrage by every Moslem nation 
as you can well imagine. But the threat to their most 
holy place would force every Mosiem to give up on even 
the slightest anti-American act. Even the most psycho- 
tic Moslem fanatic vould realize that for him to cause 
the destruction of the Kaaba vould keep him out of Par- 
dise. 

‘The dope traffic costs America billions of dollars 
each year. It also costs the lives and fortunes of 
thousands preyed on by muggers, burglars and doped-up 
psychotics. Of course, the whole dope problem could be 
Fesolved by legalizing drugs and letting the nation's 
inferiors blow their useless minds with no real less to 
society. But this will not be done. 

Even so, Secret Agents could intercept batches of 
heroin and cocain and lace it with ricin. Those who 
shot up or snorted the doctored dope would die. Depend- 
ing on the area, Hollywood producers of the scummiest 
movies would go, inept politicians would make room for 
men and hopefully, a few Rock 'n Roll idols would bite 
the dust. 

Nothing but positive results would come from poison- 
ing illicit drugs. Aside from the initial elimination 
of some of the worst elements of society, only the sui- 
cidal would continue using. 

Those two operations must be left to better equipped 
and financed Secret Agents. But you can think of many 
small ways you can act to preserve the best of our cul- 
Sars Secret Agents don't uecessarity have to 
vork alone. You may need help in training, even though 
You must not let even your closest friends in on cere~ 
ain personal activities. The “need to know" rule is a 
must for a Secret Agent. 

Establish a reputation for something as far from 
your bobby as possible. Hoast of your prowess in mart— 
ial arts or underwater basket weaving. But don't ox. 
Press any interest in secret Agenting to anyone you 
aren't trying to recruit, and then only if he is a very 
likely prospect. 

Here I mist warn you against joining any‘politicai 
activist groups. Such groups are always membered by the 
unstable and untrustworthy. I learned thie in the six 
ties vhen I joined every right-wing group I could, ex- 
Sept for the Klan. I drew the line there. A man who 
likes to dress well simply can't get those robes to 
drape properiy. 

Political groups are always either infiltrated or 
filled with big-mouths who are all talk. Anything done 
will Be done by you and they'11 turm you in simply for 
a pat on the head. 

In the meantime, go to every gun show 
to. There is the place to make contacts 
your arsenal. 

While working on this, I was watching RED DAWN on 
iv. If you never pian on'doing anything until the real 
RED DAWN hits us, you'll still have justified your ox. 
istence. 

At the beginning of the picture 
Roosevelt was shown and his quote: "Far better it isto 
Gare mighty things, than to rank with those poor, timia 
spirits who know neither victory nor defeat": There's 
your rationale for being a Secret Agent. 


you can get 
and to collect 


a statue of Teddy 
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BOTTLE ETCHER 


With a glass cutter bought 
cheaply at any hardware store, 
you can make cuts in bottles 
which are enough to cause them 
to break cleanly with the ap- 
plication of heat. 

However, the break will be 
only as Clean as the cut a- 
round the bottle is even. For 
this, you will need a form 
which will allow an even cut. 

The best form is one which 
will allow you to cut any size 
bottle at the height you need 
to get the container you want. 

The simple form described 
will do just that. With it you 
€an cut petri dishes, bowls, 
funnels or anything else you 
may have a use for, 

First, get two one inch by 
twelve inch boards and another 
to mount them on. 

Drill about a dozen holes 


Rearest to the size of the 


Glass cutter. Mount the two 
boards in a broad V which will 
accommodate anything from a 
gallon bottie dow to a pint, 

Nail the boards firmy fram 
the bottom. 

To use, push the bottle as 
far into the V as it will go 
and insert the glass cutter in 
the hole nearest the height 
and diameter you want. Hold 
the glass cutter firmly to the 
bottie’s side and turn the 
bottle a full circle, or two. 

Now it is ready to heat and 
break. 


BOTTLE CUTTER 


This is a dandy tool vhich 
will enable you to cut bottles 
to any size. 

First, make the simple 
stand show. Then screw in tyo 
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THE MOLEHILL THAT 
ATE LOS ANGELES 


T love smears by the press. As a former repor- 
ter I find it hilarious that “journalists" are so 
intimidated by THE POOR MAN'S JAMES BOND that 
they figuratively soil themselves when dealing 
with it. This latest is a classic and 1 want to 
share it with you. 

Denise Hamilton of the Los Angeles Times cal. 
led and questioned me on my lack of responsibil 
ty in publishing such dangerous material. What 
with such a high incidence of dementia in L.A. 
County, any suggestion of the lethal application 
of common substances mist be done with criminal 
intent. 

That seems to be the thrust of her article. 

She criticizes me for my callousness in publish- 
ing a three sentence description of oleander,(See 
top left of page 50). Then she elaborates 
on the oleander, its availability to L.A. ding- 
bats, how it works, etc. According to her article 
anyone can poison anyone with little chance of 
being caught and the only reason the article's 
poisoner is being reinvestigated is that he had 
to boast about it. (Due to renewed interest I've 
veprinted the section on plant poisons). 

“She quotes my figure of 60,000 PMJBs sold nat- 
ionwide over the past 17 years. While decrying 
such a spread of my work she gives no thought to 
the vast circulation of the L.A. Times, probably 
a million or more. So now several hundred thou- 
sand potential Borgias know just how to do it, 
far more than I could have reached. 

L.A,'s favorite hunting sport, drive-by shoot- 
ings, have killed scores so far this year. That's 
a problem for the game warden. But if they follow 
Denise's advice they might consider sending ole- 
ander-laced pizzas to their rivals instead of 
shooting them. 

The whole article was born out of the alleged 
murder by poison of Tim (Belly) Waters, a Burbank 
coffin-stufter, by David (Chuckles) Sconce. Chuck- 
ies, who along with his parents is charged with 67 
Counts of naughtiness, such as seliing Body parts 
of uncomplaining clients, clearly had the intent- 
ion of depriving Belly of certain of his Constitu~ 
tional Rights. 

Chuckles borrowed an old edition 
from a friend as a guide to dealing 
Poisons were the appropriate choice but, unless he 
was already familiar with oleander, the PMJB ref- 
erence would have been inadaquate. I suppose he 
could have gotten the pertinent information from 
the library. He might also have called his local 
Poison Control office. A simple request for their 
booklet describing most household products to be 
kept out of the reach of children, as well as 


of the PMJB 
with Belly. 
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long screws so there is a 
space between the screw heads 
and the wood and with the ends 
of the screws projecting on 
the outsides of the wooden 
posts. 

Next. take 2 six-foot ext- 
ension cord and cut off the 
plug. Cut a couple of feet off 
one of the insulated wires and 
strip the insu2ation off an 
inch from both ends. Wrap one 
end around a projecting screw, 
Fit the other end to a small, 
lead fishing sinker. 

Strip the insulation from 
an inch of the shorter wire 
and wrap that end around the 
other projecting screw. 

Strip off an inch of insul- 
at from the other wire and 
fix it to another small, lead 
fishing sinker. 

Now for the nichrome vire, 
It usually comes coiled and is 
bought at the hardware store. 
Hold the coil and pull an end 
of the wire to straighten the 
Jength youl want. Wind the ends 
around the tvo screw heads so 
it sags, as show, 


‘Nichrome wire] 
Insulated wire 


Put the tvo lead sinkers 
into a shallow, glass contain- 
er. Don't let them touch or 
you will burn out the unit. 
You now have a salt-vater 
rheostat, minus the salt. Pure 
water is a poor conducter of 
electricity, But the gradual, 
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plants also dangerous to,the young would have giv- 
en him a much more detailed description of his 
sought-after weapon. 

So Chuckles was hardly the impressionable dim 
wit so often pictured as being turned on by the 
PMJB, 

Another fun thing about such smears is the 
"authorities" quoted in judging my material. They 
come out of the woodwork to tell how dangerous is 
the PMJB, Neil Livingstune expresses the Estab- 
lishment hysteria regarding lethal knowledge in 
the hands of us just plain folks. 

He pretends to despise my books yet he has not 
examined any. My books are not meant to teach any- 
one to do anything to anybody. They teach the mak- 
ing of weapons to use against aggression and fu- 
ture tyranny. He could not cite one case of any 
cop being hurt or any child blowing himself up be- 
cause of the PMJB. When he says the PMJB is lack- 
ing proper safety procedures, he is as much as 
admitting he has never examined it. A cursory per- 
usal of NEW IMPROVED PMJB gives clear warnings: 
Page 79, Flashpowder, Ist paragraph; Page 105, col- 
um 1, last paragraph; Page 140, all of INTRODUC- 
TION; Page 195, column 1, bottom. Page 201, colum 
1, top. These are just a few I spotted by riffling 
through. Older editions are equally highlighted 
with warnings. Proper procedures, safety precau- 
tions and the accuracy of the formulas should be 
evident to any knowledgeable reader. 

Livingstone no doubt styles himsnlf as an ex- 


Caen eC rAAGe Continued on next page 


This simple carbon arc fur- 
nace produces a very high tem- 
perature at the tips of the 
carbon rods. It also produces 
a blinding light, so never 
look directly at it unless you 
are wearing very dark glasses. 

cut two flashlight batter- 
ies at both ends until you get 
to their carbon rods. Clean 
off the rods and wrap an inch- 
wide strip of the metal cover 
of a battery tightly around 
one end of each rod. 

With a wooden frame, as 
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ds 


addition of salt will cause 
the water to bubble and this 
means it is conducting the 
electricity. 

House current is much too 
strong for such a short length 
of nichrome wire or flashlight 
battery carbon rods. Without 
the rheostat, the insulated 
wire would melt or a fuse 
would be blown. 

Now plug in to an outlet, 
add the salt until there are 
bubbies and watch the nichrome 
wire turn red, 

Etch a line around the bot- 
tle with the etcher. 

Hold your bottle 
so the etched part rests on 
the glowing wire and turn it 
slowly. The glass will begin 
to ping. The bottie should 
snap apart Cleanly after one 
or two revolutions. 

Smooth the edges by rubbing 
with emery paper. 


shown, push the rods through 
holes drilled through both up- 
rights, with the metal wrap- 
ings firmly in the holes, but 
with the rods loose enough to 
move back and Forth, 


Next, bore two holes into a 
small clay flowerpot with a 
drill or a screwdriver. Mount 
the pot on a brick and push 
the rods into the holes until 
they are about a quarter of an 
inch apart. 

Connect the bare wires of 
the extension cord to the met- 


al wrappings, held either by 
soldering or tape. Put in the 
plug and pour some salt into 
the bovl. Then slovly move the 
rods until they barely touch. 
At this point there showid be 
a lot of sparks. (When pushing 
the electrified rods in or cut 
use rubber-covered grip pli- 
ers). Pull them slowly apart 
so you will get an arc. 

With a ceramic cover for 
your furnace you can generate 
enough heat to melt metals and 
do many other interesting 
things. 


POOR MAN'S \JAMES BOND Vol. 1 18 
pert on terrorism, since he wrote a book on the 
subject. Suck experts may boast of having read 
more newspaper articles on terrorism than most pe- 
ople but that's about as far as it goes in prac- 
tice. Since I've done considerably more than read 
about terrorists I'11 review his book, “The War 
Against Terrorism". 
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fos Angeles Gimes 
‘Thursday, August 25, 1988 


"Neil Livingstone's book is fatuous drivel from By DENISE HAMILTON, Times Staff Writer 
front to back. In describing the terrorist element Oleanderisa familiar sight to Southern 
as such effective attention-getters, Livingstone Californians. A dark green shrub with 


teaches the violent and mentally unstable how to 
hold the Establishment at bay and at the same time 
gain the prestige such losers could never hope for 
using their inferior abilities legitimately. He 
graphically illustrates the techniques of misfits 
to create destruction far out of proportion to 
their miniscule numbers. Any lonely and alienated 
individual has but to read “The War Against Ter- 
rocism" to put himself and a few equally bitter 
and twisted acquaintances on the path of “resis- 
tance on behalf of 'The People", This book is dan- 
gerous. I do not think the First Amendment ought 
to protect those who write books encouraging dis- 
turbed people to act out paranoid rage and murder 
fantasies. I want this book banned". 

Of course, I've not read his book, but he 
didn't read mine either. So, there. 

Such books, however, can provide rationales for 
acts of destruction and cruelty by dissidents. 
They also tend to provide the dissident with a 
picture of limself cs part of an intellectual el; 
ite. Another book T've read but will not name, 
could almost serve as a terrorists' recruiter's 
manual with such plaudits as, “Yet the terrorist 
nystique has considerable attraction for alert, 
intelligent, capable individuals of all age groups 
in many countries" 

San Diego County's own Conrad Greyson bemoans 
the fate of the six kids in his area blown up each 
year, He says, "we always find these manuals". He 
didn't name mine but I'11 bet he would have if he 
did. But he seems to blame the damage on the manu- 
als instead of the kids, or their apathetic par- 
ents. 

T liked his account of “raiding” the house of a 
17 year-old who blew himself up with homemade ex- 
plosives. Conrad seems to blame Desert's IMPROVIS- 
ED MUNITIONS BLACK BOOK. 

But he was a young man, old enough to join the 
Marines, with permission. Nor would he have neces- 


Sarily gotten the idea from the book, Most Likely 
Continued on next page 


Claim of Poisoning 
Stirs Debate on 
‘Mayhem Manuals’ 


pink, red or white flowers, it brightens up 
freeway landscapes and sprouts gaily in 
suburban back yards. 

‘What is not as well known is that 
every inch of this photogenic plant 
harbors a hard-to-detect and potentially 
fatal poison for which there is no sure 
antidote. 

Kurt Saxon knows. He wrote about the 
lethal properties of oleander in a sinister 
1971 book called “The Poor Man's James 
Bond.” The self-published text, which 
law enforcement officials have long de- 
plored, tells readers how to kill people, 
commit arson and bulld bombs, 

Earlier this year, both the ancient 

plant and the ‘atomic-age book came 
Under new scruuny after witnesses at a 
preliminary hearing testified that Pasa- 
dena funeral hoine operator David 
Sconce said ne had poisoned Burbank 
Mortician Timothy Waters. 
“Waters, 24, died April 8 1985, at 
Camarillo’s Pleasant Valley Hospital. 
Until May, when toxicological tests 
turned up traces of oleander in Waters’ 
blood and tissue, it had been thought that 
the 300-pound mortician died of natural 
‘causes brought on by obesity. 

‘The Ventura County district attorney's 
office is reviewing the new evidence but 
has not determined whether to charge 
the 32- year-old Sconce in Waters’ death. 
Sconce is awaiting trial in Pasadena 
Superior Court along with his parents, 
Jerry and Laurieanne Lamb Sconce, on 
67 felony and misdemeanor charges 
regarding the operation of Lamb Funeral 
Home in Pasadena. 

The charges range from mutlating 
corpses to selling body parts. David 
‘Sconce also faces charges of soliciting the 
murders of his grandparents and of a 
deputy district attorney who was the 
prosecutor in the preliminary hearing. 
‘The Sconces have denied all the charges. 


Quest for Information 

Nonetheless, the revelation of death by 
poisoning sent coroners, prosecutors and 
police investigators scurrying to learn 
more about the 12 or so known cases of 
oleander poisoning and to obtain copies of 
“The Poor Man's James Bond,” which is, 
not widely available but is stocked in 
some survivalist shops. 
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he had a well-formed idea and bought the book as a 
step in implementing his idea. At any rate, the 
book was not at fault. Pipe bombs are commonly 
shown on TV and are moron-simple. A book could on- 
ly serve to add such safety features as my idea to 
put a plastic baggie in the pipe with its top 
pressed around the threads to prevent premature 
explosion through friction, The instructions could 
net have been faulty or lacking in proper caution- 
ary procedures, Hadn't he already made 10 of then? 
Most Likely he just got bored and careless. 

And shouldn't Conrad be grateful that the jerk 
finally goofed? What would have happened if he had 
actually used those bombs? Think about that, Con- 
rad, buddy. 

So I conclude with Sof's own Jim Graves who 
judged my civic-mindedness in experimenting with 
poisons on winos as "sick". Relatives of a murder- 
ed woman were awarded nine million dollars because 
of an obvious this-gun-for-hire ad run by SOF. I 
think Jim is alittle late in recognizing what 
sick is. 


20720 BLOWS BOMB 
BOOKS REPORT 


THE GUN RUNNER 1986 by Kurt Saxon 


On March 27 20/20 aired a segment on “Terrorist manu- 
ais". One obvious purpose was to expose and discredit the 
sellers of books on homemade weaponry as de-facto terror- 
ists and heartless profiteers. Another object was to show 

such material is a clear and present danger to soci- 
ety. 20/20 faiied miserably on both counts. 

20/20 obviously spent ‘of time researching 

subject. But when ti ne of any ind, 
r liberal bias renders them helpless in a frenzy of 
hysterical inferences and name-calling. 

Their first target was THE ANARCHIST COOKBOOK, con- 
piled by William Powell. With its emphasis on narcotics 
and Powell's anti-eatablishment propaganda, it vas the 
nearest 20/20 ever got to a terrorist manual. 

One interviewee vas Morris Litwak of The Larder, 11106 
Magnolia Bivd., N, Hol1ywood, CA 91601. His main iine is 
survival products but he stocks books on weaponry for 
those who would protect their goods from improvident loot- 
era all survivalists will have to contend with, 

An interesting part and an endorsement of such book: 
especially mine, was a trip to drug and hardvare stores 
by a 20/20 employee. She had a shopping list of ordinary 
items to be used for making bombs. Explosives expert, Jack 
McGeorge, assured 20/20 that her purchases vould make ex- 
plosives equivalent to five or six sticks of dynamite. 

They next spent 35 seconds on the nut who threatened to 
blow up the Washington Monument four years ago. Patrolman 
Jim Powell, first officer to examine the truck believed to 
have been filled vith explosives, said of such manuals: 
nIt is a detriment to us. It's a'detriment to all law en- 
forcement officers and the general public as well". But 
there were no explosives in the truck and the event had no 
tie-in to books of any sort. 

During my interview they had the camera on me for about 
30 minutes as T discussed many aspects of the veapons book 
field. They cut my part down to 90 seconds. I told them ay 
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It also raised concerns that texts such 
as Saxon’s could prove dangerous in the 
hands of violent, mentally unstable indi- 
viduals and sparked debate on censorship 
vs. freedom af the press, 

Neil Livingstone, a Georgetown Um- 
versity professor who wrote "The War 
Against Terrorism,” called Saxon's book 
“an atrocious piece of literature that 
serves no public interest." He wants 11 
banned. 

“Kurt's books teach people how to kill 
cops and teach children how to blow 
themselves up,” he added. "I don't think 
the First Amendment ought to protect 
you if you write a book on how to murder 
someone.” 

Law enforcement officials dub books 
such as Saxon’s “mayhem manuals” and 
say they often find such texts when they 
raid illegal explosives labs, drug labs and 
terrorist hide-outs. Although it is diffi- 
cult to tie violent incidents directly to the 
books, police psychologists say the man- 
uals are dangerous because they encour- 
age disturbed people to act out paranoid 
rage and murder fantasies. 

Lt Don Beasley, who heads the Los 
Angeles Police Department's explosives 
squad, says criminals often photocopy 
and pass around pages of “The Poor 
Man's James Bond” and “The Anarchist 
Cookbyok,” znothey such, tome that was 
popular in the 1960s. 

The police say danger also arses 
because the books occasionally print 
inaccurate chemical formulas or do not 
indicate proper safety procedures. Liv- 
ingstone said this is especially true of 
“The Poor Man's James Bond.” 

“We get an average of six kids @ year 
who blow themselves up, and when we 
get to their house, we always find these 
manuals,” said San Diego County Sher- 
iff's Set. Conrad Grayson of the bomb and 
arson squad. 

Last year, the squad raided an Bscon- 
dido house after 4 17-year-old boy blew 
himself up with homemade explosives. 
‘Ten pipe bombs and a how-to text titled 
“Improvised Munitions Black Book" 
were found. 

Even those most staunchly committed 

'sright to 
aspects, of 
Saxon’s book, which includes a chatty 
‘section on how to test homemade poison, 
‘concoctions on homeless winos. 

“That's pretty sick,” said Jim Graves, 
managing editor of Soldier of Fortune, 
the guns-and-adventure magazine. 

‘Saxon claims his book has sold 60,000 
copies, many via mail order. Few mai 
stream bookstores stock "The Poor Man's, 
James Bond”: some bookshop owners 
interviewed say they don't want it on. 
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main purpose for publishing THE POOR MAN'S JAMES BOND, THE 
WEAPONEER and my books on self-sufficiency was money. 

Of course I write and compile for money. An author and/ 
or compiler hasn't arrived until he can make a living from 
the sale of his work to a satisfied market. But since they 
were unable to show me up as a radical parphleteer turning 
out terrorist propaganda after a hard day's vork as a dish 
washer, Ehey meant to project me as an irresponsible prof- 
iteer. 

Reaching, as 20/20 did to justify Powell's statements, 
20/20 wasted a full two minutes recounting the case of 
Texan, John Chanslor, who tried to buy ricin from Minnery 
in 1982. It was a lurid case, but again had nothing to do 
with veapons books. Had Chanslor bought my WEAPONEER, made 
his own ricin and killed his vite, there would have been 
some justification for airing the case in conjunction vith 
“terrorist manuals”. 

In a letter John Minnery wrote to me in 1982 concerning 
Chanstor, he told me Chanslor had contacted him through 
his publisher. Obviously, Chanslor had read one or more of 
Minnery’s books but the ricin process isn't there. So the 
Chanslor spot on 20/20 vas irrelevant concerning Minnery's 
or any other such books. 

Moving on, 20/20 said, “Robert McBrian has been helping 
to coordinate the Federal Government's fight against ter- 
rorism for almost 15 years (With little if any success, I 
might add). He's one of Washington's most knoviedgeable 
experts". 

McBrian told 20/20, "We've had bombers who've admitted 
they have used the manuals in concocting their devices. 
Some of the literature has been found in a variety of the 
American terrorist type groups z 

“There was a raid Last year on the strongtzid of the CSA, 
an extreme right radical organization. The compound had 
various booby-trsps, weapons, illegai and otherwise, 1oks 
of explosives and manua’s on the premisis on how to use 
the explosives and how to make explosives". 

Since I'm quite familiar with the now defunct CSA (see 
page 81 of THE GUN RUNNER), I know that this reference, 
too, was irrelevant. Over the years the CSA had several 
demolitions and weapons experts, trained by the military. 
They never really needed such manuals. So Ellison bonbed a 
fag church and a pipeline of some sort, aa I remember. Any 
of several of his members could have built the bonbs with- 
out referring to any manual. 

‘The film footage 20/20 shoved on the CSA ordnance con- 
tained no improvised weaponry or manuals on the subject. A 
copy of the PMJB was shown on the original film but had 
been purchased only a couple of months before the raid and 
$0 had not been used. 

The CSA was a cult vhich, over the years, had collected 
Yyapona and explosives vith'great zeal. They didn't get 
their knowledge of veapons, improvised or othervise, from 
our books, So the CSA"s antics are also itrelevant to the 
question of our manuals being a detriment to society. 

MeBrian continued: “Juveniles are learning from this 
sort of thing. A substantial number of explosives inci- 
dents that are investigated every year by Federal Agents 
and by local authorities involve accidents. Unfortunately, 
many of these accidents are by curiosity seekers and the 
interested juveniles who decide they are going to see if 
they can make themselves a bomb; see if they can make 
Something go boom. And it‘s very tragic” 

Tragic, yes. But what about parental supervision? And 
how many such tragedies happened ta ignorant youngsters 
trying to recreate a bomb from a TV shov as opposed to our 
books? Only the inference is there, 

A few weeks previous to the airing of the “terrorist 
manual" segment, 20/20 did a piece on a psychotic doctor 
Senvicted of poisoning seven of his patients. He had also 
tried to Kill his co-workers with iced tea laced with ant 
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their shelves. 
“Russians and Martians’ 


“Tm torn two ways. It's a free speech 
issue on one hand and deplorable on the 

” said Dosier Hammond, the former 
president of the Southern’ California 
Booksellers’ Assn. and the trade-book 
manager at the UCLA student bookstore, 
‘which does not carry the book. 

‘Saxon, a folksy 56-year-old who lives 
in Harrison, Ark.. and publishes survi- 
valist books says with glee that his book 
will come in handy “when the Russians 
and Martians invade.” 

Saxon has deleted the oleander 
poison eniry in his “New Improved 
Poor Man's James Bond” because, 
he said, “it wasn’t fanciful enough,” 

The section originally read, 
“Qleanders are common flowers 
but are about as poisonous as any 
plant. The heart is affected very 
Quickly and severely. Both the 
branches and the leaves arc le- 
thal.” 

Experts say only a fraction of 
olvarider poisonings, whether acci- 
dental or intentional homicides, are 
reported. Dr. Fredric Rieders, a 
forensic toxicolngist with National 
Medical Services in Philadelphia 
Suid children, in particular, are 
Suseepiihie lu cleander powoning 
because they aut things un their 

mouths. 

Rioders sata symptoms include 
vumiting, diarrhea, indigestion and 
4 contragting of the heart until the 
museie ramps cause the blood to 
stop flowing, which can result in 
death 

‘Once the poisoning has oc- 

curred, It is extremely difficull to 
counteract st. {t is mostly in God's 
hands.” Rieders sald. 

‘A minuscule artountof the plant 
is enough to be fatal, experts said, 

Dr. F, Warren Lovell, Ventura 
County's coroner, says he knows of 
two oleander poisoning cases—one 
in which a 96-year-old woman in 
Northern California committed 
Suicide by eating oleander leaves 
and a case in which a Haitian herb 
doctor in Florida preseribed olean- 
der tea for ailing patients and 
accidentally killed ane. 

Then there are the unconfirmed 
tales, such as the one about the Boy 
Scout who barbecued a wiener on 
an leander branch and died. 

‘Waters, who ran the Burbank- 
based Alpha Society, a cremation 
service, died in agony after two 
days of bloody vomiting and diar- 
rhea at the Camarillo house of his 


mother, Mary Lou Waters. An 
Sutopey pertonmed by The Verran, 
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PerCopies of the PMID ard THE WEAPONEER vere shown anong 
his effects, along with various poisons. But he was a doc- 
tor, with the training and with easy access to many pois 
onous substances. I've never written about ant poison and 
the deaths of his seven victims were not described as a 
result of anything he had read in my books. But again, 
there were my books, there vere some bodies, but-no direct 
connection. 

For such a prestigious program as 20/20 to raise an 
alarm about our “manuals for mayhem", "terrorist litera- 
ture", etc., without one clearcut example is shameful. Ané 
if HeBrian is such an expert and so close to the subject 
and 90 Willing to collaborate with 20/20, vhy couldn't he 
have supplied them with at least one irrefutable example? 

I've sold over 50,000 copies of the PMJB. Paladin pub- 
1ished 300,000 veapons and related books last year alone, 
and with Loompanics, Delta, Desert, Alpha, etc.) millions 
over the years. On the surface, this should be alarming. 
But where are the body counts? Where are the examples of 
crimes which Would not have been committed without such 
Literature? 

What vith the hostility shovn us by the media it would 
be reasonable to expect them to rub our noses in actual 
examples if they had them. A few years ago a man ansvered 
a classified ad in SOLDIER OF FORTUNE, became a mercenary, 
vent to Africa and got captured and was executed. The med- 
ia had a field day. “The man would be alive today except 
for SOLDIER OF FORTUNE", they all said. (The man vas an 
adu1t and responsible for his actions. SOP vas blameless). 

Recentiy, SOF ran an ad by a man in an American prison 
¥ho wanted to hire mercenaries to help him escape. The ad 
vas answered and four or five mercenaries joined him in 
prison. Again, a media Narrage of accusations against SOF. 

So if Johnny, due to a lack of parental supervision, is 

_found with his hand@ and face blown off and one of ovr 
“manuale giued to the ceiling with his blood, can anyone 
doubt the media reaction? Or if tomorrow a terrorist be- 
qins throwing bombs he could not have made without one of 
our booke, will not. the media tay the blame at the pub- 
lisher's door as they did with SOF? 

Aithough we can't be expected to act as surrogate par- 
ents or public guardians anyway, 20/20 showed an extrene 
lack of professionalism and future credibility in accusing 
Us of contributing to violence, using nothing but infer- 
ence and innuendo. Where is the journalism of Joseph Pul- 
itzer? Where are the objective investigative reporters? 

The 20/20 gtaff sought to expose our field, hoping to 
find trails 1fttered with the bodies of innocents leading 
to our firms. No bodies. They may have hoped to show a 
scroungy band of anti-social, murderous nihilists foment— 
ing revolution and terrorism wherever they could. Instead, 
they foun only vell-educated, cleancut authors ané pub- 
lishers, unaffiliated with any radical groups and with not 
a tertoristic aim among us. 

You might wonder why the media so fears and hates us 
that they would strike out so blindly. I have a theory you 
night consider. For years, the liberal news media has been 
pushing their cameras into the faces of every violent med- 
iocrity screaming, "Down with Americal* 

‘The media has Consistently furthered the causes of the 
veak minded and destructive “disadvantaged” of every race, 
creed and color. They have encouraged the entry into our 
country of millions of illegal aliens; diseased, criminal, 
illiterate and perverse. Our streets are Filled with sava- 
ges who rape, rob, maim and kill, almost with impunity. 

Having destroyed our republic’ and undermined their own 
democracy, they fear the violence and terrorism they then- 
selves have nurtured. Yet, as the scorpion who stung to 
death the frog carrying him across the stream, because it 
was his nature, they follow their om natures still. 
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County Coroner's office said Wa- 
ters died of natural causes, com- 
pounded by his extreme obesity 
Bnd fatty deposits in histiver. 

Some authorities today question 
thal conclusion and say the coroner 
should have carried out toxteologi~ 
eal tests 

‘The autopsy looked real funny 
tome,” said Walt Lewis, the deputy 
district attorney in Pasadena who 
snvually handled the Sconce case, 
but was removed after Sconce was 
accused of soliciting his slaying 

“Here's a guy who's 24 and 
weighs 300 pounds, and he died of 
fatty deposits tn the liver?” Lewis 
asked rhetorically 

Lovell, who became Ventura 
County's coroner in late 1985, said 
the previous coroner indicated he 
planned to. perform toxicological 
ists. But Lovell satd he left the 
pout in July, 1985, without doing so. 

Both Lavell and others point out 
that standard toxicological tests 
would not have turned up the 
presence of oleander, however, be 
Cause it requires a specific test. 

“Hf you don't suspect oleander, i 
would be way down on your list of 
things to look for,” Rueders said 

Jc wasn't unui this year that the 
authorities began to suspect foul 
play, During an 8: month iteating i 
Pasadena Superior Court, witness. 
8 testified that Sconce hired two 
men to beat up Waters on Feb. 12, 
1985. 

David Edwards, a former Lamb 
employee, testified thal Sconce 
borrowed the Saxon book to leurn 
how to poison a neighbor's dog, 

‘Witnesses said that in March 
Sconce went to a Simi Valley 
restaurant where Waters was eat- 
ing and told witnesses that he 
dropped poison into Waters’ mixed 
drink wher he left the table. 

The motive, according to wit- 
nesses, Was that Sconce wanted to 
silence Waters because the Bur- 
bank mortician suspected that 
Lamb Funeral Home was conduct- 
ing illegal, multiple cremations. 

One celimate testified that the 
poison was not strong enough, so 
Sconce poisuned Waters again, 
causing a heart attack. Cellmates 
testified that Sconce bragged about 
poisoning Waters. 

The Ventura County district at- 
torney’s office said it probably will 
not decide whether to file murder 
charges against Sconce until Sep- 
tember, because the prosecutor 
reviewing the evidence is on vaca- 
oa. 
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CLOTHES HANGER STANDS 


A pair of needle-nosed pli- 
ers and a pair of regular pli- 
ers and a few clothes hangers 
will allow you to make ever so 
many different pieces of lab 
equipment, as shown. 


PRUSSIC ACID 


Prussic, or hydrocyanic, acid is one of the 
most poisonous compounds known, A stu- 
dent once described it as being so poisonous 
that a drop on the tongue of a dog is enough 
to kill a man, Nazis and Communists used to 
murder each other with it before Hitler came 
to power, 

It is shot from a water pistol into the vi 
tim’s face, The victim automatically gasps in 
surprise and droplets of the acid are drawn up 
the nose to the olfactory nerves. Before he re- 
alizes he has been attacked he is unconcious, 
Within three minutes of his collapse he is 
dead, 

A few drops in the mouth is also fatal. So 
just consider that if a man is shot in the face 
with prussic acid he will drop dead before he 
can move ten feet. 

‘The attacker usually hides the water pistol 
in a folded newspaper and shoots the victim 
in the face while passing him on the street or 
on a staircase, The victim stops in surprise and 
collapses and dies of an apparent heart attack. 
The attacker simply keeps on going and pass- 
ersby gather to gawk and discuss their own 
coronaries, I think it would be great fun to 
watch what would happen to some poor son 
of 2 bitch who tried to give the victim mouth- 
to-mouth resuscitation. 

Small batches of prussic acid are made with 
your still. The ingredients needed are 15 parts 
Of potassium ferrocyanide, nine parts of dis- 
tilled water, nine parts of strong sulfuric acid 
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and five parts of calcium chloride. The cal- 
cium chloride can be bought or it can be 
made by covering broken up bits of black- 
board chalk with hydrochloric acid and Ict- 
ting it soak in well and then drying it. 

To start the process, put the potassium 
ferrocyanide into the flask first. Then put in 
the water and swirl the flask to mix both in- 
gredients well. Next, the sulfuric acid is pour- 
ed in, slowly, and the mess is well stirred with 
a glass rod or tube. 

The calcium chloride, in coarse fragments, 
is put into the receiving bottle and a two hole 
stopper is put in with a tube leading outside. 

Measurements are by weight. Consider the 
parts as ounces. Depending on the size batch 
you need, the measurements are cut in half 
until you reach the quantity you want. Below 
are four sample size batches starting with 15 
parts, or ounces, and going down the scale to 
one and seven-cighths parts, or ounces. Mea- 
suring parts is easy once you get the hang of 


‘SAMPLE BATCHES, 1 2 3 4 

Pouastium ferrocyanide 1502, Tor. 3Kor. 17/802. 
Distilled water or shor Mor 1 1/8er 
Sulfur seid Jor Mor Wor 11/801. 
Calcium chloride Sez Mor Iker, —S/Bor, 


If you lack a lab scale you can measure 
with plastic cups on a $3.00 postage scale 
bought at any office supply store. To do this, 
say you have a 500 ml flask and want the 
smallest batch, batch four. 

You first put a plastic cup on the postage 
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scale and turn the little knob that causes the 
scale to register no weight with the cup on it. 
You don’t want to include the cup as part of 
the weight. 

Then, while watching the scale, slowly pour 
the potassium ferrocyanide into the cup until 
the scale reads one and seven-eighths ounces 
or just a hair short of two ounces. Another 
cup is put on the scale and water is slowly 
poured in until it measures one and one- 
eighth ounces or just a hair over one ounce. 
The same goes for the sulfuric acid. Bits of 
calcium chloride are dropped into another 
cup until the scale reads five-eighths of an 
ounce or a hair over one-half ounce. The 
other batches are measured likewise. 

A word of caution is in order concerning 
sulfuric acid. Never pour water into the acid 
as that would produce a violent reaction. Al- 
ways pour the acid slowly into the water. 

When you distill the mixture in the flask, 
watch closely to see that the stuff doesn’t 
bubble up into the neck, If it boils up into the 
tube you'll have a real mess. If it starts to 
head for the neck of the flask, quickly remove 
the alcohol lamp. When the bubbles subside, 
return the lamp and continue to watch. 

While this stuff is being made, wise Mili- 


Prussic acid; 
de a cae aa ‘This is also 
called jo acid, and consists of @ thin, 
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tants wear a cloth mask soaked in a brine so- 
lution of bicarbonate of soda. This goes over 
the nose and mouth. 

When the distillate covers the calcium 
chloride in the receiving bottle the action is 
stopped and the apparatus is allowed to cool. 
Then the tubes are removed and the distillate 
is poured into another bottle with a good 
stopper. Light and air cause prussic acid to 
lose its potency quickly. Its container should 
be wrapped with aluminum foil and stored 
upside down in the refrigerator. A few drops 
of hydrochloric acid will help to preserve the 
prussic acid. 

What is left in the flask is the most beauti- 
ful Prussian blue dye. Don’t pour it down the 
sink where it will become a pollutant. Instead, 
use it to dye a shirt. This is yet another exam- 
ple of recycling. 

If batch four is made, only about a half 
ounce of prussic acid is obtained. In a small 
water pistol this will be enough for several 
hits and will at least get you a seat on the bus. 

Although deadly poison, prussic acid is 
only about as strong as vinegar and so leaves 
no burns on the skin. This is small consolation 
for the victim. 


Dick's, 1872 


alle mais led water, edd 60} of silver, Eeltanad wilh tha tek abd inverted 
‘olor strong 2 together drocyanie acid, be- 
ttor of peach Koraels Wt boll ae 19> ‘and white from the formation 
and solidifies at 45°; ite of ler. 

7068 Tt constitutes one of the most deadly 3947.) (7. 3. Ph.) ‘teat is considered tho most delicate, 
poisons known, Its alts are HYDROOYAN- . Tests for the Molsten a, watch-piass or poreelain.eapsnle 
Aras and oaratuto oraxtons, Prussio wold, aio Acid. It is distinguished by « strong with Lor 2 drops of yellow sy sopsutet of 
ran hen, uta, ts very Mable to mponia: or of biter almonds smmonis; invert it over the matter as before, 
neous decomposition, and this Neutralized » and with a and after 6 few minutes dry it with o gentle 
‘when {t {s exposed to th solution of sulphate or’ tincture of iron, it heat. A glass rod dipped in a solution of & 


ite 


iron, 
Glass, will form a blood-red streak if the 


and ta keg acid. ‘This test may be son smallest quantity of hydrocyanie acid is pres- 
uation, ory ‘single drop of solution of potasse over the ent 
tity of muriatic acid renders It much lows bottom of e white soucer or forcelata capsule, 
ligble to chango, and is generally made by and inverting it over another vessel of the 3951. Test for the Strength of Prus- 
nlsatetoras ‘er that fame aie containing tye matter der exam. #0 Ald. Fo: eatinating the essen ot 
3948. tain Anhydrous Prussic ination. After 2 to 5 minutes remove the the eommereial acid the following plan, pro- 
Aad. Pare oryetattzot fetrocyaaide of npper cepenlo; sd to the potaea npou i, a Dosod by Dr. Uro, will be found very exact 
‘tassium, 15 parts; water and sulphuric single drop of s sclation sulphate or tine- and convenient. or any other 
of esch 9 parts; VT Spat Poti nto g fare of iron, and ‘toto airfwrafew  oonveniaat quantioy of t66 anid comtalngt es 
Well-cooled recsiver, containing ehlocide of ext ‘or 2 drops of dilutes small ad in suce small quan- 
salcium in coarse fegments, parts; stop seiphurooold, when a Blue oolet wil Meee fig phe, Goode ef merger nae 
the process e¢ soon 48 the oblorids in the re- veloped if syanis acid is present in the powder, till t Goases to be dissolved on on agit 
ceiver is perfectly covered by the distilled Bon, The woight of the red precipitate 
fiuid, and Wocant the acid int) a bottle far "Nitrate of ailver 8 white clotiy pro. up being divided by 4, gives a quotient rey 
uished with a good stopper. Koep it in the capitate, soluble in Fqand senting” the “quantity “of of real prussig cold 
Gark, with the bottle inverted. ioh, when dried and heated in a test tube, By weighing out beforehand, on « 
‘8845. Dilute Prussic Acid. Mix 41 evolves fumes of cyanogen, which bura wits Bless of pede wee” ‘glass, 40 or 50 grains 
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hc juantity 

operation may be always completed in Sve 
minutes, for the red precipitate dissolves aa 
‘apily in the dilato prasso ac, with the aid 


ter. muriatic acid be 
‘atspeoted, then tho difference in the volatility 
of jate and muriate of ammonia may be 

recourse to with advantage; the former 
ex! ‘at very gentle heat, the latter re- 


haling 
By ie 


he rosiduary sal 
muriatio acid present. 
ammoniao corresponds to 
Tiatio seid. 


Encyclopedia Britannica, 1892 


PRUSSIC ACID, the familiar name for a dangerously 
poisonous, though chemically feeble, acid, known ecionti- 
fically as “hydrocyanie acid,” or “eyanide of hydrogen,” is 
here taken as a convenient heading under which to treat of 
cyanides gonerally, ‘This generic term (from xvavos, :lue) 
is not meant to hint at any generio property; it is due 
simply to the fact that all ides, in an historical sense, 
are derivatives of a blue pigment which was discovered 
accidentally by Diesbach, a Berlin colourmaker, about the 
beginning of the 18th century, 

The foundations of our present knowledge of cyanides 
were laid by Scheelo (1783), whose discoveries were subse- 
quently (from 1811) confirmed and supplemented, chiefly 
in the sonse of quantitative determinations, by Gay-Lussac, 
Although we have no space for further historical notes, we 
must not omit to state that Gay-Lussac, as one result of his 
work, conceived and introduced into chemistry the notion 
of the “compound radical,” having shown that prussic 


acid and its salts are related to the group NC in precisely as 


the same way es chlorides are to chlorine, or sulphides to 
sulphur, This idea, in his own eyes and in those of his 
contemporaries, was greatly fortified by his success in even 
isolating his “cyanogéne” as a substance, 

In preparing cyanogen or cyanides in the laboratory the 
operator now always starts from prussiate of potash, with 
which, accordingly, we begi: 

Prussiate of Potash, (NC) 


Ky+8H,0 (syn. ferrocyanide 


potassium ; Germ, Bludlangensal:)—This salt is being produesd 
Yaluatrially from animal refuse (hide and hor clippings ald shoes, 
Dood solids, &c.), carbonate of potash, and iron filings or borings 


as raw materials.” The carbonate of potash Is fused at a red heat 
in am iron pear shaped vowel suspended within a farnace, or on the 
cupel-shaped sole of a reverberatory furnace, and the animal matter, 
which should be as dry as possible, is then introduced in instal: 
montis along with the iron. ‘The fusion is continued as long as 
inflammable gases aro going off; then the still fluid mass is ladled 
ont and allowed to cool, when it hardens into a black stone-like 
body known to tho manufactarer as “metal.” When the broken- 
up inetal is digested with water in an iron vessel prussiate of potash 
pisses into solution, while @ black residue of charcoal, metallic 
iron, sulphide of iron, &e., remains, ‘The:clarified solution, after 


sufficient concentration in the heat, deposits on cooling part of 
its prassiate ia lemon-yellow quadratic erystsla (generally trun- 
cated cetahedre), which ate purilied by recrystallization. The last 


mother-liquors furnish an impure green salt, which is added to a 
fresh fuse and s0 utilized, 

In former times it was believed that the prusstate was prodnced 
during the fusion process, and in the subsequent process of lixi 
tion simply passed into solution, until Liebig showed that this vi 
was untenable, The fuse cannot contain Teady-formed prussiate, 


24 


POOR MAN'S JAMES BOND Vol. 


during the process of lixiviation Wy 
Polastam on fue ferros eompoun 

iron, partly the sulphide of fron 

‘According to 


that it was partly the metall 
Present in the metal, which effected the conversion. 
me recent researches a doublo su] 
alvrays produced during the fusion 
the sulphur of the organic matter an 

resent in the carbonate as an i 
hs double sul 


effect, readily at 
6NO.K+FeS. (NC),Fe.K,, 
of the original vunites with ancthet 


_ its water, part nt 60° C., the rest 
at 100°C,, but very slowly. ‘The anhydrous salt is a white powder, 
The crystals dissolve in four parts of cold and in two parts of 
boiling water. It is insoluble in id not dehydrated by, alcohol. 

Prussiato of potasi: has the position of a double salt, 
Fe(NC),+4KNC, but the idea that it contains these two binary 
cyanides is entirely at variance with its reactions. Cyanide of 
potassivm is readily decomposed by even the feoblost acids, and 
to some extent oven by water, with elimination of hydrocyanic 
acid, and. on this azcount perhaps is intensely poisonous. A solu- 
tion of the prussiate remains absolutely unchanged on evaporation, 
and the action on it even of strong acids in the cold results in the 
formation of the hydrogen salt, (NG),FeH, which is decomposed, it 
is troe, but only when tl is hoated, with evolution of 
hylroeyante acid, It is not poisonous. Its sotntion when mixed 
With nitrate of silver does not give a precipitate of o 
NO.Ag, and a solution of the two nitrates, but yiel 


E¢ 


ranide of silver, 
avunitary pre: 


between the retort and 
condenser. Jn this eave'more particalarly it is indispensable to 
provide for a most efficient condensation of the vapours; tho exit- 
end of the condenser should be provided with an edapter goin 

down to near the bottom of the receiver, which rust be surroande: 

by a freezing mixture. ‘The temperature of tho latter, of course, 
must not be allowed to fall to the freezing-point of tho distillate, 
The retort is heated by means of a sand bath and a brisk distilla- 
tion maintained until the residue begins to dry up. ‘The result of 
the reaction is in accordance with the assumption that the dilute 
vitriol, in the first instance, converts the prissiate, one-half into 
(NO Fe-Hy the other into (NC)FS.KsHy and thet through the 
effect of the heat these two bodies decompose each other into 
{(NC)_Fe} KyFe, which remains in the residue asa jrecipitate, 
and (NC)H,=6NCH, which distils over. Real NCH is a tolour- 
Jess liquid of 0°6967 ‘specific gravity at 18° C., which freezes at 


= 15° C. (Gay Tassne) into a white fibrous solid. Aseording to 
Schulz the acid, if really pure, remains liquid at - 87°C, It boils 
at 26°5 C.; at 4°6 its vapour-tension already amounts to half an 


mosphere. ‘The vapour is inflammable and burns into carbonic 
, Water, and nitrogen. The acid mixes with water in all 
Proportions, with contmetion and yet absorption of heat. ‘The 
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solution behaves on distillation like a mere mechanical mixture of 
its two components. Prussic acid has a yery peculiar powerful. 
smell; more cheracteristic still is a kind of choking action which 
evon the highly attenuated vapour exerts on the larynx. Prussic 
acid is fearfully poisonous; a few drops of even the ordinary 
poarmaceatical preparntion (of 2 per cent.) are sufficient to kill & 
large dog, Ib acts with characteristic promptitude, especially when 
inhaled asa vapour, Even a relatively lar; 

found its way hnto the stomach without produ 
said to do relatively little harm there? 


dose, if it has once 
cing a fatal effect, is 


1 The British Pharmazopaia prescribes for the medicinal acid a 
strength of 2 per cent, of real NCH. ‘The two medicinal prepara. 
tions known as aqua amygdalarum amararum and es aqua laurocerasi 
respectively contain prossic acid iu combination with bydride of ben- 
royl, CyHy.COH, In neither case does the prussic acid pre-exist in 
the vegetatile materials, but is produced: during the mashing process 
which precedes the distillation, by a fermentative decomposition of the 
amygdalin which they contain. 


Prussic acid is charaetoristically prone to suffer ‘spontaneous 


LAUGHING GAS 


Laughing gas was one of the earliest an- 
aesthetics. After a little while of inhaling the 
gas the patient became so happy he couldn’t 
keep from laughing. Finally he would drift off 
to a pleasant sleep. 

Some do-it-yourselfers have died while tak- 
ing laughing gas. This is because they had gen- 
erated it through plastic bags while their 
heads were inside. They were simply suffocat- 
ing but were too bombed out to realize it. 

The trick is to have a plastic clothes bag in 
which you generate a lot of the gas.Then you 
stop generating the gas and hold a small open- 
ing of the bag under your nose, getting plenty 
of oxygen in the meantime. Then, Whee! : 

To make it you start with ammonium ni- 
trate bought from a chemical supply house or 
which you have purified with 100% rubbing 
or wood alcohol. 


Dick's, 


4060. Protoxide of Nitrogen. ‘This 
gas is also called nitrous oxide, and is l 
used by inhalation, under the name of laugi 
‘ing gas, to produce insensibility to pain. It 
is colorless, possesses an agreeable odor, and 
asweetish taste. At 45° Fahr., and under a 
pressure of £0 atmospheres, it is liquid. Its 
specific gravity is 1.5241 ; it supports combus- 
tion, and is absorbed by water. Its most re- 
markable property is its action on the system 
when insp' “A few deep inspirations are 
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decomposition.” Whether the pure anhydrous acid really is, in 
the strictest sonse of the word, still requires to be found out ; the 
ordinary preparation, when kept in close bottle, aoon turns brown 
and turbid “azulmie” acid, 2 substance of ‘complex constita- 
tion. Other things nre formed at thesame time. The pure aqueous 
acid is Table to similar changes ; in its caso formiate of ammonia 
always forms the predominant ‘product. This change is easily 


NC. H+2H,0=NH, +11. COOH. 
‘Ammonia. Formie seid, 

A strong agneous prussic eeid, when mixed with fuming hydro- 
chlorie pee» room, euwventer| into a magma of fives 4 of sal. 
ammoniac, with formation of formic acid, whieh remains dissolved. 
And yet, most singularly, the addition to the prepntation of 
proportion of hydrochloric or sulphuric acid us the best. me 
preventing, or at least greatly retarding, its spontancons eliange 
Inthe very samo direction. Aqueous preasio seid acts only tees 
feebly (if at all) on bluc litmus ; it combines with Aqueous caustic 
alkalis but does not decompose their carbonates ; nor docs it act. 
upon the generality of insoluble basic metallic oxides or hydrates ; 
mercurie oxide and oxido of silvor form noteworthy exceptions to 

is rule. 


Ammonium Nitrate 
See Page 104 


First, dissolve a quantity of ammonium ni- 
trate in some water. Then you evaporate the 
water over the stove, while stirring, until you 
have a heavy brine. When nearly all the mois- 
ture is out it should solidify instantly when a 
drop is put on an ice cold metal plate. 

When ready, dump it all out on a very cold 
surface. After a while, break it up and store it 
in a bottle. 

A spoonful is put into a flask with a one- 
hole stopper, with a tube leading into a big 
plastic bag. The flask is heated with an alco- 
hol lamp. 

When the temperature in the flask reaches 
480 F the gas will generate. If white fumes 
appear the heat should be lowered as the stuff 
explodes at 600 F. 

When the bag is filled, stop the action and 
get ready to turn on. 


1872 


4061, To Laughing Gas. 
rate & solution of nitratenof ammonia, 
until a drop of the fused mass placed on a 
cold plate instantly solidifies; coal, break the 
lump into pieces, and place it in a stoppered 
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bottle. For use, a portion is introduced into 
& glass retort, and heat applied by means of 
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trate of ammonia explodes with violence. 
‘Nitrous oxide may also be made in the same 


it lamp. As soon as the heat reaches 450° way nitrate of ammonia, or 

‘ahr., protoxide of nitrogen is evolved, and by’ exposing nitric oxide for some days over 

may be collected in bladders, gas bags, a gaso- ton filings, but it requires great caro in its 
meter, or in the pneumatic over warm ion. 


trot 
water. (See No. 4031.) Should white fumes 
appear within the retort after the evolution of 
gas has commenced, the heat should be 
lowered, as, when heated to about 600°, ni- 


. ‘Test for Pure Laughing Gas. 

‘When pure, it is colorless, has an agreeable 

beet end does not affect a solution of nitrate 
silver. 


Sollmann's Manual of Pharmacology, 1917 
NITROUS OXID 

General Statement.—Nitrous oxid, N.O, nitrogen monoxid or prot- 
oxid, “Laughing Gas,” was the first of the inhalation anesthetics and is 
still the safest. When inhaled undiluted, it produces very rapidly un- 
consciousness and anesthesia, partly by ‘a direct narcotic action, and 
partly by exclusion of oxygen. ‘The asphyxia limits its use to very short 
operations, such as the extraction of teeth. It has the advantages of 
prompt action and recovery, absence of irritation and of after-effects, and 
is practically devoid of danger. By the addition of oxygen, the asphyxial 
factor may be removed. ‘The anesthesia also becomes slower and lighter; 
but by carefully adjusting the percentage of axygen (5 to 10 per cent.), a 
satisfactory degree of surgical anesthesia can be maintained for long 
periods, without letting the asphyxia obtain dangerous proportions, 

itrous oxid is especially valuable in the “Gas-Ether Sequence,” by 
avoiding the unpleasant features of the induction of ether anesthe: 

Inhalation of Undiluted N.O.—For short operations, as in dentistry, 
the gas is administered through a tight-fitting mask, so that all air is 
excluded. The symptoms run a very rapid course: the preliminary 
effects consist in a sweetish taste; numbness; exhilaration (laughter); con- 

uusion; deeper and quicker respiration; and fuller pulse. Partial ‘anes- 
thesia, with loss of consciousness, ensues in twenty to thirty seconds, 
The patient is subject to dreams and the anesthesia is imperfect. The 
reflexes are preserved and excitement. may be present, especially if the 
patient is disturbed. The respiration is still regular, deep and quickened; 
the pulse full and rapid; the pupils enlarged; the face dusky, livid or 
pallid; the eyelids twitching and slightly separated. Complete anesthesia 
occurs in fifty to one hundred and twenty seconds, averaging fifty-six. 
Its onset is denoted by a change in the respiration, which becomes slight! 
irregular and noisy. “The pulse is quickened by about 30 ber cent. and 
small. The blood pressure shows a large asphyxial rise (Kemp, 1897). 
The vasoconstriction diminishes the urine flow. The limbs are relaxed, 
but individual muscles exhibit clonic or epileptiform contractions. The 
pupils are almost invariably dilated. The face is cyanosed. Relaxation 
of the sphincters occurs rarely. 
Period.—As soon as this stage is reached, the gas is removed. 
The pulse at once becomes slower and fuller; the respiration also recovers 
rapidly; and the asphyxial symptoms disappear. The anesthesia lasts 
some twenty-two to thirty seconds after the gas is removed; and it is 
during this period that the operation must be performed. ‘The total time 
between the beginning of the administration and complete recovery is 
therefore one hundred to one hundred and twenty seconds. The duration 
of the after-anesthesia increases with the duration of the administration. 
This may be prolonged to several minutes by giving the bsrrras ah occa- 
sional breath of pure air (every fifth inhalation); or by admitting a little 
air into the mask. The admission of air, however, makes the anesthesia 
uneven and unsatisfactory. 
effects are generally absent with short administrations. Some- 
times the patients complain of giddiness, headache, lassitude and drowsi- 
ness. Nausea is exceptional. 

Accidents.—With short administrations, these are very rare, because 
of the wide margin between the first danger sign (noisy and irregular 
respiration) and death. Only about seventeen deaths have been reported, 
making the fatality less than 1 in 5,000,000. 
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KNOCKOUT DROPS 


The first process for making chlor- 
al hydrate (knockout drops) is from 
pick's formulary, 1872. 


4276, Chloral. Chloral is av oily 1i- 
quid, possessing an ethereal smell; it is solu- 
blo in alcohol, ether, and water, but its rolu- 
tion in the latter rapidly changes into a semi- 
solid crystalline mass of hydrate of chloral, 
soluble in a larger quantity of water. Chl 
boils at 202°, and has a specific gravity of 

4277. To Obtain Chloral. Place an- 
hydrous alcuhol in a tubulated retort, and 
pass dry chlorine gas through it, at first in 
the cold, but afterwards with the application 
of a gentle heat. As soon as the chlorine 
passes undecomposed through the liquor at 
tho boiling temperature, the process is com- 
plete. On cooling, the liguid in the retort 
solidifies, forming a crystalline mass of hydra- 
ted chloral. This must be melted by gentle 
heat, and eptiated with thrice its volute of 
oil of vitriol, when, on increasing the heat 
little, an oily stratum of impure chloral will 
rise to the surface. This must be removed, 
boiled for aome time, to drivo off some free 
hydrochloric acid and alcohol, and next dir 
tilled with an equal volume of oil of vitriol; 
lastly, it must be rectified from finely-pow- 
dered quicklime, stopping the process a8 soon 
as tho surface of the lime becomes dry. Tho 
chlorine is best introduced by a tube Inserted 
into the tubulature of the retort, and a lon 
tube, bent upwards, should be connected wit 
the beak to convey away the hydrochloric 
acid gas extricated, and to allow the volatil- 
ized alcohol and chloral to condense and flow 
back into the retort. 


Knockout drops are usually given to some- 
one when he is a little drunk. After fifteen 
minutes he is out for the night. 

Chloral hydrate was used as a sedative ina 
dose of 0.6 gram. It is seldom used now. and is 
hard to get. For those who know chemistry 
and would like to make it I include the for- 
mula. 

The chemicals needed are bleach, Sani- 
Flush, ethyl alcohol, sulfuric acid and calcium 
oxide. 

You will need pure alcohol so buy a fifth 


of 100 proof vodka. This is 50% alcohol so. 
distill it off and you should have just a little 
over 12 ounces. 

The equipment needed is the still, the 
chlorine bottle, some pieces of glass tubing, 
rubber tubing, a 600 ml beaker, 2 water glass, 
an aquarium aerator and a basting syringe and 
a cooking thermometer, both from the dime 
store. 

A piece of glass tubing is fitted into the 
bottom of the stopper for the flask. To it is 
fitted an eight-inch length of rubber tubing 
and at the end of this is the aerator. Two 
more pieces of glass tubing are put into the 
top of the stopper and the rest of the equip- 
ment is set up as illustrated. 

To begin, put 12 ounces of alcohol in the 
flask. Put two inches of bleach and a tea- 
spoonfull of Sani-Flush in the chlorine bottle. 

Start the chlorine through the alcohol 
while the flask is cold. Watch the flask care- 
fully to see when the alcohol stops absorbing 
the chlorine. Then light the alcohol lamp with 
its wick turned down or with the stand on 
blocks so only a gentle heat will be made, 
When the alcohol stops absorbing again, raise 
the heat. 

Keep this up until the alcohol is boiling. 
Finally it will no longer pick up any chlorine. 
Then, this part of the process is finished. 

Some of the alcohol will have distilled off. 
It will go into the collecting bottle while the 
waste chlorine gas goes outside. Several times 
during the process, this alcohol is poured back 
into the flask, 

When the alcohol is totally chlorinated the 
contents of the flask is poured into a porce- 
lain pan and allowed to cool. If you have 
done it right the cooled product should be a 
crystaline mass of unrefined chloral hydrate. 

Then, strong sulfuric acid, three times the 
volume of the chloral hydrate, is slowly pour- 
ed into the pan. The pan is then put on the 
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stove over a gentle heat, 

When the chloral hydrate is melted, it and 
the sulfuric acid are stirred thoroughly and 
part of the mixture is poured into the 600 ml 
beaker and put over the alcohol lamp. Don't 
let the mixture in the beaker get over 200 F 
as it will begin to boil away at 210 F. This is 
where the thermometer comes into play. 

As the mixture heats up, the still impure 
chloral hydrate will rise to the surface in the 
beaker. When it stops rising, take the basting 
syringe and collect it off the top of the sulfur- 
ic acid. It doesn’t matter if you pick up a lit- 
tle sulfuric acid as long as you get all the 
chloral hydrate. Store it in the water glass. 


Repeat the las il th is 
enigpest the last process until the pan is 
The still impure chloral hydrate is then put 


SETUP FOR MAKING CHLORAL HYDRATE 


To oviside 


into the beaker. Then it is heated at about 
190 degrees F for 20 minutes to drive off all 
the unchlorinated alcohol and hydrochloric 
acid. 

‘The next step is to pour the chloral hydrate 
back into the flask and add an equal amount 
of sulfuric acid. The contents are then swirled 
around to mix. 

The chloral hydrate is then distilled out of 
the sulfuric acid. This is easy to do as chloral 
hydrate boils at 210 F and sulfuric acid boils 
at 722 F. 

When the distilling is over the sulfuric acid 
is poured out and the flask is washed and 
dried. Then finely powdered calcium oxide, 
equal in volume to the chloral hydrate, is put 
into the flask. The chloral hydrate is then 
added and distilled again. The process is stop- 
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ped as soon as the chloral hydrate has nearly 
stopped dripping into the collecting jar and 
the surface of the calcium oxide is dry. 

To prepare for use, add to the finished 
chloral hydrate, one part of water to two 
parts, by volume, of the finished product. 

Chloral hydrate is a hypnotic and many 
people become addicted to it. Taking it your- 
self is a no-no. 


This process has proven diffi- 
cult for some. 


study Dick's process (4276-7) and 


the directions given in the 1892 ed- 
ition of The Encyclopedia Britanica, further treatment with sulphuric acid, and by re 


below. 


CHLORAL, TrrcatoratpzHyDg, or Hyp or Tr 
cutoraceryt, C,ChOH or CCl,.COH, a substance dis- 
covered by Licbig in 1832, and further studied by Dumas 
and Stideler. It ia « heavy, oily, and colourless liquid, of 
specific gravity 1:518 at 0° C., and boiling point 94°-4 C. 
Ithas a greasy, somewhat bitter taste, and gives off a vapour 
at ordinary temperature which has a pungent odour and an 
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It does work, howev- 
er. But if you have trouble with it, 
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Chloral is prepared by passing dry chlorine into absolute 
alcohol ; the latter must be cooled at first, but towards 
the end of the operation has to be heated nearly to boiling. 
Tho alechol becomes converted finally into a syrupy fluid, 
from which chloral is procured by treatment with sulpburie 
acid. The action of chlorine upon alcohol is complex j— 
first aldehyde, CH,COH, is produced, which combines 
with aleobol to form acetal, CH,.CH(OG,H,),; this, acted 
on by chlorine, yields trichloracetal, CCly CH(OC,H,), 
which is converted by the hydrochloric acid present into 
chloral alecholste, CCl,CH.OH.OC,H, and monochlor- 
ethane, C,H,Cl. The latter body is also formed directly 
from alcohol, in the process forthe manufacture of chloral, 
and combines with aldehyde, giving monochlorinated 
ethylic ether, CH,CHCLOC,H, which is converted by 
ine into tetrachlorinated ether, CCl, CHCLOG,H,. 

By the action of sulphuric acid, ebloral ‘alcoholate ‘and 
tetrachlorinated ether are resolved into alcohol and 
chloral, and monoeblorethano snd chloral, respectively. 
‘The crude chloral is distilled over lime, and is purified by 
istillation. 
A mixtare of starch ot sugar with manganese peroxide and 
ric seid may be employed instead of alcohol and 

lorine for the manufacture of chloral (Stideler, Ann, 
Ch, Pharm, \xi, 101-121), An isomer of chloral, 
calide, is made by passing excess of dry chlorine 

to absolute methylic alcohol; it is a colourless liquid, 
insoluble in water, and boils at 182° 0, (Clots, Ann. Ch. 


Pharm., iii. 180). 
Choral hydrate, C,01,0H.H,O, or CCl,.CH(OH), the 


irritating effect on the eyes, The word chloral is derived compound formed by the union of water with chloral, occurs 
from the first syllables of chlorine and alcohol, the names in the form of oblique, often very short, rhombic prisms ; 
of the substances employed for its preparation. Chloral am scicular form of crystals is considered by Paul to be 
ia soluble in alcohol and ether, in Jess than its own weight characteristic only of the alcoholate. The purest samples 
of water, and in four times its woight of chloroform; it of chloral hydrate present the appearance of ordinary alum 
absorbs but is not acted upon by chlorine, and dissolves broken into fragments, are perfectly transparent, only 
bromine, iodine, phosphorus, and sulphur. Chloral deli- slightly odorous, free from powder, and dry to the touch, 
quesces in tho air, and, like aldehyde, is converted by and do not become white by exposure, Jacobsen gives'the 
water into a hydrate, with evolution of heat; it combines melting point of pure chloral hydrate as 50° to 51°, tho 
also with ethylio alcohol and its homologues, and the boiling point as 94° ©. It can be distilled unchanged at 
derived mercaptans, An ammoniacal solution of nitrate 120°C.; but when heated with sulphuric acid it is converted 
of silver is reduced by chloral; sulphites of the alkalies into anhydrous chloral and chloralide, C,H,C1,0,. When 
form with it crystalline compounds; and nascent hydrogen, mixed with water, chloral hydrate causes @ considerable 
by replacing its three atoms of chlorine, converts it into degree of eold; and, as with camphor, small fragments of 
aldehyde (Personne, Ann. Ch, Pharm., clvii. 113), By it placed on the surface of water exhibit gyratory move- 
means of phosphorus pentachloride, chlorine can be substi- ments, An aqueous solution should bo neutral or nearly 


tuted for the oxygen of chloral, the body CCl, CCLH 
being produced ; an analogous eompound, Ca, a 
containing the radicle phenyl in the place of the oxygen, 
is obtained by treating chloral with benzene and sulphuric 
ecid. With en alkali, chloral gives chloroform snd a 
formate of the basa according to the reaction CCl,,COH 
+KHO = COL +H.CO(OK); it is converted by oxidiz- 
ing agents nto sichloectic cid OC}, COOH); and forms 
with oyanic ly C,H, = (CCl.COH 
‘COHN. When kept for Lae dingtan dla eh Deca! 
in contact with sulphuric acid or a very small quantity 
uf water, chloral undergoes spontaneous change into the 
polymeride metackloral, O,H,Cl,0, =(C,Cl,0H),, a white 
porcelaneous body, slowly volatile’ in the’ air, ‘insoluble 
in water, alechol, end ether, and reconverted into chloral 
without melting at 180°C. 


80, and should give but a faint milkinees when boiled with 
silver nitrate, A drop or two of ammonia added to solu- 
tions assists in their preservation, Chloral hydrate may 
be detected in the presence of other substances by adding 
an alkali and heating, when chloroform is evolved, which 
may be collected in a receiver; thia process can be 
employed for the estimation of the commercial hydrate. 
When ammonium sulphide is added to a solution of pure 
chloral bydrate, the liquid turns red, and then becomes 
rapidly brown and thick ; the presence of oily impurities 
in asolution is shown by the brown colour it acquires when 
shaken up with concentrated sulphuric acid.  Chloral 
hydrate has the property of checking the decomposition of 
a great number of albuminous substances, such as milk and 
meat ; and a mixture of it with glycerine, according to 
Personne, is suitable for the preservation of enatomical 
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preparations, When heated with concentrated glycerine to 
@ temperature of 110°-230°C., chloral hydrate yields 
chloroform, CHCI,, and formate of allyl, HCOOH) 5 
and by the action of nitrie acid and strong sunlight, at 195° 
C. it is transformed into trichloracetic acid, CCl,.COOH. 
The effect of chloral hydrate upon fresh blood, like that of 
formic acid, is to render it darker, 

The breaking up of chloral hydrate, in the presence of 
alkalies, with: the produetion of ebloroform and. formates, 
led Liebreich to the conjecture that a similar decomposition 
might be produced in the blood ; and hence his introduction 
of the drug, in 1869, as an anesthetic and hypnotic 
(Compt, rend., 1869, lxix., 486). It bas been supposed 
thet its physiological action may be due to formic acid as 
well as to chloroform set free in the blood, the effects of 
the formic acid being attributed to the production from it 
of carbon dioxide, Personne, however, has administered 
sodium formate to dogs, without perceiving in them the 
slightest anzsthetic phenomena, or the abnormal formation 
of carbon dioxide (Compt, rend., 1874, Ixxviii. 129). He 
considers that chloroform is set free in the blood, but is 
not eliminated as sucu, >>ing converted into sodium chloride 
and formate (ibid, 1869, Ixix., 983); the prolonged action 
of chloral on the animal economy he explains on tho 
supposition that, chloroform being produced at the expense 
of the alkali of the albumen of the blood, the latter, which 
may be regarded aa an amide, forms with the trichlorinated 
aldehyde chloral a compound which, by the gradual action 
‘of the blood, affords s continuous supply of chloroform. 
‘Tanret, on the other hand, suggests that as chloral by 
when made alkaline with caustic potash, yields in the 
presence of the oxidizing agent potassium permanganate 
the formate, chloride, and carbonate of potassium, together 
with carbon monoxide, the alkalinity of the serum of the 
blood may determine a similar decomposition of chloral 
hydrate, the physiological effects of which may therefore be 
asctibed to pojsoning or deoxidation of arterial blood by 
carbon monoxide (Compt rend, Ixxix, 662; Journ, 
Pharm, Chim, (4), xx. 355~357), 

‘The first effect of a dose of chloral hydrate {s to produce 
a state of congestion of the brain, as eyidenced by the con- 
dition of the retinal vessels; after 5 or 10 minutes, con- 
traction of the vessels is observed, the retina becomes of a 
pale pink colour, and drowsiness ensues; when this wears 
off, the retinal and cerebral vessels resume their accustomed 
size (Dr W. A. Hammond), In cases of death from chloral, 
the cerebral vessels have been found much congested. 

The effects of chloral hydrate vary with different 
individuals; but, a8 a rule, 8 dose of 20 grains acta ina 
healthy subject as 6 mild sedative of the sensory nervous 
system, and produces, about half or three quarters of an 
hour after it has been taken, » light, refreshing, and normel 
sleep, without causing headache or disturbance of the 
respiration and pulse. 

Taken in large aruantition chloral hydrate is Powerful 
soporific ; it perceptibly lowers the temperature of the 
body, and diminishes the frequency and force of the heart’s 
action, probably from paralysis of its intrinsic motor 
ganglia; whilst the rate of respiration is lessened, 
apparently through affection of the medulla oblongata. Ex- 
cessive doses produco complete insensibility, and diminish, 
and at last abolish reflex excitability; pallor, coldness of 
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the extremities, lividity, and muscular relaxation ensue ; 
and death may result from cardiae syneope, 

M_ Or: is the originator of a plan for performing opera- 
tions during enmsthesia produced by the intravenous 
injection of chloral hydrate. He shows (Cones, rend., 
1874, lexviii, 515, 651) that it may be harmlessly injected, 
and that when thus brought into immediate contact with 
the blood, it effects complete anasthesia of long duration, 
and is a rapid and effectual remedy for tetanus. Chloral 
hydrate sometimes fails to afford relief from suffering, and 
when it does not induce sleep, may occasion excitement and 
delirium. In some cases a dose has produced an eruption of 
urticaria. It must be administered with caution to children, 
and to patients having disease of the heart and of the 
digestive tract, certain affections of the bronchi, or hysteria, 
It eppears thet chlorel cannot be decomposed and thrown 
off by a healthy body at a greater rate than from 6 to 7 
grains an hour (Richardson, Lancet, 1871, 1, 209); and as 
the limit of the dose that can be safely taker isnot affectod 
by the customary uso of the drug, as in the case of opium, 
but rather the reverse, its incantious employment in large 
quantities, and the practise of habitually resorting to it to 
gain relief from sleeplessness, from neuralgia, and from the 
effects of alcoholic excess, have in not a few instances led 
to fatal resulta In consequence of this risk medical 
Practitioners now uss it less extensively. The continued 
use of chloral hydrate, too, is apt to cause a hypersmic 
condition of the skin, diffuse inflammatory erythema of the 
face and chest, conjunctivitis, and interference with ro- 

ration ; and may bring on deep melancholy, weakness 
of will, and inability to sleep without the drug. 

Chloral hydrate is of special value as  soporifio where 
opium is inadmissible, as in the case of children, in uremia, 
and in some fevers, It is used in delirium tremens, rabies, 
severe chorea, acute mania, and phthisis, as well as in 
dyspnees, pertussis, cholera, sea-sickness, cancer, chronic 
rheumatism, and gastralgia, and in parturition and eclampsia; 
and in cases of tetanus it js omployed to produce muscular 
relaxation, Its antagonism to strychnia was first pointed 
out by Liebreich (Compt. rend., 1870, lxx. 403). When 
administered to rabbits it has been fuund to be a remedy 
for poisonous doses of strychnia (Bennett, Edin, Med. 
Journ, 1870, xvi. 262); but Oré has shown (Gaz, Medic. 
de Paris, 1872, p. 401) that the hypodermic injection of 
that drug is of no avail in the case of rabbits poisoned 
with fatal doses of cbloral hydrate. Numerons expori- 
ments have led to the conclusions that “chloral hydrate 
is more likely to save life after a fatal dose of strychnia, 
than strychnia is to save life after a fatal dose of chloral 
hydrate ;” that after a dose of strychnine has produced 
tetanic convulsions, these convulsions may be reduced in 
force and frequeney, and life may be saved, by means of 
the influeuco of chloral hydrate; but that though the 
effects of a poisonous dose of the hydrate may be mitigated, 
the coma produced by its action on the brain is not removed 
by strychnia (Bennott, Report in Brit, Med. Jour., 1875, 
1, 97; Ogilvie Will, Hdin, Med. Jour., April 1875, 907), 
Chioral hydrate modifies the action of a fatal dose of 
extract of Calabar bean, but is of little service if given 
some time after the latter, Tho effects of chloralism are 
combated by provoking emesis, and by stimulating frocly. 
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FIRE BOMBS 


Most fire bombs are simply gasoline filled 
bottles with a fuel soaked rag in the mouth 
(the bottle’s mouth, not yours). The original 
Molotov cocktail, and still about the best, 
was a mixture of one part gasoline and one 
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part motor oil. The oil helps it to cling to 
what it splatters on. 

Some use one part roofing tar and one part 
gasoline. Fire bombs have been found which 
were made by pouring melted wax into gaso- 
line. 


i Fit Close Fitting 9%-inch Aluminum Fubing Glued on Shell. 


SHOTGUN SHELL BOMB 


Cork 


Roofing nail 
Shell 


tL 


SHOTGUN SHELL BOMBS 


These little goodies are affectionately 
known as “nut busters.” They are simply 
shotgun shells enclosed in cardboard rolls 
with cardboard fins put on. On the primer 
end of the shell is glued a small cork with a 
hole drilled through it. A roofing nail fits in 
the hole snugly enough to stay in but loose 
enough to plunge into the primer upon im- 
pact. 

Since the shell is not confined in the cham- 
ber of a gun, it will naturally not cause the 
same amount of damage. But if it goes off be- 
tween a fellow’s legs he can look forward to 
becoming a soprano. 

These bombs are thrown singly or by the 


handfull into the air over milling crowds. The 
weight of the shell and the stabilization by 
the fins causes the nut buster to head straight 
downward. 

It has tremendous effect as its presence is 
usually a surprise. The threat of more coming 
in is guaranteed to rout any mob. 

Not only does it go off on the pavement 
but it will also explode on contact with a per- 
son’s head or shoulder. At night it is impos- 
sible to trace its point of origin, 

A clever use for a plain shotgun shell is as a 
muffler bomb. The shell is simply shoved up a 
car’s exhaust pipe with a length of stiff wire 
until it drops into the muffler. After a few 
minutes on the road the shell explodes, total- 
ling out the muffler and treating the driver to 
a sick kind of panic. 
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Broom stick, 


‘Auto body filler 


POTATO MASHER GRENADES 


A grenade on the end of an eight-inch piece 
of broom stick can be thrown almost twice as 
far as when you hold the grenade directly in 
your hand, 

As illustrated, both caps are drilled and the 
bottom cap is fitted with a screw that goes in- 
to the stick. The piece of broom stick is also 
drilled but a size smaller than the screw. This 
is to make the screw go in easier without split- 
ting the stick, 

The fuse is cut the length it takes about 
five seconds to burn. It is glued firmly into 


POTATO MASHER GRENADES: 


Wadding 


‘Auto body filler 


the cap and generously covered with flare ig- 
niter. To ignite, the fuse is scratched with a 
strip of wood covered with red phosphorus 
and sand. 

Pipe grenades can be caused to fragment 
simply by grinding depressions in chem with a 
grinding wheel. The depressions are made be- 
fore the explosive is put in. Depressions 1/16 
inch deep cut the resistance of the pipe 
enough to make it shatter. 

If you have any skill at all you can grind 
such a grenade in about two minutes. 
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FIRECRACKERS 


FIRECRACKERS 


Firecrackers are so simple to make that 
many books on fireworks ignore them. There 
are two main types of firecrackers but many 
mixtures. 

Handmade giant firecrackers are made by 
first rolling paper around a 3/4 inch dowel 
until the paper is 1/8 inch thick. This is the 
case. 

The best paper to use is from paper sacks. 
It is cut to the desired width and the length 
that makes it 1/8 inch thick when rolled. On 
the last roll, the paper is glued and the tube 
is slipped off the dowel. 

One-quarter inch thick slices of the dowel 
are used to plug the ends. 

The plug for the fuse end is drilled to allow 
for the fuse. The plugs are smeared with glue 
before being pressed into the ends of the 
tube. More glue is squeezed in around the fuse 
after it is put in. 

In all the directions I have for making giant 
firecrackers it is recommended that they be 
filled only one-third, It is agreed by all who 
wrote about them that completely full ones 
aren’t as loud as those that are one-third full. 

1 admit to never having made one. I did 
play with them as a child and used them more 
for their destructive properties than for their 
noise, They do have terrific force, even when 


only one-third full. 

Anyone wanting to make them can test for 
himself whether there is more concussive 
force in a full firecracker or one which is only 
one-third full, 

If you choose the one-third full kind you 
should be sure to put the fuse well into the 
firecracker to make sure it reaches the pow- 
der. 

For the small firecracker, two kinds of pap- 
er are used. Any regular paper is used for the 
tube but thin wrapping tissue is used for the 
inside. 

As illustrated, a pile of powder is put on 
the tissue. The edges are folded over and the 
fuse is placed so its end is in the powder area. 

The short end of the tissue is then lapped 
over the powder and fuse. Next, the whole 
thing is rolled tightly to the end over the glue. 

The outside is a strip of paper about 11 in- 
ches long and slightly wider than the length of 
the powder core. It is smeared lightly with 
glue and rolled tightly around the powder 
core. 

If any glue is water based, the firecrackers 
are allowed to dry for a couple of days. Then 
airplane glue is squeezed into both ends. 


Adequate firecrackers can be made with 


commercial gunpowders. Pistol powder is best 
but even shotgun powder will do. 
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Wood plug 


Potassium permanganate, potassium nitrate 
‘or potassium or sodium dichromate 


parts barium peroxide 


Potassium chlorate 
8 sugar or 
face igniver 


Wood plug. ‘Thermite 


Of the many powder formulas to choose 
from, I picked three as being the most practi- 
cal and stable. 

The first is four parts potassium nitrate, 
one part sulfur. The second is, six parts potas- 
sium nitrate, two parts aluminum powder and 
three parts sulfur. The third is five parts bar- 
ium nitrate, two parts aluminum powder and 
one part sulfur, 

The potassium nitrate and charcoal are 
both ground as finely as possible before being 
mixed. An electric blender can be used to pul- 
verize both but should never be used for any 
other explosive stuff. 


INCENDIARIES 


For sheer terrorism, incendiaries can't be 


‘THERMITE IGNITERS 


beat. They are horrifying to look at and if set 
off in a crowded room, instant panic is guar- 
anteed. They burn at 4,000 degrees and give 
out a blinding light. 

Wartime incendiaries had magnesium cas- 
ings which burned fiercely. If water was put 
on them they disintegrated, sending burning 
metal in all directions. You probably can’t get 
hold of magnesium tubing so you will have to 
settle for aluminum. 

Aluminum tubing, bought at any hardware 
store, is the next best casing for improvised 
incendiaries. It doesn’t burn as fiercely as 
magnesium but is still pretty awful. 

The tubing should be at least 1% inches in 
diameter. This is to make sure there is enough 
thermite to burn the tubing. 


Aluminum tubing is cut into suitable 
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lengths and slices of a large dowel are cut for 
plugs. One slice is drilled to accommodate the 
fuse 

Thermite is a mixture of three parts, by 
volume, of red or black iron oxide and two 
parts of fine aluminum powder. 

The tube is filled nearly full and tamped 
until the thermite is one inch from the top. A 
circle of ussue paper is then put in to keep 
the thermite from blending with the igniter. 

The igniter is a mixture of one part, by 
weight, of powdered magnesium and two 
parts of barium peroxide. This is mixed care~ 
fully, preferably by rolling back and forth in 
a plastic container, It isn’t all that sensitive 
but it doesn’t hurt to be cautious. Goggles 
and gloves should always be worn when work- 
ing with explosive or flammable substances. 

When mixed, a one-half inch layer of ther- 
mite igniter is put into the tube. Another cit- 
cle of tissue is added and one-fourth of an 
inch of flare igniter is spread in. The one- 
fourth inch of inside tubing is cleaned of flare 
igniter to accommodate the plug. 

A bare fuse is stuck straight up in the 
center of the flare igniter and it is left to dry 
for a day or two. Then the drilled plug is 
smeared with glue and pushed over the fuse. 
Then flare igniter is daubed on the fuse and 
when dry, the thing is ready to use. 


OTHER THERMITE IGNITERS 


Thermite can also be ignited by potassium 
chlorate and sugar or flare igniter, although 
not as reliably as with the barium peroxide 
and magnesium, 

To make a thermite grenade which will ig- 
nite by potassium chlorate and sugar or flare 
igniter, you start with aluminum tubing 1% 
inches in diameter, or more, and five inches: 
long. 

Buy a length of dowel that fits snugly in- 
side the tube, Cut one-fourth inch thick slices 
of the dowel to plug both ends. Bore fuse 
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holes in the slices that are to be used for the 
tops of the grenades. 

Put glue around the bottom slices and put 
them in the ends of the tubes, When the glue 
is dry, put in a one-fourth inch layer of three 
parts, by volume, of potassium chlorate and 
two parts of sugar, well mixed, or flare ig- 
niter. Then put in a circle of tissue over the 
mixture so it stays by itself. 

Next, wrap a pencil once with a 4% inch 
piece of tissue and hold it in the center of the 
tube while you pour in the thermite. When 
the tube is full, tamp the thermite down, be- 
ing careful not to damage the tissue around 
the pencil, Put in and tamp the thermite until 
it fills the tube to one-half inch from the top. 

The pencil is then carefully removed from 
the tissue tube and potassium chlorate and 
Sugar or flare igniter is funneled in until it 
meets the top of the thermite, 

Then, put in another circle of tissue over 
the thermite and add a one-fourth inch layer 
of potassium chlorate and sugar or flare ignit- 
er. Next put in the plug and the fuse, Glue is 
squeezed in around the fuse to hold it in 
place. 


OTHER IGNITERS 

Potassium permanganate, potassium nitrate 
and potassium or sodium dichromate can all 
be used to ignite thermite. However, they 
won't ignite by fuse so must be helped along 
by an additional igniter. 

First, either of these igniters must be crush- 
ed to the fineness of granulated sugar. A quar- 
ter-inch of the igniter is poured over the ther- 
mite and a quarter-inch of flare igniter is 
spread over it. 

The fuse is stuck straight up in the flare 
igniter and the mess is allowed to dry fora 
couple of days, Then the plug is glued and 
put over the fuse and pressed firmly into the 
end of the tube. It is good to squeeze some 
more glue around the fuse as the flare igniter 
doesn’t hold it very well. 
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DYNAMITE 


Many Militants use dynamite. In some 
states it takes a fire marshal’s permit to buy 
dynamite but such a permit is easy to get. All 
you have to do is file a mining claim in some 
desert wasteland. The land office, usually in 
the courthouse, is where to learn how to go 
about filing a claim, Then you take your 
claim to the fire marshal and if you are not an 
obvious freak he will give you a permit. 


The mineral you claim to be hunting will 
depend on your own area, In the courthouse 
there is usually a geological survey office 
where they can give you a list of minerals 
mined in your area. 

__ You should choose one that requires blast- 
ing. 

One Militant was out in the boondocks and 
found several outcroppings of pretty rocks. 
He figured they would look great in aquar- 
iums. He filed his claim and got his permit. 

After doing enough blasting to prove he 
was using his dynamite legitimately, he was 
supposed to share all the rest he bought with 
his friends. But he uses it all for blasting and 
is fast becoming the aquarium rock king of 
Southern California. Now he looks down on 
his former friends, 

Not all Militants are like him. They file 
their Mickey Mouse claim and after a little 
blasting to make the area look like it is being 
worked they buy all the rest to sell to friends. 

With your permit you can buy dynamite 
for $20.00 for 100 sticks and resell it for 
$2.00 per stick. Less the small cost for blast- 
ing caps and a little fuse given with each sale, 
you will make 1,000% profit. If you steal it 
your margin of profit will be even greater. 
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Dynamite is bought from stores selling to 
miners. Such stores can be located through 
the business section of the phone book under 
“Explosives.” 

Militants in the service, and especially the 
National Guard, steal great quantities of ex- 
plosives as well as military equipment and 
supply their civilian friends. Dynamite is also 
stolen from construction sites, even in the 
middle of large cities. 

Dynamite ranges in explosive velocity from 
4,000 to 23,000 feet per second. The lower 
velocities are used for moving earth and such 
and the higher velocities are used for their 
shattering effect on stone and steel. 

Lower velocity dynamites are made up 
from 20 to 60% nitroglycerine with sand, clay 
or sawdust as an absorbent. 

The low velocity dynamites are very dan- 
gerous to store because the nitro settles to the 
bottom in a few months and the stuff has to 
be turned every couple of weeks, like hatch- 
ing eggs. If not turned, the settled nitro can 
explode at the slightest jar. 

If you are smart you will buy only the gela- 
tin dynamites. They are made up of up to 
90% nitro and the rest is nitrocotton, These 
are the most powerful. These are also safer to 
store, as they become less sensitive with age 
and don’t have to be turned, 


THE STILL 


Once the Militant has his chemicals, he sets 
up his still. It is small, efficient and safe. In it 
he makes things like tear gas, prussic acid and 
occasionaly distills alcohol. 

First, a flask is fitted with a one-hole rub- 
ber stopper. A short length of thin glass tub- 
ing is inserted into the hole. A five foot length 
of thin rubber tubing is fitted over the glass 
tube and coiled into the ice bucket and out 
through a hole near the bottom. The end of 
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the tube is fitted over another glass tube 
which is in a two-hole stopper stuck into a 
bottle. The other hole contains another glass 
tube to which is attached another length of 
tubing long enough to reach outside to get rid 
of any noxious or poisonous fumes. 

The equipment for the still is cheap and 
simple to get. Most of it can be bought from 
your local drug store. They carry tubing, stop- 
pers, glassware and many chemicals which 
they freely sell to doctors, students, etc. If 
you get on good terms with your druggist and 
he doesn’t know you're a freak you can buy 
most of your stuff from him. 

A ring stand or tripod for the flask is more 
handy than the can in the illustration. But a 
tin can with strips cut out of it for ventilation 
and for the removal of the lamp is usually ad- 
equate. 

The checklist of equipment is: 

1. alcohol lamp. 2. ring stand, tripod or tin 
can. 3, 500 ml or larger flask. 4, assortment of 
one and two-hole and holeless rubber stoppers 
of various sizes. 5. about six yards of 3/16 of 
an inch (inside diameter) rubber tubing. 
6. about a foot of six millimeter (outside dia- 
meter) laboratory glass tubing. 7. child’s plas- 
tic bucket. 8. receiving bottle. 

The hole in the bucket for the tube is made 
somewhat smaller than the tube so it will fit 
snugly and prevent leakage. 

Full strength wood alcohol for the lamp 
can be bought at the drug store, Rubbing al- 
cohol, although 30% water will burn in the 
lamp but not so well. You can distill the pure 
alcohol off the water from rubbing alcohol. 

This is best done over a gas or electric 
stove. First a large pan with a couple of inches 
of water in it is put on the burner to be used 
and the others are turned off. 

‘The still is set up as in the illustration ex- 
cept the receiving bottle is larger and doesn’t 
need a stopper or tube going outside. The 
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flask is filled with rubbing alcohol to just un- 
der the neck and set in the pan of boiling 
water. 

In this setup a coathanger wire with a loop 
in its middle is put over the neck of the flask 
and fixed to the sides of the pan. This is ne- 
cessary because as the alcohol distills off, the 
flask gets lighter and would rise in the water 
and fall over without support. 

Another consideration is to make sure the 
tube does not flop over and collapse. This can 
be prevented by hanging a string from the 
ceiling by which the tubing is held above the 
flask. 


The tubing should be further supported so 
it does not touch the hot edge of the pan. If 
it is allowed to lie over the edge it will melt. 

When the action starts the alcohol will fair- 
ly flow into the collecting bottle, When it 
stops all that is left in the flask will be water. 
If left alone, water would start dripping, 
much slower than the alcohol, but this is not 
wanted. 

This is the only case where you should dis- 
till over a stove. A stove is harder to control 
than an alcohol lamp. It is also harder to clean 
up than a table in case of an accident. 


TEAR GAS 


There are several eye and nose irritants on 
the market which can be easily duplicated by 
Militants. One is “Defend.” It is advertized as 
leaving a red stain so an attacker can be iden- 
tified. The stain is not visible and the active 
ingredient is common household ammonia. 
Forget it. Besides, ammonia turns to water in 
a few seconds and is more likely to enrage 
than to repel an attacker. 

A much better irritant is formaldehyde. 
Better known as embalming fluid, it smells 
horrible, hurts the eyes and nose, and on ex- 
posure to the air it vaporizes, making a room 
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uninhabitable for hours. 

It can be squirted from a water pistol or 
nasal inhaler, poured on the floor or vapor- 
ized by a bomb described under stinkum. 

This was accidentally tested after a visit to 
the Avilas of Eureka, California. I threw my 
jacket on an easy chair and my anahist nasal 
sprayer fell, out. It was filled with formalde- 
hyde which I carry for vicious dogs and mem- 
bers of the Eureka City Council. 

Mrs. Avila found it later and put it on the 
kitchen table, Her sixteen year old daughter, 
Laura, saw it and, feeling an attack of the 
sniffles, did then take it and squirt it up her 
left nostril. 

The action got pretty heavy about then as 
she went into convulsions and almost blacked, 
out. She wiped her hand across her nose and 
got some formaldehyde under her upper lip. 


Receiving bottle 


This was so painful she thought she would 
lose her mouth. 

A scratch on the back of her hand got some 
formaldehyde and the agony was almost as 
bad as everything else. Even though none had 
gotten directly into her eyes, they began to 
tear copiously and she could hardly see. 

She was totally incapacitated for at least 
twenty-five minutes. She couldn’t do a thing 
except yell. She regained her sense of smell 
several hours later and luckily there was no 
lasting damage. 

Formaldehyde can be bought at the drug 
store under the pretext of wanting it to pre- 
serve mice or other lab specimens. 

The irritant mailmen use against dogs and 
which is sold widely for self defense is oleo- 
resin capsicum. Capsicum is the hot essence of 
red peppers. Oleoresin is the process for ex- 
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tracting it. 

To extract the capsicum, grind up four 
ounces of red pepper seeds in a blender or 
with a mortar and pestle. Red pepper seeds 
are bought in the grocer's. 

‘The dry, ground seeds are then put into a 
coffee percolator in which there is about 16 
ounces of alcohol, preferably with the water 
distilled out. The seeds are then percolated 
for about a half hour. 

The alcohol is then distilled off until there 
are only a couple of tablespoons of red liquid 
left in the flask. The red liquid is then added 
to a half pint of light mineral oil, bought at a 
drug store. 

It can be sprayed from a nasal spray. An- 
other good way is with a window cleaning 
sprayer bought at any dime store. The tube of 
the sprayer is cut to fit in a two ounce medi- 
cine bottle. This way you have enough goody 
to last through a whole demonstration, no 
matter which side you're on, It is also nice to 
keep by the door to repel intruders. 

Before using, the container should be given 
a few shakes. Under laboratory conditions all 
the oil is extracted from the seeds. But with 
my Mickey Mouse method a lot of oil is left 
in so the residue is quite potent. Just be sure 
you strain out any larger bits so the sprayer 
hole is not clogged. 

The ground seeds left in the percolator are 
dried and saved. They are great for throwing 
into the faces of people in a mob, If you 
really want a laugh, throw some broadcast 
from a theater balcony during the death scene 
in “Love Story.” 

‘The goody called MACE is probably only 
acrolein. If not, it works just as well as MACE 
and is simple and fun to produce. 

Acrolein is not toxic but causes horrible 
pain in the nose and copious tears, and irri- 
tates the skin. A shot in the face from a water 
pistol or some other sprayer will put anyone 
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out of the game for at least a half hour. 

Acrolein is best made an ounce at a time. 
Put in the flask 2% ounces of glycerine and 
3/4 ounce of sodium bisulfate (Sani-Flush), 


both of which can be bought at any grocery 
store. 


The still is set up like in the illustration 
with the outside tube connected as the fumes 
are bad. 

When the mixture starts to bubble it must 
be watched constantly to make sure it does 
not bubble up into the neck of the flask. If it 
starts for the neck of the flask, remove the 
lamp until it settles down. If the lamp is too 
hot, the tin can is raised on small blocks until 
the right heat is gotten. 

Distill off an ounce of acrolein and take 
away the lamp. An ounce is all this size batch 
is good for. Let the flask cool for an hour be- 
fore opening and cleaning. Pour the residue 
down the sink and put your face over the 
drain to get a sample of the vapor. Jesus! 

Then cap the receiving bottle and wash 
everything the acrolein was in contact with. 

The best squirter for the three irritants 
above is a water pistol. Most water pistols leak 
badly so they must be transported barrel up 
so the goody won't ooze out around the trig- 
ger. It will leak when you use it so it is best to 
put it in a plastic sandwich bag with the open- 
ing held around the barrel with a rubberband. 
If the pistol has a trigger guard it should be 
cut off and then it can be used just’as easily in 
a plastic bag as otherwise. 

For casual carrying around, you can't beat 
a nasal spray. The best ones can be screwed 
open so the goody can be poured in. If not, 
you have to squeeze it and put its nozzle into 
the goody. When the pressure is released the 
irritant will be sucked up. 

Such irritants are illegal to carry in some 
states. That’s one of the reasons the nasal 
spray is best. If you are searched and it is 
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found, there is little chance it will be recog- 
nized for what it is. 

I don’t know what advice to give you if the 
cop has the sniffles and goes to use some of 
your goody. 

STINKUM 


Iron sulfide is sold for $.35 for only 1/8th 
of an ounce. Easier to make, just as potent 
and costing about $.50 a quart is ammonium 
sulfide. It stinks to high heaven like rotten 
eggs and no one can stand to stay around it 
once it has been spilled on the floor or vapor- 
ized by an explosion. 

To make some, you mix four ounces of sul- 
fur with eight ounces of hydrated lime in a 
stew pot. A quart of water is added and the 
mess is heated and stirred until the sulfur has 
completely blended. The hydrated lime 
will sink to the bottom of the pan and the 
yellow liquid is then poured off into a bucket. 

Take the bucket outside, if you have any 
sense, and add one pound of sulfate of ammo- 
nia, Stir it a minute and hold your nose. Then 
cover the bucket with plastic wrap and let it 
set for about a half hour. Then pour off the 
liquid slowly through 2 cloth filter into a 
bottle. 

If you don’t have an outside you can use 
your bathroom. Just hope no one has to go 
for an hour or so. The liquid is vile but it is 
not poison, 

Incidentally, when I researched this for- 
mula I went to the garden store and bought a 
five pound bag of sulfate of ammonia for 
$1.65. Garden sulfur is very high grade and 
makes excellent gunpowder. It has 10% inert 
ingredients so 10% more should be added to 
any formula requiring sulfur. I bought the hy- 
drated lime from a building supply store for 
$.10 a pound. 

A word is in order about the spelling used 
for sulfur products. Different spellings are: 
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sulfur, sulphur, sulfate, sulphate, sulfide, sul- 
phide, etc. 

Stinkum is either poured on the floor, shot 
from a water pistol, thrown in a bottle or 
light bulb or vaporized by a firecracker. The 
same goes for the formaldehyde or acrolein. 


THE HYDROCHLORIC ACID GOODY 


The hydrocloric acid goody is the most fun 
in the whole book. It takes many forms and 
works on the principle that hydrochloric acid 
reacts with aluminum powder, foil or metal, 
releasing a great, dark cloud of noxious gas 
which looks horrible and smells worse. 

Hydrochloric acid is used for killing algae 
in swimming pools and for cleaning tile and 
stone work. 

Where swimming pools are common it can 
be bought at the supermarket for less than a 
dollar a gallon. It is also sold at hardware 
stores. 

Being only 37% strength, it is seldom harm- 
ful to the skin but will eat through clothing 
like battery acid. 

Hydrochloric acid is also known as muriatic 
acid, 

On damp nights, a bottle of the acid alone, 
broken in the midst of a crowd, will form 
noxious clouds of chlorine gas. Scream “Poi- 
son gas!” and you will have a panic that will 
give you laughs for years. 

When you get some, open it up and give it a 
sniff. It won't hurt you because you couldn’t 
stand to smell enough to be harmed. Then put 
a couple of square inches of aluminum foil in 
acan in your sink and pour some acid on the 
foil. If the acid bottle has been tightly capped 
the reaction of breaking down the aluminum 
and producing a dark noxious gas should start 
in about a minute. If the bottle has been set- 
ting for months, poorly capped, the reaction 
may be immediate. You can stop the action at 
any time by turning on the faucet and flood- 
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ing the aluminum with water. 

When you have tested the reaction with 
foil, try it with powder and then with alumi- 
num metal cut from a pipe or a slab. 

‘The versatility of the hydrochloric acid 
goody is amazing and should keep you fascin- 


ated for hours. A 
Of course, the Militant’s most common use 


of the hydrochloric acid goody is to clear 
areas of people he doesn’t like. In a movie or 
a meeting hall a tin can half full of aluminum 
powder, foil or chunks is put under a seat. 
The acid is in a bottle with its mouth covered 
with a couple of plastic bags held in place 
with a rubber band. You can also use a plain 
rubber or a balloon over the mouth of the 
bottle. 

The cover is pierced with a pencil and the 
bottle is upended into the can, after which, 
the Militant gets up and walks out. If the acid 
is old and reacts immediately, a wad of 
sponge is put over the aluminum, causing the 
needed delay. 

A person sitting beside the Militant would 
not notice anything, especially if something 
exciting was happening up front. By the time 
he noticed the odor the reaction would have 
left him with nothing to do but run squealing 
and pissing from the scene. 

The outside goody is great, too. It is used 
to break up parades and demonstrations and 
in riots, where it’s every man for himself and 
the devil take the hindmost. 

It is simply a pint or quart bottle (a quart is 
better) filled with goody and wrapped with 
several layers of aluminum foil and put in a 
paper sack. 

Now, say a group of Militants infiltrate a 
civilian parade at different points. At an 
agreed upon time they yell, “They're throw- 
ing things!" Then, while the other paraders 
are looking around and up, the Militants crash 
their outside goodies, still in the sacks, to the 
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pavement. 

As the parade moves on, the Militants filter 
back to where the goodies are, When the re- 
action starts they scream, “Poison gas! Poison 
gas!” and panic the whole mob out of the 


action. 
The aluminum wrapped bottles have to be 
slammed down hard or they might not break. 


IGNITERS 


Igniters range from powder fuses that 
smoke and burn and ignite the device in a few 
seconds, to chemical igniters that take min- 
utes, to watch timers that ignite the device 
electrically hours later. 

The simplest fuse is made from gunpowder 
mixture, using the dextrine or glue but omit- 
ting the graphite. A length of cotton twine is 
stirred in the mush, which is wetter than that 
to be used for gunpowder, and when well 
coated it is hung up to dry. 

If a thicker fuse is wanted, the coated 
string is folded along its length once or twice, 
depending on how thick you want it. Then a 
heavy object is attached to one end and spun, 
twisting the strands. The other end of the fuse 
and the heavy object are secured so. the 
strands will remain twisted until dry. 

The dried fuse, whether one or more 
strands, is stiff and brittle. With any bending 
the powder drops off in spots, making it burn 
unevenly. If your fuse is going to be handled 
or will be out in damp weather, you should 
make some Micky Mouse safety fuse. 

Up to three feet of masking tape is unrolled 
and placed sticky side up on a table. Three- 
quarter inch wide tape is used for one-strand 
fuse and one-and-one-quarter inch wide tape 
is used for the four-strand fuse. 

The dry fuse is simply laid along the tape’s 
edge and the tape is rolled over it until it is 
nice and tight. It is then cut into the desired 
lengths. 


A more sophisticated safety fuse is made 
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by coating the fuse with spray-on plastic from 
an aerosol can. When this dries the fuse is 
coated with rubber mold compound, bought 
at any hobby store. The plastic is used first 
because the mold compound has a water base 
and would wet the fuse. The rubber would 
dry but the fuse would stay damp indefin- 
itely. 

Fuses of all kinds are best lit with the ma- 
terial used to ignite highway flares. This is be- 
cause matches often go out or the Militant’s 
hands are shaking so badly he drops the 
match into his fly. 

Commercial safety fuse is almost impos- 
sible to light with a match, Coating its end 
with flare igniter makes it easy to light and 
also keeps loose powder from dropping out 
the ends. This also applies to homemade or 
other fuses, 

Flare igniter is gotten from highway flares 
you can buy from any auto supply or surplus 
store for as little as $.15 each. The black igni- 
ting core is dug out, crumbled and dissolved 
with carbon tetrachloride, bought at any auto 
supply store. 

Carbon tetrachloride is commonly used for 
dissolving grease from auto parts. Just enough 
is used to dissolve the igniter and it is then 
evaporated off in a well ventilated area as the 
fumes are harmful. 

The gray powder is then mixed with just 
enough water to make a thick paste. The fuse 
ends are then dipped into the paste and dried. 

The most difficult to light fuses are easily 
lit by a match or even with a drop of sulfuric 
acid. 

If you don't want to waste a lot of fun 
flares you can make your own ignition mix- 
ture, which is the same stuff as found in 
flares, 

A lifetime supply of the black part is made 
with 1% ounces of black antimony sulfide, 
2% ounces of potassium chlorate and one 
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ounce of dextrine or 1% ounces of Lepage’s 
Mucilage. 

The black antimony sulfide and the potas- 
sium chlorate are both wet before being mix- 
ed. If they are mixed dry an explosion can 
result, Then add dextrine or glue and enough 
water to make a thick paste. 

You don't need much of the red striker 
mixture. One striker can be used to light 
many fuses. 

The red striker mixture is made with 1% 
ounces of red phosphorus, 4 ounce of dex- 
trine or 3/4 ounce of Lepage's Mucilage (from 
the dime store) and 3/4 ounce of fine sand. 
Enough water is added to make a paste, slight- 
ly thinner than the black paste. 

The striker is a tongue depressor, bought at 
the drug store, or any similar light, thin piece 
of wood. A couple of inches of the striker is 
smeared with the red paste and allowed to 
dry. The red paste should be stirred well be- 
fore using as the sand will sink to the bottom 
after a time. 


CHEMICAL DELAY IGNITERS 


Chemical delay igniters have always been 
popular with the more versatile Militants. The 
most common such igniter, but a perverse 
one, is the sulfuric acid-potassium chlorate 
and sugar goody. 

The igniter is a mixture of half potassium 
chlorate and half granulated sugar. It bursts 
into flame with the application of a drop of 
sulfuric acid. 

The idea is to put some of the mixture into 
a glass or plastic tube and then stuff in some 
cotton, or paper. Some acid is then put into 
the tube with a medicine dropper, bought at a 
drug or hobby store. 

The acid is supposed to seep slowly 
through the barrier and finally ignite the mix- 
ture. The bad thing about this system is that 
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it often doesn’t work or it works too fast. 

When sulfuric acid eats through vegetable 
matter there is a reaction of great heat. This 
is often enough to break the glass tubing or 
melt a plastic drinking straw and can stop the 
action right there. 

If the glass tubing holds, the acid still loses 
its potency as it reacts with the vegetable 
matter and that which reaches the mixture 
may be too weak. 

‘The worst thing that can happen, however, 
is that it will work too fast. The acid can eat 
through the barrier in seconds instead of the 
minutes you think you have. 

This could be disastrous if you loitered in 
the area for a minute to avoid looking suspi- 
cious. If you armed the device before going 
into the target area, you might not even get 
there. 

To avoid such hangups you should use a 
non-reactive barrier such as asbestos fibers, 
bought from any building supply store. The 
acid will seep through the asbestos without 
making heat and without losing its potency. 
And since it doesn’t eat the asbestos, it can be 
timed with much more certainty, which 
makes it safer and more sure. 

Powdered highway flare igniter can be sub- 
stituted for the potassium chlorate-sugar mix- 
ture. It is over half potassium chlorate and is 
simpler, In fact, if the plastic straw is pushed 
over a fuse coated with flare igniter, the fuse 
needs no other igniter. 

Another chemical ignition device uses gly- 
cerine to react with potassium permanganate. 
Potassium permanganate is a relatively stable 
oxygenator and can easily be bought at the 
drug store. It is also used for staining micro- 
scope specimens, disinfecting fish tanks and 
curing fish fungus and fin rot. 

The potassium permanganate is ground to a 
powder and mixed with the same amount of 
fuse powder or the highway flare igniter. Cot- 
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ten can be used as a barrier as it doesn’t react 
with glycerine. 

At least an inch of glycerine is put into the 
tube, especially if you use a barrier. When it 
reaches the mixture it takes from three to five 
minutes for the ignition to take place. 

For some reason, I haven't been able to get 
this to work except in a plastic straw. But 
that way it works every time and is lots of 
fun. 

If the igniter is potassium chlorate and sug- 
ar or flare igniter or potassium permanganate, 
it needs a barrier to keep it in place. To make 
sure the fire train burns past the barrier to the 
fuse, the barrier should be flammable. To 
make material for this barrier, mix cotton 
with wet fuse powder or flare igniter. Then 
dry it and pull off pinches as needed. 

To arm these devices a medicine dropper 
filled with acid or glycerine can be carried up- 
ended in a test tube in the shirt pocket. A 
plastic felt-tip marker with 2 clip to hold it 
upright in the pocket can be used instead of 
the test tube. It is simply hollowed out and 
the dropper fits in nicely. 

To avoid burned fingers, a string is tied to 
the dropper so it can be pulled out of the con- 
tainer. 

To avoid the medicine dropper entirely, 
you can make up some pre-primed plastic 
straws, For these, you will need some rubber 
mold compound. Suck up a half inch of the 
compound into a 4% inch plastic straw. Then 
let it dry for a couple of days. 

Shortly before use, put in the acid or gly- 
cerine. Then, with a cotton tipped stick, clean 
out the straw above the acid or glycerine so 
there will be none on the sides to ignite the 
mixture. 

Next, put in the barrier and push it within 
an inch above the acid or glycerine. Then put 
in the mixture and the flammable barrier. 

You can carry this quite safely upended in 
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Flammable barrier’ beeen 
Potaisium chlorate & sopye ES 
‘or flare igniter 


your shirt pocket. When ready for use it is 
turned over and its open end is pushed over 
the fuse. 
BOMBS 


Although the wristwatch time bomb is not 
a formula, I feel that no book concerning 
bombs and Militants should be without this. 

The diagram is strung out to show the 
points of contact. The igniter is a flashlight 
bulb, carefully broken to keep the filament 
intact. 

Filaments from household light bulbs can 
also be used but they are very delicate. The 
bulb is broken and the filament is removed 
and carefully attached to the two copper 
wires. 

Improvised goodies are fun and give a sense 
of creative accomplishment. Even so, an elec- 


‘Acid wich flare igniter Acid with regular fuse Potassium permanganate 
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tric dynamite cap will take the place of a lot 
of ingenuity. 

Flashlight and transistor radio batteries are 
sufficient to heat the filaments or detonate 
the dynamite cap. If flashlight or pen light 
batteries are used they should be reversed as 
in the illustration. 

The wires should be soldered to the battery 
terminals to insure contact. The best wire is 
the thin, plastic covered kind used in tran- 
sistor radios. 

A hole is drilled into the plastic watch lens 
and a small nail is inserted and glued in place 
so its point doesn’t touch the watch face. 

If the bomb is to go off more than an hour 
after it is set, the minute hand is taken off. 

The watch hand making contact with the 
nail is sanded to remove any paint on the con- 


tact edge. 
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When the bomb is finished the parts are 
compacted and taped securely to its casing. 
‘The watch is secured with transparent Scotch 
Tape so that the hands are visible for setting. 

The watch is allowed to run down before 
attaching it to the bomb and is wound only 
after it is set. 

To avoid frustration from a dud bomb, the 
timer, battery and filaments should be tested 
before arming an actual bomb. This is done 
by putting the filament into a small pile of 
powder. If it ignites, disconnect the battery 
immediately to save the filament. Examine 
the filament carefully to make sure it is still 
intact and if it is it can be reused. 


PIPE BOMBS 
Pipe bombs, whether filled with match 


Wristwatch time bomb, 


heads, gunpowder or high explosives, should 
be lined with plastic Baggies or freezer bags. 
This prevents friction, static electricity and 
any chemical reaction between the explosive 
and the metal. 

The mouth of the bag is folded back over 
the threads and the explosive is put in. Next, 
the fuse is put in and the plastic bag is wrap- 
ped tightly around the fuse and held with a 
rubber band. All this is necessary because any 
explosive on the pipe threads could cause the 
bomb to explode when the cap is screwed on. 

The cap for the fuse hole is drilled from 
both sides with any high-speed steel industrial 
twist drill bit. The bit is used with any electric 
hand or table drill. 

The size of the hole should be exactly the 
size of the fuse. The plastic bag should cover 
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Nail 
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— 


‘Trigger 


only the lower part of the fuse, Flare igniter, 
if used, should be put on the fuse after the 
cap is screwed on as the hole would have to 
be made larger than necessary to accommo- 
date the glob of flare igniter. 


PIPE OR “ZIP” GUNS 


Commonly known as “zip” guns, guns 
made from pipe have been made and used for 
years by juvenile punks. Today’s Militants 
make them just for the hell of it or to shoot 
once in an assassination or riot and throw 
away if there is any danger of apprehension. 

They can be used many times but with 
some, a length of dowel is needed to force out 
the spent shell. 

‘There are many variations but the illustra- 
tion shows the basic design. 


ZIP GUN 


‘Trigger before bending 


First, a wooden stock is made and a groove 
is cut for the barrel to rest in, The barrel is 
then taped securely to the stock with a good, 
strong tape. 

‘The trigger is made from galvanized tin. A 
slot is punched in the trigger flap to hold a 
roofing nail, which is wired or soldered onto 
the flap. The trigger is bent and nailed to the 
stock on both sides. 

The pipe is a short length of one-quarter 
inch steel gas or water pipe with a bore that 
fits a cartridge, yet keeps the cartridge rim 
from passing through the pipe. 

‘The cartridge is put in the pipe and the cap, 
with a hole bored through it, is screwed on. 
Then the trigger is slowly released to let the 
nail pass through the hole and rest on the 
primer. 
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To fire, the trigger is pulled back with the 
left hand and held back with the thumb of 
the right hand. The gun is then aimed and the 
thumb releases the trigger and the thing actu- 
ally fires. 

Pipes of different lengths and diameters are 
found in any hardware store. All caliber bul- 
lets, from the .22 to the .45 are used in such 
guns, 

Some zip guns are made from two or three 
pipes nested within each other. For instance, 
a .22 shell will fit snugly into a length of a 
car’s copper gas line. Unfortunately, the cop- 
per is too weak to withstand the pressure of 
the firing. So the length of gas line is spread 
with glue and pushed into a wider length of 
pipe. This is spread with glue and pushed into 
a length of steel pipe with threads and a cap. 

Using this method, you can accommodate 
any cartridge, even a rifle shell. The first size 
of pipe for a rifle shell accommodates the 
bullet. The second accommodates its wider 
powder chamber. 

A 12-gauge shotgun can be made from a 
3/4 inch steel pipe. If you want to comply 
with the gun laws, the barrel should be at 
least eighteen inches long. 

Its firing mechanism is the same as that for 
the pistol. It naturally has a longer stock and 
its handle is lengthened into a rifle butt. Also, 
a small nail is driven half way into each side 
of the stock about four inches in front of the 
trigger. The rubber band is put over one nail 
and brought around the trigger and snagged 
over the other nail. 

In case you actually make a zip gun, you 
should test it before firing it by hand. This is 
done by first tying the gun to a tree or post, 
pointed to where it will do no damage. Then 
a string is tied to the trigger and you go off 
several yards, The string is then pulled back 


and let go. If the barrel does not blow up, the 
gun is safe to fire by hand. 
You should not attempt to register such a 
gun. 
HOW TO BEAT A METAL DETECTOR 
Many Militants squirrel away stockpiles of 
guns and bombs and as fast as the authorities 
find them with metal detectors, the Militants 
discover new ways of fooling the metal detec- 
tors. Militants hiding lethal goodies have dis- 


covered the following tricks to fool the detec- 
tors. 


Rural Militants bury illegal items under 
metal scrap piles or where garbage with tin 
cans has been thrown for years. There is so 
much rust and bits of metal in the soil that 
the detector indicates that a tank is buried 
there, 

Not believing there is a tank buried there 
(although there might be) the searcher moves 
‘on to find a more localized, and therefore 
easier, digging job. 

Iron filings and lathe cuttings scattered 
over the site will give the same false readings. 
‘The agent using the detector will figure he is 
over a dump site or an iron mine. Unless he 
can con some archaeologists to dig up a few 
hundred cubic yards of dirt he is apt to just 
wander off and get blind drunk. 

The floors of barns, being impregnated 
with iron-containing urine and exctement 
from the animals, render metal detectors use- 
less, 

Fence corners and other places where ani- 
mals gather regularly are good places to bury 
contraband since the soil there is the same as 
that in barns. 

Since streams deposit metallic oxides atong 
their courses, a dry stream bed will likewise 
register a bonanza which no civil service work- 
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er will tackle. 

City Militants have more space problems 
than do rural ones. But they still find ways of 
hiding stuff from detectors. The concrete 
floor of a basement is a great place under 
which to hide metallic objects. If there is a 
way of digging underneath the cement, the 
objects are safe from the detector. It will buzz 
everywhere and not pinpoint anything. 

Those lucky enough to have a basement 
space to build a secret room are least likely to 
be found out. Walling off a corner of the base- 
ment makes a dandy goody hider and can also 
hold a body or two. 

Mf the basement walls are made of reinforc- 
ed concrete, that is, has those steel rods em- 
bedded in them, the new wall must give the 
same metallic reading. To achieve this, the 
mortar cementing the bricks is liberally sprin- 
kled with cut soft wire in about one-eighth 
inch bits or a few handfulls of tiny wire nails. 
None is put into the mortar used to cover the 
brick wall. In this way, the brick and the con- 
crete will measure the same metallically. 

Whether the secret compartment is walled 
with metalized mortar or is just a plain brick 
wall, the goodies to be hidden are placed in 
the middle of the space and not touching any 
wall, 

The poor Militant who has only a little 
back yard and no cows, garbage or scrap pile 
has a real digging job ahead of him. He needs 
a hole five or six feet deep. 

The goodies are stored in a wooden box 
covered with tar or creosote to protect it 
from the moisture. Then the box is covered 
around and on top with about a foot’s thick- 
ness of loose, non-metallic rocks. Next, the 
hole is filled with dirt. 

Smart Militants put a layer of plastic over 
the rock covered box, since a metal detector 
works best if damp earth is in contact with 
the hunted objects. 
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BLOWING UP A CAR 


Those Militants not content to psych out 
the driver with some practical joke have his 
last ride in mind. 

The best methods require getting under the 
hood. Explosives are placed as near the occu- 
pants as possible. The fuse, homemade, com- 
mercial or safety, is wrapped a few turns 
around the exhaust manifold. After a few 
minutes on the road the exhaust manifold 
gets almost red hot and ignites the fuse. 

This way is more certain than wiring the 
car because since it blows up on the road the 
wreck will do the victim in even if the blast 
doesn’t, Besides, if the intended victim is a 
passenger instead of the driver, the driver may 
start the engine before the passenger gets into 
the car. You can see how embarrassing that 
would be to the bomber, can’t you? 

Old-fashioned types, like the Mafia, love to 
wire cars. They are too set in their ways to 
change and besides, they get a charge out of 
seeing a car blow up before their eyes instead 
of imagining it going to hell on the road. 

They usually use about three sticks of dy- 
namite, two lengths of electric wire with two 
alligator clips for quick attachment, and an 
electric blasting cap. The cap is stuck into a 
dynamite stick and its two wires are connec- 
ted to the two electric wires. Then one alliga- 
tor clip is clamped to the input side of the 
coil and the other is fastened to any metal 
surface in the car’s frame as a ground. 

This is very simple and you'd think anyone 
could do it. But sure enough, there are always 
morons who will attach one clamp to a spark 
plug and one to a ground. This usually results 
in misfires and no end of frustrations. 


EVADING PURSUIT 


Now we go from destroying cars to protect- 
ing them and their contents from pursuers. A 
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diagram would fit only a few of the vehicles 
but this explanation should be understood by 
anyone at all handy with cars and trucks. 

First, a hole is drilled in the exhaust mani- 
fold the size of the nozzle of a paint or plant 
sprayer. When the nozzle is welded in place 
a length of gas line is affixed to the nozzle 
tube and fed into the driver's compartment. 

The gas line is then attached to the spray 
unit inside the driver’s compartment under 
the dash. 

Solid brass plant sprayers going under the 
trade name of “Mist”'ifier, or similar, can be 
bought at any garden store. The nozzle is re- 
moved and welded to the exhaust manifold 
and the container is put inside with the driver 
and connected to the nozzle unit with a 
length of gas line. 

To use, the container is filled with castor 
oil, bought at any drug store. Burned castor 
oil will blot out everything on the road be- 
hind you. 

A friend tried this and just put in a few 
short squirts to see what it would do. The 
effect from his exhaust pipe was so wild that 
it looked like a bomb had been dropped on 
the freeway. 

He was so startled he allowed himself to be 
pulled over by a cop and he almost got locked 
up for it. He could have gotten away if he had 
made a smokey run for it. 

It is the hot exhaust manifold which turns 
the castor ojl into smoke. Smoke screens in 
war are made using this simple principle. 
Crank case oil to be thrown away is great for 
smoke screens. It could also highlight the 
idea of recycling in your area. 

On the road, the smoke not only causes 
pursuers to slow down in order to see, but it 
causes panic among the other motorists on 
the road. This makes the police stop the 
chase as the traffic hazards are greater than 
your capture is worth. 


Ag 
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POISONS 


Since this section was written, 
in 1970, I've run across a terrific 
book you'll want to get from your 
library or order through your local 
book store. It is "Poisons, Anti- 
dotes & Anecdotes", by William Ti- 


chey and published by Sterling Pub- 
lishing, 1977. 

It is the most fun book and will 
give you oodles of ideas as vell as 
tell you how poisons work. 

Also, I've incorporated “The 
Complete Medical Student's Manual 


of Chemistry” into GRANDDAD'S WON- 
DERFUL BOOK OF CHEMISTRY. This man- 
ual has the most extensive writings 
on poisons of any book I've ever 
seen. Under the headings of “Action 
on the economy", it describes how 
much of what will do in an opponent 
and how he will react and for how 
long before he croaks. 


PLANT POISONS. 


Plant poisons are very easy to administer 
and are hard to trace. A few leaves in the sal- 
ad aren’t noticed and the victim dies without 
knowing why. 

Rhubarb, for one, is a deadly poison. The 
stalks are fine but if you eat any of the leaf, 
you'll dic. Cooked, the leaves take an hour or 
so, but in a salad they kill almost immedi- 
ately, 

The rhubarb bought in stores has all the 
leaves taken off so you will have to get the 
leaves from a farm or grow your own, 

You don’t have to be stingy with rhubarb 
and most other plant poisons like figuring 
grains and grams, Just chop up some leaves 
and put them in the salad or stew or among 
the lettuce on hamburgers and you will have 
hit the jackpot. 

Castor beans are a good poison as they are 
almost tasteless when ground and only three 
or four are enough to kill. They're easy to get, 
especially in Southern California where they 
gow wild. They can be put into almost any 
food. 
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Oleanders are common flowers but are 
about as poisonous as any plant. The heart is 
affected very quickly and severely. Both the 
leaves and branches are lethal. 

A couple of poinsettia leaves will kill just 
about anybody. Better use three. 

Yew is a conifer, or cone bearing evergreen 
tree or shrub. Any nursery man can take you 
out in back and identify it for you. But he 
will get pretty surly if you start stripping off 
branches so you should buy a small tree, if 
you don't know where a big one is growing. 

It’s the foliage that kills so forget the ber- 
ries. It is so poisonous and so quick that at 
one time the Secret Service considered it for 
suicide pills. The beauty of it is that it kills al- 
most immediately without any symptoms. 
You take it and, splatt, you're on the floor, 
dead, 

I’m not sure of the dosage but it’s not 
much, 

The way to refine it is to fill a coffee perco- 
lator with the ground up foliage and put eight 
ounces of alcohol in the pot. Percolate it for 
about a half hour. If the alcohol boils off, put 
in some more. 

Cheap rubbing alcohol is good enough once 
you have distilled it off from its water con- 
tent. 

When the process is finished, put the alco- 
hol and what went through the percolator in- 
to the still. You then distill off the alcohol 
until you have only a couple of teaspoonfuls 
of residue left. Pour this out into a saucer and 
let it evaporate. 

‘You can use the same process for a finer 
grade of nicotine from tobacco. Always strive 
for quality. 

Laurel is another evergreen that can cause 
death by the eating of a single leaf. It is best 
percolated and distilled but it can be used as 
it is and put in stews and as a garnish on hors 
d ‘oeuvres. 

Poisoning was a great sport and topic of 
conversation before the widespread use of 


L 


50 POOR MAN'S JAMES BOND Vol. 1 
firearms, Now that firearms might be going 


out, Militants and suburbanites are becoming 


interested in more aesthetic ways to kill. 

Unlike your gun, poison is seldom very ef- 
fective against burglars. But say you've been 
suckered into giving 2 wife swapping party 
where every female but your own is either 
pregnant or periodic. In this case a little some- 
thing to sprinkle on the hors d ‘oeuvres is a 
good thing. 

The Militant can use poison on individual 
enemies or can put it in refreshments at rallies 
of political opponents. It is also great for get- 
ting rid of rivals in his own group. Last, but 
very important, is that old standby for an em- 
barrassing moment, the self destruct capsule 

There are several books on poisons. The 
best one is POISONS, by Vincent Brooks. It’s 
mainly for doctors and police but is very read- 
able and amusing. Most libraries have it, along 
with several others, which are mainly about 
garden plants to watch for. 

I got a great charge out of reading about 
Warfarin on page 108 of POISONS. Warfarin 
is a rat poison which is mainly corn meal or 
some other rat dainty. Anyway, it tells how 
some slob was induced to eat a pound of it a 
day for six days. Talk about Jethro Bodine! 

‘A word to the wise; if you're a southern 
type and your wife stops cating her share of 
the corn pone, thrash her and make her eat all 
the pone. 
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Poisoning is no pastime for an idiot. You've 
got to be mighty shrewd. To give a blood 
enemy just a bad taste in the mouth while 
you're sitting talking with him over a drink is 
dangerous. He'll suspect poison and know you 
tried to do him in. 

Poisons act in different ways. There are 
four considerations when selecting 2 poison. 
Four effects for different objectives. 

One objective might be to kill the victim 
immediately so he would be unable to talk. 
Another would be a several minute delay 
where the victim would be stricken some time 
after you had left the scene. 

Still another consideration is that the vic- 
tim should be unconcious so he can give doc- 
tors as little help as possible. Also, you don’t 
want him to hurt any more than necessary be- 
cause that would be mean. The fourth consi- 
deration is that the dose is strong enough to 
be lethal. 

As you apply yourself to this study you 
will occasionally blunder. Your victim will be 
down, flopping like a fish off the hook and 
the medical types will still pull him through. 
1 know this is frustrating, but one must learn 
to cope. 

Another good thing to know about the 
poison of your choice is its legitimate use. If 
a druggist or someone else asks you what you 
want with it, it’s embarrassing to have to ad- 
mit that you want to kill someone. A cover 
story is always good. 


ETHYLENE GLYCOL 


This is simply antifreeze, such as Prestone, 
Zerex, etc. Always read the can to make sure 
the ingredient is ethylene glycol. It is a color- 
less, syrupy liquid with a sweetish taste. It 
mixes well with both water and alcohol. 

Authorities disagree on the lethal dose. 
They put it from a half ounce to four ounces. 
This is not important, however, as anyone 
will drink four ounces in his soft drink with- 
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It can also be tasted along with what 
you've put it in. Just wash your mouth out 
and you will feel no bad effects. 

At a party, a half-gallon at a time can be 
dumped into the punch bowl so that every- 
body will get his share. Only don't pour it in 
directly from the anti-freeze can. An observer 
might wonder about you. Instead, put some 
food coloring or Kool-Aid in it to make it 
look like grape juice or something and put it 
in two-quart fruit juice cans. 

That way you can pour it in the punch and 
stir it and grin and anyone watching would 
think you were just helping. 

A nice thing about ethylene glycol is that a 
person dying from it just seems drunk, 


ARSENIC 


Arsenic and its compounds are great poi- 
sons. They are quite popular and have been a 
good subject for comedies such as “Arsenic 
and Old Lace.” The nice thing. about arsenic 
is that it is almost tasteless and it doesn't start 
to act until a half hour to an hour after it is 
taken. That way you can zap just oodles of 
people who would get off scot free if you 
used a fast poison like cyanide. Cyanide is 
terrific for individual hits but disappointing 
when working with groups. 

Say you're operating at a governor's ban- 
quet and you lace the grits with cyanide. One 
of the victims would be eating a handfull of 
grits and would all of a sudden flop over into 
his gravy. His neighbor might swipe his pork 
chop but you can be sure he would not touch 
the victim's, or his own, helping of grits. He 
might even warn others. 

But with arsenic, they'll all be to their 
prunes by the time the poison takes effect. 

The lethal dose of most arsenic compounds 
is from 0.1 to 0.5 gram. A gram is only 
1/28th of an ounce. Say you had a pound of 
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arsenic or arsenic trioxide, etc.Say, also, you 
allowed the maximum dose of half a gram. 
‘That would be 896 fatal doses. There would 
be enough left over to take care of the Senate 
and Congress and even Billy James Hoggis. 


SODIUM FLUORIDE 


This is rat and insect poison. It’s a real kill- 
er. It can be bought at hardware and garden 
stores in an adulterated powder. Chemical 
supply companies sell the pure stuff for $.35 
an ounce. 

You can make it yourself with hydrofluoric 
acid and sodium carbonate (sal soda). 

Use only plastic when working with hydro- 
flouric acid as it eats glass and metals. Also 
work with good ventilation and avoid the acid 
fumes. 

Put one part sodium carbonate in a plastic 
container and add an equal amount of acid, 
slowly, stirring all the while. The result will be 
colorless crystals and white powder. 

Death has been caused by less than one 
grain. There are 437 grains to an ounce so a 
grain would be about the size of a grain of 
rice or wheat. 

In case you didn’t know, sodium flouride 
is the waste matter from certain chemical 
companies which they unload on moronic 
city officials, like those in Eureka, to fluori- 
date the drinking water. It might toughen 
kid’s teeth but it also dulls the creative part 
of the mind, even at one part per million in 
drinking water. 

POISONS doesn’t say if the full strength 
stuff is fast or slow to act or how long the 
victim lasts. Testing is in order here. 


NICOTINE 


Nicotine is a really terrible poison. One 
drop of pure nicotine has killed in fifteen 
minutes. It is great to put a few drops in an 
opponent’s shot glass and make a bottoms up 
toast to Senator Fulbright. 
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Its taste is pretty well covered by wine, es 
pecially sweet wine. It’s not so good in drinks 
that have to be sipped and savored. Few poi- 
sons are. 

You can get almost pure nicotine from the 
kind of snuff that comes in round, flat boxes. 
Pour it out into a water glass and put in just 
enough water to cover it all. 

After about 24 hours pour the mess into a 
handkerchief that has been stuffed down into 
another glass but with its edges over the rim. 
Then lift out the handkerchief and twist the 
edges so that the snuff forms into a ball. Con- 
tinue twisting until all the liquid is squeezed 
out. 

Pour the liquid into a small sauce pan and 
put it on a low fire. When the liquid has eva- 
Porated to about a teaspoonful of thick syrup 
it is finished. It is best to dilute it with 
enough water so it will casily leave a medicine 
dropper. A few drops should do the trick, 

A good way to handle nicotine is to fill a 
medicine dropper with it and plug the end 
with a piece of soft wax which is pushed in 
and molded around the opening. The dropper 
is carried with the wax end up in the shirt 
pocket and is ready for use in a jiffy. 

Nicotine is also a good way to commit su- 
icide if you are a prisoner. Just collect a hand- 
full of cigarette butts and strip the paper from 
them, if you are a neat person. 

Soak them for several hours, if possible, in 
water. If you are being watched you can slip 
them into your coffee. At the last minute just 
gulp the whole thing down. Best to do it on 
an empty stomach. If you keep your mouth 
shut for a few minutes, even if they pump 
you out it will be too late. 

Nicotine is an alkaloid so you might get 
quite a high while you die. Give it a try. 


NICOTINE SULFATE 


This is my favorite. It is an insect poison 


POOR MAN'S JAMES BOND Vol. L 


found under several brand names. The most 
common is Black Leaf 40, bought at any gar- 
den store. This stuff is 40% nicotine sulfate. 
Just a few drops in a drink will kill quickly. 

It is best to evaporate it to the point where 
it is like a thin syrup and will still form into 
drops from a medicine dropper. 

One of the glories of nicotine sulfate is that 
it is absorbed by the skin and is fatal within 2 
few minutes. Death by nicotine sulfate can 
only be detected by a blood test, which is 
seldom given. 

A fine way to use nicotine sulfate is to 
carry it in a soft drink cup and act like you 
accidentally spilled it on the victim. If he 
doesn’t wash it off in a matter of seconds he 
will be dead in a matter of minutes. There is 
little chance of him washing it off if he thinks 
it’s just a soft drink, especially if he is at a 
meeting or talking to someone. 

Most other insect sprays and powders kill 
by being absorbed through the skin. Some of 
them are: Malathion, Parathion, Chlordane 
and Lindane. 


TESTING POISONS 


At first thought it would seem that the best 
Way to test poisons would be on alley cats. 
Cats are not the best subjects because, first 
it’s naughty to hurt cats and also because they 
are hard to kill. 

Alley cats eat such garbage and corruption 
they develop cast iron stomachs. A cat can 
often handle a dose that would kill a dozen 
people. 

The best subject is a wino. In every city 
there are hundreds of winos sleeping out in 
nests in vacant lots, abandoned houses, under 
bridges, etc. It’s very easy to find such nests. 
They are usually made up of flattened card- 
board boxes and newspapers and littered with 
wine bottles. 

Put the dose you want to test in a half full 
fifth bottle of sweet wine. Then tuck it in the 
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nest where the wino will be sure to find it. He 
will just think another wino hid it there. 

If the nest has a dead wino in it the next 
morning you’ve figured out the right dose. If 
both the nest and the bottle is empty, it’s 
back to the old drawing board. Try increasing 
the dosage. 

I was going to test poisons myself in this 
way. Then I realized I would probably wipe 
out half the Eureka City Council. Even so, 
they deserve it, since they all voted to put so- 
dium fluoride in the city’s drinking water. 

Most poisons can be tasted to see what, if 
any, flavor should be added to hide the taste. 
It’s quite safe to put a little bit on your 
tongue to get the taste and then wash your 
mouth out well. The only poisons I would not 
taste are prussic acid and others that kill with 
less than a grain and strong acid or lye which 
would damage the tongue. 

The safest way to test poisons, for you, is 
to put it in dope. Another safe way is to put 
it in an enemy's medicine, If you have access 
to his bathroom look for capsules, especially 
prescription so you know he’s the only one 
taking them. 

I saw the capsule trick on “Ironside,” 
Clever. 

Care every step along the way makes the 
difference between the proud expert and the 
red-faced bungler. Imagine the embarrassment 
of the ancient Greek poisoners when Socrates 
said, “Wow! It sure doesn’t taste like tomato 
juice!” 


COUNTERFEITING 


Many Militants rob banks for operating ex- 
penses. It is pretty easy to get caught and go 
to jail for ten years, that is, if you don’t ger 
shot and killed. Counterfeiting is 2 lot less 
risky and the sentence is about the same if 
you are caught passing funny money. Also, 
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there is less danger of harm. 

Ninety per cent of the arrests for counter- 
feiting are made on tips. If you are a lone 
wolf and produce the stuff all by yourself, 
and if it is pretty good, your chances of cap- 
ture are very slim. 

If there are two people involved the chan- 
ces are two to one against you. If there are 
three people, it’s three to one and so on. 

The person I got this information from 
made the best stuff the T-Men had ever seen. 
He wasn’t caught making or passing it. He was 
suckered. 

The treasury people are setting up all kinds 
of fun and games because they are running 
out of work. They promise to pay informers 
on tax cheats, but they don't live up to their 
promises so people have stopped informing. 

So, having nothing better to do, they ap- 
proached this ex-counterfeiter and promised 
him $20,000 in real money to print them up 
a million in phoney hundreds. They then 
showed their badges and arrested him. They 
have no case since they set him up but he was 
mad enough to divulge the secrets of his craft. 

Anyone who is good with photography and 
darkroom techniques can be a professional 
counterfeiter, 

This method works, with minor variations, 
for any paper money from any country. I 
stress foreign currency because it’s a stupid 
bird that fouls its own nest. But think of a 
grand tour of Europe, financed out of your 
own basement. It would do your head good 
and besides, they want your trade. 

Samples of foreign currency can be bought 
from most coin shops, foreign exchange shops 
and from many of the larger banks. 

Contrary to popular opinion, you can buy 
paper neatly identical in feel and weight to 
legal bills. It can be bought from any paper 
house in the U. S. 

It is normally 2 25% rag. If you go any 
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higher in the rag content it feels too soft, 
whereas the 25% has the crackle that a real 
bill has. 

The only problem with the paper is that it 
is absolutely white. A real bill is not white. 
It’s a combination of greenish, yellowish 
brown in a very light tint. At the end of the 
process you have to dye the bills with the tint 
that matches the real U. S. currency. Foreign 
bills have different tints. 

To begin with, you must have an excellent 
negative. The first way is to make the bill in 
the negative the exact size of the real bill. The 
other way is to enlarge it to about four times 
its real size, retouch it, then reduce it to its 
real size. 

On U. S. currency, and particularly the 20 
dollar bill, there is one very troublesome 
place. That is around the eyes. Some way, 
they have made this area very difficult for a 
camera to pick up. 

‘A plate for currency is made by engraving. 
They take a piece of flat metal and scribe in- 
dentations in the metal. Around the eyes are 
very fine lines and the indentations around 
the eyes are very shallow. 

There is very little ink in that area, When- 
ever it is to be reproduced by a photographic 
process, these lines do not register well on the 
negative. 

‘Therefore, you must retouch the negative 
by hand so as to get these fine lines. The 
easiest method is to enlarge the image to 
twice its size or more. After the lines are put 
in, the image is reduced to the exact size of 
the real bill. 

All bills are better enlarged but a twenty 
is the worst as far as reproduction is concern- 
ed. They have made it that way purposely be- 
cause the twenty is the best denomination to 
pass. The easiest to duplicate is the hundred 
dollar bill. 

Each bill needs three different negatives. 
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One negative is for the back, which is all one 
shade of green. Another is for the portrait 
side and is for the black. The last is for the 
green seal and serial numbers on the portrait 
side. 

After you have the negatives for the back 
plate and the portrait plate you have two very 
difficult areas. The first is the little green seal 
reading THE DEPARTMENT OF THE 
TREASURY 1789. This is on the right side of 
the portrait. 

The denomination of the bill is printed in 
fine black lines over the seal. These have to be 
touched out of the negative of the seal and 
the serial numbers. You have to enlarge the 
portrait side maybe four times its size and 
take out all the black parts especially the fine 
lines through the seal. Then it is reduced to 
normal size. 

Then you take another negative of the por- 
trait side and blow it up about four times. In 
this one you touch out the seal and the serial 
numbers. Then reduce it to normal size. 

Now you have a complete set of negatives. 
You've got the green back side. You have the 
black portrait side without the seal or serial 
numbers, Then you have the green seal and 
the serial numbers on the right and left sides 


of the bill. =, ‘ 
Next, you take the three finished negatives 


and reproduce them so you will have as many 
bills as your press handles on one sheet. If it 
handles 8% by 14 inch paper you will need 
five of each negative. 

Now it is time to get the negatives ready 
for the plate making operation. You will have 
to do the printing yourself as it would be 
tisky trying to get a commercial shop to do it 
for you. 

You can get a second hand 8% by 14 offset 
press for about $300. You can get a simple 
book on running the press and describing the 
offset process from any printing supply com- 


pany. 
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To get the negatives ready for the plate 
making they are cut to the exact size of real 
bills on the sides but with extra negative on 
the ends. Then you take a piece of opaque 
orange plastic and cut a hole in it exactly the 
size of the several bills. 

Next, place the negatives side by side over 
the hole and scotch tape the ends to the or- 
ange plastic. This is called stripping. 

Your next step is to lay the stripped nega- 
tives down on a sheet of light sensitive alumi- 
num called a lithographic plate. It is best to 
have a vacuum frame so the negatives will be 
pressed uniformly on the plate. Then the 
plate is exposed to an arc light for from two 
to two and a half minutes. 

When the exposure is complete, the plate is 
put into a sink for developing. First, a desen- 
sitizing solution is rubbed over the entire 
plate. Then the lacquer is put on. Places that 
were sensitive to the light pick up the lacquer, 
showing what you have. 

When the plate is developed and lacquered, 
a solution of gum arabic is rubbed on the 
plate. This prevents moisture from oxidizing 
the aluminum plate. 

When it is ready the plate is put on the 
press and wrapped around the cylinder. The 
relation between the position of the paper 
feeding through the press and the plate on the 
cylinder is called the register. The register 
must be exactly the same for all three sets of 
negatives so there is no overlapping and the 
printing is perfectly centered around the 
edges on both sides. 

Then the printing starts. The colors on a 
bill are easy to match. Three inks are used; 
black and two shades of green. When match- 
ing inks you must consider that at the end of 
the job you will add a tint on both sides. 
Thus, the greens should be a bit lighter as the 
tint will darken them. 

After the black plate is run it is left to dry 
for about two hours. Then it is turned over 
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and the green side is run. When this has set a 
couple of hours it is turned over and the seal 
and serial numbers are printed. 

There should be several sets of serial num- 
bers. When a bill is being passed, one number 
is good for about a week before it is picked 
up and listed with banks and stores. A dozen 
different numbers should be made into nega- 
tives for a sizable printing. 

When the three colors have been printed 
and the last is dry, the bills are cut apart with 
a power paper cutter. 

(In the original text the counterfeiter re- 
commends cutting after the printing is done 
and before tinting. I don’t know why. It 
seems much easier to first tint and iron the 
sheets flat and then cut. There may be a rea- 
son for his sequence so I have followed his 
text. Another thing might be confusing; and 
that is in drying the printed sheets for two 
hours, The impression is given that the sheets 
are dried individually. Actually, you can stack 
them as many sheets high as the press permits. 
Only don’t disturb the stack until it has set a 
couple of hours) 

After printing you have what looks like 
play money with no resemblance in color or 
feel to real money. 

The tint is a combination of yellow, green 
and a tiny touch of orange. It is a vegetable 
dye used in coloring cakes, icings and cookies 
and is bought at any grocery store. You can 
buy a little package of four different colors 
for $.35. This is enough to tint five thousand 
bills. 

To make the tint you put water in a pan 
and carefully add the dyes while stirring. 
Hopefully, the tint will be too light and can 
be darkened gradually because if it is too dark 
you will have to pour it out and start over. 

You will have reject bills so test the tint on 
them. To test, dip the bill in the solution, 
then press it between two layers of paper tow- 
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el to blot up the excess tint. Then the bill is 
dried in a hot oven for about a minute and 
compared for color to a real bill, preferably a 
crisp, fresh one. 

When you have arrived at the right shade 
of tint, do the whole batch, blotting like with 
the test bills and drying in a hot oven for a 
minute. After this it looks quite similar to a 
real piece of currency. But that is not the end 
of it. 

The bills should look used. First, they are 
wrinkled a little. Then they are rubbed with 
ground coffee to give them an aged, dirty 
look. Then they will pass even at banks. 

Don’t worry about the lack of fine blue 
filaments in your product. Just observe some 
poor, harried shop broad servicing a line of 
impatient noontime shoppers and see if she 
examines the bills for tiny blue filaments, If 
she did she’d be fired if she wasn’t torn to 
pieces by the mob. 


BOMB HANDLING AND PROTECTION 


As much fun as bombs are to use against 
others, most of the fun goes out of it when 
they are used against you, Whether you repre- 
sent the government, the Bank of America or 
a rival Militant group, you may someday need 
this section so pay close attention. 

By far the best work on bomb handling is 
Lenz’s Explosives and Bomb Disposal Guide. 
This is described in the book section. It is 
heavily illustrated and is much better than my 
book for the identification of bomb compo- 
nents and bomb dismantling. 

Lenz’s only shortcoming, however, is his 
seeming preoccupation with taking the nasty 
things apart. My methods are safer and more 
practical. 

If you are confronted with a bomb the best 
thing to do is to run and report it and so pass 
the buck to someone else. If you are the one 
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to whom the buck is passed you aren't sup- 
posed to run away. You are supposed to make 
the area safe, 

If you are a bomb squad person your first 
act should be to assure minimum damage in 
case the bomb goes off before you can dis- 
pose of it. Having done this you must next re- 
move the bomb from the area. 

If the bomb is obviously going to go off 
within minutes you may have to deactivate it 
on the spot. For this I again refer you to 
Lenz's book because if you are in the business 
you have no excuse for not having his book. 

There are four basic types of bombs: shat- 
ter, concussion, shrapnel and fire. 

Shatter bombs are those relying only on 
the actual explosive matter to do the damage. 
These include chemical explosives enclosed in 
plastic or paper, blocks or molded plastic ex- 
plosives or bare sticks of dyanamite. 

Shatter bombs have a very short radius of 


Photo shows complete spatula and plastic medicine 
bottle on left and exploded spatula on the right. 
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damage. Anything from a half ounce or a 
couple of pounds will only shatter in a radius 
of a few inches, You have no doubt heard of a 
soldier stepping on a land mine and having a 
foot sheared off at the ankle. Then there is 
the dynamite fisherman who loses only a 
hand when he holds a stick too long. 


The photograph shows a spatula which had 
been used to stir a mixture of about % ounce 
of potassium chlorate and a bit of red phos- 
phorous. The mixer was ignorant of the fact 
that these chemicals together, stirred dry, will 
detonate spontancously. 

The resulting blast kneaded the spatula out 
of shape. It atomized the first 3/4 inch of the 
bone handle and split the rest. It shattered the 
plastic mixing bottle. 

The fingers holding the bottle had the flesh 
blown off the bones and the bare bones had 
to be amputated. The palm of the hand was 
turned to hamburger and its inner bones were 
smashed. 

The hand holding the spatula was undam- 
aged except for particles of plastic bottle 
which pierced the skin. 

So the shattering effect, although terrible, 
was only in a radius of about two inches from 
the outside of the charge of explosive, 

Examine the photos of bomb “expert” 
Norman Hill. He had been fooling with a 
bomb the size of a pack of cigarettes and it 
blew his hand into a bloody mist, Otherwise 
he was not harmed. 

This also shows that the shattering effect 
was only a few inches and concussion was not 
a factor here. 

The second picture points out his foolish- 
ness in previously playing with a similar 
bomb. Note that he is ridiculously bundled 
up in the most elaborate blast protective out- 
fit. Yet, assuming this was a similar bomb, his 
body was in little danger. But his vulnerable 
hands, the parts of him that are endangered, 
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are bare! 


T saw many such pictures during the recent 
rash of letter bombings. Bomb squad people 
would be wearing useless vests and carrying 
the vile letter bombs in their bare hands. 
Ignorant! 

I don’t usually moralize about such things 
but letter bombs are the mark of a creep and 
a no-class coward. 

First, bombs which usually only cripple are 
no-class. If you are a Militant, regardless of 
your feelings now, you will change in time. 
When you are off on another trip you may re- 
gret having some victim still crippled for life 
and suffering 

‘A case in point is Rennie Davis. I don't 
know if he ever made a bomb but he was a 
high priest of the Yippies calling for the end 
of the establishment. It is impossible to reck- 
on the damage he encouraged with his anti- 
government speeches. 
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Yet he has sensibly outgrown the leftist 
movement. He is now a spokesman for the fat 
little Indian degenerate, Guru-Maharaj Ji. 1 
wonder if he ever considers the still crippled 
police his kind produced when they were so 
right and all-knowing. 

At any rate the letter bomb is the lowest of 
the no-class weapons. It usually gets some 
non-involved postal worker or secretary. Any- 
one so cowardly that he can’t deliver his wea- 
pon to the target is beneath contempt. 

Concussion bombs are those meant to lift 
and move. These send out a shock wave which 
pushes out walls, buckles steel tanks and rais- 
es roofs. They are usually bare chemical 
bombs or dyanamite. 

Shrapnel bombs are meant to send out bits 
of metal or other hard debris which will punc- 
ture people or objects. This would include a 
pipe bomb as opposed to a bare stick of dy- 
namite. 
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Fire bombs are usually containers of com- 
bustible liquid ignited by 2 chemical or fire 
fuse. They may also be cans or bottles of li- 
quid set off by dyanamite or other explosive. 

Having found 2 bomb, if you aren’t sure 
you can get rid of it, you should pack it 
around with stacks of tied newspapers. Such 
simple stacks around the bomb and between 
it and the target will take up most of the 
shattering effect. They will also act as an ex- 
cellent buffer to the concussion. They will 
absorb a blast that would otherwise blow out 


wallinaroom. 
‘About ten two-foot high stacks of news- 


papers carried always in the bomb vehicle 
should protect a lot of property. 

If you are lucky your bomb is loose and is 
probably not going to go off right away. Your 
next job is to get it away from the scene. 

This is best accomplished by using a carrier 
made of % inch steel and opened at one end. 
The carrier's bottom part is swung out and it 
is lowered over the bomb. The bottom is then 
swung in toward the bomb, the sharpened 
edge sliding under the bomb and picking it up. 

‘The carrier is then lifted and taken to the 
bomb vehicle. The open end of the carrier is 
held facing the least valuable area while the 
closed end also faces away from people. 

If the bomb is sizable and should go off the 
carrier will be ruined. But there is much less 
chance for the officer to be injured than with- 
out the carrier. The carrier will be jerked from 
the officer’s hand and sent in the direction of 
the closed end. The main effect of the blast 
would go out the open end. 

‘That carrier can be made by any black- 
smith, boilermaker or welder who works with 
% inch metal sheeting. The price is around 
$50. 

The design shown is simple and can be 
made in a few hours. Any metalworker can 
understand the plan and may even improvise 
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improvements. 

A steel rod is welded to the back of the 
bottom part. It goes through a hole drilled in- 
to the top part and is bent over the handle as 
shown, The rod is also secured to the inside 
back of the carrier by a welded band. 

A half inch extension is welded to both 
sides of the bottom of the front and the mid- 
dle of the back. The weight of the carrier rests 
on these extensions. The bottom, which is ac- 
tually a large blade, rests alone and swings 
free of the extensions. 

In case you have carried the bomb out to 
the bomb vehicle and packed it in amidst 
bundles of newspapers you are pretty safe. 
The next thing to do is take it to an empty 
space and shoot it. 

It is ever so much fun to stand off and bang 
away at a bomb with a shotgun. Use 0-0 buck- 
shot. Most likely the bomb won't explode but 
shooting it to pieces is far more relaxing than 
interrogating winos. 

I can't see any reason for taking a bomb 
apart unless it is about to go off and is chain- 
ed to an important target. But in case you 
bave to disarm a bomb you should have a pair 
of galvanized hand protectors. 

These goodies would have saved Norman 
Hill’s hand and that fellow stirring the chemi- 
cals wouldn't have even lost a fingernail. 

I don’t encourage making explosives but if 
the manipulations were performed with these 
hand guards the most potent explosives could 
be made safely in batches under four ounces. 
It almost goes without saying that the home- 
made face and body armor described further 
‘on is a must. 

Any amateur can make a pair of these hand 
protectors in an afternoon. 

First go to a sheet metal shop and buy two 
19% by 9 inch pieces of galvanized sheet me- 
tal. Then get a pair of tin cutters, some pic- 
ture hanging wire and a 1/8th inch drill. 
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rear side 
17" 
A sharpened 
1%" extension edge 
bottom 


* extension 
STEEL BOMB CARRIER 


From a drug store buy two paits of crucible 
tongs and dip their ends in liquid rubber 
bought at any hobby shop. About four coats, 
well dried after each dip, should make the 
tips so they can be used to manipulate the 
finest wire, 

First cut the sheets in half circles of 19% 
by 9 inches. Cut a notch 1% inch deep by 2% 
wide 8% inches to the right of the right hand 
one and to the left of the left hand one. At 
the appropriate ends of the notches cut small- 
er notches % inch deep by 1 inch long. 

Next, drill seven 1/8th inch holes in each 
side of the notches. Then bend the drilled 
edge opposite the small notch to a V. 

When the bending is done you next lay the 
tongs on the metal and bend the half circles 
entirely so that the drilled edges join and one 


edge is in the V bend of the other. Then 
stitch the picture hanging wire through the 
drilled holes and the job is done. 

Holes can be drilled around the rounded 
edge to accommodate wires holding elastic 
circlets. In this way the protectors will hang 
on the wrists without the need to grasp the 
tongs. You may not think such circlets ne- 
cessary so they are optional. 

When brought to full width the tongs will 
handle the largest pipe bombs. Even so, I re- 
commend using the carrier for pipe bombs 
and any other explosives with fragmentation 
sheathing. 

The hand protectors will withstand ever so 
much concussion but an exploded pipe bomb 
would give you a couple of pretty battered 
hands. Therefore, a pipe bomb should be 
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ees 
GALVANIZED HAND PROTECTOR 


Photo shows galvanized hand protector and stecl 
bomb carrier. 


handled only long enough to get it into a car- 
rier. If you must use your hands then the pro- 
tectors would certainly be better than no- 
thing. 

The claborate bomb suits shown are very 
expensive but easy to duplicate. They are 
mainly fiber padding to absorb the concussion 
and any bits of shrapnel. 

Instead of spending up to $300 for a bomb 
suit a fireman can make his own for $5.00 if 
he is at all handy or has a wife. 

All you need is a pair of coveralls with a 
slit in the back. As in the illustration you sew 
on pockets made from blue jean material, 
reaching around the legs and arms and on the 
upper and lower torso. In these pockets go 
tightly packed newspaper at least two inches 
thick. 

For the head you will need a curved piece 
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of galvanized metal with eye holes. A com- 
plete pocket is also made for the head. An 
inch thickness of paper is put in front of the 
face plate. Eye holes are cut out as well as a 
slot for the nose, 

A % inch strip of clear plastic is glued over 
the eye holes of the face plate. Then an inch 
more of paper with eye holes is slipped in 
back of the face plate. 

An elastic strip sewn to the face mask and 
going over the top of the head is joined at the 
back by one sewn to the sides. 

Such a suit can be carried in back of a fire- 
man’s car and be slipped on much quicker 
than the many-strapped and buckled ex- 
amples shown here. I believe they were de- 
signed for going in after gunmen. 

The thirty-five buckles and snaps would 
take several minutes to put in order. This de- 
tracts from the fantasy of the heroic bomb 
squadder with only seconds to prepare to dis- 
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arm a ticking monster. Actually, most bombs 
are dormant when found. They didn’t go off 
as planned and the only real risk is that they 
will still go off accidentally. : 

The fact that my suit is Mickey Mouse and 
cheap should not discourage you. It will ab- 
sorb one hell of a concussion and a lot of 
shrapnel. It will be ruined and need replace- 
ment but you will probably walk away. 

It is certainly as good as the other padded 
suits shown, ‘The suit with all the straps does 
not seem to be padded but instead seems to 
be made of metal plates. This would not ab- 
sorb a concussion or shrapnel. 

Its safety factor would lie in its overall im- 
penetrability. Wearing it, you might not be 
pierced but would probably get knocked 
down. And it would certainly be vei 
I prefer the padding and I think padding is 
most common. 

At any rate you can see that bomb disposal 
is dangerous but not mysterious. You should 
read Lenz's book and just hope for those ro- 
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mantic jobs, like on TV, where the clock hand 
is about a minute away from WHAMMO! 

Most properly made and activated bombs 
go off before they are found. What you will 
most likely get are duds. Don’t short yourself 
on knowledge, however. But don’t go over- 
board on elaborate equipment, either. 

The main reason for making your own 
equipment is that you will have more confi- 
dence in it. It is also cheap enough that you 
can take it out in the woods, tie it to a tree, 
and test it against various blasts. You can't get 
such knowledge when you are assigned the ex- 
pensive gear. 


Handmade Bomb Protection Suit 
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THE CENTRIFUGAL GUN 
This diagram and short description, sent by a friend, docs not show 


the conni 


ion between the two batteries and the motor. Even so, one 


going so far as to build the model will find the hookup elementary. 


The centrifugal gun, de 
is obviously a workable cor 
WEAPONEER under 
you might consider. 


ibed in 
pt. The 


the title "The Baltimore Steam Battery", is a w 
In it was described such a gun which shot t 


The Scientific American, 1861, 
1861 article, reprinted in THE 
pon 
inch 


balls 150 yards through three one-inch pine planks and landed from three 
to four hundred vards beyond, powered by human muscle. 


Imagine a machinegun, 
gunpowder, and silent! 


powered by steam, gasoline 
T can't see why it was never 
1837 prototype worked and a steam-powered model was 


or electricity, no 
used, since its 


patented in 185 


The toy model, shown here obviously worked. 


It would be 
automat 
silent without the use o* a silencer. 


interesting to 


THOUGH this silent shooter throbs with 
electric power, it’s based on just about the 
oldest ballistic principle on record—the 
one that helped David clobber Goliath with 
a sling: pick up a missile, spin it to gather 
force, then let go. Wham! 

Not that this cannon is any giant-killer. 
‘We kept it small to be on the safe side. But 
it’s a great demonstration of centrifugal 
power, and it'll shoot a BB 25 or 30 feet 


at a muzzle velocity of around 25 feet per 


second. This may set you thinking of the 
potential of a centrifugal gun whirled by a 
gas turbine at, say, 20,000 rpm. With an 
effective swing radius of about 6 in., you'd 
get a muzzle velocity of over 5000 fps— 
better than a high-powered rifle! 

The spin mechanism is simple and cheap 


see how the 
gun using no powder, and thus not being a 


would react to a fully 


Firearm, and being 


to build. The toy motor is mounted by sol- 
dering its lugs or bushing (or both) into a 
hole in the bottom of a cellophane-tape 
can. The rotor that’s spun by the motor 
shaft consists of a base plate to which is 
soldered a short tube, bent and slotted to 
allow free passage of the BB shot. This 
unit must turn without binding; the pick- 
up spike must pass freely through the end 
slot, Bevel the opposite end of the tube 
flush with the top of the can cover. 

The end of the magazine tube is under- 
cut and bent so the dropping BB enters 
cleanly into the whirling pick-up tube. A 
large clip provides wire for the trig- 
ger. on it releases one shot 
while blocking the others. This lets the 
rotor recover its speed between shots. 


Sc aN ii le ew Sy wid Mil ti on akin Ld gs ee Ta ee eg eel ate ld ee he 


It spits BB shot with a hum and a click— 
no flash, no bang. Instead of explosives, 
or compressed gas, there's a spinning motor 
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Gunpowder 


This gunpowder is more like the old- 
fashioned gunpowder used before smokeless 
powder was invented. It is quite powerful 
when made right and properly confined but is 
still not as good as smokeless powder, which 
is really guncotton. 

The formulas here are for what is known as 
black powder, to distinguish it from smoke- 
less powder. 

The simplest black powder is meal powder, 
mixed dry. This is used mainly for fireworks. 

The general formula for black powder is, 
by weight, 15 parts potassium nitrate, three 
parts powdered charcoal and two parts sulfur. 
The ingredients are ground, separately, as fine 
as possible, or fine enough to go through a 
100 mesh screen. 

For a better quality powder, add one-half 
part of dextrine or one part Lepage’s Mucilage 
and enough water to form a thick mush, Stir 
and mix well and then rub it through a win- 
dow screen in a thin layer on waxed paper. A 
lot will stick to the bottom of the screen. Let 
this dry until it can be scraped off without 
the particles going back to mush or being so 
dry as to become powder 

When the particles are firm but slightly 
damp, sprinkle them with one-half part fine 
graphite. Then put them in a round bow! with 
a plastic cover and gently swirl them so they 
will become round and uniform. 

Next, put them on the window screen and 
shake it gently until all the proper sized pel- 
lets have fallen through, Press the larger pel- 
lets through the screen into the bowl and 
swirl them again and keep this up until all the 
pellets arc uniform or until you are no longer 


amused, 3 
Even better powder can be made by substi- 


tuting undistilled rubbing (70%) alcohol for 
plain water. 
Gunpowder, both black and smokeless, can 
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be bought at sporting goods stores. It is used 
for reloading. It has to be signed for but a per- 
son who practices at a rifle range and loads 
his own can prove a legitimate reason for buy- 
ing tons of it. He can funnel off any amount 
of it for other purposes. 

All grades of gunpowder are suitable for 
making bombs and grenades. Of course, com- 
mercial powder, and especially smokeless, is 
more powerful than anything you can make 
at home. 

Of the smokeless powders, Bullseye Pistol 
Powder is the most potent. The strength range 
is, first, smokeless pistol powders, then rifle 
powders. Next, commercial black powder and 
last, the homemade kind. 


Fuse 

The simplest fuse is made from gunpowder 
mixture, using the dextrine or glue but omit- 
ting the graphite. A length of cotton twine is 
stirred in the mush, which is wetter than that 
to be used for gunpowder, and when well 
coated it is hung up to dry. 

If a thicker fuse is wanted, the coated 
string is folded along its length once or twice, 
depending on how thick you want it. Then a 
heavy object is attached to one end and spun, 
twisting the strands. The other end of the fuse 
and the heavy object are secured so the 
strands will remain twisted until dry. 

The dried fuse, whether one or more 
strands, is stiff and brittle. With any bending 
the powder drops off in spots, making it burn 
unevenly. If your fuse is going to be handled 
or will be out in damp weather, you should 
make some Micky Mouse safety fuse. 

Up to three feet of masking tape is unrolled 
and placed sticky side up on a table. Three- 
quarter inch wide tape is used for one-strand 
fuse and one-and-one-quarter inch wide tape 
is used for the four-strand fuse. 
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‘The dry fuse is simply laid along the tape’s 
edge and the tape is rolled over it until it is 
nice and tight. It is then cut into the desired 
lengths. 


A more sophisticated safety fuse is made 
by coating the fuse with spray-on plastic from 
an aerosol can. When this dries the fuse is 
coated with rubber mold compound, bought 
at any hobby store. The plastic is used first 
because the mold compound has a water base 
and would wet the fuse. The rubber would 
dry but the fuse would stay damp indefin- 
itely, 

Fuses of all kinds are best lit with the ma- 
terial used to ignite highway flares. 

Commercial safety fuse is almost impos- 
sible to light with a match, Coating its end 
with flare igniter makes it easy to light and 
also keeps loose powder from dropping out 
the ends. This also applies to homemade or 
other fuses. 

Flare igniter is gotten from highway flares 
you can buy from any auto supply or surplus 
store for as little as $.15 each. The black igni- 
ting core is dug out, crumbled and dissolved 
with carbon tetrachloride, bought at any auto 
supply store. 

Carbon tetrachloride is commonly used for 
dissolving grease from auto parts. Just enough 
is used to dissolve the igniter and it is then 
evaporated off in a well ventilated area as the 
fumes are harmful. 

The gray powder is then mixed with just 
enough water to make a thick paste. The fuse 
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ends are then dipped into the paste and dried. 

The most difficult to light fuses are easily 
lit by a match or even with a drop of sulfuric 
acid. 

If you don’t want to waste a lot of fun 
flares you can make your own ignition mix- 
ture, which is the same stuff as found in 
flares. 


A lifetime supply of the black part is made 
with 1% ounces of black antimony sulfide, 
2% ounces of potassium chlorate and one 
ounce of dextrine or 1% ounces of Lepage’s 
Mucilage. 

The black antimony sulfide and the potas- 
sium chlorate are both wet before being mix- 
ed. If they are mixed dry an explosion can 
result. Then add dextrine or glue and enough 
water to make a thick paste. 

You don't need much of the red striker 
mixture. One striker can be used to light 
many fuses. 

The red striker mixture is made with 1% 
ounces of red phosphorus, % ounce of dex- 
trine or 3/4 ounce of Lepage’s Mucilage (from 
the dime store) and 3/4 ounce of fine sand. 
Enough water is added to make a paste, slight- 
ly thinner than the black paste. 

The striker is a tongue depressor, bought at 
the drug store, or any similar light, thin piece 
of wood. A couple of inches of the striker is 
smeared with the red paste and allowed to 
dry. The red paste should be stirred well be- 
fore using as the sand will sink to the bottom 
after a time. 
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Sulphuric Acid 


MAKING SULPHURIC ACID 


GRANDDAD'S WONDERFUL BOOK 
OF CHEMISTRY has directions for 
making a wide range of needed chemical 
compounds from easily gotten raw chem- 
icals. Those directions were taken from 
DICK’S ENCYCLOPEDIA OF PRACTI- 
CAL RECEIPTS AND PROCESSES, first 
published in 1872. DICK'S failed, however, 
to give a simple method of making sul- 
phuric acid. Its compilers obviously 
thought sulphuric acid would always be so 
easy to buy from commercial producers 
that individuals would never need to make 
it. 

DICK'S method of commercial product- 
ion (3855) is too complex and the simpler 
method, credited to Nordhausen (3858) is 
too sketchy. It is also impractical, although 
you can easily modify the multi-flask 
method I found in the AMERICAN 
MECHANICAL DICTIONARY, 1876, to a 
one flask setup if you want to try it, 

Since the home manufacture of sulphur- 
ie acid is so important, I have included it 
here. The simple chemicals needed are: 
sulphur, bought at any garden store, cal- 
cium chloride, (4247) and iron (ferric) 
oxide, which is simply iron rust. 

The glassware can be bought from any 
chemical supply company or even from 
your local pharmacy. 


The following instructions will enable 
you to make sulphuric acid, nitric acid and 
Turkey-red oil, used in dying. The 
methods here are for making small quan- 
tities but you can modify your setup for 
making larger amounts. 


Essentially, sulphuric acid is a thick, 
oily, water solution of sulphur trioxide, 
Concentrated acid is made commercially 
by the “contact” process in which sulphur 
dioxide, produced by burning sulphur or 
roasting iron pyrites, is passed over a 
heated catalyst, which causes it to com- 
bine with oxygen of the air to form sulphur 
trioxide. Since the finely divided sulphur 
trioxide cannot be dissolved directly in 
water, it is added to concentrated sul- 
phuric acid, forming a superconcentrated 
or “fuming” acid which is easily diluted to 
the required strength. 

You may demonstrate this “contact” 
process in your kitchen laboratory, with 
the simple apparatus shown. Your sulphur 
dioxide producer is a tin-ean cover on 
which you set fire to a mound of sulphur. 
The gas is collected by an inverted funnel 
held just high enough for air to come 
under its rim. Tubing carries the sulphur 
dioxide to the bottom of a pickle jar filled 
with lumps of calcium chloride which filter 
and dry it. For a catalyst, moisten a little 
asbestos fiber and shake it with a quarter 


Never pour water into concen- 
trated sulphuric acid. They will boil 
and spatter over the room. This is 
caused by the acid’s great affinity 
for water. The only safe way is to 


WARNING 


pour the acid into the water, 
stirring constantly. Likewise, con- 
centrated sulphuric acid will draw 
water out of the skin, leaving a 
dangerous burn. 
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of its bulk of iron oxide. When thoroughly 
mixed, dry in an oven and pack loosely in 
the glass tube whieh is arranged horizon- 
tally in your setup. The remaining flask 
contains concentrated sulphuric acid. The 
half-gallon jar is a siphon bottle which 
draws the gas through. 

The Bunsen burner must be adjusted for 
gentle heat or the sulphur trioxide will de- 
compose again. A marked increase in the 
concentration of the sulphurie acid in the 
flask occurs in a few minutes. By adding it 


FLOWERS OF CALCIUM 


eer bila 
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BUNSEN CONCENTRATED 
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to water—in diluting, always pour the acid 
into the water—you get. a greater quantity 
of acid of the original strength. 

Sulphuric acid is used in making many 
other acids. As an example, nitric acid— 
tremendously important in manufacturing 
explosives and cellulose films—may be 
made in your home laboratory, but use a 
glass retort as nitric acid reacts on cork 
and rubber. Through a paper funnel, drop 
25 grams of sodium nitrate into the retort. 
Carefully pour 20 ce. of concentrated sul- 


WATER 


SULPHUR CHLORIDE BURNER Hg S04, 


Sulphuric acid can be made in your home laboratory with odds and ends like the 
‘apparatus shown in diagram above. Commercial manufacture 
by the “contact” process, illustrated schematically below, is essentially the same 


WASHING 
oust- TOWER 
SULPHUR FILTERING 420 
BURNER CHAMBER 
$02 = 


LOOSE QUARTZ © BLOWER TRAYS WITH 


0. ial Produetion of Subphurie Mest 


AIR 


‘e 


POOR MAN'S. JAMES BOND Vol. 1 


phuric acid on the nitrate. Arrange the re- 
tort with its stem extending into a test 
tube immersed in ice water and its bow! 
resting on a square of wire gauze with an 
asbestos center. When the crystals are 
thoroughly moistened, heat the retort 
gently, distill at a low temperature until 
no more vapor condenses, and then allow 
to cool. The drops of liquid in the test tube 
will be pure nitric acid. HANDLE WITH 


CARE! 


An important property of concentrated 
sulphuric acid is its eagerness to absorb 
water—a property employed to dry gases 
which are bubbled through and to remove 
water formed during chemical reactions. 
This dehydrating action can be demon- 
strated by dropping sulphuric acid on 
sugar. The mixture boils, then blackens 


and swells. 


Dilute acid does not absorb water, 
however, and this may be shown by an 


amusing “stunt.” Write with it on a piece 
of paper, and the writing will be invisible. 
Heat the paper, and the lines become visi- 
ble as the water evaporates and the con- 
centrated acid chars the paper. 

Dilute sulphuric acid acts differently 
from concentrated in several ways, and, 
strangely enough, is often more active. 
Drop a little dilute acid on a piece of clean 
zine or iron and it “attacks” the metal 


Sul-phw'ric-ac'id Ap’pa-ra’tus. 


coudensid. 


Fig 6068 illustrates Teit’s apparatus for producing sulphuric 


acid by means of sulphurous and nitrie-aeid gases condensed by 
Pressure into the liquid form, 
sulphur is burned. —B, the first purifier: 
hhausts the gas from the fst purifier, 
‘und forces it into the see- 

‘ond purifur D, whence it is 

driven into the condenser Z, where 

itis condensed into a liquid la 
‘and drawn off Into the cylinder P. 
‘The communication be- 

tween Fund F is then 


An appa- 
ratus in which sulphur is sublimed and the acid 


‘A ise furnace in which the 
Gra pump which ex | 
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instantly, forming a sulphate and furiously 
releasing bubbles of hydrogen. Use cold 
concentrated acid and little or no action 
occurs. Heat the metal, and the con- 
centrated acid will oxidize it and then form 
a sulphate. 

One of the greatest uses of sulphuric 
acid is in the production of fertilizers. In 
1941, nearly a fourth of the total product- 
ion was applied to this purpose. Phosphate 
rock, as found in the earth, is practically 
insoluble and of no use to plant life. Treat- 
ment with sulphuric acid changes it into 
soluble calcium phosphate, a valuable 
plant food. Two other important uses, in 
storage batteries and in electroplating, 
derive from its high electrical conductiv- 
ity. 

Shake a little sulphuric acid with an 
equal amount of castor oil or olive oil, and 
the result is a thick dark-reddish material 
called Turkey-red oil, which is used in the 
dyeing industry as a “wetting agent” to 
make dyes penetrate more evenly and 
easily. Having molecules which are partly 
attracted to water and partly to oil, it 
lowers the surface tension of water, 
spreads more readily. 


the worm pipe passing through the secoud purl. 
Ger D is opened, relieving the prosure 

tains the sulphurous acid in liquid form, and pe 

assume the guseous coudition. It Bowe through 

‘a receiver, where the nitric 

acid yas, Oxygen, and ste, 

from the boiler Hare admit- 


Fig, G08, 


cut off, and a valve in 


‘Sulphurie-Acid Apparatus. 
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ted, and is then submitted to 
4 pressure sufficient to liquefy 
both it and the nitric acid. 
The reactions between the 
oxygen and the nitric and sul- 
phurous acids result in the 
production of sulphuric acid. 
Fuming or Nordhausen sul- 
phurie acid is prepared by 
‘heans of the apparatus A 
(ig. 6069). 24 pounds of Fad 
vitriol stone (dried sulphate of 4 
iron) are placed in each of the & 
flasks aa,ete., made of 
fire-clay, ‘whose necks 
puss through the walls of 
the furnace ; on the first 4 
application of heut ouly 
sulphurous acid and weak 


Sulphuric-Acid Apparatus. 
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hydrated sulphuric acid pass over, which are usually allowed 
to eseape. When white vapors of anhydrous sulphuric acid 
appear, the necks of the flasks are luted to the receivers 6 6, 
each of whieh contains 3) grammes water, and the distillation 
continued from 24 to 36 hours, when the flasks are again filled 
with the sulphate: this operation is repeated four times, be- 
fore the acid is deemed sufficiently strong. Its specific gravity 
varies from 1.66 to 1.92 ‘This variety is principally used for 
dissolving indigo; 1 part being mixed with 2 of the common 
acid for this purpore. 

Bis the apparatus employed for concentrating the ordinary 
sulphuric acid of commerce. The weak acid, prepared by the 
absorption in water of the gas evolved by caleining pyrites, is 
transferred to the leaden chamber a, connected by a siphon 
with the similar chamber 6; the latter and the retort ¢ are 
heated directly by furnaces, and the former by a flue therefrom ; 
during the transference from the first to the second chamber 
the acid acquires a higher ‘degree of concentration, and is then, 
by means of a second siphon, conveyed from thence into the 
retort, where water and weak ‘acid are driven off, strong acid, 
of specific gravity 1.78 to 1.8 remaining in the retors, whence it 
is withdrawn by « platinum siphon of peculiar construction, 
‘The retort is also in many cases wady of platinum, but glass is 
also frequently employed. 


EXPLOSIVE - (RDX) 


The well known nitro explosives used in practice belong 
both as regards their chemical constitution and also their 
properties and effects in general to two different groups, 
viz. the etheree! salts of nitric acid and the nitro com- 
pounds proper, Typical representatives of the first class 
are nitro glycerine and guncotton, of the second the 
aromatic nitro compounds such as trinitrotoluene, picric 
acid and tetranitromethylaniline, The most prominent 
features of the ethereal salts of nitric acid are on the 
favourable side the high amount of energy they contain and 
on the unfavourable side their easy liability to decomposi- 
tion and their extraordinarily great sensitiveness towards 
mechanical influences. In contradistinction hereto is the 
behaviour of the aromatic nitro compounds, Their advan- 
tages are in particular their extraordinary chemical 
stability and their marked non-sensitiveness towards 
shock, but their disadvantage is their comparatively low 
energy. 

‘These oppositely contracted properties explain the various 
attempts which have been made +o provide en explosive, 
which shall combine in itself only the advantages of both 
classes of explosive, -that {s to say 2 compound, which, 
in addition to the stability and non-sensitiveness of the 
aromatic nitro compounds exhibits the degree of energy 
of the ethereal salts of nitric acid, Aa a result of these 
attempts hitherto obtained, certain tetranitrated benzene 
derivatives with the only recently prepared tetranitrani- 
line are the chief. These compounds are most certainly 


an advance in this direction, but they have not fulfilled 
the expectations demanded of them, because, as it was 
subsequently found, the increase in energy conferred by 
the fourth nitro group was obtained at the expense of a 
serious decrease in their stability. Owing to a decided 
liability of the fourth nitro group, which is situated in the 
meta position, these highly nitrated substances are so 
lable to cecomposition, that any practical use thereof is 
not to be thought of, 


In this way therefore the end aimed at cannot be attained 
and there are consequently at present no prospects of the 
realization of this idea. 


Now according to the present invention it has been found 
that hexamethylenetetramine, the well known condensation 
product obtained from formaldehyde and ammonia, yields, 
when suitably treated with concentrated nitric acid, an 
extraordinarily powerful explosive compound, which com- 
bines in itself in an absolutely ideal manner the favourable 
properties of the ethereal salts of nitric acid and the aro- 
matic nitro compounds. 


This new explosive substance is neither an ethereal salt 
of nitric acid nor a pure nitro compound, but is a nitra- 
mine with a peculiar ring formation. As chemicel inves- 
tigation has shown, it is derived like hexamethylenetetra- 
mine from the hypozhetical cyclotrimethylenetriamine 


bla 
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and possesses the following structural formula: 


2 
c 
N-NO, 
HAC cH, 
N 
No, 


This cyclotrimethylenetrinitramine is formed from all 
the accessibie derivatives of cyclotrimethylenetriamine 
by the action of concentrated nitric acid. For its pro- 
duction on a large scale, however, only cyclotrimethy- 
lenetrimethyltriamine, that is the condensation product 
obtained from formaldehyde with methylamine could be 
entertained as a raw material in addition to the already 
known hexamethylenetetramine, as the other derivatives 
are difficultly accessible and therefore not economical. 


The following method of preparation has been found to 
answer well by reason of its good yield and the remarka- 
ble uniformity of the product: 


Into 00 grms, of nitric acid of a specific gravity of 
1,52 freed as completely as possible from nitrous gases 
are introduced, at first in quite small portions, and grad- 
ually, 70 grms. of well dried crude heyamethylenetetr: 
mine with continuous stirring. The temperature is kept 
between 20° and 30° C, during the nitration, After the 
addition of the hexamethylenetetramine is complete the 
mixture is allowed to stand for a few minutes at the said 
temperature and then the mixture is slowly heated to 55° 
C, By continuous stirring and cooling if necessary the 
temperature is kept between 50* and 55° for a period of 
about § minutes after which the is again cooled down 
to the original temperature, After 15 minutes standing it 
is diluted whilst being again cooled by the quite gracual 
addition of from 3 to 4 times its volume of water and after 
some time the separated nitro compound is separated from 
the liquid, After being washed several times with cold 
water, hot dilute soda solution and again with water it is 
finally dried at any desired temperature. If necessary the 
product may also be recrystallized from acetone. 


The cyclotrimethylenetrinitramine obtained in this way is 
a brilliantly white, odourless and tasteless rather coars 
ly crystalline powder of aneutral reaction, It melts at 

200°C. and only detonates at higher temperatures. It is 
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quite insoluble in water, difficul:ly soluble in hot alcohol 
more easily so in acetone glaciel acetic acid and concen- 
trated nitric acid from which substances it can also be 
recrystallized. 


‘The cyclotrimethylenetrinitramine is not attacked by 
either boiling water nor by hot dilute acids and exhibits 
when subjected to the usual hot storage tests even at un- 
usually high temperatures quite a remarkable stability. 

It is extraordinarily non-sensitive towards shock, blows 
and friction and in this respect is about equal to the aro- 
matic trinitro compounds. When ignited it burns slowly 
without exploding with « bright reddish flame and a fizzing 
noise like tetranitraniline and leaves no residue. 


The most surprising feature of this compound however is 
its extraordinary explosive and shattering power. In this 
respect the cyclotrimethylenetrinitramine exceeds ell the 
explosive substances hitherto known, both the enormously 
energetic nitroglycerine and also the rapidly detonating 
tetranitraniline. This property it owes, in addition to a 
composition which permits of fairly complete internal 
combustion, to its high endothermic character principally. 
Whereas the formation of the most of the nitro explosives 
takes place with frequently a considerable loss of energy, 
the welding together of the cyclotrimethylenetrinitramine 
irom the elements requires the astoniahingly high amount 
of 81.4 calories per molecule. This latent fixed energy 
is again manifested on explosive decomposition and in- 
creases the amount of energy of this explosive to an un- 
usually hign amount. Hand in hand with this increase of 
energy there appears to be algo the velocity of detonation 
which is greater than that of any other known explosive 
substance. Since there is added as a third factor an ex- 
tremely large volume of gas due to the large amount of 
nitrogen and hydrogen contained, this new explosive seems 
to be of quite enormous effect, which is also clearly 
shown actually by the surprising results of the lead block 
and penetration tests. 


Another requirement, which is demanded of a good ex- 
Plosive, that of a high density, is possessed by cyclotri- 
methylenetrinitramine in quite a remarkable degree. The 
absolute specific gravity is 1.82 and this is a maximum 
not possessed by any nitro compound hitherto. This fact 
enables very high loading densities to be obtained which 
4s of great importance for many purposes, e.g., bursting 
charges for projectiles, detonators and percussion caps. 
The following table will show the comparison of all these 


constants of explosive science with those of other 
explosives, (See next page) 


A point of importance which is not to be underestimated 
is also the behaviour of cyclotrimethylenetrinitram ine in 
@ sanitary direction. In contradistinction to most of the 
other nitro compounds it is absolutely non-poisonous, has 
no tinctorial properties, is completely odourless and 
isteless and does not cause either in the form of dust or 
solution any irritant affections of the respiratory organs 
and the skin. In juries to the work people by the usual 
discolourations of the skin, injurious action on the sense 
of taste, eruptions, headaches and easy chronic poisoning 
which are caused in the preparation and handling of the 
nitro compounds are therefore precluded and the compli- 
cated hygienic precautions hitherto necessary become 
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partially superfluous. 


From these remarks it will therefore be clear, that in 
cyclotrimethylenetrinitramine we have a perfectly new, 
hitherto unknown explosive, which combines in itself in an 
ideal way the advantages both of the ethereal salts of nitric 
acid and also those of the aromatic nitro compounds, com- 
bined with remarkable stability and non-sensitiveness 
while it surpasses all hitherto known and practically usa~ 
ble explosives in energy, shattering power and density and 
combines with these extraordinary properties in an explo- 
sive respect many advantages also as regards sanitary 
conditions. 


Its possibilities of use embrace in respect of the 
number of excelent properties which it possesse: 
branehes of civil and military explosive science. In addi- 
tion to its use for bursting charges for projectiles, mines, 
ang the like, and as a blasting agent for all mining and 
mineralogical purposes it is particularly suitable for the 
production of extraordinarily rapidly acting detonating 
fuses and in conjunction with initial means of ignition for 
the filling of percussion caps, detonators and fuses for 
projectiles, According to the use for which it is required 
and the effect aimed at the cyclotrimethylenetrinitramine 
may be used alone, or in conjunction with or mixed with 
other explosives or components of explosives. 


NITROGLYCERIN 


Basically, the production of nitroglycerin involves the 
gradual adding of glycerol to a mixture of nitric and sul- 
furie acids followed by separation of the nitroglycerin from 
the waste products, The following directions will serve 
for the laboratory preparation of nitroglycerin in small 
amounts 


PREPARATION OF THE MIXED ACID: 


(1) Measure out 200 mi, of fuming, or 90% Nitric acid 
having a specfic gravity of 1. 5 at room temperature. 


(2) Measure out 300 ml. of concentrated, or 88% sulfuric 
acids, having a specific gravity of 1.84 at room temper- 
ature, 


(3) Slowly pour the Sulfuric acid into the Nitric acid, and 
start letting it cool off in the salt-ice bath. 


SALT BCE 
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ACTUAL NITRATION: 


(1) Measure out 1 unit (oz,, mo., gram, etc.) of chemi- 
cal pure glycerol, or glycerine (water free) having a spec- 
ifie gravity of 1.262 to 1.265 at 15 degrees centigrade, 
into the dropping funnel of the nitrator. 


(2) Put 6 like units of the mixed acid into the nitrator tank. 


(3) One unit of glycerol yields about 2-1/3 units of nitro 
so you can judge the amount of glycerol to use by the a- 
mount of nitro you wish to make. 


(4) The nitrator can be made of glass, cast iron, lead, 
or steel. 


(5) Start the air flow and regulate it so that the acids are 
well stirred but not spattering out of the nitrator, Use a 
screw type clamp to regulate the air flow, and watch the 
flow carefully as it helps to keep the temperature down. 
If the temperature does go up give the nitrator as much 
air as you possibly and safely can. 


(6) Start the glycerine into the nitrator in a fine, slow 
stream or even by the drop, cepending on the temperature 
rise, and the speed and violence of the reaction. With 
plenty of time available the drop method is advisable. 


(7) ‘The ice bath is salt and crushed ice and small amount 
of water. 


(8) Use a total immersion centigrade thermometer in the 
acids in the nitrator. The nitrating temperature is kept 
below 22 degrees centigrade. If it runs higher, cool it 
off. The temperature can go up 30 degrees C. without too 
much danger. The nitro being produced will start to de- 
compose at 50 degrees C. and give off the red gas of nitro- 
gen dioxide, which is poisonous. Don't let this happen. If 
there is « sudden rise in the temperature or the red ga: 

is noticed, DUMP THE WHOLE WORKS INTO THE COLD 
WATER! 

(9) Keep the reaction cool, and the air stirring going until 
the temperature of the reaction comes down to 15 degrees 
C and remains there or a little cooler. 


SEPARATION AND WASHING: 


(2) Pour the cool solution from the nitrator into plenty of 
room temperature water, Now run this water-nitro-acid 
solution in the separator. 


(2) Separate the “I:quors" or waste acids from the nitro, 
‘The nitro will be heavy oil on the bottom. 


(3) Keep the "liquors" separate for further separation 
with chloroform, if one wants to do this. This is only 
done AFTER neutralizing the acids with sodium carbonate 
solution. Check the acidity with blue litmus paper, When 
it is neutral, the litmus will stay blue and show NO red. 


(4) Add plenty of 38 to 43 degree C water to the nitro and 
mix up wich the air stirring. Then separate. 


(5) Repeat the washing completely a3 above. 


(6) Wash with a warm, 4% solution of sodium carbonate. 
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(7) Wash with weter 3 more times as in step #4. 


(8) Give it a final wash of concentrated salt solution, let 
it set for one day before separating. 


(9) Separate and check the nitro for acidity. The nitro 
must be neutral. If it is not, keep washing it. It MUST be 
neutral due to safety and keeping cualities. 

DRYING: 

Dry the nitro over sulfuric acid in a dessicator. The nitro 
should have 2 specific gravity of 1.6 at 15 degrees C. It 
may take several days for the nitro to dry out. 
CHLOROFORM SEPARATION: 


Add an e 


1 quantity of C, P, Chloroform to the NEUTRAL 
"liquors." Mix, shen let separate and run through the 
separator. Let the chloroform-nitro set in the open for 

1 day so the chloroform can evaporate off as much as 
possible, Now this nitro can be mixed with the other nitro 
just before put into the dessicator to dry. 


CAUTIONS 


(1) DON'T TOUCH ANY 2 GLASSES TOGETHER WHEN 
POURING AS THE NITRO MAY RUN DOWN THE OUTSIDE 
OF THE GLASS THEREBY CREATING DANGER. 


(2) THE ENTIRE OPERATION SHOULD BE DONE IN THE 
OUTSIDE OR A WELL VENTILATED PLACE OR UNDER 
A HOOD OR DUCT. 


(3) NITRO IS POISONOUS AND THE FUMES CAUSE 
SEVERE HEADACHES, 


NOTES 


(1). THE WARMER THE NITRO IS THE MORF SENSITIVE 
ITIS TO DETONATION, 


(2), FROZEN NITRO CAN'T BE DETONATED, THERE- 
FORE, IT IS SAFE. 


(3) THE PROCESS TAKES ABOUT 2-1/2 HOURS EXCLU- 
SIVE OF THE SPECIFIC PROCESSES REQUIRING SEV- 
ERAL DAYS, 


(4) NITRO IN ITS LIQUID FORM HAS 30 to 60 TIMES 
THE EXPLOSIVE POWER OF NITRO WHEN IT HAS BEEN 
ABSORBED IN A DYNAMITE FORM. 


‘THE PROPERTIES AND PREPARATION OF 
PROPYLEEN GLYCOL DINITRATE (PGDN) 


Properties: Nitroglycerine (NG) is the most common li- 
quid high explosive known today. However, there are 
many other similar liquid nitric esters which have the 
same explosive properties as NG. Many of these have 
somewhat inferior blasting power to that of NG (a few are 
superior) but are more stable towards mechanical shock 
than NG itself, PGDN is just one such compound, being 
at least ten times more stable towards mechanical shock 
than NG. Under the falling weight test, NG cetonates at 
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a height of from two to four centimeters using a two kilo- 
gram weight. PGDN fails to detonate under the same 
weight dropped from a heighth of 100 centimeters. It 
fails to detonate under a 10 kilogram weight from a height 
of 20 centimeters. This difference becomes valuable in 
manufacturing and transportation, 


Another property of PGDN which recommends it for ser- 
ious consideration by any organization is its stability 
toward storage over long periods of time without suffer- 
ing any decomposition. Further, PGDN does not freeze 
as readily as NG, thereby eliminating the hazards of par- 
tially frozen NG which is most dangerous to handle. PGDN 
freezes at minus 20 degrees centigrade, or minus four 
degrees F. This means that stocks o? PGDN can be bur- 
ied in underground caches without serious danger of 
freezing, provided they are placed below the frost-line. 

At the other end of the temperature scale, PGDN shows 
extreme stability. It shows no decomposition after 25 
days at 75 degrees Centigrade. Unlike NG, it does not 
cause the severe headaches /rom breathing its vapor. 

Like NG, it can gelatinize guncotton thereby suggesting 

its use for the manufacture of cordite and smokele: 
powder-like substances. 


As an explosive, PGDN shows about 90% of the expansion 
of NG in the Trauz] lead block test. By calculation, its 
energy content is 77% of that of NG. It is a highly brisant 
explosive however, and has a detonation rate of over 7, 000 
meters per second. Despite its high mechanical insensi- 
tivity to shock, PGDN is easily initiated by a detonation 
wave. It can be set off with a number 6 blasting cap. 


Propylene Glycol is somewhat cheaper than Glycerine at 
the present time by about 20¢ a pound in lots of 40 lbs. 

PG can be purchased from any chemical supply house for 
about 60¢ to 75¢ per Ib. depending on the quantity bought. 
Furthermore, the nitration of PG requires less of the 
mixed Nitrie~Sulfuric acids. These savings of course are 
offset by the lower explosive power of PGDN, and may 
well belance out when all economic computatioris have been 
made; Nevertheless, the greater stability of PGDN toward 
mechanicel shock and the lower freezing point far outweigh 
any other considerations. For this reason, all those who 
have been manufacturing NG, or who have been consider- 
ing doing so, should give serious thought to the manufac- 
ture of PGDN instead. The process is basically the same, 
uses the same type of mixed acids, the same procedure 
for separation and purification and can be run in the same 
equipment used for NG. 


‘The following procedure was carried out by the writer of 
this report for the preparation of PGDN during a recent. 
experiment. Although the preparation was conducted on a 
very small scale, there is absolutely no reason why larger 
batches cannot be made, provided they are kept within 
realistic bounds, Batches ten times the size of the one 
described on the following pages would be reasonable, and 
would produce approximately 180 grams of PGDN ( 
8-1/2 ozs. bhw). 


e. 


Preparation of Propylene Glycol Dinitrate: 30 grams of 
96% Sulfuric Acid was slowly poured with stirring into 20 
grams of 90% Nitric Acid. A small amount of heat was 
produced, but it is not excessive, and no external cooling 
is required. The 50 grams of mixed acid chusly produced 
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has a composition of approximately 36% Nitric Acid, 57% 
Sulfuric Acid, and 7% water. It has a specific gravity of 
1,71 et 2§ degrees C., and occupies a volume of 30 
milliliters, 


‘The entire 50 grams of mixed acid was placed in a 100 ml 
glass beaker which in turn was placed in a bath of ice and 
water. The acid was stirred by hand, using a thermome- 
ter, When the temperature of the mixed acid had sunk to 
10% C., 10 grams of Propylene Glycol (9.6 ml) was intro- 
duced dropwise with good stirring. The rate of addition 
of the PG was so regulated to keep the temperature of the 
mixture between 10 and 15 degrees C. The addition of 
the PG takes from 20 to 30 minutes, depending on the 
efficiency of the cooling bath, and the rate of stirring. No 
red fumes were observed at any time during the addition. 
‘The PG should be dropped directly into the acids and not 
be allowed to splash on the side walls of the beaker or on 
the stirring rod. Droplets that do so, can start to oxidize 
and generate heat creating a hazard. PG is more sensi- 
tive to oxidation than Glycerine itself, and so a lower ni- 
tration temperature is necessary. Nitrations at 20 de- 
grees C. begin to show some oxidation, and at 30 deg. C. 
the reaction begins to go out of control! IMPORTANT: A 
large vat of ice water should always be kept near at hand 
when doing any nitrations. If the temperature begins to 
climb rapidly and passes the upper limit given for the 
specific nitration, the entire batch should be dumped 
IMMEDIATELY into the vat of ice water. The vat should 
contain at least five times the volume of water and ice 
there is liquid in the nitrator. Sudden rises in temper 
ture accompanied by red fumes or brown smoke is an 
indication that oxidation is taking place, and that the 
batch ig about to go out of contro}. After the PG has all 
been added, stirring is continued for another five to ten 
min. It is then ready for separation. 


‘The mixture is poured into a separatory funnel arid 
allowed to stand for a few minutes, A sharp line of divi- 
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sion will appear when the mixture has separated. The 
Jower acid layer of spent acids is carefully withdravm and 
set aside for further purification before being discarded, 
The upper layer of PGDN is left in the funnel and an equal 
volume of cold water added to it. The funnel is closed, 
and gently shaken Zor about a minute. On standing, the 
mixture divides into two layers as before, but this time 

the product (PGDN) is the lower layer. It is drawn of into 
a clean beaker, and the water wash layer, which remains 
in the funnel, is poured out of the top of the funnel into 
another vessel. This washing process is repeated two or 
three more times, each portion of used wash water being 
added to the previous one. The product is then given a 
wash with dilute Sodium Carbonate solution until the solu- 
tion remains alkaline to Litmus paper, the spent Carbonate 
wash(es) being added to the used water washes. Finally, 
the PGDN is washed with water again until it is no longer 
atkaline. When drawn off from the final wash, the PGDN 
will be somewhat milky in appearance due to occluded 
water. On standing in a warm room for several hour: 
this water will evaporate, leaving a colorless oil having 
pleasant ethereal odor. 18 grams of product were obtained 
in the above run. 


Before pouring away, the spent acids should be extracted 
with chloroform to remove traces of PGDN. The same 
portion of Chloroform can then be used to extract any 
traces of PGDN in the water and Carbonate washes. After 
the Chloroform evaporates a further amount of PGDN will 
be obtained, The chloroform solution should be washed 
until it is neutral to litmus before evaporation, however. 
‘The spent acid, efter extraction with the Chloroform, 
should be poured into a large volume of water before being 
discarded. All glassware which has come into contact with 
PGDN must be rinsed with Acetone before soap and water 
cleaning. These Acetone rinses should be poured over saw- 
dust and ignited at a safe distance from the point of opera 
tion. Rinse the nitration beaker with water first before 


rinsing with Acetone. Nitric Acid ignites Acetone! 


arrow launched grenade 
By Raymond J. Larner 
This grenade can be used with; a con- 


ventional long bow, a compound bow, or a 
crossbow, which would be my first choice, 


ex. 
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The nose and tail caps are cast using 
either plaster of paris or clear casting 
plastic, 

The tail cap has a hole drilled in it 
to accept an arrow shaft or a cross bow 
bolt. The shaft or bolt should be glued 
in place. The other end has a hole 1"' in 
diameter and 1" deep to seat a thin 
walled glass tube. The outside is re- 
duced for a distance of 3" to allow a 


a 


» 
RE KKYS 


WELK 


POOR MAN'S JAMES BOND Vol. 1 


piece of thin walled metal or plastic 
tubing to be slipped over it. 

The nose cap is cast with two holes 
through it, (or you can cast it solid and 
then drill the necessary holes) to take 
a firing pin and a cotter pin safety 
also has a recess in the bottom to sit o- 
ver the base of a .410 shotgun shell base 

The Initiator is the brass base from a 
-410 shotgun shell. Carefully cut the 
shell apart just above the brass base,af- 
ter first having emptied out the shot, 
powder and wadding. Once you have the 
brass base cut down, refill most of it 
with the powder you removed before cut- 
ting it. Use tissue paper or a thin card- 
board wad to hold the powder In the brass 
base. 

A steel washer with an outside diame- 
ter of 14! Is used to support the shotgun 
shell brass base. Drill out the center of 
the washer to accept the brass base. The 
rim of the brass base should be supported 
by the steel washer, 

The outside casing for the grenade Is 
a piece of thin walled metal or plastic 
tubing. 

The center tube Is a plece of thin 
walled glass tubing that has an outside 
diameter of 1". 

To assemble the grenade: 

1. Insert the shotgun shell base into the 
steel washer. 

2. Epoxy the washer to the bottom of the 
nose cap. 

3. Epoxy the glass tube to the steel 
washer. 

4. Epoxy the outer casing to the steel 
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washer. 

5. FII] the space between the glass tube 
and the outer casing with B.B.'s, small 
nuts and bolts or nails. 

6. Fill the glass tube with black powder, 
rifle powder or one of the propel lant 
powders listed in the Improvised Muni- 
tions Handbook in PMJB Vol. 2. 
7. Epoxy the base cap to the glass tube 
and outer casing. 

8. Install a cotter pin with non-harden- 
ing Permatex and slip it in place until 
it is sitting on the safety pin. 

10. Epoxy the complete grenade to the end 
of an arrow or bolt. 

DANGER NOTE: Make sure the hole for 
the Firing pin is a snug fit. If it is 
too large, the Permatex may not hold the 
firing pin in place when you launch it, 
possibly causing the grenade to explode 
in your face when you fire it. 


The firing pin is a piece of steel rod 
1/8" in diameter with a 3/4! OD washer 
epoxyed or soldered to the end. Make sure 
the firing pin extends far enough past 
the end of the nose cap so that it will 
hit the shotgun shell primer when you hit 
your target. 

Remember that this grenade has to hit 
something fairly solid to be set off.1f 
shot into sand or mud,it may or may not 
explode. It would probably be set off if 
it hit a human or animal, but only if 
there was plenty of force pushing it. 

Make sure that your arrow is long e- 
nough for you to come to full draw with- 
out having the grenade hit the bow. 


Improvised HandGrenades 


ed hand gren- 
ades can be made in the home workshop at a 
cost of about 75¢ apiece. These grenades 
are easy to make and are just as effective 
as regular grenades. There are two kinds, 
offensive and defensive, in which both use 
the same fuse assembly. Additionally, these 
grenades use readily available materials 
and can be put together in 15 minutes. 


The heart of these grenades is the fuse 
assembly, therefore | will deseribe its 
production first. The materials needed for 
the fuse assembly are: 

1. 3/4" PVC pipe in 4! lengths 


2. 3/4" wooden dowel in 2" lengths 
3. 5 mm glass tubing 

4, 1/8" wooden dowel in 14" lengths, 
5. Paraffin wax 

6. Concentrated sulfuric acid 

7. 50% sodium chlorate and 50% sugar 


mixture made pasty with water then 
blotted on paper towels and dried. 
Construction of fuse assembly 
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Start construction of the ‘fuse’ by 
drilling a 3/16" hole 1" From an end of the 
PVC pipe. This hole will hold an acid vial. 
Next insert a length of 5 mm glass tubing 
into this hole and place the 3/4" wooden 
dowel into the PVC pipe so it is touching 
the glass tubing. Drill a 1/8" hole 1/2! 
from the dowel end of the pipe. This 1/1 
hale is where the safety pin is Inserted 
(see diagram). The safety pin is the I$" 
length of 1/8" dowel (a hole can be drilled 
in an end of the dowel and wire Inserted to 
ald in pin removal). With the 1/8" hole 


dowel striker 
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Make this vial by cutting a length of 5 mm 
glass tubing the same length as the 0.0. of 
the PVC pipe. Next seal one end of the tube 
with 1/8" of paraffin by dipping it in 
melted wax. Now fil] the tube with sulfuric 
acid using a glass eyedropper, etc., leav- 
ing a 1/8" air space. Fill this space with 
wax. The vial can now be inserted into the 
PYC pipe and taped In place. Finish the 
‘fuse’ by Inserting a 2! x 2" square of 
chlorate paper next to the acid vial (see 
diagram). The fuse assembly Is finished. 

B. Construction of offensive (concusston) 


Safety 


Chlorate Paper 


Dowel Fuse 
Carrier 


(02 Cylinder 


Cardboard Tube 


3/4"'1D PVC Pipe 


ACI O/WAX 
Glass Tube 
‘Assembly 


Pin 


3/32" Fuse 


Flashpowder 


drilled insert the safety pin, This will 
hold the 3/4" dowel in place (see diagram). 
The length of glass tubing can be removed. 
The installation of the chemical ignitor 
remains. 

Construction of the chemical ignitor 
is started by making the acid filled vial. 


1/4" Plywood 
Disc 


grenade 
The materials needed for the offensive 
grenade are: 
1. 2" heavy-walled cardboard tube in 3" 
lengths 
2. two plywood plugs for the above 
3. epoxy or glue 
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. Flashpowder 
+ 3/4" dowel In 13" lengths 
- 2" length of safety ‘fuse! 
+ the ‘fuse! assembly 

Start construction of the grenade by 
drilling a 3/32" hole through the center of 
the 3/4" dowel. Then epoxy the fuse into 
this hole leaving é"exposed on either end. 
Now place a small amount of chlorate paper 
on one fuse end to Insure it ignites (see 
diagram). Next cut 1' off the open end of 
the ‘fuse’ assembly and epoxy the dowel 
(chlorate paper end first) into it, The 
chlorate paper on the dowel fuse should 
contact the chlorate paper in the fuse as- 
sembly (see diagram). Continue by cut ig 
a-hole the same diameter as the ‘fuse’ in 
the center of one of the plywood plugs. E- 
poxy the fuse assembly into this hole leav- 
ing 1" of the dowel end protruding out.Now 
epoxy this plug into the cardboard tube 
with the dowel end of the ‘fuse’ out. Fill 
the cardboard tube with flashpowder and e- 
poxy the solid plug onto the other end of 
the tube (see diagram). The grenade is 
finished, 
C. Construction of defensive (fragmentation) 

grenade 

The materials needed for the defensive 
grenade are: 
1, empty C02 cartridge 


woe 


2. 3/4" wooden dowel in #! lengths 
3. epoxy or glue 

4. safety fuse in 2" lengths 

5. flashpowder 

6. fuse assembly 


Start construction by drilling a 3/32" 
hole through the 3/4" dowel. Insert the 
safety fuse through the dowel allowing £" 
on one end and 14" on the other. Epoxy the 
fuse in place. Now fll the C02 cartridge 
with flashpowder and insert the 12" fuse 
end into it. Use tape, etc.to secure the 
fuse. Wrap a small amount of chlorate paper 
around the short fuse end (see diagram). 
Place the dowel and C02 cartridge (chlorate 
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your hand with the dowel end up. Second, 
pull the safety pin out. This arms the 
grenade. Third,strike the dowel end sharply 
against the palm of your hand, etc. There 
should bea ‘hissing’ sound and a small a- 
mount of smoke should come from the dowel 
end. This indicates that the chemical ig- 
niter has functioned. Finally hurl the 
grenade at your target immediately and 
take cover. The grenade should explode in 
five (5) seconds. 

You now know all you need to make and 
use my grenades, however, there are a few 
additional items. | will list these for 
conventence. 

1, Use the offensive grenade to daze and 
stun the enemy and use the defensive gren- 
ade to inflict casualties. 

2. 2" PVC pipe can be used as a fragmenta- 
tion sleeve for the offensive grenade. 

3. Grooves,etc. can be filed into the COz 
cartridge or fragmentation sleeve for 
better fragmentation. 

4, Wax placed around the striker makes an 
effective air and water seal, while a coat 
of varnish on the grenade will make it 
waterproof. 

5. Offensive grenades can be used for smoke 
or incendiary purposes by replacing the 
flashpowder with the appropriate filler. 
6. Both grenades make effective landmines 
when buried exposing only the dowel. Sheet 
wood can be placed on top of the dowel for 
increased surface area. 

7. Survivalists, etc. wishing to store 
these grenades should remove the acid vials 
and store them separately. 

8. Chemicals and equipment for my grenades 
can be purchased from Merrel Scientific; 
address: Educational Modules Inc. ,1665 
Buffalo Rd. ,Rochester,NY 14624. Catalog $1. 
Merrel has a good line of chemicals and 
labware with fast delivery. High melting 
point wax, glass tubing and glass tubing 
cutters can also be purchased from Merrel. 
9. High melting point wax or acid proof 


paper end first) into the fuse assembly as —epoxy can be used to more effectively seal 


before. Be sure to epoxy the dowel into 
place. Finsih by taping the COz cartridge 
into the fuse assembly (see diagram}. The 
grenade is finsihed. 
D. Firing procedure and miscellaneous 

The firing procedure for these grenades 
is as follows. First,grasp the grenade in 


acid vials. Use this for grenades to be 
stored. 

10. Check PHA Vol.1 #1 for additional gren- 
ade information. 
Precautions: 

11.Make and use several 
increasing charge size. 


test samples before 
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12.Test safety fuse in fuse assembly to 

make sure it will not jet after being e- 
poxied in place. If it does, try another 
brand or epoxy the fuse at the dowel ends 
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13.Wait at least two minutes when approach- 
ing dud grenades. 

Provided these items are considered and 
the instructions followed anyone should be 
able to safely make and use these grenades 


FLASHPOWDER 


Potassium Chlorate is a highly unstable 
and dangerous compound when used in a pyro- 
technical mixture which also contains sul- 
fur. Combined, these two compounds are sen- 
sitive to both heat and friction as well as 
sparks, and are made more so by moisture 
absorbed from the humidity In the air. 
Furthermore, they deteriorate on storage 
slowly producing sulfuric acid which makes 
the mixture even more unstable. 

Some years back | had the unfortunate 
personal experience of having Just such a 
mixture spontaneously ignite while | was 
mixing it on a hot humid day. Had the am- 
ount of materials been larger or had | been 
a bit less lucky, | would have been perma- 
nently blinded.Even so, | suffered painful 
burns to my eyes, face and hands. 

Sader, but wiser, | looked for a mixture 
of equal power, but with better storage 
qualities and one less hazardous to pre~ 
pare. 

The answer | found involved the use of 
potassium perchlorate. Although this chem- 
ical contains more oxygen than the clorate, 
it Is more stable in both storage and prep- 
aration. {n addition, | found the sulfur 
could be eliminated entirely, making the 
preparation that much simpler. 

The ingredients are, by weight, 7 parts 
potassium perchlorate and 5 parts aluminum 
powder, Both should be as fine as possible. 
After weighing they are thoroughly mixed 
and stored in a sealed container unti1 
needed, 

This mixture is extremely powerful and 
very,very fast burning. Well made,with very 
fine ingredients, it burns about 3-4 times 
faster than commercially made black powder. 
It Ts excellent for use In aerial bombs, 
large or small firecrackers or any purpose 
where a quick violent explosion is needed. 
It is too rapid burning for use in any 
firearm, and is not suited to such use. 

Ihave kept such a mixture several years 


with no deterioration, however reasonable 
storage precautions should be observed.All 
such mixture type powders, including com- 
mercially prepared black powder, should be 
Protected from dampness. All will deteri 


orate if exposed to large amounts of humid 


» but if you use common sense, they will 
keep indefinitely. 

There are also several other mixtures 
that I have experimented with and found sa- 
tisfactory. While 1 do not think any of 
them are quite as good as that already giv- 
en, they are noteworthy because they in- 
volve the use of other ingredients of the 
first formula, 

Alternative No.1 


Bariam Nitrate 4 Parts 

Sulfur 1 Part 

Aluminum Powder 2 Parts 
Alternative No.2 

Potassium Perchlorate 12 Parts 

Sulfur 8 Parts 

Fine Sawdust 1 Part 


Alternative No.1 is probably better than 
No.2 which does not seem to keep as well as 
the others. However, number 2 makes a very 
violent explosion. Furthermore it Is the 
only really good formula | have ever seen 
for flash powder which does not require al- 
uminum powder. 

These mixtures, particularly the per- 
chlorate-aluminum powder one, will burn and 
if confined, explode almost no matter how 
badly they are mismeasured or poorly pre- 
pared. Like most things though, the end re- 
sult is reflective of the care put into 
Production. The most important thing is to 
have the ingredients as fine as possible 
before mixing them together. There is not 
much you can do about the aluminum except 
to get the finest powder possible. The po- 
tassium perchlorate can be gently ground in 
2 mortar and pestle or by other suitable 
means if necessary. The goal is to have the 
texture as near to that of flour as possi- 
ble. If you have the consistency of table 
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salt, it will work, but not as good. 
The second thing is that the ingredients 
be thoroughly and intimately mixed. If you 
achieve the desired degree of fineness in 
the ingredients, the mixing Is not very 
hard,but It must be thorough. Hixing 1s 
most ‘easily accomplished with a flat wood 
stick on several layers of newspaper.Sift- 
ing through a small screen, as fine 
screen as may be obtained, several times 1s 
very useful. It should be done after a pre- 
Vminary mixing and not only mixes the In- 
gredients but sorts out any large pleces 
which can then be broken up. Avoid the use 
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of metal and ceramic utensils because of 
spark and contamination hazards. 

With a little practice, it is easy to 
judge the quality of such powder by placing 
a smal] quantity on a fire resistant sur- 
face in an open area and lighting it with 
a short plece of fuse. Good quality powder 
will burn almost instantly with an intensly 
bright flash, and a puff of white smoke. 

If made with reasonable care, any of 
these powders are equal to that usually 
found in commercially manufactured fire~ 
crackers such as M-80's. 


ELECTRIC RIFLE 


THE KENTUCKY RIFLEMAN 


By following the instructions below 
you can modify any semi-automatic rifle 
or shotgun to fire fully automatic and by 
remote contro! as a bonus! It's great 
for a car or other vehicle. 


supply store or junkyard) 

= Two push button switches /normally 
off. (Auto supply) 

= Steel strapping or other light meta! 
pieces for mounting. (Hardware store) 

- Misc. wire / does not have to be very 
heavy. 

= One semi-auto weapon. (1 used a Ruger 
10-22, but others will work) 

- A 12 volt power supply. (battery, bat~ 


To Power Supply —= 


You will need the following parts: 
- One 12 volt solenoid.(! used the car- 
buretor solenoid from a Ford van) 
- One toggle switch for 12 volts. (Auto 


Safety Switch ~ 


ey 


tery charger, etc.) 
Please refer to the drawings when build- 
ing your system. 


1. Start by making mounts for the push 


POOR MAN'S JAMES BOND Vol. 1 


button switches and the solenoid fromthe 
steel strapping. The exact design will 
depend on the switches and solenoid you 
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When the wiring Is completed, the tog- 
gle switch acts as a safety (it must be 
on for the gun to fire) and when the fir- 


Switch and solenoid mount 
use. These mounts must be stout enough to 
hold the parts on the gun in the correct 


position. 

2, The First push button switch must be 
mounted so that the operating lever of 
the rifle will push it as the action 
closes. 

3. The solenoid has a metal extension 
screwed, welded or brazed to the plunger 
so it will push the trigger when it is 
activated. The modified unit is now 
mounted to the trigger guard assembly. 
4, The toggle switch and second push 
switch are the controls and are mounted 
at your fire control center. In the draw- 
ing 1 show them just under the rifle,but 
they can be whatever distance you want 
(such as on the dash of the car). 

5. To wire, Just follow the pictures,mak- 
ing sure you get the switches in series. 


ing button is pressed, the solenoid will 
trip the trigger, causing the rifle to 
fire. When the operating handle goes for- 
ward, it presses the switch mounted at 
the front of the receiver, which causes 
the solenoid to again trip the trigger, 
This continues as long as the firing 
switch is held down or until the ammo 
runs out. 

This system can be used to secure an 
approach to your property, such as a 
driveway or a ditch. You can also mount 
the system on a T.V, rotor and be able to 
change the aim. If the gun is mounted in 
@ car or truck, be sure it Is very solid- 
ly fixed and give close attention to aim= 
ing and consider the effect of the car 
moving. 

Now you can even fire two weapons in 
two different directions at once! 


——— rrr rrr 


IMPROVISED ELECTRIC BLASTING CAPS 


How to nitrate mercury: 4 
1. Take a bottle with 1000 cm” concen- 
trated, pure nitric acid (spec.weight 
1,42), Pour 120 gramms pure mercury into 
the acid and let it rest for 12 hours. 
Don't put a stopper on the bottle. After 
12 hours put a stopper on it and turn it 
(acid and mercury shall mix). After some 
time take the stopper away, because there 
might be some fumes. Then close the 
bottle again. 
2. Take a big bottle with a large opening 
with 1280 grams of 95% (pure) alcohol. 
Pour the mixture of nitric acid and mer- 
cury in this bottle. Don't close it.After 
a short time toxic fumes will escape.When 
this stops the nitrated mercury will lay 


on thebottomof the bottle. It must be 
washed with distilled water and dried 


in the sun on a glass plate. 


copperpipe 
end (soldered) 

cotton wool 

mercury,must be nitrated 
(Knaliquecksi lber) 
cotton wool 

tape 

electric contacts 
insulation 

thin wire (like that in 
a bulb) 
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POTASSIUM CYANIDE 


In order to make potassium cyanide you must first learn how to make 
both potassium carbonate and potassium ferrocyanide. If you have some 
background in chemistry, and especially access to a lab and its equip- 
ment, the following processes may at least give you a laugh. And if 
you're one who believes laypersons should not have access to methods 
for making such substances, this section should give you the screaming 
meemies and cold sweats. Because this junkyard lab I'm going to des- 
cribe really works. If you are the type who likes to fantasize funct- 
ioning under a totalitarian system which treats everyone like he was 
either a prison or or a nuthouse inmate, you'll love this. 

What with the stigma placed on potassium cyanide by a veritable 
handful of jerks, it is just about unattainable now. Even though it is 
not even a controlled substance at this time, I challenge you to get 
some. I fully expect home chemists to manufacture potassium cyanide 
and sell it on New York street corners like they do Crack. 

At any rate, if you are imaginative and like to learn weird things, 
turning out your own potassium cyanide will give you a feeling of real 
importance. It will also teach you more about chemical manipulations 
than you will learn about in most schools. 


a 


These processes may seem time consuming and complicated. However, they 


are actually very simple. Little time is actually spent, as most of the 
processes will be working while you are otherwise occupied. 


Pive gallon can 


Cat litter 


FURNACE 


THIS FURNACE, ALONG WITH A HAIR DRYER, ALSO MAKES AN EXCELLENT FORGE 
FOR METAL WORKING. ITS USE AS A FORGE WOULD ALSO BE AN EXCUSE FOR IT. 


With potassium ferrocyanide you can also make prussic acid. To my 
knowledge, that's the deadliest poison a kitchen chemist can make. In- 
structions for making it are elsewhere in this book. Its use was demon- 
strated in the movie, "The Final Option". A terrorist girl was riding a 
bus in the seat just in front of the intended victim. She had the prus- 
sic acid in a perfume atomizer, which can be bought in any department 
store. Pretending to primp while looking into a hand mirror, she caught 
his eye and gave him a quick spray in the face, holding her breath in 
the meantime. One whiff and before he could react he crumpled and died. 
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Getting back to potassium cyanide; kmowledge of how it works might 
give you the incentive for learning to make it. It acts directly on the 
nervous system, rapidly. It stops the use of oxygen by the tissue cells 
and paralyzes the center of the brain which controls the breathing ims- 
cles. A fatal dose of cyanide involves about 50 milligrams, about the 
weight of a postage stamp. Yet this dosage contains close to 10 billion, 
billion molecules, One molecule of cyanide can disrupt the function of 
one body cell. A lethal dose, then, affects one out of ten cells in the 
average human body. Cyanide kills by turning off an enzyme the cell 
needs to use oxygen from the blood. This enzyme, cytochrome, is vital to 
the cell's utilization of oxygen. Shut down the action of up to ten per- 
cent of a body's cells and death is almost immediate. 

Buying potassium cyanide these days is nearly impossible, due to the 
actions of a few psychotics. These psychotics in our body politic might 
be compared to cyanide, itself. Whereas just a tiny amount of cyanide is 
enough to cut off the body's supply of air, a comparable amount of ding- 
bats in a social system is enough to cut off the supply of a chemical 
once available to all and sold over the counter without questions. 

Digressing to a little social comment, I believe society would do 
better to rid itself of its crazies rather than institutionalizing al1 
of us with bans on guns, chemicals and whatever the psychotic might use 
next against society. Since looneys have taken to using the telephone to 
call in threats of tampering and poisoning, we might find soon that our 
phone privileges are in jeopardy. 

At the end of this section are excerpts from 19th century books which 
describe the making of the chemicals in this section. Modern books guard 
against such descriptions for reasons of public safety. Of course, in 
the last century, those who were a threat to public safety were gotten 
rid of in the interests of the freedom of anyone to have or do whatever 
he wanted as long as he didn't act to the disadvantage of others. I put 
the older material here to show how simple these compounds are ta make 
and how casually such knowledge was disiminated among a responsible pop- 
ulace. 

Potassium carbonate is gotten from wood ashes. It is the same stuff 
your great grandmother used to make her lye soap. It is obtained by 
boiling ashes, letting the ashes settle, pouring off the liguid and 
evaporating it. It is further refined by heating to over 800 degrees F 
or more in a furnace, which you can make. 

There are several steps to making the grade you need but you can do 
so with common utensils and little real knowledge of chemistry. The fun 
of making your ow is a feeling of accomplishment and also of security 
if yon like to fantasize getting away with something without anyone 
knowing. 


HOTPLATE 


You can do all this work on your kitchen stove but when boilovers 
eccur there is too much screaming and yelling to make your pro jects 
worthwhile. Also, there may be times when fumes would be smelly or even 
dangerous and a hotplate will allow you to run an extension cord outside 
in the garage or on the back porch. 

The kind of hotplate you need is one with a gradual heat control as 
opposed with one with a single setting or three settings, low, medium 
and high with nothing in between. 
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FIVE GALLON CANS 


Round, five gallon cans are fine to boil your ashes in and are part 
of the furnace and have many other uses. Such cans used to be plentiful 
bul since most companies now use plastic the metal ones are hard to find, 
T called all the places T expected to have them but had no luck until I 
called my friendly Exxon gas station. Gas stations get grease for lube 
jobs in the metal cans and give them away. You have but to ask. 

They are the very devil to clean as the grease still in them doesn't 
melt, You can wipe them clean with newspapers and finish with old rags. 


ASHES 


Wood or coal ashes are both suitable for extracting potassium carbo- 
nate from. Coal is simply wood which is maybe fifty million years old. 
Charcoal ashes are in the same category as wood or coal ashes. You can 
figure extracting about one pound of potassium carbonate from ten pounds 
of ashes, 

TE you have a fireplace or furnace, ashes are no problem. Otherwise, 
you might ask someone to let you remove their ashes. You will not be re- 
fused. Of course, you could always go to some vacant lot, pile up a lot 
of scrap wood and burn it. Ashes should be no problem, 


FIRST STEP 


First, put three gallons of hot tap water in one of the cans and put 
the lid on it. It should boil pretty soon if you put the hotplate dial 
on full heat. Then the dry ashes, which you have run through a piece of 
window screen, are put in while stirring. Put in the ashes a pound or 
so at a time so the heat is kept at a simmer. When the ashes are all in 
and simmering away, put on the lid and leave it alone for about a half 
hour. Then remove the lid and stir some more to keep the ashes from 
lumping on the bottom. Do this every half hour for about three hours, 
turn off the heat and let the ashes settle overnight. 

You should have at least three five gallon cans. Take an old shirt 
or other cloth and cover the top of the second can. Then wind a turn or 
so of picture hanging wire or heavy cord around the outer lip of the 
can, tightly. Then pour off the yellow liquid from the ashes, slowly. 
When you get to the loose sediment continue pouring. When you get to 
the heavier sediment, stop, as most of the potassium carbonate has al- 
ready gone over and what is left is not worth more effort. 

Let the loose sediment alone for an hour or so until most of the 1i- 
quid has gone through the cloth. Then scoop out the sediment from the 
sagging cloth and remove the cloth. 

You should have at least two gallons of yellowish liquid in the can. 
Put the can on the hotplate and turn it on to full heat. Leave the lid 
off so the water evaporates. When you have only a couple of quarts left 
it is time for the first filtering. 


FILTERING 


Get a coffee filter holder from any supermarket along with a good 
supply of filters. You can get generic filters for about $1.50 for 200, 
Put the filter holder and filter on top of a quart jar and slowly pour 
the liquid from the can into the filter. When the filter gets slightly 
clogged and you are tired of holding the can, stop, wait for the liquid 
to go through the first filter and then dispose of the dirty filter. 
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Pour the filtered liquid into a stew pot or something similar and renew 
the filter and fill the jar again. Dispose of that filter and continue 
until there is no liquid or sediment in the can. 

Put the pot on the hotplate and set it at a simmer. Watch it pretty 
closely so all the liquid doesn't evaporate, letting the crude potas- 
ium carbonate stick to the pot. When you see crystals forming, that is 
the time you watch closely because you'll just have to put in more wa- 
ter if it sticks. When it is a mush, put it in the crucible and let it 
heat until all the moisture is out. 


CRUCIBLES 


‘The salts must be melted to fuse and react with the compounds which 
creates the cyanides. This takes heat at well over 1000 degrees F. The 
melted salts will go through most clay crucibles and the great heat 
will melt the seams of most tin cans. You could go to a welding shop 
and have a four inch wide by six inch long length of steel pipe cut 

and have a one eigth inch thick steel bottom welded on. This would make 
an excellent crucible but it would cost maybe five dollars or a little 
more. T£ you don't care to pay anything, go to your nearest gas station 
and get the used oil filters which are thrown away. The largest and ° 
mast Common filters are five inches deep by nearly four inches wide. 
Their value lies in the fact that they are steel and seamless and free. 
All you have to do is take a hacksaw and cut around the lip of the Fil- 
ter. Make sure you don't dent the filter or it won't come off. Wipe the 
oil from it and you will have an excellent crucible which will last 
through several firings. The larger sizes are best but you may have use 
for the two smaller sizes. At any rate, the few minutes it takes to cut 
the case off are well worth the effort. 


FIRST FIRING 

After the crude potassium carbonate has been well dried in the cru- 
cible on the hotplate, it must be fired in the furnace to remove most 
of the impurities. Never £i11 the crucible more than half since it 
tends to bubble up and some would be lost. Since the first firing is 
while the crucible is completely covered with charcoal or briquets 
you must provide the crucible with some sort of cover. If you don't 
have a jar lid the right size, just cut a circle of tin from a can and 
cut slices around it so the edges can be bent over, forming an adaquate 
cover. It doesn't have to fit tightly since it is simply to keep ashes 
out of the potassium carbonate. 


THE FURNACE 


A furnace which will serve every purpose in making potassium cyanide 
can be made with one of the five gallon cans, a galvanized bucket and a 
20 pound bag of cat litter. You can get the bucket from any hardware 
store for under five dollars. 

First, pour enough cat litter in the can so the bucket is about an 
inch from the top of the can. Next, put a piece of thin cardboard be- 
tween the bucket and the can and pour litter on the cardboard so it 
fills the space between the bucket and the can. Now you have a furnace 
which will hold great heat and also will not burn anything outside it. 
Of course, if your back porch is wooden, set the furnace on a couple of 
bricks. You can’t be too safe. 

Jn your furnace you will also need something to hold the crucible 
above the first layer of the charcoal briquettes as they don't burn 


POOR MAN'S JAMES BOND Vol. 1 86 POOR MAN'S JAMES BOND Vol. 1 


well with the crucible sitting directly on them. This is no problem as 
you can make a simple stand for the crucible with a clothes hanger. 
Just bend the clothes hanger around so the the ends nearly touch. Then 
bend the hook over toward the ends. Put the stand in the bottom of the 
bucket and sit the crucible on the hook. Bend the stand this way and 
that until you have it so the crucible will stand straight and about an 
inch above the bottom layer of briquettes. 

Charcoal briquettes are better than reqular charcoal because they 
burn more evenly and last longer. They also throw out less sparks when 
you are using a hair dryer for white heat. Whatever sparks might blow 
out are not really dangerous, as they go out within seconds, but you 
don't want to attract a lot of attention, especially if you are working 
on a back porch in a city. 

The best place to use your furnace is in a garage with the door open 
so you get plenty of air. Under no circumstances must you use the fur- 
nace inside. The carbon monoxide would make you quite ill, if not dead. 

Charcoal briquettes are sold at all supermarkets for about $3.00 for 
20 pounds. Charcoal lighter is also easily available but T find that a 
Bernz-O-Matic propane torch with pushbutton lighter to be far superior. 
You can light the charcoal even faster by simply putting the nozzle of 
the propane torch down between the briquettes for about a minute. I 
would suggest you get the bottom layer going, pile in the rest of the 
briquettes and light them. In a little while, all the briquettes will 
catch fire and the whole bunch should be glowing with no smoke. 

On your first firing of the crude potassium carbonate, pile briquet- 
tes in a heap over the covered crucible. Let it burn all night and when 
you uncover the crucible the next day you'll have what appears to be a 
mass of fused carbon. If the crucible is still hot, and it probably 
will be, set it in a pan of water to cool it. 1£ you pour water in it 
while it is still hot steam and ash will erupt and probably burn your 
hand. 

When the crucible is cool, £il1 it with water and let it set for a 
few hours before digging out the contents. This will give the water 
enough time to dissolve a lot of the purer potassium carbonate hidden 
in the carbon. When the caked mass can be dumped out of the crucible, 
put it in two quarts of water and mash and stir it so the potassium 
carbonate dissolves completely. 

Set the two quarts of matter aside until the carbon settles. Then 
pour the Clearer liquid into the filter over the jar. Empty the clear 
liquid into the pot and set it to simmering so it will evaporate. Here 
is where you will use up several filters. The liquid goes through very 
guickly when the filter isn't clogged. Also, a lot of the carbon will 
go through the filter at first. And when you are to the bottom of the 
matter and there is mainly carbon left, that will take longest to fil- 
ter, At any rate, it will all come through clear after a few filterings 
so don't expect perfect clarity at first. So as a filter empties and 
what goes through isn't clear, pour it back through another filter and 
keep it up until it is clear, then evaporate it in the pot. 


POTASSIUM FERROCYANIDE 


When you have the pretty pure potassium carbonate filtered to clar— 
ity and evaporated to a mush, put it in a tin can and put it on the 
hotplate at medium heat until dry. Since it will stick to the can, take 
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a hammer and bang the can on the sides and bottom to break it loose. 
it's just a tin can so go ahead and ruin it. 

When you have the potassium carbonate out and in chunks, pulverize 
it to a powder, It will not be crystalized since heating it in the tin 
can has burned out the water of crystalization, I'm telling you this 
because when you read the old formulas they tell of crystals and I 
don't want you to think you have made a mistake. Crystalization is a 
process manufacturers are set up for but which you don't need, 

All rights so you now have some pretty pure anhydrous (without water 
of crystalization) potassium carbonate. Now for the potassium ferrocya- 
nide. Read the old articles and formulas at the end of this article. 
Dieks, for instance calls for potassium bicarbonate, to be re-purified 
to make absolutely pure potassium carbonate. But such purity is for the 
reagent grade used by chemists for testing and whatever. You don't need 
100% pure potassium carbonate or potassium ferrocyanide or even potas— 
sium cyanide to anneal with or leach gold from quartz or self-destruct 
capsules or cyanide grenades or even prussic acid. Read the formula for 
potassium cyanide from the Techno-Chemical Receipt Book, 1896 to see 
the garbage which can be used for what you want. You know that wouldn't 
pass any Chemist's test for purity but 400 milligrams of that would 
make an enemy go belly-up, just the same. 

Some of the old formulas call for iron turnings, some call for fer- 
rous oxide (iron oxide or just plain rust). The point is that fused, 
the atoms of iron will be picked up by the potassium carbonate whether 
iron turnings or rust is used. Also, you can go to any junk yard and 
Scrape off a lot of rust from old boilers, car bodies or whatever, with 
a lot less trouble than it takes to turn iron. Use whichever is handy. 

Again, some of the old formulas call for coke, cinders or coal, 
charcoal, blood, hair or leather to add more carbon to the potassium 
Carbonate. So just use five parts of whichever you want. I would choose 
charcoal but you could get scrap leather from any shoe shop, chop it in 
small bits and stir it in. The parts referred to mean parts by weight. 

So let's get down to the business of making potassium ferrocyanide. 
Take 10 parts of your homemade potassium carbonate, 10 parts of charcoal 
or bits of leather and five parts of iron turnings or rust. Get the 
furnace set up with the bottom layer of charcoal briquettes 1it then put 
the crucible on the coathanger stand. Then pile briquettes all around 
the crucible and get the rest of them lit. Next, take a regular hair 
dryer and set it for cool and play the air on the briquettes. You don't 
want to set the hair dryer on hot since its heat would be negligible but 
would burn out the unit in a short time, Besides, all you want is the 
air flow and the dryer can be used indefinately when set on cool. So now 
you have the briquettes lighted and are training the air flow all over 
them. You'd be surprized at the difference in heat. 

When the crucible turns white hot, pour in the well-mixed ingredients 
and keep the heat playing around the crucible. I would advise the wear- 
ing of glasses and gloves while making potassium ferrocyanide. 

Soon the contents will begin to redden and fuse. Take a bent out 
coathanger wire and stir occasionally. After all flames have ceased in 
the crucible use a pair of tongs or pliars and lift out the crucible. 
When the contents have cooled, pour them into two quarts of water and 
treat as you did while filtering the final processed potassium carbo- 
nate. You may want to crystalize it as described in Dick's process fur- 
ther on in number 4201. 
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POTASSIUM CYANIDE 


The last part is a snap. Divide what 
into eight parts and add three parts by 
nate. Get your crucible white hot again 
soon it will melt and you will see some 
cible. Waiting until al11 bubbling, simmeri 
out the crucible and pour the liquid por 


Potassium ferrocyanide you have 
weight of your potassium carbo- 
and pour the mixture in. Very 

slag in the bottom of the cru- 


onto any hard, cold surface which will not be affected by a molten sub. 


DICK'S ENCYCLOPEDLA OF FORMULAS & 
PROCESSES 1872 


4181. Carbonate of Potassa. This is 
known under the name Salt of Tartar, 
and Salt of Wormwood. The crude carbonate 
is obtained by lixiviating (see No. 23) wood 
ashes, evaporating the solution to 
and in iron pots for several hours. 


‘This constitutes hed seme of commerce. 
Another method ot 


ish-white; thisis Sommanalat peariask: The 
for qr 


disclved 


conga power, into 6 large iron crucible; heat 


San then raise the heat fo redness and 
maintain {tat that heat for 30 minutes. When 
cool, dissolve it in distilled water, filter, and 
evaporate over a gentle fire until it thickens, 
then remove it from the fire and stir it con- 
stantly with an iron spatula until it granu- 
lates. (U. 8. Ph.) 

4201, Werrocyanids of Potassium, 
This yellow prussiate of potash is the pris 
siate of potash of commercs. It {a obtaine1 
by exposing 10 parte potash or pearlaah; 10 

arts coke, cinders, or coal; and 6 parts fro 
turnings, all in coarse powder, to a full rod 
hoat in an opon crucible, stirring occasionally 
until small jote of purple flame are no lon; 
seen. When cool, the soluble mattcr fe 


potassium cyanide. It will 
in an airtight jar. You can 


dissolving and filtering the slag 
S$ all there is to making potassium 


solved ont of it, the solution filtered, evara- 
rotod, and crystallized. The crystals ole 
tained are redissolved in hot water and cooled 
vory slowly, forming Ingo yellow crystals of 
the ferrocyanide of poteasinm of commorcs. 
In order to obtain a pure article, fuse efflo- 
rosced commercial prassiate of potash in a 
glaze vessel, dissolve the fused mars in water, 
neutralize any excoss of alkali with acetic 
acid, and precipitate the salt with strong al- 
cohol; wash the precipitate with w little woak 
alcohol, redissolve it in water, and crystallize, 
(Cootey.) 


4202, Cyanide fOxanuret) of Fotas- 
sium, Mix thoroughly 8 ounces of dry ferro- 
cyanide of potassium and 3 onncer care 
bonate of potsena; throw the mixture Into 4 
deep red-hot earthen crucible, the host boing 
sustained nutil effervescence ceases, and tho 
fluid portion of the mass’ becomes colorlons ; 
after a fow minutos’ rest, to allow tho contents 
to settla, tho cloar portion ta poured from the 
hoayy black rediment at the bottom on w 
clean marblo slab; and, while yet wan, bro- 
ken up and placed in well-closed bottloa. 
‘Whon pure, this salt is colorless aud odorlogs, 
ita cryatals are cubic. or octahedral, and ato 
enbydrous, Jf it efferverces with acids, it 
contains carbonate of potessa. If it be yellow, 
it contains fton. (Ziebig.) 


THE 'TECHNO-CHEMICAL RECEIPT BOOK 
1896 


Production of Cyanide of Potassium, 
Ammonia, Tar, and Gaz from Nitro- 
geneous Organte Substances, Leather 
waste, blood, wool, hair, ete., are satu- 
rated with a solution of potash and 
then dried. The mass is then heated 


1 
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in retorts, but not to the melting point. 
Ammonia, gas, and tar are caught up 
in the usual manner. The residue con- 
tains cyanide and cyanate of potassium, 
sulphocyanide of potassium, calcium 
carbonate, potassium hydrate, potas- 
sium sulphide, and carbon. In the 
presence of metallic iron or ferrous 
oxide the cyanide of potassium is con- 
verted into ferrocyanide of potassium by 
lixiviation, After separating this the 
solution may again serve for impregnat- 
ing nitrogeneous substances, The potas- 
sium hydrate present is converted into 
carbonate by treating the solution with 
carbonic acid. In case the raw mate- 
rials are contaminated with sand it is 
removed by washing with potash-lye, 


THE ENCYCLOPEDIA BRITANNICA 1892 
See page 95, colum right. 

POTASSIUM METALS. Under this heading we 
treat of potassium, yubidium, and easium ; Soprum and 
Litmus, being less closely allied to potassium, have 
special articles devoted to them, 

Potasstum.—The three metals under consideration are all 
very widely diffused throughout nature; but only potassium 
is at all abundant, and therefore we begin with it. The 
richest natural store is in the ocean, which, according to 
Pogusiawski’s caleulation (in his Oceanographie) of its 
total volume anc the present writer’s analysis of sca water, 
contains potassium equal to 1141 times 10"? tons of sulphate, 
K,80,. This inexhaustible store, however, is not much 
drawn upon at present ; the ‘‘salt-gardens ” on the coast of 
France have lost their industrial importance as potash-pro- 
ducers, if not otherwise, sines the rich deposits at Stassfurt 
in Germany have come to be so largely worked, ‘These 
deposits, in addition to common salt, include the following 
minerals :—sylvine, KCl; earnallite, KCI. 3{gCl, +6H,0 
(transparent deliquescent erystals, often red with diffused 
oxide of iron); kainite, K,SO,.MgSO,.MgCl, + 6H,0 (hard 
crystalline masses, permanent in the air); Kicserito (a 
hydrated sulphate of magnesia which is only very slowly 
dissolved by water) ; besides boracite, anhydrite (CaSO,), 
and other minor components lying outside the subject 
of this article, ‘The potassium minerals named are not 
confined to Stassfurt ; far larger quantities of sylvine and 
kainite are met with in the salt-mines of Kalusz in the 
eastorn Carpathian Mountains, but they have not yet egme 
to be worked so extensively. The Stassfurt potassiferous 
minerals owe their industrial importance to their solu- 
bility in water and consequent ready amenability to 
chemical operations, In point of absolute mass they are 
insignificant compared with the abundance and variety of 
potassiferous silicates, which occur everywhere in the earth’s 
crust ; orthoclase (potash felspar) and potash mica may-be 


89 POOR MAN'S JAMES BOND Vol. 1 


quoted as prominent examples, Such potassiferous silicates 
are found in almost all rocks, if not as normat at least as 
subsidiary components ; and their disintegration furnishes, 
directly or indirectly, the soluble potassium salts which 
are found in all fertile soils, Thes2 salts are sucked up 
by the roots of plants, and by taking part in the process 
of nutrition are partly converted into oxalate, tartrate, 
and other organic salts, which, when the plants are burned, 
assume the form of carbonate, K,CO,. It is a remarkable 
fact that, although in a given soil the soda may pre- 
dominate largely over the potash salts, the plants growing 
in the soil take up the latter by preference: in the ashes 
of most lend plants the potash (calculated as K,O) forms 
upwards of 90 per cent. of the total alkali (K,O or Na,O). 
The proposition holds, in its general sense, for sea plants 
likewise. Tn ocean water the ratio of soda (Na,O) to potash 
(K,0) is 100 : 3°23 (Dittmar) ; in kelp it is, on the average, 
100: 5°26 (Richardson), Ashes particularly rich in potash 
are those of burning nettles, wormwood (Artemisia Absin- 
thium), tansy (Tanacetum vulgare), fumitory (Fumaria 
officinalis), tobacco, In fact the ashes of herbs generally 
are richer in potash than those of the trunks and branches 
of trees ; yet, for obvious reasons, the latter are of greater 
industrial importance as sources of carbonate of potash, 
Carbonate of Potash (K,CO,) in formor times used to 
be made exclusively from wood-ashes, and even now the 
industry survives in Canada, Russia, Hungary, and other 
countries, where wood is used as the general fuel. In 
some places—for instance, in ecrtain districts of Hungary— 
wood is burned expressly for the purpose; asa rule, how- 
ever, tho ashes produced in households. form tho row 
materinl, The ashes aro lixiviated with water, which 
dissolves all the carbonate of potash along with more or 
less of chloride, sulphate, and a little silicate, while the 
earthy phosphates and carbonates and other insoluble 
matters remain as a residue. The clarificd solution is 
evaporated to dryness in iron basins and the residue cal- 
cined to burn away particles of charcoal and half-burned 
organic matter, In former times this calcination used to be 
effected in iron pots, whence the name “potashes” was 
given to the product; at present it is generally conducted 
in reverberatory furnaces on roles of cast-iron. The cal- 
cined product goes into commerce as erude potashea. ‘The 
composition of this substance is very variable,—the .per- 
centage cf real K,CO, varying from 40 to 80 per cent, 
‘The following of an American “potashes” is 
quoted as an 


Carbonate of potash 


Sulphate of pota: 
Ciabride of potas 
Crude potashes is used for the manufacture of glass, and 
after being causticized for the making of soft soap, Tor 
many other purposes it is too impure and must be refined, 
which is done by treating the crude product with the mini- 
mum oF cold water required to dissolve the carbonate, 
removing the undissolved part (which consists chiedy of 
sulphate), and evaporating the clear liquor to dryness in 
an iron pan, ‘The purified carbonate (which still contains 
tmost of the chloride of the raw material and other im- 
purities) is known as “ pearl aches.” 
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Large quantities of carbonate used to be manufectured 
from the aqueous residue left in the distillation of beetroot 
spirit, i.t., indirectly from beetroot molasses. The liquors 
are evaporated to dryness and the residue is ignited to 
obtain a very impute carbonate, which is purified Ly 
methods founded on the different solubilities of the several 
components. Such potashes, however, is exceptionally 
rich in soda: Grandcau found in crude ashes from 16 to 
21 per cent. of potash and from 23 to 50 of soda carbonate. 
This industry would have expired by this time were it 
not that the beetroot spirit residues are worked for tri- 
methylamine (see’ Mrruxt, vol. xvi p. 196), and the 
carbonate thus obtained incidentally. Most of the car- 
bonate of potash which now occurs in commerce is made 
from Stassfurt chloride by means of an adaptation of the 
“Leblanc process” for the conversion of common salt into 
soda ash (seo Soprun). 

Chemically pure carbonave of potash is best 
by the ignition of pure bicarbonate (see below) in iron or 
(better) in silver or plitinum vessels, or else by the calcina- 
tion of pure bitartrate (see Tartaric Ac), ‘The latter 
operation furnishes an intimate mixture of the carbonate 
with charceal, from which the carbonate is extracted 
lixiviation with water and filtration, The filtrate is 
evaporated to dryness (in iron or platinum) and the residue 
fully dehydrated by gentle ignition, The salt is thus 
obtained as a white porous mass, fusible at a red heat 
(838° C,, Carnelley) into a colourless liquid, which freezes 
into @ white opaque mass, The dry salt is very hygro- 
scopic; it deliquesces into an oily solution (“oleum tar- 
tari”) in ordinary air, 100 parts of water dissolve— 

ator, 20". 
83 a4 


parts. Carbonate of potash, being insolublo in strong aleo- 
ol (and many other liquid organic compounds), is much 
used for the debydration of the corresponding aquéous pre- 
parations. From its very concentrated solution in hot 

vater tho salt crystallizes on cooling with a certain, pro- 
portion of water ; but these erystals are little known even 
to chemists, Pure cartonate of potash is being constantly 
used in the laboratory, as a basic substance generally, for 


125° G (tiling point 
of staal saldtion) 
208 


the disintegration of silicates, and asa precipitant. The , 


industrial preparation serves for the making of flint-glass, 
of potash soap (soft soap), and of caustie Tt is 
also used in mdicine, where its old name of “sal tartari” 
is not yet quite obsolete. 

Bicarbonate of Potusk (K,OCO,+H,0CO, = 2KHCO,) 
is obtained when carbonic acid is passed through a cold 
solution of the ordinary carbonate as long as it is absorbed. 
If silicate is present, it likewise is converted into bicar- 
bonats with elimination of silica, which must be filtered 
off The filtrate is evaporated at a temperature not 
exceeding 60° or at most 70° C.; after sufficient concen- 
tration it deposits on cooling anhydrous crystals of the 
salt, while the chloride of potassium, which nay be present 
as an impurity, remains mostly in the mother-liquor; the 
rest is easily removed by repeated recrystallization, Ii 
an absolutely pure preparation is wanted, it is best to 
follow Wébler and start with the “black flux” produced 
by the ignition of pure bitartrate. The flux is mcistered 
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with water and expored toa current of carboniie acid, which, 
on account of the condensing action of the eharceal, is 
absorbed with great avidity, The rest explains itself. 
Bicarbonate of potash forms Inrge moncelinic prisms, 
permanent ia the air. 100 parts of water dissol 


7 o ' be ‘ 
10°31 23°23 2ervl 4135 4584 
parts of salt, At higher temperatures than 70” the solu- 
tion loses carbonic acid quickly. The solution is far Jess 
violently alkaline to the taste and test-papers than that of 
the normal carbonate, Hence it is preferred in medicine 
as an anti-acid. When the dry salt is treated it breaks 
up below redness into normal carbonate, carbonic acid, 
and water, 

Caustic Potash (Hydrate of Potassium), KHO,—It has 
been known for a long time that a solution of carbonate of 
potash becomes more intensely alkaline, acts more strongly 
on the epidermis, and dissolves fats more promptly after it 
has been treated with slaked lime. It used to be supposed 
that the latent firo in the quick-lime went into the mild” 
alkali and made it “caustic,” until Black, about the 
muiddle of last century, showed that the chemical differeace 
between the two preparations is that the mild is a com- 
pound of carbonic acid and the caustic one of water with 
the same base (potash),—the causticizing action of the lime 
consisting in this, that it withdraws the carbonic acid from 
the alkali and substitutes its own water. Add to this 
that the exchange takes place only in the presence of a 
sufficient proportion of water, and that it is undono if the 
mixture is allowed to get concentrated by evaporation 
beyond a certain (uncertain) point, and you have a full 
theory of the process. A good concentration is twelve 
perts of water for one of carbonate of potash; the 
lime is best employed in the shape of a semi-fluid paste, 
made by slaking quick-lime with three parts of water 
poured on at a time, ‘he alkali solution is heated to 
Doiling in a cast-iron vessel (industrially by micans of 
steam-pipes) and the lime paste added in iistalments until 
a sample of the filtered mixture no longer effervesces on 
addition of an excess of acid. The mixture is then 
allowed to settle in the iron vessel, access of air being 

revented as much as practicable, and the clear liquor 
is drawn of by means of a syphon, The remaining 
mud of carbonate and hydrate of lime is washed, by 
decantation, with small instalments of hot water to recover 
at least part of the alkali diffused throughout it, but this 
process must not be continued too long or else somo of 
the lime passes into solution, The united liquor: 
boiled down in an iron vessel until the desired degr 
concentration is reached. In obedience to an old tradi 
the concentration is habitually continued until the spe 
gravity-of the cold ley is 1°333, which is a rather incon- 
yeniently high degree of strength for most purposes, but 
in the case of the ordinary commercial article offers this 
advantage, that any sulphate of potash which may be 
present as an impurity crystallizes out completely on 
standing (Liebig), If solid ‘caustic potash is wanted, tho 
ley (after removal of the deposit of sulphate, &c.) is trans- 
ferred toa silver dish, and the evaporation continued watil, 
instead of steam, the heavy vapour of KHO itself is seen 
to go off. The residual oily liouid is then poured out into 
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a polished iron tray, or into an iron mould to produce the 
customary form of “sticks,” and allowed to cool. The 
solidified preparation must be at ones bottled up, because 
it attracts the moisture and carbonic acid of the air with 
great avidity and deliquesces. According to the present 
writer's experienes (Journ, Soc, Chon. Ind, May 1884), 
nickel basins are far better adapted than iron basins for the 
concentration of potash Jey. The latter begin to oxidize 
defore the ley has come up to the traditional strength, 
whilo nickel, is not attacked so long as the percentage of 
real KHO is short of 60, For tho fusion of the dry 
hydrate nickel vessels cannot be used ; in fact, even silver 
is perceptibly attacked as soon as all the excess of water 
is away ; absolutely puro KHO can be produced only in 
gvld vessels, Regarding the action of potash on platinum, 
see PhavinuM (supra. p. 191). Glass and (to a less extent) 
porcelain are at“acked by caustic potash ley, slowly in the 
cold, more readily on boiling. 

Frozen caustic potash forms an opaque, white, stonelike 
mass of dense granular fracture; specific gravity = 2-1. 
It fuses considerably below and is perceptibly volatile at 
a red heat, It is extremely soluble in even cold water, 
and in any proportion of water on boiling. The solution 
is intensely “alkaline” to test-papers. Ib readily dissolves 
tho epidermis of the skin and many other kinds of animal 
tissue,—hence the well-known application of the “sticks” 
in surgery. A dilute potash ley readily emulsionizes fats, 

antcdwoohifig~ponmés ~ thehn wisn formatioli ot & soap 

and of glycerin, Caustic potash is the very type of an 
energetic (mono-acid) basic hydrate (seo CxEnisrry, vol. 

v. pp. 486, 488). 

According to Tiinnermann’s and Schiff’s determinations, 
ts caleulated by Gerlach, tke relation in pure potash ley 
between specific gravity at 15° C. and percentage strength 
is as follows :— 

r 


Specific Gravity, it || 


Percentages of Specie Gravity 


Teiers to | Pereentages of is 

BSar stl | percontage refers to || Rercentogesct | percentage refers 
¥,0._| RRO, 0._|_KHo. 

oO 1-000 | 1:000 1-285 | 1-230 

1 1010 | 1-009 w 1°365 | (1-288 

10 1099 | 1-083 th 1604 | Vat 

15 1154 | 1-128 rT) 1660 | 1-539 

20 1215 | 1177 | 40 1810 | 1-667 


All commercial caustic potash is contaminated with ex- 
cess of water (over and above that in the KHO) and with 
carbonate and chloride of potessiur ; sulphate, as a, rule, 
is absent, Absolutely pure potash has perhaps never been 
seen; & preparation sufficing for most purposes of. the 
analyst ie obtained by digesting the commercial article in 
strong (85 per cent. by weight) pure alcohol. ‘The hydrate 
KHO dissolves in the alcohol of the solvent ; tho chle-ide 
and the carbonate unite with the water and form a lower 
layer or magma, from which the alecholio solution of the 
KHO is decanted off, to be evaporated to dryness and 
fused in sihxar ~-mcals (*potasso & Palcool ”), 

‘Tho metal (potassium) has been known to exist since 
Lavoisier, but was first obtained as a substance by Hum- 
phry Dary in 1807. He prepared it from the hydrate by 
clectrouysis, Gay-Lussae and Thénard subsequently found 
that this substance can be reduced to the metallic state 
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more easily by pass‘ug its vepour over white hot metallic 
iron; but even their methed as a mode of preparation was 
soon superseded Ly Brunner's, who, to the surprise of his 
contemporaries, produced the metal by simply ‘distilling 
its carbonate with chareoal——applying ‘an old-established 
Frinciple of ordinary metallurgy. Brenner's process is used 
to the present day for the production of the metal, 

One of those cylindrical, neckless, wrought-iron bottles which 
serve for the storing of quicksilver is mado into a retort by taking 
out the acrew-plug at the centre of oue of the round ends and 
substituting for ft a short, ground-in, iron outlet pipe. | This 
retort is charged with a black dax made from a mixture of pare 
and crude bitartrate so adjusted that the Hux contains as nearly 23 

sible the proportion of free carbon demanded by the equation 

2C0;+2C=2K+8C0, Ibis then suspanded horizontally within 
werful wind-farnace, constructed for coke as fue’, At first 
mixture of coke and charcoal is epplied, to produce the right. tem- 
perature for chasizg away the moistare and enabling one to, ¢0 to 
say, vanish over the retort with borax and thus protect it egainst 
the subsoquent intense heat. After these prolirim coke alone 
is used and the five urged on to, and maintained at, its maximun 
itch, when potassium vapour spon begins to make its appesrance. 
The condensation of this vapour, however, demands special inethods 
because even the cold metal would quickly oxidize in the air and 
st most violently on Jiquid water. Brenner used to condense ths 
vapour by passing it into a small copper vessel charged with rock- 
cil (s00 Panayrrs, vol. xviii. p. 287), in which liquid the condensed 
metal sinks to tho bottom and thus essapes the air. Donné and 
Maresca dispense with rock-oil altogether ; they receive the vapour 
i ecndenser nado of tvo fet rectangular trays of wrought 
fron which fi closely upor cach oer, enclosing a space sich as 
might be used as a mould for casting a thin cake of anv onligare 
‘metal. ‘This condenser has a short neck into which the outlet pipe 
of the retort fits; end tho pize must be as short as possible, be- 
causo it is ossential (Donné and Maresca) that the hot vapour pasa 
abraptly from its original high to a low temperature, to evade 
certain range of meditm temperatures at which. the metal com- 
‘pines with-enbonic oxide into a black solid, which may obstruct 
the ontlet pips, The formation of this bye-product cannot be 
altogether avoided ; hence « long borer is Inserted into the con- 
denser from tho-firet to enable ore.to elcar the throat of the retort 
ats rioment's notice. ‘The condeuser is kept as far as possible cold 
by th constant application to it of damp eloths, As soon as the 
distillation is finished the (still hot) condenser is plunged into 
‘bucketful of rock-oil, to cool it down, the mould opened (under the 
wesolid metal taken out, The crude metal is always 
inated with some of tho bleck solid and other mechanical 
im purities, ‘To remove theso tho beet method is to redistil it 
fr m out of a small iron retort and condenso the vapour in rock- 
‘out according to Brunner’s original plan, ‘The purified metal is 
soft enough to be moulded (under rock-oil) into globular pieces, 
which ate preserved iu bottles filled to the top with the protesting 
Uguid. But even this does not provent gradual oxidation; bright 
metallic potassium can bo maintained in this condition only by 
preserving it ina sealed-up glass tube within a vaccum or fn an 
‘atmosphere of hydrogen or some other inert gas, ‘The black solid 
above referred to isa most dangerous substanee, When exposed 
to the air it turns red and then explodes cither spontancously or 
on the slightest provocation by friction or pressure. Even if kept 
under rock-oil it gradually becomes explosive, ‘The distillation of 
tassitm, in fact, is a dangerous operation, ‘which had better be 
left in the hands of specialists. 

Pure potassium is a bluish-white metal ; but on exposure 
to ordinary air it at once draws a film of oxide, and on 
prolonged ‘exposure deliquesecs into a solution of hydrate 
and carbonate. At temperatures below O° C. it is pretty 
hard and brittle ; at the ordinary temperature it is 30 soft 
that it can be kneaded between the fingers and cut with 
a blunt knife; specific gravity =0'865. It fuses at 62°°5 
©. (Bunsen), and at 720° to 730° C. (Carnelley and 
Williams), ‘e., considerably below. its boiling point, begins 
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to distil with formation of an intensely green vapour. 
When heated in air it fuses and then takes fire and burns 
into a mixture of oxides. Most remarkable, and charac 
teristic for the group it represeuts, is its action on water. 
A pellet of potassium when thrown on water at once bursts 
out into a violet flame end the burning metal fizzes about 
on the surface, its extremely high temperature precluding 
absolute contact with the liquid, except at the very end, 
when the last remnant, through loss of temperature, is 
wetted by the wattr and bursts with explosive violence. 
What really goes on chemically is tliat the metal decom- 
poses the water thus, K+H,O=KHO+H, and that the 
hydrogen catches fire, the violet eolour of tho fame bei 
due to the potassium vapour diffused throughout it, 
Similar to that on water is its action on alcohol; the 
alechol is converted into ethylate, while hydrogen escapes, 
K+(,H,.OH =(,H,.OK +H, this time without inflam. 
mation, So. strang is the basilous character of the element 
that, in opposition to it, even ammonia behaves like ail 
acid, When the oxide-free metal is heated gently within 
tho dry gas it is gradually transformed into a blue liqui 
which on cooli vozes into & yellowish-brown or fies] 
is Lody is Known as “ potassamid 
KNH, When heated by itself to redness the amide is 


= NK, +2NH,. y 
Both it and the amide decotapose water readily with for. 
mation of ammonia and caustic potash, Potassium at 
temperatures from 200° to 400° C, “oceludes” hydrogen 
gas, as palladium docs (sec “ Palladium,” under PLatmxum, 
supra, p. 193). ‘The highest degree of saturation corre. 
sponds approximatoly to the formula K,H for the “alloy,” 
or to about 126 volumes of gas (measured cold) for one 
volume of metal. In « vacuum or in sufficiently dilute 
hydrogen the compound from 200° upwards loses hydro- 
gen, until the tension of tho free gas has arrived at the 
maximum value characteristic of that temperature (Troost 
and Hautefeuille), 

Folassium Oxides, singularly, can be ptoduesd only from the 
motel, and another remarkable fact is that the one with which all 
mical students imagine thoy are so familiar—namely, “anhydrous 
potash," K,O—is little move than a fiction. According to Vernon 
Vfarcotrt, when the metal is Heated exutiounly; Eret inedry sir and 
then in dry oxygen, it is transformed into a waite mass (K,0, 1), 
which, however, at onee takes up moro oxygen withsformations 
ultimately of a yellow powdery tetroxide (K40,), fusible at a red 
heat without decomposition. ‘At a white heat it loses oxygen and 
jeaves a residue of lower oxides (KO 1). When heated ix hy drogea 
it is reduced to ordinary potash, KHO.  Whon dissolved in excess of 

acid it yields a mized solution of the respective potash salt 
roxide of hydrogen, with abundant eyclution of oxygen cas. 
Potassium Salts, —Thero is only one series of these: known,— 
namely, the salts produced by the umon of potash (KHO) with aci 

Chloride, KCL—Whis ealt (commercial name, “muriate of potesh ") 
is at presont being produced in immense quantitios at Stassfurt 
from the so-called ** Abraumsalze.” For the purposo of the manu- 
facturer of muriate these arr/assorted iuto a raw material contain 
ing approxitnately in 100 Jarts—85-65 of carnallite (representis 
yar of chloride of potdsduin); 29-25 of common salt; 
of Keser, « poculia, very slowly soluble eulphe:a of magnesia, 
Mg&oy- 1.05 B-t of tachiydrite (CaCl, 2MgCl, +12H,0); and 
sgiror components, This mixture is now wrought mainly in two 
ways. (1) The salt is dissolved im water with the help of steam, 
and the solution is cooled down to from 60° to 70", when a 
quantity of impure common salt crystallizes out, which is 
moved. The decanted ley deposits ‘on cooling and standing a 
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er cent, muriate of Potash which is purified, if desired, by 
washing it by displacement with cold water. Common salt prin- 
cipally go-s into solution, and the percentage may thus be brought 
up to from 80 to 95, The mother- liquor from the 70 per cent. 

‘uriate is evaporated down further, the conmon salt which 

tes out in the heat removed as it eppears, and the suffi. 
ently concentrated liquor allowed to coyeiallize, when almost 

carnallite separates out, which is easily decoinposed into its 
raponents (sez infra). (2) Ziervogel and Tuchen’s method. 
The crwls salt is ground uy and then heated in concentrated 
solution of chloride of megucsium with mechanicel agitation, 
“The earnallite principally dissolves and crystallizes out relstively: 
faire om cooling. ‘The ‘mother-liyuor is Good for a subsequent 
extraction of fresk: raw salt. The carnallite produced is dissolved 
in hot water and the solution allowed to cool, when it deposizs 
2 coarse granular muriate of potash containing ‘up to 99 per cont, 
of ths pure substance. ‘The undissolved residue produced in either 
Process consists chiefly of kieserits and common salt, “It is worked 
ap either for Epsom salt and common alt, or for sulphate of soda 
chloride of magnesium. The potassiferous bye-prolucts are 
utilized for the manufacture of mamires, 

Chemically pure chloride of potassium is most conveniently pre- 
pare] from pure perchlorate (see infra) by dioxygenating it in a 
Platinum Lasin at the lowest temperature and. then fusing the 

: a well-coyered platinum erncible. ‘The fused product 
solidifics on cooling into a colourless glass. Chloride of potassium 
Aussolves in water and crystallizes from the solution in auhydrous 
pabes. 100 parts of water dissolve— 


at oF 10" 20" coe 100° 0, 
292 © 320 a7 ae 566 
parts of the salt, "hen a mufficiency of 


jassed into the solution the salt is completely precipitate 
we powder. If the original solution coutained chloride of mag- 
aesinin or calcium or sulphate of potash, all impurities remain in 
the mother-liquor (the SQ, as KHSO,), and can be removed by 
washing the precipitate with strong hydrochloric acid, Chloride 
of potassiuin fuses at 738° O. (Carnelley), and ata red heat yola- 
tilizes rather abundantly. 


Chlorate, KCIO,—'This industrially important salt was dis. 
covered in 1786 by Berthollet, who “correctly designated it us 
“peroxidized muriate.” Chlorine gas is largely absorbod by cold 
caustic-potash ley with formation of chloride and hyyochiorite, 
2KHOFO=KC+KCIO+H,O. Whea the mixed solution is 
boiled it siffers, strictly speaking, a complicated decompcsition, 
which, however, in tho angin comes to tho same as if te hype. 
chiorite broke up into chloride and cllorato, Sktl0-= 2KC14 Clo, 
Hence chlorate of potash is easily produced by passing chlorise 
So hot cauatie-potash ley’ ag at once eo realize the change, 
KO +8Cl,=3H,0+5KCI+KCIO,; and this method asel to 
be followed industrisily until Liebig’ pointed out that, five-sixtlis 
of the otash can be faved by first eubstitating milk of line 
Ca(OH}, =2c0OH, for the potath ley and from the mixed solution 
of imesnalls pretipitatng, so to eay, the chloric acid ax potash 
salt by adding 1KCI for every 1caClO, present, concentrating, by 
evaporation, and allowing the KCI, to crystallize out, ‘This 8 
the present industrial provess, or the tecanice! details we must 
refer to the handbooks of chemistry. Suifles it to say that in 
practice chout 1°03 times KCl are used for every leatl0,, and 
that the & * produced is almost chemically pure after ono recrys: 
tallization, By ropcated reerystallization every traco of impurities 
i easily removed. " The crystals are colourless transparent. mono- 
clinic plates, which, unless formed very slowly, are very thin, so a3 
often to exhibit the Newton's colours, "100 parts of water diseolve—— 

at ix 50° 104-8 (on boiling) 

33 6 19 60 


parts of the salt (Gay-Lussac). The salt isalmost insoluUle in stroug 
alcohol. It is permanent in'the air, It fusca at 359° C. (Carnelley 
and at about 18° above the temperature of its formation the liq 
gives off oxygen with cvolution of Reat, and formation ultimately of 
chloride (and oxygen). ‘The salt accordingly, in opposition to any 
combustible mai h which it may be tized, Lehaves at tho 
same time as a store of highly-condensed loosely-combined oxrgen 
and of poteutial heat. Hence its manifold applications in artillery. 
and pyrotecknics are easily understood. To give one example of 
the readiness with which it acts as a burning agent: a mixture of 
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it aud sulphur when struck with a hammer explodes loudly, the 
incchanical blew sufficing to produce locally the temperature neces: 
sary for starting the reaction. When the salt was still a novelty 
it iras tried as a substitute for tho nitre in guepowder. Such 
powder, kowever, proved too good to be safe. More recently a 
inixture of 49 parts of the eblorate, 23 of sugar, and 28 of prassiate 
of potash was racommended by Pohl as a preferable substitute for 
gunpowder, but this powder has never come into actual use any- 
Where, We must not forget to point out that mixtures of chlcrats 
of potash and combustible substances must on no account be made 
ina mortar; this would be scre to lead to dangerous explosions. 
‘Che several ingredients must be powdered separately and only then 
bes raixed together on a sheet of paper oF on a table, all unnecessary 
pressure or friction being carefully avoided, 

‘The decomposition of chlorate of potash by heat is greatly facili- 
tated by adinixture of even small proportions of certain solid oxid 
€.9., oxide of copper, of iron, or of manganese. The oxygen, it 
tite’ caso of binoxide of manganese, for iustance, eomes off below 
the fusing point of the salt, Hence a salt contaminated with even 
snail proportion of heavy metallic chlorate cannot (in general) 
Yo fused without decouiposition, ‘The writer observed this acomaly 
with & commercial chlorate which happened to contain about ono 
half per cont, of chlorate of zinc. The aqueous solution of the salt 
is nentral and bears prolonged boiling without decomposition. On 
acidification with dilute sulphuric acid it assumes the reactions of 
a solution of chloric acid, é.c., of a powerful but readily controllable 
oxydant. In this capacity it is uscd in calivo-printing as a 
“discharge.” In, the same industry it serves for making tho 
chlorate of soda reedod for the production of aniline black. In 
the chemical laboratory {t is ii constant requisition as a source of 
oxygen and as an oxidizing agent, In the hauds of Mariguac it 
served for the determination of the iinportant ratio KC! : 2 

Perchlorate, KOO,—Tho decompesition of chlorate of potash by 
heat, if catalytic ayents like MnO,, &e., are absent, proceeds by two 


stages, In tho first the salt breaks up thus, 
+ KCIO, ; ia the second the perchlorate at a higher tem, erature is 
decoruposed into chloride and oxygen. ‘The termination of tho 


first stago is marked by a slackening In the evolution of the ox 
and by the residual salt (which, at the beginning, iy a thin tin 
becoming panty, From the sixture KCI+ KCiO, the cloride 
extracted by lixiviation with successive instalments of coll water. 
‘Tho residual perchlorate is rery easily purified by recrystall 
{compare pure chlarile of potessuie, sujra) Percklorate of potas 
Aissolyes in 89 parts of water of 10°C, at.d in far less of boiling water. 
It is absolutely insoluble in absclute alcool. It begins to give 
off its oxygen at about 400° C., which is Lelow its fusing pout, 
‘Tho salt hias been recommendea as 4 sudstitute for chlorate in 
pyrotechnic mixtures, because it contains more oxygen, and yet, on 
account of its greater stability, is a less dangerous ingredient. 
Bromide, KUr.—This salt is formed whon bromine is dissolved 
in eaustic-potash ley. ‘The reaction is quite analogous to that go- 
ing on in the caso of chlorine ; only thethypobromite (KBrO) frst 
produced is far less stable than hypochlorite, and vanishes after 
short heating. ‘Tho addition of bromine inued until the 
liquid ia permanently yellow and retains its colour after short heat- 
ing. Tho solution is then evaporated to dryness and the bromate 
Ugcomposed by cautions heating. A mnall ‘portion of t 
breaks up into K,0 + Br, +50 ; hence the residual bromi 
taminated with alittle freo alkali ; but this is easily set right by 
tralizing its solution with hy drcbromie acid. ‘The salt erystal- 
in colourless transparent cubes, easily solublo in water. It 
wil in madicine for quieting the nerves,—to cure sleeplessness, 
also (internally) as a local ‘ancesthotic preparatory 
cperations on the larynx or the eye. The dose of the pure 
T free) salt for adults edn safely bo raised to 2 grammes (about 30 
Erains).” It is also used in photography. 
Jodids, KI.—Of tho very numerens methods which have been 
7 for tho preparation of this important salt the simplest 
yy the best) is to dissolve in a eaustic-potash loy (which 
1s dilute enough to hold the rether difficultly soluble iodate KIO, 
in solution) enough iodine to produce a permanent yellow colour 
(the iodine passes at once into SKI+KIQ,; the hypo body KIO 
has no existence praviieally) and to deoxidése tho iotate, which ia 
done most conveniently by adding a sufficiency of powdered. char- 
coal to the solution, evapirating to dryness in an iron vessel, and 
heating the residue, The oxygen gocs off es CO, at a lower tem- 
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perature than that which would Le needed for its expulsion as 
oxygen ges. The reshive is dissolved, and the solution Sitered and 
evaporated to crystallization. ‘The salt comes out in colourless 
transparent eubcs, very casily soluble in oven cold water, The 
st forins opaquo milk-white erystals, which, ase 
are preferredto the clear sali, although they: are 
produced by causing the salt to erystallize from a strongly alkaline 
solution and by drying the crystals (inally) in a stream of hot air, 
and although throng the former operation they are at Jeast licble 
nearbonate. Iodide of potassium acts far more powerfully 
‘on the human system than bromide, and therefore is administered 
in smaller doses. It is used against skin-discases, and also for 
eliminating the mercury which settles in the system after long- 
coutioned administration of mereuriel medicinear It is also used, 
far more largely than tho bromide, in photography. See Puoto- 
ORAERY, passin, 

Sulphate (Ky80,) used to be extrected from kainite, but the 
grocess is non given up because the salt can be prodaced cheaply 
enough from the muriate by decomposing it with its exact equi- 
valent of oil of vitriol and-caleining the residue. ‘To purify the 
crue product it is dissolvad in hot water and tho solution filtered 
and allowed to cool, when the bulk of tho dissolved salt erystallizes 
out with characteristic prompaitode. The very beantifl (anhydrous) 
crystals have os a rule the habitus of a double six-sided pyramid, 
but really balong to the rhounbic system. ‘They are transparent, 
very hand, and absolutely permanent in the air, ‘They have a bitter 
salty taste, 100 parts of water dissolve— 

0 107 0, 


8:36 25 
parts of the salt. Sulphate of potash fuses at a strong red heat, 
and at this temperature volatilizes, for an alkaline salt, rither 
‘The chloride, weight for weight, volatilizes at ten times 
Gunsen), Sulphate of potash ‘used to be gmployed in 
ine, but is now obsolete. ‘The crude salt is used occasionally 
he manufacture of glass. 
Bisniphote (KSO,) is readily prod cod by fusing thirteen parts 
ef the powdered normal salt with eight parts of oil. of vitriol. It 
dissolves in throe parts of water of 07 C. ‘The solution behaves 
pretty much az if its tivo congeners, K,SO, and I1,S04, were present 
side by side of each other uncombined. ‘An excess ‘of alcohol, in 
fret, precipitates normal sulphate (with little bisulphate) and free 
aemains in sole Similar is the behaviour of the fused dry 
salt at a dull red it acts on silicates, titanates, Ko, as if it 
were sulphuric neid raised beyond its natural boiling point, Hence 
its frequent syplication in anniysis ase disintcqrating agent 
For the following potash salts wo refer to the articles named :— 
Chrometes, seo Citnoniwns Cyaaite and Ferracynide, Prvssio 
Act 5 Ciloropiatinate, Puattxum (supra, p. 192}; Nitrate, Nitro 
ORS (vol. xvii. p. 518); PAosphotcs, Puoernorus (vol. xviii. pp. 
£18.19); Oxatates, Oxatic ActD; Suiphides and Sudphites, SULPHUR; 
Silicetes, Gi.ass (vol. x. p. 655 99.) and Siitca ; Tartrates, TARTAnIC 
Acrp. For potash salts no: named, sce the handbooks of eliemistry. 
Rwhrdium and Crsium.—-When Bunsen and Kirchhoff 
in 1860 applied their method of spectrum analysis to the 
alkali salts which they had extracted analytically from 
Diirkheim mineral water. they obtained a spectrum which. 
in addition to tne tines characteristic tor soaium, potassium, 
and lithium, exhibited two blue lines which were foreign 
to any other spectrum they had ever seen, They accord- 
ingly concluded that these lines must be owing to the 
presence of a new alkali metal, which they called ‘“csesium,” 
Bunsen at once resumed the preparation of the mixed alka- 
line salt with 44,000 litres of Diirkheim water, with the 
view of isolating the cesium in the form of a pure salt; 
and he was more than successful—for the new alkali 
salt, after elimination of all the ordinary alkali metals, 
proved to be a mixture ‘of the salts of two new alkali 
metals, which he succeeded in separating frota each other. 
For one he retained the name alreacly chosen; the other 
he called “rubidium,” on account of tha presence in his 
spectrum of certain characteristic red lines, Since Bunsen’s 


ion, 
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time these two metals have been discovered in a great 
many native potassiferous materials—minerals, mineral 
waters, plant ashes, &e—but in all cases they form only 
a small fraction of the alkali, the cesium in general 
amounting to only a fraction of even the rubidium. One 
solitary exception to both rules is afforded by a rare 
mineral called ‘pollux,” which is found only on the island 
of Elba, Plattner analysed this mineral in 1846 and 
recognized it asa compound silieate of alumina, oxide of 
iron, soda, potash, and water ; but his quantitative analysis 
came up to only 92°75 per ecnt., and he could not ace 
for the 7-25 per cent, of loss, ' After Bunsen’s discovery 
Pisani analysed the mineral again, and he found that it 
contained no potash at all, but, instead of it, a lar, 
percentage (341) of cxsia, Revaleulating Plattner’s analy- 
sis on the assumption that the presumed chloroplatinate 
of potassium was really chloroplatinate of casium, he found 
that the corrected numbers did add up to near 100 and 
agreed with his own, Rubidium, singularly, is absent from 
this mineral. 

That both rubidium and eestum are contained in sea 

ater might well be taken for granted; but it is worth 
while to state that Schmidt of Derpet actually proved the 
presence of rubidium, and even determined it quantita- 
tively, 

For the preparation of rubidium compounds one of the best 
materials is a mixture of alkaline salts, which 3 a bye-product 
in the industrial preparation of carbonate of lithia from lepidolite. 
A supply of this salt mixture which Bunsen worked up contained 
20 per cent, of chloride of rubidium, 93 of chloride of potassium, 
and 36 of common salt, but very litle cesium ; his supyly came 
from the Saxon or Bohemian mineral. The lepidolite ot Hebron, 
Maine, United States, on the other hand, is rick in caesium 
Another practically available sourco for ewsium is the mother. 
iiquor salt of Nauheim in Germany, Tt yielded, to Dottcher 1 
per cent. of its weight of the chloroplatinate PtCl,Cs,. 

Bunsen’s method for the extraction of the two rare potassium 
from a given mixture of alkaline salts is founded upon the 
nt solubi ity of the several alkaline chloroplatinates, Accord 
ing to him 100 parts of water dissolve— 


Pubidium Casta 
ois 007 
or oor 
On Ont 


arts of the several salts, The chloroplatinates of sodium and 
ithivm are easily soluble even in cold water, so that chloride of 
platinum, doos not precipitatn theso two metals at all. Honce, 
supposing we boil a given mixture of chloroplatinates of potassium 
and (say) ruhidiam with a quantity of water insufficient to dissolve 
the whole, part of heth salt Tisolve ;, but the residual ehloro. 
platinate will be richer in rnbidium than the dissolved part. And 
supposing, on the cther hand, we add toa mixed solution of the 
two chlorides a quantity of chloroplatinic-acid solution cient 
to bring down ths whole of both snetals, the rnbidiam will accuma- 
lite in the precipitate and the potassium in the sal At is 
also casily understood thet, if the amonnt of reagent added falls 
short even of that which would be needed by the rubidium if present 
alone, a very nearly pure PtCl,Rb, moy be expected to come dow: 
Any dry chloroplatinate is easily reduced to a mixture of metallic 
platinum and alkaline chloride by the simple operation of heat- 
ing in hydrogen to about 300°C.” The chloride eam be dissolved 
ont, and thus again made amenable to fractionsl precipitation by 
tinum solution, and the platinum be reconverted into reagent 
means of aqua regia. Hence the procesa is not so expensive 

as it might at first sight appear, 
to Bunsen's, 


Redtenbacher has worked out an analogous process 
founded upon the difvrent solubility of the three «lums—Al.R(SO,), 
+12H,0. At 17°C. 100 parts of water dissolve of the alum of 
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parts. Sodium and lithiwn alum are very easily soluble in water, 
and remain dissolve] in the first mother-liquor when the mixed 
alum of K, Rb, and Cs crystullizes out, ‘These thie alums are 
by repeated crystal"ization, and the rare alkalis recovered 
m their respective alums by’ precipitation with chloide of 
platinum. ; ‘ 
‘The separation of rabidium and cesium offers great difficulties. 
According to Godeffroy an approximate separation may be effected 
by dissolving the mixed chlorides in strong hydrochloric acid, and 
‘adding a solution of terchloride of antimony in the same menstruum ; 
the casium (chicily) comes down as SbCI,+5C:C1; the ttk of 
the rubidium remains dixolved. The two rare alkali metals are 
40 closcly similar to potassiam that it will suffice to give a tabular 
statement of tho principal points of difference, By way of intro. 
duetion, however, we may ste‘ that rubidium metal was prepared 
by Banten from the block Lax obtained by igniting tho bitartrate, 
by Brunner's method for potassium. Metallic eesiuia, it scons, 
cannot be thus obtain: tin 1883 Sctterberg made it by th 
electrolysis of a fused iniature of the cyanides of catsium and barium, 


Polasstem. —wbldlum, = Carsium, 
Atomse weights O=16 .....,E=S0125 “Rus aay 
PSpeaite grat! oss 1s 1-89 
Pacing point es is welre 
paraten RHO Wary alas to one another the basiity Incr 
a eee pide wupran + TRertaanent ta ur. Dellgseecent, 
Jessesesesed Alineat inscluble Bore aolatie than Rel, 
in slechol. Boluble in alvohcl 
Tht pats wher At= 70.8 2 190 
‘lve. {ere ots a ? 
Carbenaies, 1.06) iii very soluble tn water, 
Tod arts otatesboitls Fae aoc 9 om m4 
tune iticy decreases »—+ 
Crioreplatinates | (wide rapre). 
Analysis.—In this section we treat of the detection and determin- 
ation of alkali metals generally. If the given substance is a solid, 
42 good preliminary testis to heat about one centigrainme of it atone 


end of a fine platinum wire in the flame-mantlo 

ina blow-pipe flame just at th: 
alkali salts are sufficiently volatile to impart to the flame the 
colour characteristic of the respective metallic vapour, Certain 
native silicates and certain other compounds do not volatilize, but 
these can be rendered amenable to the test by mixing them with 
sulphate of lime and shen applying the fams, whereupon alkaline 
sulphate is formed which yolatilizes, The flame-colours are— 

Potassium, Rubidium, Cactun, Sodium Lithivre, 
me let. Yellow. Rad. 

These flame-reaetions are very delicate but not conclusive, because 
im the case of mixtures séveral colours may be radiated out at the 
same time, and one may eclipse all the rest—this holds, for instance, 
for things containing sodium, whose flame-colour is more intense 
than that of any other motal—or a mixed colour may be prodaced 
which the eye is incompetent toanalyse. The spectrum apparatus 
here comes in usefully ; and by means of it it is in general possible 
to ee the lines characteristie of the several metals in presence of, 
‘or at least after, one anther, Lecause asa rule the several metals 

present as compounds of different volatility. 
For a thorougi aualysis it is necessary to begin Ly bringing the 
substance into aqueous or acid solution, and next to eliminate all 
thet is not alkal! metal by suitable methods. A certain set of 
heavy metals can be precipitated es sulphides by means of sulphur. 
etted hydrogen in the presence of acid, all the rest of these by 
meeus of sulphide of ammonium from an alkaline solution, From 
the filtrate, tarium, strontium, and calciom are oasly Precipitated 
Ly means of carbonate of ammonia on boiling, so that, if the filtrate 
from these eaitonates is evaporated to dryness and the residue 
Kept at « dull red heat long enough 12. drive avvay the ammonia 
salts, nothing can be left but solts of slkali metals and magnesium, 
This residue is dissolved in a small quantity of water, and any 
residual basic salt of magnesium filtered off The filtrate is then 
ready to be tested for alkali metals as follows: {f magnesia bc abscat, 
potassinm or rubidium (not ecxsium) can be detected Ly addition 
{to a neutral or feebly acetie solution) of a saturated solution of 


fa Bunsen lamp, 
end of the inner eono. Most 
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bitartrate of soda, Potessium and rubidium come down as crys- 
talline bitartrates, Tho reaction may take some time to become 
manifest, but oqn be accelerated by vigorous stirring. Ina separate 
quantity of the solution lithium may be searched for Ly means of 
aurbouste of sola or trisodie phosphste as exolained under Lirutivat 
(vol. xiv, p. 697). For soda we have uo chatasteristic precipitant, 
Tn any case ths spectram apparatus should be used for controllin, 

and, if nesessary, eupplomenting the wet-way tests, ‘The ease of 
magnesia being present noed not be specially considered, Yecatise 
the qualitative method will easily be dedated from what is wid 
im the following paragraph. 

Quantitative Veterminations.—An exhaustive treatmont of this 
subject would be out of place here, We confine ourselves to twa 
eases. (1) A wixture of alkaline chlorides only, In this case the 
Potassium (including KU aud Cs) is bast separated ont by adding 
& quantity of chloroplaticic-acid sclution sulicient tu convert all 
the metals into chloroplatinates, to evaporate to dryness Uver 
water-bath, and from the residue to extract the lithium and sodinur 
salts by lixiviation with alcoliol of 70 per cent, (by weight). ‘The 
residual chloroplatinate is collocted on a filter, dried at 110° C., and, 
if Rb and Cs gra absent, weighed as chloroylatinate of potassium, 

Pt KCPtCl,K, x 0°3077 KCl. The cliloride of sodium is deter- 

mined hy diflerence—if lithium be absent, ‘The ease of its presence 

cannot be here considered. (2) A mixture of alkalis contbined with 
sulphuric acid, or such volatile acids as can be expelled by sulphuric. 

In this ease it'is best to Login by couvorting the whole into neutral 

sulphates, and then to apply the method of Finkenor, which, 

ainougst other advantages, offers the ono that it dovs nuf“demand 
the absence of magnesia. The mixed sulphate is dissolved in water 
and the eolation mixed with a littl, more than the volume of 
chloreplatiuie acid ("platinum solation") demanded by the pot- 
assium (Rb and Cs), ‘Che mixture is placed ina water bath acd, if 
necessary, diluted with suflicient water to bring the whole of the 
precipicated chloroplatinste into hot solution, The solution is then 
evaporated very nearly to dryuess (on the water bath, with continu. 
ous stirring towards the end to avoid formation of erusts), allowed 
to cool, and the residue mixed, first with twenty times its volume 
of absolute alcohol, then with ten volumes of absolute cther, The 
nixture is allowed to stand in a well-coveved vessel for sonie hours, 
to enable the precipitate to settle completely. ‘Tle precipitate con- 
tains all the rotassium as chloronlatiiyate, and mast of tia sodis 
and magnesiura, and also part of the lithium in the su!phate form. 
It is washed with ether-alcohol (to complete filtrate A), and thon 
lixiviated as quickly at possible with cold concentrated solution of 
salattmonlac which dissolves away the sulphates (trate Bl. ‘The 
residual chloroplatinate is dried within the filter in a porcelain eru- 
cible, whicis is next heated so as to char tre paper at tlie lowest tem- 
perature. ‘The residue is then ignited gently iu hydrogen, end from 
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Cyanogen, (NC);—When dry merenrie cyanide is heated it 
breaks up, below redness, into mioroury and cyanogen gas; part of 
the latter, however, always stfers polymerization into a solid called, 
“paracyanogen,” and prestined to consist of molecules (NC),- 
Cyanogen gas is coloitrless ; it has the specific gravity demanded by 
ils formula, It possesses a peculiar odour ang has 4 characteristic. 
unitating offect on the eyes and mucous membranes of the nose, 
Itis poisonous, By strong pressure it ia condensiblo into a liquid 
which freezes at - 34°"4 G., and has the following vapour-tonsions 
Pat the temperatures ¢ stated — 

i= 207 -10° O° +10" +20° C. 

Ps 1 185 27 «38 5B atmos. 

At ordinary temperatures water dissolves about 4‘b times, eleohol 
about 28 times its volume of the gas. ‘Tho solutions are lisble ta 
(vory complex) spontaricous decomposition, The list of products 
included oxelato of ammonia and trea, Cyanogen burns with a 
characteristically beautiful peach-blossom coloured flame into car- 
bone acid and nitrogen, “TMs gaa eyenoyen, os already stated, is 
to cyanides what eblorine gas Cl, is io chlorides, but it is well’ ta 
romember that the analogy, though perfect in regard to the corre- 
sponding formule, docs set, aa a rule, extend to tho conditions of 
formation of the bodice represented, ‘Ths eyn2ogen does no: unite 
with hy to prussic acid, nor does it combine with ordinary 
metals in the chlorine fashion,’ When passod over heated potas- 
sium, it is true, it combines with it into cyanide; and caustic 
potash -loy absorbs it with formation of eyanide’end cyanate 
(NCO. R), just as chlorine yields chloride and hypochlorite KC1O ; 
bat this is about the sum-total of the analogies in action. Yet 
metallic cyanides of all kinds can be produced indirectly. 

Cyanide of Potassium, NC.K.—An agacous mixture of the quan- 
tities NCH and KHO no doubt contains this salt, but it smells of 
the ecid, and on evaporation behaves more like a mixture of the 
two congonors thon in any other way. An exhaustive union cap 
be brought about by passing NCH vapour into an alcoholic sclution 
OtKHG; the salt NG“K thea comes down as. crystalline precipt- 
tate, which must be washed with alesbol and dried, cold, over 
vitrlol. A more convenient method is to dehydrate yellow prussi- 
ate and then decompose it by heatifig it to redness in an iron 
crucible. ‘The FoNO) part of the stlt breaks up tato cysnogen 
and nitrogen, which go off, and a carboniferous finely divided iron, 


"\-acot wonacrs, wauirevarae of potmadhinn, wascirbv unk Yettperscuré 
isa thin fui 
cient promptitude to enable one to decant off the bulk even of the 
fussd cyanide, According to private information reesived by the 
vriter a French manufacturer uses a certain kind of very porous 
fireclay as sn edicient filtering medium. 


‘Yet the iron sometimes refuses to settle with gnill- 


‘The ordinary “cyanide of potassium" of trade is not strictly 


that at all, but at best.a mixture of the real salt with cyanate. It 


tho resulting residue the chloride of potassium is extracted by water, ret 4h 804 furs i hy i 
hy v1 redg rr y fusing « mixture of eight paris of anhydrous prussiate 
oom tistninteed meta gaeenenpn cy kathasise a thee pata of sahydrovscatonato of potaty allowing the 


residual platinum weighed to check the potassium de:ermination, 
After removal of the ether and slechol from filtrate A by dis- 
tillation, the two filtrates Aand B aro mixed, evaporated to dry. 
ness, the ammonia salts chased away by heating, and the residue 
is reduced (at about 300° C,) in hydrogen to bring the platinum into 
the form of metal, from whieh the magnesia and alkali selts are 
easily dissolved avay by meaus of water or dilute acid, ‘The whole 
of the salts are shen mnade into neutral sulphate, which is weighed 
and then dissolved in a known weight of water, The lithium and 
the magnesium aro determined in aliquot parts of the solution and 
caleulated as sulphates, ‘Tho soda is foand by difference. A case 
intermediate between (1) and (2) often presents itself in practice. 
We refer to the commercial muriate froin Stassfurt. In sseh an 
impare moriate the potwsslam ean Le determins? prompily, and 
accurately .by adding to the very concentrated solution of the 
substanca a large excess of a very coneentruted solution of chloro. 
platinie acid,—* excess” meaning more platinum than necessary 
to make all ‘the metals into chluroplatinates, ‘The precipitate is 
allowed to settle, collect-d on a stall filter, and Washed, first 
with successive instalments of a platinum solution (contaiaing & 
per cent. of metal), then with ordinary alcohol rit is uext drfed, 
and weighed as above (Tutlock’s mathod slightly modified). Ia 
exact analyses the stall quantity of potassfura which pusses into 
the filtrate is recovered-—ultimately Ly Finkener’s method—and 
allowed for, 


{o comple! 
fase. The 
‘the process was reall 


milky white stone-like solid. 


reaction 


(NOWFo. Ky+KsCO,=CO, + Fo+ SNOK+K.NCO 
anata 
itsolf and the iron to sctile, and decanting off the clear 
product goes by the name of “Licbig's cyanide,” but 
ly invented by Rodgers, 

Fused cyanide of potassium ascumes on cooling the form of a 

It fusca readily ata rod heat, and 
at a white heat yolatilizes without docomposi ion, provided that 
it is under the influence of heat alone; in the presence of sir 
it gradually passes into cyanate; when heated in steam it is 
converted intd carboaate of potash with ovolution of ammonia, 
carbonic oxide, and hydrogen. When hex'ed to redness with any 
of tho mor eqsily rodneible metallic oxides it reduces thera to the 
motallic state, while it posses itself into cyanate. It also reduces 
the corresponding sulphides with formation of sulphocyanats ; for 
example, YS or O)¢NOK=Pb+NC(O or S)K. Hence its fre- 
quent application in blowpipe analxix. Wher heated with chior- 
Ates or nitrates it reduces ther with violent explosion. ,"The aqueous 
solution of the salt hase strongly alkaline reaction ; it smells of 
hydrocyauic acid and is seadily decomposed by even such feeble 
Acids as aetio or carbonic, Tt readily dissolves proviitated chlor~ 
‘do, bromide, and iodide of silver 5 thls i th bass of Ie appliction 
im photography. Large quantities of tho salt are used in electro- 
pleting, 


1 


POOR MAN'S JAMES BOND Vol. 1 


Other Binary Cyanides.—Of these only a fow can be noticed here 
(1) Cyanide of sodium is very similar to the potassium salt. 
samo remark, in a more limited senso, holds for tha cyaniies 
of berium, strontinm, and calcium, (2) Cyanide of ammonium 
(XC.N)) forms erystals volatile at 36° C. and smelling of aamonia 
and bydrecyanie acid. Tho solution in water decomposes spon- 
taneously, pretty much like that of the free acid. But the anhy- 
drous vapour by itself stands a high temporaters, as is proved by 
tho fact that it is prodneod. largely wien ammonia is passed over 
red-hot charcoal, C+ 2N1{,=H,+NCH.NHy. (3) Mercurie cytnide, 


Tg(NO)q forms very readily when mercuric oxide is dissolved in 
The solution on eve: 


ably by dilute su)phuric or nitric acid; boiling hydrochlorie acid 
tliminaten the NG 


mpted to 
Neate 


‘ddition of hyroeyanie atid or canis 


similar 
in appearanes to chloride of silver and, like it, iasolu 
mineral acids, but soluble in ammonia, At a red heat it is decom- 
posod with formation of a residue of carbon{ erous metallié silver. 
Precipitated cyanide of silver, though insoluble in hydrocysnic acid, 
dissolves readily ia cyanide of potassinm with formation of.argento- 
cyanide, Agk .(NC),, which is easily obtained in crystals, porma- 
nent in the air and soluble in eight parts of cold water, Chloride 
of silver dissolvon in cyanide of potassium solttion as readily a3 
the cyanide docs and ‘with formation of the tare double calt— 


AgCl+2KNC=KCi+AgK(NO)., This salt is need ver sly in 
dlectro:plating. (2) Zear.—From a solution of the acaints cyanide 
of lead is precipitated id or cyanide 
of potassiim. ‘The eptional pro- 
(3) Zine, — 

cipitate readi 


und by chlorire (com: 
es of silver, rine 
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ator, and CuN+} 


posed by water with elimination cf Cu.NG ‘The solution ot 
GNC.K selt is not precipitated by stlpburotied hydiogen. Solu- 
tions of sio-cyanides of cuprosum are used in electro-plating. 


(6) Gold —etallie gold dissolves in cyanide of potassiam solution 
in the presence of air, thus— i 
Ant 2KNC+40=7K,04AuK. (NC), 

This auro-cyanide of potassium is used Iurgrly for slectro-¢{lding, 
for which pi it is conveniently prepared as follows, Six parts 
of gold are dissolved in aqua regia and tho solution is Dprecipilated 
by ammonia. The precipitate (an explosive compound known as 
“falminating gold") is dissolved in a solution of six parts of cyanide 
of potassium, when the double salt is formed with evolution of 
acimonia. ‘The salt crystallizes in rhombic octahedra, soluble in 
seven parts of cold water. 

In the following potassio-cyaiidee tha hoavy motals cannot be 
detected by means of their crlimary precipitant’; these salts all 
behave like the potassium salts of eciapler 1a‘licals remnposed of the 
heavy metal and all the cyanogen. (7) Cobalt. —Cyanide of potes- 
sium when added to a solution of a cobaltons galt (CoCl,, ke.) gives 


cyanide is 
Co(NO) + 4KNO+HCl= KCI + 3H, + 

Cotalti-cymide of potassium, (NC)Co”.Ky, forms yellow erystals 

isomonphoce rth Qvoae of ned presente 

mark 


J 


Ky + Cl= KCI + (NO)gfs"”. Ky? 


0 In its reaction analogous to 
ordinary yellow prussiate. ‘The same group, (NC4Fe, which in 
the Intéar acts as'a four-valent, in te 701 salt. plays’ tho part of a 
tri-valent ‘radical, (NC)¢fe. But the radical thus modified has 
a great tendency to assume the four-valent form; hence an 
alkaline solution of red prussiate is a powerful oxidizing agent, 
(NC)gfe.Ky+ KHO=(NC)Fe. K,+HO. The HO goes to tho reduce 
ing agent. Like the yellow salt, red prussiato is not poisonous, 
Teast when pure: 


1 Here wo tse the symbol “ fe as designating 86 parts of ferric iron,—"' Fo” 
the sane quantity of ferrosam. 


recipitate ; 
‘hes blue 
Pigments, 

uo” for 
(3) and {4) respectively. ‘The latter has been thus known for 
now half a century ; yet the constitution of the precipitates and 
the true rationale of their formation have besn fuly' cleared up 
only during the last few years. The main results of the researches 
referred to are i d in the following parogrephs 

(l) Ferro-cyanide of Hydrogen, (NC),Fe, Hy, is obtained as a white 
erystalline precipitate when air-free concentrated solution of yellow 
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precipitata is mixed with hydrochloric acid and ether. It is easily 
soluble in water and, in alcohol. An aqueous solution of it is pre- 
pared for technical parposcs by mixing a strong solution of yellow 
prussiate with onough. tartarie acid to bring down the potassium 
as croam of tartar, When the solution of this ferro-hydrocyanic 
cil is boiled half the eyanogen gots off as NCH, while the other 


remains as part of a whito, rather unstable, precipitate, (NC),Fé He 


‘When tho solution is exposed to the sir, especially at higher 
temperatures, part of the cyanogen goes off as NCH, another part 
sulfors oxidation into H,O-+ NG, and this latter combines with the 
Fe(NO), of tie original compound into blue bodies similar in their 
general properties to prussian blue. This latter change is utilized 
{i calico:printing for producing patterns of, or dyeing with, Pras 
sian blus, The whita precipitate (NC),Fe,i° may be looked upon 
as an acid of which 7 J 

(2) Boerett’s Salt, (NOFe. f°, is the potash salt, ‘This salt is 


Produce in the ontinazy process for making prussic acid (see above). 
is probably identical with the white precipitate produced when 
ferrous salt is decomposod by prussiate of potash. Everett's salt 
when exposed to the sir quickly absorbs oxygen and becomes blue ; 
the reaction, a3 W: slowed, assures « eumple form whew 
tho precipitate is Loilod with nitric neid, One-half of the potassium 
in then oxidized away, and a blue double ferri-cyanido of potassiium 
and ferzosurm takes tho,place of the original precipitate :— 
(NC),Po. K,Fe=4(K,0 as nitrate) + {(NO)gfe} “"Fe"K’, 
Witllamson’s bine, 
‘This blae when boiled with ferro-cyanitte of potassium is reconverted 
into the original Everett's salt with formation of a solution of red 
prussiate— 
(NO)gfo KFo" + Ky"Ky. Fe(NOy=(NO),fo. Ky + Fe 
Ted prussiate. Ev 


‘C),. Fel 
rete 
‘tho asterisked radicals changing places, 

(3) Soluble Prussian Blues taomaric with Williamson's blue. Te 
{s pronueed by rnixing a solution of ferrie salt with exes of yellow 
prussiate, which, however, is an old. process ; what has beon ascer- 
tained lately is that the very samo precipitate is produced by addi- 
tion to a ferrous salt of an excess of red prussiate. 


I. (NO) fo. Ky + FeCh =2KCl +(NO)jfe. KFe=B', 

Il. (NO)gFe, Ky + feCly = 8KC1+(NC),Fe. Kio= Be, 
B’ and B" in the formule look different, but the differenca is omy 
‘apparent; in either case the group (NC) is combined with Fo aint 
Me and 1K; the , bodies are identical’ (Sleraup ;* Reindel). ‘The 
precipitate B, though inaclublo in salt solutions, ts soluble in pure 

‘ater, forming an intenesly bie solution; hence the name, 

‘ow the potassium in soluble prassian blue can be displaced 
iron in tio aye, namely, by digestion with bolations of letova ce 
ferric salts. “In the fornser Gavo {NC)feFeK Becomes (RC) feFey, or 
grepirically (NCysFa this Gmelin’s(“Turmbel's) bine, Tn tho 
latter caso (NC),#efek becomes (NC),Feles, or empiricslly (NC) Fey 
this is prussian blue as discovered by Disebach. Contrasting this 
latter formula with that of Gmelin’s blue (NC)sFeqy, we sce that 
the latter needs only lose }Fe to become prussian Liue ; this sur. 
plus iron in fact can bo withdrawn by moans of nitric acid. 

In the manufacture of prussian blue the general process is to 
urst precipitate ferrous sulphate with yellow prussiate and thon-to 
fully oxidize the precipitate by means of nitric acid or chlorine as 
far as the oxygen of the air does not do it. ‘The following receipt 
is recommended amongst others. Six parts each of green vitriol 
and yellow prussiate are dissolved separately, each in fifteen parts 
of water, and the solutions mixed. One part of concentrated sul- 
phurie acid and twenty-four parts of fuming muriatic acid are then 

idded, and after standing some hours also a solution of bleachin, 
powder in instalments until the blue colour is fully develo} 
“Turnbull's” blae is made by precipitating red prissiate of potash 
with excess of ferrous salt ; but it is easily seen from what was 


sid above that the use of this relativ: double cyanide 
might bo dispensed with, ‘The properties of the two pigments are 
Poy meh the sams, ‘They are sold in the form of solid cakes or 


lumps, which, in addition to their blue eololr, present a coppery 
lustre on frecture. They ara stable against acids, but sensibly 
affected (Jeached) on prolonged exposure to suhlight; and, altbou 

{hey stand noutral soap fairly well they ar decomposed promptiy 


by solutions of even the carbonates of the alkalis with formation 
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of hydrated oxides of iron. ‘The cheaper commercial varieties are 
more or less largely diluted witi clay, eulphate of baryta, &c. - Pure 
yrussian blue dissclves readily in a dilute solution of dxalic acid ; 
The intensely blue solution used to serve asa tuo ink,-but haa 
come to be superseJed by the several more brilliant bluca of the 
coal-tar series. Those tar-blues have displaced prussian blue also 
fm other applications, and as a commercial pigment it has besides 
to struggle against ultramarine, In short, it has gone very much 
out of use, and as a consequence the manufactare of Yellow prussiato 
is no longer so remunerative as it useil to be. ; 
Analysis of Cyanides.—Aa hydrocyanic sci and cyanide of 
jum are dangerously poisonous, and the latter at-leait is easily 
procured in commerce, the detection of cyanogen in this state of 
Combination is one of the problems of forensic chemistry. To 
detect such cyanogen in, say, the contents of a stomach the first 
Stap to to distil foe mane titer acidication ‘with tertacio acid, 
which decomposes ¢; of potassinm but dose not liberate prussic 
fell from praasian Blue (or even pramia‘e of potash). IF the dis: 
tillato gives no precipitate with nitrate of silver bydrocyanic acid 
ie sbornt, #£ St does the precipitate may hava. been proluced by 
hydrochlorie acid, which may then be eliminated by redistillation 


‘with borax or sulphate of soda, neither of which affects NCH. But 
tren i the presence of chlorides tho following two tests gige perfect 
certainty. (1) A solution of hydrocynnic acid, when alkalinized 


ith eaustic potash and then anixed with, first ferroso-ferric salt 
and then excess of hydrochloric acid, gives « precipitato, or at least 
‘a green suspension, of prassian blue.” (2) A solution of NCH, when 
mixed with ammonia and yellow sulphide of ammoniutn, is changed 
info ong of walphoeyanats of sramonfum, which, ser alot the 
excess of roagenta by evaporation at a gentle heat, strikes an intenso 
find vory characteristic rel colour with ferric aaley, which ealoat does 
rot vanish (a8 that of ferrie acetate does) on even ntrong acidification 
with mineral acid (Liebig’s test). ‘Tho quantitative determination 
of eyanogen given a5 an tqucons eclution of hy drecyanie acid or 
cyanide of potassium can (if haloids are absent) be effected by adding 
excess of nitrate of silver; then acidifying, if necessary, with nitric 
‘acid, filtering off, washing, drying, and weighing the cyanide of silver 
ds NOm 134 corresponds to NCH =27 pmrts, A more ex: 
has been invented by Licbig. A known quantity 
esio acid is alkalinized strongly with eaustic potash 


of the given 
and then diluted freely with water, Tho caustic alkali usually 


contains plenty of chloride as an impurity, else a little alk 
chloride must bo added, A standard solution of nitrate of silv 
(conveniently adjusted 0 as to contain 6°30 grammes of fused ni- 
trate pet 1000 enbic contimbtres, equivalent to 2 gramines of NCH) 
is now dropped in from  burette until the cloud of chloride of 
silver which appears locally from the first just fails to disappear on 
stirting, i.e, until tho reaction 2KNC+ AgNO, = KAg(NC),+KNO, 


hag jas: been completed. Ono cud. cont. of silver solution used. 
indicates 2 milligrammes of NCH. Licbig’s method londs itself 
patticularly well for the assaying of the medicinal and of 


cyanide of potassium. The two tests for hy-lrocyanic acid given 

ve apzly as they stand to solutions of the cyanides of alkali 
and alkaline-carth metals, but nof to mercuric cyanide. In regard 
to all other cyanides we have only space to say that from a certain 
‘ot (which includes the cobalti-cyaniiles and the plativium eyanidos) 
cynnogen eannot be extracted at all as NCIL (or AgNO) by any 
Known methods, Such bodics must Le identified by their own 
pect retions or by elementary enalysis. All cyanides are de: 
composed by ot concentrated sulphuric acid ; the carbon goes off 
#2 CD, tne nitrogen remains as sulpliats of antmonia and thenstals 
as sulphates, which brings, them within the range of the routine 
methods of analysis, 

Cyanates.—These were discovered by Wehler. ‘The potassium 
salt NCO. K is produced by the oxidation of fused cyanide, fer pre- 


pwative purposes most conveniontly by Wéliler’s method, “An 
intimate mixture of two parts of absolutely anhydrous prussiate of 
potash ang one part of equally dry binoxide of manganese is heated 


on an iron tray until the mess has become brownish black and just 
began to fuse. It is now allowed to cool and exhausted by boiling 
80 per eent. alcohol. ‘The flltrate on cooling deposits crystals o: 
the salt NCO, If only an aqueous solution of this salt is wanted 
for immediate nse, the fuse may be extracted by cold water. From 
this solution the cyanate of silver, NCO. Ag, or Icad, (NCO),Pb, 
can bo prepared by precipitation with solutions of the respective 
nitrates or acetates. Hot water decomposes cyanate of potash 
promptly with formation of carbonates of potash and ammonis, 
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KNCU+2H,0=NH,+KHO+CO, On addition of mineral acid 
to even he'cold solution only a tery little of the cyanic acid ts 
Hiberated as such ; the balk breaks up at onee with effervescence, 
thus, NCO.H +2H,0=NH,+CO,+H,0. Very interesting is the 
action of the solution of cyanate of potash on sulphate of ammoni 
its direct offect is the formation of cyanate of ammonia, NCO.NII 
hut this st almost immediately passes spontaneously into its 
somer ured, which is not a cyanate at all but the amide of carbonic 
, ey CO(OH), - 20H) +2NH,=CONH:, ‘This reaction was 
discovered by Wohler, who thus for the first time produead an 
organic substance from inorganic materials, ot virtually froin its 
clemnents, Singularly, itis this peeudo-eyanato urea whieh serves 
ge gqtateral Faking cyanic eid, “When hydrochlorateof cnc, 
HICL.CON,H,, is heated to 145°C. the latter beliaves as if it were 
cyanate of ammonia: the ammonia unites with the hydreehloric 
acid into sil-ammoniae and tho cyanic acid is set free, but imme. 
diately sutfers polymerization intd cyanuric acid, a solid tri. basic 
acid of the composition N.C,O,Hy, which, being diffenltly soluble, 
can be feed from the fal amineniae by being washed with cold 
water. If perfectly anhydrous cyanuric asid be subjected to dry 
distillation it furnishes a distillate of (liquid) eyanie acid NCO. H, 
which must ba coudensed in a vessel surrounded by a ficezing 
mixtut 
Cyanic acid has a very 
nory temperateres, and thy 
by a characteris ally 
tory 01 With dr 
ammonia, We 
f8 soon as it con 
polymerization i 
is eyamelid is 


reciable vaponr-tension even at ori- 
least trace of its vapour makes itself felt 
violent and dangerous action on the respira- 
y ammonia gas it unites into true cyanate of 
not know much of its own properties, because 
nut of the freezing mixture it hegins’to suffer 
“oyamelid” with gueat evolution of leat. 
porcelain-like mass, insoluble in all ordinary 


solvents and devoid of acid propertics, "Dry distillation reconverts 
it into cyanic acid. 


yanaies, —Tiis torm means bodies like cyanates, Lut 
Thio- 


Thi 
containing sulphur instead of the oxygen of the latter. 
cyanates aro better known, however, a3 siilphoeyaiates or 
eyanides, (1) The potassium salt NCS.K is formed when ey 
of potassium is fused with sulpliur or certain metallic sulphides, 
ry POS. ‘The usial method of preparation ix to fuse together 

parts of dehydrated yellow prussiate of potash, seventeen 
ry carbouate of potash, and thirty-two of sulphur. ~The fuse 
is exhansted wich Lotling alcohol and the filtered sclution allowed 
to cool, when crystals of the selt separate out. The salt is very 
soluble in water with ebarneteristically large alsorption of heat. 
(2) The ammonium snlt NCS.NH, crt be preparcal by allowing 
mixture of alcohol, strong nyucots a:nmonia, and bisulphide of 
earbon to stand for a tinie and then warming it. ‘Thioearbonate 
of ainmonium, CS,.(NHQ)S, is produced first, but subsequently 
it gives np 2,8 to the ammonia and becomes NCS.NH, which 
is easily, obtained in crystals. The tar water obtained’ in the 
manuifactnre of cool-gas sometimes contains su/fcient quantities of 
this salt to mice it worth while to recover it. Both the potpasitm 
aud the ammonium salt are much used aa reegents, and more espect- 
ally as pretipitants for copper and silver. Solutions of cupric sa! 
when mixed with eulphocyanate assume the dark-brown colocr of 
the cupric salt Cu(NCS), but on addition of sulphurous acid the 
colour disappears und a white, precipitate of cuproua sulphocyanile, 


NCS.Ca, comes down, which, if enough of reagent was usal, come 
tains all the copper, If sulphocyanate is added to witrate of silver, 
all the silver is precipitated as “Ag. NCS, sitvilar ppesrance to 
the chloride and, like it, insolidle in water and invite acid, 
Upon this and the fact that sulphocyanates strike a deep red colour 
with ferric salts Yollard has based an excellent titrimetric metlied 
for the determination of silver. (See Sitvrn.) i 
Synthese ¥ Geanonen Compounds, Synthetical organic chemistry 
dates from Wahler’s discovery of the artifielal formation of uve, 
and in the further development of this branch of the science cyane 


made to cross a mixture of aeaty 
Cyanide of ammonium is for 
red-hot charcoal (sce supra). 
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when dry nitrogen gas is passed over a dry mixture of carbonate of 
potash or baryta and charcoal at a white hess, A similar reaction 
goes on spontaneously in the iron-smelting furnaces and gives rise 
to the formation of vapour of cyanide of wm, (4) Sulpho- 
cyanide of ammonium is produced from bisulvhide of carton and 
ammouia, as explained above. 
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SPORTING GOODS STORE 
SLINGSHOT IS LETHAL 


A new weapon adopted by Militants is the 
“Whamo” sling shot. Its steel pellets will pen- 
etrate a human skull. It can even deliver many 
types of bombs. 

Its arrow attachment allows a Militant to 
sit in a car and fire an arrow with enough 
force to kill. While spectators are looking for 
a man with a bow, the killer drives away. A 
perfect night weapon. 


SINKER BASHER 


While at the sporting goods store you might 
pick up a two-ounce lead fishing sinker. Tie 
on two feet of strong fish line and make a 
loop at the end. 

To use it, put the loop on your forefinger 
and hold the sinker and line in the palm of 
your hand. Then half throw, half swing the 
sinker at the prey. 

With a little practice you can flick it out at 
a victim’s temple and finish him off before he 
knows you mean to strike. This goody is for 
close quarter work in crowds, especially at 
night. They drop like flies and no one knows 
what hit him. 

PLASTIC AUTO BODY FILLER 
FOR BETTER BOMBS 


A plastic substance used to fill out dents in 
car bodies can also be used to compact simple 
bombs and replace the screw caps on pipe 
bombs. 

Some of the substance is put on a piece of 
wood or cardboard. Then a few drops of hard- 
ener are added and the stuff is well mixed. It 
begins to harden in a few minutes so you have 
to have all your job ready and work fast be- 
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fore the ooky mess gets too stiff to work 
with. 

It sets in a few minutes and then any ex- 
cess can be pared off with a knife before it 
gets too hard. It is like rock in 24 hours. In 
the first few minutes it is sticky and runs, so 
often molds are used. 

‘A good use for plastic auto body filler is to 
stop up the ends of pipe bombs. Pipe caps 
are very expensive and the Militant must be 
constantly on the alert for ways to cut cor- 
ners; as who does not in these days of ruinous 
inflation? 

An inch of the filler is enough to cap the 
ends. Since the glop is sticky and runs, paper 
wadding is put in the end of the pipe to hold 
the filler in place until it hardens. The wad- 
ding is then removed or packed against the 
filler with a stick. 

First, the wadding is shoved into the pipe 
so there is a one-inch space. The space is filled 
with goody which is allowed to harden. Then 
you remove all the wadding you can or pack 
it in. Then fill the pipe with explosive to 1% 
inches from the top. 

‘Then a fuse is put into the explosive and a 
small bit of wadding is pressed around it. The 
filler is poured in and the thing is done. 

In order to save a hassle in getting the first 
batch of wadding out there should be two 
pieces of wadding. A big gob of wadding 
should be put in first and a small gob should 
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be put over it. That way, the little gob will be 
stuck to the filler and the big gob can be re- 
moved without trouble. 

‘The chemicals in some brands of auto body 
filler will deactivate some brands of fuse. If 
this happens with yours, just twist some plas- 
tic from a Baggie around the fuse that will be 
exposed to the filler. 

This method of capping pipe bombs saves 
more than the price of the caps. It also allows 
you to use scrap pipe cut to size instead of 
the more expensive lengths of pipe that are 
threaded for caps. 

Anything you are using the filler on should 
be free from grease and dirt. Pipes should be 
boiled in strong soap so the filler will bond 
with the metal. 

As the filler begins to set it becomes quite 
hot. There is not enough heat to detonate any 
explosive, but for safcty’s sake, always use 
some wadding. 


PEOPLE’S GRENADES 


A very simple way to make a grenade is to 
fill a two-ounce bottle with gunpowder or 
other explosive. The bottle cap is drilled for a 
fuse. The bottle and part of the fuse is then 
smeared liberally with plastic auto body filler 
and laid on a waxed or paper surface and al- 
lowed to harden. 


THE ULTIMATE BOOBY TRAP 


or 


Ammonium Nitrogen Tri-Iodide 


it 


Every reference I've read concerning ammonium nitrogen tri-iodide has 
as an interesting scientific curiosity wi 
NTI", as I call it; being anti any enemy, 


fh no practical application. 
© guaranteed to be the most 


effective booby trap trigger ever discovered. 
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I got the formula from "Chemical Magic", one of the books in GRANI- 
DAD'S WONDERFUL BOOK OF CHEMISTRY. ANTT is simply iodine crystals soaked 
in strong ammonia, The book advises making up just a little bil and dem 
onstrating how it can be set of by the touch of a feather. You see, it 
is an explosive. [n fact, it's a high explosive; a fulminate! 

The reason oLher writers have dismissed it as having no practical ap~ 
plication is probably because they don't think along the lines of impro- 
vised weaponry. But I do, T made about a teaspoonful and spread it about 
an eighth of an inch thick on my work table and let it dry. Then T bare- 
ly touched it with a feather. Instead of the snap-crackle-pop effect de- 
scribed in the book, it was a real explosion. The table was pitted and 
my ears rang. After having made Far more than required to demonstrate 
Lhis amazingly unstable substance, I was struck by its heretofore unmen- 
tioned potential as a weapon. 

Tmagine a high explosive anyone can make and which is harmless while 
moist but devastating when dry. Say you put a moist piece about the size 
of a grain of rice into a pipe bomb three fourths full of powder and 
then screw on the cap. When its moisture diffuses throughout the pipe, 
in about an hour, it is dry and any vibration will cause it to explode, 
thereby igniting the powder. Crushed into a paste, a dollop about the 
ize oF a bean on a stick of dynamite, once dry will explode the dyna— 
mite at the slightest vibration. Such a pipe bomb or stick of dynamite 
under the car seat of an enemy would have him out of the way an hour 
down the road. I'm sure you can think of many other ways to use it. 

To make it, all you need is iodine crystals and strong ammonia. You 
ean get both from most pharmacies located near hospitals. I would advise 
against. asking for both at the same place. 

If your pharmacist doesn't stock iodine crystals he can order them 
for you at about $12.00 for four ounces. You might tell him you are 
thinking of making up some first aid kits and want to make your own 
tincLure of iodine. Four ounces is enough to last you a lifetime. 

The strong ammonia can be gotten under the pretense of being a but- 
terfly and moth collector. Ammonia in bottles with some cotton on the 
bottom kills butterflies quickly. The store ammonia is weaker and the 
soap sticks to the scales so strong ammonia is an absolute necessity. 

But if you don't want to bother your pharmacist you can distill your 
own from store ammonia in the still described further on. Two 28 ounce 
bottles will provide 14 ounces of strong ammonia, free from the soap and 
gunk in all household cleaning ammonias. 

Anyway, to make ANTI, just drop iodine crystals into ten times their 
volume of strong ammonia. A few grains will prove the process, After 
about ten minutes soaking, swirl and pour the iodine crystals into a 
e filter. Then remove the filter from its holder and scrape up the 
crystals and/or paste with a knife or spatula. Crystals are best for 
trewing around for people to step or sit on, Causing coronaries, Paste 
is best for spreading on things and also for stability in the rate of 
drying. A small pile of treated crystals drying would set each other off 
as they settled, The paste, however, will dry uniformly and will not go 
oFf because of its own weight. 

When you have put the ANTI on a board or some other surface you don't 
care about, use the knife or spatula to separate it into tiny bits. Af- 
ter an hour's drying just slightly touch one of the particles with a 
feather or anything else and you'll get a surprisingly loud explosion, 
which will most likely set off the rest if the particles are close to— 


CPOE toe tee ie ey pe ea ete ae Pe bat hae bad a al hs 
gether. 


ANTI can be made in a relatively large batch and carried safely. A 
good way is to cut about a square inch from the corner of a plastic 
baggy. Put the ANTI in the bottom corner and roll it up, Then wrap it in 
a wet cloth and roli that up and put it in a whole baggy and roll that 


up too. The ANTI could stay that way for months and yet be ready for use 
at any time. 


REESE Rae, pepe Mae, 


RATAWAY - SIMPLE MINEFIELD GUARANTEED TO RID AREA OF RATS 

When a rat eats of poisoned bait, if sickness follows fast enough 
for him to make the connection, he can somehow communicate to his fel- 
low rats that that food is bad. ANTI has been used to clear an area of 
rats. The iodine crystals are finely ground so the ANTI is a paste. 
The paste is dappled around food, near rat holes, along the floor by 
basement walls and wherever rats are known to run. As the rat sets off 
the ANTI, either by stepping on it or touching it with a whisker, he 
will be terrified and will communicate this terror to the other rats. 
In a couple of days they will all have left. Repeat minings every few 
weeks will keep any area free of rats. 

THE STILL 


If you buy a still from a health food store it will 
$200.00, But you can make one yourself out of odds and 
plain junk for about $7.00 and it will work as well as 


one. Also, all its parts can be bought from your local 
hardware store. 


cork 


cost you about 
ends and just 
the expensive 
supermarket and 


Condensing tube 


Plastic bucket, 


Condensing coli 


soling tube 
heared Window frame 


outtet tube 


Collecting bottie 


All you need is a one-gallon gas or cooking oil can as the still, it- 
self. The cork for the can is available from any hardware store. Then 
you will need a roll of plastic electrical tape, an 11 quart plastic 
bucket, picture hanging wire, a three-pound coffee can, a roll of three- 
quarter inch paper masking tape and about 20 feet of 3/8” outside dia- 
meter plastic tubing from the hardware store and some childs' modelling 


POOR MAN'S JAMES BOND Vol. 1 102 POOR MAN'S JAMES BOND Vol. 1 


Clay. 

First, drill a 3/8" hole through the cork. Then drill two 3/8" holes 
in the side of the bucket at the bottom and a quarter of the distance 
around from each other. Through one of these holes will run the conden- 
ser coil tubing and the other will allow the excess water to squirt into 
the sink. 

Next, take the coffee can and start the masking tape at the top and 
make five winds evenly down to the bottom. That will leave about an inch 
of uncovered can between the winds of masking tape. Now you will have 
the path on which to attach the condensing coil so it winds down evenly 
so the distillate will flow freely into the collecting container under 
the tubing coming from the bucket. Then take the smallest drill bit you 
can buy from the hardware store and drill holes through the masking tape 
and the can. Start drilling at the top and drill a hole every six inches 
until you reach the very bottom. 

Then cut several three inch lengths of picture hanging wire. Start 
the tubing about 18 inches from one end, bend a piece of wire over it 
and put the two ends of the wire into the top hole. Pull the wire ends 
all the way in and bend them back along the inside of the can. Do the 
same thing six inches further on and repeat until you have the condenser 
coil fixed all the way around the can. five winds to the bottom. 

About three inches from the bottom of the can, wind plastic electric- 
al tape around the condenser tubing maybe four of five turns. Just back 
toward the can, wind another section of tape maybe eight or nine turns. 
then begin winding more tape from the thicker part to about an inch be- 
yond the thinner part. 

Next, place the condenser coil can in the bucket and push the tubing 
through the hole in the bucket’s side. Pull it through until the taped 
part clogs the hole. When the bucket is full of water, pull the taped 
Part further until no water leaks out around the tubing. 

Now set your hotplate near the kitchen sink with the plastic bucket 
beside it with the water vent hole just over the sink. Stick the top 
end of the tubing just through the cork and press modelling clay around 
it to stop any fumes or steam from leaking out around the tube. 

Now pour two 28 ounce bottles of household ammonia into the can and 
put the cork in tightly, Turn on the hotplate just past MEDIUM and wait 
until you smell fumes coming from the end of the tube hanging down into 
the tollecting bottle on a stool by the sink and directly under the 
bucket. Before filling the bucket with water put a rock or other weight 
inside the can lest the air in the condensing coil tilt it once the can 
and bueket are filled with water. 

Cut off about two feet of the bottom of the tubing and stick an end 
into the fawcet. Wrap a plastic baggy around the fawcet and the tube. 
Secure the tube by wrapping plastic tape around the fawcet, the baggy 
and a bit of the tubing. This will keep the water inside the tubing. 

Since you will be dealing with ammonia you won't want to stink up 
the house. Take your 3/8" drill and make a hole through the frame of 
the nearest window and stick an end of the spare tubing through it. 
This will lead any stray fumes outside and when not in use, the hole 
can be covered with a small bit of tape and should not be noticeable. 

When you smell the fumes coming from the end of the condenser tube 
fill the bucket with cold water and turn on the water fawcet just 
enough to compensate for the amount of water spurting out from the bot- 
tom of the bucket into the sink, You must do this to keep cool water in 
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the bucket, otherwise the water in the bucket would heat up and would 
not condense the steam and ammonia gas coming from the still. 

When the action has started make sure the condensing tube end is in 
the collecting bottle along with an end of the tubing leading outside. 
Press modelling clay around the two tubes so no Fumes escape into the 
kitchen. Now you are ready to distil the ammonia. 

By the time you've finished setting up the ammonia should be about 
ready to boil. Actually, ammonia is a gas which has combined with the 
water. The water has to boil so it will come over with the ammonia. 
Otherwise, the ammonia will just leave the water and pass through the 
tube to the outside. But with the water at a good boil, the ammonia 
will come over with it. When the collecting bottle is half full, stop 
the process. Take a cautious sniff of the open collecting bottle and 
you'll notice it is much stronger than the original. Smell what is 
left in the still and you will see there is hardly any ammonia smell 
at all. So you have not only condensed the ammonia into one quarter of 
the original amount of water but you've left the soap and other gunk 
behind, Wasn't that fun? 

You can use the same still to take alcohol from wine, which then 
makes it brandy. You can also pour in rubbing alcohol, which is 30% 
water and take out nearly pure alcohol. When working with alcohol you 
must realize that it boils at 173 degrees Ff instead of 212 as does 
water. So when you want alcohol you use a kitchen thermometer stuck 
in the mouth of the still. When the thermometer registers 173 degrees 
or slightly higher, put the cork and its tube in the still and turn 
the heat down slightly so the temperature doesn't rise. 

The alcohol should come over in a pretty steady flow if you have 
the heat adjusted to the point where it is above 173 but below 212. 
When the flow just about stops you will get nothing further but drops 
of water, which you don't want so stop the process. 

You can make this still in a few hours and it will last indefinitely 
with minor repairs. Once you've learned to use and adjust it properly 
to £i11 your needs, it will be a handy and reliable tool. 


FIRE GRENADES 


Molotov coctails have a way of being bulky and hard to throw far or 
accurately. The use of lightbulbs as fire grenades gives you longer 
range and accuracy. They are simple to prepare and more sturdy than you 
might realize. Their size also permits one to carry such a weapon in a 
pants pocket if concealability is a consideration. Their availability 
is universal ond one who saves his standard light bulbs after they've 
burned out will have a good supply in a short time. 

using a standard light bulb, pour in four ounces of gasoline. Use no 
more, since, if the bulb is full, it may not work. Gasoline does not. 
burn; it is only the fumes that burn. Therefore, if you fil1 the bulb 
completely, the liquid is apt to put out the flaming cotton fuse. But 
if you allow for an air space, fumes will be released on impact and the 
gasoline will work as it is supposed to. 

For more sticking effect, you can mix the gasoline with half roofing 
tar or crank-case oil. Chain-Saw oil increases the burning rate. But, 
for all intents and purposes, plain gasoline will serve. 

To make the fire grenade, first treat the bulb as if you were making 
a chemistry flask, page 7. Then fill it with the combustible liquid and 
stuff a piece of cotton into the hole tight enough so it won't fall out 
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AMMONIUM NITRATE 


Some Militants who don’t have much dy- 
namite use ammonium nitrate. This can be 
bought by anyone at $3.75 for an 80 pound 
bag. It is a fertilizer. 

Ammonium nitrate explodes at rates up to 
14,000 feet per second. It is roughly com- 
pared to dynamite having 60% nitro. 

The fertilizer grade Militants use is mixed 
with motor oil at the ratio of one pint of oil 
to 8% pounds of ammonium nitrate. This has 
to be detonated with a stick of gelatin dyna- 
mite. 

Purified ammonium nitrate can be deton- 
ated with a number six dynamite cap. The 
pure stuff can be bought at chemical sigply 
houses or the fertilizer grade can be purified 
with distilled wood alcohol. 

Put several pounds of fertilizer grade am- 
monium nitrate in a pan. Pour in enough 
wood alcohol (methanol) to cover the ferti- 
lizer. Then stir it until a lot of it has dissolved. 
Next, let it set a few minutes to allow the im- 
purities to settle to the bottom along with the 
undissolved ammonium nitrate. 

Another pan is set on some pieces of dry 
ice for the next step. Dry ice can be found in 
the business section of the phone book under 
“Dry Ice.” Locker companies will sell it to 
anyone, cheaply and in small amounts. 

The dissolved ammonium nitrate is poured 
into the cold pan. This is done carefully so as 
to leave the impurities and undissolved am- 
monium nitrate behind. 

The dry ice causes the purified ammonium 
nitrate to precipitate out of the solution in 
crystals. When no more crystals are formed 
they are removed from the alcohol. 


a good Carrier is a Campbell Soup 
he bottom of tt 

the greande 
its breaking. 
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S ready to Light. 


can 
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a pants or jacket 


can to act as a 


The alcohol is then poured back into the 
other pan and stirred to dissolve any am- 
monium nitrate left undissolved. After setting 
a few minutes the solution is again poured off 
the dregs and the dregs are thrown away. 
When the last batch of crystals is removed, 
the alcohol can be stored and reused. 

The dry ice is simply frozen carbon diox- 
ide and its fumes are harmless unless they are 
enough to replace the air. Don’t handle the 
dry ice with your bare hands as its cold will 
cause blisters. : 

In order for pure ammonium nitrate to be 
detonated by a dynamite cap, it must be very 
dry. Spread it out under a heat lamp or in the 
sun, Whea complerely dry, store it in tightly 
closed plastic bags 


Nuc, bots, mals, ete, 


Wadi Wadi 


“FOUGASSE aes 

This is like a big shotgun or the old-fashion- 
ed blunderbus. It is simply a pipe with cap 
on one end drilled for a fuse. It is stuck in a 
tree or laid down. If you hold it you'll be 
kicked a mile. 

When the fuse is put in, a couple of inches 
of gunpowder is added. Then some cotton or 
paper wadding is put in and pressed down 
gently but firmly. 

Next, some nuts and bolts are poured in 
and some more wadding is tamped in to hold 
them in place. 

The fougasse doesn't have much of a range 
but it is hell on a crowd or down an alley 


JAMES BOND Vol. 1 


OOR MAN'S. 


105 POOR MAN'S JAMES BOND Vol. J 


INDEX 


m Nitrate 194 
m Nitrogen Tri-Iodice 99 
© 61 

Auto-Body Filter 98 

Blasting Caps, Improvised 81 
Blowing Up A Car 48 
Bomb Handling 56 
Bomb, Pipe 45 

Bomb, Shotgun Shell 
Eombs, Fire 31, 103 
Counterfeiting 53 


Ethylene Glycol 51 
Evading Fursuit 4& 
Firecrackers 33 
Flashpowder 79 

Fougasse 104 

Fuse 66 

Grenade, Arrow-Launched 75 
Grenades, Improvised 76, 99 
Grenades, Potato Masher 32 
Gun, Centrifugal 64 
Gunpowder 66 

Hyérochtaric Ae:d 40 
Igniters 35, 41, 42 


Igniters, Thermite 35 
Incendiaries 34 

Knockout Drops 27 

Laughing Gas 25 

Metal Detector, Beating a 47 
Nepalm 10 

Nicotine 52 

Kicotine Sulphate 52 
Nitroglycerine 73 

PDGN 74 

Poisons 49 

Peisons, Testing 53 
Potassium Cyanide @2, 88 
Potassium Ferrocyanide 86 
Prussic Acid 22 

RIX 71 

Rifle, Electri 
Sinker Basher 98 
Stingshot 98 
Sodium Fluoride 52 
Still 36, 38, 102 
Stinkum 40 
Suiphuric Acid 68 
Tear Gas 37 

Zip Guns 46 


80 


EXPLOSIVES 


INTRODYOTION TO PRIMARY EXPLOSIVES 


Explosives are substances which’ underge a rapit chenteal 
change to produce large anounts of gasoa, Since the reaction 
4» exotheraic, that 43, a reaction which releases heat, the 

are expinded, producing a sti] more forceful explosion, 
Explosives ara classified wa edcher low explosivus or propel 
lanss, or high explosives, the difference being in the way 
they Sunstien. Low explosives burn and are set off with 
fuse. The explocicn results Zrom che bursting of the casing 
tn which they are held, 


Wigh explosives detora’ 
chemical change then burning. 


, Watch fe 2 much sore rapi¢ 
Although detonation 1s usually 


Sccompanted by a flame, +t ia not @ burning frocees and some 
high explosives do not contain oxygen. Uncer high explosives 
ar¢ two subclasses: primary or initiating, and secondary. 


Secondary high explosives are sex off by shozk, this generally 
being provided by a blasting cap, They ere generaily m 

Jess sensitive and aore powerful than prinary explosives anc, 
Wecause of these properties, are used es the main blesting 
charge in aost :ncustrial tlascing operations, 


Primary high explostyss will turn an ignition into a 
detonetion, and scne primary explosives are ised in blasting 
cape to eet off secondary high explosives, tence the name 
initisting, Prinary explosives are auch more sensitive than 
Beccndery explosives and much more care should be used when 
working with then, Include¢ in this booklet are the prepara 
tions of mercury fulninace, lead azide, ard saveral prizing 
mixtures; these explosives were chcsen because they are the 
most widely used in blasting cep: 


Sona of the conpounds and sone of the chezicals used in 
thelr preparations ere very dangerous, We suggest that you 
alwaya use the proper safety precauticas when working with 
Any chemicals, This bockle: ia published strictly for ecu- 
caticnal purposes. Any person making the coxpouncs using the 
Procedures in this bockle: should keep in mind that THESE 
CHEMICALS AND COMPOUNDS ASE CANGEROUS, and tne author cannot 

heid responsible fer accidents arising fram the prepara 
tion of these compounds, Any inexperienced person should 

the guidance of a cheristry teacher or other qualified 
Pereon before attempting the preparation of these compounds. 


MencuRY_FULIINATE, 


wee there are laws percalcing to the muking, 
use of explosives, Before attexpting to make, 
any explosives oF dangerous cheaicals, you 
28 permission from your state, local, and any 
other autacrities which may bava control over the 
Mercury Qminate was the first primary explosive to be 
used in blasting caps and to still used in funo-type blastiog 
caps, Iv has a chemical foraula of K(OGN)2, It in a fairly 
itive priser and 18 easily detonated ty flame of shock. 
Ite preparation requires highly purified aaerials and in our 
Laboravory tesve only reagent grade maceriela were used. It 
Ae prepared by adding metalic peroury to nitric acid, in which 
@ivecives, shen reacting the acid solution wich ethyl. 
aleobel. Ali che resections are exotheraic but, in quantitss 
‘anall as the one to be demcribed, no cooling in necessary. 
Yor thie reason, sarcury fulainate should never be prepared 
4m e larger quantity than the one in the preparation, 


Mercury fulainate fs a white to gray crystalline solid, 
whien is only slightly soluable in water, and in nonhydroscopte, 
Ic explodes at 150-1600 (a1 temperatures in this booklet are 
given in the centigrade scale). Tt hae « detonsting rate of 
4,000 meters per second. Mercury fulainate can bacoze dead 
compacted to a density at which 1: ear no 
longer be cetonated by Clare, Mercury fulmirace should 
always be stored in water to avoid any decompositions, It 
should alec be kept out of the Light and kept cool. 


Preparazion of Mercury Puleinate: Five grans of mercury 
4s adced to 55 grams ef concentrated nitric atid (708 concen= 
trated specific gravity 1.42) in a 250-mi, beaker. The 
mercury vill usually begin to disanlve, giving off rec Cum 
‘This preparation should be carried out cut-doors or under » 
hood wince the Sunes are nitrogen dioxide and are deadly 
isonous, If the mercury does not dissolve or if it does 
Bot completely dissolve, the beaker should be heated gently. 
After it is dlesclved, transfer the acid splucson to 8 1,000— 
wl. beaker containing $0 grams of ethyl «loohol. A reaction 
wake place evclving white fumes, In ctout § rdnutes the 
reacticn will step and the mercury fulminate is [iltered ost. 
It should be weshed wich distilled water several times to 
rouove the acid. It 4s then set out to dry to be used or 
placed uncer weler anc stored, 


ed 
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LEAD _AuTpe 


Lead azide 19 @ scnewhet lesa senaizive initiator chau 
nereury fulminate end is & much more effective initiator 
than that explosive, Ite chenicel formula 1s Pb (Ny)o. Tt 
is mde by reacting solustors of lead acetate and sadiun 
auids together, and the reaction 1a endothermic, 


Lead azide 4s a white crystalline solid, practically 
Ansoluable in water, and nonhydroscopis. It devonstes at 
383%; ang, because of this higher detonating temperature, 
Jead’azide 4s not alvays detonated by the end spit of a 
safety fuse. In storing, lead azide should be kept cool 
and avay from heat and light. 


Preparetion of Lead Azide: Six grans of lead acetate 
fe dissolved in 300-ml, of water at 70° in a 400-m1. beaker 
ané is poured into a 600-ml, beaker containing 10 grams of 
sodiua azide dissolved in 200-ml, of water at 50° ond 
scarred. A woite solid will immediately form which is 
‘filtered and allowed to dry completely, Lead aside should 
not be stored under water because of ite eryetallising 
proparties, 
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ful as a nutber 6 and, of course, is used for setting off 
Jess sensitive explosives such as starch nitrate. It cor- 
tains .2 gramo of the 60/20 mixture and .8 grams of pente- 
erythritoltetranitrace, This cap hes approximately the same 
Power as 2 grans-of the 80/20 xercury fulminate-petasaiur 
chlorave mixture. Tt might ke noted that éifferert exple- 
sive conpantes will use different prinary and booster explo- 
sives, such av diacodinitrophenol (DDN?), manitol hexanitrat 
trinttrophenolmethylnitramine (tetryl) and eyclotrimethylene- 
Ritranine (cyclonize) to name a few. The explosives nentioned 
above are most suited to amateur use and are approximately 

the same strength as the commercial blasting capo. 


A ouitable blasting cap for detonating dynamite, which 
4s easily prepared from ordinary materials, consists of en 
empty 22 shell (the long rifle size) which is Mlled with 
the 80/20 mixture. The shell will hold about .t erans of 
this mixture which will detonate most dynanites. Fuse fer 
this cap can be easily made by filling an crdinry plastic 
straw with a 60/40 mixture of potassiun nitrate and brow: 
sugar, respectively, Other mixtures, such ad 70/30 and 
75/25, may also be wed, The mixture burns very slowly, but 
all fuses to be used in connection with explosives should be 
tested by tarning a short, lanrkb hefore nating. the.grra... 


PRIMING NIXTURES 


In modern Dlasting caps, mercury fulzinere is mixed 
with potasadun chlorate, ‘This makes the explosive cheaper 
4s well as more powerful, Tha two most eenonly used 


formas are 60/20 and 90/10 mixtures of seroury fulminate 
and potassiun chlorate, respectively. ‘The 40/20 nixvure 
has sinost coxpletely replaced 1 Potaseiun 
chlorate aay be used instead af pot 
85/15 aixtures 

One of the main disadvantages of using mercury fulminate 
as ac initiator 1s its tendency to become dead pressed, Nixe 
Ang lead azide and mercury fulminate together in a 3 to 1 
ratio, reepoctively, eliminates the poseitilicy of Iv becom 
Ang dead pressed and also inoures that the lead aside will 
detonate fron the end spit of « safety fuse. This mixture 
should never be placed in copper tubed tasting cap. 


PREPARATION OF BLASTING-CAPS 


Blasting caps fcr the purpose of initiating high explo- 
sives, consist of a copper cr aluminum tube waich is closed 
@t one end and filled with a certain amourt of prinary ex- 
plosiva and sometimes a booster explosive, The other end 1s 
left open to receive the safety fuse which is placed in and 
erinpted prior to use or, in the ease of an electric blasting 
cap, an ignitor assembly consisting of an igniter wire which 
glows red hot when a current in run through it, an dgnitor 
compound to help ignite the primary explosive, a rubber cap 
which {8 crimped into place to protect the cep from water, 
and leg wires which are conneated to the main firing line, 
The tube usually has en inside diameter of 3/16 inch, and the 
Length is determined by the amount of explosive which will be 
contained’ in it. Whether the tute 4s copper or aluninun 
depends upon the primary explosive to ba used, Lead azide 
should never be used ina blasting cap that has a copper cube 
for the container, This is because of the forsation of copper 
azide which isa very sensitive explos: ‘The amount of 
primary explosive used depends upon the explosive to be deto- 
nated. Blasting caps for detonating ¢ynanite contain .5 
grams of the 80-20 mixture of mercury fulminate and potassiun 
chlorate. Electric caps are rated by the numbers 6 and 8. A 
number 6 cap contains .2 grams of the 80/20 mixture and «4 
grams of a booster explosive known as pantaerythritoltetrani- 
trate (abbreviated PETN). The purpose of using a booster 
explosive 1s to reduce the atount of primary explosive needed 
An a cap, thereby reducing the dangers involved in handling 
the capa since it would be less likely to be set off from 
accidental shock, Booster explosives are secondary class 
high explosives but are nore sensitive than the ones used in 
the min blasting charge, A number 8 cap 4s twice as power- 


will fit over the shell and masking tape should be wound « 
the way up the straw, The cepa will keep the explosive f1 
being set on fire by the fuse, Uoually about two thickne: 
of masking tape will prevent tats. For larger caps, copre 
or aluninun tubing can be used, As stated before, the tut 
should be 3/16-inch ineide diaseter and about 1/s-inch out 
diameter. It is necessary to axperinen: to gez the right 
length for the partdculer amcunt of prinery explosive to t 
used, Always ellow at least 1/2-inch to receive the safet 
fuse or, 4f you wish to make your own fuse by the method x 
tioned above, this distance may te filled with the fuse p 
der. This will also prevent the primary explosive fron 
falling out until the cap is used. fo seal the other end 
the cap, the best xethod 1s to press wax in it. It is 
edvisatle never to ordmp thio and or any other part of the 
cap except for receiving the safety fuss (47 used). For | 
type of cap another fuse may also be used which will fit 41 
the cap. To make it, 2 small piece of cotton string is co: 
with @ wet mixture of potassium nitrate 75%, charcoal dust 
sulfur 9%, and dextria 2%, by running it through the mixtu: 
‘This 48 allowed to dry thoroughly. Tt is then corered wit! 
two thicknesses of masking tape, and the burning raze Lo 
tested as before, This is a mich faster burning fuse than 
the one used before and also produses less exci. To secu: 
it to the blasting cap, wrap @ sual] piece of tape around 
both, It is very importan: to make sure the fuse is seate 
snugly against the primary explosive, 


PRIMING EXPLOSIVES WITH BLASTING CAPS 


There are three general methods of attaching tke bios 
ing cap inte che explosive carcrisge ané any of then are 
suitable, provided that the cep is securely held in place 
Anside the cartridge 30 that it cannct be accicentally pul 
from it. In wet conditions, the attachnent must be vater- 
proof, 


In side priming, @ hole 4s punched in che side of the 
cartridge and into the explosire so that the cap will be 4 
the center of 1t. Ths business end of the cap should be 
alvaye pointing in the direction of the ret of the cary 
ridges, if any. The business end 4s the end containing th 
‘explosive or opposite the end that receives the fuse, The 
cap may be held in place by wrapping over the hole with 
electriciante tape, 


Bottom end priming 4s probably the most satisfactory 
for getting the uost effectency out of the explosive since 
it confines all the explosion gasses until the entire char 
has detonated, A hole should be placed in the center of 
end of the cartridge to « depth that will confine the expli 
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sion of che cap into the explosive and will not permit it to 
merely blow the end off the cartridge. Tape should be placed 
around the bend in the fuse to held the cep tn the explosive 
Since the fuse mast be bent sharply back around the cartridge, 
the plastic stray type fuse cannot be used and care should Le 
‘taken when using any type of fuse that 4t 48 not tent so 
sharply that it breaks the powder cor 


Top end prining is usually the easiest when blasting with 
fuse-type blasting caps. Ae in priming with the botton 
method, a hole 4s placed in the center of the end of the 
cartridge to the proper depth and the cap is placed in it. 

‘The fuse is then brought to one side and vied with string or 
vaped ecrove the bottor of the certricge, 


‘The cheapness and avatlability of anmonium nitrate hes 
brought {nto use many cap insensitive explosives, such as 
amroniut nitrate-fuel oil mixtures, ‘These explosives are 
toc insenstciva co be set off by aven a number 8 blasting 
cap. In order to detorate then a booster charge 18 needed, 
‘This consists of a highly brisant cap sensitive explosive 
such as blasting gelacin or gelatin dynamite, These explo- 
eives are placed in the bere hole rext to the other explo- 
sives and the blasting caps are placed in then. 


INTRODUCTION TO HIGH 


PLOSTYES 


Explosives are substances which undergo a rapid chenical 
change to produce large anounts of gasses, Since the reaction 
is an exothermic one, a reaction which releases heat, the 
gasses are expanded, producing a still more forceful explosion. 
Explosives are classified as either low explosives cr propel- 
ants and high explosives, the difference being in the way 
vhey funtion, Low explosives burr and are set off with a 
fuse. The explosion results from the bursting of the casing 
in which they are held. 


detenate, which 19 @ much more rapid 
chemical chango chan burning, Although detonation is usually 
secompanied by a flane, 4¢ 19 not @ burning process and a few 
not 'eeatain oxygen. Under kigh explosives 
: primary, or initiating, and secondary, 
Primary explosives will tura inte a detonation and sore primary 
explosives are used in blasting caps to set off seccndary high 
wapzDderlystnbhenna. she.none.d oAts2zdpe | ~—Exprod as of..thene. 7% 
ead azide and mercury rule:nate, Secondary high explosives 
are set off by shock, this generally being provided by a 
blasting cap. Nitric esters and the other hizh explosives 
discussed in this booklet are secondary high explosive 
you wish to make blasting caps to set then off, see our 
booklet "Tha Preparation of Primary Explosives and Blasting 
Caps" which gives their complete preparations, It might be 
noted thet, although secondary high explosives are generally 
sat off ty shock if ignited in eutficiently large quantiti 
and after burning for some time, they may eventually build 
up enough heat tha: the explosive will be raised to its 
detonating temperature and, of course, go off. 


High explostv 


Bry 


High explosives, becacse of their detonating ra 
ranging froa under 2,000 vo 8,100 meters per second, are 
very brisant. Brisance 1s defined as the shattering quality 
in an explosive, This quality 4s wanted when the explosive 
is being used in blasting hard rock or penetrating arsor. 

The more brisant explosives are pure nitrated erganie 
materials such as cyclonite, trinitrotcluens (TNT), or 
Diasting gelatin. ‘The less brisant onsa are explosives 
such ag annoniun nitrate or mixtur nitrated and non 
oxplosive ingredients such ss dynanites, These explosives 
are used in blasting sand or when a great deal of push-type 
power is wanted, Gelatin dynanites, the most brisant in this 
group, are brisant enough to be used in most hard rock or 
underwater applications, The velocity of those explosives 
oan be varded by the eramual size, coarser dynarites being 
lesa brisant. 


When choosing the right explosive for a particular jab, 
the following properties should be taken into consideration: 
bricance and heat, necessity of resistance to moisture, 
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sensitivity co impact ard heat, thermal and other deconposi- 
tdons, Brisance, as discussed before, would be wanted in 
hard rock, underwater, end in most militery applications, or 
whenever a shattering effect is desired, An explosive with 
low brisance would be used in seni or soft rock or Ja mining 
operations when large clunke of coal are wanted, Heat in 
mining operations 48 not wanted since it could ignite explo- 
aive gesses in the nine, Ammontur nitrate dynamites are 
commonly used or dynanites containing large amounts of a 
cooling ingredient such as sodium chloride, Such explosiv 
are known as permissables, High heat and hgh brisance seem 
vo mun together and generally when heat producing ingredients, 
such a8 aluminum dust, ore added, the brisance is increased, 
Resistance to moisture would be needed in extrenely humid 
regions or under water, Hydroscopic explosives (a hydroseopic 
substance is one.that atsorbs moisture fron the air), such a: 
ammonium nitrate, could not be used unlese protected, Thermal 
Aeconposition mst be teken Inte aecount when using or storing 
the explosive at high tenperatures, Glycerol trinitrate is 
very sensitive at high temperatures, especially if thore is 
any acid left in it, Most nitrated organic explosives give 
off fimes when decomposing. When this is noticed, the 
explosive should be destroyed as it has deccme extrensly 
sensitive, Sensitivity to impact must be taken into account 
when the explosive will be subjected to extreme shock as in 
tha casa of a shell filler, Obviously dynanites could not 
de used and instead trinitroteluene or amentum picrate may 
be used, 

‘The first explosives to be discussed will be nitrated 
organte compounds, Some of these conpounds ard some of the 
cheaicals used in their preparations are very dangersus. We 
suggest that you always use the proper safety precautions 
when working with any chemicals, This'booklet is puslished 
strictly for educational purposes. Any person making the 
compounds using the procedures in this booklet should keep 
4m mind that: THESE CHEMICALS AND COMPOUNDS ARE DANGEROUS, 
and the author cannot be held responsible for accidents 
arising from the preparction of these coxpounds. Any 
inexperienced person should seek the guidance of a cheniotry 
teacher or other qualified person before a:tempting che 
preparation of these coapounds, In many suites there ere 
laws pertaining to the making, storage, and use of explosives. 
Before attenpting to make, use, or store any explosives or 
dangerous chonicele, you should obtain permission fron your 

state, local, and any other authorities which may have 
control over then, 


NOTES 10 PREPARATIONS 


AlL the nitric esters in this booklet are prepared by 
adding the organte substance to mixed nitric and aulfuric 
acids, scnetines called nitrating acid, ‘The acids and 
organics used in our teats were of reagent grade quality, 
and we have made no tests to determine how well any other 
grades would work, Both the acids aust be concentrated, 

The nitric acid should be approximately 69-706 with a speci- 
fie gravity of 1.42, The sulfuric acid should be approxi- 
mately 95-98% concentrated with a specific gravity of 1.8%. 
‘The mixing of the acids ant the addition of the crgante 

are both exothermic reactions and a ccoling sys- 
tem 4s needed to keep the nixtures fron building up toe much 
heat in the course of mixing. The following system may be 
h of the preparations provided the quantity of 
chemicals is no larger than that described in the prepera— 
tion; larger quantities will require larger cooling systems. 
A foil pie pan, about nine inches in diameter and one and 
one-half inches deep is filled with ice and the space tetween 
the ice particles is filled with water. Salt may be placed 
on the ice, if desired, for greater cooling. The beaker Le 
placed in a hole in the middle of the pan, 


When the liquid nitraces are poured into water after 
their treatment vith the acids, the acids chovld dissolve in 
the water, the nitrate will collect as a white or clear in= 
aoluable liquid at the bottom of the beaker, For filtering 
glycerol trinitrate, all thet is required 43 4 pisce of cloth, 
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ethylene glycol éinitrate will sosetines require & pisce of 
filver paper since 4¢ is nce as dense ae the glycerol tri- 
nitrate, Starch and cellulose nitrates my be filtered with 
cloth, Both the cloth and filter paper should be changed 
after a fev filterings, For the neutralization of the acid 
Fenaining in the compounds, the following solution should be 
used: ten grams of sodiun carbonate or bicarbonate, sodiun 
carbonate 1s sonstines referred to as sal soda, is dissolved 
4n 600 ml, of water at 50-70%, 411 teaperatures in this 
booklet are given in the centigrade scale ‘This solution is 
placed 4n either an 800 or 100ml. beaker, The measurexent 
of the water for the solution need not be exact and the 
raduations on the side of the beaker are exeet enough for 
thie purpos! 


OUTCEROL 


Glycerol trinitrate is one of the most important ind 
trial explosives because of its use in dynanites end double 
base powder, the propellant used in guns. Although it i 
commonly called nitroglycerin, it 48, of courss an ester of 
nitric acid, and not a.nitro compound, Since this is a 
ecdentific publication, the compounds will be referred to by 
their correct chemical nanes, Glycerol trinitrate has 
specific gravity of 1,60 at 15°, Ite chemteal formula is 
23H,(0NO)5, Its structural formula daz 


eae: 


ONO, 
Hg-ONO2 


The squation for ita decomposition te: 
‘W0yilg (010g) = 6%2~12003=1030~09 
‘As you oan by the equation, glycerol trinitrate has more 
than enough oxygen to completely oxidise all of its oxidis- 
able elements, This is called a positive oxygen talence, 
which accounts for the fact that glycerol trinitrate is one 
of the most powerful explosives known, It has a detonating 
rate of approximately 7,700 ers per second, 


Glycerol trinitrate is prepared, as are the other 
nitric covers in this booklet, by the action of nitrie and 
aulfuric acids on whatever organie substance is to be 
nitrated, The nitric acid 4s used to impart the ONO, group 
while the sulfuric acid absorbs the water formed in the 
Feaction to keep it from diluting the nitrie acid. 
Plained before, the reaction 1s strongly exothermic and ca: 
aust be taken that the teaperature does not rise high enough 
to dacosipose the compounds, Since the temperature has 
direct bearing on yield, it should not be allowed to exceed 
25°, whereas 30° ie the upper lisit, If the teapsrat 
rises above 309, water should be poured into the beaker in 
which it is being prepared; this 1s why the beaker is larger 
than the mixture, If a larger quantity is to be prepared, 
the chemicals are merely increased proportionately; however, 
Larger mixtures will develop more heat in proportion to 
larger ones, and this must be taken into account in deter- 
mining the size of the cooling apparatus, Another point 
about larger nitration mixtures is that while, if the temp- 
erature of a small mixture rises-too high and decomposes, it 
will only boil and produce fumes; whereas, a larger mixture 
may produea enough to cause the detonation of whatever glycerol 
trinitrate may have formed. If any mixture, large or ozall, 
gets cut of hand, pour water into it or leave it innediately. 
‘The red fumes formed are nitrogen dioxide which 1s deadly 
poisonous, 80 do not coae back into the room until the fumes 
are gone. 

Preparation of Glycerol Trinitrate: Forty-three grams 
of sulfuric acid and 21 grams of nitric acid are weighed out 
in a 250ml. beaker and placed in the cocling syaten, and the 
‘vemperaturs is allowed.to drop to 200 or below. Ten grans of 
glycerine is now added, either through an eyecropper or a 
separatory funnel,.slowly enough that the temperature does 
not rise above 259, and-prefersbly stays as far below 25° as 
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4s prectically possible. When all the glycerin has teen added, 
the mixture 4s allowed to set for at least 15 minutes rore 
‘The mixture is now poured into either an 800 or 1000-ml, 
beaker containing 600-ml, of water, stirred for a few sinutei 
then filtered, The glycerol trinitrate is now tranaferred 
to a beaker containing the acid neutralization solution, and 
left for 5 minutes, then filtered again. It 19 now given a 
PH test. If acidity shows up, the acid renoval process 1s 
Fepeated; if not, it is treated with 500-ml. of water at 50- 
70° to remove the last traces of alkali, It 4s now ri 
be bottled or used, 


ETHYLENE GLYCOL DINTTRATE 

Ethylene glycol dinitrate is another inportant nitric 
er, It 18 Used in combination with glycerol trinitrate 
in dynanites to reduce the freezing point cf the latter cor 
Pound, usually in about an €0-20 mixcure respectively, This 
mixture may be used in place of glycerol trinitrate in the 
dyramite formulas given lever. Ethylene glycol dinitrate 1s 
comnohly abbreviated ECDN and 4t ie often referred to 
nitroglycol or glycol dinitrate, both in error. Ethylene 
Glycol cinitrate has a specific gravity of 1.496 at 15°, Ite 
chemical formula 18 CoH, (ONO2}2. Ive structural formula is 

fizr2e 
H-ON02 
The equation for its decomposition a: 
Cat, (ONO2) 2-2609-2H20-Ny 

As you can see by the equation, ethylene glycol dinitrate 
has a neutral oxygen balarce; that is, it contains the axact 
anount of oxygen needed to oxidize its carbon and kydrogen. 
Ethylene glycol dinitrate, ap coos glycerol trinitrate, giv 
headaches to persons who breathe it vapors or absort it 
through the skin, ileadaches caused by ethylene glycol 
dinitrate are acquired faster and are more violent, but 
shorter in duration than those caused by glycerol trinitrat 
It should be noted that ethylene glycol ¢inttrate 4 
more poisonous than glycerol trinitrate, and glov 
always be worn when working with 4¢. 


Ethylene glycol dinitrate is mado in the usual manner of 
adding the organic substance to nitrating acid. The reaction 
4m this case-42 much more exothermic than between glycerin 

‘and, of course, the ethylene glycol should be 
added mach slower. 


Preparation of Ethylene Glycol Dinitrate: Forty grans 
of sulfuric acid and 22 grams of nitric acid are weighed out 
ima 250-n1. beaker and are placed in the cooling system. 
After the temperature has dropped to 20° or lover, 10 grans 
of ethylene glycol is added, This 4s done slovly enough 
that the tenpersture does not rise above 25°, The mixture 
is allowed to act for at least 15 minutes after all the 
ethylene glycol has been added. ‘Ths mixture 1a now poured 
Anvo a beaker containing 600-ml. of water and is otirred for 
@ short tize, then filtered, The nitrate is now transferred 
vo a beaker containing the acid neutralization where it is 
left for 5 minutes. After filtering, the compound should be 
given a pl test. If acid shows up, the compound is washed 
4m another solution; 4f not, it is washed. in 600-n1. cf water 
at 50-70° to remove the alkali. This washing should be 
continued for 5 minutes after which it is used or bottled, 


CELLULOSE NITRATE 


Cellulose nitrate is ancther very izportant nitric 
ester. It 1s used in double and single base powders and in 
blasting gelatin and gelatin dynazites, Since the correct 
formula for cellulose is not known, it 4s not known how many 
nitrate radicals a single molecule of cellulose nitrate con- 
‘veins, ea the name of cellulose nitrate is not chemically 
correct; however, since ths correct name for it 1¢ not know, 
ellulose nitrate is generally accepted. It is somatines 
erronously called nitrocellulose, Cellulose nitrate 1s raved 
by the per cent of nitrogen it contains, 14.14 being the high- 
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eat possible nitrogen content for cellulose nitrate, theorati- 
cally. 


In the preparation of cellulose nitrate, not tco much 
heat is Liberated when the cellulose 4s added to the acids; 
and, since the quantity of cellulose ia this preparation is 
emall, 4t may be added all et once. 


Preparation of Cellulose Mtrate: 
furie acid and 15 grass of nitric 


‘Thirty grams of sul~ 
which has been diluted 
250-m1. 
Tt 48 now placed in the cooling systex and cooled to 
One gram of cellulose (cotton) is now added to the 

This 18 allowed to set for one hour, The cellulose 
nd acid are poured into a beaker containing 600-ml. 

This is stirred for a short while, then filtered. 
‘The cellulose nitrate is then heated at 60° for 4 minutes in 
600-u1, of water, If @ pH test shows acidity, the process is 
Fopeated; if not, the excess water tu pressed cut and the 
lulose nitrate is spread out to dry completely. It is now 
ready to be used, 


with 1 gram of distilled water, are weighed in 
beaker, 
250. 

acids. 


‘STARCH BITRATE 


Starch nitrate was used in the first world war in hand 
grenades because of a shortage of toluene witich is necessary 
to produce trinttrotoluene. Starch nitrate may be detonated 
by a number @ blasting cap 

and as $8 obvious, starch nitrate 1s 
rather insensitive to detonation in comparison with the other 
explosives in this booklet. Starch nitrate 4s commonly, but 
erronously, called nitrostarch, Tt fe not a devinate single 
compound but a mixture of starch nitrates of different degrees 
ef nitration, 4 rated, as is cellulose 
nitrate, by nitrogen content; 12.5 being a good nitrogen 
content for starch nitrate. To make a larger quantity of the 
compound 18 easily done since the addition of stareh does not 

the temperature to rise much, 


Preparation of Starch Mitrate: 
eulfurte actd and 25 grans of nitric acid are mixed ina 
250-a1, beaker and placed in the cooling aystex, After the 
acid mixture has reached a temperature of 20° or lower, 10 
grant of starch 10 slowly added, not allowing the temperature 
After all the starch has been added, the 
allowed to set for 0 minutes. The mixture is now 
Poured into a beaker conte ining 600-m1. of cold water, and 
stirred for several minutes, ‘The solution is now filtered 
and the starch nitrate s@ placed in the acid neutralization 
Solution and left for 5 minutes. After filtering, the com 
Pound is given a pil test and either treated again for acid 
or placed 4n 600-81. of waver at 40-60° for renoval of alkali. 
It 1s very imporvant that the compound is ridded of the last 
traces of acid for it to perform properly. The ecmpound 1s 
out to dry completely, after which tine it is ready 


Forty-eight grans of 


‘STRATOHT BrMaM TES 
Group I 
Glycerol Trinitrate 20 25 30 40 45 50 60 75 
Sodium Mitrate 70 50 62 45 5 30 20 
Wood Meal wwe 8 5 20 20 
he 50 
guhr 25 
Group II 


Glycerol trinitrate 


Potassium Nitrate 70 bl 47 61 43 23 20 15 
Wood Meal 2036 6 9:17 27 & 2S 
Aluminum dust 20: 
SoAtum Chloride 2 

DXNAMITES 


the first high explosive used for blasting 
main high explosive for commercial purposes. 
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The first dynanite, made by Alfred B, Nobel, was a combina 
tdon of glycerol trinitrate ond keiselguhr, a variety of 
‘This composition 
‘3 dynamite, called guhr dynanite, 
has + That 1s, the absorbent, 
keiselguhr, does not chemically change vhen the cynanite is 
detonated, ‘which means that the dynamite 1s not too powerful. 
‘The other’ dynanites contain active bases which consist of 
wood meal as an absorbent, fuel, and an oxidizer to oxidize 
it, The strength of « dynamite is rated by the total per- 
centage of glycerol trinitrate in the dynamite. Group II 
contains potassium nitrate as an oxidizer, which is le 
hydroscopic than sodium nitrate that is used in Croup I. 
‘The properties of the additives, sodium chloride and alim- 
num dust, as explained before, are to reduce or increase 
brisance and heat. 


BLASTING GELATIN AND GELATIN DYNAMITES 


Glycerol Trinitrate 93 92 37 47 56 56 65 75 
Cellulose Nitrat 78393 4 4 5 5 


Potassium Nitrate 48, 40 30 22 
Sodius Nitrate 32 16 
Wood Meal wz 1010 8 8 4 


The snvention of blasting gelatin led to @ new series 
of éyramites called gelatin dynamttes, Blasting gelatin, 

18 shown by the above compositions, consiste of glycerol 
rinitrate thet joided with 7-8% of cellulose 
nitrate, It 4s rength and 18 the most 
powerful industrial explosive in use, It is also the most 
drisant and most water resistant, It has a velocity of 
7,800 meters per second at 4. 1.63, The substitution of 
gelatin for glycerol trinitrate in dynamites give 
of gelatin dynamites which, like blasting gelatin, 
properties of being brisant, water proof, and 

Both are excellent for underwater work, 


SENI~GZLATIN DY} 3 


Glycerol Trinitrate 10 10 20 33 10 25 30 75 
Cellulose titrate ate 2% 
Anmoniua Nitrate 79 83 75 30 59 64 30 15 
Potassium Witrate 27 30 
Wood Mea 107 «5 10 15 10 9 5 
Sodiua Nitrate 10 


‘The above compositions mike use of amoniim nitrate for 
an oxidizer, It 4s interesting to note the added power 
ansonius nitrate dmparts to these compositions. For example, 
© straight dynamite requires 60% glycerol trinitrate to have 
pttsst 
are very cool 
explosives with Limited brisance which produce smell volumes 
ef obnoxious fumes upon detonation, commending their use in 
underground work, such as tunneling, Amoniua nitrate 13 
very hydroseopic and must be protected from moisture. Becaus 
of ite detonation properties, the best effeciency ean only be 
obtained in large diameter casings. “The anmoniun nitrate 
version of gelatin dynanites is called sent éynamito 
howe. inthe ines four compositions, “its orisance’ and 
water resistance are improved somewhat and, Like ammonia 


dynamites, it produces small volumes of obnoxious fun 
They are sonetizes used as a booster for setting off lese 
nsitive ammonium nitrate explosive 


STARCH TE EXPLOSIVES AND ORENITE 

Stareh Wisrete 23 2h 25 27 95 96 97 98 
jum Nitrave 35 35 40 30 

Sodium Mtrate 37 32 28 ho 

Charcoal dust 45k 2 

Fuel O11 Roe a at 3 aa! a 

Diphenolamine 21 


The above explosives use starch nitrate as a sensitizer 
and, as explained before, starch nitrate is rather insenai- 
tive to detonstion; therefore, the explosives derrived froa 
it are not. The purpose of the liquid hydrocerbon additiv 
(fuel of] and xylene) is to protect the mixture from moisture, 
ypeetally in the mixtures containing ammoniun nitrate. The 
last four mixtures are called grenite, used in hand grenades. 
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FULLY AUTOMATIC WEAPONS 


fully automatic weapons are notoriously wasteful of ammo but so intri- 
eing to gun buffs that underground gunsmiths have been publishing crude 
instructions For years. Since the ATF has begun cracking down on the sale 
of aute-conversion kits, the do-it-yourself-from-scratch techniques havc 
qained popularity. So here are four plans I've had lying around for years 
and now hope some of my readers may enjoy the challenge of ficuring them 
out. Once you've mastered the technique of converting most semi-automat— 
ies to full-auto you can make money right away by converting your best 
friends' guns until you get that job making license plates. 


R-15 1 M16 


CONVERSION INSTRUCTIONS 


Tools needed: 
electric drill 
1/4 inch dri11 bit 
Small pointed metal rotary file/rasp bit 
1/8 inch drili bit 


DIRECTIONS 

Strip AR-15 rifle down to lower receiver. 

Remove the following parts: hand grip (watch out for that detent and 
spring), safety selector, hammer, carrier, trigger & disconnector. 

Take the necessary parts from the AR-15 carrier and put them into the 

M-16 carrier. 


Take the electric drill and the small rotary rasp bit and grind out Lhe 
area in the lower receiver housing as shown in the crudely drawn diagram 
below. BE CAREFUL TQ GRIND ONLY ENOUGH METAL OUT TO MAKE ROOM FOR THE 
SEAR. It is only necessary to grind away the metal for about 1 1/4 
inches back towards the buttstock. 


After the above is completed, use the 1/8 inch drill bit to drill the 
hole in the lower receiver housing for the sear pin. Drill STRAICHT UP 
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From the letter "R" in the word " 
inch. it is very 
indicated. 


RE" and come DOWN EXACTLY 5/32 of an 
important to drill this hole in the proper place as 


ACLer this step has been completed you are ready to install the M-16 
parls in your AR-15. 


Tnslall the sear with the LONCEST part 
This 1a a top view of the inside of 
the lower receiver BEFORE the 
haa been ground away, This MUST be 
dome in order to make clearance for 
the H16 sear. 


inting DOWN. 


rrr 


To the right is a top view of the 

lower receiver of your AR-15 AFTER 

the necessary motal has been removed. 

Now the correct apace and clearance 1a provided 

for the M16 sear. 

NOTE: dotted line represents metal that was 
removed by grinding. 


snnenecoenenenans 


owe one 8 seedaneees 
BEFORE sear pin hole has been 
located and drilled, [-} car 


A eeeneee aesene eens Prereerrer yt) 


ole. 
AFTER svar pin hole has been drilled. NS ls 
FIRE, 
. Peery treet erreerereererreeeetrrrnyr ey ones 
NOTE t the M16 scar 1s now positioned in the 
lower recoiver as shown at right. 
LONG END POINTING DOWN. 


AUTOMATIC SEAR 
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Instructions for Colt AR-15 converted to M16 


REFER TO THIS DIAGRAM IF DIFFICULTY IS FOUND WHEN RE-ASSEMLEING THE RIFLE, 
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MINI-14 SELECTIVE FIRE CONV 


RSION 


The main part of this conversion is the Secondary Sear Trip Lever. 
This part can be bent or filed to gain the exact fit you need. AT NO 
TIME ARE YOU TO FILE OFF ANY PART OF THE SEAR! 

he average person can make this conversion using ordinary Lovis. 
With your weapon on full-auto mode, you can squeeze off single shots by 
using trigger control. The rate of fire is up to 750 rounds per minute. 


In the normal firing cycle, the following actions occur: Starting in 
a locked and cocked position with a round in the chamber, the trigger 
is pulled. This causes the primary sear to move forward, disenquc ing 
the sear from the hammer. The hammer then moves forward and the weapon 
fires. Upon firing, the slide and the bolt move to the rear, Carrying 
the hammer to the rear. Since the trigger is still in the rearward pos- 
ition, the primary sear is also in the disengaged position, The second- 
ary sear has moved forward and engaged the hammer. (See figure 2) 

When the trigger is released, the primary and secondary sears move 
to the rear. The secondary sear then disengages and the primary sear 
engages the hammer. The weapon is then ready to fire. 

Tn full-auto condition the first round is fired normally. The trig 
ger is held to the rear. When the slide and bolt move forward, chamrber- 
ing a round the slide contacts the Secondary Sear Trip lever (figure 3) 
which cams the secondary sear to the rear, releasing the hammer. The 
weapon will continue to fire until the trigger is released and the pri- 
mary Sear engages the hammer. 

Contrary to a popular belief, filing the sear is a mistake. lt is a 
dangerous practice and may turn a fine piece of machinery into a booby 
trap 
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PARTS LIST 


1) Drill Rod, 11/64 or 3/16" diameter, 1/4" long (Secondary Sear Stud): 

2) Key Stock or Soft Lron Flat Bar, 1/8" or 3/16" diameter respectively (Secondary Sear Trip Lever). 
3) Machine Screw #10-24, 1/2" long, (Secondary Sear Trip Lever Pivot). 

4) Set Screw, I long x 1/4" diameter with #20 thread (Selector Stud). 

5) Steel Nut, #20 thread, commercial or hand made (Selector Stud Mount). 


--- PARTS NOMENCLATURE ~- 
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The LEVER Pivot. 
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SECONDARY SEAR TRIP LEVER 
SCALE: 1/1 
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The first step is to basically field strip your weapon, the next page offers some additional guidance. 


1) 
2) 
3) 
4) 
5) 
6) 
7?) 
8) 


Take the stock reinforcement and cut off two pieces with a hack saw as shown below from the right side: 


remove the magazine 

pull the cocking lever to the rear and release, put safety on 
open trigger guard latch 

remove trigger group 

remove barrel and receiver group from stock 

remove recoil spring and guide 

remove slide 

remove stock reinforcement from stock 


Sree REINFORCEMENT RIGHT FIDE 


The above procedure will allow clearance for the Trip Lever. 


Replace the Stock Reinforcement 


use hack saw with 
fine blade 
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FIELD STRIPPING 


1, Remove magazine (Fig. C). 


2. Pull cocking handle entirely to rear 
and release. Put Safety “On”, (Fig.D). 
(Note: Hammer must be cocked and 
Safety must be “On” to accomplish dis- 
assembly and reassembly). 


3. Using a cartridge or other suitable 
tool, spring open trigger guard latch 
(Fig. E). 


4, Remove trigger group (Fig. P) 


5. Remove Barrel/receiver assembly 
from stock (Fig. GC). 


6. Remove Recoil spring guide and re- 
coil spring (Fig. Hl and 2). Caution: 
Mainspring ia heavily compressed — 
Use care while disassembling or re 
sembling to prevent mainspring ass 
bly from escaping and possibly causing 
injury. 


7. Pull slide handle to the rear. Align 
locking projections on slide with dis- 
assembly notch on receiver. Remove 
slide (Fig. 1). 


8, Pull the bolt forward until it pivots 

out of the receiver, Align firing pin pro- 

jection with slot in lower receiver 
ige- Remove bolt (Fig. J). 


Further disassembly shoukl not be re- 
quired and is not recommended unless 
performed by competent persons es 
perienced in gunsmithing. 
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Remove Secondary Sear 
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2 
Fc 
K 
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Q 
Aare BLVING eo very carefully silver solder 2 
AAEA Te GE se@eREO — Scud to sear as shown E 
< 
3 
<sE04 F 
When soldering, follow directions on the Flux container and properly apply flux to sear, place Sear Stud 
on flux and then solder using a good propane or acetylene torch. i 


Replace Secondary Sear 


Taking the Receiver, drill and tap #10-24 hole for Trip Lever Pivot. You might mark your drilling spot with a 
center punch, Use a 1/8 or #9 drill bit. Use a #10-24 starter tap. 


ERECEIVER 


ORL AND 
TAP Hae 


“4 ee 


Grind metal from receiver to provide clearance for Trip Lever. A disk grinder or a file will do this well. 
Once the hole is drilled, use a #10-24 starter tap to thread the hole with. 


Now using the Trip Lever Pivot, install the Trip Lever. Once the Pivot Screw is tight, you will want to cut 
off and file flush any exposed threads from the inner side as to not interfere with the magazine track. Also 
it is advisable to use Loc~Tight to insure the Pivot stays in place in a FIRE FIGHT. 


Using the Parts Nomenclature diagram as a guideline, silver solder the Selector Stud Mount to the Slide. 


The Trip Lever must be in place, 


armwe SUING When aligning the Mount, insert the 
TS an AACA To Stud to get accurate alignment. Remove 
@E seuneneD the Stud before actually soldering the 
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Mount to the Slide. 


Install the Trigger Group onto the receiver, when you do this be sure the Trip Lever stays in proper 
configuration with the Sear Stud as shown below. ¢ 
8 

yes nr 
Fre 

sean Fane ty 
a 
Install Recoil Spring and Operating Slide. re 
b 
Now inlet the stock for clearance of the Trip Lever. Do this by aligning the stock and barrel/receiver assembly, 5 
then using a chisel or similar wood working tool, make the proper cuts. In addition to the obvious cut-out on 3 
the outside, it is necessary to cut-out an area on the inside on the right side to allow clearance for the . 
Trip Lever. 5 
5 srved e 
x 
soe ae 5 
sre Riweten 5 
—_______— S 


Now assemble the weapon 


Partially screw in the Selector Stud. You are now ready to make the final adjustment, Place the safety in the 
Fire position, depress the trigger and leave it depressed until I tell you to let it up. Pull the slide to the 
rear and release {t, screw down the Selector Stud until the Secondary Sear is disengaged and the hammer falls, 
at this point the weapon is on AUTOMATIC. NOW YOU CAN LET UP ON THE TRIGGER. 


A) Now at this point, measure che amount of thread between the Stud Mount and the Trip Lever (a) and mark it, 

then tighten the Stud all the way down, take measurement (a) and measure from point (b) toward the tip, 
you will be at point (c), cut off the excess from point (c) toward the tip. Now when the Stud is tight, the 
weapon will be on AUTO and when it is backed off it will be on SEMI, You could stake the end of the Stud with 
@ center punch or chisel, this will provide a stop for the Selector Stud when it is backed out in the SEMI 
position, see (d). 
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You are now ready to test fire your weapon. 
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Complete Construction Plans 
for the 


MARK-1 SUB-MACHINE GUN 
Scale Drawings - Parts List 


1, (1) br cal, 45 blank 750 dia... 2... 2.2... eee eee eee eee cence nee 
2. (1) 16%4” seamless tubing 1.250 1.D./.062 wall (@ $1.25 ft.) — Approximately .. , 
3. (2) Aluminum bar ‘6061 or 2024 -1% diameter (3" needed per) @50c per Ib... 
4. (1) 4" wide x 1/8” thick iron strap @ $1.25 per 20’— Approximately.......... 
5, (2) %" wide x 1/8 thick iron strap @ $1.30 per 20"— Approximately .......... 


6. (1) Steel bar (C/R or H.S,T.) 6%' pr. 


7, (1) Steel Spring (diameter 1-1/8 to 1-3/16 x 10" long ...........5000e cece ee 
8. (1) 5/16" x 18” bolt (1-3/8" long) & nut 


9. (1) 10 x 32 Allen set screw ¥" long... 5... ..e ese eee e eee e scenes ‘i 


10. (3) 10 x 82 ovalhead screw %"" long . 


11. (2) Pins 4" diameter & 3/16” diameter (1"long)..........600020 sce scenes 
12, (2) Cotter pins 1/1 


ameter 4” long @15c for 40 pins... 62 eee sev ee ee 


13, (1) 1/16” thick sheet-metal 3%” x 6” 


14. (1) 5/16" x 24” bolt 14" long 


15, (1) 5/8" wide x \” thick Steel Cold Roll or Hot Roll Steel 


16. (1) Spring 3/8" diameter x 3/8" long....... 2-2... 202 20s e eee eeseeeeeeeee 


17. (1) pin, %" long x 1/8” diameter (Steel drill rod)... 2... 2... ese esceeee ences 


18. (1) %” x %" Square tubing (Steel with .062 wall) 2” per . 


19. (1) Wood 1%" wide x % thick x 5” long, preferably hardwood, 


20. (2) Wood screws 1/8” diameter x 4" long 


21. (1) Pront sight; make or buy. 


22, (1) Rear sight; make or buy 
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{pr 
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(2) COTTER PINs Yaris OM, 
(1) SPRING PURCHASED 


ena 19/64" DIA x 5/8" LONG. 


BREAK SHARP EDGES. 


EJECTOR - Yio" THICK SHEET METAL. CAN BE CUT FROM SAME MATERIAL. 
AS HOUSING, AS RADIUS MATCHES 
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(2) CLEARANCE HOLES FOR 6-32 SCREWS, APPROX IN THE ABOVE 
LOCATIONS. SCREW LENGTH FROM HEAD 1/8" LONG, 


SNOdV3M OLLYWOIn 


"TOA GNO@ SSWWE S+NWW NOOd 


v 


8Z1 


Ww avIng 


MAGAZINE HOUSING, MTL.062 SHEET METAL MAGAZINE RELEASE, STL. 
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STEN GUN MARK IT 


CONVERSION INSTRUCTIONS & PRINTS 


Use a vertical mill or drill press if at all possible. Set up blank 
between centers and mill. Use a 1/4" end mill for all of the ports as 
they have a 1/8” radius on each corner. The charging handle slot is made 


Charging handle 


Magazine well 


| | — Selector 


Trigger guard 


PTAIEEN, ReMi: «eC NE SPane ee wie ne edn aah PDAS SEES SLEEPER Sees See eeen MeN ees 


with a 3/8" end mill in all areas. Depending on your type of extractor, 
it gets a hole or slot in the area indicated in the magazine area. File 
to fil. 

Due to the Sten being manufactured in many allied countries on vari- 
ous machinery, bolt diameters vary. Your bolt will most likely Fit OK, 
bul you may need to polish the Lubes inside with an automobile brake 
cylinder hone and kerosene BEFORE cutting ports. 

The end of the tube marked in yellow will get the barrel bushing. 

ACter assembly of the weapon, locate and drill a 1/4" hole for the 
barrel retaining lock. Check how the bushing goes in before welding it 
into place. 

Yhe cicctor may have to be filed for proper fit. The bolt should be 
able Lo slide Ireely over the ejector while still being high enough to 
work properly. Test with an empty Case or dummy round. 

When welding the tube to the rear housing, place a snug fitting dowel 
through the housing into the tube to maintain the proper alignment of 
these two parts, The tabs on the trigger housing are welded to the tube, 
Weld the tube to the housing, THEN align the barrel bushing 


NOTRE: Tt will probably be necessary to slightly enlarge the inside dia- 
meter of the magazine housing band where it slides over the tube. This 
is normal. 


TIVS: ,Test with dummy rounds, 
Ejector is fitted just behind magazine port (see ejector page). 
sMount a front sight on the magazine housing. Otherwise, you won't 
be able to remove this housing if you have to. 


Hole for barrel 
collar top lock 


Hole for magazine 
housing lock 


Original barrel 
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The two holes (1/4") in the barrel bushing shown here are to be dril- 
led through the tubing and through the barrel bushing for the respective 
locking devices. Since the barrel bushings vary, it is best to measure 
yours. No measurement is given since they vary. The holes are best dril- 
led after the bushing is welded in place. Ejectors vary also, but the 
ejector page should be of help. 
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THE EJECTOR IS SHOWN HERE FOR THOSE WHO DON’T HAVE ONE. 


IT IS EASY TO MAKE, 
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This is your rear cut. 
Tocate the magazine port. (Left Side). Measure forward from the front 
edge of this port, 1,078". This is your front cut. Actually, the size of 
the ejection (right side) is arbitrary. You may wish to change the shape 
of this port to suit your taste. , “ 
°° Remember! The charging handie slot is rotated 25 degrees From hori- 


zontal. 


WELD 


Wer D 


IMPORTANT! As shown in the above diagram, the tube is butted up 
against the rear ring and welded. When stripping your parts kit, DO NOT 
REMOVE old piece of tube inside this ring. The tube part has two “Dog 
leq cuts" in it to retain the mainspring cap retainer. The tube measure- 
ments are generated from the front face of this ring forward, 


SUPPLIMENTARY INSTRUCTIONS 


Read all notes and instructions before proceeding. 

Method #1 If you have access to a verticat milling machine, this is 
the easiest and best. Set up the receiver blank between centers or in a 
good mill vise and mill (being careful not to crush the 0.D.), The ej- 
ection port, magazine well and trigger port all have a 1/8" radius in 
each corner - so use a 1/4" end mill. The cocking handle slot is 3/8" 
wide in all areas - so use a 1/4" end mill, The small hole behind the 
magazine port is for the ejector. Drill the hole 5/32", The two larger 
holes in front of the magazine port are for the magazine housing lock. 
Drill these holes 1/4". (The furthest forward is for the barrel lock). 


Method #2 To complete with a hand drill and file or Dremel style 
Moto-Tool (using cut-off disks). Place receiver blank in a vise, being 
careful not to crush the tube. Then, take a center punch and mark it 
for a 1/4" drill in each corner of the ports and ends of the slot. 
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Drill out the corners of the blacked in areas first, then drill more 
holes inside the blacked in areas to remove the metal along the straight 
edges(being careful to stay inside the black areas). Drill all the small 
holes as in method #1. 


NOTESt 
T. The barrel bushing must be turned down by lathe to an outside diame- 
ter of 1.398" - 1.400" (slip fit into tube). The best method is to turn 


the barrel bushing between centers for a concentric cut. DO NOT REMOVE 
ANY PART OF THE OLD TUBING THAT MAY BE ATTACHED TO THE BARREL BUSHING 
EXCEPT BY TURNING IT DOWN IN A LATHE OR IT MAY BE UNDERSIZE. THE INSIDE 
DIAMETER OF THE NEW TUBING IS A FEW THOUSANTHS OF AN INCH LARGER THAN 
THE ORIGINALS (modern stock sizes). The barrel bushing should be 1.5" 
long. Slide the barrel bushing into the front of the receiver tubing 
until flush and silver-braze, spot-weld or button-weld into place. 

2. The ejector fits into the hole behind the magazine port. It should be 
silver-brazed in place. Filing the top of the ejector may be required to 
get a proper fit, The bolt must be able to just slide freely over the 
top of the ejector. Test with an empty cartridge case. When the action 
is worked rapidly, the case should be thrown clear of the action. 

3, The trigger group and rear housing should be welded onto the receiver 
tubing. 

4, The magazine housing may require some material removed from the in- 
terior diameter to allow it to slide freely over the receiver when as- 
sembiing the gun, 

5, After the barrel bushing is welded in place, the furthest forward 
hole should be drilled completely through on one side to allow the bar- 
rel lock to contact the serrations on the barrel. The hole drilled pre- 
viously in the receiver tubing acts as a guide for this step. 

CAUTION: This gun fires from an open bolt. Never close the bolt on a 
live round or the gun will fire. 
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This diagram is intended for use with ORIGINAL barrel bushing. It is 
pressed in the front and heliarc-welded. This diagram was prepared from 
an actual uncut Sten and also Austen. 


wood 


: 


ano 


Pert 


iarietha ae a he eee. 


www a SJ} 
C=}e-6-o}-a| ——__ 
te me ine latch 
Barcel sieeve 1aten—™ 5 (aqarine Lat: 
Barrer sleeve Latch epring>———" fy > meaecise honeGig upc 
E ti opting Bop 
- Rear sight 


Front sight 


Maga: 


a 


eine housing 


Thigger 


rigger spring Trager Pin yrigger stop pin 


Burtutock 


Receiver rear end bushing 


by 


fi 


SNOGVEM O1LYNOLOY ATIOg 


T ‘1OA dNOB SSWWE Si NWN wood 


SET 


POOR MAN'S JAMES BOND Vol. 1 139 FIREWORKS & EXPLOSIVES 


FIREWORKS & EXPLISIVES 
LIKE GRANDDAD 
USED TO MAKE 


THE SCIENTIFIC AMERICAN CYCLOPEDIA 1903 ....... 142 
DICK’S ENCYCLOPEDIA OF 
ORMULAS & PROCESSES 1872 (INDEX 167) 158 


THE TECHNO-CHEMICAL RECEIPT BOOK 1896( INDEX 187)168 
HENLEY’S TWENTIETH CENTURY FORMULAS 1907 ....... 188 


POOR MAN'S JAMES BOND Vol. 1 


140 


FIREWORKS & EXPLOSIVES 


NOTE 


Many of the chemical terms in this book 
are so outdated you may not understand 
them. If you don’t already have GRAND- 
DAD'S WONDERFUL BOOK OF CHEM- 
ISTRY, get one. It has a dictionary of over 
2500 definitions and synonyms of vague 
and old-fashioned terms for chemicals, 
plants, processes, etc. 


Italso details the 19th Century methods 
of home manufacturing of most chemicals 
and substances you will need, from simple, 
easy to get raw materials. 

GRANDDAD'S WONDERFUL BOOK 
OF CHEMISTRY can be bought from 
Atlan Formularies and other dealers for 
$22.00 


INTRODUCTION 


Dick's Encyclopedia of Practical Recipes 
and Processes was first published in 1872. 
It details methods for making everything 
from deadly poisons to high explosives, 
narcotics, shoe polish, all the most popular 
patent medicines of the day and ketchup. 

When that book was published, most of 
those who would misuse its information 
were in prisons or nuthouses. The rational, 
lawabiding person was trusted with no 
end of potentially dangerous materials. He 
was also trusted to teach his children the 
dangers of anything they were permitted 
to use, such as fireworks. His children 
were trusted, not only in playing with the 
fireworks safely, but they were also 
trusted not to cause damage to property 
or to other children. 

There were very few injuries; less than 
kids got from falling out of their neighbor's 
apple trees. 

Since the:governors trusted the people, 
the people accepted the responsibility 
imposed by that trust. In the same sense, 
the children accepted the responsibility 
imposed by their parents’ trust. 

As more people were born into our 
society who were mentally defective, or 
just naturally stupid and irresponsible, 


many wonderful things were made illegal. 
In 1934 firearm silencers were outlawed. 
As one of the noisiest children in Brooklyn, 
I didn’t miss silencers. At the same time, 
automatic weapons were also outlawed. I 
didn't know about that. I took it for 
granted that as soon as I got bigger I 
would own a Tommygun. 

When I was seven I remember buying 
firecrackers for five cents for a packet of 
20. I liked to put them under tin cans. 
Often I would spend hours building 
elaborate fortifications for my toy soldiers 
just so I could blow them all up. 

I never suffered an injury worse than a 
flash-burn. I never knew anyone who had 
been seriously hurt. When anyone was 
damaged the tale was passed around and 
elaborated on but such stories just served 
to make the rest of us more careful. 

Later, in Chicago, I remember fire- 
crackers were made illegal. This shot the 
price up to 20c for a packet of 20. The torch 
of Al Capone was passed down to 
teeny-bopper gangsters and there seemed 
to be more firecrackers sold illegally than 
had been sold when they were legal. 


Then there were injuries aplenty. Many 
people were hurt when packs of fire-+ 
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crackers were set off in crowded street- 
cars or elevators, Since firecrackers were 
illegal there was no instruction or parental 
guidance. Also, since the normal, open, use 
of firecrackers was out of the question, 
their abnormal and destructive use was 
the rule of the day, 


Today, the average fire marshal is 
dedicated to removing all fireworks from 
our society. I agree with most of their 
arguments. Fireworks are unsafe when 
used only by those who have no respect for 
the law, 

But since the main harm is caused by 
the irresponsible and dimwitted in our 
society, then those elements must be 
suppressed, not the rational ones. I'm just 
selfish enough to want the moron or the 
psycholic to be confined if his freedom 
‘akes away mine. If he is not to be trusted 
with fireworks, guns, etc., then let him be 
put in a nice place where attendants or 
guards can control the traffic in potentially 
dangerous things. 

Do we live in a nation-wide mental 
institution, where the police officer is 
supposed to function as a nuthouse 
attendant, seeing that none of us have 
anything sharp, lest a real sickie hurt 
someone? To Hell with that! 

Alcoholics, improvident and violent 
drunks, spurred the adoption of Pro- 
hibition. This took away the freedom of 
the responsible social drinker and built a 
eriminal class which is still a fixture 
decades after Prohibition has ended. 

So enough of editorializing. When the 
Law comes to its senses, or is made 
ineffective by just too many boobs, you 
will be free to play with potentially 
dangerous materials to your heart's 
content, 

Even 


if you are responsible and 
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intelligent, knowledge of the materials and 
processes is necessary to avoid injuries. 
Such knowledge is now pretty much 
limited to professionals who use such 
technical methods and machinery that the 
jayman is effectively barred from their 
field. 

However, Granddad made just as good 
stuff with simple hand tools and such. So, 
since you have this book, you should be 
pretty safe. 

You must realize that Granddad learned 
from the ground up and had a thorough 
understanding of his materials. You ought 
to look up each chemical and study its 
specific hazards, flashpoint, ete., before 
pulverizing it or mixing it with other 
chemicals. 

Always wear goggles when working 
with any quantity of potentially explosive 
material. Even a small accident can blind 
you. If you are not blinded, particles of 
matter in the eyeballs can cause agony for 
months. Simple goggles prevent this. 

Leather gloves are useful, also, to 
prevent flash burns, which can be severe. 
The hand protectors described on page 48 
are required when working with materials 
like potassium chlorate or other explosive 
substances. 

When following these formulas it is 
suggested you make your own chemicals 
as shown in GRANDDAD'S WONDER- 
FUL BOOK OF CHEMISTRY, $22 from 
Atlan Formularies. 

Modern chemicals have a greater purity 
and so would probably be a lot more 
powerful than those described in this 
book. This could cause your fireworks to 
be far more powerful than you want or 
expect them to be, thus leading to a lack of 
control, which is a danger in itself. 


KURTSAXON MAY, 1975 


POOR MAN'S JAMES BOND Vol. 1 


142 FIREWORKS & EXPLOSIVES 


The Scientific American Cyclopedia 1903 


Pyrotechny. — Asternid Rocket. — Compo- 
sition for 1 lb.: Niter, 8 0z.; flne charcoal, 36 
oz.; No.2 charcoal, 4" oz.; Sulphur, 2 oz; mé 
powder, 136 02, 


Bursting Powder. 


Nunnber., 


Meul powder 
Grain powder 
Charcoal, 


Chlorate Meal Powder. 


Number .... 1 2 3 
Chlorate of potash. % | 15 | 60 
Charcoal, fine, So |oai |e 
Sulphur, a] 2] 8 
To Represent Cordage in Fireworks. Anti- 
mony, 1 part; juniper resin, 1 part; niter, 2 


parts; sulphur, 16 parts. Mix and soak soft 
ropes with the composition. 
omnwon and Sparkting Fires.—1. Meal pow- 
der, 4 parts; charcoal, } part. 
2.’ Meal powder, 16’ parts; niter, 8 parts; sul- 
phur, 4 parts; charcoal, 4 parts. 
8. Meai powder, 16 parts; very tine glass dust, 


5 parts. 

. Meal powder, 8 s; very finely powdered 
porcelain,” parts, noes Eres van belarranged 
very effectively as stars, suns, etc. For in- 
stance, provide a olroular disk of hard wood, 
@ in. in diameter and 1 in. thick. Nail to this 
5 spokes of wood at equal distances from one 
another, and 15 in. long. Nail also to the back 
of the central disk a strip Of wood about 2 feet 
long, 2 inches wide, and inch thick. By 
means of this you can screw ti 


whole ‘con- 
veniently to your firing post. On each of the § 
spokes tie a case of brilliant fire, supported at 
ite end, and connect the mouths of with 


quick match. 
Red Chinese Fire.—1. Meal powder, 16 parts; 
niter, 16 parts; sulphur, 4 parts; charcoal 4 


parts, iron borings, 14 parts. 
%. Meal powders 18 pacts: sulphur, 8 parte; 
tharcoal, 3 parts: lron borii parts, 


8. Meal powder, 8 parts; niter, 16 parts; sul- 


Parts; charcoal; 3 parts; iron borings, 


4. Meal powder, 16 parts; niter, 8 parts; sul- 
phur, ¢ parts; charcoal, 3 parts; Iron borings, 


On, ing Some Colored Fires (Bengat 
Lights}, Used in’ Pyrotechny. By Sergius Korn 
(St. Petersburg). —In preparing colored 
ires for fireworks by means of the usual 
formule given in many manuals of pyrotechny, 


it is often very necessary to kuuw the quick- 
ness of burning of colored fires, as in'some 
cases, as decorations and lances, they must 
burn slowly; in other cases, as wheels, atars for 
rockets, and Roman candies, they must burn 
quicker. Working for some months with many. 
compositions of such kind, I prepared three 
tables of colored fires (red,” green and violet), 
where every formula with a higher num* 
ber burns quicker than a fire with a lower 
number. For instance, No. § burns quicker 
than No. 6 and slower than No.4. These tables 
will, I think, be of much assistance in the pre- 
paration of fireworks. 


Green Colored Fires.— 


Potassium Barium 
No, Chlorate, Nitrate. Sulphur. 
Per cent. Per cent. Per cent. 
40 By 
48 a3 
53 a3 
5ST 2B 
oO 2 
& 2 
64 
66 21 
67 2h 
% at 
09°5 21 
70 a1 
10°5 2 
a 21 
Red Oolorea Fires.— 
Potussium Btrootium Carbon 
No. Chlorate. Nitrate. Sulphur re 
Per cent’ roent. Percent. Per cent 
0 89 18 3 
2 46 19 2 
21 51 2 2 
55 20 2g 
20 58 205 15 
18 60 py 1 
16 816 22 12 
15 3 21 1 
9 13 % 22 1 
10, ot 8 2 1 
11. oi 8 22 1 
B, 10 oT BR 1 
13 10 67 25 22 ads 
it. 925 4 Om 
1b. 9 68°35 E-) 065 
Violet Colored Fires.— 
Potussium Caicium Malachite 
No. Qhiorate. Carbonate. powdered, Sulphur. 
Percent. Pereent. Percent Per cent. 
2 4 15 
2B 5 5 
2% 1 b 
m 9 16 
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5. 3B 10 at 
6. 21 3B wb 
1. 20 u a 
8. 18 16 15 
9. 16 8 pg 
10°. Bb 19 1B 
ne B a Bb 
BR u 3 1b 
13. 10 ps Bb 
i. 8 38 1b 
1. 6 8 ot 


Colored Fires for Theaters.—We give below 
a table of the composition of the mixtures 
commonly employed for colored fires in tab- 
jeaux, etc, These fires, however, should never 
be used within doors, a8 the gaseous products 
of some of them areéxtremely poisonous. ‘The 
lime light lanterns and lenses of suitebly ool- 
‘ored glass have now been generally substituted 
for these fires, and give much better results. 


MS 2) 3 | 4 A 
|Grcen|Red | Yellow) Blue, White 

Chiorate of i 

potash. 82-7] 29-7, 545] 
Sulpbur 9:8) 17-2] 23'6| oT 
Charcoal") 52] 1-7] “B°8) 18-2) 
Nitrate of ba- 

ryt... 523 
Nitrate of 

strontia.. 45-7) 
Nitrate of 80- 

date ene: 98 
Ammonium 

sulphate of| Es) 

copper 2 
Saltpeter., 1". 62°8) 0 
Black sui-| 

phide of an- 

timony,. 57 5 
Woury ‘gun: 

powder ....' 1b 


It is hardly necessary to mention that great 
care is required in mixing these materials, and 
that each should be pulverized separately. 


Firesor Lights, Colured.—Vhese fires serye to 
illuminate; hence intensity of light with as 
littlesmoke as possible is aimed at. Inthe pre- 
paration of such mixtures the ingredients, 
which should be perfectly dry, must be re- 
duced separately, by grinding in mortar 
or otherwise to very fine powders, and then 
thoroughly but carefully mixed together on 
sheatsof paper with the bands or by means of 
cardboard or horn spatulas. The mixtures are 
leat packed in capsules or tubes about 1 in. in 
diameter und from 6 to 12 in, long, made of stiff 
writing paper. Greater regularity in burning 
igsecured by moistening the mixtures with a 
little whisky and packing them firmly down 
in the cases by means of a wooden cylinder, 
then drying. “To facilitate ignition @ small 
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quantity of a powder composed of mealed pow. 
16 parts; niter, 2 parts; sulphur, | part, and 
charcoal, 1 part, loosely twisted in thin perpen 
is inserted in the top. ‘The tubes are best tied 
to sticks fastened in the ground. 


White Lights— 
Saltpeter, 5 4 oz 
Sulphur, /2)") 1 oz 
Black sulphide of antimony.....1 oz. 
Yellow Lights.— 
4 on 
2 oz, 
2 02 
+1 on 
140 oz. 
45 OZ. 
30 on 
wel Om 


1 Chlorate of baryta. 
Nitrate of baryta, 
Bulpbur......... 

2, Chlorate of potash... 
Nitrate of buryta 
Sulpbur......./..... 


EES moa 
e 
§ 


z 
Ff 
G 
g 
3 
e 
Be 
8 


nal 
g 
g 


Hemet 
g 
& 


ono 
8 


For colored fires, where the mixtures are. 
ignited in shallow pans and maintained by ad- 

litions of the powders, the compositions are 
somewhat different, 
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Lampblack.. 

Blue Fire — 
Niter 
Sulphur. 
Sulphate of copper, 

Green Fire. 
Niter.. 
Sulphur. 


Nitrate of baryta, 
Lampblack .." 


Bengal Fire,— 
Sulpbur,. 
Mealed powder: 
‘Antimony. 
Lampblack: 


From the Western Druggiet : 
Red Fire. ~ 
Strontium nitrate, 
Potassium chlorat 
Bhellac, in coarse powde 
Mix, 
Green Fire.— 
Barium nitrate... 
Potassium chlorate. 
Shellac... ...+ 
Mix. 


Violet Fire.— 


Calcium carbonate, 
Malachite. 

Sulphur. 
Potassium 


Mix, 
Purple Fire.— 


Copper sulphide, 
Strontium bitrai 


rary 


HERP 


mr 


“chiora! 


Shellac .. 
Mix. 


On account of the calomel, this must 
burned indoors, 


Yellow Fire.— 


Sodium nitrate 
Potassium chlor 
Shellac 


Mix. 
Blue Fire,— 


Copper ammonia sulphate. 
Potassium chlorate, 
Shellac 


im 


8 


RRR 


RRRE 


oz 
oz, 
on 


z 
3 


mop HE 


144 


FIREWORKS & EXPLOSTV 


FYve-Pointed Star. 


Number. 


se 


aoe 
mor! 


Number 


Vegetable black 
Sulphur 


Flower Pots, Composition for.—Niter, 18 
parts: sulphur, 8 parts; lampblack, 6 parts. 
Gerde. 


powder: 
it 


The Mixture for Gulden Rain is Compored of.— 
Niter 


Sulphur. oz. 
Mealed powder. oz. 
Lampblack on, 
flowers of zinc oz. 


@um arabio....000.00.00..1 1 on 


All the materials used in fireworks must be 
fn thestate of fine powders and perfectly dry. 


Gunpowder.—The tomponent parts of gun- 
powder are saltpeter, sulphur, and charcoal, 
‘used in the following proportions: 

1. English war powder.—Saltpeter, 75 parts; 
sulphur, 10 parts; charcoal, 15 parts. 

2. French war’ powder.—Saltpeter, 75 parts; 
sulphur, 12% parts: charcoal, 12°5 parts. 
3. French sporting powder.—Saltpeter, 76°9 
parts; sulpbur, 8 parts: charcoal. 185 parts, 

4. French blasting powder. —Saltpeter, 62+ 


OR: EAS SS TAPES MONEE iE ee 


‘parts; sulpbur, 20 parts; charcoal, 18 parts. 

‘Phere are a number of variations of the above 
receipts, but, the difference, which is purely a 
tmatter of opinion, consiats principally in vary- 
ing the quantity of sulphur or charcoal ex- 
ployed, 


Inflamant. 
2 3 

1 

16 a 

8] RB 


. Lances are small paper cases, two 
ia diameter, filled with composi 
und are used to mark ‘the outlines of figures. 
They are attached endwise to light wooden 
frames or sticks of bamboo and connected by 
streamers or quick match, The following are 
some of the compositions used in these: 


8 6 8 

oe tteaire 
Lampblack Sees 
tuphlanc . — aes 
Renee ae re 
Supine =a” 
Nitrate of baryta. - - - = 
2. Lances are used in making up devices, such 


as nat mottoes, wreaths, and goon, ‘They 
Consist of sinall cases, generally made about 
feof an inch in diameter, that is, round a piece 
of glass or brass rod or tube of that size; tubes 
aréalwaya best for these small formers. ‘The 
cases are about 2 or 24 im. long, with one end 
inched or turned in, ‘Two rounds of din 
jemy or double crown wi . 
will give sufficient thickness and substahos for 
the case. The cases, when dry, are to be filled 
with either of the compositions in the same 
‘aa golden rain: 
positions for Lances. White.—1. Niter, 


16 parts; sulphur, 8 parts; meal powder, 6 parts. 

2 Niter, 16 parts; sulphur, 4 parte; meal pow- 
ih 
. Nit 


_Niter, 12 parts; sulphur, 4 parts; sulphide of 
wine 2 a arts: julphur, 18 parte; 

. Niter, 72 parts; sulphur, 3 
of antimony, 33 parta; ‘Toalgar, 1 part; it 


part. 
5. Niter, 9 parts: sulphur, 24 parts: regulus 
of antimony, 48 parts; realgar, 8 parts; shellac, 
L part. ‘These for the most part give biuisi 
white flame, and when employed in cases of the 
size mentioned above, burn slowly, and will 
last as long as this species of firework is re- 
quired to last. 

Yellow.—1, Chloride of potash, 72 ss 
oxal. soda, 60 parts; stearine, 6 parté; sulphur, 
pal 
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Pin Wheels. 


3} 4) 6] 6) 7| 8) Oi1ol1LI2113 


or 
Sulphuret of| 

Antimony... 
Beech sawdust, 


fine... 


Litharge, fine: 
Orpimént, or 
realgar...... .|—| 
Vegetable black|—|— 
Nitrate of lead,|—| 


Compositions for Pin Wheels, etc.— 
Common. Brilliant. Chinese, White. 


6 1 rf 6 
1 1 1 3 
16 6 7 16 
6 = = a 
- 7 = = 
- - T = 


Number 
Meal powde 3 

Sulphur" x ra be Pa 
Niter wl] a} 6] 36 


Quick Match.—Make a thick paste of gun- 
powder and hot water, with a émall quantity 
of gum init. Take about four strands of oo' 
ton, such as is sold in balls and used for making 
the wicks of lamps, steep this in the solution of 
niter used for making touch paper, and wring 
itas dry as possible; then rub it well in the 
gunpowder paste till it is thoroughly covered 
with it, One end of the cotton may be passed 
through a small funne!, whose mouth is not 
more than gin. in width, By this means, if 
the whole length of the cotton is ‘drawn 
a it, the superfluous paste wi re- 
Soved and th castes will bo of @ hicy Poured 
form, "Hang it out of doors on a dry day, and 
when it is nearly dry coil it upon a tray or 
paper, and dust it over with meal powder. In 
winter it will not be sufficiently dry for use 
under a week. When thoroughly dry it should 
be stiff and hard, and the less it is bent or 
doubled the better. ‘To use this match for con- 
necting the mouths of different fireworks, or 
clothing them, as it is termed, make some long 
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Paper tubes round a wire former which bas a 
diameter of not less than yin, ‘These pipesare 
threaded on the match, and have a piece cut 
away at their sides wherever they are inserted 
into the mouth of a case, in order that the 
match may be laid bere and convey its fire to 
‘the priming of the cases. 


Silver Rain. 
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Rockets, }-lb.—Composition for.—1. Niter, 9 
oz.; sulphur, 2 02; meal powder, 14g 02.; fine 


‘charcoal, 202,; No. 2 charcoal, 2 02. 
2, Niter, 8 ; meal powder, 
Wg 0z.; fine j $0z. 
Niter, 80z.; sulphur, 146 o2.; fine charcoal, 


1 | 2| 3 | 4 charcoal. 246'o2.; No. ». charcoal, 113 oz. 
Eas) 2. Niter, oz. sulphur, 154 07,1 miéal powder, 
1[ 2/2) a Beem fine charcoal, 3 02; No. 2 charcoal, 
‘02, 
2h a 8. Fine fire.—Niter, 8 02.; sulphur, 2 02,; meal 
x= | 1] 7] 2 powder, 236'02.; fine charcoal, 4 02. 
Sea ealcs Roman Candle. 
-|-|]-| 1 7 
Number.....| 1) 2) 3| «| 5| 6 2{ s| ofio}i1 wehialse 
Gouk Rain. Sulphur...) 4 4 1) 1) 2] 21 3) 4) 6] 8i al 3|— 
iG Charcoal..--/ 3) 3) 21 1/ 31 8) 17) 9 in 2 
1/2] 3] 4] 5 Nier. 8) 2] 8/ 4| 3] ole) 4] 5 18/18 10/2, 7 
F rasa Meal p'wder.| 8} 8) a] 3) 2| 4/12] 5| a 4) alg Ey 
2 2 2 = _ 
Bal ela ise aes: 
wl] 6] we] 4] 8 
Rockets. 


‘Number, 


Sulphur. 
Charcoal. 
Niter 

Meal powder. 
Steel filings. 


Homan Candles.—To Make a $% Roman Candie, 
qtogure a straight piuoe of Brass tube, 9 of 
aninch external diameter and 1634 inches fong. 
Saw or file off a piece, 14 inch long, Fig. 
‘Thia ia for the star former, and is drawn of the 
correct size. 

In the other piece, of 16 inches, fix a handle, 
ag shown, in diminutive, in Fig. 7. This is for 
the cage former. It should be filed smooth at 

eend, 

Take another piece of brass tul of an 
inch external diameter and about. 1é¢ inches 
long. In this also fx a handle, or fix it into a 
handle, Fig. 4, Invert it, and set it upright in 
a flower pot, filled with sand or loose mould, 
Melt some jead in a ladle, and pour it slowly 
into the tube, Jeaving room for the air to es- 
cape up the ide, ti it is Tull. If the lend is 

oured in rapidly, the confined air, expanding, 
forks the, metal ‘up, and may odie, sorioss 
injury. A pound or more of leac ill he ze 
quired. When cold, drive the end of the lead in 
with a hammer, and ‘le in smooth. This is for 
arammer. 


‘Take a piece of deal, Fix. 6, about 12 inches 
Jong, 6 inches broad, and $4 inch thick; and,on 
the top, screw # handle, like one on a serubing 
brush. ‘This is for a rolling board. An iron 
door handle would answer. A wooden one, 
however, about an inch thick, not. cylindrical, 
but slightly flat, and rounded at the egy 
preferable, as it gives more purchase for 


_Cat.a picoe of tin, or zine, or thin board into 
the shape of figures, in which the distance 
tween the arms, 3 and b, across the dotted 
line, shat! be 7% uf an inch. is for a gauge, 
with which to measure the external diameter of 
the case. Write upon it, 7% space. 

Procure some 60 Ib., 70 Ib. or & Ib. imperial 
brown paper; the size of a sheet will be 20 in. 
by 24g. Cut @ sheet into four equal parts, each 
Thg by M4; paste the four pieces on one side, 

them on one another, with the pasted 
face upward, putting the tourth piece with 
the pasted side downward, upon the pasted 
side of the third piece. Turn them over; take 
off the now top piece, and lay it flat on the , 


POOR MAN'S JAMES BOND Vol. 1 


near edge of a table, pasted side upward. 
‘Take the former, Hig. i, and parte the cabe al 
over. ‘it along the edge of the paper, 
fhe paper over with the Angers of both hands, 
and roll it tightly up, until the external diam- 
ster of the case about fits the g Fig. & 
Tf the paper should be too, long, of course a 
piece must be cut off; if it should not be long 
enough, more must be added, taking care to 
bind in the second ploce with three or four 
inches of the first piece; for if the whole of 
the firat piece be rolled ‘up before beginning 
the second, the latter, when dry, will probably 
slip off and spoil thé case. The case baving 
been rolled up. take the handle of the former 
in the left hand, lay the case fiat on the near 
Bide of the table, the rolling 5. by 
in the right band, press the front part of it on 
the case, and drive it forward five or six times, 
like a jack plane, letting the bandle of the 
former slip round in the left hand. ‘This will 
tighten the case, and render ft, when dry, as 
pee ae a book core be 

© former must ‘always be pasted before 
rolling @ case, to prevent ite sticking. It 
should, likewise, be wiped clean with a damp 
sponge before being Iaid aside. Brass tubes 
keep clean a much longer time if lacquered, 
‘To lacquer them, clean them with very fine 
glass paper; make them hot by the fire, till you 
can just bear them on the back of the band; 
then, with a camel's bair pencil, wash them 
over with thin lac solution. ‘The Cases may be 
either 144 or 114 in. long; but 1144 is the best, 
for when the cases are too long, the fuse, a8 it 
approaches the bottom, is apt, if slow, to 
smoke ; if flerce, to set the top of the case in a 
flame. ’ If the learner decides upon 114 in., 
the former and rammer may each be fwoor 
three inches shorter. 

After the first case hus been rolled up to ft 
the gauge, it may be unrolled and the paper 
measured. Future pieces of the same quire 
of paper can theu be cutof the rightsize at 
once, 80 that the case will fit the gauge without 
further trouble. 

A lcrge slab of slate is convenient for rolling 
upon, but @ smoothly planed board will answer 
every purpose. 

When a numibder of cases are finished hitch a 
piece of flax two or three times round each of 

hem, and hang them up to dry in a place free 
from draught, that they may not warp. 

Flax is sold in_ballst the thick yellow is the 
best. It is named inditferently, tax or hemp, 
It ig much used by shoemakers and is sold at 
the leather shops. ‘T'wo or three thicknesses of 
thig, waxed, or drawn through the band with @ 

le paste, is very convenient for passi 
round the riecks of small choked cases, tying 
‘cases on wheels, etc. 

To Make a Homan Candle Star.—Take the 
former, Fig. 1, which, as said before, is bg in. 
Jong; have acylindrical piece of turned wood, 
box,’ beech or mahogany, Fig. 2 about 2 
long, and of a diameter to just fit easily 
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Fig. 1. At a point, a, at the distance of about 
%got an inch from the end, d, with a bradawl or 
very small gimlet or nosebit, make a hole and 
drive in a piece of brass wire,'to project just s0 
much as to prevent the tube supping over it. 
A piece of a brass rivet, such ws used by shoe- 
makers, is convenient’ for the purpose, -'The 
t with the head on ia best; a quarter of an 

ch length will be sufficient, filed or cut otf 
with the nippers. It is evident that upon in- 


serting Fig. 2 into the tube, Fig, 1a vacant 

of $6 of an inch will be left at the bottom. 
‘ig. $18 4 pleco of turned wood, or better etill 
of turned brass, exactly like Fig. 2, without thé 
side pin, a. Now, to pump a star, insert Fig, 2 
in Fig. 1; press the tube into ‘tam ped composi- 
tion, turn it round and withdraw it. Rest the 
tube ona flat surface, insert Fig. 3and give it 
two or three taps with'a small mallet, like Fig. 
2. A convenient size for the mallet is 13 in. 
aquare, 3 in. long, with a turned handle. ‘The 
mallet is best made of beech or mahogany, The 
alight malleting consolidates the star and pre- 
vents it from getting broken in charging; it 
will compress it to about nine-sixteenths of an 
inch in height. Push it out and set it by to 


‘tars are best made in summer, and dried in 
the sunshine; when dry they should be put 
into clean pickle bottles furnished with tight 
fitting buugs., A plece of wash leather passed 
over the bottom of the bung, istered up 
round the moresand tied atts fee ike a choke, 
fakes a good stopper. Shot shaken up in bot 
es, with water, soon cleans them. 


‘To Damp Stars.—Stars containing nitrate of 
strontium must be damped either witb lac solu. 
Hon or wax solution: anything containing 
water destroys the color. Niter stars may be 
damped with gum water, dextrine solution or 
thin starch. lost other stars with either of 
the solutions. Crimsons and greens wili mix 
with boiled linseed ott, but they cannot. then 
be matched, as oil renders meal powder almost 
imflammable. With all stars, not u drop more 
of the solution should be used than is sufficient 
to make the composition bind; and it ia advis- 
uble not to damp more than half an ounce at a 
time; this is particularly the case in using the 
lac solution, a3 it dries rapidly; and if alurge 
Quantity, of composition is damped und yets 
dry and has to be damped over and over again, 
it becomes cloyged with the shellac and the 
color is deteriorated. If it should get dry, and 
require a second damping, it.is best to use pure 
alcohol only the second tine. 

Before mixing compositions, every article 
should be as fine as wheaten flour and perfectly 
dry. Nitrate of strontium, if purchased in the 
lump, should be set over tte fire in a pipkin, it 
will soon begin to boil in its water of crystal- 
lization; it must be kept stirred with a piece of 
wood till the water is evaporated and a fine 
dry powder left. A pound of crystals will 
yield about eleven ounces of dry powder, which 
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should be immediately bottled, Even then, If 
used in damp weather, it is best dried again 
and mixed with the other ingredients while 
Warm. ‘This second drying may be in a six 
incb circular tryiug pan. 

Articles, separately, way be reduced to pow- 
der with the pestle in “a mortar. See that it is 
wiped clean every time, us there is danger of 
ignition with chlorates and sulphides. When 
the articles wre to be mixed, they may be put 
into the mortar and stirred together with a 
small sash tool, A 3% in. is a convenient size, 
The mixture must then be put into a sieve and 
shaken in the usual way; or it may be brushed 
through with the sash tool. Return it to the 
sieve and brush and shake through again, As 
it lies na heap, Jevel or smooth it with the 
blade of a table knife, or any straight edge: if 
thoroughly mixed, it ‘will present a uniform 
color; if it appears darker in one part than in 
another, it must be sifted again. A sieve with 
a top and receiver is very desirable, as nearly 
all mixtures are either black or poisonous; the 
dust trom star mixtures is very injurious to the 
lungs. Ifa topiand receiver cannot be readily 
purchased, both may easily be constructed out 
ofa sheet of millboard, fastened with a brad- 
awl and waxed yellow tlax, and neatly covered 
with paper, 

Mixtures may be damped ona Dutch tile, a 
marble slab, or a slate without a frame. They 
may be stirred about with a dessert knife, 
preed flat, and chopped. or minced, as it 

nd again Br flat. 

‘To Make olution.—Put balf an ounce 
of flake shellac into a tin pot, and pour uj 
it 44 of a pt. or 6 oz, of methylated spirit; or 

referably, a like quantity of wood naphtha. 

tit stand for about a day, stirring it oc- 
casion: ‘till dissolved. Then half fill a basin 
with boiling water, set the tin containing the 
Jac initand leave'it till it boils and curdles. 
Ifthe water does not_remain hot long enough 
to make it boll, set it in asecond basin of boiling 
water. As goon as it has curdied remove it, 
aud when cold pour it into a vial and cork it! 
Spirit must never be boiled over a fire nor 
near one.as the vapor might inflame. Keep 
the pot, therefor, while in the hot water, at a 
Gistance from a fire or flame of a lamp or'can- 

le. 

‘To Make Wax Solution.—Put into a vial 4 an. 
92. of white (bleached beeswax), pour upon 
50z. of mineral naphtha (coal or gas tar naph- 
tha); keep it tightly corked. 

‘To Make Stearine Solution. —Diasolve a 
plece of composite candle in mineral naphtha 
ip the same way. Mineral naphtha must not 
be used near a candle or fire, as it gives off 
#2 indammable vapor at less than 100° Fabren- 


To Make Gum Solution.—There is no better 
Way of preparing this than simply to put cold 
water upon gum arabic, and let it stand till 
dissolved. If for sticking purposes, as much 
water as will just cover the gum will be suf- 
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ficient; but, for Ge quack match, 1 oz. or 
4 oz. of gum toa pint of water. If required 
Gn a hurry, put the gum into cold water, ina 
PR an or tin saucepan, set it on the fire, make 
it and keep stirring till dissolved, When 
cola, bottle and cork i 


To Make Dextrine Solution.—Take 16 an o7. 
of dextrine anu 6 02. or a 44 pt. of cold water, 
put the dextrine into a cup or busin, add a. 
ittle of the water, and mix it well with a tea- 
spoon, rubbing it till all is dissolved; then add 
remainder of the water, stir well’ together 
wsecond time, pour it into a vial and cork for 
use, Dextrine, wetted to the consistency of 
honey, may be used insteud of thick gum arabic 
ter "for pasting. Fur this purpose it is ad. 
eep either ina wide mouthed b 
tle, and to set the bottle ina gallipot contain- 
ing little water; the brush, « camel's buir 
pencil, or very small sash too! with one-third 
of the bristles cut away on each side, to render 
it flat, can then be kept in the water when not 
in use this will prevent it,on the one hand, 
from ing dry and hard; and, on the 
other, from getting clogged and swollen, 16 
can be squeezed between the thumb and fingers 
when wunted for usc. The flat gum brushes 


now sold, bound with tin, are not pleasant to 
‘us, as the tin oxidizes and turns of-a disagree- 
ablé brown color. If there is a difficulty in 
obtaining 2 yraduated water measure, one 
suliclently correct for pyrotechnic purposes 
may be made with a vial. Pasto a narrow strip 
of paper up the outside of the vial, weigh 4 oz, 
of water in a cup in the scales; pour it into 
the vial, mark the heigbt, and divide it into 
four equal parts for ounces; of course. it can 
be graduated into half and quarter ounces, and 
increased, if large enough, to five or more 
ounces. A gallon of distilled water weixhs ex- 
etly ten pounds. Consequently a pint of pure 
water weighs a pound and aquarter. 'This is 
uiso nour cnough for spirit, though, of course, 
spirit isu tritie lighter. Doctors' vials are often 
murked with ounce divisions. 

To Make Peste.—Paste is most economically 
made in w zine pot, which may be 4 in. dee 
and 3% in, diameter. Any zine worker will 
make one toorder. Put into it 202, wheaten 
flour, add a little cold water, rub the two to- 

ether with a spoon till smooth and free trom 


lumps; pour in more water tijl the pot is full 
within about an inch, set the pot in halt a 
saucepantful of water, put it on the fire; make 


the water boil, and keep it and the paste boil- 
ing for four or five minutes, stirring the paste 
the while. Remove it from the fire, and set it 
by tocvol. The puste is to remain in the zine 
pot, in which it will keep good fora length of 
fume and beautifully white, 

Some recommend alum in paste; but, it is 
best avoided, especially in cases intended to ro- 
ceive colored fires. Alum is a double salt, a 
sulphate of alumina and potassa; 1t has an acid 
reaction; and, coming in contact with chlorate 
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of potash and sulphur, may cause spontaneous 
combustion. A drop of sulphuric acid instantly 
ignites stars containing them. Attheaters the 
clown sometimes fires & cannon with what ap- 
pears to be a red bot poker, but which in real- 
ity 13 only a piece of wood painted red, A mix- 
{hive is mado of chlorate of potash and sulphur 
orsugar, a glass bead is filled wth sulphuric 
awid, and the hole stopped up with wax. This 
33 laid m the mixture, and when it is struck 
with the Loker, the liquor escapes and inflames 
the potash and'sulphur. Sulphate of copper is 
aparticularly dangerous sait, and must never 
‘he used, as it 1s almost certain to cause sponta- 
neous combustion. Chertier, to whom pyro- 
techny otherwise owes 80 much, introduced 
an empirical preparation, by dissolvins sul- 
phate of copper in water, togethe: with chilo- 
rate of potash, drying it;and wetting it with 
ammonia; but this, however dried, wh nu 
wetted, turns jitmus paper red. Practreus has 
named’ it Ghertier’s copper. Its use is not 
recofnmended, 

‘Two paste Drushes will be sufficient for an 
amateur, sash tools, one about an inch diame- 
ter, the other smaller for light purposes. Let 
them stand in the paste. If they get dry, the 
bristles fall out. For convenience, one way be 
Kept in the paste and oue in water. 

ry clay, powdered and sifted as fincas posst- 
bie, Is used for plugging or stopping up the 
Bottoms of’ cases." Atmateurs ‘avs discon= 
tinued its use, and ‘employ plaster of Paris in 
preference, Directions will @ given for each, 
80 that the learner can adopt which he pleases; 
but plaster is infinitely preferable. 
American improvement. 

Romun Candie Scoops.—No species of fire- 
works require greater care in their construc- 
tion than Roman candies. In the first place the 
stars must be tloree, that they may light thor: 
oughly; next, they must not be driven outwith 
toogreat veiucity. For this purpose the blowing 
powder must be carefuuy adjusted, The stars 
ulso must be of so easy a fit that when put into 
the case they may fall to the proper depth of 
their own accord. If they require pushing, they 
ure too tight, and will probably be blowa out 
blind, When made as directed they will neces- 
sarily be of an easy fit, as they will be of the 
inner diameter of the brass tube, while the 
bore of the case is equal to its external diame- 

er, 


'To regulate the blowing powder, prepare a 
number of little scoops, like Fig. 6, which is 
about the right size for the bottom star. They 
are formed of pieces of tin, zinc, or copper. 
Cutalong strip of tin in. broad; cut this 

into T pieces of the following lengths: 
156, 154, 174,2,244, 244, and 4in. Round off the cor 
ners. "Take 2 piece of brass wire, or stair rod. 
about }4 in. in diameter, ana with the wooden 
mallet before mentioned, Fig. 2, bend each 
of the pieces round the rod into a half eylinder 
or gutter, ‘Take up the smallest and hold 5 in. 


tis an 
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of the end of the stair rod in the end of the 
semi-cylinder to keep it open; put the other 
part, from to b, Fig. 5,ina vise and pinchit 
up; it will essume the form represented; the 
bow] part will be 9 in. long and the handle 1 in. 
long. Make the bowl of the next scoop § in. 
and so on; the handle will 


26 


long, the next % 
always be lin. long. ‘Tue last for the top star, 


lavea bowl of 3 in. The smallest scoo} 
ought to hold as much grain powder as will 
weigh about one twelfth of the star; but to 
have the scoops uccurate, it will be necessary 
to charye a Roman candle, fire it, and observe 
whether the stars go a uniform height. For 
me thb interval fuse, or fuse between 
the top of one star and the bottom of the next, 
a large scoop of the size of Fig, 10 will be re: 
quired. ‘The tin may be 1 in. broad, and the 
246 in. long, bent round the rammer, 
Cif on He Tot tas Se 
: Fig. 9 which is a 
of wood or brass turned’ with a tenon toe 
tight at the Gottom of the case, Fill the sooop: 
and strike it level with a straight edge; empty 
it into the case, rest the foot on a fiat sur 
insert the rammer, Fig. 4, and jolt it up. 
down a dozen times or more, lift it about 
410, at a time; put in another scoopful 
and Jolt it in like ‘manner, If the two scoo) 
fuls thus compressed fill i in. of the case, 
scoop will be correct. If more or less, the 
scoop must be shortened or lengthened acvord- 


ingly. 

"A piece of writing paper may be pasted and 
wound twice round the handle of each scoop, 
as froma to b, Fig. 4. One dot can be put 
upon the scoop for the first or bottom star; 
two dots for the sccond scoop, ete,, or any 
memorandum can be written upon them for 
future guidance. Should they get soiled, they 
may be cleaned with a soaped damp piéce of 
sponge, 

Gunpowder for fireworks is used in two 
forms, meal powder and grain powder. Meal 
powder is a fine black dust and is employed in 
wiicases of mixing. Grain powder is of three 
kinds, F, FF,and FFF—fine, double fine and 
treble fine. " FFF is, best for crackers, simply 
because it runs rapidly down the pipes ; for 
driving stars, shells, ete., F will be sufficient 


but FFF may ve employed ; F¥ need not be 


purchased. If in any place ‘there should be 
lifficuity in chaining meal powder, F grain 
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powiler may be crushed in a leather bag by 
laying the bug ona hard surface and beating 
it with abammer. The leather should be of 
the ame kind us shoes are made of. 

‘To Charge Roman Candle Cases.—Pour some 
F grain powder into a wooden bowl or platter, 
Fepreseuted by Fig. ll. Round. tho edge. lay 
the little blowing powder scoops side by side, 
beginning with the simullest at a, the next at 
},and soon to g. Put some Roman candle 
fuse into a large tin scoop, made to standon a 
flat bottom, Like Fig, 12, the same in shape as 
used by ten dealers; and, on the right hand af 
it lay the charging fuse’ scoop, Fig. 10. If the 
‘Rowman candle is to contain different colored 
sturs, set seven in a row in the order desired. 
‘When the cases are intended to be fredin 
threes or fours, the stars in one may be all 
blue, in another crimson, in another green, in 
another white, Fit the foot, Fig. 8, in the bot- 
tom of the case, put_in a Scoopful of clay, 
insert the rammer, Fig. 4,and jolt ul 
ciuy is well composed. ‘The clay should fill halt 
anineh, ‘This being done, invert it, and sbake 
out any littie dust that may remain, Putin 
the little scoopful, a, of F grain powder, thea 
lay the scoop ut A. ’Now put in a star. As 
previously stated, it ought to fall of its own 
Accord; but make sure that it bas reached the 
blowing powder by putting in the rammer, 
Having ascertained ‘this, put in a scoop of 
fuse, Big. 10; lay the scoop on the right of Fig. 
12; insert the rammer and jolt it; put in 
another scoop of fuse, Fig. 10; lay the scoop on 
the right of Fig. 12; insert the rammer and jolt 
itas before. Then prooced, with the scoop} 
of grain powder and lay it at B, and so on, till 
the case is filled. ‘The fuse on the top star is 
best drivenin with a short solid rammer and 
maliot, ust is difficult to jolt the long rammer 
inso small agpace, ‘The last eighth of an inch, 
near the mouth of the case, should be fine meal 
powder, as it binds better than the Roman 
candle fuse, and also blows off the leader pipe. 

‘The blowing powder scoops, having been laid 
at A, B, etc., all that is required is to turn the 
vow! oF platter a little round to the left und 
they willcome in rotation ready for the next 
cage, Also, by patting the scoop, Fig. 10, alter- 
nately to the lett and right of the scoop, Fig. 
12, it will always be known whether the proper 
quantity of fuse has been putin. 

Colored stars, from their fierceness, haye a 
tendency to burn in the cases. This defect 
may be remedied by sutton upon each star a 
small coopful of starting fire, No, 1, before 
putting in the interval fuse as'much a3 will fill 
Tound the sides of the star. ‘This composition 
is eumewhat flercer than would suit for the 
regular fuse; so catches the blowing powder 
sooner. 

A Roman candle is well charged when the 
stars {sochronize, or cumeoutat equal intervals 
of time; they should also, theoretically, ascend 
to equal heights; but with colored stars this 
canuot be perfectly insured, as somo shrink 
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more than others in drying, and of course fit 
more loosely; some até heavier, some flercer 
than others, 

‘The interval fuse must always be driven in 
at twice, never at once. Each atar, with its 
blowing’ powder and fuse, occupies about an 
inch anda balf; perhaps a trifle more. 

instead of driving in clay at the bottom, 
pluster of Paris may be used, and then the 
foot, Fig. 9, will not be required. Have 
plaster of Paris in a wide-moutbed tot 
glass of cold water with asalt spoon in i 
@ number of pieces of paper about four inches 
square. Puta small quantity of the plaster on. 
one of the pieces of paper; indent the middie 
with the finger; pnt to it a little water and work 
it up with a dessert knife. Just as it gets to 
the conaistency of mortar and is about to set, 
mould it with the fingers to the shape of a 

; push it in to the end of the case; rest the 
a flat surface; insert the rammer and 
give it two or three slight jolts; turn it round 
a few times and withdraw it, ‘If the plaster 
sticks to the end of the rammer, itshowselther 
that you have used the plaster too wet or 
bave not turned the rammer round a suffi- 
cient aumber of times. 


‘A steel pen inserted, nib backward, in the 


end of a smail puper tube, rolled round the 
end of a pen holder, makes'a neat little scoop, 
Tt may be fastened ‘in with 1 Jittle plaster of 
Paris, A scoop may also be made with a quill, 

Composition for Roman Candles.—1. Niter, 18 
parts; sulpbur, 6 parts; fine charcoal, 7 parts; 
meal Sere 4 parts. 

2. Niter, 16" parts; meal powder, 8 parts; fine 

i, 8 ports: sulphur, 6 parts, 

3. Niter, 18 parts; meal powder, 11 parts; sul- 

ur, 6 parts; antimony, 4 parts, ‘rhe ‘next 
thing is to fill the case. “Before tiling tt intro- 
duce’ a little clay to the bottom of the case, 
thus forming a better and firmer bottom, ‘This 
being done properly, put in a little coarse pow- 
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der, and over this a smull piece of paper to 
prevent the composition mixing with the 
powder; then ram down as much com ition 
as will 41 the caso one-sixth of its height; over 
this put a small piece of paper covering about 
two thirds of the diameter, then a little corn 
powder, and upon thata ball, observing that 
the ball is rather smaller than’ the diameter of 
the case. Over this first ball more ot the com- 
position must be put and rammed lightly down 
to prevent breaking the bull, till the case is 
one third full; then a piece Gt paper, a little 
powder, and then another ball as before, till 
he case is filled with balls und composi 
taking care to 
highest. ball. 


ion, 
luce composition above thé 
en the case is thus filled, cay 


ip 
it with touch paper by pasting it round the 


orifice, and @ little priming of powder 
aAdea, the work is complete. MSyrotcediicts 
reasury. 


Signal Ftreworks.—The following 
are given jn an English patent by % Ii. Lae 
tmarre, of Paris, for colon rhts for signals : 
White Light.—One hundred parts potassium 


tions 
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eblorate, 10 parts antimony sulphide, 15 parts 
Boiled ttnseed oil. iets La 


Hed Light Fifty parts potassium chlorate, 
50 parts strontium nitrate, 5 parts wood char: 
coal, with as much linsced oil as is required to 
kneld the mass together. 

Green Light.—Fifty parts potassium chlorate, 
50 parts barium nitrate; 5 parts wood charcoal 
and linseed oil, as above. The use of linseed 
oil ig claimed a8 a specialty in substitution for 
oll of turpentine or resin. — Science Record, 


blottin, in six i i 
Dlotting paper equal parts, and wet them 


upon it smoothly q 
hird piece; and so on, till 

all the six forma stiff board, Lay them under 
a beavy weight ; and, when dry, with asharp 
knife and straight edge, cut tle whole into 
strips a quarter of an incl broad. Four inches 
‘will burn about a quarter of an hour, Narrow 
boiled In the solution, makes excellent 


‘Com 1, Meal powder, 20 
rj sitorr Spates spur, s eartey Esha 


eal powder, 16 parts; E, charcoal, 3 


Meal powder, 2 parts; niter, 4 parts; B, 
coal, 4 parts; sulphurei part’ © °° 
powder, 16 parts; niter, 6 parts; sul- 
icra thed Te eonglhh ot 
nt an 
the composition through a sieve at least 
imes, “The composition cannot be over- 


Slow Fires, to be Heaped upon a Tie in Shape of a Cone, and Lit at Top. 


oon | awe | 


Green, | Purple. 


Yellow. | Crimson, 


Nitrate of strontium. 
Nitrate of burytes.. 
Oxalate of soda. 
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Chlorate of barytes. 
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In order to get the powder into a conical heap, press it into a wineglass, or lay a tile upon the 


top, and invert. 
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Stars, Orimson.—1. Chlorate of potash, 
parts; nitrate of strontia, 22 parts; calomel, 12 
parts; sulphur, 6 parts: shellao in fing powder, 

parts; salpbice: of copper, 2 parts; fine cbar- 


coal, 2 

. Chlorate of potash, 12 parts; nitrate of 
strontia, 20 parte; sulphur, 11. parts; charcoal, 2 
parts: antimony, parts; mastic, } part. 

3, Nitrate of gtrontia, 72 parts: sulpbur, 20 
parts; gunpowder, 6 parts; coal dust, 2 parta. 

Rose Colored Stars.—Chlorate of potash, 20 
parts; carbonate of strontia, 8 parte; calomel, 
10 parts; shellao, 2 parts; sulphur, 3 parts; fine 
charcoul, i part:’ The advantage’ of this com- 
position is that it isnotatall liable tosuffer from 
damp in winter. ‘The carbonate of strontia is 
asalt not absorbent of moisture like the ni- 
trate, und is, moreover, always to be hud in a 
state of fine powder, 

Green Stars.—1. Chlorate of potash, 20 parts; 
nitrate of baryta, 40 parts; calomel, 10 parts; 
sulphur, 8 parts; shellac, 3 parts; fine charcoal, 
1 purt; fused sulphide of copper, 1 part. 

2, Nitrate of baryta, 40 parts; realgar,2 parts; 
sulphur, 8 parts; lampblack, 1 part. 

8, Chlorate of potash, 28 parts; nitrate of 
baryta, 22 parte: sulpber, 18 parts; mastic, 1 
part, 

Pule Rose Colored Stars.—Nitrate of strontia, 
8 parts; chlorate o7 potash, 4 parts; sulphur, 3 
purts; Sulphuret of antimony, 2 parts, Take 
especiu! cure that the nitrate ‘of strontia used 
in this ‘ormuta is very dry, 

Pule Green Stars.—Nitrate of baryta, 16 parts; 
chlorate of petash, 8 parts; sulphur, 6 parts; 


No. 3, 


Purple and Violet Stars and Lancea. 


baa So ee ee eee pee een 


antimony, 3 parts. 

Yellow Stars.—I. Chlorate of potash, 20 parts; 
bicarbonate of soda, 10 parts; sulphur, 5 parts; 
mastic, 1 part. b 

2. Chlorate of potash, 30 parts; dried soda, 12 
parts; sulphur, 8 parts. 

Goren Yollow Stars.—Chlorate of notash, 2 
parts; nitrace of baryta, 30 purts; oxalate of 
soda, 15 parts: sulphur, 8 parts; shellac, 4 parts, 
Tf it ig thought advisable to give the stars 
made from this formula a tailed appearance, 
add one part of fine charcoal, ‘The composi: 
tion ig to be moistened with the shellue solu- 
tion. The stars form a beautiful contrast with 
those of an intense blue, 

‘Blue. Stars.—l. Chlorate of potash, 8 parts; 
sulphide of copper, 6 parts; Chertier’s copper, 
S parts: sulphur, 4 parts, 

B Ghiorate  # potush, 12 parts: Chertler’s cop- 
per, 6 parts; sulpbur, 4‘parts; calomel, J part. 

3. Chlorate of potash, 16 parts; ‘Chertier's 
copper, 12 parts; calomel, 8 parts; stearine, 2 
parts; sulphur, 2 parts: shellac, 1 part. ‘This 
gives'a most intense blue, 

4. Chlorate of potash, 30 parts; carbonate of 
copper, 14 parts; sulphur, 12 parts; mastic, 1 


part. 
5. Niter, 12 parts; sulphide of antimony, 2 
parts; ‘sulphur, 4 parts; Jampblack, 2 parts. Ail 
hese compositions should be moistened with 
gum water, and in No. o the stearine employed 
Tbust be in fine powder. 
Violet Stars.—Chlorate of potash, 9 parts; ni- 
trate of strontia, 4 parts; sulphur, 6 parts; car- 
bonate of copper, 1 part; calomel, 1 part; mas- 


“Syhhe Stars —Saltpeter, © parts; sulphur, 8 
parts; antimony, ® parts.” rata 


No. 1. Mauve and Llac Stars and Lances. 


Number oe 
Chlorate of potash 
Calomet 

‘Shellac 


Number.. 


* 
e 


Chlorate of potash) 
Nitrate of strontium, 
Sulphur, washed..... 
Sulphide of copp 
iulphide of co} 

Shellagw cnc ee se: 
Vegetabie biack . 
Biaek oxide of copper. 
Carhonate of strontium. 


sugar... 
Oxychloride of co) r. 
Stearine . Hi 


1} 2/3 
42 | 28 | 48 
a 14 | 48 
13 | — | 23 
12 | 14 | 28 

4) 1/40 

4) 5/1 

aj—|= 


teoreml oo | 2 
1 | recommen | oo 


11 1 conan | 5 
111 nS1 88! 


TL TTT L etromme | or 
rom l 1 | beet corel 


[ll lellleal& 


tit 


9} 10 
26 | a 
=| 3 
a! 8 

8/2 
—|4 
4|2 
| — 


welll lulool 8s 
Fol lel! B81 8/ = 
mol lniol Bol S| 


thi de 


1 


1t& 
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Nitrate of strontium... 
Sulphide of copper. 
Stearine...... 
Sulphur, washed, 
Chloride of lead | 
Nitrate of lead 
xychloride of copper. 
Salammoniac. .. 


moniac. . 
Vegetable black, 
Carb'nate of strontium| 
Orpiment or realgar... 


ITP TTT TT Teg 


TULTTTET Vises 
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Chertier mixed flake shellac with salt; melted 
the two together; powdered the mixture; anc. 
washed out the salt. Such process is needless, 
now. Itis useless, unless as fine as wheaten. 
flour. 


No.4, Steel Stars for Rockets and Shells. 


57S ae ee ieee 


Number. 1 2 3 4 & 

The following refers to table No. 6, page 18 ; Tibats of, b, a | 2} — 

If powdered nitrate of barytes and shellac, CBlgt THlerltece ker 
crushed by being hammered iri a bay, arc mixed a Hea leah 
together and meited in a pipkin over the fire, eal eron eins libsas 
the mixture, when cold, may be reduced to a Pee 
Roger, in an iron mortar with patience. Take 1 oy = 

0.6. Weigh out 21 parts nitrate of harytes, ri Sala 
and 2 parts coursely powdered lac; melt tiem = 


together; when cold. powder them, and add 
the other substances in proper proportion, 
Shellac may be tnelted vith nitrate of stron: 
tian, in the same way. 


No.2, Sugar Blues for Stary and Lances. 


Chlorate of potash. 


Tomes 
Tneomane 
Tromeemeoe le 


Copper tilings 
Blade oxide of coppse|—{— 


Nosubstance combines better with salts of 
copper than sugar. Sugar, put into the bow) 
of a tobacco Pipe and placed in the fire, burns 
fiercely, and is conyerted into caramel. This 
Bes, on toa plute, slightly smeared with 
butter to prevent it sticking, hardens on cool- 
ing; and is used for coloring’ brandy, vinegar, 
(AACE ted coffee, etc. Stearine must be 
scraped very fine from a Stearine candle. 
Sugar blues are to be damped with pure water 
only, as the sugar itself, when wetted, is suffi- 
ciently cohesive. Use an exceedingly small 
juantity of water, and rub it aR thoroughly in 
the mortar ; the longer it is rubbed, the better 
it combines, 


‘The following refers to table No. 10, 19 
at Impossible to Powder shellac suifficien 

ne by 5 and, twenty years ago, pow 
shellac could not be procured. About that 


time the drug grinders, finding a demand for 
it, submitted {eto the hetion of the stamping 
mills (mechanical pestle and mortar), and now 
it can be obtained at most shops. 


Rub up the mixture thoroughly in a mortar 
with just enough boiled of] to muke it cohere, 
and pump it into Roman candle stars; the oil 
will preserve the stecl from rusting. For 
Roman candies or Italian streamers they will 
be ready at any time; for rockets and shells. 
they be be matched ane gnvelopeds” ike’ 

igure &, a day or two previously, They ‘form 
beautiful ‘stars. Or they may be charged in 
cases, and primed with chlorate meal powder, 
Or they may be damped with Jao solution, 


Peari Streamer. 


wi) e]a;—| — 

Siu} 1} —]o— 

u | 2] 4 | 10 | 5 

po Sol cel | Pedi | ose tas 
Vegetable black.| — | — | — | 1] 1 


anstond of Slings, Zine may be obtained in a 
fine powder, by pouring it, imc into a hot 
fron mortar, and hammering Ie with the fone 


directly it begins to solidify. Sift it through a 


ken bits of the stars may be put into colored 
gerbes, 
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No. 6, Green or Emerald Stars and Lances. 


pela a 
Number. 9/10) 11|12 13 14|15)16| 


Chlorate of potas 
Nitrate of baryte 
Chlorate of barytes. 
Sulphur, washed . 
Charcoal, tine 

Sulphide of antimony. 
Calomel, ies 

Sbellue .. 
Vegcetuble black. 
Lout sugar... 
Sal ummoniac .. 
Orpiment, or Realgar. 
Sulphide of copper . 


181 10 BE| om 


olF@le 


1nRB! | a] BB 


LSS 


No.7. Lancea. 


Number Bo 9 |to in ‘ae fis [ae fas to fir fxs fro 
Chlorate of potash. 6 | 8| 8 i6 16 \4)8|6 [20|\5\6 
Oxalate of soda 4\4 1|—) 4 | | 
Hienebonate of 1 


Nitrate of strontium 
Carbonate of strontiu 
Nitrute of barytes: 
Sulphur, washed 


Orpiment, or 


Loaf sugar. 

No.8. ‘White or Bright Stars and Lances. 

Number... 1) 2] 3] 4| 5] 6] 7 i | 13 | 14 | 15 
Mea) powder 3/3] 2] 1) 1] 174 —[=|=[= 
Sulphur, 4|-6| 4| 2] 8| 2| 2 —| 8] @}1 
Niter 8| |i] 5) 10| 6] 9 1} —|—|— 
Sulphide of antimony... \: 1{—|a}—] 3]—] 2 a) aja] 2 
Sulphide of arsenic, realgar. —|=}=]1]-]4]- =} = (=) = 
‘Minium, or red lead... * —/-|-—|-— 
Nitrate of lead... 3} 10| 3/12 
Chlorate of potash: wi i6| 4/3 
Shellac........ 2-5 Bie ee | oe 
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No.9 Blue Stars and Lances without Sugar. 


Black oxide of copper 
Copper filings. 
Sal ammoniac.. 


Number, NE 12}13/14\15|16|17|t8 3 
Chlorate of potash. 5/40) 24) | 22/40) 616) 36 
Calomel.... 4/20] 8 1] 8l20) 3} 1] 8) 12 
Sulphide of copper. 4/20) —] 3] 6/25) 5|—|—] —_ 
Shellac .. : 15 Y= 5)—|—h yy 6 
Oxychloride of copper. EE 4) 1) 2}-\-| 2] 8 
Dextrine.... || abtatal2Aate BS 
ulphur. I—|—} 3) 5)—| F- 
Stearine \—|--| 1j--- 4 I 2 


No. 10. 


N 


23] 
2 
8 
2] 
1 


= 
a 
= 


Ss 


Chlorate of potash, 
Nitrate of strontiu 
Sulphur, washed 
Charcoal, fine. 


es 


Tete l laa! o 
Tol iI S881 3 


a eBS | oo 


lea 
13 
a2 
a 
2 


mlal wo 


mm es 


Sulphide of copper. 
Realgar, or orpiment. 
Vegetable black. 
Loaf sugar , 
Carbonate of strontian. 


pittititest 


esl lI BIIIIBlS 


om 
TELL T Leo o0 | 20 


Tiel ee! SRS 
Li nleabel SERIE 
Tili-eelas8le 


‘TiS 1 ExS15 


RB 
2A" 8| 
18 12| 
— 2 
5 al 
i 4 
Ta 
1- 
—|1 


Cites 
TUT ere | le! 


No. 11. Tailed, Streamer, or Comet Stars, for Rockets, Shella and Roman Canter, 


Number... 


Vegetable black 
Charcoal 
Sulphur ... 
Nitter . 
Meal powder ||! 
Oxalate of soaa 
aulpbide of antimony 
Chiorate of potash . 
Asphaitum, Byyptian, 
Burgundy pitch .. 
Coke grains, tine 


I Ll mleorwe|o 
ed 


Baool |E 


TET TP eserowwes | me 
111 LL S800 | 2 


2 
2 
9 
6 


HITT St eel 


EL beolml been 


[1 1S) Slee 
LET EL basen 


LET AT 1 2B e088 
LLL | Pesmccml 
PHL EL Dosmeon | 


allil 


e 
S 


betel a 
Lentin| @ 


Meal powder. 
Steel pilings: = 
Cast iron borings. 


1 Titre | 
1 [ mooeree | r0 
| | wee Bies | 02 
| oBaS-e| a 
| aBesme| x 
woteBa|o 
welalav|o 
elelaals 
a1 Blo 

S1Bl8. 

eeticomn | 


Dt ai RE kg ata Ra tachi Matai’ ve” 


Giled Tailed Stars for Rockets and Shells. 


“ARTO RG 


2 SENS ey ee LOSIVES, 


AA few magnesium filings may be added to any 
jor. 
Star Lights, Composition for.—Fine dry 


Number. 1 | 2 3 niter, 20 parts; sulphur, 6 parts; lampblack, 
Charcoal og | pei |esiea eee: Starting Fire. 
Sulphur. a | 51 |e 
Niter...”! zlw] 9 
Meal powder. é a) | 6 2 |_3 
Sulphide of antimony: w| 9] 4 PAID) 
- ——__t 18 | 1 
To | oz. add 24 drops of boiled linseed oll; ee fee 
rub them thoroughly together tn a mortar! a 
Ghen spread out tho mixture for u few days to 
ty. When dry, mix with starch, dextrine so- 
lution, or gun water, and chop into 3% or in. | Streamers.—Streamers or quick matches, used 
cubical blocks, They will keep for years,and |for communicating fire quickly from one tube 
improve by aye. In order that a star may tail, |to another in display pieces, are com of 


it must rapidly burn through and leave u cin? 

dev, or scoria; from this, us it falls, minute 

portions become detached, und trail bebind, 
Magnesitim Colors for Stara_and Axteroids. 


the following composition packed in slender 
lcontinuous paper tubes: 


Searles ele 
Colors Z 2:8 Big 
eee l2lsig 
Sle lelalele 
Nitrate of strontium. | 8] 6} —|—|— 
Chloride of barytes....| — | — | 12 |= |= 
Oxychloride of Copper'| — | —| — | 2] =] = 
Oxalate of soca 12S |S |=|slS 
Sulphide of antimony. — | —|— |=} =| 7 
Chlorate of potash....] 2] 4] —/ 5] ¢]— 
Niters.. oo... 9 fd ed ES Ut ms 
Sulpbige! 2.7022) 2j 2) 1/2)—y4 
Charcoal Bie | [| 
Shetiac. 20000) @] 81a aS 
Calomel : 4)—|2}—|— 
Magnesite filings: al} 2[2}ile 
Wheel and Fixed Cases. 
Number.... 1] 2] 3 al 5] 6) 7) 8) @) 10) 11 | 12) 18 | 14] 15) 16) 17 
1 powd 3/%| 8|s3| 4\ is] 8) iz|4e/4 | i6| 10] 13] 16 | 20 | 40 | a8 
Aupoures THe Re SCO Se RR rE 
é i pe Ve) NH Fs Fl foes foto a fe 
Rita 2) 8{-|-| 2/2] a) 3] ej—] af=}al=jalay 4 
Steel —}—|=/—]—] 5) a] 3] 5/1) 6}—|—|-]—] 6|- 
pena || EES cle Slels 
Realgar. ped css ie mcd | Oem | eel pole Urge eg ee 


Case Colors for Wheels, Compositions for—1. 
White.—Niter, 10 oz; sulphur, 3. oz. tus 
antimony, 2 02.; realgar, 1 oz; red lead, 4023 


shellac, 3'02, 
2, Golden Yellow.—Potassium chlorate, 8 02.; 
barium nitrate, 2 on; shellac, 2 o7.; sodium 
oxalate, 136 02,; stearine, 36 oz. 
a Ontige.-otunniun® chiorate, Boa; atrou- 
tium chlorate, 1 oz; barium nitrate, 2 02.; 
sbellac, 2 0z.; sodium oxalate, 1} oz 


4, Mauve.—Potassium chlorate, 12 02.5 
curous chloride, 4 oz.; strontium ‘nitrate, 
copper subsulphate, $ 0z.; shellac, 2 o: 

ine, 


5. 


2oz.; 
stear- 


oz. 
6. Red.—Potassium chlorate, 2 oz.; strontium 
nitrate, 5 0z.; shellac, 20z.; mereuraus chloride, 
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loz. 
7. Brilliant Green, Potasstum chlorate, 10 02.; 
barium nitrate, 6 oz; shellac, 2.0z.; mercurous 
chloride, 2 02; puro éulpiur, 1 0z.; copper sul- 
02; Ane charcoal, 34 02. 
ich Emeraia Groen. Potassium chlorate, 
3£02.; barium nitrate, 9 0z.; barium chlorate, 8 
on shellac, 4 97.3 mercurous chloride, 2 02. 
copper powder, 1 0z.; pure sulphur, 1 oz 
earient Blue.--Potassium chlorate, 0z.; 
4 oz.; Chertier’s copper, 4 
tearing, }4 OZ. 


mercurous chlori 
oz; dextrine, 146 0: 


38 
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10. Bright Blue.—Potassium chlorate, 8 0z.; 
Chertier's copper, 70z.; mercurous chiéride, 3 


o2.; shellac, } 0z.; stearine, 1 oz. 

ii. Rich Biue.~ Potassium chlorate, 802; cop- 
per eubchloride, 2 0z,; shellac, 34 0z.; mercurons 
chloride, 3 o2.; atearme, 1 oz, 


All the ingredients must be perfectly dr 
and fine enough to pass through a forty mesh 
sieve. They should be thoroughly well mixed 
and the compositions ehould be kept in stop- 
pered bottles ready for use. 


+ aL 5 
Dick’s Encyclopedia of Fo 
(INDEX 
yrotechny, This is the art of 
P ‘making Grewais, ‘The three principal 
materials employed in this art are charcoal, 
aaltpotro, and sulphur, combined with filings of 
iron, stael, copper or fino, or with rosin, eam- 
hor, lycopodium and other substances, to 
part color, or to modify the effect and dura- 
tion of the combustion. Gunpowder is used, 
either in grain, half crashed, or meal (finely 
gen. as circumstances may require. Iron 
linga give red and bright spots. Copper 
fitings give a greenish tint to flame; those of 
zine, a fino blue color; sulphuret of antimony 
gives a less greenish bluo than tho sinc, but 
with much smoke; amber, resin and common 
salt afford o yellow fire. Lycopodium burns 


with o rose color and a mi icent flame, &c. 
visencca: ‘The 


2049, The Leading 

loading simple fireworks are rockets, Roman 
candles, flowerpots or gerbs, mines, and their 
adaptations or Varieties; quick fires of differ- 
ent kinds and golom in eases, such 1s go 
rain, spur fire, &c,; slow fires in cases 

ts blue lights, Bongal lights, &e,Thesoform 
tho fundamental principles of ail pyrotechnic 
display. ‘Tho ondlosa variety of their combi. 
nations in the shapo of vertical and horizontal 
whools and “set pioces,” requires considerable 
fartility offaventlon andl mechaniosl fogenaity, 
combined with a thorough practical knowledge 
of the naturo of firework compositions, and 
the appropriate means of displaying them to 
the best advantage. Tho weights used in the 
following receipts are avoirdupois. 


2050. To Make Plain Rockets. Tho 
cases aro made of stout cartridgo paper, rolled 
on rod whoso thickness is qual to the de- 
sired diameter of the bore. ‘Therod isslightly 
tapering, to allow of its casier withdrawal 


den of tho rocket case, over which it is 


rmulas & Processes 1872 


167) 

after the case is rolled and pasted. The 
narrower ond of the caso is choked; that is, 
a neck is mado in it, similar to the neck of a 
phial. (See No. 2053.) The composition 
(see No. 2054) is uext rammed tightly into 
the case (see No. 2052), which is supported by 
a closely fitting mould during this operation, 
finisbing with o small charge of gunpowder 
to explode when the rocket goes out. The 
top of the cave ia then stopped’with olay snd 
a conical cap fastened on, to decrease the 
resistance of the air in its upward flight; and 
the bottom or choked ond of the caso is far- 


nished with priming and poaele ape ‘The 
whole is secured to the end of a willow atick, 
to direct ita course through the air. 


2061. To Make play Rockets. 
Rockets whovo discharge onds in display, are 
furnished with an oxtra case, called tho ‘pot, 
about } tho length of the rocket; ita inside 
diameter is tho samo as the outsido diameter 
aed 
cap. 
serpenta, 


firmly, and takes the place of the conic 
‘The garniture, consisting of a 
&o,, a8 the caso may be (sec No. ), is ins 

in the pot and connected with the 
charge in the rocket case by a quick match. 
(See No. 2060.) The whole is finished with 
the clay and cap, the same as the head of a 


simple rocket. 

To Rocket Cases. In 
charging rocket easee, in order to increase 
the rapidity of its discharge a wire is some- 
imes inserted through tho centre of the 
charge, the rammer being constructed with 
small bore through its length, to receive this 
wire when ramming tho charge. ‘This wire is 
withdrawn when tho charge is complete, and 
the space it has left is filled with a quick 
match (see No, 2060), which thus sets fire to 
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the entire charge at once. This central space 
is called the soul of the rocket, and the 

tion of this arrangement is ne ‘Yor 
large rockets, especially those having heavy 
pots, 

2053, To Choke Firewotk Cases. A 
short cylindrical piece of wood, of the mme 
@amoter as the thin ond of the rod used for 
relling 4 case, is furnished with a wire, the 


thickness of which must be tho same as the 
desired bore of the choke. The end of the 


rod has a hole bored in it to receive this wire 
loosely. Ais tho rod on which the case ia to 
be rolled; © tho cap of the same diameter as 
the end of the rod, having the wire inserted 
firmly in its oxis. Tho rod is bored, as the 
dotted lines at B denote, to receive the wire. 
Tho outside dotted lines indicato a case on 
the rod, choked at N. This is offected ay, 
stretching o picco of sone cord, o singlo 
turn of Which is passed round the case at N, 
compressing it firmly and leaving o bore of 
the samo sizo as the wiro between tho rod and 
the cap. In rolling a caso to be choked, the 
paper should bo used in pieces, cach piece 
wide enough to make about 3 thicknesses 
when rolled over tho rod, and the choking 
dono after cach pieco is rolled. When finish- 
ed, tho rod is withdrawn from the mouth of 
the ase, and the cap and wiro from tho other 
end. 


159 
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2055. Chinese Firefor Sky Rockets. 
If inch or under, nitre, 16 paris; charcoal, 
4 parts; sulphur, 8 parts; cast-iron borings, 
4parts. Mix. Or: If over 1 inch and under 
2 inches bore, nitre 16 parts; charcoal, 4 parts; 
sulphur, 4 parts; iron borings, 5 parts, Mix. 

2056, Golden Rain. Mesled powder, 4 
ounces; saltpetre, 1 pound; sulphur, 4 ounces; 
brass filings, 1 ounce; sawdust, 24 ounces; 
glass powder, 6 drachms. 

2057. Silver Rain. Mealed powder, 2 
ounces; saltpctre, 4 ounces ; sulphur, 1 ounce; 
steal dust, { ounce. 

2058, ‘Trailed Stars for Rockets and 
Boman Candles. Saltpetre, 4 ounces; sul- 
phur, 6 ounces; sulphate of antimony, 2 oun- 
ces; resia, 4 ounces. With sparks, Mealed 

wader, 1 ounce; saltpetre, 1 ounce; camphor, 
Bounces. Other receipts for stars suitable 
for rocket garniture will be found under tho 
head of “Colored Fires.” (See No. 2065, gc.) 

2059. To Prepare Touch Paper. 
Soak unglazed paper in a solution of nitre in 
vinegar or water. The stronger the solution, 
the faster will it burn, A good plan is to dip 
itin a woak solution, dry it, try it, and if it 
‘burns too slowly, make the solution stronger 
and dip it again to make it burn faster. 


2060. To Make Quick Match. Quick 
match is made by immersing lamp-wick in a 
solution of saltpetre with meal powder, wind- 
ing it on o frame, and afterwards dusting with 
meal powder. To 28 ounces cotton, take salt- 
petre, 1 pound; alcohol, 2 quarts; water, 3 
quarts; solution of isinglass (1 ounce to the 


2054. Composition for Rockets. For pint), 3 gallons; mealed powder, 10 pounds. 
2 ounce rockets :—Mix ee nitre (salt- jl. Inext i ‘ble Take 
petro), 18 parts sulphur, and 273 of charcoal, 4 dry nitre, 8 gunpowder, 2 charcoal, 


all in tine powder. Sift’ through lawn. For an 


4 onnce rockets :—64 parts nitre, 16 parts sul- 
phur, aud 20 parts charcoal. For 8 ounce to i 
pound rockets :—62# parts nitro, 15% parts sul- 
phar, and 21} parts charooal. For rackets £ 
Inch in diameter :—16 parts nitre, 4 parts sul- 
phar, and 7 parts charcoal. For rockets 1} 
inches in diameter use 1 part more nitre, and 
for still larger rockets, another additional part 
nitre. By using 1 part less charcoal, and 
adding respevlively 3, 4, and 5 parts fine steel 
filings, the above are converted into brilliant 
fires; or, by using: coarse iron filings, and 
‘till fess charooul, they become Chinese fire. 


1 sulphur, ond mix them; then ram the 
compound into paper cases 9 inches in length 
and of the thickness of a common quill. 
When this composition is inflamed, rain will 
not extinguish it; the burning end of the 
match must bo cut off to stay the fire. 

2062. To Make Roman Candles, The 
cases for Roman candies are not choked, but 
well secured at the bottom with clay. A 
small charge of gunpowder is first intro- 
duced, then a star, fellowed by u charge of 
composition (see No. 2063); theso are gently 
rammed down, and the same routine of gan- 
powder, star, and composition, is repeated 
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until tho case is full. Lastly, prime and close 
With touch paper, ‘Tho stars are flat cylinders 
of a paste composition, cut to fit the bore of 
the case, and having a hole bored in their cen- 
tre to allow the fire to pass through to tho 
charge bebind them. ‘The stars which are 
nearest to the mouth of the case should fit a 
little tightly, and gradually a littlo more loose- 
ly aa they aro further from the mouth. The 
charges of powder behind them should also 
decrease by degrees as their position is fur- 
ther from the mouth of the case. It is also 
advisable to put a Joose wad of one thickness 
of paper, with a hole in the centre, between 
each star and the gunpowder behind it. 

2063. Composition for Roman Can- 
dles, Mix 4 pound meal-powder, 24 pounds 
palipette, and 4 pound cach sulphur and glase 

lust. 

2064, Colored Stars may be made by 
using any of the receipts for colored fires, 
with a solution of isinglass, 4 ounce; cam- 
phor, 4 ounce; and alcohol, '# ounce. ’ Mako 
Into cylindrical cakes of the requisite size, 
punch at hele, eer Cy of each, roll in 
gunpowder, and dry in tho sun. 

2085, Colored Fires. Great care is 
necessary in the preparation of these com- 
bustibles. The ingredients should bo 
rately reduced to powder and sifted; then put 
into Wwell-corked, wide-mouthed bottles until 
tho time for mixing them for use. Colored 
fires deteriorate rapidly by keeping, and aro 
nearly all dangernusly inflammable; the 
should, therefore, bo mixed as soon as possi- 
Ule-before using them. ‘The ingredients 
should be pure and perfectly dry; uniformly 
powdernd, but not so fine as to be dusty. 
Nitrate of strontia, alum, carbonate of soda, 
and other crystals, should be gently heated in 
on iron pan until they lose their water of 
crystallization and crumble into dry powder. 
(See Drying, No. 3842.) Chlorate of potas- 
8a must be very cautiously handled, as it ox- 
plodes by moderate friction. Tho roquisite 
quantity of each ingredient should be weighed 
and placed on a clean sheet of white Paper, 
and mixed lightly with a bone knifo; they 
may then be more thoroughly mixed by sift 
ing through a fine wire seive. 

‘Paok the componnds lightly into small cups 
or pans. 


Y nitrate of baryta, 3 parts of 
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9067. Colored Fires for Stars, &c. 
‘The compounds may ‘be put into small pill. 
boxes, with alittle priming and aquick match 
(see ‘No. 2060) attached to each. If kept, 
they should be put where nodamage can hap- 
pen in caso of their catching fire. 

2068. To Make Colored Fires, Tho 
following receipts for tho preparation of these 
effective aids in pyrotechnic and dramatic 
display, aro among the very best that aro 
known. Theso fires have in some theatres 
been assisted, if not superseded, by the calcium 
light; color being communicated by passing 
the rays of light through colored glass. ‘The 
unpleasant smell of colored fires is avoided, 

the effects can be prolonged at pleasure, 
instead of lasting merely a fow moments, 

2069. Bluo Fire, Mix 2 parts realgar 
(red arsenic), 3 parts charcoal, 5 parts chlorate 
of po 13 parts sulphur, and 77 parts 
nitrate of baryta. 

2070. Bird's Blue Fire, 1 part char- 
coal, 1 part orpiment (yellow sulphuret of 
arsenic), 16 parts black gulphuret of antimo- 
ny, 48 ports nitre, and 64 parts sulphur. 

2071. Bengal, or Blue Signal ht, 
used at Sea. 1 part tersulphide of antimo- 
ny, 2 parts sulphur, and 6 parts dry 
(See No. 2065. 


. Bengal Lights, Braunschweizer 
recommends the folluwing mixtures as not 
Producing injurious famos: For red lights: 

parts nitrate of strontia, 3 parts shellao, 13 
parts chlorate of potassa. ’ For green: 9 parts 
shellac, 14 parts 
chlorate of potassa. For blue: 8 parte am- 
moniacal sulphate of copper, 6 parts chlorate 
of potasca, 1 art of shellac. ” 
3, Blue Fire for 8 Effect. 
45 parts of sulphur, 15 parts sulphate of po- 
tase, 15 ommonie-sulphate of copper, 
27 parts nitro, and 28 parts chlorate of potassa. 
‘The blue is mado darker or lighter by increas. 
ing or diminishing tho potassa and copper in- 
gredients. This is Marchand’s preparation. 
2074. Marsh’s Blue . Mix 7 
parts sulphate of copper, 24 sulphur, and 69 
5. 


parts chlorato of potas: 
2075. ‘Marah’s Crimson Fire for Pots. 
Mix 17 parts chlorate of potassa, 23 willow 
, 90 parts sulphur, and 270 parta 
nitrate of strontia. 
Marsh’s Crimson Fire for 
and Boxes. Mix 17 parts charcoal, 


nitre. 
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22 parts sulpharet of antimony, 69 chlorate 
of potassa, 72 parts sulphur, and 220 parts 
nitrate of strontia. 
2077. Marchand’s Purple Crimson 
Fire. Mix 16 parts sulphur, 23 parts dry 
chalk, 61 parts chlorate of potassa. 
2078. Green Fire for Ghost Scenes. 
Equal qual parts charooal and nitrate of baryta. 
Brilliant Green Fire. A mag- 
nificent green fire can be prepared by mixin 
arts chlorate of thallium, 2 parts calomel, 
and 1 part resin. 
. Green Fire. Take 2 parts metallic 
arsenic, 3 parts charcoal, 5 parts chlorate of 
tassa, 13 parts sulphur, 77 parts nitrate of 
This is a beautiful fire, particular! arly 
when burnt before a reflector of glass or met 
2081, Green Fire, Mite 
10 parts eS sulphur, and 73 
Parts chlorate of potassa, 
2082, Green Fire for Theatrical 
Tableaux. Take 18 parte chlorate of potassa, 


22 sere sul; murs 60 parte nitrate of te. 
parts sulphur, ae 


ix 16 
carbonate of baryts, 60 parta 
chlorate of potassa. 

084, Green Fire for Pots or Stars, 
Take 7 parts charcoal, 7 sulpburet of arsenic, 
ie sulphur, 93 parts chlorate of potases, 

arts nitrate of baryta. 
Lilac Fire for Pans. Take 6 ‘€' 
parts te oxide of copper, 20 dry chalk, 25 
parts sulphur, 49 parts chlorate of potasra. 

2086. Lilac Fire for Stars. Take 3 
parts black oxido of copper, ‘22 parts dried 
chalk, 25 parts eulphur, 50 chlorate of potasss. 

087. Red Fire, Mix 16 parts sul- 
phur, 23 parts carbonate of strontis, 61 parts 
chlorate of potassa. 

2088, d Fire for Stage Effect. 
Mix 20 parts chlorate of potassa, 24 sulphur, ignil 
sean nitrate of strontia. 

Fire. Take 14 


Orange Red 
parts sulphur, 34 chalk, 52 parts chlorate of 
potassa. 

2000, Purple Red Fire. Sulphor, 16 
parts, 23 parts chalk, 61 parts chlorate of 


PepO8l. Purple Fire. Take 1 part cach 
0 1 part 

of lampblack, red arsenie, and mitre; 9 parte 

sulphur, 5 parts chlorate of potssss, and 16 

parts fused nitrate of strontia. 


2002. Pink Fire for the Stage. Mix 1 
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part charcoal, 20 chalk, 20 parta sulphur, 27 
parts chlorate of potassa, 32 parts nitre. 

2093. Rose Colored Fire. Take 16 
parts sulphur, 23 dried chloride of caleinm, 61 
parts chlorate of potassa. 

2004. Pale Violet Fire. Take 14 
paris aed toms 1G 16 parts alum, 16 carbonate of 
Lanny 54 parts chlorate of potassa, 

ark Violet Fire. Take 12 
parts ere 12 parts carbonate of potassa, 16 
parts sulphur 6 ey i parts chlorate of potassa. 

2096. ite Fire for Theatres, Tako 
2 parts Pky 2 alphas, 76 parts nitre. 

2097. White Fire for Pans or Stars, 
‘Take 60 parte nitre, 20 ) paris euiphu, 10 black 
antimony, 4 parts powdered camphor, 6 parts 
meal powder, 

8. Marsh’s White Fire for Pans. 
‘Take 2 parts gunpowder, 36 zine filings, 46 
parts sulphur, 93 parts pitre. 

2089. Yellow Fire. me) 16 AG pars sul- 
phur, 23 parts dried (See No. 2065) onate of 
toda 61 chlorate of potaesa 

2100. Yellow Fire. Mix 12 
parts charcoal, 71 parts dry (see No. 2065) 
nitrate of soda, 39 parts sulpbur, 

2101. Fire-eating Ghosts, our sum 
easing, into a flat dish, sprinkle 
and set it on fire on a table 


strong warm v5 
some salt into 
ina inane erfectly dark room, taking care to 
© table from injury. Persons standing 

area the table will appear of a deathly 
pallor, and by eating raisins dipped in the 

murning spirit will appear to eat fire Sbut- 
ting the mouth quickly on the burning raisins, 
extinguishes them jnstantiy. 

2102. Port Fire. The port fire used 
for cannon is composed of 3 ae 
mips and 1 gunpowder, well mixed an 

oom "These are also useful for 


Signal ip ita. Such lights are 

mph and nitre, with 
8 small ‘juantity pote edhe caimtaet’ Mie 
600 is nitre, 2 salon, 100 yellow 
sulphuret of arsenic, and ram it into a conical 
paper case, When touched with o red-hot 
fron it doflagrates rapidly with a brilliant 
white light. ‘Tho sulphuret of antimony may 
be substituted for that of arsenic. 


Fire 
‘see No. 2065) nitre, 24 parts; 
pale irderad charcoal, 1; or fnstead of 
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the charcoal, 2 parts red sulphuret of arsenic. 
Mix them intimately in an iron vessel, and 
Tam the mixture into thick paper cylinders of 
about 3 inches in length by 1 in diameter. 
These are kept in a dry place, and when ono 
is required to be used, it is set on end, and a 
Piece of red-hot charcoal placed pon it 

2105. Iron Sand for Fireworks, 
‘Used to give corruscations in fireworks, is far 
better than iron or steel-filings. It is made 
by beating cast steel or iron into small pieces 
on 6n anvil. These aro sifted into 4 sizes, the 
amaillest for the smallest pieces, and vica 
versa. Tho corruscations produced by these 
are exceedingly brilliant. The gand ‘should 
be kept ina dry place in a well-closed bottle, 
as any rustdamages it. Fireworks containing 
it shonld not be made very long before using. 

108. Open Fires. The following art. 
cle and receipts for open fires are by Professor 
Ferram, and we quote them from the “Amer- 
foan Druggists’ Circular” : 

Among themany receipts for open fires, but 
fow deservo to be recommended, and these 
have been selected. The white and red fires 
only show o clenr, distinct color. The green 
is generally palo, and shows off only when 
burnt after ared, A pate blue is very diffi- 
cult to obtain. The following should be ob- 
served as general rules: Tho ingredients for 
the fires ara dried singly at aslightly elevated 
temperature, finely powdered, and preserved 
in woll-stoppered bottles, until required for 
use Tho mixing of tho ingredients is best 
performed on a sheet of paper by means of a 
Gard, and should be done yery carefully so as 
to onsure a complete mixturo. Sifting is in 
most cases admissible, while triturating in 
@ mortar is above all to be avoided. After 
mixing, the powder is piled in small heaps in 
open vessels, for which purpose small flower- 
pots or flower-pot dishes are well adapted. 

a top of these several piles, somo gunpow- 
der is placed to facilitate the lighting. The 
vessels should be arranged in such a manner 
that the flamo may illuminate the intended 
object without being seen by tho spectators. 
‘The distribution of the material into a greater 
or losa number of dishes is governed by cir- 
cumstances. A great number of small flames 
from certain quantity of mixture generally 

ive & moro intense, but so much shorter- 

ived light then the same quantity distributed 
in larger portions; beyond a certain limit, 
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however, even that intensity is not materially 
heightened by a few more lights. If tho fire 
is to continué for some time, it must further 
be considered that large quantities of the mix- 
ture form » correspondingly greater amount 
of which greatly Tt is 
foro, best in such cases to burn’ 

ber of small charges successi 


power by any other: 

Saltpetre, 18 Vee sulphur, 10 Rarts 
black sulpburet of antimony, 3 parts; burnt 
lime, 4 pai: The ealebae, is used in the 
form of flowers previously dried; tho limo is 
not to be slacked, but must be finely powder- 
ed; it must be fresh, and be powdered imme- 
diately before use. All other mixtures for 
white fires have either a bluish tinge or con 
tain deleterious ingredients, which render 
them at least unsuitable for indoor use. Of 
the latter class we will mention only ono: 
Saltpetre, 12 parts; sulphur, 4 parts; sul- 
phite of fin, 1 part. ’ Two other mixtures do- 
serve mention, though not equal to tho last: 

I. Saltpetre, 48 parts; sulpbur, 13} parta; 
Care of sodium, 74 parts; an 

. Saltpetre, 64 parts; sulphur, 21 parts: 
gmipewier 15 parts. 

2108. Blue Fire, Tho only mixture to 
be relied on, though the light is not purely blue, 
but bluish white, isthofollowing: Saltpetre, 
12 ; sulphur, 4 parts; black sulphuret of 
antimony, 1 part. 

2109, Red Fire. The following mix- 
ture is the best in use; its composition may 
be altered by various admixtures : 

I. Nitrate of strontia, 13parts; sulphur, 1 
att; powder dust, 1 part. The latter iugre- 
ent is prepared from fine gunpowder, rub) 

up carefully in a mortar and then sifted 
throngh a hair sieve. Another receipt is: 

II. Nitrate of strontia, 24 parts; chlorate 
of potassn, 16 parts; stearine, 4 parts; powder- 
cd charcoal, 1 part. ‘In using chlorate of potas- 
sa the precautions given in No. 2124 must be 
strictly ubserved, and all pounding and rub- 
bing avoided. 

III. Nitrate of strontia, 20 parts; chlorate 
of potassa, 4 parts; sulphur, 5 parts; black 
sulphuret ‘of antimony, 2 parts; powdered 
charcoal, 1 part. Gives a very strong light. 
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Tho nitratoof stroutia for these fires, as the 
ingredients for all others, must be well, but 
carefully dried. (See No. 2065.) 

2110, | Yellow Fire, ‘This color, which 
is very little used, is produced by tho follow- 
ing mixture: Nitrate of soda, 48 parts; sul- 
phur, 16 parts; black sulphuret of antimony, 
4 parts; powdored charcoal, 1 part. 

111, Fires, “Tho coloring in- 
grodients for these lights aro tho salts of ba- 
ryta, Tho color is generally not very deep. 

I. Nitrate of baryta, 45 parts; sulphur, 10 
parts; chlorate of potassa, 20 parts; calomel, 
2 parts; lompblack, 1 part. 

I. Nitrato of baryta, 60 parts; chlorate 
of potassa, 18 parts; sulphur, 22 parts. 

: III. Chlorate of baryta, 3’ parts; sulphur, 
part. 


IV. Chlorate of baryta, 24 parts; stearin, of hary' 


3 parts ; sugar of milk, 1 part, 
. Ohlorate of baryta, 3 parts; sugar of 
milk, 1 part. 

2112, Colored hts, Wo derive the 
receipts for theso from tho same sourco as the 
open fires. (Ses No. 2106.) Colored lights 
are formed by filling cylinders of thin writing 
in diameter with the 
gth of the cylinder deter- 


mines the duration of tho light. Tho mix- 
tares may be moistened and pounded into the 
oylinder with a wooden ; after drying, 


ition. ‘The mixtures vary essentially from 
Those used for colored fires. 
2118. ights, Saltpetre, 4 


timony, 1 part. 
114.’ Yellow Lights. 1. Black sul- 
phuret of antimony, 2 parts; chlorate of po- 
iphur, 2 parts; oxalate of 


Green 


5. hts, 
baryta, 2 parts; nitrate of baryts, 3 parts; 
sulphur, 1 part. 


TL Chiorate of potassa, 20 parts; nitrate 
cof baryts, 21 parts; sulphur, 11 parts. 
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2116. Red Lights. Nitrato ofatrontia, 
25 parts; chlorate of potassa, 15 parts; sul- 
phur, 13'parts; black sulphuret of antimony, 
4 parts; mastich, 1 part. 

2117, Pink Lights, Chloratoof potas- 
sa, 12 parts; saltpetre, 5 parts; augur of milk, 
parts; lycopodium, i part ; oxalate of stron- 

ia, 1 part. 


part. 

2118. ‘Blue Lights. Chlorate of potas- 

sa, 3 parts; sulphur, i part; ammoniated 
copper, 1 part. 


118. Colored Lights without Sul- 
phur—For Indoor Illuminations. These 
aro used for the purpose of lighting up tab- 


leaux vivants, and for privato theatricals, 


2120. White Light. Chlorate of po- 

ssa, 12 parts; saltpetre, 4 parts; sugar of 
milk, 4 parts; lycopodium, 1 part; carbonate 

1 part. 

2121." Yellow Light, Chlorate of po- 
tasaa, 6 parts (or nitrate of baryta 10 parts); 
saltpetro, 6 parts; oxalate of soda, § parts; 
powdered shellac, 3 parts, 

2122. Green Light. Only after ycllow 
or red lights. Chlorate of potassa, 2 "parts; 
nitrate of baryta, 1 part; sugar of milk, 1 


Red Light. Nitrate of strontia, 
chlorate of potassa, 8 parts; sugar 


part; stearine, 2 ae 
Caution in the Use of Chlorate 


be avoided. 
2125. Pay for. Producing. Flashes 
of Colored Light, Soak unsized paper for 


ten minutes in a mixturo of 4 parts, by then- 
eure, oil of vitriol, and 5 parts strong fuming 
nitric acid; wash ont thoroughly in warm dis- 
tilled water, and dry it thoroughly at a gentle 
beat. ‘The paper tua propared 1a similar in 
its properties to gun cotton, and 9 small 
pellet of it, lighted at one point at a flame, 
and then thrown into the air, will producs @ 
brilliant flagh, and leavo no perceptible aah. 
Tho color is given by satnratiog the gun-paper 
in the one of the solutions given below and 
then drying it. 
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A solution of chlorate of strontium makes 
tho flash a bright crimson. Chlorate of bariam, 
green. Nitrate of potassium, violet. Chlor- 
ate of copper, blue. Any one of the foregoing 
chlorates may bo prepared b7 mixing a warm 
solution of tho corresponding chloride with an 
equivalent quantity of a warm solution of 
chlorate of potaasa; the precipitate formed 
will bo chloride of potent, and tho clear 
liquid, poured off, will be the desired chlorate, 
to bo used for saturating the gun-paper. 

2126. Jay ‘Matches, Lampblack, 
5 parts; sulphur, 11 pares gunpowder, from 
26 to 30 parts, this last proportion varying 
with tho quality of tho powder. Grind ¥ 
fine, and make tho material into a paste wit 
alcohol; form it into dice, with o knife or 
spatula, about 4 inch square; lot them dry 
rather gradually on a warm mantel-piece, not 
too near a fire. When dry, fix ono of tho lit- 
tle squares in 4 small cleft made at tho end of 
astalk of broom-corn. Light tho material at 
a candle, bold the stem downward, and await 
tho result. After tho first blazing off, a ball 
of molten lava will form, from which the 
curious corruscations will soon appear. 

2127. Japanese Firework Mixture, 
Vinely pulverized nitrato of potassa, 70 parts; 
washed flowers of sulphur, 30 parts; powdered 
lycopodium, 12 parts; best and ‘very light 
lampblack, 8 parts. I'rom 1} to 2 grains of 
this powder aro sufficient for uso packed in 
strips of suitablo paper. 


2128, Colored Flames. Tho flamo of 
alcohol may becolored by mixing certain calts 
with tho spirit. A green color is given by 
muriato of copper, or boracie acid. Red, by 
nitrato of stroutian, nitrate of iron, or nitrate 
oflime. Yellow, by nitrato of soda, &c. 
2129, Greek Fire. Truo Greek firo is 
simply o solid, highly combustible composi- 
tion, consisting of sulphur and phosphorus 
dissolved in tho bisulphido of carbon, to which 
occasionally some mineral oil is added, with 
tho viow af increasing its incendiary powers. 
When tho liquid is thrown on any sarfaco ex- 
osed to tho air tho solront evaporates, leav- 
ing a film of tho phosphorus or sulphide of 
phosphorus, which then inflames sponta- 
neously. Tho proper modo of extinguishing 
such a fire is to throw damp sand, ashes, saw- 
dust, lime, or any powder, wet sacking or 


164 


FTREWORKS & EXPLOSTVES 


carpeting, in shoxt, any material which will 
exclude the air from tho fire. No attempt 
should be wade to removo the covering for 
some time after the flamo has been oxtin- 
gaished. The place should afterward be thor- 
Onghly washed by a powerful jet of water 
forced upon it. 


“Bizplosives. This is a general 
term for all substances which explode 
with violence, Somo of these, as gunpowder, 
gun-cotton, &¢., explode by’ being brought 
into contact with fire. Others, to which the 
term of Fulminates is applied, explode with 
violenco by alight heat, friction, or concussion. 

2131. Fulminating Antimony. Grind 
well together 100 parts of dried tartar emetic, 
and 3 parts of lampblack, or charcoal powder; 
then take a crucible capable of holdin, 
ounces of water, and raring ground its edge 
smooth, and rubbed the inside with powdered 
charcoal, $ fill it with the above mixture, 
cover it with a layer of charcoal powder,and 
Tate on the cover. Exposo it for 3 hours to 
a strong heat in a reverberatory furnace, and, 
when taken out, let it stand to cool for 6 or 7 
hours before removing its contents, to prevent 
anexplosion. The crucible being now opened, 
the contents must be hastily transferred, with- 
out breaking, to o wide-monthed stoppered 

hial, when, after some time, it will crumble 
Sown into a powder of itself. Or: Triturate 
together, very carefully, 100 pate antimony, 
75 parts carburetted (roasted to blackness) 
cream of tartar, and 12 parts lampblack ; pre- 
serve it in phials. When the above processes 
are properly conducted, the Tesulting powders 
fulminate Violently on contact with water. 
It is to the presence of the very inflammable 
metal potassium that they owe this property, 
Another compound, made with 60 parta of 
carburetted cream of tartar, 120 bismuth, aud 
1 of nitre, treated as above, contains an alloy 
very rich in potassium. A piece tho sizo of a 
pes introduced into a mass of gunpowder ox- 
plodes it on being thrown into water. 

2132, Fulminating Gold. Dissolve 
gold in aqua regia (made by dissolving 4 
ounces sal ammoniac in 12 or 16 ounces nitric 
acid), and precipitate with a solution of car- 
bonate of potassa. Fulminating gold should 
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be made in yery small quantities at a time, to 
avoid risk, as without great care it explodes 
with extreme violence. This is caused by the 
slightest friction or sudden increase of heat. 
Its fulminating property may be destroyed iy 
boiling it in pearlash lye, or oil of vitriol; 
ond by heating the powder after washing it in 
water, pure gold will be obtained. 

88. Fulminating Silver. Digest ox- 
ide of silver (recently precipitated, and dried 
by pressure between bibulous paper) in con- 
centrated liquor of ammonia for i2 or 15 
hours, pour off the liquid, and cautiously dry 
the black powder in the air. The decanted 
ammonia, when gently heated, yields, on 
cooling, small crystals, which possess a still 
more formidablé power of detonation, and 
will scarcely bear touching, even while under 
the liquid. This compound is exploded by 
the slightest friction or percussion, and should 
thorefore be only made in very small quanti- 
ties at a time, and handled with great caution. 
Its explosive powers ary tremendous; in fact, 
it can hardly be handled with safety, oven in 
the moist state. Many frightful accidents 
have happened from the spontaneous explo- 
sion of this substance. At most 1 or 2 grains 
can be exploded with safety at one time. 

Fulminating Mercury. Dis- 
solve by a gentle heat 160 parts, by weight, 
of mercury in 100 parts nitric acid of specific 
gravity 1.4; and when the solution has ac- 
quired a temperature of 130° Fahr., slowly 
pour it through o glass funnel tube into 830 
parts alcohol of epecific gravity .630. As 
soon as the effervescence is over and white 
fumes cease to rise, filter it through double 
paper, wash with cold water, and dry by 
steam (not hotter than 212°) or hot water. 
‘This is the formula of Dr. Ure, and said to be 
the cheapest and safest. If parte by measure 
bo adopted, the above proportions will be, for 
100 parts, by measure, of mercury, 740 parts 
nitric acid, and 830 parts alcohol. 

2135, Fulminating Copper. Digest 
copper, in powder or filings, with fulminate of 
meroury or of silver,,and a little water. It 
forms soluble green oryatals that explode with 


ting Powder. Powder 
separately 3 parts nitre, 2 parts dry (see No. 
2065) carbonate of potash, and 1 fowers of 
sulphur; mix them together carefully. If 20 
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grains of this compound aro slowly heated on 
a shovel over tho fire, it melts and becomes 
brown, exploding with a Jond report. 

2187, New Explosive Compound. 
B. G. Amend has observed that glycerine 
mixed with crystallized permanganate ot potas. 
sa in a mortar spontaneously deflagrates. 

2138. Priming for Percussion Caps. 
‘To make this compound 100 grains of fulmin. 
ating mercury aro triturated with a wooden 
muller on marble, with 30 grains of water and 
60 grains of gunpowder. ‘Thiaissufficient for 
400 caps. Dr. Ure recommends a solution of 
gum mastich in turpentino as a medium for 
attaching tho falminate to tho cap. 

2139. Percussion Pellets, Mix equal 
parts of the chlorate of potassa and sulpburet 
of antimony with liquid gam, so as to form a 
paste. ‘When dry it may be formed into pel- 
jets, and used as percussion powder for guns. 
This composition, placed on the ends of spl 
dipped in sulphur, produces friction matches. 
This mixture may also be employed for per- 
cussion caps, only without the gum; tho two 
substances, mixed together dry, are forced 
into the caps, and a drop of varnish deposited 
on the inside surface of cach. A mixture of 
tho fulminate of mercury, chlorate of potaasa, 
and sulphur, however, is more commonly 
used for lining percussion caps, 


2140. To Make Gunpowder. Pulver- 
ize separately, 76 parts nitrate of potassa, 11 
sulphur, and 13 freshly burned charcoal, and 
mix them with a little water, so as to form a 
cake when rolled out onaboard. This is then 
dried on a clean ehect of paper placed in a 
warn situation, and afterwards crumbled into 
ains. It will form unglazed gunpowder. 
‘he pulverized ingredients, thoroughly mixed, 
withont the addition of any water, constitute 
what is called meal powder ; this may also be 
made by pulverizing grained gunpowder very 
caatiously in a mortar, or with a mules 
(See Porphyrization, No. 25.) 

2141. To Prepare Gun-Cotton. The 
simplest way consists in immersing, for a few 
seconds, well-carded cotton in a mixture of 
equal parts, by volume, of oil of vitriol of 
specific gravity 1.845, and nitric acid of spe- 
cific gravity of 1.500. The cotton, when well 
saturated, is to be removed and squeezed to 
spel the excess of acid, and then well wash- 

in clean cold water, until the water no 
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longer reddens litmus paper. 

at a heat not exceeding 919°. A lower tem- 
perature is etill safer. ‘The cotton thus pre- 
pared explodes well, but doea not dissolve 
easily in ether. Under Collodion will be 
found other preparations of Gun-Cotton. 

2142, Nit lycerine, “This is an oil 
colorless liquid, with a specific gravity of 1.60, 
Tt has no smell, but a taste which at first is 
sweet, but soon becomes pungent, like pepper; 
is soluble in ether and methylic aleoboh but. 
not in water, but the presence of water di- 
minishes tho risk of explosion. It begina to 
evaporate at 365° Fahr. It has been found 
that pure nitro-glycerine, dropped upou athor- 
oughly red hotiron, assumes a spheroidal state 
and flashes off into vapor in the samo way a+ 
gunpowder; but if the iron is not red het, 
only hot enough to cause tho nitro-glyccriue 
to boil suddenly, a frightful explosion takes 
place. The explosion of a single drop in this 
manner will cause serious damage. is dau- 
[se compound requires most careful hand- 

ing, aslight shock sometimes exploding it. 

2143. To Prepare itro-glycerine, 
Mix 100 parts fuming nitric acid at0° Baumé 
with 200 parts sulphuric acid; when cvol, add 
38 party glycerine slowly, allowing it to 
trickle down the sides of tho vessel. The 
glycerine will remain on the surface for hours 
without mixing. Stir the glycerine and acids 
with a glass rod for 10 seconds, pour it into 
20 times its volume of water, and the nitro- 
glycerine will be instantly precipitated to the 
extent of 76 parts, or double the amount of 
glycerine employed. It must be repeatedly 
washed with water, and then saturated with 
bicarbonate of soda or lime, 

2144, Blasting Powders. Neither 
fresh nor salt water has any injurious effect 
on blasting powders; they need only to be 
dried to regain their explosive character. 
Their emitting but little smoke renders then) 
useful in underground operations, and their 
explosive force is vight times that of gun- 
powder, They explode with extreme facility, 
either by contact with a strong acid, a slight 
elevation of temperature, or the slightest fric- 
tion. In preparing them, therefore, excessive 
precaution is necessary, especially ‘in mixin, 
the ingredients. A ‘straw, slightly wott 
with oil of vitriol, applied to a small heap of the 
powder, will cause instantaneous explosion. 


It is then dried 
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2145. To Make Blasting Powder. 
Reduce separately to powder, 2 parts chlorate 
of potaséa and 1 part red sulphuret of arsenic; 
mix very lightly together. 

- 


3 nix 
carefully. Or:— efore, 


ix carefully, as 
after having separately reduced to powder, 

wal parts chlorate of potassa nnd ferrocyanide 
of potassium. 

9146. Parlor or Co: 
Dissolve 16 parts gum-arabie in the least pos- 
sible quantity of water, and mix with it 9 
parte phosphorus in powder (see No. 4833); 


e Matches, 


then add 14 parts nitre (saltpetre), and 16 
parts of either vermilion (red sulphuret of 
meronry), or binoxide (black oxide) of man- 

ese, and form tho whole into a paste. Dip 

1@ matches into this paste, and then let them 
dry. When quite ary they are to be dipped 
into a at ilute copal or lac varnish, and 
again dried; by this means thcy are less likely 
to auffer from damp weather. 

2147. Cheap Parlor Matches. A 
a te for dipping may be made b: 

pee ue for 24 hours in a little 
water, and liquefied by rubbing in a heated 
mortar; 4 parts phosphorus are next added 
at o heat not exceeding 150° Fahr.; then add 
10 parts finely powdered saltpetro; and lastly 
5 parts red lead and 2 parts smalts are mixed 
in, the whole being formed into a uniform 
paste. The matches are dipped, dried, var- 
nished, and dried again, as before, 

2148, To Make Matches Without 
Sulphur. To obviate the use of sulphur tor 
igniting the wood of the match, the ends of 
the matches aro first slightly charred by rub- 
bing them against a red hot iron plate, and 
then dipped into as much white wax, melted 
in a suitable vessel, as will cover tho bottom 
about % inch in depth. Or they may be 
dipped into camphorated spirit. Or into » 
solation 0/1 ounee' Venice turpentine and & 
ounce camphor, in } pint oil of turpentine, 
with a Tittle gum-benzoin and cascarilla by 
way of perfume. After any of the above 
preparations the matches are ready for dip- 
ping in the phosphorus paste. 

2149, Substitute for Lucifer Matches. 
‘The dangers arising fron the universal adop- 
tion of the commen lucifer match have in- 
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uced chemists to seek asubstitate forit. M, 
Peltzer has recently proposed a compound 
which is obtained iu the shapo of a violet 
powder, by mixing together equal volumes of 
solutions of sulphate of copper, one of which 
is supersaturated with ammonia, and the 
other with hyposulphite of soda, A mixture 
of chlorate of potash and the above powder 
will catch firo by percussion or rubbing; it 
burns like gunpowder, and leaves o black 
residue, M. Viederbold proposes a mixture 
of byposulphite of lead, or baryta, or chlorate 
of potash, for matches without ‘phosphorus. 
‘The only inconvenience of this compound is 
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that it attracts moisture too easily, 

2150, Mixtures for Matches, For 
sulphur dips: Phosphorus, 3 parts; glue, 6 
parts; cand, L part; incorporated below 100° 
Fabr., with 10 parts of water. Or, phospho- 
rus, 5 parts; fine eand, 4 parts; red ochre, 1 
part (cr, ultramarine), # part; gum-orabie, 5 
parts, in G pints of water (or, 4 parta of glue 
in 9 parts of water). For stearine dips: Phos- 
phorus, 3 parts; brown oxide of lead, 2 parts 
turpentine, 4 part, softened in 3 parts water. 
Instead of the brown oxide, 2 parte of red 
leud stirred up with 4 part of nitric acid may 
bo used. 


INDEX 
for 


Dick’s Encyclopedia of Formulas & Processes 1872 
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The Techno-Chemical Receipt Book 1896 


FIREWORKS. 


Bengal Lights. Besides the combus- 
tible and. coloring components, the fire- 
works known under this name contain 
substances which, by yielding oxygen, 
aid combustion. The principal ingre- 
dients used for this purpose are char- 
coal, lampblack, sulphur, stearine, lin- 
seed oil, colophony, sugar, ete. For 
coloring the lights the following snb- 
stances are made use of: Sulphide of 
antimony, arsenical sulphides, nitrate 
of barium, nitrate of strontium, sul- 
phate of potassium, carbonate of sodium, 
cupric oxide, boracic acid, chlorate of 

tassium, saltpetre, etc. In preparing 
olared lights the’ greatest attention 
should be paid to the absolute purity 
of the ingredients used, and that they 
are powdered as finely as possible and 
very intimately mixed with a spatula 
after pulverization, Every mixture 
containing chlorate of potassium must 
be treated and handled with the utmost 
care and caution, as such mixtures are 
liable to spontaneous ignition and even 
to explosion. For preparing a very 
fine powder of it, it is best to allow a 
supersaturated hot solution of chlorate 
of potassium to become cold, with con- 


stant stirring, when the salt will be 
separated in the form of a very fine 
crystallized flour, which should be 
dried without exposing it to direct heat, 
To secure uniformity the ready mixt- 
ures should be sifted. It is advisable 
to use dry materials only in manufact- 
uring them, not to prepare large quan- 
tities at one time, and to store the 
mixtures in.a dry placein hermetically 
closed: vessels. 

Col ored lights are best used by press- 
ing the mixture into cases (cartridges) 

per twice as long as wide and ig- 
niting it by means of a quiek match. 

Quick Matches are made of 4 parts of 
saltpetre, 2 of gunpowder, 2 of charcoal, 
and 1of sulphur. Quick matches made 
of this composition never miss fire and 
are not extinguished by rain or wind. 

White Fire. This excellent light, 
on account of its brilliant whiteness, is 
especially adapted for night signalling 
and also for festive occasions. It is 
produced by mixing 24 parts of salt- 
petre, 7 of flowers of sulphur, and 2 of 
realgar. 

In mixing the saltpetre with the flow- 
ers of sulphur sulphurous vapors are 
developed which form moist lumps in 
the mass. To secure a good ignition 


POOR MAN'S JAMES BOND Vol. 1 


aud quick combustion of the mass it is 
necessary to dry it thoroughly in an iron 
pan with gentle heat, as, if this precau- 
tion is neglected, it’ frequently misses 
fire or ignites and then goes out. The 
mixture is cheaper than gunpowder, as 
less labor is required in preparing it 
and yery little danger incurred. 

Mohrs White Fire, which is very 
effective and scarcely ever misses fire, 
is composed of 24 parts of saltpetre, 7 
of sulphur, and 1 of fine charcoal. The 
charcoal increases the infammability 
of the mixture and shortens the length 
of time during which the light burns, 
but adds to its intensity. It is not per- 
missible to use a larger amount of char- 
coal than that given, as the composition 
would then approach that of gunpowder. 

White Fire for Theatres, etc. 1. 
Forty-eight parts of saltpetre, 13.25 of 
sulphur, 7.25 of sulphide of antimony. 

II, Twelve parts of saltpetre, 4 of 
sulphur, 1 of sulphide of sodium. 

ILL. Sixteen parts of saltpetre, 12 of 
mealed powder, 12 of cast-iron filings, 
8 of powdered charcoal. 

IV. One part of charcoal, 3 of sul- 
phur, 7 of saltpetre, 1 of chlorate of 
potassium, 4 of sulphide of autimony. 

V. Thirty-two parts of saltpetre, 12 
of sulphur, 8 of sulphide of sodium, 1 
of. gunpowder: 

I. One hundred to 133 parts of 
pulverized antimony, 48 to 206 of pul- 
verized sulphur, 375 to 500 of saltpetre. 

VIL. Sixty-four parts of pulverized 
saltpetre, 21 of pulverized sulphur, 15 
of gunpowder. 


VIII. One hundred parts of potas- 
sium carbonate, 10 of sulphide of anti- 
mony, 15 of boiled linseed oil. 

1 Eleven parts of chlorate of potas- 
sium, 4 of nitrate of potassium, 1 of 
stearine, 1 of carbonate of barium, 5 of 
milk sugar. 
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X. Forty-five parts of sulphide of 
antimony, 15 of washed flowers of sul- 
phur, 96 of saltpetre, 15 of stearine, 

The stearine is either grated or cutin 
shavings and then rubbed with some 
pulverized saltpetre into as fine a pow- 
der as possible. The other powdered 
ingredients are then mixed with it and 
the mixture passed through a fine 
sieve. 

XI. Eighteen parts of saltpetre, 3 of 
sulphide of antimony, 10 of sulphur, 4 
of burned lime (unslaked). 

Greenish-white Fire. 1. Two parts 
of sulphur, 1 of oxide of zine, 2 of sul- 
phide of antimony, 1 of powdered char- 
coal, 

Il. Fifty parts of saltpetre, 25 of sul- 
phur, 5 of sulphide of antimony, and 
0.5 of alum, 

Blwish-white Fire. Uhden has made 
experiments in regard to the availabil- 
ity of sulphide of cadmium for pyro- 
technic purposes. In the following 
mixture the sulphide of cadmium burns 
with a brilliant white flame surrounded 
with a magnificent blue border: Mix 
20 parts of saltpetre, 4 of sulphide of 

mium, 5 of sulphur, and 1 of pulver- 


ized charcoal. ‘is mixture may be 
used for fire-balls. 
Red Fire. I. Forty parts of nitrate 


of strontium, 15 of sulphur, 5 of chlo- 
rate of potassium, and 2 of charcoal. 
ifty parts of chlorate of potas- 
sium, 50 of nitrate of strontium, 5 of 
charcoal, and a sufficient quantity of 
linseed oil to knead the mass together 
Red Fire according to Braunschweig- 
er. Nine parts of nitrate of strontium, 
3 of shellac, 1.5 of chlorate of potas- 
sium. The shellac need only be coarsely 
powdered. The above 3 mixtures for 
red fire possess the advantage of not 
emitting injurious vapors, and can 
therefore be used in rooms, etc. 
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Holtz’s Red Fire, which was so much 
used in Berlin during the festivities in 
celebration of thé victories in the 
French war, contains no chlorate of 
ipieetor) but is simply composed of 

part of shellac and 4 of nitrate of 
strontium. The absence of chlorate of 
potassium makes it possible to store 
such mixtures without any danger, 
though the light produced ‘is less in- 
tense and brilliant in color. The mixt- 
ure is not very inflammable, burns 
better if slightly moistened, develops 
but little smoke, and, as it burns very 
slowly, is without doubt the cheapest 
material for red lights. A very small 
addition of chlorate of potassium im- 
proves the color of the flame very much. 

Receipts for other Red-fire Mixtures, 
I. Fifty-six parts of nitrate of strontium, 
24 of sulphur, 20 of chlorate of potas- 
sium. 

II. Twenty-three parts of carbonate 
of strontium, 16 of sulphur, 61 of chlo- 
rate of potassium. 

II. Mix 40 parts of pulverized ni- 
trate of strontium, 6 of pulverized chlo- 
rate of potsesiniy, 13 of washed flowers 


of sulphur, and 2 of pulverized char- 
coal, 


Instead of the rather expensive pre- 
cipitated chalk, salts of strontia, car- 
bonate of calcium, and the native 
sulphate of strontium (coelestine), may 
be used for preparing red fire according 
to the following receipts ; 


I. Mix carefully 3 parts of powdered 
coelestine, 2 of sulphur, and 5 of chio- 
rate of potassium. 

IL. Three parts of preci pissed chalk, 
2 of sulphur, 6 to 8 of chlorate of po- 
tassium. 

IIL. Twelve hundred and fifty parta 
of sulphate of strontium, 375 of purified 
sulphur, 166 of chlorate of potassium, 
and 133 of antimony. 
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IV. Seven hundred and ify. parts of 
carbonate of strontium, 500 of purified 
sulphur, 1750 of chlorate of potassium, 

. Rub fine and mix 195 parts of 
nitrate of strontium, 45 of chlorate of 
potassium, 45 of washed flowers of sul- 
phur, 7.5 of powdered charcoal, and 
22.5 of stearine, 

VI. Eleven parts of chlorate of potas- 
sium, 4 of nitrate of potassium, 5 of 
milk sugar, 1 of earth-moss seed, 1 of 
oxalate of strontium. 

Purple Fire. Powder and mix 61 
parts of chlorate of potassium, 16 of 
sulphur, 23 of chalk, 

Rose-red Light. I. Rubsfincand mix 
61 parts of chlorate of potassium, 16 of 
sulphur, 23 of chloride of potassium, 

Il. Pulverize and mix 20 parts of 
sulphur, 32 of saltpetre, 27 of chlorate 
of potassium, 20 of chalk, 1 of charcoal. 

ed-orange Fire, Pulverizeand mix 
52 parts of chlorate of potassium, 14 of 
sulphur, 34 of chalk. 

ark-violet Fire. Rub fine and mix 
60 parts of chlorate of potassium, 16 of 
sulphur, 12 of carbonate of potassium, 
and 12 of alum. 

Pale-violet Fire. Rub fine and mix 
54 parts of chlorate of potassium, 14 of 
sulphur, 16 of carbonate of potassium, 
and 16 of alum, 

Blue Fire. 1. Eighteen parts of 
chlorate of potassium, 24 of saltpetre, 
14 of sulphur, 6 of cupric oxide. 

II. Four parts of mealed gunpowder, 
3 of sulphur, 3 of powdered zinc, 2 of 


saltpetre. 

th. The following mixture gives a 
loudly detonating compound: Two 
parts of saltpetre, 1 of sulphur, 2 of car- 

nate of potassium, 6 of common salt, 

IV. Mix 27 parts of pulverized salt- 
petre, 28 of triturated chlorate of potas- 
sium, 15 of pulverized sulphur, 15 of 
pulverized sulpliate of potassium, and 
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15 of powdered cupro-ammonium sul- 
phate. 

The dark-blue color will gain inten- 
sity by adding potassium sulphate to 
the mixture. 

V. Seventeen hundred and fifty parts 
of chlorate of potassium, 500 of sulphur, 
575 of carbonate of copper, and 375 of 
burned alum. 

VI. Twenty-one parts of chlorate of 
potassium, 23 of copper precipitated 
with chlorate of potassium, 12 of sul- 
phate of copper, 12 of calomel, 4 of 
milk sugar, and 3 of stearine. 

Dark-bine Fire. Mix 60 parts of 
chlorate of potassium, 16 of sulphur, 12 
of carbonate of copper, and 12 of alum. 

Pale-blue Fire. 1. Mix 61 parts of 
powdered chlorate of potassium, 16 of 
pulverized sulphur, and 25 of strongly 

eated and pulverized alum. 

II, Mix 61 parts of powdered salt- 
petre, 174 of pulverized sulphur, 20 of 
powdered anhydrous soda, and 14 of 
pulverized charcoal. 

Blue Fire with a Bluish-green Flume. 
Rub fine and mix 12 parts of nitrate of 
barium, 5 of chlorate of potassium, and 
4 of sulphur. 

Green Fire. I, Rub fine and mix 
433 parts of purified sulphur, 2250 of 
nitrate of barium, 166 of chlorate of 
potassium, 66 of arsenic, and 100 of 
charcoal. 

II. Fifty parts of chlorate of potas- 
sium, 50 of nitrate of barium, 5 of char- 
coal, and a sufficient quantity of linseed 
oil to knead the mass. 

Green Fire according to Brown- 
schweiger, Three parts of shellac, 9 of 
nitrate of barium, 1} of chlorate of 
potassium. 

Other Receipts for Green Fire. 1. 
Sixteen parts of nitrate of barium, 4 of 
sulphur, and 16 of chlorate of potas- 
sium, 


FIREWORKS & EXPLOSIVES 


Il. Forty-five parts of nitrate of 
barium, 10 of sulphur, 20 of chlorate of 
potassium, 2 of calomel, 1 of lampblack. 

III. Mix very carefully 12 parts of 
nitrate of barium dry as dust, 4 of sul- 
phur, and 6 of chlorate of potassium. 

Powder and mix 6 parts of nitrate 
of barium, 1 of sulphur, 2 of chlorate 
of potassium, and 4 of charcoal. 

Pale-green Fire. 1. Rub fine and 
mix 60 parts of chlorate of potassium, 
16 of sulphur, and 24 of carbonate of 
barium, y 

IL. Sixty parts of nitrate of barium, 


14 of washed flowers of sulphur, and 40 
of chlorate of potassium. 

III. Thirty-eight parts of nitrate of 
barium, 10 ofchlorate of potassium, and 
8 of charcoal. i 

IV. Six parts of nitrate of barium, 1 
of sulphur, 2 of chlorate of potassium, 
and § of charcoal. 


Dark-green Fire. One hundred and 
twenty parts of nitrate of potassium, 60 
of washed flowers of sulphur, 45 of 
chlorate of potassium, 373 of anhydrous 
carbonate of sodium, 2 of pulverized 
charcoal, and 22.5 of stearine. 

Yellow Fire. I. Mix carefully 48 
parts of sodium nitrate, 16 of sulphur, 
4 of sulphide of antimony, and 1 o! 
charcoal. 

II. Rub as fine as possible and mix 
20 parts of sodium nitrate, 3 of sulphur, 
and 1 of sodium sulphide. 

III. Two thousand parts of chlorate 
of potassium, 500 of purified sulphur, 
and 750 of sodium carbonate, 

IV. Fifteen hundred and sixty-six 
pe of saltpetre, 625 of sodium car- 

nate, and 400 of gunpowder. 

V. Six parts of chlorate of potassium, 
6 of potassium nitrate, 5 of sodium ox- 
alate, and 3 of shellac. 

‘VI. Sixty-one parts of chlorate of 
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potassium, 16 of sulphur, and 23 of 
anhydrous soda. 

VII. One hundred and twenty parts 
of potassium nitrate, 30 of flowers of 
sulphur, 45 of chlorate of potassium, 
374 of anhydrous sodium carbonate, 2 
of charcoal powder, 223 of stearine. 

VIII. Sixty-one parts of saltpetre, 
174 of sulphur, 20 of soda, and 14 of 
charcoal. 

OTHER COLORED FIREWORKS. 


White Stars, Mix 32 pert of pul- 
verized saltpetre, 12 of pulverized sul- 
phur, 8 of powdered sodium sulphide, 
and 1 of gunpowder, 

Red Stars, Rub fine and mix 40 
parts of nitrate of strontium, 10 cf 
chlorate of potassium, 13 of sulphur, 2 
of charcoal, 5 of sodium sulphide. 

Green Stars. Thirty parts of chlo- 
rate of barium, 10 of flowers of sulphur, 
and 1 of mastic. 

Blue Stars. Rub fine and mix 20 
parts of chlorate of potassium, 11 of 
sulphur, 14 of cupric oxide, and 1 of 
mastic. 

Blwish-green Stars. I. Rub fine and 
mix 24 parts of nitrate of barium, 56 of 
chlorate of potassium, 30 of sulphur, 
and 1 of mastic. 

Il. Twenty parts of nitrate of barium, 
18 of chlorate of potassium, 10 of sul- 
phur, 1 of mastic, and 3 of sodium sul- 
phide. 

Yellowish-green Stars. I. Rub fine 
and mix 60 parts of chloride of barium, 
30 of nitrate of barium, 20 of sulphur, 
and 1 of mastic. 

IL. Twenty parts of chlorate of potas- 
sium, 5 of sulphur, 1 of mastic, and 1 
of carbonate of barium. 

Fellow Stars. Rub fine and mix 16 


parts of sodium nitrate, 5 of sulphur, 2; 


of sodium sulphide, and 1 of charcoal. 
White Cundies. Powder and imix 4 
parts of saltpetre, 1 of sulphur, and 1 
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of sodium sulphide, 

Red Candies. Rub fine and mix 26 
parts of nitrate of strontium, 15 of chlo- 
rate of potassium, 12 of' flowers of sul- 
phur, 2 of charcoal, 2 of sodium sul- 
phide, and 1 of mastic. 

Green Candles. Mix 20 parts of 
chlorate of barium, 30 of nitrate of 
barium, and 10 of sulphur. 

Blue Candles. Rub fine and mix 18 
parts of chlorate of potassium, 6 of salt- 
petre, 10 of sulphur, and 6 of cupric 
oxide. 

Bluish-green Candles. Rub fine and 
mix 20 parts of chloride of barium, 30 
to 42 of nitrate of barium, 40 of chlorate 
of potassium, 10 to 22 of sulphur and 
of sodium sulphide. 

Yellow Cundles. Rub fine and mix 
80 parts of sodium nitrate, 7 of sulphur, 
3 of sodium sulphide, and 2 of mastic. 

Japanese Matches. One pare of pow- 

charcoal, 1} of sulphur, and 3 
of saltpetre. 

According to another receipt they 
consist of 5 parts of lampblack, 11 of 
sulphur, and 26 to 30 parts of gunpow- 
der, The mixture is made into a paste 
with alcohol, formed into small dice, 
and dried. When dry one of the little 
squares is fixed into the cleft of a laven- 
der stalk, lighted on a candle, and held 
stem downward. After the first blazing 
off, a ball of molten lava wil] form from 
which the curious and very beautiful 
corruscations will soon appear. 

Prof. Bottger says about Jupanese 
maichcs: The mixture consists either 
of 3 parts by weight of lampblack, 8 of 
flowers of sulphur, and 15 of saltpetre 
yas dust); or 2 parts by weight of 
y sifted lime-wood charcoal, 4 of 
sof sulphur, and 7 of saltpetre 

dust). The mode of preparing 
itches is as follows: Cut the finest 
commercial tissue paper into strips 
about 6} inches long, 1 inch wide on 
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one end, and running into a point at 
theother, _ By rolling these small strips 
of paper tightly together, commencing 
at the pointed end, and filling the lower 
part with from 30’to 45 grains of one of 
the above mixtures, a close imitation of 
the genuine Japanese matehes will be 
the result, 

Fireworks for Use in Rooms, accord- 
ing to Perron, Mix 12 parts of salt- 
petre, 15 of flowers of sulphur, and 30 
of gunpowder. Then dissolve 2 parts 
of camphor in & of spirit of wine, and 
4of gum Arabic in water, Knead the 
whole into a dough, and form small! 
cornered pieces from it which are dried. 
ABER ignited they give a béautiful 

ight. 

"Pharaohs Serpents. This curious 
chemical toy is prepared as follows: 
Dissolve mercury, with the aid of heat, 
in dilute nitric acid, being careful that 
there shall always be an excess of mer- 
sury wate hen the action of the 
acid has ecased, decant the solution, 
and pour into it a solution of sulpho- 
cyanide of potassium or ammonium, 
which may be procured at any drug- 
gist’s. Use about equal quantities of 
the two solutions. A precipitate of 
sulpho-cyanide of mereury falls out, 
which should be filtered off, washed, 
and dried. Then take for every pound 
of this substance 1 ounce of gum traga- 
eanth, which should be soaked in water, 
When the gui is completely softened 
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it is transferred to a mortar, and the 
dried precipitate is gradually rubbed 
up with it tuto a homogeneous paste, 
with the addition of a little water. 
‘This mass is filled into moulds of coni- 
eal or other shape, made of silvered 
paper, and dried. When these are 
ignited by the application of a mateh 
ut the conical end they form an enor- 
mous volume of ash, which proceeds in 
great coils from the body of the mass, 
and which by its serpentine movements, 
as it is formed, has suggested the name. 
(W.) 


Harmless Substitute for Pharaoh's 
Serpents. The xbove-named experi- 
ment, though curious and interesting, 
is not altogether free from dunger, be- 
eause poisonous mercurial fumes are 
evolved during the combustion of the 
mass. On this account several substi- 
tutes have beensuggested. One of these, 
which is almost as good as the original, 
and is not poisonous, is prepared in the 
following manner: 


‘ake 
Bichromate of potassium . , 2 parts. 
Saltpetre . T part. 
White sugar : + «+ « 8 parts, 


Pulverize each of the ingredients sepa- 
rately, and then mix them thoroughly, 
Make small paper cones of the desired 
size, and press the mixture into them. 
When quite dry they are ready for use, 
They should be kept away from mois- 
ture and light. (W.) 


BLasTINe COMPOUNDS, BLASTING 
POWDER, DYNAMITE, Gun-Corron, 
GUNPOWDER, NITRO-GLYCERINE, 
FULMINATES, Erc. 


Among the blasting compounds nitro- 

lycerine and the explosive substances, 
4 namite, etc., derived from it, occupy 
the foremost place. 


Nitro-glycerine is obtained in the fol- 
lowing manner: Fuming nitric acid of 
49° to 50° Beaumé is mixed with twice 
its weight of highly concentrated sul- 

hurie acid in a vessel kept cool by 
being surrounded with cold water. 
Ordinary commercial glycerine, free 
from lime and lead, is evaporated to 30° 
or 31° Beaumé. When entirely cold, 


POOR MAN'S JAMES BOND Vol. 1 


it should be of a syrupy consistency. 7$ 

jounds of the cold acid mixture are 

rought into a glass flask or earthen 
vessel ; this is placed in cold water, and 
I pound of glycerine is slowly poured 
into it; constant stirring being kept up 
during the addition of the glycerine, 
Great care must be observed to avoid 
any heating of the mixture, as the con- 
sequence of this wduld be an oxidation 
of the glycerine with development of 
carbonic acid. When the mixture is 
complete, it is allowed to stand quietly 
for 5 or 10 minutes, when it is poured 
into 5 or 6 times its volume of cold 
water, to which a rotary motion has 
previously been imparted. The nitro- 
Blycerine subsides quickly as a heavy 
oil, which, by decantation, is brought 
into a vessel of greater height than 
width, It is now washed with water, 
until not a trace of acid reaction is in- 
dicated by blue litmus paper, when it 
is put in flasks ready for use. It isa 
yellow or brown oil, heavier than 
water, and practically insoluble in it, 
but soluble in alcohol andether. When. 
impure or acid, it decom: spon- 
taneously ina short time, with develop- 
ment of gas, and formation of oxalic 
and glyceric acids. 

Mowbray's Process of Manufacturing 
Nitro-glycerine. This product is pre- 
eminent because of its stable character. 
It freezes at 45° F., is clear as water, 


and never of an orange color, When 
detonated it does not produce what 
is known as glycerine headache and 


is non-explosive when frozen. These 
excellent qualities are imparted to 
it by the care taken in its preparation. 
The nitrifying acid is made in a well- 
ventilated building, in which are 
placed five retorts each of 14 pounds’ 
capacity and charged with 104 ounces 
of sodium nitrate and 13} ouncea 
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of sulphuric acid. Terra-cotta pipes 
conduct the vapors from each retort 
into a row of four earthenware receivers 
standing upon a trestle raised slight! 
above the floor. 165 pounds of sul- 
phuric acid are poured into the first two 
receivers and 110 pounds into the third, 
while the fourth remains emDty The 
nitric acid vapors are condensed in the 
receivers, whereby the mixture of acide 
required for nitrating is at once ob- 
tained. When the distillation, which 
requires 24 hours, is finished, the acid 
mixture (about 660 pounds) is drawn 
off and emptied into a large trough of 
pereionee To remove the hyponitric 
acid, as well as to obtain a homogeneous 
mixture, Mowbray passes a current of 
air into the trough through an iron 
ipe, which answers the purpose per- 
fectly. This operation is of great im- 
portance, as the presence of ny penis 
acid and nitrous acid probably causes 
the spontaneous decomposition and con- 
sequent explosion of this substance. 
The room in which the nitrating pro- 
cess is carried on is about 103 feet long 
and contains 116 jars of earthenware in 
9 wooden troughs. 18% pounds of acid 
are poured into each of the jars and the 
troughs are filled with ice water, or 
with a mixture of ice and salt, to within 
4 inch of the edge of the jars containing 
the acid. Upon a shelf above the 
troughs are placed glass vessels, one 
for each jar. Each contains 2} pounds 
of pure glycerine (not crude glycerine), 
which is conveyed drop by drop into 
the acid mixture by means of a siphon 
and rubber hose. Beneath the shelf 
upon which the glycerine vessels stand 
runs an iron pipe 24 inches in diameter, 
through which passes a current of cold 
and dry air, which is introduced into 
the jars, while the acid and glycerine 
intermingle, through glass tubes 164 
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inches long and 3 inch in diameter. 
14 hours are required for the glycerine 


to run off, and the greatest attention 
and care are necessary during this 
time. The three workmen overseeing 
the mixing process walk constantly w 
and down with a thermometer in hand, 
and should they find the temperature 
rising in one of the jars, or that red 
vapors are emitted, they stir the mix- 
ture witha glass rod. It happens some- 
times that the glycerine runs too rap- 
idly, when the flow must be diminished, 
and in case the engine should cease 
working must be entirely stopped and 
the mixture stirred. 

When the conversion of glycerine into 
nitro-glycerine is completed, and no 
more vapors escape, the jars are 
emptied into a vat containing cold 
water (42.8° F.). The quantity pro- 
duced amounts at each operation to 
495 pounds, In this vat the oil sub 
sides to the bottom, being covered with 
water about 6 feet deep. It remaina 
here for 15 minutes, when, after the 
water has been run off, it is drawn off 
into another vat resembling an old- 
fashioned churn, but much larger. 
Here it is washed 5 times—three times 
with pure water and twice with a solu- 
tion of soda, a current of air being 

assed through it at the same time. 

‘he water from the washing apparatus 
is allowed to run into a vat, and from 
this through two barrels buried in the 
ground, whence it finds its way to the 
outside. If any of the oil should have 
been carried off with the wash-water, it 
is regained in one of the barrels. The 
nitro-glycerine is then transported in 
copper vessels to a magazine about 300 
feet distant from the work-room and 
emptied into crocks each having a capa- 
city of 66 pounds. These are placed on 
wooden shelves, each holding about 20 
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crocks, which are immersed in water of 
about 70° F., reaching to within 6 
inches of the edge of the crocks. Here 
they remain for 72 hours, during which 
time the impurities that may con- 
tained in the oil rise to the surface in 
the form of a scum, which is removed 
with a spoon. The nitro-glycerine is 
then chemically pure, transparent as 
water, and strongly refracts light. In 
this condition it is ready for packing. 
The tin cans used for this purpose are 
coated inside with paraffine, and have 
a capacity of 614 pounds each. When 
they are to be filled they are placed in 
a shallow wooden vat; the oil is first 
poured into copper cans and then 
through a rubber funnel into the tin 
cans. To render any oil which may be 
spilled harmless the precaution is used 
to cover the bottom of the vat with a 
thick layer of plaster of Paris, which 
quickly ‘absorbs the fluid. When the 
cans have been filled they are placed 
in a wooden vat filled with ice water, 
or ice and salt, until their contents are 
frozen, and 30 to 40 of them are stored 
away together in smaller magazines at 
a distance of about 325 feet from the 
factory. For transporting the nitro- 
glycerine the tin cans are packed in 
open wooden boxes, the bottom of 
which is covered with several inches of 
sponge. Around the cana themselves 
are fastened two gutta-percha tubes 
crossing each other on the bottom of 
the can. To thaw the nitro-glycerine 
each can is provided with a tube about 
10 inches long and 14 inches in diame- 
ter, passing through the centre from top 
to bottom, into which water of from 70 to 
90° F. is poured. The cans are closed 
by a cork covered with a piece of blad- 
der. Sleighs are used in winter for 
transporting the cans, and in summer 
wagons covered with a layer of ice and 
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this with a blanket. 

R. Bottger recommends the following 
process as free from risk for preparing 
small quantities of nitro-glycerine: A 
few grammes of anhydrous und entirely 
pure glycerine are poured into a tesi- 
glass kept cool by being surrounded 
with a freezing mixture, and containing 
1 part by volume of concentrated sul- 
peers acid of 1.52 gravity, and 2 parts 

y. volume of stronger sulphuric acid 
of 1.83 gravity. The mixture is poured 
as quickly as possible into a larger vol- 
ume of water. In this the nitro-glycer- 
ine, resembling drops of oil, subsides to 
the bottom; it is then washed and re- 
washed, first with water, and final] 
with a weak solution of soda. It is 
freed from water by means of a few 
amall pieces of chloride of calcium, 
when a product will be obtained ot 
such purity that it may be kept with- 
out risk for an indefinite time and with- 
out suffering decomposition. 

Dynamite all the properties 
of nitro-glycerine for blasting purposes, 
and is ose dangerous. Explosion is 
accomplished by means of a percussion 
cap in the same manner as with nitro- 
glycerine. The most common mode of 
making dynamite is by mixing 75 per 
cent, of nitro-glycerine with 25 per 
cent. of powdered sand. 

Dynamite, according to H. Champion 
and H, Pellet, may be divided into, a, 
dynamite with an inert absorbent (in- 
fusorial earth, ashes, tripoli, etc.), and 
6, dynamite with an active absorbent. 
In the latter variety rosin, finely-pow- 
dered coal, or saltpetre are used as 
absorbents. To this class belong dualin, 
lithofracteur, etc. 

To make the manufacture of dyna- 
mite less dangerous, 4. Sobrero suggests 
to stir infusorial earth with water into 
a dough, form it into shapes of suitable 
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size, dry them at 212° F., and finally 
dip them into nitro-glycerine. Dyna- 
mite with 75 per cent. of effective ex- 
plosive can be prepared in this manner. 

Cellulose Dynamite. Franz has suc- 
ceeded in producing a nitro-glycerine 
powder which, while it possesses all 
the properties of dynamite prepared 
with infusorial earth, has the advan- 
tage of being unaffected by water. He 
tound that certain organic absorbents 

the property of retaining ab- 
sorbed nitro-glycerine,even when placed 
under water, and did not lose their ex- 
plosive power. The nitrogenized ab- 
sorbents—wood fibre and gun-cotton— 
were found to be too dangerous for 
manufacturing large quantities. But 
Franzt has now succeeded in preparing 
a wood fibre which absorbs from 70 to 
75 per cent, of nitro-glycerine, which 
retains these proportions unchanged 
when in contact with water, and which 
retains also its explosive power after 
being pressed out and dried. 

Norbin & Ohlsson’s Patent Dynamite 
consists of a mixture of ammonium 
nitrate, with 8 to 10 per cent. of pulver- 
ized charcoal or coal, and 10 to 30 per 
cent. ofnitro-glycerine. The compound, 
which, on account of the hygroscopic 
property of the ammonium nitrate, must 

kept in metallic cases or glass 
vessels, is exploded by means of 8 per- 
cussion cap. 

A, ‘Nobes Pynamite is a mixture of 
69 pare of saltpetre, 7 of paraffine or 
naphthaline, 7 of coal dust, and 20 of 
nitro-glycerine. It is claimed that the 
addition of paraffine or naphthaline 
renders the mixture less hygroscopic. 

Lithofracteur, as manufactw by 
Krebs & Co. of Deutz, is com of 
52 parts of nitro-glycerine, 30 of infusor- 
ial earth, 12 of coal, 4 of saltpetre, and 
2of sulphur. 
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Ditimar’s Dualin consists of 50 parts 
of nitro-glycerine, 50 of ni saw- 
dust, and 20 of saltpetre. 

New Dynamite by Anthoine & Gen- 
aud, In this preparation unsized paper 
takes the place of silica. The paper is 
not only saturated with nitro-glycerine, 
but dipped in succession into solutions 
of saltpetre, potassium chlorate, and 
potassium picrate. 

Carbotzotine. This explosive mix- 
ture, patented in France by de Soulages 
and Cuhue, is composed of 50 to 64 
parts of sultpetre, 13 to 16 of sulphur, 
14 to 16 of spent tan, or very fine saw- 
dust, 9 to 18 of lampblack, and 4 to 5 
of ferrous sulphate, The mixture is 
heated with a suitable quantity of water 
to 230° to 248° F',, then allowed to cool 
and the solid muss dried and shaped 
into bricks. 

Brise-rocs, an explosive agent patent- 
ed by Robaudi, consists of 40 parts of 
saltpetre, 20 of soda saltpetre, 15 of 
sulphur, 1 of rock salt, and 15 of woody 
substance, spent tan, sawdust, ete. 

Pudrolith. Poch’s blasting powder, 
known under this name, consists of 3 
parts by weight of spent tan, 5 of saw- 
dust, 3 of soda saltpetre, 3 of barium 
nitrate, 6 of wood charcoal, 12 of 
sulphur, and -68 of saltpetre. The 
barium and sodium salts are dissolved 
in hot water, the tan and sawdust 
stirred into the solution, and the mix- 
ture is evaporated to dryness. ‘The 
other ingredients, previously pulver- 
ized, are iutimately mixed with the 
oy deren residue in a revolving cylin- 

ler, 


Pyrolith. This blasting powder, 
Patented by Wattlen, and used for 
Jasting hard rocks, such as granite, ete., 


consista of 12.5 parts by weight of saw- 
dust, 67.5 of saltpetre, and 20 of flowers 
of sulphur. 
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For blasting softer rocks, such as 
limestone, coal, ete., Wattlen recom- 
mends the following composition: 11 
parts by weight of sawdust, 50.5 of salt- 
petre, 16 of soda saltpetre, 1.5 of pow- 
dered charcoal, and 20 of flowers of 
sulphur, 

Tret?’ Blasting Powder, patented in 
England, consisis of 52.5 per cent. of 
Chili soda saltpetre, 20 per cent. of 
sulphur, and 27.5 per cent. of spent 


Frozen Dynamite. Dynamite, when 
frozen solid, is comparatively valueless, 
as in thawing for use it becomes injured 
and sometimes ignites ; but by granulat- 
ing it, as freezing takes place, and keep- 
ing it in this condition, it may be trans- 

ted, handled, or poured and rammed 
Into bore holes with entire safety and 
convenience. Freezing the dynamite 
in grains may be readily accomplished 
by passing it through a coarse sieve 
alter it is manufactured, but just before 
it congeals, and allowing it to fall 
loosely’and lie undisturbed during its 
exposure to a freezing temperature. 
The particles will slightly adhere, but 
may be readily separate ne stirring. 
Dyuainite so frozen will readily explode 
by the ordinary means, but the cay 
should have about three times the usual! 
quantity of fulminate, 


Augendre’s White Powder. This 

wider may be advantageously used 
for blasting very hard rock, although 
itissomewhat expensive. Considerable 
care and caution are required in ram- 
ming it into the drill holes, and for this 
reason the work should be only in- 
trusted to experienced workmen. By 
the following process Augendre’s gun- 
powder can, be produced ‘as a very ho- 
Mmogeneous mixture and of great explo- 
sive energy. The three ingredients of 
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white gunpowder, potassium ferrocy- 
anide, sugar, and potassium chlorate, 
are pulverized, each by itself, in a mor- 
tar, and then thoroughly dried. Each 
of the ingredients, when dry, is again 
pulverized as finely as possible, and 
passed through a fine hair sieve. The 
respective quantities of the ingredients 
are then weighed off, pou upon a@ 
sheet of paper, and intimately mixed 
with the fingers or with a feather. The 
powder is then placed in a capacious 
porcelain mortar, moistened with abso- 


lute alcohol, and an intimate mixture 
is produced by continued rubbing with 
a pestle, the process being entirely free 
from danger if done in this manner. 
The powder, which is now in the form 
ofa stiff dough, is spread upon a smooth 
board and dried in 2 warm room. The 
alcoho] evaporates quickly, when the 
thin, dry cakes of powder are crushed 
between two smooth boards, and the 
powder passed through a fine sieve. In 
this manner it is obtained in the form 
of very fine, intimately mixed dust, 
possessing excellent explosive proper- 
ties. 

Hafenegger’s Gun and Blasting Pow- 
der, several varieties of which have 
been patented in England, resembles 
Augendre’s white powder. “Their com- 
position is as follows: 

T. Nine parts of potassium chlor- 
alert of sulphur, and 2 of wood char- 
coal. 

IL. Two parts of potassium chlorate, 
1 of refined sugar, and 1 of potassium 
ferrocyanide. 

IIL. Four parts of potassium chlorate, 
1 of sulphur or sugar, } of wood char- 
coal, and 1 of potassium ferrocyanide. 

IV. Four parteot poten chlorate, 
4 of sugar, } of wood charcoal, and 2 of 


salphar 
'. One part of potassium chlorate 
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and 1 of sugar. 
VI. Eleven parts of potassium chlor- 
belies of sulphur, and } of wood char- 


Dr. Borlinetto’s Gunpowder. Mix 
very intimately 10 parts of Chili salt- 
petre, 10 of picric acid, and 8} of potas- 
sium bichromate. 

Sharp & Smith's Patent Gunpowder 
consists of 2 parts of saltpetre, 2 of po- 
tassium chlorate, 1 of potassium ferro- 
cyanide, 1 of potassium tartrate, and 2 
of sulphur. 

Spence’s Powder for Cannon of Large 
Calibre. Two parts by weight of finely- 
pulverized charcoal are boiled with 38 
parts by weight of water. The boiling 
is interrupted after a short time, and, 
with constant stirring, 20 parts b 
weight of potassium chlorate, 2 of pul- 
verized coal, and 4 of sodium bicarbon- 
ate are added to the mixture of charcoal 
and water. The mass is again brought 
to the boiling point, 7 parts by weight 
of fine sawdust are added, and the boil- 
ing continued until the woody mass has 
formed a magma with the water. When 
this is done the mass is evaporated in 
open pans until it is of a consistency to 
be granulated in the usual manner in 
the powder-mill. 

‘on-explosive Powder, When this 
wder is ignited it does not explode, 
t burns slowly with a hissing noise. 
It loosens and raises stones without 
blasting them. It is cheaper than the 
ordinary powder, of quite a coarse 
grain, and contains 3 parts of potassium 
nitrate to 1 of sodium nitrate. The 
powder is mixed in the following pro- 
portions: 56.22 to 56.23 per cent. of 
jum nitrate, 18.33 to 18.39 per 
cent. of sodium nitrate, 9.68 per cent. 
of sulphur, and 14.14 to 15.01 per cent. 
of charcoal. 


Green's Blasting Powder consists 
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rincipally of barium nitrate, contains 
Eat little saltpetre and no sulphur. 
There is less danger in manufs 

it than gunpowder, but it is not fit for 
firearms. It poasesses the great advan- 
tage of not emitting thick smoke or 
choking gases, and therefore does not 
interrupt the work in mines; and fur- 
ther, that it takes up less room than 
gunpowder and is much cheaper. Its 
effect as compared with gunpowder is 
as 18 to 11. 

Giant Dynamite is a mixture of 18 
to 28 parts by weight of pyroxyline, 55 
to 44 of nitro-glycerine, 5 to 10 of pyro- 
paper, 20 to 16 of nitro-starch, 1 to 1 of 
nitromannite, and | to 2 of water-glass 
The materials, which should be free 
from acid, are carefully mixed and 
brought under a cartridge press, in the 
stamp of which is fastened a needle 
whieh makes a hole in the cartridge for 
the reception of the fuse. The cartridge 
thus prepared is hermetically closed 
with collodion, and packed in the same 
manner as lithofracteur. horly be- 
fore the cartridge is to be used the 
coating of collodion is broken on those 
places where the holes are for the re- 
ception of the fuse. This consists of 
soft gun-cotton Hae peer with potas- 
sium chlorate and plumbic ferrocyan- 
ide, and is prevented from dropping 
through by a knot on one end. It is 
drawn through the holes and a Bick- 
ford’s fuse fastened to the other end. 

Blasting Compound from Potato- 
Sterch, The process is similar to that 
of manufacturing nitro-glycerine. The 
potato-starch is shaken with concen- 
trated nitric acid until it is dissolved, 
and then, with vigorous stirring, poured 
into sulphuric acid, whereby the prep: 
aration is separated in a finely-divided 
condition. All traces of acid are then 
removed by washing and rewashing, 
and treating the preparation with so- 
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dium carbonate. The explosive starch 
flour, when dry, forms a tender white 
powder. When touched with a glowin; 
piece of wood it is quickly consum 
with a yellow flame without leaving a 
residue. A great advant of the ex- 
plosive starch flour is that it explodes 
only after having been repeated! 
struck with a hammer upon an anvil, 
Its ignition temperature is between 
356° and 374° F, In external appear- 
ance this explosive agent does not diter 
from ordinary starch flour. It remains 
entirely when boiled in 
water, but loses the property of bein; 
colored blue by iodine. If examin 
with the microscope the well-known 
starch globules cannot be detected. 

A New Blasting Powder, patented in 
Germany by Th. Murtinsen, consists of : 


Parts. 


UL 
Bal 56 
Sulphur . 22 
Lampblack a 
Sewdustortan 2 2 2) 13 2129 
Ferrous sulphate. | 2 2 2 2 3 5 


The ferrous sulphate is completely 
dissolved in a little water, and the other 
components are mixed with it at 248° 
to 266° F. The mixture is cooled off 
by constantly stirring it and then dried, 

is powder can be stored, transported, 
and used without danger, and develops 
nosmoke in the mine. The first mix- 
ture is intended for dense rocks, the 
second for anthracite, and the third for 
bituminous coal. 

To protect blasting agents containing 
nitro-glycerine and ammonium nitrate 
from moisture, and to prevent the ex- 
udation of the nitro-glycerine, Nobel 
adds paraffine to them. He recom- 
mends the following proportions: 69 
per cent. of sodium nitrate, 7 per cent. 
of paraffine, and 4 per cent. of charcoal, 
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These ingredients are carefully mixed, 
and 20 per cent. of nitro-glycerine is 
added to the mixture. Or, 75 per cent. 
of ammonium nitrate, 3 per cent. of 
charcoal, 4 per cent. of paraffine, and 
18 per cent. of nitro-glycerine. 

Tiant Powder. Forty parts of nitro- 
glycerine are mixed with 60 parts of a 
dry mixture, consisting of 40 parts of 
sodium nitrate, 6 of rosin, 6 of sulphur, 
and 8 of infusorial earth or other anal- 
ogous absorbent substance. This forms 
a powerful blasting compound, which 
will not ignite from contact with flame 
nor from a blow, but may be readily 
exploded by the shock given by dis- 
charging a cap containing fulminate. 

Faure & French's Blasting Com- 
pound is a mixture of 1 part of char- 
coal, 16 of barium nitrate, and 1 of 
nitro-cellulose stirred into a dough with 
some water and then formed into disks 
and dried. 

Gun-Cotton.  Cotton-wool_ is im- 
mersed in a boiling dilute solution of 
potassium carbonate, then washed wi 
water and well dried. It is now steeped 
for a few minutes in a cold mixture of 
1 part of concentrated nitric acid and 3 
of oll of vitriol, then squeezed, and 
again placed in a fresh acid mixture 
and lett there for 48 hours, It is then 
again well squeesed and washed for a 
long time with running water, and fin- 
ally steeped in a solution of potassium 
carbonate. 

Gun-cotton thus manufactured will 
keep without change indefinitely, and 
may be kept under water for safety’s 
sake, and possesses, after drying, all its 
original properties. 

it is msoluble in water, alcohol, and 
ether. It takes fire at 300° F., burning 
away rapidly but without explosion; 
but when ignited in a confined space, 
or by percussion, it decomposes with a 
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violent detonation, the energy of which 
equals that of five’ times its weight of 
gunpowder. 


New Blasting Compounds. 


1. Peralite is a coarse-grained _pow- 
der ‘consisting of 64 per cent. of salt- 
petre, 30 per cent. of charcoal, and 6 
per cent. of sulphide of antimony. 

2. Juline contains 65 to 75 per cent. 
of saltpetre, 10 per cent. of sulphur, 10 
to 15 per cent. of lignite, 3 to 8 per cent. 
of sodium picrate, and 2 per cent. of 
potassium chlorate, 

New Blasting Compound from a 
Combination of Honey and Glycerine. 
The following proportions by weight 
are used : 

No. I. Tity parts of combination of 
honey and glycerine, 12 of potassium 
chlorate, 16 of potassium nitrate, 17 of 
Prepared sawdust, and 5 of prepared 
chalk 


No. II. Thirty-eight parts of com- 
Vination of honey and glycerine, 19 of 
potassium chlorate, 24 of potassium 
nitrate, 10 of prepared sawdust, and 9 
of prepared chalk, 

The combination of honey and gly- 
cerine is prepared as follows: Mix 1 

of nitric acid of 1.50 specific gray- 

ity and 2 parts of sulphuric acid of 1,84 
specific gravity, and let the mixture 
cool off to 62° F. Eight parts of this 
inixture are placed in a wooden vessel 
lined with lead, and to this is added, 
with slow and constant stirring, 1 part 
of a mixture of equal parts of honey and 
lycerine, keeping the temperature of 

e compound between 59° and 68° F. 
After stirring for about 5 minutes the 
combination of honey and glycerine 
settles on the bottom of the vessel. It 
is then separated from the supernatant 
acid and washed first with water and 
next with a solution of soda to remove 
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the last traces of acid. It is now ready 
for mixing with the other ingredients, 
whi 
verized and intimately mixed.. ‘he 
sawdust flour is prepared by passing 
ordinary sawdust through 4 fine sieve 
and boiling it in a solution of soda until 
all resinous and coloring substances 
have been extracted, when it is washed 
in cold water and dried. 

Preparation of Blasting Compounds 
by directly Nitrating Crude Tar Oils. 
The crude tar oils are gradually, eom- 
pounded by constant stirring with nitric 
acid of a high grade. The clear oil 
standing over the precipitate is poured 
off into another vessel, nitric aci 
to the residue, and the process repeated. 

The nitrogenized substances obtained 
in this manner are washed, dried, and 
mixed with substances yielding oxygen. 
The nitrates of alkalies, potassium 
chlorate, and the strongest nitric acid 
(1.5. specifie gravity) are principally 
used for the purpose. 

Gelatinous . Nitro-glycerine. Cotton 
carefully cleansed and comminuted is 
boiled in a closed boiler with 5 parts by 
weight of dextrine and some acetate of 
ammonium ; the resulting jelly, of which 
as much as 7 per cent. may be dissolved 
in nitro-glycerine, forms with it a mass 
from which no nitro-glycerine can es- 
cape. 

‘0 prepare the blasting compound 
“Forctte” 76 parts of the above gelat- 
inous nitro-glycerine are mixed with 
15 parts of saltpetre and 9 of sawdust. 

artridge Shells of Easily Combusti- 
ble Substances. The materia! consists 
of very loosely woven cotton or silk 
tissue, which is impregnated with nitro- 
glycerine, or with a mixture of sulphur 
and saltpetre. When the tissue is dry, 
collodion, to which a small quantity of 
castor oil has been added, is poured 
over it and it is then smoothed between 
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rollers. 

Fulminate of Mercury is used for 
ling percussion caps. It is prepared 
on a large scale by dissolving 1 part of 
mercury in 12 of pure nitric acid of 1.36 
specific gravity, and adding 12 of spirit 
of wine, when 4 violent reaction takes 
place, which is kept in check by adding 
fraduslly, more alcohol. Firat, the 

fiquid becomes black by the separation 
of metallic mercury, which, however, 
soon sissr peara When the liquid be- 
comes cool the fulminate of mereu 
separates as a crystalline powder. It 
is nearly insoluble in cold water: from 
a boiling solution it is obtained in white 
prismatic crystals. When kindled in 
the open air it burns away like gun- 
powder, but by percussion it is decom- 
posed with a violent detonation, The 
explosion of the fulminate is so violent 
and rapid that it is necessary to moder- 
ate it for percussion caps. For this 
purpose it is mixed with potassium 
nitrate or chlorate, For gun caps 
potassium chlorate is generally mixed 
with the fulminate, and powdered glass 
is sometimes added to increase the sen- 
sibility of the mixture to explosion by 
percussion. After a little of the com- 
position has been introduced into the 
cap, it is made to adhere by a drop of 
solution of shellac in spirit of wine, 
which renders it also water-proof. 

Fulminate of Silver, Ten grains of 
pare silver are dissolved, at a gentle 

eat, in 70 drops of concentrated nitric 
acid of 1.42 specific gravity and 50 
arabe of water. As soon as the silver 
is dissolved the heat is removed and 
2,000 drops of alcohol are added. If 
the action does not commence after a 
short time, a very gentle heat may be 
applied until effervescence begins, when 
the fulminate of silver will be deposited 
in minute needles, and may be further 
treated as in the case of fulminate of 
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mercury. When dry the fulminate of 
silver must be handled with the greatest 
caution, since it is exploded far more 
easily than the fulminate of mercury. 
It should be kept in small quantities, 
wrapped up separately in paper, an 

laced in a pasteboard box. The vio- 
ence of its explosion renders it useless 
for percussion caps, but it is employed 
in detonating crackers, 

Fulminating Platinum is obtained 
by dissolving binoxide of platinum in 
diluted sulphuric acid and mixing the 
solution with an excess of ammonia, 
when a black precipitate will result 
which detonates violently at about 
400° F, 

Fulminating Gold is obtained as a 
buff-colored precipitate when ammonia 
is added to a solution of terchloride of 
gold. It explodes violently when 
gently heated. 


EXPLOSIVE AGENTS. 

Blasting Cartridges. Dissolve 73 
parts of saltpetre and 1 of magnesium 
sulphate in } of their weight of boiling 
water, and conipound with 8 parts of 
ground wood charcoal, 8 of bran, and 
10 of sulphur, previously mixed dry. 
Stir the mass thoroughly, and heat for 
2 hours at a temperature of 284° F., 
and then dry in a drying apparatus for 
5 hours at a temperature of 122° F. 
The dried mass is pressed into cylin- 
ders, four of which are generally 
formed into a cartridge in a paper 
shell. 


Blasting Paper. Coat unsized 
with a hot misture of 11 drachns of 
ferrocyanide of potassium dissolved in 
34 pints of water, 11 ounces of bass- 
wood charcoal, 1} ounces of refined 
saltpetre, 24 ounces of potassium chlo- 
rate, and 6} drachms of wheat starch, 
stirred to a paste with 14 ounces of 
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water; dry and smooth. For use roll’ 
strips of the prepared paper into car- 
tridges. 


Explosive Combination. An explo- 
sive combination consists, according to 
a French patent, of 80 parts of pow- 
dered potassium chlorate, 20 parts of 
ordinary coal tar, and a porous, ab- 
sorbent substance, such as pulverized 
wood-charcoal or silicious earth. Po- 
tassium permanganate can be substi- 
tuted for a portion of the chlorate. 

Explosive Substance. This, accord- 
ing to an English patent, consists of 9 
parts of potassium chlorate, 2 of carbo- 
hydrate (sugar), 1 of flour, and 1 of fer- 
rocyanide of potassium. 

lxplosive and Pyrotechnic Sub- 
stances. Ferrocyanide of potassium, 
saltpetre,and chlorate 
of potassium are dis- 
solved and mixed 
with pulverized char- 
coal. The water is 
then evaporated, and 
the substances are 
combined by the ad- 
mixture of paraffine 
orresins. The paraf- 
fine is used either 
melted or dissolved 
in benzine. The mass 
is made into any de- 
sired shape, and can 
also be used for coat- 
ing paper. 

Method of Blastin 
under Water wit 
Compressed Gun-cot- 
ton. In the accom. 
panying illustration, 

‘ig. 60, aa represent 
layers of gun-cotton, 
b the cartridge of com- 
pressed gun-cotton, 
and d thequick match 


Fig. 60. 
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with the cap. The 
eartridge is enclosed in the rubber tube 
e, which on the top is fastened water- 
tight around tbe quick-match, so that 
when the cartridge is placed under 
water the latter can penetrate the gun- 
cotton only from below. The entire 
charge is enclosed in the tin case c, 
which is open on top and bottom for 
the passage of water. The cartridge re- 
mains explosible until all the gun- 
cotton is soaked through by the water 
entering from below, which with a 
cartridge about 1 inch in diameter and 
4% inches long will be the case in ex- 
actly 22 hours, which makes the unex- 
ted explosion of a charge missing 
Ere impossible after that time. 
New Blasting Powder, Saltpetre, 
tassium chlorate, and finely-pulver- 
ized coal-tar pitch are converted with 
benzine into a plastic paste, which is 
made into flat cakes and freed from the 
benzine by evaporation, and then 
worked in the same manner asordinary 
powder. The grains, which, like those 
of the ordinary article, are‘irregular in 
form, can be made of any desired size. 
The density, which is 0.9 or somewhat 
more, corresponds with that of ordinary 
gunpowder. This new powder pos- 
sesses considerable hardness, does not 
lose color, even when wet, and without 
undergoing a change stands a higher 
degree of heat than that of melting 
tin. It is not inflammable by single 
sparks of short duration. ‘ited free, 
it burns quickly with a white flame; 
in a closed space it burns, however, 
very energetically with little smoke 
leaving a very small residue. A 
gun is not in the least affected by its 
combustion products. The advantages 
of this powder are: 1. Facility’ and 
quickness of manufacture. 2. Safety 
.in its preparation. 3. Absence of all 
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hygroscopic properties (4 ounces placed 
upon a very sensitive scale in an open 
window for 4 daysof misty weather did 
not increase in weight). 4, Superior 
force, 2} times that of ordinary powder. 
5. Very small residue. 6. Scarcely 
perceptible smoke, 

New Method of Preparing Giant 
Powder. Two mixtures are prepared : 

_@. 36.06 parts of potassium or sodium 
bisulphate, 28.60 of potassium nitrate, 
and 9.20 of glycerine. 

}. 50 to 55 parts of some chlorate, and 
50 to 45 parts of a substance rich in 
carbon. 

On igniting a mixture of the two, it 
is claimed mixture } evolves sufficient 
heat to effect the nitrification of the 
glycerine and explosion of the nitro- 
glycerine. The material rich in carbon 
is saturated with concentrated solutions 
of the bisulphate, nitrate, and chlorate, 
and dried, The mass is then mixed 
with the glycerine and made into car- 

8, 


Preparation of Hyponitric Acid and 
its Use for Explosive and Illuminating 
Substances, The following process hag 
been patented in France and Germany: 
Muse rier te heated in the retort 

ig. 61). e developed gases are 
first conducted through sulphuric acid, 
which retains the moisture, and then 
into the condensers Cof enamelled cast- 
iron, which rest in the cooling vessel K, 
whose cooling fluid is kept at zero 
the ice machine G. While the oxygen 
escapes for further use through D, the 
hyponitric acid collects in the reser- 
voirs H and J, the first of which is pro- 
vided with a test-cock for the examina- 
tion of the acid. The reservoir J con- 
tains sulphuric acid. From J the 
hyponitric acid is brought by the pump 
O into the vessel Z, and from there is 
drawn into tineans. The oxide of lead 
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‘in the retorts is reconverted into nitrate 
by nitric acid. 

A mixture of carbon di-sulphide and 
hyponitric acid is a powerful explosive, 
which is exploded by fulminate of mer- 
cury or gunpowder. It does not ex- 
plode by a shock alone, nor by heating 
to 398° F. A mixture of equal parts 
of hyponitrie acid and carbon di-sul- 
phide gives the most powerful explo- 
sion. 

The mixture buros in the open air 
with a brilliant white light, which is 
powerfully actinic. 


MATCHES. 


Swedish Matches are made in Swe- 
den almost exclusively of white poplar 
wood, it being the cheapest. locks 
of the length of the match are cut by 
machinery from the round logs and 
splintered, the splints kiln-dried and 
coated with parafiine. The end to be 
covered with the inflammable com- 
penn is dipped in a solution of paraf- 

ine in bengine, when they are again 
dried. They are then dipped into the 
inflammable compound, which should 
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be of such a consistency that only small 
drops remain adhering to the stick. 
The following mixtures are used : 


In Nos. I. and II. the paraffine is first 
rabbed up with the antimony and 
then incorporated with the compound. 
The compound ignites easily and trans- 
mits the flame quickly to the wood. 
Matches with compound No. II. ig- 
nite well and burn quietly. Matches 
with No. III, ignite easily on the 
striking surface and quickly transmit 
the flame to the wood. Compound 
No. IV. furnishes matches exactly like 
those of the wenkaptng product; they 
ignite easily on the striking surface, 
transmit the flame quickly to the wood, 
burn quietly and without noise. 

Striking Surface of Swedish Matches 
consists of a compound prepared by 


Parts, 

— A. 

I. If It Iv, 
Chlorate of um 2000 2 2000 
Plumbic dioxide . . 1150 2150 
Minium . . . . . 2500 2500 2000 4000 
Antimony trisulphide 1250 1250 1800 3000 
Chromate of potassium 1318 750 1500 
Gnm-Arabic. . . . 670 670 670 670 
Paraffine 250 250 
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mixing 9 parts of amorphous phos- 
phorus, 7 of iron pyrites pulverized 
and sifted, 3 of pulverized glass, and 1 
of glue or gum with the requisite quan- 
tity of water. 

Matches without Sulphur, which can 
be ignited by friction on any surface 
and do not absorb moisture from the 
air, are prepared by dipping the 
matches into s hot solution of any kind 
of fat, and using the following inflam- 
mable compound : Seven parts of phos: 
phorus, 7 of gum-Arabic, 40 of lead 
nitrate, 5 of pulverized glass, and 10 of 
water. 

Inflammable Compounds. H. Schwarz 
recommends the following mixtures as 
giving excellent results; I. One part of 
pulverized sulphur is melted in warm 
water with 4 of yellow phosphorus. 
Most of the water is then poured off 
and the fluid mixture rubbed inti- 
mately with 4 pers of dextrine gum. 
Now ‘compound 45 parts of minium 
with 14 equivalent of nitric acid, d 
the mixture, pulverize it, and add it 
preanally, to the phosphorus mixture. 

‘he matches are saturated with solu- 
tion of pine rosin in alcohol, and dried 
at a moderate heat. 


II. Mix 1 part of phosphorus, 5 of 
chalk, 2.8 of anhydrous gypsum, 6 of 
pulverized glass, and 6 of some aggluti- 
nant and coloring matter. This com- 
pound peau 8 Zongh striking: sur- 
face, ignites with a slight report, and 
does not absorb moisture. ae 

Inflammable Compound without 
Phosphorus. Thirty-six rts of 
plumbic dioxide, 15 of chlorate of 
Potassium, 9 of manganese dioxide, 8 
of flowers of sulphur, 6 each of infu- 
sorial earth, pulverized glass or sand 
and amorphous phosphorus, and 8 of 
glue. 
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The compound ignites by friction on 
any surface. 

Parlor Matches. The sticks are first 
thoroughly dried, then scaked with 
stearic acid, and finally dipped into an 
inflammable compound prepared from 
3 parts of phosphorus, 3 of gum traga- 
canth, 3 of water, 2 of fine sand, and 2 
of red lead. To perfume the matches 
they are dipped, after the compound ia 
dry, into a solution of aromatic gum, 
made of 4 parts of benzoin in 10 of 
spirit of wine of 40° B. 

Colored Parlor Matches. The in- 
flammable compound on the end of the 
matches may be coated with different 
colored lacquers to give a variegated 
appearance when placed in boxea, 


The lacquers are prepared in the 
following manner: Eight parts of pul- 
verized rosin are dissolved in a hot 
mixture of 200 parta of alcohol and 
4 parts of glycerine, and 40 parts of 
solution of shellac added to the hot 
solution. The whole is then thoroughly 
agitated and, while yet warm, com- 
pounded with the necessary quantity 
of eoeeing matter, and finally allowed 
to cool. 


The green iridescent bronze color, 
which is in great demand, requires for 
the above solution of lacquer 80 parts 
of crystallized fuchsine, or 28 parts of 
methyl-violet. To produce violet an 
addition of only } part of metyvioled 
is required; for béue 3 part of aniline 
blue soluble in water; for orunge 4 
yee of aniline orange; for blue-green 

part of methyl-green. For yellow- 
green 2 parts of blue-green are mixed 
with 1 of orange; and for red 32 parts 
of coralline with au addition of 2 parts 
of caustic soda-lye, dissolved in the 
above lacquer. 


Anti-phosphorus Matches. The paste 
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for the friction surface consists of 
minium, sand, and amorphous phos- 
phorus rubbed up with a solution of 
gum-Arabie and applied with a brush ; 
or of 10 parts of amorphous phosphorus, 
8 of pyrolusite or antimony trisulphide, 
and 3 to 6 of glue dissolved in water. 
To prepare the matches the ends are 
first dipped into melted sulphur, stearic 
acid, or wax, and then into a compound 
of 6 parts of chlorate of potassium and 
2 to 3 of trisulphide of antimony inixed 
with a solution of 1 part of glue in 
water. It must be remarked here that 
the mixture of bichromate of potassium 
and antimony is exceedingly danger- 
ous, as it is easily ignited by a shock or 
friction, 

Matches Inextinguishable by the 
Wind. Sheets of paper, thin paste- 
board, or wood are saturated with a 
solution of saltpetre in water to which 
has been added some substance emitting 
an agreeable odor while burning. When 
the sheets are dry, a thin layer of a 
phosphorus compound, as is used in 
the manufacture of friction matches, 
and to which some incombustible sub- 
stance, as pulverized glass, fine sand, 
ete., has been added, is placed between 
two of them, leaving a part of one end 
free for handling. When dry the 2 
sheets are pasted together, and this is 
cut up into strips of suitable shape. 
These strips are then coated with a 
varnish to protect them from moisture 
and to prevent their ignition by friction 
during transportation, etc. 


Matches without Phosphorus. Pre- 
pare a paste of 10 parts of dextrine, 75 
of pulverized chlorate of potassium, 35 
of pulverized plombie dioxide, and a 
like quantity of pulverized pyrites with 
the necessary quantity of water, and 
dip the end of the splints into the com- 
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pound. 

Matches without Phosphorus, of an 
excellent quality, and in the manufact- 
ure of which there is not the slightest 
danger, are obtained from the follow- 
ing mixture: 53.8 parts of chlorate 
of potassium, 10 of gum-Arabic, 3 of 
gum tragacanth, 6 of pyrelusite, 6 of 
ferric oxide, 12’of pulverized glass, 5 
of bichromate of potassium, 3 of sul- 
phur, 1.2 of chalk, and sufficient water. 

Paraffine or sulphur is used for trans- 
mitting the flame to the wood. The 
matches can only be ignited by being 


struck on a surface composed of the 
following mixture: Five parts of anti- 
mony trisulphide, 3 of amorphous phos- 
phorus, 14 of pyrolusite, and 4 of glue. 

Amorces d’Allumettes are matches 
prepared from 20 parts of phosphorus, 
5.5 of gun-eotton, 5 of palverized woos 
charcoal, 5 of iron filings, 51.5 of sul- 
phur, and 10 of gum. 


Nickles Process of Preparing an 
Amorphous Phosphorus from the Ordi- 
nary Article. The conversion of ordi- 
nary into amorphous Bhoa horas is ac- 
complished by heating ordinary phos- 

horus from 446° to 482° F. in a closed 
iron boiler. After 3 or 4 weeks the 
phosphorus is found to be converted 
into a red, brittle mass whieh is ground 
by millstones under water, and sepa- 
rated from the ordinary phosphorus 
either by bisulphide of carbon or caustic 
soda, in which the latter ir soluble. 
The temperature requires careful regu- 
lation, for if it is allowed to rise to 500° 
¥. the amorphous phosphorus quickly 
resumes the ordinary condition, evolv- 
ing the heat which it had absorbed dur- 
ing its conversion, and thus converting 
much of the phosphorus into vapor. 
This reconversion may be shown by 


heating a little amorphous phosphorus 
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in a test-tube, when drops of ordinary 
Phosphorus condeuse on the cool part 
e tube. Ordinary phosphorus is 


of t 


very, poisonous, while 


hosphorus appears to be harmless. 
Khe vapor of phosphorus produces a 
very injurious effect upon the persons 
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engaged in the manufacture of matches, 
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resulting in the decay of the lower jaw. 
evil may be greatl 
good ventilation or by diffusing turpen- 
tine vapor through the air of t 
room, or may be entirely obviated by 
substituting amorphous phosphorus for 
the ordinary variety. 


mitigated by 


e work- 
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Henley’s Twentieth Century Formulas 1907 


Pyrotechnics 


FIREWORKS. 
The chief chemical process is, of 

e, oxidation. Oxidation may be 
1 by the atmosphere, but in many 
this is not enough, and then the 
pyrotechnist must employ his knowledge 
of chemistry in selecting oxidizing agents. 

The chick of these oxidizing agents are 
cllorates and nitrates, the effect of which 
is to promote the continuance of com- 
bustion when it is once started. They 
are 3] ally useful, owing to their solid 
hon-hygroscopic nature. ‘Then ingredi- 
ents are needed to prevent the too speedy 
action of the oxidizing agents, to regulate 
the process of combustion, such as 
‘aloniel, sand, and sulphate of potash. 
Thirdly, there are the active ingredients 
that produce the desired effect, prominent 
among which are substances that in 
contact with flame impart some special 
color to it. Brilliancy and brightness 
are imparted by steel, zinc, and copper 
filings. Other substances employed are 
lampblack with gunpowder, and, for 
theatre purposes, lycopodium. 

Fireworks may be classified under 
four heads, viz.: 

1. Single fireworks. 

2. Terrestrial fireworks, which are 
placed upon the ground ‘and the fire 
issues direct from the surface. 

3, Atmospheric fireworks, which begin 
their display in the air. 

_ 4 Aquatic fireworks, in which oxida- 
tion is so intense that they produce a 
flame under water. 


ec 
prod 
cas 


Rockets.—First and foremost among 
atmospheric fireworks are rockets, made 
in different sizes, each requiring a slight] 
different percentage composition. A ood 
formula is 


Sulphur... .. 1 part 
Carbon, wood. 2 parts 
Niter, 4 parts 


Meal powder........ 1 part 


Meal powder is a fine black or brown 
dust, which acts as a diluent. 


Roman Candles.—Roman candles are 
somewhat after the same principle. An 
average formula is: 


Sulphur 4 parts 
Carbon. 3 parts 
Niter. 8 parts 


CHILDREN’S SAFE FIREWORKS 
(SPARKLERS): 
Coat 12 inch lengths of No. 18 Iron 
Wire with a compound consisting of: 


Powdered sulphur ... 1 ounce 
Potassium nitrate . ounces 
Powdered charcoal .. 1% ounces 
Iron filings ..... 2 ounces 
Aluminum powder . % ounce 


mixed in shellac to a thick creamy con- 
sistency. Dip the wires in the mixture 
and then insert the base end of wires in 
holes drilled into a board, until the mix- 
ture dries. Repeat this process until each 
wire is covered with a thick coat. 


COLORED FIRES. 

The compounds should be ignited in a 
small pill box resting ona plate. All the 
ingredients must be dried and powdered 
separately, and then lightly mixed on a 
alicat fol paper Mm'Al Wayai bear lintaaied 
that sulphur and chlorate of potassium 
explode violently if rubbed together. 

Smokeless Vari-Colored Fire.—First 
take barytes or strontium, and bring to 
a glowing heat in a suitable dish, remove 
from the fire, and add the shellac. The 
latter (unpowdered) will melt at once, 
and can then be intimately mixed with 
the barytes or strontium by means of a 
spatula. After cooling, pulverize. One 
may also add about 24 per cent of pow- 
dered magnesium to increase the effect. 
Take for instance 4 parts of barytes or 
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strontium and 1 part of shellac. 

The following salts, if finely powdered 
and burned in an iron ladle with a little 
pirits, will communicate to the flame 
heir peculiar colors. 

Potassium nitrate or sodium chlorate, 
yellow. 

Potassium chlorate, violet. 

Calcium chloride, orange. 

Strontium nitrate, red. 

Barium nitrate, apple green. 

Copper nitrate, emerald green. 

Borax, green. 

Lithium chloride, purple. 


‘The colored fires are used lar, 
production of various theatrical effects. 


Blue Fire.— 
I.—Ter-sulphuret of 


antimon 1 part 
Sulphur... a 2 parts 
Nitrate of potassium 6 parts 
II.—Sulphur.......... 15 parts 
Potassium sulphate 15 parts 
Ammonio-cu pric 
sulphate....... 15 parts 
Potassium nitrate.. 27 parts 
Potassium chlorate 28 parts 
IU.—Chlorate of potash. 8 parts 
Calomel........- : 4 parts 
Copper sulphate. 5 parts 
Shalac..sfses.cc. 8 parts 
IV.—Ore pigment. 2 parts 
Charcoal. . ..  $ parts 
Potassium chlorid 5 parts 
Sulpbur.......... 13 parts 
Potassium nitrate.. 77 parts 
V.—Potassium chlorate 10 p..rts 
Copper chlorate... 20 parts 
Alcohol 20 parts 
Water. 100 parts 
VI.—Copper chlorate... 100 part 
Copper nitrate. 50 parts 
Barium chlorate... 25 part. 


Potassium chlorate 100 parts 
Alcohol no 
Water ... 
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Green.— 

I.—Barium chlorate... 20 parts 
Alcohol... 20 parts 
Water.. . 100 parts 

I1—Barium nitrate... 10 parts 
Potassium chlorate 10 parts 
Alcohol.......... 20 parts 
Water 100 parte 

TI1.—Shella 5 parts 
Barium a 14 parts 


Pound after cooling, and add 
Barium chlorate, 2 to 5 per cent. 
Red.— 


I.—Shellas Staaten 5 parts 
Strontium nitrate 1 to 1.2 parts 
Preparation as in green fre. In damp 


weather add 2 to 4 per cent of potassium 
chlorate to the red flame; the latter 
causes a little more smoke. 


T.—Strontium nitrate.. 20 parts 
Potassium chlorate 10 parts 


Alcohol...... 20 parts 
Water..........-- 100 parts 

Yellow.— 

I—Sulphur.......... 16 parts 
Dried carbonate of 

soda........... 28 parts 
Chlorate of potas- 
sium....... 61 parts 
IJ.—Sodium chlorate... 20 parts 
Potassium oxalate. 10 parts 
Alcohol.... + _20 parts 
Water.. : 100 parts 

Violet.— 

I—Strontium chlorate. 15 parts 
Copper chlorate... 15 parts 
Potassium chlorate 15 parts 
Alcohol .. . 50 parts 
Water. . + 100 parts 

Il.—Potassium chlorate 20 parts 
Strontium chlorate. 20 parts 
Copper chlorate... 10 parts 
Alechol . 1 50 parts 
Water... + 100 parts 


Lilac.— 
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Potassium chlorate 20 parts 
Copper chlorate... 10 parts 
Strontium chloride. 10 parts 
Alcohol ..... aa 50 parts 
Water....... 100 parts 

Mauve.— 
Chlorate of potash. 28 parts 
Calomel. .. 12 parts 
Shellac... s+ 4 parts 
Strontium nitrate.. 4 parts 
Cupric sulphate... 2 parts 
Fat ssiceecnniss acco ar part 

Purple.— 
Copper sulphide. . 8 parts 
Calemel. . 7 parts 
Sulphur. .) 2 parts 
Chlorate of potash. 16 parts 

White.— 
1—Gunpowder. 15 parts 
Sulphur... 22 parts 
Nitrate of potassium 64 parts 
TI.— Potassium nitrate... 80 parts 
Sulphur,........,. 10 parts 

Antimony sulphide 

. 5 parts 
3 parts 
2 parts 

III.—Charcoal . » 1 part 
Sulphur. 11 parts 


Potassium sulphide. 88 parts 


IV.—Stearine,.......... 1 part 
Barium carbonate.. 1 part 
Milk sugar,........ 4 parts 
Potassium nitrate... 4 parts 
Potassium chlorate. 12 parts 


As a general rule, a correspondin, 
quantity of shellac may be taken instea 
of the sulphur for inside fireworks. 

The directions for using these solu- 
tions are simply to imbibe bibulous pa- 
pers in them, then carefully dry and roll 
tightly into rolls of suitable length, accord- 
ing to the length of time they are to burn. 


Fuses.—For fuses or igniting papers, 
the following is used: 
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Potassium nitrate... 2 parts 
Lead acetate. 40 parts 
Water..... 100 parts 


Mix and dissolve, and in the solution 
place unsized paper; raise to nearly a boil 
and keep at this temperature for 20 
minutes. If the paper is to be “slow,” 
it may now be taken out, dried, cut into 
strips, and rolled. If to be “faster,” the 
heat is to be continued longer, according 
to the quickness desired. re must be 
taken to avoid boiling, which might dis- 
integrate the paper. 

In preparing these papers, every pre- 
caution against fire should be taken, and 
their preparation in the shop or house 
should not be thought of. In making 
the solutions, etc., where heat is neces- 
sary, the water bath should invariably 
be used. 


PYROTECHNIC MAGIC. 

a {Caution When about to place any 
lighted material in the mouth be sure 
that the mouth is well coated with saliva, 
and that you are exhaling the breath con- 
tinuously, with greater or less force, 
Becorting to the amount of heat you can 

ar. 

If the lighted material shows a ten- 
dency to burn the mouth, do not aitempt 
to drag it out qictly, but simply shut the 
lips tight, and breathe through the nose, 
and the fire must go out instantly. 

In the Human Gas Trick, where a 
flame 10 to 15 inches long is blown from 
the mouth, be careful after lighting the 

as, to continue w exhale the breath. 
hen you desire the gas to go out, sim- 
ply shut the lips tight and hold the 
reath for a few seconds. In this trick, 
until the gas is well out, any inhalation 
is likely to be attended with the most 
serious results. 
he several cautions above given may 
be examined with a lighted match, first 
removing, after lighting the match, any 
brimstone or phosphorus from its end.] 
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To Fire Paper, etc., by Breathing on 
it—This secret ‘seems little knows to 
conjurers. 

Half fill a half-ounce bottle with car- 
bon disulphide, and drop in 1 or 2 frag- 
ments of phosphorus, each the size of a 
pea, which will quickly dissolve. Shake 
up the liquid, and pour out a small tea- 
spoonful onto a piece of blotting paper. 

the earbon disulphide will quickly evap- 
orate, leaving a film of phosphorus on 
the paper, which will quickly eit fumes 
and burst into flame. The once-popu- 
lar term Fenian fire was derived from 
the supposed use of this liquid by the 
Fenians for the purpose of setting fire to 
houses by throwing a bottle down a 
chimney or through a window, the bottle 
to break and its contents to speedily set 
fire to the place. 

For the purpose of experiment this 
tiquid should only be prepared in small 

uantities as above, and any left over 
should be poured away onto the soil in 
the open air, so as to obviate the risk of 
fire. Thin paper may be fired in a sim- 
ilar manner with the acid bulbs and 
powder already mentioned. The pow- 
der should be formed into a paste, laid on 
the paper, and allowed to dry. Then the 
acid bulb is pasted over the powder. 


Burning Brimstone——Wrap _ cotton 
rround two small pieces of brimstone 
and wet it with gasoline; take between the 
fingers, squeezing the surplus liquid out, 
light it with a candle, throw back the 
head well, and put it on the tongue blaz- 
ing. Blow fire from mouth, and observe 
that a freshly blown-out candle may be 
lighted from the flame, which makes it 
more effective. After lighting candle 
chew up brimstone and pretend to swallow. 


Blazing Sponge Trick.—Take 2 or 3 
small sponges, place them in a ladle; 
pour just enough oil or gasoline over 
them to wet them. Be very careful not 
to have enough oil on them to cause them 
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to drip, | Set fre to the sponges and take 
one of them up with the tongs, and throw 
the head back and drop the blazing 
sponge in the mouth, expelling the 
breath all the time. Now close your 
mouth quickly; this cuts off the air from 
the flame and it immediately goes out. 
Be careful not to drop the sponge on the 
face or chin. Remove sponge under 
cover of a handkerchief before placing 
the second one in the mouth. 


Burning Sealing Wax,—Take a stick 
of common sealing wax in one hand and 
a candle in the other, melt the wax over 
the candle, and put on your tongue while 
blazing. The moisture of the mouth 
cools it almost instantly. Care should 
be taken not to get any on the lips, chin, 
or hands. 


Demon Bowls of Fire.—The performer 
has three 64-inch brass bowls on a table, 
and openly pours ordinary clean water 
(may be drunk) into bowls, until each is 
about halffull. Then by simply passing 
the hand over bowls they each take fire 
and produce a flame 12 to 20 inches high. 

Each bowl contains about @ tea- 
spoonfuls of ether, upon which is placed 
a small piece of the metal potassium, 
about the size of a pea. If the ether be 
pure the potassium will not be acted 
upon, When the water is poured into 
the bowl the ether and potassium float 
up, the latter acting vigorously on the 
water, evolving hydrogen and setting fire 
thereto, and to the ether as well. 

The water may be poured into the 
bowl and lighted at command. In this 
case the potassium and ether are kept 
separated in the bowl, the former in a 
little cup on one side, and the latter in 
the body of the bow!. The water is 
poured in, and on rocking the bowl it is 
caused to wash into the little cup, the 
potassium floats up, and the fire is pro- 


duced. 
N, B.—The above tricks are not safe 
in any but specially made bowls, i. e., 
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bowls with the wide flange round edge to 
prevent the accidental spilling of any 
portion of the burning ether. 


The Burni: Banana.—Place some 
alcohol in a ladle and set fire to it. Dip 
a banana in the blazing alcohol and eat 
it while it is blazing. As soon as it is 
placed in the mouth the fire goes out. 


Sparks from the Finger Tips.—Take a 
small piece of tin about 4 inch wide and 
14 inches long. Bend this in the shape 
of a ring. To the center of this piece 
solder another small piece of tin bent in 
the shape of a letter U; between the 
ends of this U place a smail piece of wax 
tape about 4 inch long. Take a piece of 
small rubber tubing about 2 feet in length 
and to one end of this attach a hollow 
rubber ball, which you must partly fill 
with iron filings. Place the rubber ball 
containing the iron filings under the arm 
and pass the rubber tube down through 
the sleeve of the coat to the palm of the 
band; now place the tin ring upon the 
middle finger, with the wax taper inside 
of the hand. Tight this taper. By 
pressing the arm down sharply on the 
rubber ball, the force of the air will drive 
some of the iron filings through the rub- 
ber tube and out through the flame of the 
burning taper, when they will ignite and 
cause a beautiful shower of sparks to ap- 
pear to rain from the finger tips. 


To Take Boiling Lead in the Mouth.— 
The metal used, while not unlike lead in 
appearance, is not the ordinary metal, 
but is really an alloy composed of the 
following substances: 


Bismuth 8 parts 
Lead. 5 parts 
Cie 2 parts 


To prepare it, first melt the lead in a 
crucible, then add the bismuth and finally 
the tin, and stir well together with a piece 
of tobacco pipe stem. This “fusible 
metal” will melt in boiling water, and a 
teaspoon cast from the alloy will melt if 
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pety hot water be poured into it, or if 
boiling water be stirred with it. If the 
water be not quite boiling, as is pretty 
sure to be the case if tea from a teapot is 
used, in all probabili.y the heat will be 
insufficient to melt the spoon. But b: 
melting the alloy and adding to it a small 
quantity of quicksilver a compound will 
be produced, which, though solid at the 
ordinary temperature, will melt in water 
very much below the boiling point. 
Another variety of easily fusible alloy is 
made by melting together 


Bismuth . T to 8 parts 

ad 4 parts 
Tin i 2 parts 
Cadmium. : 1 to 2 parts 


This mixture melts at 158°, that given 
above at 208° F. 

Either one of the several alloys above 
piven will contain considerably Tessihent 

an lead, and in consequence be the 
more suitable for the purposes of a ‘Fire 

‘ing.”” 

hen a body is melted it is raised to a 

certain temperature and then gets no 
hotter, not even if the fire be increased — 
ull the extra heat goes to melt the re- 
mainder of the substance. 


Second Method.—This is done with a 
ladle constructed similarly to the tin cup 
ina previous trick. ‘The lead, genuine in 
this case, is, apparently, drunk from the 
ladle, which is then tilted, that’ it may 
be seen to be empty. The lead is con- 
cealed in the secret interior of the ladle, 
and a solid piece of lead is in conclusion 
dropped from the mouth, as congealed 
metal. 


To Eat Burning Coals.—In the frst 
lace make a good charcoal fire in the 
Hirnace: Just before commencing the 
act throw in three or four pieces of soft 
pine. When burnt to a coal one cannot 
tell the difference between this and char- 
coal, except by sticking a fork into it. 
This will not burn in the least, while the 
genuine charcoal will. You can stick 
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your fork into these coals without any 
difficulty, but the charcoal is brittle and 
hard; it breaks before the fork goes into 
ote 

Chain of Fire. —Take a piece of candle 
wick 8 or 10 inches long, saturated with 
kerosene oil, squeeze out surplus oil. 
Take hold of one end with your fire tongs, 
light by furnace, throw back your head, 
and lower it into your mouth while ex- 
haling the breath freely. When all in, 
close your lips and remove in handker- 
chief. 

Nore.—Have a good hold of the end 
with the tongs, for fit should fall it would 
probably inflict a serious burn; for this 
reason also no burning oil must drop 
from the cotton. 


Biting Off Red-Hot Iron.—Take # 
piece of hoop iron about 2 feet long, 
place it in a vise and bend it backwards 
and forwards, about an inch from the 
end, until it is nearly broken off. Put 
this in a furnace until it becomes red hot, 
then take it in your right hand, grasp the 
broken end in your teeth, being careful 
not to let it touch your lips or your 
tongue, make a “face” as though it was 
terribly hard to bite off, and let the 
broken end drop from betweer your teeth 
into a pail of water (which you should 
always have at hand in case of fire), 
when the hissing will induce the belief 


193 


FIREWORKS & EXPLOSIVES 


that the portion bitten off is still “red 
hot”—it may be, for that matter, if the 
iron be nearly broken off in the first place 
and if you have good teeth and are not 
afraid to injure them. 

Water Stirred Yellow, Scarlet, and 
Colorless. —Obtain a glass tube with one 
end hermetically sealed and drawn into a 
fine point that will break easily. Into an 
ale glass put a solution of mercury bi- 
ehloride (corrosive sublimate, a deadly 
poison) and into the tube a strong solu- 
tion of potassium iodide so adjusted in 
strength that it will redissolve the scarlet 
precipitate formed by the union of the 
two liquids, While stirring the solution 
in the glass the bottom of the tube (ap- 
parently a glass rod) is broken and a 
small portion of its contents allowed to 
escape, which produces a beautiful scar- 
let. The balance of the fluid in the tube 
is retained there by simply keeping the 
thumb on the open top end. Continue 
the stirring, allowing the balance of the 
contents of the tube to escape, and the 
scarlet fluid again becomes colorless. 
Before the scarlet appears the liquid is 
yellow. 

To heighten the effect, another ale 
glass, containing only clean water and a 
solid glass stirring-rod, may be handed 
to one of the company, with instructions 
to do the same as the performer; the 
result is amusing. 
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PYROTECHNY 


by George W. Weingart 


A PRACTICAL MANUAL FOR MANUFACTURERS 
OF FIREWORKS, SIGNALS FLARES AND 


PYROTECHNIC DISPLAYS 


INDEX Page 252 


“The Man with Hat in Hand 
gete easily over the lant." So read the 
motto on the fanily crest of George W. 
Weingart's maternal ancestors of Nurenburg, 
Germany, vhose name, Hf lic! 


cane fron Weingarten, 
whose residents vere nearly al! 
authors, or 


not only an accomplished musician, chenist, 
and pyrotechnist, but in later life the au- 
‘thor of the most famous Mmerican book of the 

century on the manufacture of firevorks. 
Although a talented violinist and cellist 
23 4 young man, his interest in pyrotechnics 

led him to study organic chenistry and to 
seek work at the A.L, Due firevorks factory in Cincinnati, wbere he learned 
the trade, later setting up his ovn shop in New Orleans. ‘He continued mak- 
ing fireworks and handlis 
rt 


tit Ye 


George Washington Weingart 


for the Mardi Gras parades: 
f 77, during which tine he 
wrote his famous book PYROTECHNICS, published in 1947, often called "the 
Bible of Modern Pyrotechnics". With the passing of George Nashington Wein- 
gart II in New Orleans, Sept. 26, 1948, Mmerica lost one of its forencet 
authorities dn the field, but his book remains as « lasting montment to 
“the Man with his Hat in'his Hand", 


INTRODUCTION 


To those contemplating the making of fireworks, either 
professionally or as an amusement it is desirable to under- 
®and the principles which govern the operations of the 
various devices as well as the compositions of the chemi- 
cals entering into their production. 

The principle of colored lights is based on: 

l@. Producing a mixture that will bum at a 
reasonable speed while generating an intense heat, 

2nd. Adding thereto the salts of such elements, 
in the spectrum of which, predominate lines of the de- 
sired colors. 


Heat generating compounds consist chiefly of: 


(a). Substances which yield oxygen freely when 
ignited in the presence of carbon, viz: 
Potassium chlorate, 
Potassium per-chlorete, 
Potassium nitrate, 
Sodium chlorate, 
Barium nitrate, 
Scontium nitrate. 


(b). Carbon and carbonaceous sources, viz: 
Charcoal, 
Shellac, 
Fossil gums, 
Resins, 


Asphaltum, 


Dextrine, 
Stearine, 
Sugar of milk, 
Corn flour etc. 

In addition to the above there are some substances 
which when added to colored fire compositions increase 
the affinity of the several constituents for one another 
thereby improving the colors, viz: 

Sulpher 
Picric acid 
and in the instance of blue and green fires it is almowt 
essential to add an easily volatilized chloride in order to 
get sufficient depth of color. 
viz: Calomel 
Sal Ammoniac. 

The exact function of these last named substances 
is not entirely clear but it appears that the best spectrums 
are yielded by the chlorides of the elements. However 
most chlorides are deliquescent and therefore unsuited 
to fireworks making. By adding a substance that yields 
chlorine freely at the moment of decomposition the 
necessary conditions are produced for obtaining the bes 
results. 

The following substances are most generally used 
for producing pyrotechnical colors. 

PURPLE 
Strontium and Copper compounds. 
ORANGE 


Strontium and Sodium salts. 
Bright or “Plain” Mixings 
Consist almost entirely of: 
Saltpeter, 
rarely Lead nitrate, 
Sulphur, 
Charcoal or lampblack. 
with the addition of 
Steel filings, 
Iron borings, 
Zinc powder, 
Antimony, 
Orpiment, 
Realgar. 


PINK 


Calcium carbonate, 
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Calcium. sulphate, 
Calcium oxalate. 
GREEN 
Barium nitrate, 
Barium chlorate, 


Borie acid, 
and rarely Thalium nitrate. 
RED 


Strontium nitrate, 
Strontium carbonate, 
and rarely Lithium salts. 
BLUE 
Copper carbonate, 
Copper arsenate, 
Copper sulphate, 
Copper black oxid, 
Copper & Ammonium sulphate, 
Copper oxalate, 
Copper & Ammonium chloride. 
YELLOW 
Sodium oxalate, 
Sodium bicarbonate, 
Sodium metantimoniate. 
The intensly bright white sparks are produced by 
aluminum powder. At one time Magnesium was used 


for this purpose but it has been entirely discontinued. 
rE 
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PART I. 
INGREDIENTS 
SALTPETER 


(Nitre—Potassium nitrate) 
Specifications for saltpeter to be used in fireworks 
making call for a salt that ie clean, white and should 
be ground fine enough to pasp through a sieve of 80 
to 100 mesh. It should contain less than 1% of sodium, 

calcium and magnesium salts combined. 
POTASSIUM CHLORATE 
K Cl O, 

For pyrotechnical 
purposes it should be white, odorless and contain not 
over 4 of 1% of sodium, calcium and bromine combined. 
hk should be of the same fineness as saltpeter. 


SPECIAL WARNING 

Never mix dry potassium chlorate with red 
phosphorus, black antimony sulphide or 
sulphur. The mixture will detonate spontane- 
ously with a shattering blast. Always moisten 
the potassium chlorate with water before 
mixing it with the above chemicals or anything 
else, just to be safe. 
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POTASSIUM PERCHLORATE. 


K ¢c1 QO, 

This recently produced substance forms another val- 
uable addition to the pyrotechniéte art. Containing even 
more oxygen than the chlorate it is less liable to de- 
composition due to the fact that it is a salt of perchloric 
acid which is a much more Mable acid than chloric from 
which the chlorate is derived. It can be substituted for 
the chlorate in most mizinga and can be safely used in 
connedion with sulphur. 


SULPHUR. 


The “four of sulphur” which is used is 
almost white and comes in bage of 50 Ibs, “Flowen™ 
of sulphur is also sometimes used as well as coarsely 
ground sulphur which bume somewhat slower than the 
fir two variegies. Specifications call for less than 1/10 
of 1%° of impurities and the finely ground should pase 
through « sieve of 120 mesh. 


CHARCOAL. 


Willow coal is the bedt for fireworks purposes through 
coal made from any soft wood is suitable. Pine coal 
ia not very desirable. Charcoal 
that hes a brown tint indicates incomplete carbonization 
and should be avoided. Also it should contain « minimum 
of grit. Shaking « sample in a bottle of water and de 


canting several times will disclose an excessive amount 


of sand ete. 
LAMPBLACK. 
To make a good bright mar it should be free 


from oil or other impurities and it is sometimes necessary 
to bake it ae will be explained later, in order to get rid 
of volatile impurities which impair ite briliancy in burn- 


ing. 
SHELLAC 


and other gums etc. 


Shellac, a gum like submance, is the secretion of an 
insect living on a large variety of trees in northern India. 
After going through various processes it finally reaches 
this country in some dozen different grades. 

For the be#t work 
shellac is almost indispensable but for Rock goods, tableau 
fires and torches a number of substitute gums have been 
introduced such as Kauri; a fossil resin of a light yellow 
to dark brown color. obtained from New Zeland. Red 
Gum comes from the Kangaroo Islands, 5 miles from 
Auftralia. K. D. dutt is used for green fire. Asphaltum 
produces excellent colors when finely ground but owing 
to its containing aulyhur, or perhaps on account of be- 
ing 00 easily decomposed it is liable to cause spontaneous 
combuftion when mixed with potassium chlorate. A mix- 
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ture of these will explode violently when @ruck with a 
hammer on an anvil. With potassium perchlorate, how- 
over, it is entirely safe. The Syrian Asphaltum is the 
bet. So called Green Gum is merely powdered coconut 
shells and has no more value in pyrotechny than saw- 
dum, Flour, dextrine, sugar of milk etc. are also frequently 
used as sources of carbon. Another article of this 
character is 
STEARINE. 

In making blue fire it has been found that stearine 
produces a better effect, especially with paris green and 
‘other copper salts, than moft any of the other hydro- 
carbons. It ia mogtly obtained in cakes and is reduced 
to a‘servicable condition by setting a carpenter's plane 
upsidedown over a box and shoving the cakes againgt 
the blade so as to shave the Mearine as fine as possible. 
‘When it is then mixed with the other ingredients it will 
pase through an ordinary sieve. 


STRONTIUM NITRATE. 


It ie probably the most useful color producing 
chemical used in fireworks making, as the deep red light 
which it gives ia the mos marked effec which the pyro- 
techni has achieved. Owing to its deliquescent properties, 
however, a number of methods have been devised to 
overcome thie tendency one of which is to melt in an 
iron pot over a fire some shellac and air in the nitrate 
of Mrontie, cooling and pulverizing. Another plan is to 
use carbonate of mrontia but at the cost of considerable 
depth of color. Strontium nitrate is used in a somewhat 
coarser powder than the potassium salts but should be 
a clean white and contain not over 1/5 of 1% moisture 
and K of 1% sodium salts, 


STRONTIUM CARBONATE 

In damp climates there is no alternative but to we 
this @rontium compound for mof exhibition work as a 
piece of lancework made with: nitrate of @rontium, if 
exposed for one hour to a damp atmosphere, will hardly 
burn. Precipitated carbonate of #rontium is the only 
kind which should be used and may be purchased for 
about I6c Ib. or can be easily made by adding carbonate 
of ammonia to « solution of Mrontium nitrate, thoroughly 
washing and drying the precipitate. If sodium carbonate 
is used as precipitant it is almost impossible to remove 
every trace of it from the carbonate of @rontium and 
causing an orange tint to the red light 


BARIUM NITRATE 
As a color pro- 
ducer it is far inferior to @rontium though it does not 
attract moisture. If used without calomel its color is so 
pale as to be almo#t indidtinguishable from white. Specifi- 
cations for fireworks making are practically the same as 
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for &rontium nitrate. A better salt for making green fire is 
BARIUM CHLORATE 


This salt give a very beautiful emerald color but its 
high cost, viz: about 30¢ Ib. makes it little used except 
in exhibition work. Some recipies have been given for 
green fire using boracic acid, thalium salts etc. but if 
used at all it is to a very limited extent. All barium 
salts are very poisonous. 


SODIUM OXALATE 


It in a @range fac that while yellow is the mot 
common color of fires in general its practical production 
in pyrotechny is accompanied with some difficulty from 
the fact that there is practically only one insoluble salt 
of sodium while all the others are more or lese hygroscopic. 
The nitrate and bicarbonate give deep yellow lights but 
the lea®t dampness will render them incombustible and 
even the oxalate, will in damp weather, attract moiture. 
The exception is Sodium met-antimoniate but as this salt 
coms $4.00 Ib. and at bet gives a pale color, it is not 
much used. Oxalate of soda cpits about 20c Ib. or can 
be easily made by adding bicarbonate of soda to a hot 
concentrated solution of oxalic acid. A copius precipitate 
falle which however cannot be washed but must be dried 
on a filter. An excess of oxalic acid should be main- 
tained in this operation. 


COPPER ARSENITE 
(@aris green) 


This article is made in New York state and elsewhere 
in this country and can be bought for from I0c to 15 
Tb. from dealers in painters supplies. It can alec be easily 
made by adding « solution of blue-étone to one of arsenius 
acid, washing and drying the resultant bulky precipitate. 
fk ia used in making blue fire. The kind used for green 
Paint is entirely satisfactory for fireworks making. 


COPPER, Black Sulphide 


‘This compound is valuable in the production of blue and 
purple fires when used in conjunction with calomel. It is im- 
portant to note in this connection that the product made by 
fusion only, is of value in pyrotechny. The precipitated black 
sulphide is useless. As it is sometimes quite difficult to obtain 
the above product while it is very easy to make, the following 
method is advised. 

Procure some thin sheets of scrap copper and cut them Into 
pieces abour I inch square. Take a large clay crucible and 
pack it with alternate layers of the copper scraps and ground 
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sulphur to within an inch or so of the top. Cover and place 
in a bright red fire for about an hour. When removed and 
cooled the contents may be shaken out and ground or pulver- 
ized for use, screening through a 60 to 80 mesh sieve. Exact 
Proportions of sulphur and copper are not necessary as the 
excess of copper burns off in fusing. 


COPPER, Black Oxide 


This is used similarly as the above and it is more easily 
obtained. The fused form must be used as the beownish light 
precipitated oxide is useless in reworks making. 


COPPER CARBONATE 


This substance is also used for making blue fires 
but better effects are obtained by the use of other copper 
compounds, with lese trouble. The native carbonate is 
almog useless for freworks purposes but the precipitated 
‘in easily obtained from dealers in pyrotechnical chemicals 
or can be made by adding carbonate of ammonia to a eolu- 
tion of blueétone. Chertiers Copper ie made by carefully 
adding aqua ammonia to a solution of blueone, evap- 
crating and chryfelising. Black sulphuret of copper, black 
oxide of copper and various other copper compounds are 
occasionally used. The author has obtained the bet results 
with copper ammonium chloride, and calomel is unneces- 
sary with thie salt. 


COPPER SULPHATE 


For mow purposes where a good blue was required 
for ion purposes the older pyrotechnidts used this 
salt but owing to its being a sulphate great care mut 
be used in mixing it with chlorate of potash and a neparate 
sieve should be used for mixtures of these sub@ances, 
which should not be employed in any other work. It costs 
usually 1c to 15¢ Ib. Mixtures containing it mug not 
be tored but used promptly after making. Exposure to 
moift air oxidizes this and releases sulphuric acid. This 
can be obviated by using potassium perchlorate but the 
resulting mixtures are much more difficult to ignite in 
the form of mare etc. 


ANTIMONY 
Metalic or Reglus antimony, when finely powdered 
in an iron mortar is used in making white fre. 
ANTIMONY SULPHURET. 
(black) 
If 70% pure it is @ill servicable for pyrotechni- 
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cal purposes and is used for making white fire, maroone 
and smoke effects. Red and orange sulphurets are also 
eometimes used. The compounds are poisonous. 


RED ARSENIC, (REALGAR) 
As S, 
ORPIMENT 
As S, 


They are useful in mak- 
ing white Stare, especially as these take fire far more 
easily than those made from antimony. Arsenic compounds 
are also used for making yellow smoke in day fireworks. 


ALUMINUM. 


When, about 50 years ago, it was found that a tar 
of unusual briliancy could be produced by the use of 
magnesium this metal suddenly came into considerable 
demand in spite of its then cos of $75.00 Ib. About 
the time that ita price was reduced to $5.00 lb. it was 
found that aluminum was in every way better and cot 
little more than $1.00 Ib. in fine powder. It can now 
be gotten from moft paint dealers, in | Tb. cans or papers 
at 60c Ib. Aluminum powder should be 95% pure. It. 
may contain 2% fatty meterial and 1% silicon. The fine 
should pass through a 100 mesh sieve and the flake, 
through a 50 mesh sieve. 


CALOMEL. 


This is used to deepen the color of fires when they 
are not sufficiently deep without ite use. It hae been 
found that the chlorides of metals give the best spectrum 
but chlorides are not usually practical for fireworks mak- 
ing so the addition of an easily decomposed chloride to 
fireworks compositions is to produce a chloride at the 
moment of combuttion, thereby acquiring the desired result. 
Finely divided metals also take fire spontanously in chlo- 
rine gas and the great heat thereby produced probally 
causes the increased depth of color, 


AMMONIUM CHLORIDE. 


Sal Ammoniac. 


This i» eometimes used as a substitute for calomel 
but ite affinity for moisture seriously interferes with ite 
general use. The. cryftalized salt is almost useless. 


DEXTRINE. 


In all the old works on pyrotechny, either « solution 
of shellac in alcohol or gum arabic in water is used to 
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bind compositions for making are and other similar pur- 
pores, but at present, in most cases the necessary amount 
of dextrine is added at once to the mixture and then 
nothing but water is needed to form it into the desired 
objeds. Dextrine also improves the color of some fires 
and it may be advantageously, used in place of glue for 
light work. Potato dextrine usually comes in sacks of 
about 200# and costs from 2%c to Se lb. When used 
for gumming rocket sticks, tabe etc. it ie simply mixed 
with water to the desired consistency. The light brown 
152 is mo@ suitable for pyrotechny. 


GLUE. 


Several forma of glue are used in fireworks making. 
For attaching lances to frame work a good grade of 
carriage glue is best. For attaching mine bottoms ete. to 
the casea cheap carpenters glue will suffice. For placing 
thell fuses and securing the ends of cannon crackers, 
wood liquid glue is mos convienent. 


GUM ARABIC. 


In powdered form this is used in some Mar composi- 
tions, especially for making Japanese Stars. It is also used 
in “Son of a Gun" composition. 


STEEL FILINGS. 
Cast iron borings etc. 


A beautiful scintilating effect is produced with steel 
filiige used in various ways. The Japanese make a little 
tube of twisted paper, at one end of which is a com- 
position which when lighted produces a glowing bead 
of molten flux, The balance of the tube contains steel 
filings, which when reached by the fused bead. burét in- 
to feather like flashes. In other countries tee! filings aie 
added to gerbs, fountains and driving cases with result- 
ing brilliancy. A beautiful waterfall effect is produced by 
charging from 50 to 200 cases 2 inches in diameter and 
12 inches long with a composition containing cast iron 
borings. These are fastened to scantlings at intervals of 
about 15 inches, each scantling holding about 16 gerbs. 
These are matched and hoifted to a wire cable some 
50 feet above the ground. When bumed the effect is 
moft realiétic as the arc of the suspended wire gives 
just the right curve to cause the appearance of perapec- 
tive while the roar of the burning gerbe is also char- 
acteristic of Niagara Falls as the fire from the iron bor- 
ings drops to the ground. 


The bet eel filings for gerbs is known as “needle 
feel". This resembles broken sewing needles but ie really 
@ by-product of some turing or planing operation. The 
feel filings from saw filing shops are quite good provid- 
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ed they are the result of hand filing and not the particles 
thrown off by emery wheels, which are useless for pyro- 
technical purposes. When feel filings are added to gerb 
compositions, the saltpeter quickly attacka them, frequently 
causing the gerb to become quite hot. The meel is rufted 
and this action pradically destroys ite usefulness. To 
prevent thie the steel muf be coated in some way that 
the saltpeter cannot attack it which may be accomplished 
as follows: 


In an agateware saucepan place a piece of paraffin 
and carefully melt it, heating as much as possible with- 
cout permitting it to smoke. To this add clean eel fil- 
ings, as much as the paraffin will thoroughly coat. There 
should be no surplus of paraffin but jus enough to com- 
pletely cover each filing. Shake the pan and air frequent- 
ly while cooling to prevent the filings from caking. Steel 
filings are also used for gars in rockets and shells. 


CLAY. 


This is used for closing the ends of mof cases as 
well as choking them when they are not crimped. Mow 
any kind of clay will do. It must be thoroughly dried, 
pulverized and sifted. Before using, it may be slightly 
dampened. 


GUN POWDER. 


This is used in all grades from Dupont FFF Rifle 
to the coarse grains as large as cracked com, for shells. 
A slow burning powder ie preferable for a driving charge 
it reduces the liability of shells burdting in the mortar 


MEAL POWDER. 


This article is used considerably in dieplay work for 
gerbs etc. and in shells and rockets as a blowing charge. 
It is generally supplied in 25 Ib. wooden kegs but is 
sometimes difficult to obtain. In that case some pyro- 
techni&te make a fairly good article themselves, as follows: 

Mount 50 gallon wood banel on two uprights #0 
that it will revolve freely on centers fastened to the heads. 
On one center attach a crank and cut a hole (closed 
by = suitable plug) into side of barrel for putting in and 
removing the necessary ingredients. Place in the barrel 
300 to 500 lead balls about one inch in diameter. When 
it in desired to make meal powder put into the barrel 
thoroughly mixed composition as follows: 

Seltpeter, double refined 15 Ibe. 
Willow charcoal 3 
Sulphur flour 2° 

The barrel is now revolved for about 500 turns, The 
longer it is tuned, the stronger the powder will become 
Great core mus be exercised to see that no foreign mat- 
ter such os gravel etc. find their way into the 
barrel as thiv might result in an explosion. 
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New Ingredients. 


Some years ago powdered magnesium was added to 
the ingredients used in pyrotechny and very fine bright 
efleds were produced with it. Jus when ite high price 
and its affinity for oxygen, causing it to decompose the 
chemicals with which it was mixed, made pyrotechnitts 
look at it askance aluminum came on the scene. Add- 
ed to Stars and torches it greatly increases their brilliancy 
and beauty. Exquisite water fall effects are produced 
with it as well as comets, tailed Mara and intensly bright 
flares, Large quantities of finely divided aluminum (pyro 
aluminum) are used in the new “flash crackers” and the 
same composition is used in maroon shells. Besides 
increasing the report it gives a startlingly bright fash to 
the explosion. Being unaffected by water it is likewise 
much safer than magnesium but care should be used 
in handling it because as, before mentioned all finely 
divided metals are liable to explosion when in contact 
with oxygen producing chemicals. Rubbing into it a small 
amount of vaseline seems to reduce the danger of accident. 


Picric acid is another valuable ingredient in fireworks 
making. When added in small quantities to colors it 
deepens them and increase their brilliancy without mak- 
ing them burn much faster. Also beautiful colors can 
be produced with it, almost free from smoke. But it 
mu&t always be kept in mind that picric acid (tri-nitro- 
phenol) first cousin to T N T the tremendous ex- 
plosive force of which is only too well known. For this 
reason it cannot be used in shells as mars made with 
it will detonate when confined, inttead of burning. An- 
other effect for which large quantities of picric acid were 
used until some years ago when a fatal accident occured 
in a factory employed almost exclusively in making them 
are the amusing “whistling fireworks". Picrate of potash 
has the peculiar property of emiting a shrill whittling 
sound when rammed tightly and burned in a small tube. 
If made in small quantities and carefully handled it seems 
(o be reasonably safe but the result of a barrel of it 
accidently detonated can be readily imagined. 


Still another substance producing a most beautiful 
effect when fired from specially prepared rockets, as will 
be explained later in detail, is phosphorus. It is with 
this that the so called “liquid fire rockets” are made and 
« more beautiful display than these does not exist. They 
consid of an intensly yellow flame melting as it falls 
through the air, breaking into myriads of incandescent 
particles with a heavy background of white smoke. 
Obviously, the greatest care mut be exercised in its use 
as phosphorus burns, even when very amall are moft 
painful, but when properly handled it is no more danger- 
ous than many other articles. 


Considerable quantities of phosphorus are also used 
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im the manufacture of the article variously known as 
“spit devil” “son of a gun”, “devil on the walk” ete. 
but deaths of children by poisoning on account of mis. 
taking these tablet looking contrivances for candy and 
eating them has caused their reftriction in some states. 


Amorphous phosphorus is the base of mos of the 
toy torpedoes in use. Fulminate of silver was used al- 
moft exclusively for this purpose 40 years ago but only 
8 amall amount is used now owing to its very sensitive 
nature. However, its method of use and preparation will 
be given later as a matter of record. 


Zinc powder is used to some extent for making 
what ie known as Eledtric Spreader Stare. These produce 
an original effect, breaking up while burning into many 
small bluish-green particles. These, being propelled with 
considerable force give the appearance of electrical dis- 
charges, hence the name, On account of the explosive 
nature of zinc du@ the making of this Mar mutt be done 
with caution and reserve, until it is well underftood. 


An effect that i always beautiful, is easily produced, 
is perfectly aafe under all circumstances and is susceptible 
of an infinite variety of uses is the Japanese or lamp- 
black @ar. The well known Willow Tree rockets and 
shells are made with it and it may be used as garniture 
for colored rockets, mines etc, An unusual fullness is 
given to any article to which a small quantity of Jap. 
Rar is added. 


PART IL 


MANIPULATIONS 


The handling of explosives, naturally, is never en- 
tirely free of danger. No more so is electricity, gasoline 
and many other things in daily use yet many persone 
have devoted long lives to the making of freworke with- 
out having an accident Even with the greateft care, 
however, accidents will oceur to both those employed 
in making freworks as well as those burning them It 
is here endeavored to point out the mo@ fruitful sources 
of accident though obviously it is impossible to foresee 
every in@ance in which some carelessness or unknown 
fa@or may bring on disatter. 


Fira, always keep separate places, a considerable 
diftance apart to be used for making so-called “plain 
mixings” as rockets, romancandle and gerb composition 
containing sulphur, and the colored mixings containing 
chlorate of potash. Separate sieves and utensils of every 
description mut be employed and those working in the 
“plain™ sections of the factory muft not go into the rooms 
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of those in the “colored” sections. 


Second, keep in mind that very slight fridion will 
sometimes dart the burning of mixtures of finely divided 
chemicals. Star composition has been known ta explode 
while being sifted, by scratching the brase wire sieve 
bottom with the finger nail, while rockets have taken 
fire from the brase solid rammer @riking the top of the 
spindle while ramming. 


Third, finely divided metals, when in conta@ with 
chlorate of potassium sometimes take fire suddenly. While 
fortunately this is seldom the case it mutt not be lot 
sight of. Even steel filings and iron borings frequently 
become quite warm when mized with saltpeter etc. and 
rammed into gerbs, Fire is to have occured from 
this action, The prevention of this has been explained 
under “Steel Filings”. 

Employes in the mixing and ramming rooms of fac- 
tories should be required to wear rubber shoes while at 
work and a constant source of danger is the carrying 
of matches. This cannot even be controlled by requir- 
ing the employes to change their clothes in the factory 
before going to work and having them wear garments 
without pockets as they will sometimes slip out for a 
emoke during reft hours and have matches secreted some- 
where about their persone. 


Small buildings should be supplied, about 12 feet 
equare and not less than 50 feet apart for all those en- 
gaged in mixing and ramming operations as well ss for 
those making Mare and as much as possible have one 
Person toa room. Doors should be placed at both ends 
of work rooms and should always open to the outside 
with no fastenings on the inner side but held closed, if 
desired, by spring hinges. Fire buckets, inspected daily 
should be on building, supplemented by fire hose 
convienently placed for emergency. 

The moft successful method of reducing the liability 
of serious accidents to a minimum is to keep at all times 
the leat possible amount of composition on hand in the 
work rooms and to remove to storage or finishing rooms 
all rammed articles as quickly as they accumulate. 

Long experience has shown the following lit of mix- 
tures used in pyrotechny to exhibit the characteriftics 
following each and are to be handled accordingly. 


SALTPETER, SULPHUR, CHARCOAL and LAMP- 
BLACK eam to be the safest combinations with which 
we have to deal, accidents with these accur only when 
a epark has been @ruck in some manner and brought 
in conta with mixtures of them. 


BARIUM NITRATE with sulphur, saltpeter and alumi- 
num are not reported to have caused any accidents. 


BARIUM and STRONTIUM NITRATES, ALUMI- 
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NUM and similar substances in combination with POTAS- 
SIUM PERCHLORATE have been found to be among 
the safe mixtures even when mixed with sulphur and gums, 


Barium nitrate and Strontium nitrate when in combi- 
nation with potassium chlorate and shellac or other gums 
form a sensitive mixture and this condition is largely in- 
creased when powdered charcoal is added. Care is there- 
fore urged to avoid all unneccessary fri@ion when handl- 
ing same. 


BARIUM CHLORATE yields ite oxygen quite readily 
t0 it is to be handled with great care in compounds 
containing shellac and other hydrocarbons: 


ALUMINUM powder in mixtures with potassium chlo- 
rate, barium nitrate and shellac or other carbon sources 
are classed as “hazardous”, 


Mixtures of potassium chlorate with sulphur, sulphates 
or sulphides are to be avoided at all times. Chlorates 
should never be mixed with ammonium ealts as this 
combination ie said to be liable to spontaneous com- 
bustion. 


Potassium bi-chromate and permanganate are to be 
handled with care, especially in combination with finely 
divided metals. 


Mixtures of picric acid and chlorates are too -sensi- 
tive for ordinary use. 

Compositions of potassium chlorate and phosphorus 
muft never be mixed except under water, Phosphorus 
alone muf never be removed from water for more than 
few moments at a time, and then handled so as to 
avoid all friction. 


FULMINATES of MERCURY and SILVER should 
only be handled by experts. 


‘When care ie urged in the foregoing combinations it 
does not refer to small amounts used by a person of 
ordinary judgement but more specifically to amounts of 
10 to 100 pounds when thoughtlessly handled as so 
much sand or cement 


When experimenting with new subéances use the 
smallest possible amounts of the component chemicals 
until the entire safety of the mixture is assured. Before 
using considerable quantities of new mixtures they should 
be subjected to exhauftive tests as fridion, percussion, 
detonation and moisture with subsequent drying. Also 
their flash point should if possible be ascertained with 
suitable apparatus for this purpose. 
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MIXING. 


WARNING 
READ THI 


Ir is not sufficient for the pyrotechnist to know what mix- 
tures of various substances will produce the effect which he 
desires; he should also understand the reason why thest effects 
accrue. For instance, he may know that a mixture of saltpeter, 
sulphur and charcoal will explode when a lighted match is 
brought in contact with it, but he should also know why it 
explodes. 


Broadly speaking practically all pyrotechnic compositions 
owe their action to chemical decomposition. This may occur 
under four different conditions; namely rotting, burning, ex- 
plosion and detonation. The second and third of these are 
made use of most frequently by. the pyrotechnist. The last, 
with a few exceptions, he tries to avoid while the first is of no 
value to him. 


Rotting is a slow process, usually produced by fungus and 
bacteria aided by moisture and slight heat. 


Burning proceeds very much faster and one of the objects 
of the pyrotechnist is to control its speed. 


Explosion is due to a violent combination of the chemical 
elements which combine easily with one another and is usually 
brought about by the application of heat. Heat may arise from 
fire, friction or spontaneous combustion. 


Detonation is an instantaneous decomposition of the sub- 
stances involved, in which their component elements change 
place with the utmost violence. This property is made use of 
in blasting with dynamite, etc. where the greatest possible 
energy is desired from the substances involved. Ie is brought 
about mostly by the use of fulminates which detonate when 
ignited. Dynamite, when lighted simply burns but when a 
small amount of fulminate is detonated in its midst the action 
is communicated to the dynamite and the resultant violent 
action is produced, 


Chemical action results from the attraction of different 
elements for one another. For instance: if one part by weight 
‘of oxygen end 2 parts of hydrogen are mixed at ordinary tem- 
peratures nothing occurs; but if a spark or other source of 
energy as sunlight is allowed in their midst the reaction pro- 
ceeds to a point where the mixed gases combine with a violent 
explosion and water is produced. This principle applies 
throughout to practically all pyrotechnical mixtures. 


Explosive Hazards 


‘This is the “headache” of the pyrotechnist. The elements 
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of some chemicals are so loosely combined that they fly apart 
at times without the direct application of heat, One such is 
potassium chlorate, one of the most useful freworks chemicals. 
This is due to the fact that its acid component, viz chloric 
acid, is an unstable compound and very easily dissociated. 
Consequently only a slight rise in temperature is sometimes 
sufficient to bring about an explosion. In the presence of sul- 
phur, sulphides, sulphates, etc., which through oxidation some- 
times produce minute quantities of sulphuric acid, this ten- 
dency is very strong. Consequently, compositions containing 
these substances must be strictly avoided. 


Finely divided metals combine with oxygen easily and 
sometimes react sufficiently at ordinary temperatures to cause 
fire. Aluminum and zinc are instances of this danger. 


STRICKING FIRE is another cause of danger against which 
the pyrotechnist must be on constant guard. This is usually due 
to steel cools being struck together in presence of easily ignited 
compounds. Sometimes, brass tools and even wooden parts 
produce enough friction to cause fire. 


‘The fir& operation in fireworks making and I may 
say the mogt important is mizing. Chemicals are 20 well 
made now and can be so easily obtained in = powder 
ed @ate that long articles on purifying, powdering ete, 
are unnecessary. All chemicals should, of coarse, be ob- 
ane Se erate ns # mrasinalle price 
and as ly powdered (as a general thing) as 
but chemically pure druge are not necessary. as 


For mizing on a small scale, round brase wire sieves 
are the best. Fot lances and the more particular work 
#22 to #26 mesh may be used while for plain making 
#16 to #16 mesh is suitable, ‘If 25 Ibe, or more of com- 
position is to be mixed ordinary painted wash tube are 
mow convienent and the sieves should be made so as 
to ju fit inside the upper edge of same while for mix- 
ings of from 100 Ibe. up troughs are often used. For 
these, the sieves are made square and fit just inside the 
troughs, same as with tubs. Mixing machines are some 
times used for bright work or mixings containing no chlo- 
rate of potash but they are too dangerous for colors. 


With the plain mixings, the coal 
put into the bottom of the tub; th 
place and the sulphur, saltpeter 
When everything is sifted, bare 


in every direction. Place the sieve on another empty tub 
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mixing between eiftings and after lait sifting. For ordinary 
compositions this is sufficient but some mixtures are pase 
ed four or five times through the sieves. 

In colored mixings more care mu@ be cbeerved and 
each ingredient sifted separately the firdt time, except the 
shellac, coal etc. which can be put right into the bottom 
‘of the tub. Never throw the chlorate of potash on the 
sieve at the same time with dextrine or other hydrocar- 
bone but sift the potash first and add other salts one by 
one. Great care should be taken never to let the finger- 
nails Mrike the sieve while sifting as it is very easy 
“@rike fire"from such causes, with disattrous effet 
harp star compositions in a loose Mate are almog 
explosive as meal powder. Special mizings will be 
scribed when we come to the compositions requiring them. 


CASE ROLLING. 


to 
a 
o 
de 


cal skill judging from the time required to learn it and 
the comparatively small number of really good case rele 
era to be found in mot factories, 

All kinds of reworks require a case of some kind 
except tableau fires. A good case must be tightly rolled 
and almost as hard as iron. The best arrangement for 
case rolling is jort of large desk made of tongue and 
arooved flooring tightly joined and firmly nailed to sills 
of about 2 inches thickness and tapering from 2 inches 
in front to 6 or 7 inches in the back eo as to form a 
gentle rise from front to rear. According to the work 
to be done the rolling board may be made from two 
to four feet wide. See Fig. 1. A marble slab also is 
good for rolling rocket cases. 


Moét cases are rolled from srawboard, featheredged, 
‘The beet is made in Elbridge, N. Y. and’ comes in sheets 
26° x 38° with weights varying from 40 to 150 sheets 
to bundle of 50 Ibs. For rockets, two or three tums of 
hardware or cartridge paper are used fir, backed up by 
Sve or six tums of @rawboard. The cartridge paper be- 
ing waterproof swells and contraas but little in rolling 
while the @rawboard, being absorbent swelle considera- 
bly; therefore when the-@rawboard is rolled on the out- 
side of the case, it contracts in drying and is shrunk on 
making @ very firm case. Heavy manilla and so called 
cotton sampling paper also make good rocket cases if 
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rolled but as these shrink considerably in dry- 
ramming tools are liable to stick unless specially 
this kind of paper. The recently produced 


adapted to 
“Kraft” paper should make an excellent case though | 
A . : 


this was written the use of waste paper board has 
face of strawboard for most fireworks cases. This 
in similar weights and sizes and used in the same 


Colored paper has the advanta; 
easily diginguishable in case 


and some good pafte Take a 
bunch of say one or two dozen sheets and lay 
squarely: before you on the rolling board so that 


Le 


are at top and bottom and holding them 
with the left hand, rub them gently to- 
with the thumb nail of the right hand 20 
one will slide about 1" below and to the left 
the one under it, Apply patte to these edges, lay the 
now on the top sheet about %" from the bottom of 
44" from left or patted edge. With the ends 
the fingers of the right hand bend the lower edge 
und the tube, laying over about {" and roll to upper 


sides 
hily 


PFSEESepe 
gighye 


ge 


when an 
eahibibon is made on the grounds and not subject to 
much handling, the lances are made without any bottoms. 
‘They may now be thrown lightly in a basket or sieve 
‘These operations while very simple are quite 
hard to describe and a few moments of practical demon- 
‘ration will go farther than several pages’ of description. 
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Pin wheel cases and match pipes are rolled in a 
general way the same as lances, except that no bottoms 
are made to them and brass or Mec! rods are used in- 
dead of tubes. The mot convienent size for match pipes 
is one yard in length and 4° diameter. Use a good 
quality of manilla or kraft paper 24" 2 36% 20 Ibe. to 
ream. The quire is cut the longed way of the sheet, in- 
ta @ripe 4° to 5° wide. A eel rod four feet long is 
the bes for rolling them. Pin wheel pipes are usually 
made 12" long and 3/16" diameter. Sometimes one end 
ia made elightly funnel shaped by pasting « @rip of paper 
6" long and 2" wide at one end tapering to 14° at the 
‘other, rolled around the end of the rod. Rolling match 
pipes properly is one of the mogt difficult operations to 
mafter, in the business. It ig therefore advisable to be- 
gin on shorter pipes until pracice is acquired. 


ROMAN CANDLE CASES. 


These are also somewhat difficult to roll. It is elmow 
essential to have feather edged boards for this work and 
preferably @rawboard. The sheets for one to four ball 
candles are pasted entirely over with rather thin pamte 
From six bell up, only about 4" on each end of the 
theet should be pated on both sides. The manner of 
proceeding is to lay a sheet on the rolling board, pretty 
well up near the top, and upside down. Then with a 
# flat paint brush apply thin pamte quite heavily on 
about 4" of the top of the sheet and about the same 
amount on the bottom. Now place another sheet on top 
of thie but about one inch lower down, so that an inch 
of the fir& one extends beyond the next on top of it. 
Pate as before and repeat the operation until a dozen 
or more sheets are in the pile. Now reverse the entire 
lot at once so that the former bottom one will be on 
top. Pafte over the bottom and top edges of pile now 
exposed and rub off surplus paste with a scrape of the 
rod and you are ready to begin rolling. (Fig. 2). 


Uti pa ///1/) 
Fig t. 


Lay the rod acrose the pile about 3” from the bot- 
tom. Lift bottom edge of fire sheet, lay it over rod, 
draw rod with paper around it back, until edge of #rip 
is on top of rod and by sliding the fingers slong the 
rod and edge of sheet until same #icks firmly te it, for 
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its entire length. Now roll firmly along, one hand fol- 
lowing the other until the whole sheet ia rolled up, care 
being taken that the case does not run to one side. By 
a quick backward twin of the rod it may now be re- 


moved from the former and placed on rack for drying. 

‘The diameters and lengths of roman candles has been 
changed and reduced so often of late years that no 
@andard of sizes can be given but the following will 
be found to be as useful as any for the average work 
and may be used comparatively. Special sizes may be 
easily adapted to the required circumstances. When cut- 
ting paper for candles and other cases as well care should 
be taken to slways cut so the case rolls with the grain 
of the paper and with the feather edge at the top of 
the sheet. 


NO. LENGTH = BORE SIZE OF SHEET NO. OF STRAWBOARD 
1 ball 44" 9 S/I6" AKI 140 
2“ 5K *. SMtx? iy! 
3“ 6Ke hal 6K" x 8 me 
4“ 6K hat 6h x 10" “ 
6" 12" * 12" x 13" “ 
6” 15" . 15* x 16° * 

10 “ 17" 17x20 

12. 19" 19 x 20° * 

S$" 22° 22" x 26" 120 

20 26" 26° x 26" be 

3” 32" 32° x 26" 100 

30 36" " 36" x 26" * 


Cases for rockets, gerbe, fountains, tourbillions, saxons 
etc. and the small paper guns used for mines, floral 
shells etc. require considerable skill and mrength for roll- 
ing, especially the larger sizes. After seeing a great many 
case rollers at work and employing at different times 
their various methods, I have come to the conclusion that 
the following is not only the easiest but makes the best 


Procure a small hair scrubbing brush of good quality 
and long miff hair. Have the paste somewhat Miffer than 
for candles. Lay thi eet of strawboard on the rolling 
board, (in the case of rockets, with the sheet of cartridge 
paper on top of it) Now, with the scrubbing brush rub 
some pate evenly over the cartridge paper, (not as much 
as for candles) and immediately roll up as tightly as 
possible, except the lag two inches or so. Now pafte 
the sheet of mrawboard over as you did the cartridge 
paper and place the partly rolled case on top of it about 
2° or 3* from the end nearest you, seeing that the edges 
of both are even. Raise the end of the @rawboard pro- 
jecting behind the already partly rolled case and bend 
it around so it will lay between the part of the cartridge 
paper left unrolled, and continue rolling, pressing mean- 
while the case firmly to the rolling board or marble slab 
until the case is completed. This leaves a case that is 
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already half dry and when completely #0, should be firm 
enough that it cannot be bent in on the ends with the 
fingers. The advantages of this method of rolling heavy 
cases ia that the paper, especially the @trawboard has not 
the time to become softened and swelled up as when a num- 
ber of sheets are pasted down at once, and a tighter, clean- 
er and more casily and quickly dried case reaults. If too 
much paste is used, when the case dries the water from 
the paste evaporates, leaving the case spongy. 


The sizes of rockets vary as much as those of candles 
consequently the following lif can only be used approxi- 
mately: 


Length Sheet Stvewboard Ne. Siw. Ord. Maw. Peper 


loz, 3K" xt 10" 140 

Bt cae oe 13 . 

3" aut wy “ 

an oho 20° 120 

6" 6 Olle 13° = 12 
am oe 18" “ " 
Il 8 yt 20° * 17 
2" 9 26 140 25" 
3° ie oF 26 120 " 
ae ye : * son 
6" 13" 1K 52° 2: so" 

* These can be convienently used in two lengths. 

Mine Cases. 
ne. Molant Diameter fo. atrewboerd Ne, Press 
' * iw 140 1 
2 a ITL6F 120 1 
3 sur 2 Net 100 ' 
4 r 2ue 100 2 
5 ex" 2H" 100 3 
6 lo 2K 100 4 
Floral Shell Guns. 
Ne. vatant We. Sirewpesrd Wo, Pree 
1 e 2 ste 100 3 
2 ih 2 le 100 4 
3 13" 3 3/16 100 4 
4 15* aye 100 5 
Gerbs. 
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SHELL CASES. 


These, though not being rolled (except the canifter 
shell cases) properly come under this division ae they 
are part of the case rollers’ business, to make and are 
composed of paper and patte. 


There are two ways of making them. One, roughly 
speaking, consiMe of papering the inside of a hole; the 
other, papering the outside of a ball We will take « 
six inch diameter shell as an example to work on as it 
ie the mot popular size and same method is-employed 
for all. Fir procure a perfedly round ball of wood or 
some other subftance, five inches in diameter, We then 
cut Mripe of Mrawboard and tagboard or heavy paper 
of mo&t any kind, about %* wide and 4%" long and pate 
them on a board, one on top of another, with so much 
paste between them that they will not Mick together but 
will become soft and pulpy. | have used a» sort of red 
building paper sold in rolle, which made a better case 
than any other kind I ever used. The @rawboard and 
other paper should not be pasted in the same pile but 
two piles made, one pile of each kind. 

Now smear the ball or mold well with paste eo it 
will be wet enough to keep the paper from drying and 
Micking to it before shell case can be finished. Then 
take trips of paper from either pile firgt and lay them 
on the mold, beginning: on top and running half way 
down the side. Lay the second rip so it will lap over 
the first one about \4* at the lower end and almom over 
it on top but \* lower down. The third Mrip should 
Mart mill a half inch further down from the top while 
the fourth rip again starts at the top. This will prevent 
the shell case from becoming egg shaped. Continue this 
until the entire upper half of the ball has been covered 
with paper. Each strip must be firmly pressed down and 
all surplus paste squeezed out with the fingers, Now 
repeat the operation as before but using the other paper. 
The object is to make it easier to see where one layer 
has begun and the other ended as each layer is put on. 
Another way is to cut the strips a foot long and after 
softening with pagte as above, lay them on the mold 
from the top to the middle, tearing off the mrip at the 
required point and letting second and third pieces Mart 
half an inch below the other so as not to get the top 
too thick as explained above. 


After the third layer has been put on one should be 
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laid on crosswise, crossing as much as possible the first 
layers. This process is continued, pres each wtrip as 
firmly as possible until the case is about %* thick at the 
edges where it is usually thine@, and not over %* on 
top. IF the work has been properly: done the half shell 
can naw be slipped off and allowed to dry. When dry 
the lower edge should be trimmed off with a sharp knife 
at a point that will make two halves, when put together 
shaw a fair sphere. 


The other method is to have a wooden block hel- 
lowed out so as to have a hole in it 5° in diameter 
and a perfect semi-ephere. Ora mold may be made by 
taking a ball of this diameter, oiling it well and setting 
it halfway of its diameter into a box of wet plaster of 
paris. Now then, proceed as before, except pasting the 
Grips inside the hollow instead of on the outside of the 
ball. This will make a better looking shell and | be- 
lieve, a Stronger one when properly done. The paper 
may be cut into trips a foot or more long and tom off 
as they reach the edge of the hollow. In this way all 
wasle is avoided and the rough edge made more even 
and regular. The mrips should be pressed very firmly 
as the quality of the shell depends on shis, If the pres- 
sure againd the fingers, in rubbing out the paste, makes 
them sore, a piece of wood about 3* long and 1)4* wide, 
rounded and slightly curved on the edge, may be used 
asp sort of squeezer. If the work has been well done, 
the case should be as firm as wood when dried. To 
ist in removing the wet shell case from the mold, firtt 
place in the bottom of it two mripe of cloth at right 
anglea with the ends protruding over the sides, long 
enough to permit pulling the case out by them when it 
is completed, 


‘When the halves have been evenly trimmed place 
two together so ae to form a sphere and secure joint 
with a @rip of canvas smeared with glue. Then put on 
one or two more layers of paper. After again drying, bore 
hole for fuse through one end or better sill bore hole 
through one half, from inside, with a wood bit, before 
joining the halves. 


In addition to these methods very good shells can 
be easily and quickly made where hollow balls of zinc, 
tin or wood can be obtained. The wood half balls need 
only to be well glued together and they are ready for 
use. Those of zine and tin require to be papered just 
as directed for shell making with round mold except thet 
entire ball is papered until it is about 4" thick for 6 
shell and 4" for ,10* shells, Others in proportion. 


The cases for cylindrical or caniéter shells need no 
detailed description as they are made juft like any other 
heavy case. A former of the required size is procured 


and the case rolled thereon just as for a mine, of @raw- 
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boerd or other paper. When thoroughly dry the wooden 
heads or plugs are fitted, nailed in with I" iron brads, 
or well glued if made with a flange and carefully sealed 
all around with several thicknesses of good manilla paper. 


DRYING CASES. 


For all cases more than 6° long, racks are mom con- 
vienent for drying them. These are made of strips of 
3* x 2* cypress or other light wood, suitable for support- 
ing them. The longer the cases, the farther apart the 
@rips should be. When filled with cases they should be 
moved to a well ventilated room or covered platform. 
If placed in the sun they will be badly warped when 
dry. (Fig. 3) Center and end @trips are 4 x 3°. 


fig 


Small cases may be thrown into sieves 2 feet wide 
by 4 feet long, made of |* material, 4" deep and the 
bottoms covered with galvanized hardware cloth of }4* 
mesh. 


When cases are Mored away care should be taken 
to protect them from roaches and mice as these are ab 
tracted by the pate. 


FORMERS. 


All paper cases are rolled on formers of one kind 
or another. For rockets, gerbs etc. these may consift of 
hard wood @icke but better formeis are made of light 
brass tubing with an outside diameter equal to the inside 
diameter of the case desired. They should be one to two 
inches longer than the intended case and fitted with wood- 
en handles to enable them to be easily removed when 


case is rolled. (Fig. 4) 


Fig. 4 
=—s— 


Rocket case 
Former 
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Mines etc. are rolled on wooden formers, the ends 
of which are turned down to convienent size to fit the 
hand. Roman candles are rolled on rods of machine eel 
while match pipes and pin wheels are rolled on thin 

or steel rods. Lances, on small brass tubing. 


PASTE. 


Without this simple article, | doubt if any great a- 
mount of modem fireworks could be produced, as it is 


in almof conftant demand in every department of the 
factory. 


Ready made paste is now 00 easily and cheaply ob- 
tained that few persons care to bother about making it 
but for those not so fortunately situated the following ia 
Standard method: 


Mix 4 ozs. wheat flour with 8 ozs. water 
and } oz. powd. alum, rubbing until free 
of lumps. Pour this slowly and with con- 
Gant Mirring into: 


16 ozs. boiling water to which has 
been added, 

5 drops carbolic acid, 

5 drops oil of cloves, 

2 grains corrosive sublimate. 


When cold it should be ready for use. 


Another method which I ara about to describe, | 
think, noj only the be@ and simples but requires nothing 
for preserving and if properly made, will keep for a 
month in winter, The process consists mainly in allow- 
ing the batter to sour before cooking; and cooking by 
adding boiling water inftead of placing direaly on the 
fire where it is likely to get lumpy or overcooked. The 
following details are for making patte in lote of three 
or four buckets per day. 


Procure two deep wooden tubs of about 20 gallons 
capacity. Buy a barrel of the cheapest grade of flour 
you can get. Samples or sour and wormy flour will do 
if it ia not adulterated. Put 2 or 3 bucketfuls of flour 
into one of the tubs and add water, stirring meanwhile 
with a paddle until well mixed and about as thick as is 
convienent to handle. [t does not matter if it is lumpy 
as these all come out in the souring. When the tub has 
been filled not more than one third full allow it to ret 
ins warm place (about 90°F) for two or three days by 
which time fermentation will have set in. When the fer- 
mentation is complete the flour will have settled as a 
heavy batter in the bottom of the tub with a sour brown- 
ish liquid over it. Pour this off and fill several buckets 
about one third full of this batter. Now have a water 
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boiler of about ten gallons capacity with faucet in bottom, 
on a gasoline Move or furnace and when this is filled 
with boiling water place one of the buckets of batter 
under the faucet. Open it and while the water is run- 
ning in @tir it briskly. The contents of the bucket will 
at fir become as thin as milk but as it begins to fill 
it will gradually thicken until it can hardly be mirred if 
all the details have been correctly followed, and a bucket 
of clear, clean and very éticky patte, free from all lumps 
will be the result. The other tub may be used alternate- 
ly with the firtt for souring batter while that in the first 
is being used for paste making. This paste, having been 
soured before cooking cannot sour again and will not 
become watery. 


Glue and dextrine are sometimes added to make paste 
bind better and alum, bluestone, salicylic acid etc. to pre- 
nerve it but these are all unnecessary if made as above. 


CRIMPING. 


Sometimes gerbs, re choked or crimped to re- 
duce the opening, in place of using clay. This is done 


by taking a tum of @rong étring or piano wire around 
the case while @ill wet, about %" from the end and draw- 
ing tightly while tuming the case slightly so as to make 
a neat job. One end of the @tring should be tied to a 
wall of some unyielding object while the other is passed 
around the body (a) (Fig. 5). A nipple with a short 
point slightly smaller than the desired opening to be left 
in the end of the case, should be inserted about 4 be 
fore drawing the string 20 that the end of the case will 
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be kept open and crimping neatly done (b). A mech- 
anical device made by a Cincinnati machine works does 
the work very neatly and much quicker than the ding 
process, (c) (Fig. 5). 
RAMMING. 

As this operation will be described in detail under 
each of the articles to be rammed as we come to them 
only a few general directions will be given. All ram- 


ming should be done in small sheds as far removed from 
the balance of the fa@ory as pracicable and with one 
aids open toward which the operator should always have 
hie back while at work. A @out wood block. either reft- 
ing on the ground or over a foundation should be used 
for ramming on. For heavy ramming the best mallets 
are those made of raw-hide. These are round and range 
in weight from "Ib, to 10 Ibe. About 2 Ibe. ie « good 
weight for the average work. (Fig. 6). 


Ramming tools should be made of brass or gun-metal 
also the nipples, while the spindles for rocketa mut be 
made of feel. 


Scoope for taking up the desired amount of composi- 
tion at a time, can be made of tin or any light metal 
and should be provided in different sizes from about 4" 
in diameter and |* long to I" in diameter and 3° long. 
with about six intermediate sizes as some compositions 
work better when rammed in small quantities than others 
with the same caliber of cases. 


RAMMING with ROD and FUNNEL 


For all small work such as serpents, saucissons etc. 
make a funnel about # high, 3 inch diameter on top 
and 5/16"-at the bottom, without a spout, (Fig. 7) (a). 
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Procure a rod %" diameter and 12" to 18' long according 
to work to be done. A wooden knob may be fattened 
to top of same for convienence in ramming {c). In use, 
a case is élipped on a nipple (d). The funnel, half full 
of composition has its small end inserted in top of case 
‘and with the rod moved up and down, striking the bottom 
firmly each time, the composition becomes rammed with 
sufficient solidity. When case has been rammed to with- 
in Mt of top, funnel is removed and a charge of clay 
ia added to stop end, by dtriking clay a few blows with 
alight mallet and suitable drift or rammer. The arrange- 
ment for lances is somewhat lighter. The funnel (b) is 
very efficient. It is 2)" diameter on top and 24" high 
with a % shoulder on bottom and a spout \" outside 
diameter projecting from bottom for 4". This, when re- 
moved from lance leaves jut the proper amount of case 
empty for priming. 


MATCHING. 


This is the term used to designate that function of 
pyrotechny which consists of bringing fire to the various 
parts of devices as they are burned. In moft of the in- 
dividual articles a short piece of match is twisted in the 
noting of the wrapper or faftened otherwise. In set pieces 
this operation takes on an importance second to none in 
the art. 


Starting at a leader at which a net piece is lighted 
and which must be long enough to reach from the 
device when erected, to a convienent distance from the 
ground to the operator can reach it, the match mud lead 
to every part of the piece. 


The matching of lance work is fully described under 
that heading. In the case of set pieces considting of 
gerbs, wheels etc. the gerb is first primed by smearing 
a litde priming on inside of choked end of case. A 
nosing is put on, consisting of 2 or 3 turns of gout paper 
rolled around end of case so as to projet 2 inches be- 
yond end. About half an inch of the piping is removed 
from a length of quickmatch. This is bent back, inserted 
into the nosing and secured by tying tightly with two 
half hitches. The match is now brought over to the next 
gerb and bent at right angles over it. At 2 inches from 
this point it is bent back again onto itself and at point 
of fir&t bend, again at right angles 20 as to lead to the 
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next gerb. (Fig. 8). At the bottom of this bend the pip- 
ing is cut off, bearing match, with a sharp knife, and 
this portion pushed into nosing of second gerb and secur- 
ed by tying as before. See (Fig. 8). Candles, wheel cases 
etc, are treated in the same manner, 


Fig.6 


If a gerb has been properly primed it is not necessary 
for the match to enter choke as fire will reach it from 
priming. 

It is a good plan to have the leader from which a 
piece of fireworks is ignited, to run to each section of 
same, irrespective of the fact that said sections are already 
connected to one another in the process of matching it, 
as sometimes a length of match will go out in the center 
of the pipe, owing to some defect not observed in mak- 
ing it. It is therefore advisable to have the match joined 
wherever it crosses, as for ingtance, on top of a lance 
guarding as much as possible against all chance for one 
or the other section to fail. 


If it is desired to have one part of a piece to burn 
after the other has been burning a-while, as when candles 
or gerbs are used in connection with lance work, these 
gerbs etc. are matched to a separate leader which may 
be fired by hand after the lances are half consumed, or 
they may be connected to several lances about half way 
down so that when they have bumed to this point the 
balance will be lighted automatically. This is done be- 
cause, lances burning eo much longer than candles or 
gerbs, if all are fired at once, the gerbs etc. would be 
finished before the lances were well under way, while 
it ia best for the finest effect to come at the end. 


PRIMING. 


In order to insure lighting, especially in exhibition 
work, all gerbs, wheel cases, lances ete. are primed which 
consifta of smeating a little moist gunpowder about the 
mouth of the case. Priming is made by adding water 
to grain powder in a suitable receptacle until the powder 
becomes pasty. A little alcohol and dextrine can be ad- 
vantageously added. 


FINISHING. 


In factories, where stock or shelf goods are made 
this ie quite an important department. All kinds of fire 
works are covered with some kind of colored paper and 
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often @ripes and borders are added. Candles, rockets, 
serpents, small mines and triangles are covered with 
different colored potter. Flower Pots are usually cover- 
ed with calico paper while fancy rockete, large mines 
saucissons, floral shells and fountains are covered with 
glazed paper, ripes being added where desired. The 
size of cuts as given here for use with candles and 
rockets of the size shown in this work. They are usually 
2° longer than the article to be papered if it has to be 
matched at' one end and tucked in at the other; I" longer 
where matching only is done and the eame length where 
only the case is covered as in mines etc. 


oz Sky Rock 


ux 5 
x 6 
4 x 6X 
cone # x 6" 


with 


Neeneune 
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1 
2 
3 
4 
6 
6 
10 
2 
15 
20 
25 
30 


WRAPPING. 


To make a good neat, tight and strong bundle is 
about as important and may say difficult to lear as any 
other part of the fireworks business. 


Roman Candles from | to 4 ball are packed 3 dozen 
in a bundle. From 6 ball up, | dozen in a package. 
‘The packages of | dozen are made in two forms, viz: 
four sided and six sided, (Fig: 9) (b) and (a) respectively. 


POOR MAK'S JAMES BOND Vol. 1 


To make the four sided package of | dozen 8 ball 
candles lay 5 on the bench in front of you sa the candles 
run paralel with the bench. Mark the space they cover 
and fit into top of bench four wood pins about one inch 
of which project above, two on each long side of the 
apace occupied by the 5 candles. so same may be easily 
between them. See dots, (Fig. 9). (b). Now cut a 
sheet of manilla paper 19 long and 14" wide and lay 
this between the pins juét as the candles laid before, and 
replace the five candles, now on top of the paper be- 
tween the pins. On top of these five place four more 
and on top of them three. This makes twelve. Draw 
the paper tightly over them and fold it like a druggit’ 
makes a bundle. Now close the ends as follows: with 
two fingers preaa the top of the folded paper over the 
end of three top candles; then, holding same down with 
both thumbs, fold in the two sides of package with the 
fit and second fingers of each hand at the same time: 
then holding these folds with the left hand, lift the opposite 
end of the bundle with the right which will cause the 
bottom to fold itself over the other folds. Now, with a 
brush dipped in thick patte give the end a daub on the 
last fold and while the bundle is still standing on this 
end fold the top end the same w. Before folding the 
last fold give it a daub of paéte as you did the other 
end. Lean against the wall and place a paper weight 
or tile on top of end to hold it in place until dry. After 
@ quantity are packed like thie and dried the labels are 
affixed. 


To make the six sided bundle a person muft first 
learn to form the candles in the hand. Count out one 
dozen candles and encircle the bunch at one end with 
both hands. Now work them about (this is hard to de- 
scribe on paper) until they form a triangular bunch (a) 
with three candles on each side of the triangle. When 
thie has been accomplished, lay them on the wrapping 
sheet (cut as described above, though preferably wider) 
holding them lightly so they retain the triangular form. 
To get the paper around them without having them to 
fall in a heap is sill harder to describe and equally hard 
to master though easy enough when learned. Once the 
bundle has been gotten to the wrapping sheet one hand 
is sufficient to maintain ite form so with the other lift the 
side of the sheet nearest you and bend it partly around 
the package so you can hold it while the other hand is 
released long enough to. enable it to take the paper on 
that side. Straighten and flatten it well on over the candles 
and begin rolling up the bundle until the other edge of 
the paper is reached. Paste this edge and lap it on the 
bundle and you are ready for the corners. If the bundle 
has been properly made, when it lays on one of the 
faces of the triangle, the top row muft be composed of 
2 candles; the second row, 3 the third row 4 and the 
bottom row 3. Now bend the paper down from the top 
first, then bend in the two upper sides, then the two 
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lower sides and finally, by lifting the bundle, from opposite 
end, the bottom folds over all the others. A little pate 
secures it as described above. 


The bundles of smaller candles are formed in a wood- 
en former, hollowed out to the size of a bundle of 3 
dozen (c) and when it is packed with the required 
number they are secured with a string perparatory to 
wrapping. 


Short ick sky rockets are nearly always packed in 
paper boxes. Long sticks are packed as follows: Cut 
some pieces of #18 iron wire 6 inches lo: Then take 
half or a dozen rockets with the héade all even and 
work them in the hands until they form ae square a 
‘bundle as possible and bend one of the pieces of wire 
around the é@icks just below the matches. This should 
be done with one hand while the other holds the bundle 
in shape. Now pass another wire around the sticks 
about a foot from the bottom. Cut some pieces of straw- 
board as wide as the bundle of rockets on the wide 
sides and long enough to go completely over the heads 
down the other side nearly to the matches. Cut 
some wrapping paper six inches wider than the rocket 
head bunch and long enough to go twice around it. 
Pate the far edge for about one inch and lay the bundle 
of rockets with the srawboard around it, on the sheet 
and wrap it up as tightly as possible. Fold in the upper 
end; secure with a little paste and s le, heads down- 
ward, to dry. Later, the other end may be gathered in 
and secured with another piece of wire. 

Wheels, tourbillions etc. are made into moft any kind 
of a package desired, while mines, fountains ete. are 
given one or two turns of paper over the finishing to 
keep them clean. 


Serpents, flower pots and torches are packed like 
roman candles. Blue lights, the same. Fancy rockets are 
packed heads and sticks separately, the heads in boxes 
and the sticks loose. 

WIRING. 


For mo purposes annealed iron wire from 18 guage 
to 20 guage is the mot servicable. The easiest and 
quicke®t way to use it for wiring rockets, triangles etc. 
is to cut it in lengths of from 4 to 6 according to the 
size of the work to be done. A large quantity can be 
cut at once by using a bench shear and cutting several 
hundred at one time. Rockets can be quite securely faat- 
ened with one wire if a GUM BOARD (Fig. 10) is used. 
Else two wires are necessary. A gum board is made 
by taking a piece of 4° board 6" long and nailing pieces 
of rocket stick around it on three sides on top and one 
side on the bottom, Put into this about | oz. of dextrine 
mixed with water to the consiftency of jelly and it is 
ready to commence wiring. 
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Fig.to 

Put @ pile of rockets and wire to your left aud a bundle 
of @icke and the gum board to your right Rub one 
side of the end of a fick again the bottom of the gum 
board so a little gum will adhere to it’ Lay it with the 
gummed side againg the rocket about three quarters of 
the way to the cone. Hold it in thie way in the left 
hand and with the right, bend a wire around it about 
the middle giving one tum on the side of sick. Now, 
with a pair of nippers give about three more turns cut- 
ting the wire with the lag turn. If no gum Is used two 
wires are necessary. 


TYING. 


In doing exhibition work ring playa a very import- 
ant part and the be@ and mog convienent knot for all 
purposes is the sailors two half hitches. (Fig. 11). 


Figo 


This is somewhat difficult for mo#t persons to learn. The 
bet way is to practice on a dick. Pass @ring under 
Mick bringing free end over left of loop; bring it over 
same again passing end again to left of second loop but 


found invaluable in matching. 
LABELING. 


ery easy operation may be still further simpli- 
fied if done in the right way. Take a board about a 
foot square. Smear it well on top with thin page and 
lay @ label on it, face down. Cover this well with paste 
and place another label on top of it repeating the pat- 
ing and putting down of labels until several dozen are 
on the board. This will soften them so that when taken 
up and pressed with the fingers or the pafte brush a- 
gain& the bundle to be labeled they will adhere firmly 
and lay flat 


DESIGNING. 


‘When it is desired to produce in fireworks a por- 
trait, a picture of a building, monument ete. or a line of 
lettering this is first drawn on the floor with a piece of 
chalk fixed into the end of a stick so that the designer 
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may walk about sketching his picture from the miniature 
plan as he goes along. The floor is first laid off with 
a chalk line into squares one foot each way and in 
multiples of 50 square feet five feet wide and 10 feet 
long. For inftance, if a pidure 10 feet high and 20 feet 
long is desired it ie composed of 4 sections 5'x 10 or 
two high and two wide. 


The sketch is now taken and marked off with rule 
‘and dividers into 200 equal squares, 10 high and 20 wide 
corresponding to the full sized squares on the floor. These 
‘are numbered along the edge of sketch on top and on 
‘one side. The squares on the floor are numbered in the 
same way. With the chalk now draw into each square 
‘on the floor, the same lines as appear in corresponding 
‘square of sketch. When this is done, an exact repro- 
duction of small picture will be ready to be placed on 
frames. 


For lettering or lines of wording this is not necessary 
as design can usually be drawn diredly onto the floor 
with free hand, of the desired size and without enlarge- 
ment. 


PART Il 


ARTICLES OF MANUFACTURE. 


MATCH. 
(Quick Match) 


This is used for conveying fie to the cumbustible 
portion of pyrotechnical devices and is dist 
FUSE by the fact that ite effect is almost it 
while fuse burns at a comparatively very slow and exact 
rate. ‘It consista of cotton wicking impregnated with gun- 
powder and covered with a loose paper piping. As al- 
most every piece of fireworks requires, match for lighing 
it and lance work and exhibition pieces in general are 
absolutely dependent on good match for their successful 
operation it is essential to make this very necessary article 
as nearly perfect ae possible. There are several ways of 
making match which will be classified as the “French 
System” and the “English Sytem” and candle and rocket 


French System 


Secure two pieces of |" x 3° lumber and into one 
edge of each drive a number of 8° nails for half their 
length, about one inch apart, Set these pieces up hori- 
zontally, with the nail edges uppermowt, about 3 feet 
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above the ground, one at each end of a dry shed some 
30 feet long. Wicking or cotton cord of the proper thick- 
ness can be secured already in balls, as desired Now 
get some cotton cord or wicking not less than 24 mesh 
and fadten the end to the nail neared the wall, on one 
of the above pieces of |* x 3°. With the ball of cord 
walk to the other end of the shed and, drawing it rather 
tightly, fasten it to the corresponding nail in the other 
Strip of I" x 3* by taking a few tums around the nail. 
Leave the ball temporarily at this end of shed, in a light 
box to keep it clean. 


destrine and add water, stirring with the 
all the grains are wet. Allow to Mand a 
few minutes until a small lump pressed between the fingers 
feels perfectly smooth and contains no more grains, Stir 
in some more water and a little alcohol until the mixture 
is about the consistency of mush. 


Holding the pan in the left hand, under the first 
length of cord take up a handful of the powder mixture 
and work it well into the cotton while holding the pan 
0 as to catch the drippin; ind walk backwards to 
other end of shed. When reached go back to the 
begining of the #rand, take some of the powder in the 
right hand, pass the cord over the firét joint of the fir 
finger, place thumb on top of it and again walk back- 
wards toward other end of shed but without working 
any more powder into the cord, simply allowing it to 
run through the finger and thumb for the purpose of 
rubbing off rough uneven places and leaving a smooth 
well finished surface. 


Now take up the ball of cord again and, passing it 
around the third or fourth nail to the right, Mretch a 
second length to the point of begining, fastening it here 
also several nails away from the first grand. This is for 
the purpose of not touching the finished strand while 
working the powder into the second one. Proceed as 
with firdt length and when finished move it to second 
nail, stretching it tightly into place. Repeat with the 
following #trand until all the powder is used up. 


If the weather is dry match will be ready for piping 
in a day or two. In dry climates gum arabic makes a 
better match than dextrine but where there is much mois- 
ture in the air dextrine is safer. When the match ie dry 
and @iff it may be cut down and the pipes threaded on. 
Match pipes are made of 20 tb. manilla or kraft paper 
24 x 36’, cut into @rips 4° wide and 36* long, rolled 
on a X! @eel rod, only the édge of the sheet being 
pasted for about one inch. When piping match crease 
or gather the end of fir& pipe when in place so next 
pipe may be slipped over it for about 1 inch. 

A simple and clean method of making perfea exhibi- 
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tion match, and one, which to the best of the authors 
knowledge is original, is as follows: 

Make « cup of brass, about 3' diameter, at top, 2s" 
at bottom and 2%" high as shown in accompanying sketch. 


At its bottom attach a spout pointing upward and termi- 
nating in an opening %' diameter, A emall dish pan, « 
2 quart pudding pan and a match frame 4 x 6 complete 
the requirements of apparatus, Then prepare the follow. 
ing mixtures; 


No. | No. 2 
Dextrine 3 ox, Dektrine 1K ome. 
Gunpowder 2 Ibe, Gunpowder | Ih 
Water 2 pe. Water 12 one, 
Alcohol 4 om. 


Into the dish pan place mixture No. 1, mixing the 
gunpowder thoroughly with the dextrine before adding 
water. When powder has completely melted add alcohol, 
and ftir well, Unwind into this about 2 Ibs. of good 
cotton twine of not less than 24 mesh, and with a dick 
press it well into the powder mixture. Into the pudding 
pan place mixture No. 2 proceeding as for No. |. This 
however, should be thicker; (about like soft putty). 


Now take the end of the cord and it th 
the spout of brave can, from the faa; the cup we 
mixture No. 2 and pull through spout enough cord so 
end may be attached to match frame. Hold the cup in 
the left hand and revolve the frame with the right, plac- 
ing dishpan so cord will feed out, over notch in back 
of top rim of cup and through powder mixture into frame 
separating each gtrand by about %*. If spout of cup fits 
cord snugly a perfectly round, smooth match will result 
and if surgeons rubber gloves are wom the hands will 
not be soiled. Be sure to keep the small cup always full, 


English System 
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Make a light frame of wood like the frame of o 
looking glass (Fig. 12), six feet long and four feet wide 


and hang it in an upright @and so that it can revolve 
just like the mirror in a dresser. Then get « quantity of cot 
ton wicking, 24 mesh and unwind it into a thin pan about 
‘8 foot in diameter and six inches deep. In another similar 
pan put 2 Ibe. rile powder mixed with 24 ozs. dextrine 
and cover it with 24 pints water, stirring occasionally 
until powder is melted; then add 2% ozs. alcohol and 
mix well. Pour this over the lamp wicking in the firt 
pan taking care to leave the end of: wick hanging over 
edge of pan so it can be easily found. Begining with 
this end now run all the wicking into the empty pan, 
taking care that every part of well soaked with the 
wet powder, a little of which should remain after the 
cotton ie passed for the fir time and this may now be 
poured over the pile of wet wick, pressing or kneading 
same fo as to thoroughly scak every part, when it can 
be returned to the firft pan as before. It is now ready 
for the frame. Tie the end of wick to one side of end 
of frame and while someone turns it slowly feed match 
into it with the @rands about %° apart. When all of it 
in on the frame remove from the ftand to a part of the 
floor covered by large sheets of paper and support it over 
these on four blocks about 3° high, one at each corner 
of frame. Now, take a small sieve of meal powder and 

dum it carefully over s0 as to cover it evenly with « 
layer of powder. The frame of match may now be plac- 
ed in the sun or elsewhere to dry. Maik alt by 
process is all of one length, viz: 2 yards, and is very 

takes 


round im appearance. It bums fiercely but will not 
‘as severe usage as that previously described. 1t also 


longer to make. 


Match piping serves the double purpose of protecting 
the match from injury and making it bum infinitely fan- 
ex. A piece 20 feet long will fash from one end to the 
other in lese than a second. 


ROCKET and CANDLE MATCH. 


Match made by either of the two previous methods 
le too etpensive for use with the cheap grade of stock 
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fireworks on the market so a simpler method has been 
devised for thie purpose. It is essentially like the lait 
described process. 


Into a small tub put a gallon of starch, well boiled, 
and dir into it about 15 Ibs. of a thoroughly mixed com- 
position made of 


Seltpeter 16 
Fine charcoal 5 
Sulphur 2% 


Soak in this, cotton wick of about 5 strands until nearly all 
the composition is absorbed but about one half inch which 
should aill cover the cotton in the tub, Work it in well 
and rum it on a frame as directed in preceeding descrip- 
tion but the frame may be smaller for convienence of 
handling by one person, as long lengths are not required. 
Neither does it need to be dusted with meal powder. 
If well made, however, it will burn freely and serve ite 
When dry it is tied in bunches, | 


(Blasting) 

‘This ie used in fireworks making, in the production 
of cannon crackers and toa lesser degree in small bomb- 
shells, It consifts essentially of a cotton pipe containing 
powder and burns at a rate of approximately 1 

3 eeeonds. It can be had in sizes varying from 
M4 to KX in diameter and from the cheapest painted 
2.088 heavily coated with gutta percha for 


It in made by a very ingenious machine which weaves 
@ cotton fabric around a small tube. As this tube is 
withdrawn its place is taken by the meal powder which 
ia forced in through the opening in the tube. The largest 
fadories are in Simmeboro, Conn. 


TABLEAU FIRE. 


(In testing colors the pyrotechnist should not look directly 
at the bumping mixture but should have his back tured to it 
while-someone else lights it. He should then rurtr quickly 
around for a moment and look at the light and then turn 
away again. By looking directly at the burning color the optic 
nerve seems to be temporarily affected so that an accurate 
appraisal of the color cannot be made. It is also well to view 
the color from a distance of about 100 feet to judge it ac- 
curately) 

‘This is about the simple® form of fireworks at present 
im use. It is mace by mizing thoroughly the necessary 
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In the above color it should be boum in mind that 
parie green is very poisonous and a handkerchief should 
be ted over the nose if it hee to be handled much. 


RED 


Strontium nitrate 
Potassium chlorate 
Shellac 

Red or Kauri gum 
Asphaltum, 
Charcoal 1 
Dextrine ! 

Fine saw dust 
Rosin 1 
Lampblack 1 


If it is desired to make tableau fires more bulky one 
or two parts of fine sawdust may be added to any of 
the above recipies without materially affecting the color, 
If the sawdust will not pass freely through the sieve it 
may be added after the other ingredients are sifted and 
mixed and rubbed in with the hands, 
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PINK FIRE. 


A fre somewhat cheaper than the above but inferior 
in color may be made as follows: 


Nitrate of Strontia 48 16 18 
Saltpeter 12 4 r 
Sulphur 5 2 2 

4 1 K 
Red gum 3 2 
Dextrine 4 


This should not cot over 7 cents per pound while 
the other formulas cos about 9% cents per pound A 
pink light may also be made by subétituting lime or 
chalk for @rontia but more chlorate of potash is required 
and the smoke is greater. 


YELLOW FIRE. 


Sal ammoniac i} 


Ihave never found anything better good 
this, therefore give only the one recipe = 


SMOKELESS TABLEAU FIRE. 


For theatrical or indoor use colored fires are very 
ject on account of the choking emoke they give 


of. The following mixings give a fire producii 
little smoke which quickly dissipates after fre is bumed, 
RED. 
Nitrate of @rontia 8 
Picric acid 5 
Charcoal 2 
Shellac 1 
GREEN. 
Nitrate of baryta 4 
Picrie acid 2 
Charcoal 1 
Diselve picrie acid in boiling water; add @rontia or 
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baryta; fir until cold and dry on filter or piece of cloth 

It should be observed that in all mizings, the formulas 
cannot be considered absolute as the purity and general 
characteriftica of chemicals differ #0 much that all mix. 
ings mu@ be tested and regulated to the exiging con- 
ditions of materials, climate etc. If tableau fire burns too 
slowly more potaes; or coal should be added; if too fast, 
more frontia, baryta etc. In rocket, candle or gerb com- 
positions, saltpeter or meal powder will increase the com- 
bustion while coal and sulphur will retard it. 


TORCHES. 


These may be clasified according to the purpose for 
which they are intended. Military torches have but one 
requirement which is that they produce the maximum 
illumination of the deepest hue of color desired. As these 
are fully deacribéd in special works issued by the govern- 
ment and really form no part of commercial pyrotechnics 
it will be unnecessary to devote further space to them 
here. Railway torches or fusees, on the other hand, are 
the cheapest form of pink light, as anything capable of 
attracting the attention of the engineer is all that is re- 
quired. They are uaually }4* diameter and 8" to 12" long 
exclusive of the handle and burn from 5 to 20 minutes. 
The following compositions are adequate: 


RAILWAY FUSEES 


Potassium perchlorate 
Strontium nitrate 


2% 
18 


& 


6 
4 
5 MK 
1 


Kwwvws 


Potassium perchlorate 
Strontium nitrate 
Sulphur 
Red gum 
Vaseline 1 
moiéten with Kerosene before ramming 
Fusees are provided with a alip cap which is used 
for igniting them. The end of the torch is capped with 
Paper onto which is painted a mixture of 
Potass; chlorate 6 
Antimony eulfid 2 
Glue 1 
while the end of the cap is similarly painted with a paste of 
Black oxid of manganese 8 
Amorphous phosphorus 10 
Glue 3 


4 
4” 
5 
2 
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When the cap is pulled off and gruck against the end 
of the fusee it takes fire like a safty match. With some 
compositions it is necessary to have a little @arting fre 
at top of torch juét under the capping or priming under 
the cap which will suffice to cause easy ignition. (Fig. 13) 


Se 


Fig 13. 


PARADE TORCHES 


Parade torches for campaign purposes, where a cheap 
grade of fire euffices and where competition urges the 
manufacturers to produce the largeft article at the small- 
e& price, one of the methods is to add 50% of fine saw- 
dug to the mixing. Thies does not greatly affect the burn- 
ing of the torch and makes it look twice as large at 
Pradically no extra coé. The following is a good formula: 


RED. 
Nitrate #rontia, 30 
Potaes; chlorate 8 
Red gum 7 


Saw-du& thay be added ad libitum. The torches are 
usually 4° diameter and 12" long and should bura, with 
the above mixing, 6 to 10 minutes, 


RAMMING CAMPAIGN TORCHES. 


A very cheap method of ramming these torches is 
to moigten the composition with dilute dextrine solution 

ti] it is damp enough to hold together when a hand- 
ful is tightly squeezed. A dozen torch cases are ied in 
« bundle and pressed into a pile of damp composition 
on aslab. It is then moved to a clear, part of the slab 
and jolted firmly against it by: lifting the bundle a few 
inches and jarring it downwards. More composition is 
shaken in from the top when the jarring ia repeated and 
this continued until torches are full when they are set 
aside to dry. By this manner a dozen torches may be 
rammed in one minute, The handles may be attached 
by a @trip of gummed paper 2 inches wide, half of which 
encircles the torch and the other, the end of the torch 
handle. The other end of torch is nosed and matched 
in the regular way, (Fig. 14). 
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ti it 7 Strontium nitrate 40 
A better way of ramming torches is as follows: ; ae eee H 
Tie the cases in bundles of 12. Place on ramming Red gum, 1% 


block and insert spout of funnel (Fig. 15), into one of 


them. Then pass a suitable rod through it until it rest This will burn 17 minutes i 18" torch. The latest 
on block also. Now, with « scoop, fill the funnel with ie AIT ee 


formule, giving exceptional results is: 


Strontium nitrate 
Potassium perchlorate 
Sulphur, ground 

Red gum 


—-New 


This gives a fine color, buns clean and is inexpensive. 


GREEN PARADE TORCHES 


Barium chlorate 5 
Berium nitrate 0 w 4 
composition and, @eadying same with the left hand, grasp Potassium chlorate W 
the rod firmly with the right and raising it about six Potassium perchlorate 6 
inches, drive it with a firm stroke up and down as the "kK. D. gum 6 2 
composition runa into the case. Continue this operation Sulphur, ground 3 
until case is filled. When funnel is removed the space Sal ammoniac ' 
occupied by the apout will serve for inserting the handle Shellac ! 
which is done by applying to it a: litle gum or glue. Calomel 2 


TORCHES for CARNIVAL PARADES. ‘KD. and Red gum are supplied by New York 
dealers in pyrotechnical supplies. 
‘These present the most exacting requirements and 
the following formu! he result of more than 30 
years of experimenting during which some exceptional BLUE PARADE TORCHES 
mixings have been developed as well as some most beauti- 
ful colors which, in modified form, may be used for box 


Gare in thelle etc. Feseriins: perchicote Boe 
Carnival Parade Totches mutt be of deep color, give Coveerermenceiues eulptate es 
maximum. ill in, burn slowly and clean, not be Duta 1 
prohibitive in co and give off as little amoke as posible. Caloual 1 
They should burn not lees than 15 minutes with a length Suger of mill 2 
of about 18 exclusive of handle and a diameter of '. Sulphur 9 
The @andard formula of 40 years ago was: for Stearine 2 
Aophaltum ! 
. PURPLE PARADE TORCHES 
Nitrate frontia 16 
Potass: chlorate 8 Strontium nitrate 7 
Shellac, 3 Potassium perchlorate 9 
however, thia burne somewhat fircely and is rather ex- Bleck anid -of ‘cuppa & 
pensive. A better mixing is Calomel } 
Nitrate @rontia 14 ee 
Potass: chlorate 4 AMBER PARADE TORCHES 


= Strontium nitrate 36 
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Sodium oxalate 
Shellac 

Sulphur 

Potassium perchlorate 


The last two torches are exceptionally beautiful and 
have been used very effectively in canival parades. Creat 
care must be observed in mizing compounds containing 
sodium oxalate, that all the ingredients are perfeciy dry, 
it in bed in a damp climate, to mix only on a clear 
day, for the reason that the leag moidture is liable to 
cause the oxalate to decompose forming sodium nitrate 
or chloride which is mill more deliquescent than the oxalate 
and the work is soon so wet that it will not bum. Even 
when mixed in dry weather it should be protected from 
dampness by parafined wrappings or otherwise. 


8 
5 
3 
10 


In cutting the paper for a 15 minute parade torch 
H" diameter and 18" long cut 35 to 40 Ib. Kraft Paper 
#0 it will roll with the grain 18" in length and across 
the grain 11%, This will give four complete tums and 
cause more regular burning. Pafing the outer edge for 
3 or 4 inches will be sufficient. 


Capping and Matching Parade Torches. 


A good method of doing this is ae follows: 


Cut some cotton cloth into pieces about 2 inches square. 
Cover them with paste and bend them securely over the 
tops of the torches as shown in sketch (Fig. 168). When 
they have dried punch a hole about | inch deep through 
the cloth and into the top of torch, with an awl about 
44° diameter, into which insert the match. Then make 


Fig. I6a, 


up some thin priming of gunpowder, gum water and a 
Tittle alcohol. Place this in a squirt oil can with a large 
opening in its spout and, shaking frequently to prevent 
it from separating, press out a drop or two at the point 
where the match enters top of torch. If this is properly 
done it will secure the match in place and cause the 
torch to ignite freely. 


ALUMINUM TORCHES. 


This beautiful piece of pyrotechny was firkt introduced 
in parades by the author, with sensational results, about 
35 yeare ago. A row of 12 men was placed at the 
head of the line of march and with these all burning 
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aluminum torches simultaneously there was produced the 

effect of an oncoming avalanche of fire. For this torch 

a case s° diameter and 16* long is used with a round 

wooden handle 6 long. They are rammed and matched 

much ae other parade torches and a good formula is: 
Potassium perchlorate 1 

Fine aluminum powder 

Flake aluminum 

Dextrine or licopedium 


-eas 


A beautiful modification of this is the 


RED and ALUMINUM TORCH. 


These should be %' diameter 18" long and of the 
following composition 


w 
aaa 


Coarse flake aluminum 
Lycopodium 


another formula is: 


Strontium nitrate 13 

Sulphur 3 

Mixed aluminum 3 
Before ramming, this formula should be moitened with 
@ solution of | part shellac in 16 parte of alcohol and 
‘one part of this solution used to every 36 parte of com- 
position. Ae this mixture is somewhat difficult to ignite 
it ie necessary to scoop cut a little from the top of torch 
and replace it with marting fire as shown in (Fig. 17). 


Stoting tire 
Teel Mis.ay 
. 
STARTING FIRE. 
Saltpeter 6 
Sulphur flower 4 
Fine charcoal 1 


An aluminum torch of heretofore unheard of brilliance 
and giving an illumination, in the | inch diameter size, 
of what ie said to be 100,000 candle power is made os 
follows: 


Rub the vaseline into the barium nitrate; mix sulphur 
and aluminum separately; then mix with barium nitcate 
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and vaseline. 
as follows: 


A Marting fre for this also is required, 


Barium nitrate 
Saltpeter 
Sulphur 
Shellac 


PORT FIRES. 
These are small torches 3" diameter 12' long, used 


in exhibitions for lighting other pieces of fireworks. They 
are rammed with rod and funnel and a good mixing ia: 


--we 


Meal powder | 

Sulphur 2 4 
Saltpeter 5 5 
Charcoal 1 


Ship Lights and Distress Signals. 
“BENGOLAS” 


Another form of torch is the Bengola or Blue Light 
used moftly by ships in signaling for pilot. They genie 
of & Rout paper case 1H" in diameter and # lon 


(Fig. 18), They should be rammed quite hard; the i woslag 


Fig38- 


should be of good @rong paper secured around the match 
with twine and the match should be piped where it 


Saltpeter 
Sulphur 
Antimony sulfd 1 

Digress signals are the same except that they burn 
red. The regulation Life Boat equipment consifts of 6 
or 12 enclosed in } a water tight copper can. The follow. 


5 
Strontium carbonate 1% 
Shellac ' 
Dextrine K 
TOY BLUE LIGHTS. 


These are little lights 44" diameter and 6* long made 
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by rolling light case as for lances. Cut the paper 2 
x 6, the 6" way running with the grain of the paper. 
One end should be closed as for lances. Bunch sbout 
200 into a bundle with string, all the open ends being 
uppermost when the bundle is food on end. Now make 
the following composition: 


Saltpeter 5 
Sulphur 2 
Antimony sulfid 1 
When thoroughly mixed place it on a large sheet of 
@rong paper previously spread on a firm table. Set the 
bundle of blue light cases alongside of the composition 
on the paper, with the open ends up and pour a hand- 
ful of composition on top of them. Shake the bundle so 
as to make composition fall into the cases as much as 
possible and repeat several times. Now with both hands 
raise the bundle of partly filled lights and bring it down 
‘on the table with a good blow. Repeat this several 
times and then again the fir&t operation of filling them 
‘nd pounding ‘them on the table until all are well filled 
when the ends may be tucked in with a dull awl 


ROMAN CANDLES. 


These are probably the most popular piece of fire- 
works made, from a sales point of view. Up to same 
years ago they were made entirely by hand, that is, one 
ata time. Then a combination rammer taking a dozen 
at a time was devised. And later the Candle Machine 
which handles six dozen was perfected. To make roman 
candles by hand, roll the cases as described and have 
a lot of Mars of different colors ready. Then make some 
candle composition as follows; 


ROMAN CANDLE COMPOSITION 


Powdered saltpeter 18 Ibe. 
Fine powdered charcoal 118 
Flowers of sulphur 6. 
Deatrine i 
Water 1 gallon 


After all the ingredients are well mixed and sifted 
three times add the water and mix again until the whole 
lot is evenly dampened. Then force through a 16 mesh 
sieve into cloth bottomed trays and dry in the sun, 


ls 


a 
—_ei 


oe 


Nand Candle Rowman oth: 
Figs 
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Now provide a ramming outfit as shown in (Fig.19) 
consifting of a pin block (b), a rammer (a), « composi- 
tion scoop (c), « clay scoop (d) and a gunpowder scoop 
(e). The various parts mut, of coarse, be proportioned 
to the size of candle it is intended to make. Say you 
will begin with an 8 ball. The pin of pin block mus 


Compe bee 


be %° diameter. The rammer, slightly smaller so it can 
pass easily up and down the candle case which also is 
3", The clay scoop should hold a level teaspoon full 
of clay; the composition scoop, a heaping dessert spoon- 
ful; and the gunpowder scoop should be \* diameter 
and %* deep. It may be made from a .22 cal. rifle shell, 
if desired. 

Now, place an empty case on the pin: pour in « 
scoop of clay and ram it firmly with a light mallet. 
Remove rammer; pour in a scoop of gunpowder on top 
of which drop a star and lamly, a scoop of candle com- 
position. Ram with about six blows of a light mallet. 
Remove rammer and pour in another scoop of gunpowder, 
another far and another scoop of candle composition, 
repeating thia until case ia filled to within 2° of the top. 
Remove candle and finish as described under that head. 


Hand Combination Candle Rammer. 
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This consits of an iron pin plate (e), funnel plate, 
iron (f), a wooden guide board (d), three wooden shift- 
ing boards, viz: clay board (c), @ar board (b), and com- 
position board (a) as well as a gun-powder box (Fig. 23 
and 24) and rammer (g). The construdion of shifting 
boards can be readily understood from detail sketch (Fig. 
21). The pins shown in upper plates should be under. 
@ood as being in lower plates. Otherwise slots would 
become clogged with composition while in use. 


The holes in upper board are of a size to contain 
juf wufficient composition clay etc. for one charge (A). 
This board slides a dittance of about %* controlled by 
pin (CD). When upper board is pushed back the holes 
are filled and when ready to discharge it is drawn for- 
ward so the holes are in line with the holes in lower 
fixed board when the contents falle through funnel into 
candle being rammed, (B). The gunpowder box is deecrib- 
ed under “Candle Ramming Machine” so it is unnecessary 
to repeat its conftruction. It is of course smaller than 
the one for large machine and made of size to correspond 
to pin plate etc. Finally there is the rammer (Fig. 21), 
(g) considiing of eight tteel rods with compression springs 
fitted through a wooden handle bar as. shown, with de 
tail of whole at (H). 


‘Thie apparatus is used for ramming one to four ball 
candles and can aleo be used for serpents and saucissons. 


Place pin plate on some solid wood block or concrete 
base: place guide board over pins 90 that the holes en- 
circle the pins fairly; slip a candle case on each pin; 
place funnel plate on top of assembly and raise guide 
board 20 as to make cases center nicely, 


Now, fill clay board, composition board and @ar board. 


POOR MAN'S JAMES BOND Vol. 1 2 


Place clay board over funnel plate so holes are in line 
and shift, tapping lightly so that all clay falls out through 
funnel plate and into candles. With rammer give 10 to 
15 rong blows through each row of holes. Put on gun- 
powder box and draw plate until a charge enters candles. 
Then take Aar board: place a was done with clay board 
and shift. See that all mars have entered candles and 
put on composition board. When this has been discharg- 
ed give about 8 to 10 blows with the rammer, not quite 
as hard as for the clay. Now give another charge of 
gunpowder, another board of @ars and a second charge 
of candle composition (if more than | ball candles) and 
repeat until desired number of mars have been used. 


CANDLE RAMMING MACHINE. 


‘ac > 


ae 


wea 


The ramming machine herewith illu@trated was de 
signed in Cincinnati and is used principally for ramming 
pint candles from 6 ball to 30 ball but up to three 
ounce rockets may be rammed solid with it and the 
hollow center of rocket made by driving a spindle into 
it afterwards as will be explained later. Flower pots 
may also be rammed with this machine and the writer 
has adapted it to making 3* cannon crackers at the rate 
of 72 at a time. However, several sets of rammers of 
different lengths and thickness are required for the differ- 


ent sizea of candles. 


‘The frame is of cast iron about 7 feet high: the up- 
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right sides are |X" thick with a V edge on inner sides 
upon which the head block (A) slides. The rammer as 
sembly is fastened to head block by ud bolts. The 
guide board (C) is made of %" lumber and serves to 
keep the rammers properly in line. This board is loose 
enough to slip up and down on the rammers while 
machine is in use. The pin plate (D) refta on base of 
machine and is slid into place from in front and retained 
by short Mops in the rear. Several of these plates also 
are required, corresponding with the rammer assemblies 
as above. The pawl (E) holde the rammers up while 
the articles to be rammed are arranged below. When 
all is in place and the firkt charge of clay (in the case 
of roman candles) is in the cases an attendent pulls the 
rope attached to head block, which serves to disengage 
the pawl. The rammers are now lowered slowly until 
they enter the funnel plate. The rope is released and 
as the rammer head falls it rams the clay in the bottom 
of the cases. From 5 to 15 blows are usually required 
to ram each charge. 


If composition becomes so dry that it will not pack 
firmly it should be dampened with « very little water. 
The Mars should be hard and dry and free from @ar 
dus which can be sifted out by shaking Mars in a coarse 
sieve, The floor of ramming room also should be kept 
free from all accumulated composition etc. to guard a- 
gain& accidents frem friction of the shoes or otherwise 


It should hege be noted that when cutting the paper 
for machine rammed roman candles, a thin V shaped 
slip should be cut from one end (a) of a sheet at side 
nearest the operator when being rolled. The object of 
this is to form a somewhat funnel shapped end to case 
which materially assists its easy ramming. This end 
must, of course, be uppermost when case is in machine. 
(x, b) (Fig. 16). 


The funnel plate ia made of cat iron one inch thick 
and the other dimensions being the same as head of 
rammer assembly. It is drilled with 72 holes in 6 rows 
of 12 each corresponding with the inside of the diameter 
of the candles to be rammed and spaced same as the 
rods in rammer head. These holes sre countersunk on 


Fig 16 


Il 


upper side of plate, to a depth of one third thicknese 
of plate so as to give them the shape of a funnel while 
the under side is counter bored somewhat larger than 
the outside of the candles to be rammed, which slip in- 
to these recesses and thus are held in place while machine 
is being operated. 


POOR MAN'S JAMES BOND Vol. 1 


N 


This funnel plate is supported in the ramming machine 
by an adjuttable frame attached to sides of machine, 
which permits it to be moved up and down as required 
to fit the various lengths of casea to be rammed. This 
frame is not shown in drawing of machine 

POWDER BOX. 
The powder box (Fig. 23 & 24) is made of brase 
3/16 thick and ite contruction will be readily understood 
from sketch. The bottom consists of three bri plat 
each 4° thick, drilled with 3/16" holes spaced at same 
diftance as those in funnel plate. The holes in upper 
and middle plates are 3s" nearer the rear of the box than 
the holes in the bottom plate. The upper and lower 
plates are fixed but the middle plate moves forward and 
backward 4". When it is pushed back the holes in it 
and the top plate are in line, 80 when the box is charged 
with rifle powder, the holes in middle plate become filled. 
‘When the center plate is drawn forward the holes in it 
and these in the bottom plate come, into line and the 
in each hole falls out into the roman 

tail at (Fig. 24) (b). 


Fig.t0 , 

To facilitate the use of this box it is placed on the 
adjuttable stand (Fig. 25) whereon it can be raised to 
the desired height for the work in hand. This stand is 
made of light lumber and preferably on rollers 90 it may 
be moved into position and out of the way, as desired 
between charges. 

The shifting boards follow the same principle as 
iurated in hand ramming machine relative to arrange- 
ment of holes etc. but are of a size to fit other parts 
of big machine. Boards of different thickness mut be 
provided so as to hold the required amount of compo- 
sition for the different sizes of candles rammed. The holes 
in far board should be slightly larger than the ftars so. 
as to permit them to fall through easily when in use. 
‘The ftars for roman candles should be somewhat longer 
than their diameter as this makes them easier to fall in- 
to place when filling a shift board 
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To fill these boards, a scoop of composition or « 
handful of stars is thrown on top of it; the board is 
shaken until the holes are evenly filled and the surplus 
allowed to slide off into the composition or star tray. By 
using boys to keep the extra pin plates and shifting 
boards filled as quickly as needed, and others to remove 
the loaded candles, a very large number of them can be 
loaded in a day, by one michine. A pin plate of candle 
cases is slipped on to the base of the machine; the funnel 
plate is lowered on top of it the guide board is raised, 
causing the ends of cases to enter the funnel plate which 
ia fastened in place by eet screws or thumb bolts on 
tides of frame. The rammer head is allowed to decend 
wufficiently to see that all is clear. It is drawn back up 
into place and a shifting board of clay slipped over and 
its contents discharged into the candles, a slight jar be- 
ing given to assure all holea of having emptied. The 
rammer head is now dropped some 10 or 12 times to 
vet the clay, and withdrawn to its original position. The 
powder box is now slid across funnel board and by pull- 
ing handle of center plate a charge of gunpowder enters 
the candles. After removing powder box a board of @ars 
ia shifted into the funnel plate. Care must now be used 
to see that all gars have slipped through funnel plate 
into candles. Now a board of composition is discharged 
the same way and the whole rammed with about 8 to 
10 blows. This operation is repeated as often as the size 
of candle requires, When last charge of composition has 
been rammed the pin plate of candles is removed, un- 
loaded and refilled with empty cases while another pin 
plate of empty cases has been slipped into its place in 
machine. 


BATTERIES. 


A very effective piece of fireworks (Fig. 26) easily 


made by taking « wood box about two inches longer 
than the candles to be used and filling it with about 
three dozen 8 ball or’ 10 ball roman candles, The space 
above the candles in the box is to be filled with a few 
scraps of match, one piece allowed to hang over the side 
and a piece of cardboard nailed over for a top. 


BOMBETTE FOUNTAINS. 


These are an effective combination of candles and 
floral shells packed in a large box as shown in (Fig. 27). 
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All are lighted at once by scrape of match in the top, 
but the floral shells are matched s0 as to fire alternately, 
‘one at a time as shown, during the burning of the candles. 


Another interesting use for roman candles is in the 
10 called union battery (Fig. 28) which consigted originally 


Figs 


of one battery each of candles containing white, red and 
blue stars. It is however, now used effectively with candles 


BENGOLA BATTERY. 


Fireworks displays are often @tarted with a row of 
vari-colored lights or bengolas set about 25 fect apart in 
front of the set pieces. When these are supported by a 
fan of candles or gerbs a very effective display is pro- 
duced. The bengolas are lighted fir& and when they 
have burned half way, the candles or gerbs are lighted. 
(Fig. 29) 


SKY ROCKETS. 


Next to roman candles, these are perhapa the most 
popular article of the pyrotechnical craft and on good 
authority, seem to have antedated the candle. So much 
has been written about sky rockets that any general 
description would be superfluous. The French, in partic- 
ular. have left a moft detailed hittory, sometimes amusing 
in view of present day conditions, regarding its manu- 
facture. 


Suffice to say that the rocket consis of a tube of 
paper, rammed with suitable composition, its lower end 
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choked to about one third the diameter of ite bore and 
2 hollow center extending upward though the composi- 
tion to about % inch of the top. A dick attached to 
the tube serves to balance it while ascending. Broadly 
the composition of a rocket, that is the portion of it 
which burns while it is ascending, should be seven times 
its diameter, in length. Six sevenths is pierced through 
the center while one seventh is solid and acts as the 
fuse to communicate the fire to the heading when rocket 
reaches the highe&t point of its fight. The tube is made 
of good frong paper. preferably three tums of hardware 
‘on the inside with four or more turns of good @raw- 
board on the outside, but a good rocket case can be 
made of heavy rag or building paper if properly rolled 
with good pate. Choking the case and ramming in mold 
has been pradically discontinued. 


AWAY 


Fig.do 


An average model for a 1 Ib. rocket is given in 
(Fig. 30) with a comesponding set of ramming tools in 
(Fig. 31). The spindle is one half actual size while the 
ramming tools are one third actual size. 


Good rockets should be uniform, all those of one 
caliber ascending to approximately the same height and 
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exploding at about the same time. Particularly is this 
desirable in bouquets or flights of 100 or more fired simul- 
taneously, else a straggling effect is produced. 

. 


mig 
4 Reckat’ Remming Toole. 


er that 3 ox. are rammed singly or 
shown in sketch (Fig. 32) but hy- 


by gang rammer 
draulic rammers are also in use. See Military Pyrotech- 
nice, H. B. Faber, Vol. 2 pp. 39. 


pines: 


pan IS. 


2a2=rteeS= Fig 3h 


The gang rammer is quite efficient and one man can 
get out a large number of rockets in a day with it A 
shows the spindle block; B is the guide board for assist- 
ing to get the ends of cases into funnel piece C. D 
al of rammers while E is the set of scoops 
for a the entire six cases at once. It is easily 
made by. cutting brass shotgun shells in half and solder- 
ing them to brass rod as shown. Details of funnel piece 
and hollow pin rammer used in setting top clay charge 
are shown at F and G respectively. 

1 oz, to 3 ox. rockets are rammed solid on the candle 
machine of otherwise and the hollow center is made by 
driving a Geel spindle into them afterwards. These must 
have their lower ends choked as explained on page 41. 
An efficient way of doing this is to get a mortising 
machine and replace the chisel with the spindle as above. 
A V shaped block is set on table of machine, in such 
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= position that when a rocket is placed on it, it will be 
in jut the right position for the apindle to enter it. A 
Rep on the pedal of mortising machine will force the 
spindle into the rocket and make the necessary hollow 
center. 


To ram rockets from 4 to & oz. singly the case is 
slipped on the spindle illustrated under sky rockets; a scoop 
of clay is shaken in and rammed by about eight good 
Blows of the mallet on the longest rammer. Then a scoop- 
ful of composition is rammed with about eight lighter 
blows. This is repeated until the case is filled to within 
about | inch of the top, shifting rammers as it becomes 
possible to use shorter ones. Now the final charge of 
clay is put in and the hollow pin rammer used. This 
seta the clay while leaving an opening for the fire to 
reach the heading. Care must be taken to see that the 
hollow tube juét pierces the clay. If it does not go 
through, the heading will fail to fire; if it goes through 
too far, heading will fire prematurely or rocket is liable 
to blow through before rising. 


The following are good compositions for rockets of 


Tto3oz, 4t08oz, 1to3lb. 4to Bib. 
Saltpeter 18 16 16 18 
Mixed cos) 10 9 2 12 
Sulphur 3 4 3 3 


Hf rockets burét add more coal; if they ascend too slowly 
add more saltpeter. For the smaller sizes use fine coal; 
for the larger ones use coarser coal in proportion to their 
diameters. 4 Ib. to 8 Ib. rockets use granulated saltpeter. 


All rocketa larger than 3 oz. are provided with « 
cone to contain the heading. These are made as follows: 


SKY ROCKET CONES 


Turn out a cone former on the lathe, of a shape 
somewhat as shown in Fig. 33. Cut some stiff paper 
to the shape of one third of a circle, the radius of which 
for a | Ib, rocket should be 3 inches. Lay it on the 
table before you with the round side toward the right 
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Fig. 53 


Pate the straight edge farthe@ from you and place the 
formes on it with the point toward the left and about 
3° from the point on the paper where the two fraight 
edges meet. Now roll it around the former commencing 
bose unpafted edge. When finished slip off former 
to 


HEADING ROCKETS 
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Prepare a board with holes through it about 1%" in 
diameter and raised from the table about 3* as shown 
in Fig. 34. Place in these holes a number of the cones, 
point down, and fill them about half full of ®ars, gold 
rain etc. Also a little meal powder and charcoal or candle 
composition. Apply gum to the upper edge of a rocket 


and dick it into one of these cones. Raise carefully out 
of the hole and press cone evenly in place. The rocket 
may now be wired to dick and is ready for use. In 
the case of shelf goods the rockets are of course papered 
and maiched before attaching cones. 


SHORT STICK ROCKETS. 


These are the same as long dicks except that a ftick 
only 6 the regular length is used, on the bottom of which 
a wing or tab of cardboard is attached (Fig. 35a). Cut 
@ piece about 3" long, |" wide at one end and \s' 
wide s the other. Smear a little dextrine on one end 


Fig 350. 


of mick, place the tab on it, large end down and drive 
« 2 oz. tack through it in the middle. When dry it is 
ready for use. These rockets are much easier to carry 
about but require more care in firing to get them sarted 
Sraight, 


The one illutrated at right (Fig. 35a) has no mick 
ai all, only four wings, upon the ends of which it redta 
when lighted. 


When the bottoms of brass rammers become worn 
from use, they may be reconditioned by battering them 
until they are again full sized on the. ends. 


There are a great many of so called fancy rockets 
in which the heading is net confined to a simple burt 


PYROTECHNY 


of @ars etc. but is supplemented by many other beauti- 
ful effects, some of which will. be described here while 
the 


ingenuity of the pyrotechnist must be relied on for 


WILLOW TREE ROCKETS. 


These are made by filling a large rocket head with 
pieces of Japanese Star and a weak burdting charge. If 
the bur&ting is too rong many pieces will fail to light. 


Prize Cometic, or Shooting Star Rockets. 
These are prepared by placing 4 or 5 four ounce 
rockets, without @ticks, in the head of 6'lb. rocket be- 
sides a handful of box @ars. A few #1 Mare are also 
Placed in the top of each of the 4 oz. rockets with a 
Pinch of grain powder, and well capped. 


GOLDEN CLOUD ROCKETS. 


For these the rocket head is filled half full each of 
gold rain and aluminum @ars. The weight of the con- 
tenta of a rocket head must be proportioned to the size 
of the rocket. A heading of heavy stare muit be smaller 
than one of lighter mate: 


BOOM ROCKETS. 


Have one or more small] maroons in the head be- 
sides a few Mars. 


ELECTRIC SHOWER ROCKETS. 


Made by filling = small head with electric spreader 
or granite ftars. As these are very heavy only a small 
quantity can be used. 


BOMBSHELL ROCKETS. 


These have a small shell with very short fuse fadt- 
ened to top of rocket, with a few stars in the head of 
the rocket itself, which bun before the shell burits. 


WHISTLING or CALLIOPE ROCKETS. 

The head of this rocket is filled with whistles, made 
as described under that caption. In addition, a few 
colored @are are added. 


LIQUID FIRE ROCKETS. 


These are one of the most beautiful pyrotechnical 
effets known to the art. Take a 3 Ib. rocket and fill 
the space above the clay with. grain powder. Cover this 
with a circular piece of perforated paper secured by a 
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Grip of tissue paper. Roll on a head of about three tums 
of Strong manilla paper, only pasted on the edge, about 
6" long. Now procure some @icke of phosphorus and 
cut them under water with a chisel into pieces about %* 
long. Get some % Ib. tin cans, punch a number of holes 
in the bottoms of them and fill with the piecea of phos- 
phorus, conducting the entire operation under water. When 
ready to fire the rockets remove one of the cans from 
the water, allow to drain for a few seconds, empty con- 
tents into one of the rocket heads tuck in and fire at 
once. Great caution must be observed owing to the dan- 
gerous nature of the phosphorus. 


PARACHUTE ROCKETS. 


To successfully launch a parachute from a shell or 
rocket requires the greatest care and skill, besides patient 
attention to every detail or the light fabric will either fail 
to unfold or be torn or burned in its exit from the tube 
in which it is placed. To begin with procure some very 
light Japanese tissue paper, cut into spuares about 18 
inches each way and rub thoroughly with powdered soap- 
ftone.” Cut four pieces of gout linen twine or shoe- 
makers thread about 18" long. Twit the comers of the 
tissue squares a little and tie a thread to each. Draw 
the other four ends of threads together and tie them in 
a knot. The parachute is now ready to fold. In one 
hand take the knot where the four strings meet and in 
the other take the top of the parachute by the center. 
Draw the hands apart until the paper folds together and 
Jay on the table in front of you. Straighten out the four 
folds, two each way, and fold them again laterally toward 


*Ready made parachutes may now be purchased from @ock. 
the center about five or six times like the bellows of an 
accordeon until the pile is about | inch wide. Now roll 
this up lightly beginning at the small end or tip until 
you come to the ftrings, then wind the four @ringa, also 
lightly, around the bundled parachute until it will just 
about fit the rocket head for which it is intended. 


For making the light ram a short case %° diameter 
and |" long with box mar corfposition. Prime one end 
and op the other with clay. Over clayed end glue a 
cardboard disc slightly smaller than inside diameter of 
rocket head, having first passed a wire through the case 
under the disc so as to form a loop on exposed size as 
shown, (Fig. 35). Pass about 18 inches of stout linen 


Pleess 


Fig 35 


twine through the wire loop and tie the other end to 
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the knot on the parachute where the four strings come 
together. Roll a piece of naked match about 18" long, 
into a bunch and place it in the bottom of the rocket 
Kead for a blowing charge. On top of thie drop the 
primed end of the parachute light and over it place a 
small wad of cotton waste and a little cotton hulls or 
bran. Now slip in the parachute around which the strings 
have been lightly wound. Fill all around parachute with 
bran and secure the top of rocket head very lightly so 
the parachute will be thrown out when discharged, with 
the leat possible effort. 


CHAIN ROCKETS, (Caterpilars). 


If you have succeeded with parachute rockets you 
may now attempt this modification of the above which 
is infinitely more difficult but their great beauty compend 
aates for the trouble required in their preparation. A para- 
chute several times larger than the first described is made 
in submtantially the same manner but preferably octagonal 
with the separate pieces sewed together. Inétead of one 
light, a dozen or 80 of different colored lights are attached 
to it, This is called the chain and to launch it success- 
fully from either rocket or shell is about as difficult a 
proposition as the pyrotechnist is called upon to execute. 


For the lights composing the chain ordinary lances 
may be used. To a 4 lb. rocket take 12. Procure a 
®trong linen twine about 18 feet long. To thie attach 
the lances at intervals of about 1} feet, by taking two 
half hitches around the bottom ends. (lt is best to make 
special lances for this purpose, filling the fir&t % inch at 
the bottoms with clay). When all are fastened, tie one 
end of chain to parachute and at the other begin to wind 
up the slack between the lances. Wind each lance with 
the slack between it and the next one to it, winding as 
smoothly as possible without lapping the twine anywhere. 
As each one is wound lay it againgt the other one before 
it until the 12 are in a round bundle. Then take a few 
tums around the entire bunch on upper end, 20 as to 
hold it together. At the bottom end of bunch take two 
turhs of light cord not more than % inch from the end. 
This is to hold the Jot together until the lights all take 
fire when thie cord bums off and chain unwinds in the 
air. A cardboard wad fitting easily in the rocket head 
and with a hole through ite center is placed on top of 
the primed ends of the bunch of lances and a piece of 
match passed through the hole in same 80 as to touch 
them. This may be fastened in place with a emall tack 
or two. 


Now prepare the rocket head for the reception of the 
chain, as directed for parachute rockets, by placing about 
2 feet of naked match in bottom of head for the blow- 
ing charge. Slip the bunch of lances on top of this with 
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another paper disc, through which line runs, over it, Put 
in a good wad of cotton waste, then the parachute care- 
fully folded as described and pack with bran. Now cap 
the rocket head as lightly as possible and if all directions 
have been carefully followed, the chain will be likely to 
come out successfully. A few tials, however, are gen- 
erally necessary. Sometimes four light sticks are inserted 
in rocket head alongside of the parachute the lower ends 
reting on a fout wad under the bunch of lances and 
the other ends againft top disc over parachute. This is 
to keep parachute from being injured while being expelled 
by blowing charge. 


BOUQUET or FLIGHT of ROCKETS. 


These are made by firing a hundred or more rocketa 
at once from a specially prepared box. Take three boards 
of ¥* lumber, 12" wide and 4 feet long; clamp two of 
them together and with * bit bore 5 rows of holes 
2 inches apart and beginning 2 inches from the sides 


apse mad te bab if ad rept. 


and ends, This will make 100 holes through the boards 
(B). Now make a box, the bottom of which is made of 
one of the boards. with holes through it as shown in 
(Fig. 36), (A). Attach four lege to the box, about 414 
feet long. At 1% feet from the bottom secure the other 
board with the holes in it, (B) so that a rocket passed 
through a hole in the box’ bottom may be @eadied by 
passing through corresponding hole in lower one. Fit the 
third board (C) in the legs also, about 6 inches from the 


one inch above bottom board (A) of box. This is to 
permit the fire to reach all the rockets indtantly when 
fight ie lighted 


Flight rockets used this way need not be matched: 
only primed and a little. loose grain powder thrown on 
bottom, ii of box and a piece of match passed through 
a hole in side to fire it from is all that is required. [f 


PYROTECHNY 


rv) 


a top, covered with canvas, is fitted to flight box, same 
may safely be left in the rain until required. Some pyro- 
techniste make flights by Mringing rockets in a row on 
slats provided with nails to hold them apart but the offect 
in much inferior. - 


ROCKET STAND. 


The best method of firing sky rockets is from a 
wooden trough construdted of two light boards, 4* thick, 


Fig.37 


# wide and 6' long. These are nailed together so as to 
form a gutter and supported by two lege, If the boarde 
and lege are hinged as shown in Fig. 37 the trough 
may be folded and easily carried about. 


TOURBILLIONS. 
(Geysers, Whirlwinds, Table Rockets) 
This is a modification of the aky rocket and ascends 
to a height of about 100 feet, in a spiral manner and 


without » @ick. They are made by ramming « 3 |b. 
rocket case with one of the following mixtures: 


Saltpeter 8 5 
Meal powder 7 12 
Charcoal 2 3 
Sulphur 2 3 
Steel filings 3 


Both ends of the case are stopped tight with clay. 
Four holes are bored in it, 4" diameter. Two are bored 
into the bottom, 3* apart or 14" each way from the center 
and one hole on each side, I" from end and opposite 
to each other as shown in sketch (Fig. 38). A piece of 


curved Mick, as long as the case is nailed to the bottom of 
case, concave side down exadly in the center and at right 
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angles with same. The holes are primed and while #ill wet 
it is matched by tacking a piece of quick match to one of 
the bottom holes, passing it to the nearest end hole; then 
ever the top to the other end hole and finally to the 
other bottom hole. A amall hole is now made in she 
match pipe ‘as it passes over the top of case, jut in the 
center, into. which a short piece of naked match is slip: 
ped for lighting. To fire a teurbillion it should be: laid 
on a wide board or emooth surface fick down and 
lighted with a long portfre. 


Small tourbilliens are sometimes made by boring only 
two holes in the under side of case, at an angle of 45° 
from the perpendicular, but those with four holes, especially 
in the larger sizes are safer and more likely to function. 
They may ‘also be matched by using naked match all 
around and afterwards covering the whole tourbillion with 
tissue paper pasted and pressed closely to same. Large 
toutbilliona are sometimes further beautified by placing « 
few Mare in the ende of the case, outside of the clay, 
boring a amall hole through same and securing over top 
with @rong paper and a wad. A little meal powder is 
put in with the @ars and when the tourbillion reaches 
its height, these are thrown out with fine effea. 


FLYING PIGEONS. 


This amusing .piece of fireworks is easily made in ite 
simples form by securing two rockets with their open- 
inge pointing in opposite directions, to an empty case as 
ehown in Fig. 39 (a). The rear end of one is conneded 
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by a plece of match to the front of the other. A piece 
of thin rope or telegraph wire ie @retched between two 
Potts about 20 feet high and 300 feet apart. One end 
of wire is previously slipped through the empty case form- 
ing the middle of pigeon. On lighting the firdt rocket 
the pigeon will run along the line until the other recket 
lights when it will return to the @arting point 


A mere elaborate form of pigeon (b) ia made by 
procuring a frame as shown. This consis of a vertical 
wheel frame with a heavy slotted hub. A row of 4 
wheel cases are fastened to the rim and four | Ib. rockets 
are secured ta the long slots ub, two pointing each 
way, The pigeon farts with one of the wheel cases, 
the rear end of which is connected to one of the rockets. 
Thies in turn ia matched to the second wheel case and 
that to the next rocket, pointing in the opposite direction, 
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and so on to the last rocket. 


English Cracker or Grasshopper. 


Cut some good 20 Tb. 24" x 36" manilla or kraft paper 
into grips 4" wide and 12" long. If cut with the grain 
of the paper as it should be this will give 18 cuts from 
one sheet. Roll them into short tubes as directed for 


match pipes, getting the opening at one end, somewhat 
larger than that at the other. This may be done by roll- 
ing « V shaped @rrip of paper on one end of rod. When 
@ quantity of these tubes have been rolled close the 
emalle& end by twitting or folding it over, Dry them 
in the shade and put about 12 dozen in « bundle, all 
the open ends one way. Stand the bundle on a large 
sheet of paper with the open ends up and pour FFF 
rifle powder on top of it until all the tubes are full Jolt 
bundle occasionally to be sure none are only partly filled. 
Then draw them out, closing the top end as you did 
the bottom and wrap them alll in a wet towel, setting 
aside in a damp cool place for several hours. A good 
way is to take a long cloth, wet it well, spread the loaded 
Pipes loosely on-it and roll it up so that each pipe will 
touch part of the wet cloth as they should be moistened 
through but not wet before proceeding further. When this 
condition has been reached (on which the whole success 
of the operation depends) run them through a clothes 
wringer or other roller eo that they will be somewhat 
Rattened. The exact amount of flattening can only be 
found by experiment 

Now take a piece of wood, say |* thick and # wide 
by 16° long. Notch out » piece as shown in Fig, 40 
"4" wide and 6 deep and procure a dozen pieces of 
Giff wire # long. Lay the lower ends of a half dozen 
of the damp pipes across the bottom of the notched 


ces 


ois = 


board which has been fattened in an upright position to 
a bench. On top of these and again@ one side of the 
board lay a wire and bend jhe pipes across over it until 
they new point in the opposite direction. Lay another 
wire as before but on oppasite side and repeat the oper- 
ation until the entire length of the pipes have been folded 
up. Then take » bar of wood shaped as shown in sketch 
and, holding one end in each hand press the folded pipes 
down as hard as possible é0 as to have. the tums well 
formed. Now lift out the folded bunch, wires and all, 
Remeve wires, fold bended pipes, one by one in the 
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hand and with linen shoemakers thread secure them by 
wrapping half a dozen turns around the folded pipe and 
finally pass a few tums between the folds. Strip off one 
end so the powder is exposed and prime it with a little 
wet powder or match it; or the end may be twisted up 
with touch paper, made by coating unglazed. paper with 
a solution of saltpeter, before folding. When dry crackers 
are fished. 


In this country a cruder form of cracker is made by 
taking suitable lengths of covered match, damping and 
folding it like the crackers described, tying and leaving 
a short piece of match protruding for lighting it 


PIN WHEELS. 


© 


Tig 


For making these proceed jum ae described for English 
Crackers except using the following composition inftead 
of gunpowder for loading them: 


Meal powder 10 8 2 
Fine grain powder 8 5 8 
Aluminum 3 
Saltpeter 4 4 16 1 
Steel filinge 6 6 

Sulphur 4 1 3 1 
Charcoal 3 1 8 


When they are dampened and rolled out punch out 
@ lot of round pieces of #60 @rawboard, with a hole 
through their center. Then get a piece of brass, the same 
size as the cardboard centers and agen it to the work 
table. Lay one of the centers on thie brass plate and 
taking a filled pinwheel tube press the smallest fat end 
ageing ite edge and twitting it around dise with the 
right hand while left hand feeds the tube as it is being 
waund on, continue until all the tube is rolled around 
the center. The brase plate should be half as thick as 
the finished pin wheel so the cardboard center will be 
held jut about in the middle of the pinwheel while it 
is being twifted. 

Now have some boards prepared with aripe of wood 
4" equare, nailed on them, the same diftance apart as 
the width of a pinwheel when it is lying down. When 
the wet pinwheel ia twifted up ae above, lift it of the 
brass plate and set it between two of these @rips on the 
board so as to keep it from untwifting and with a brush 
put a drop of glue across the pipes and onto the center 
disc, at four equidiftant points. When they have dried 
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they may be removed from the boards and are ready 
for use. (Fig. 41). 
SERPENTS or NIGGER CHASERS. 
Squibs) 

These are light rong cases, 3* to 5* long, crimped 
at one end and charged with a sharp composition, rong 
enough to cause them to mun around on the ground or 
in the air while burning. They may be made from-¥140 
@rawboard, heavy manilla or rag paper and crimped 
while aill wet. (Fig. 42). 


They may be rammed singly with rod and funnel or 
in batches of 72 at a time with the hand combination 
rammer, q. v. Alternate compositions are: 


Meal powder 3 3 
Seltpeter 2 5 
Sulphur 1 1 
Mixed coal 1% x 
FFF grain powder 4 3 
SAUCISSONS. 


‘These are very similar to serpents but somewhat larger 
and always end with « report The usual length is 3}s* 
with a diameter of %' to 14, rolled and crimped like 
serpents though with « heavier case. 


Ram with, Meal powder 4 
Seltpeter 2 
Fine coal % 
Sulphur 1 


For exhibitions, about three dozen of these are put 
im a paper bag with three onces of blowing charge com- 
half meal powder and half grain powder. A 

yard long, bared for an inch or two 

ie @uck into the mouth of the beg and tightly secured 
with a @ring. When ready for use it is loaded into a 


fae 


For @ock work a paper mortar is made by rolling 
siz or eight thicknesses of heavy @rawboard |2' wide 
around a former 2" diameter. A wooden bottom is fitted 
and a mine bag made as described under MINES. The 
saucissons are placed in same with blowing charge, around 
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= 10 ball roman candle from which the bottom clay has 
been omitted. This is placed in the paper mortar with 
a daub of glue on bottom of bag. A top is fitted as 
for mines and when papered and friped, is ready for 


the market. 
MINES. 

‘These are emall paper guns from |" to 3* in diameter 
in the bottoms of which are placed small bags of Mare 
powder etc. which are fired by a mine fuse or roman 
candle in which the charge of clay has been omitted 
and replaced by one of candle composition. The bottoms 
are turned out of wood. The tubes are made by tightly 
rolling six to twelve thicknesses of @rawboard, sround a 
suitable former. Following are approximate sizes: 


NUMBER naont DiAwETEA NUMBER OF STRAWEOARD 
i} * i“ 1 sheet #140 
2 ant 1% 1" #120 
3 Sut 2 1“ #100 
4 7 2x 2 “ #100 
5 8K" 2K 3“ #100 
6 10 2% 4 “ #100 


No. | mines take a | ball mine fuse; No. 2 mines a 
2 ball fuse fuse ete, 

The mine bage are made by boring a number of 
holes into a thick board; (for +! mines, 1%* diameter 
and 14" deep). Then make a punch with rounded edges; 
(for #1} mines, |" diameter) and over this press a piece 
of Mout paper (about 4* square) closely around end of 
punch and shove it into one of the holes in the ‘board; 
semove punch; insert a mine fuse and around it put a 
half once of @ars and a teaspoonful of blowing charge. 
Squeeze loose ends of bag around fuse and secure with 
& piece of @ring or wire. Now daub the bottom of bag 
with 4 little dextrine or glue and insert it in one of the 
Paper guns into which a bottom has been previously 
glued. A top is now necessary. This is made by adjus- 
ing an ordinary washer cutter to the requisite size so as 
to cut a piece of @rawboard with the outside diameter 
of the gun and center hole of the size of the mine fuse 
‘When this is clipped into place over the fuse it is secured 
by a square piece of paper, an inch or two larger than 
the top of mine and with a hole punched in the mid- 
dle with » wad cutter, to fit over mine fuse. Pate and 
press closely about the top of mine and when dry same 
is ready for use. For stock work they must, of course, 
be papered and @riped, packed and labeled. Mines of 
saucissons are made by substituting saucissons for the 
@ars. (Fig. 44). 


Fig. 4. 
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DEVIL. AMONG THE TAILORS. 


These are made by taking a large short mine case 
and filling the bag with tailed sara, serpents and English 


fess 


exackers. Besides the central candle for firing it, four more 
candles, one at each corner on the outside of gun are 
famtened and connected so as to burn at same time. 
(Fig. 45). 


ANGLO JAPANESE MINES. 


‘These consi of a #6 mine case containing a bag 
filled with colored @ars and Japanese or Willow Tree 
Mare, Elecric Spreader tars with crackers also make « 
handsome mine. The varicus effects are almo® unlimited 
and the genius of the artificer will sugge® other combi- 
nations 


Fountains, Flower Pots and Gerbs. 


These are all modifications of the aame principle which 
is a paper tube or case varying from \' diameter to 2! 
diameter rammed solid with ane of the compositions to 
be given later. 
FOUNTAINS. 


Are usually from I* to 1%" diameter and 12" long 
with » wooden point in the lower end so they can be duck 
in the ground for firing. A quarter ounce of rifle powder 
is sometimes placed after the last charge of composition 
and before the clay, both in fountains and gerbs so as 
to have them finish with a report or “bounce”. 


FOUNTAINS. There is however, some danger in ramming 
Sars containizig chlorate of potash with compositions con- 
taining free sulphur and thie may be avoided by using 
compositions free from chlorate, such as granite @ars, 
copper borings etc. or perchlorate compounds. 


Cascade cases are used for water falls and such 
designs where the fire ie required to fall considerable 
diftances to the ground, They are usually from 1" to 
2° diameter and 12" long. Where this piece is to be 
often repeated as at Faire, iron tubes 2" inside diameter 


FOCR MAN*S JAMES BOND Vol. 1 


tw 


are sometimes used as these are stronger and can be 
cleaned with kerosene after using for repetition. Where 
Niagara Falls is shown this form of case ia in general 
use as it eaves the rolling of 200 to 300 large cases for 
each display. 


FLOWER POTS. 
Ca; 


Small cases, choked, 4", ¥* and i" diameter and from 
5* to 10" long with a wooden handle in end provide a 
pretty piece of fireworke for use by ladies and children. 
When properly made they are perfectly safe to fire from 
the hand but this fact should be assured by fit Gring 
e few by @icking them im the ground, to see that the 
charge is not sufficiently @rong to bur® the case. The 
lampblack in these produces a peculiar effect not entirely 
underftood, 

It might be well to mantion that when ramming gerbe 
etc. it in advisable to begin with one charge of @arting 
fire especially where the composition contains steel, as 
they not only sometimes miss fire but there is alsa the 
likelihood of @riking fire by samming deel filings againg 


a metal nipple. 
GERBS. 

These are used for all set pieces where brilliant effects 
or jeta of fire are desired. They should be about %* 
diameter and % long. When @eel filings are used the 
eel should be fir& protected q. v. as the saltpeter cor- 
rodes the filings which affects their brilliancy. They are 


; EE) 


ri 
& 

rammed like rockets but on a short nipple without central 

spindle, Use the following formula. 


STARTING FIRE FOR GERBS 


i 


FOUNTAIN! 
Meal powder 
Granulated saltpeter 
Sulphur 
Coarse charcoal 
FF rifle powder 


--w4 GH --—-Knoe 
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FLOWER POTS. 


Saltpeter 10 
Sulphur 6 
Lampblack 3 
FFF rifle powder 6 
CASCADES. 
1M" case 2? case 
Granulated saltpeter 18 16 
Mixed charcoal 4 4 
Sulphur 3 3 
Iron borings 6 ? 


WASP LIGHT. 


This contrivance a very effective and safe method of 
de@troying the nest of wasps, hornets etc. The eketch 
illudtrates the method of using same and the following 
composition is satisfactory. 


Saltpeter 9 
Solphur 1% 
Charcoal 5 


Where it is not practical to attach the light as shown, 
a long pole may be used. Tied to the end of « fishing 
rod and brought in contact with a nest it will destroy 
it without danger to the operator as the burning com- 
Position completely demornlizes the insects who make no 
effort to ming. 

The case should be about %' diameter and 5* long 
rammed on « nipple like a gerb. (Fig. 49). 


REVOLVING PIECES. 
Triangles. 

‘These are made in two forms, (Fig. 50) (a) consia- 
ing of a small six sided block with concaved groves on 
three of ite edges’ into which small choked cases are 
fastened, either by glue, wire or nailed: and (b) consia- 
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ing of @ triangular block on each side of which a serpent 
is fattened. The serpents must be rammed full and primed 


bi 


ial || 


at both ends, except the la@ one. A piece of paper is 
patted over the joints where the two ends meet, of second 
and third cases and firft one is matched with » small 
piece of match for lighting. The blocks have a hole 
through their center for the nail on which they revolve. 


In making the larger triangles (s) take 3 small choked 
cases }4" diameter. Ram two of them with triangle com- 
position ta within %* of the end; then @op ends with 
of same composition moistened with dextrine water 
ram tight with solid rammer. The third case should be 


and secure the joints with padted tissue paper. 


VERTICAL WHEELS. 


Made by fastening 4 to 6 driving cases to a wooden 
wheel made for this purpose. The casee are usually" 
to %" im inside diameter, either choked or rammed on a 


Vertical Wheel. 
Fig. 51. 


where it touches the rim of wheel -will 
securely than wire alone. The wood w 
may be obtained in North Weare, N. 


SAXONS. 
Ee 


Saxon Fig 52. 


hold it more 
for these 
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Ram two cases ii" to %! inside diameter with a @rong 
composition, closing both ends with clay and gluing them 
to a block as shown. Holes are bored 4" diameter and 
ju@t through case, as near to clayed ends as possible 
and at right angles with the nail hole in center of block 
‘on will revolve. These holes mug, of course 
ides. A piece of match is fitted into one 
these holes and secured with paged paper while an- 
into bottom of case but on side 
that of fir@ hole. From this hole a pisce of 
to hole in second case; fastened with a 
eccured with paged @rip. (Fig. 52) 


attached to wheels and saxons greatly 
uty, by ramming light cases 3%? dia- 
2* long, with torch composition, They are 
as shown and usually matched to 
on larger vertical wheels the 
various drivers is varied so as to 
ir effec a burning proceeds. The first case 
with plain driving composition; the second 
filings added; the third with granite ftars etc. 
Triangle Composition 
Saltpeter 18 12 
Sulphi 


QTE 
3 
F Te 
E 


tack and well 


position 


with Reel 


Saltpeter 
Mixed charcoal 


STARS. 


This subje& covers probably the mom comprehensive 
division of the art of fireworks making. Besides the end- 
less variety of colors, effects etc. we have the cut Sar, 
box far, pumped @ar, candle sar etc. Nearly all stare 
are made by dampening the composition with water (if 
composition contains dextrine) or alcohol {if it contains 
shellac) and pressing the caked mass into little cubes, 
cylinders etc. by the various devices to be described. 


CUT STARS. 
‘These are the simpleé form of Mars in use. Secure 


g 

z 
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some oak wood étrips I* wide and %* thick, dressed, 
and from these make a frame about 12° wide, 18" long 
and %* high inside measurements, when lying down. The 
comer should be secured by halved joints, glued and 
fastened with small wire naila, clinched. Also provide a 
rolling pin about 2* diameter and 15* long. Now take 
any one of the formulas given for cut or pumped fare 
and moiften it rather more than for use with pump. ‘The 
momt convienent way to moisten any, composition is to 
have a large dish pan or small wooden tub into which 
the composition is put while water is added little by little, 
working it in by rubbing the dampened portions between 
the hands until it is evenly moiftened and a handful, 
firmly squeezed retains its shape. 


Lay a piece of iff cardboard on a marble slab, dutt 
it with dry composition and lay on it the above men- 
tioned wood frame. Fill frame heapingly with the damp- 
ened compo: and pi it down firmly with the roll- 
ing pin, leveling it off with a sliding motion eo it is 
flush with the top of frame. Now, with a ruler and = 
table knife score the composition in each direction at a dis- 
tance of 34" apart, so as to cut it into cubes. This is facili- 
tated if the frame has been previously marked at 3" intervals. 
Make @ cut around the inside edge of the frame so as 
to loosen the stare and carefully remove it. The batch 
may now be placed in the sun to dry. When throroughly 
dry the cubes may be broken apart for use. 


On account of the ease with which these Rare ignite, 
owing to their sharp corners, they are particularly adapted 
to rockets, small shells etc. where smooth @ars are liable 
to mise fice. If larger sized @tare are desired a frame of 
44" material or thicker may be used. 

JAPANESE STARS. 

This beautiful effect is made somewhat similar to the 
above. The great difference between the bulky lamp- 
black and the compact potash makes it quite difficult to 
mix them thoroughly and this ia particularly necessary 
to, obtain good results. Furthermore it is hard to get 
lampblack to take up water. It ie therefore necessary 
firs to moigen it with alcohol when it will take the water 


more - The method which I have followed with 
be@ success ie as follows; 
#1 #2 
Lampblack 32 ozs, = 6 ons. 
Potassium chlorate 8 * 4” 
Saltpeter '* 
Water 18“ 9° 
Aleoh 4¢ 2° 
Dextrine * 
Gum anbic K%” 


Mix the dextrine and saltpeter (formula 1) well together 
and add eufficient water to make a gummy liquid. Boil 
the balance of the water and add the chlorate of potassium 
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to it. Put the lampblack in a large pan and pour the 
alcohol over it working it in as well as possible. Now 
add the chlorate of potassium disolved in the hot wate: 
and @ir with a @ick until cool enough for the hands. 
Lagly add the dextrine and saltpeter. Remember that 
you cannot mix it too well and the effet will be in 
Proportion to the evenness with which this haa been done. 


Take some pieces of light canvas or ticking about 
18 square and put one or two handefull of composition 
onto it, spread it about an inch thick in center of cloth, 
folding same over it, and place under a frong press of 
some kind. Fold up another cloth of composition in a 
similar manner and place on top of fri. Repeat until 
4 or 5 clothe are under press and screw up as tightly 
as possible and until surplus water runs out freely. Open 


get the beet results and it is sometimes necessary to pack 
a jar or crucible with it and heat in a bright Gre until 
all volatile impurities are expelled You will then have 
one of the mog beautiful effects of the entire fireworks 


In recipe #2 the potase and lampblack are sifted 
times; add alcohol; then water in which 
gum has been disolved and proceed as in recipe #1) 


BOX STARS. 
Bom sy 


second, they are less liable to go blind and furthermore 
they will @and more blowing from e shell than any other 
form of @ar, (Fig. 54). 


Make some light cases of about four thicknesses of 
Mout manilla paper & to 12" long on a i" former. Cut 
with a scissors into %* lengthe. Cut some thin match in- 
to lengths of an inch or a litle over. Pass « piece of 
match through one of the little pieces of case or “pill 
box", bend the ends slighty around the edges as shown 
in illu@ration and dip it into @ pan af composition pre- 
viously dampened as described before. Then with the 
firm and second fingers of the right hand press the cam- 
position into it as Grmly as possible until it will hold 
no more. Dry in the sun for two or three days. 


PUMPED STARS. 


Figs 
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with 
which they can be made, being even more quickly made 
than cut @are where the proper appliances hand. 
Where only a few are required, a hand pump (Fig. 53) 
will do very good work. All that is necessary is 
draw up the plunger, presa the pump into damp 
position until filled and by pressing the plunger while 
holding the tube, a Mar is ejected. When they are required 


are about as follows: 


#1 #2 #3 4 
4° diam, 5{16" diam 3° diam. 7N6" diam. 
#* long 7116" long H* long SING long 


Consequently the plate for making a #1 @ar mu@ be 
3" thick and have holes }" diameter (a). The others, 
in same proportion, The plungers on plunger plate {e) 
mut be somewhat smaller in diameter and slightly longer 


Star plate aooombly fig.85. 


in 
as well as tha sides of the tray on top should be 
20 a2 to hold the Mar plate while i 
In order to make @ars with a 
batch of composition in a dish pan with water as 
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tofore described, and empty same on a rather high work 
table previously covered with a square yard of rubber 
cloth. Press the plate (a) into same until the composition 
omes up through the holes. Then with the scraper knife 
(&) work more composition down into the holes until 
they appear full, Scrape off all surplus composition and 
remove to the iron bed plate (c) putting down the side 
previously up and press more composition in with the 
scraper. When all the holes are well filled scrape of 
surplus thoroughly, place in rabbet of tray and with plunger 
plate pump out the étars. Care mut be taken to have 
right side of the plate up when pumping or plungers 
will not fit holes. If the plate begins to work badly on 
account of the composition drying on plungers same must 
be washed before using again. The proper dampness for 
composition cam only be ascertained by practice. If too 
dry @are will crumble. If too wet they will not ignite 
freely. The holes in the star plate as well as the plungere 
may be much closer together than shown in cut 


Formulas for Cut, Pumped or Candle Stars. 
WHITE STARS. 


54 
Is 
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3 
5 


POOR MAN'S 


Barium chlorate 12 
Potassium chlorate 8 
Calomel 6 
Shellac 2 
Pictic acid 2 
Lampblack 1% 
Dentrine 4 
RED 
(for hand pump; not suitable for Shells). 
Nitrate @rontia 8 
Chlorate potassium 4 
Picric acid 1% 
Shellac 1% 
Fine charcoal 1 
Deatrine % 


Strontium carbonate 


Exhibition Blue Stars, pumped. 


Potassium chlorate 48 
Calome! 18 
Black oxide copper ‘ 
Dextrine Ld 
Paris green 

Stearine 
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1 


16 


10 


Ld 
x 


K% 
3 


18 
6 


war 


*moigen with shellac solution 


Silver Comet Star 


Meal powder 
Antimony Sulphide 
Aluminum, fine 
Aluminum, fitter 
Dexcrin 


Gold Comet Sear 


‘Meal powder 16 
Aluminum, fine mm” 
Aluminum, Glitter 

Sugar of milk wu 
Antimony 

Sodium oxalate 

Dextrin 


16 
12 


foe 


rary 
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Paris green 25 
Potassium chlorate 10 50 
Potassium perchlorate 24 
Copper Sulphate 3 

Copper ammonium chloride 6 
Shellac 2 


Dextrine K 5 
Calomel 2 


In fir recipe, mix theroughly the copper sulphate, 
shellac, calomel and dextrine; then add chlorate potash, 
Previously sifted alone. This sar is only suitable where 
it ie to be used within a few weeks. In second formula 
rub up the searine with the copper ammonium chloride 
in @ mortar before nding, other ingredients. 


LAMPBLACK STAR. 


POOR MAN*S JAMES BOND Vol. 1 
Meal powder 7 
Lampblack 3 
Black antimony 1 
Dextrine K 


Moiéten with water, press into cakes, dry for one week 
and break into pieces about %* square. 


SILVER SHOWER. 


Saltpeter 50 16 
Sulphur 5 6 
Red arsenic 5 

Charcoal 10 % 
Dextrine a 

Black antimony 6 
Lampblack 1 


Moigten with water. 


r 

g 

Hy 

x 
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Lampblack 3 
Black antimony 1 


STEEL STARS. 


Potassium chlorate 8 
Lampblack 12 
Stearine % 
Saltpeter ' 


Moigten with alcohol and shellac. Pump with hand pump 


ELECTRIC SPREADER STARS. 


The effect of these stars is quite suprising. A small 
pellet, no larger than a pea will spatter over an area of 
15 feet when lighted. To make good electric spreader 
@ars requires considerable care and judgement as damp- 
ening too much or too little greatly reduces their effec 
ivences, 

Zine dus 36 
Potassium chlorate 1% 
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Granulated coal 6 
Potassium bichromate 6 


Dextrine 1 
Mix thoroughly all but the charcoal and dampen until 
quite wet. Then add coal and mix again and pump with 


hand pump. Coal muit be all coarse from which the 
fine has been sifted. 


GRANITE STARS. 


Saltpeter 14 
Zinc dust #0 
Fine charcoal 7 
Sulphur 24% 
Dextrine ! 


For shells and rockets, this makes a very good sub- 
Mitute for eledric spreader @ars while being cheaper 
and safer to handle. It is moigened until quite wet, 
Pressed into cakes %' thick, cut into squares 4" each 
‘way, thoroughly dried and broken apart, 


GOLD & SILVER RAIN. (cut stars) 


Meal powder 16 4 
Saltpeter 10 ’ 1 
Sulphur 10 ' 

Fine charcoal 4 1 2 
Lampblack 2 

Red arsenic 1 

Shellac 1 

Dextrine 1 

Lead nitrate 3 


Moidten with water and cut into squares %* each way. 
ALUMINUM STARS. (box-stars only) 


Potassium chlorate 8 
Potassium perchlorate 8 
Aluminum powd. medium 4 4 
i) 
Lycopodium 1 


Moigen with shellac solution and form into box @are 
4 long, %* diameter. 
MAGNESIUM STARS. 
Saltpeter 5 
Magnesium powder 2 
Moiden with linseed oil. Owing to its high com and 
ungtability magnesium has been almoft entirely replaced 
by aluminum. 
COMETS. 
‘These are large fare about 1%" diameter fired from 
small mortars of paper. In their simplest form they are 
just large pumped Stare. If the gun is 10 long a piece 
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of quickmatch 16 long is bared at one end about I* 
and at the other 5". Lay it along side the 
eo the |" bared end can be bent over 
pate  @rip of paper 4 wide and 10 long Eien 
this around the @ar.over the match with the same 

projeding on each side. When dry gather a eee ‘upper 
extension around the match with a string and into the 
lower projection or bag put a half teaspoonful of coarse 
grain powder and secure with a @tring also. Now drop 
this in the gun and it is ready for use. Handsome effeas 
are obtained by making half of the éar of red star 
composition and the other half of streamer composition. 


A more ambitious form of comet is illudtrated in 
Fig. 56. This is rammed into a case as shown, while 
the upper half, separated from the lower portion by a 
diaphragm of clay with small connecting orifice, is filled 
with small Mars and blowing charge. At the end of its 
fight the gars are discharged with fine effect 


Comet 


AEROLITES. 


These are made by placing a comet sar at the 
bottom of a short gun with blowing charge but no match. 
Over the star is placed 2" of candle composition and 
over this |" of bengal fire. 


COMET STAR COMPOSITION. 


Saltpeter 6 
Meal powder 6 3 
Sulphur 1 
Fine charcoal 3 I 
Powdered antimony 3 1 
Lampblack 2 
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LANCE WORK. 


This ia = division of pyrotechny which consiits of 
reproducing with colored lights various designs, portraits, 
lettering ete. after the design is sketched on the Aoor as 
described under “Designing”. 


A number of frames are made, 5' wide and 10 long, 
of light lumber %" x 2" for the outside @ripe and K' x 
\* for the center ones, spaced | foot apart each way 
with a brace im the two comers as shown in (Fig. 57). 
These are laid over the design on the floor and secured 
0 they do not shift until completed and the picture etc. 
tansfered to the frames with bamboo for the curves 
and light @rips of wood for the fraight lines a and b 
Fig, 58, 


When this has been completed frames should be 
numbered, begining at left hand upper comer of fire 
frame and numbering each consecutively to assift in get- 
ting them in their proper places when erecting to be 
bumed. 


Fle. 58 


The frames are now ready for attaching the lances. 
‘This ia done by driving a 1%" wire nail to a depth of 
half an inch, (b) at intervals of 2%" in curves and 3 to 
# on @raight lined all over the design. Be sure to sce 
that there is always a nail at every point where two 
lines intersea. Now with a nipper cut off the heads of 
the nails, holding the nipper at an angle with the nail 
so that the place where the head has been cut off will 
have a sharp point ingtead of being cut off square across. 
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The frames are now ready for the lances. When it 
has been decided what colors are to be used for the 
various parts of the design, take a handful of lances of 
the desired color and dip their bottoms into glue to a 
depth of about 4* and press one onto each of the naile 
until they are attached firmly to the cane or @icks form. 
ing design, (c) (Fig. 58). 


When glue has hardened frame is ready for match- 
ing. Take a length of quickmatch and, begining at the 
upper'end of frame pin it from one lance to another 
until entire frame is covered, following the outline of 
design as much as possible, (f) (Fig. 58). When the end 
of a length of match is reached splice another to it by 
baring about 3* of the new length and slipping this bare 
end into the pipe of the preceeding length; securing by 
tying and paging joint. 


Leave an end of match about 2' long projecting from 
the lowes right hand comer of each frame so it can be 
conneéted to the one next to it when erecting. Also on 


n ‘Mack 
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figs? 


‘one of the bottom frames leave a leader 10 to 20 feet 
Jong, of match, to light piece by when it has been erected. 
Now with a three comered awl make a hole \* deep 
through the match pipe and into the priming of each of 
the lances on the frame, (d) (Fig. 58). Then take @rips 
of tissue paper 1s" wide and 3* long; paste a number of 
them onto a light board and working along from lance 
to lance secure the match to top as shown at Fig. 58. 
Sometimes where it is desired to rush a job to be bumed 
same day at point where it is made, the lances are 
secured by simply bending a pasted @rip an inch wide 
over top of lance as shown at a, b, Fig. 59. 


The completed frames may now be czated into lots 
of four, with 14" x 4 @rips arranged to hold them apart, 
for convienence in transportation. 


LANCES. 
These are small paper tubes from "to i" diameter 
2* to 3° long filled with composition burning different 
colors with a duration of one minute and used for produc- 
ing the different designs used in fireworks exhibitions, 
such as portraits, mottoes etc. The cases are rolled and 
rammed with funnel and rod, as previausly described. 


Some lance compositions are so light as to be diffi- 
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cult to ram. These should be slightly dampened fra. 
Blue lances made with paris green and white ones using 
realgar are frequently used without priming as they ignite 
very easily. 


A good lance should burn clear for one minute, 
without flaring or clogging up. All colors should bum 
of about the same duration. If a lance bums to one side 
it is often because the composition is not well mixed 
cor because there is more paper on one side than on the 
other. They should have about three tums of paper all 
around. 


LANCE COMPOSITIONS. 


Red Lances. 


Potassium chlorate 16 
Strontium nitrate 3 
Strontium carbonate 3 
Shellac 3 2 
Lampblack % x 


Green Lances. 
Potassium chlorate 7 16 
Barium nitrate 
Barium chlorate 


Nowe 


> 
ne 
N@ 


Potassium chlorate 
Potassium perchlorate 
Paris green 5 

“Copper sulphate 6 

Copper ammonium sulphate 3 
Copper ammonium chloride 6 


Asphaltum 1 
“See directions under box stare for using this. 


Yellow Lances. 
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Potassium chlorate 
Sodium exalate 
Shellac 

Charcoal 

Barium nitrate 


—Na 


4 
2 
1 


For amber and purple lances the recipes given under 
TORCHES may be used to advantage. 


BOMBSHELLS. 


These represent the highest developement of the 
pyrotechnical art and require great patience and skill for 
their successful produaion. The mo wonderful effects 
are produced by the Japanese while the finett color effects 
are made by the Europeans and Americans. Shells aro 
made in several forms though round is the mo@ popular. 
Cylindrical or canister shells however contain more Rare 
ete. and in the more complicated effects it is sometimes 
necessary to attach a canifter to the round shell to con- 
tain the parachute etc. (Fig. 64). 


Shells are all fired from mortars, the smaller ones 
made of paper, up to about 3° diameter and the larger 
ones of wood, copper and iron. The smallest shells with 
which we hava to deal are the 


FLORAL SHELLS. 


#2 
Diameter —2-5/16" 2-7/16" BS iT 
Height ¥ Ww 13 


The shells are made of hollow wooden balla which 
can bo tumed out by any wood tumer. They are made 
in halves, usually with a rabbet to insuro a close &t 
Through one half, drill » hole ju@ the sie to snugly 
ft a piece of ordinary blasting fuse, 154" long. Glue the 
fuse on the inside as well as on the outside of the 
shell case. Now fill each half with mare to which add 
& teaspoonful of shell blowing powder, glue the edges 
of each half, clap them together and when dry pede a 
frip of paper around where the two halves join. Prime 
the ends of the fuse which should project through the 
shell about }i*, bend a piece of naked match, about 6° 


sme||; 
Dred Bonbshall. 


long. around the shell so that the middle of it 
over the fuse, tacking the ends to other half of 
so that they will @ick over about 2". Set it now on 
floral shell bottom as shown at Fig. 60 into which has 
been previously put an even teaspoonful (for the #1, 
larger sizes in proportion) of F grain powder, and secure 
with a tip of pasted paper. When dry, slip over the 


#1 #3 


ig 60 
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paper mortar, having previously well glued the bottom. 
Measure diftance from top of mortar to top of shell in- 
side and mark same on outside. Punch hole through 
same at this point ft on a top and secure. Now take 
@ roman candle a little longer than the mortar, punch a 
hole in its side near the bottom Mar; Gt in a short piece 
of piped match bare the other end; slip inw hole in 
mortar, fagten candle to side with wire and floral shell 
ia completed. 
METEORIC SHELLS. 


These are made somewhat differently; % Ib. to 4 Ib 
tin cane being submituted for wood shells. They are filled 
with Mara, colored and Japanese and burfting powder in 
the same manner as described above. A hole is punched 
through lid into which fuse is glued A @rip of paper 
about 3* wider than the length of can and long enough 
to roll around it six times is patted all over, the Alled 
ean placed on it and rolled up semething like » case 
is rolled. The 14" projecting over cach end is now care- 
fully pressed around the fuse on one side and the can 
bottom at the other. The shell is allowed to dry for » 


laid again@ its side, extending |" beyond fuse at bottom 
of shell. A nosing 3* wide which secures the match in 
place is attached to shell and this when dry serves to 
contain the driving charge of a level teaspoonful of grain 
powder, after which it is gathered together and tied with 
twine. A dab of glue on bottom of bag suffices to hold 
it in bottom of mortar and it is ready for use. (Fig. 61). 


= iN 


Fig. 61 
EXHIBITION BOMB SHELLS. 


‘The principal sizes of shells used for this purpose are 
#, @ and 10 diameter. For round shells, after the cases 
have been made as described under “CASES” the upper 
halves are bored for the fuses. This may be done with 
@ carpenters brace bit %", boring from the inside. Fit the 
two halves accurately together; bind with a érip of glued 
cloth and over this two or three layers of paper drips 
laid on longitudinally; each trip overlapping the one be- 
If each layer is made of a differ- 
a better finish will be obtained. 
cases have been thoroughly dried fill them 
desired @ars through the fuse hole. When 
hold mo more add blowing charge. The fuse 
be accurately fitted by cutting around it with 
from the top and peeling off a layer or two 
it will jus enter the hole which has been 
shell for it Glue lower portion well 
place until shoulder re equarely against 
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Attach a cloth nosing to fuse; bare I" at the end of 
‘@ length of match and attach to bottom of shell by a 
#1 tack; lead match up to fuse bend at right angles to 
permit of entry into nosing; cut the piping at point of 
entry and secure with ftrong cord. The remaining match 
aleo serves for lowering shell into mortar, up to 6" sizes. 
Larger shells mut have a heavy cord passed around 
them for thie purpose. 

The necessary driving charge having been placed in 
| paper cone this is attached to bottom of shell when 
eame is completed. 


EDs 


‘The making of canitter shells is so similar that their 
conftrudion can be readily underftood from the sketches 
(Fig. 62). The heads and bottoms are made of %* wood. 


Another method of matching shells.is to @art at the 
fuse by baring « half inch at the end of a match pipe 
and pushing this into nosing. Bend match at right angles 
4%" above nosing and pass under and entirely around 
shell, coming back again to nosing. Bend once more at 
right anglea and insert bend alongside of where start was 
made firf cutting through match pipe at ‘point of inser- 
tion. Gather nosing closely around match and tie tightly 
as possible. This method gives a somewhat better support 
to shell when lowering it into mortar. Where the match 
crosses bottom of shell and enters driving charge be sure 
to cut piping away for about half an inch, (Fig. 63). 


riety: : 

Two and three break shells are made by lightly faa- 
ening together the desired number of short canifter shells 
with fuses not over %* long between them. The firs 
shell has regular length fuse. The details can be better 


underRtood from drawings than from » description. See 
Fig. 65, 


PARACHUTE BEARING SHELLS are also shown 
in detail, Fig. 64. 


SHELL FUSES. 


These are bes made of hardware paper. Take a 
tod 3" diameter (for a 6" shell) and a sheet of paper 6? 
wide, Paste it with thick pate all over one side and 
at once roll it up as tightly as possible until it has an 
outside diameter of %'. The length of sheet required is 
dependent on the thickness of the paper. When a number 
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Frachute Shell. Fig, 64 


of these cases are rolled they must be dried in the shade 
until they are as hard as wood and rattle when struck 
together. 


3 Break Shell. Fig.65. 


Take = rammer 7/16 diameter a light mallet and 
some fuse composition made as follows 


Meal powder 4 
Saltpeter 2 
Sulphur 1 


‘Sift and mix three times. Rei a fuse case on a firm 
+ scoop in a little composition and tap it about ten 
light blows, Add more composition and ram im, repeat. 
ing until fuse is filled. The composition in fuse mut 
be as hard as possible when finished, otherwise it will 
‘blow through when used in a shell. The fuse may now 
be cut into the required lengths with a fine toothed hack 
saw. (Fig. 66). 


Length of fuses. Inside diameter of fuses. 
4 shell 1K" # shell 5/16" 
6 shell Lx" & shell i" 
10" shell 147 10* shell 7/16 


In some cases a hole 


from same is thrown into 


Grain powder 1 
Meal powder I 
Saltpeter 3 
Charcoal 4 
Sulphur 1 


The burfting and driving charge for shells is as 
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follows: 
Burdiing Charge. Driving Charge. 
# shell 1% oF. 4 shell 1% oF. 
@ shell 5 oz. 6 shell 354.02. 
10" shell 16 ox. 10° shell 14 oz. 


The driving charge should be coarse grain powder; 
cannon powder is best. An endless variety can be pro- 
duced with shella some of which follow while the inge- 
auity of the pyrotechnist will suggest others as he pro- 
greases. 


Repeating shelle 
Maroon or Salute shells 
Day shells. 


"The Conch Shell consis of a 10 diameter shell 
packed with three ball roman candles made specially 
for thie purpose. The cases of the candles are made of 
very @irong paper so that they can be thin and no empty 
portion is left at top and bottom. In addition to the 
little roman sanalen colored @are are added. This makes 


a very effective shell 
SHELL CONES. 


(for holding driving charge) 


These are made by cutting out a round piece of 
good Kralt paper six to twelve inches diameter accord- 
ing to size of shell for which cone is intended With a 
scissors make a cut from the edge to the center and 
twidt it around so as to make a bag or cone of two 
thicknesses. paéting the edges where they meet Put the 
driving charge into this and with a litte paste attach it 
to the bottom of shell having previously cut the match 
piping where it crosses the bottom, «0 that fre will arike 
driving charge when shell is lighted. 


JAPANESE BOMBSHELLS. 
Day and Night 


The Japanese have developed this form of pyrotech- 
ny to an almoft incredible degree of beauty and origi- 
nality, Some of their shells mre marvels of patience, 
ingenuity and akill. 
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DAY SHELLS consist of two kinds. Firgt, those con- 
= large figures of birde, animale etc. made of light 
tissue paper sewed together like a bag and open at the 
bottom with a row of small weights around the rim of 
the bottom. The figure is folded into a small compact 
pile and packed into « cylindrical shell case, somewhat 
as parachutes are placed in rockets. When they are 
fired to height of about 1000 feet the figure ia expelled 
with a light charge and as it falls, the weights cause 
the bottom to unfold and the inrushing air inflates it 
One of their day shells contains about » dozen paper 
parasols which, of course. are folded when inside the 
abell case but which by an ingenious conérudion, open 
as soon ae shell breaks and they float to the ground 
much as parachutes do. The arrangement is as follows: 


The second variety of day shells consite of colosal 
spiders. made of smoke and varicolored clouds which 
muft be seen to be appreciated They are made by filling 


Fig, 660, 


a round shell with emoke @ars, on top of which ie set 
2 canidter containing a number of 1}4# diameter colored 
smoke shells and a parachute from which hangs a 
“smoke dragon”. 


Fig. 66b. 


Fig. 66c. 


‘The night shells embrace some 50 or 75 different 
effeas. Up to 40 years ago colors in night shells seem 
to have been unknown to the Japanese and all their 
devices consisted of endless varieties of tailed stars, gold 
and silver rain, willow trees and bright work, each one, 
more entrancing than the other. Among some of their 
very unusual effeda is a night shell which upon reach- 
img the height of its fight throws out five red paper lan- 
terns with a light burning inside each one. The lanterns 
when inflated are about two feet in diameter and four 
feet high. When folded inside the shell they occupy a 
apace about five inches diameter and nine inches long. 
Another of their original shells breaks with their very 
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round effect but only one half of the circle is filled out 
with Mare while the periphery only. of the other. half is 
outlined with Stars as shown below. (Fig. 66d). To secure 
this effed@ a wing or tail is attached to the shell which 
holds it in the required position, relative to the observers 
at the moment of explosion. 


ae 
Fig. 66d. 

‘The arrangement of the contents of these shells is 
shown in the accompanying sketch, (Fig. 67). ‘The in- 
side of the round shell case is scored as shown at (a) 
and (b) by cutting half way through the paper with a 
knife im order to cause shell to bur& evenly and throw 
the Gare equally in all direcions. 


Smoke @ars are pill boxes 1’ diameter and %* long, 
closed at one end and over the other end are bent two 
Wrips of thin metal (copper or tin) which are secured 
by a paper fattening as to reftrict the opening to 
about one third its original size. The sare are charged 
with the composition shown under “Smoke Stars", the 
end being well primed over the metal strips. They are 
then arranged’ in the round part of shell as shown in 
Fig. 67. The little smoke shells and parachute-are placed 
in upper or canifter portion. 


MORTARS, 


Fig. 8 


MORTAR 


Mortara for firing pyrotechnical bombshells are made 
in a variety of different ways. For shells up to 3" in 
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diameter a mortar 12 to 15 inches high, made of a 
number of tums of good Mout paper will serve for per- 
hape a hundred shots, especially if lined on the inside 
with a piece of tin or galvanized iron, If a bottom of 
oak or other hardwood is fitted to it and the barrel tightly 
wound with marlin, it will be perfectly enfe, light and 
cheap. 


For 4 diameter shells and upward mortars of copper 
tubes, shrunk, one over the other so that there are four 
thicknesses at the bottom, three for half the length two 
up to three-quarters of its barrel and one thickness for 
balance, with a ring at the top make an ideal mortar. 


‘Wrought iron tubes wound with galvanized wire and 
fitted with cag iron bottoms’ securely fastened in by 
machine bolts or rivets make very servicable guns. The 
bottom should be conical on the inside to accomodate 
the powder bag of shell. (Fig. 68). 


‘The Japancee used long wooden mortars reinforced 
with iron bands. These were soaked in water before 
being used, to swell and tighten them. On account of 
their length they would throw a shell to a great height 
with » small driving charge. They should always be 
buried for half their length in the ground when in use. 
With these mortars it was cuftomary to pour the driving 
charge for shells, loosely into the mortar, drop the shell 
‘ever it and fire by shaking a little dross from a port fire 
into the mortar. This method ie dangerous and is not 
to be recommended. 

Mortars with port holes on side of bottom, like the 
old @yle military mortars are sometimes used for day 
shells. The cartridge of shell is pierced’ with a priming 
rod and a piece of bare match inserted through port hole. 


BALLOONS. 


Secure some good tissue paper 20° x 30° (Foudrinier 
ia bet). Paste two sheets together on the 20" ends mak- 
ing = sheet 20* x 60". Split this lengthwise and get = 
sheet 10 x 60". Make twelve sheets of this size; lay one 
‘on top of another and double over the lot ‘loi 
so as to have pile 5* x 60". Now, with a 
along the unfolded edge as shown in Fig. 69 (a), 
removing the part shown as shaded. The exacd line to 
cut may be determined by practice until the moft satis- 
fa@ory shape is found when an extra sheet of heavy 
paper should be cut and reserved as a pattern. Or, the 
pattern can be made according to inétructions given under 
“Balloon Designing”. 

Unfold sheets cut as above and lay one on the table 
before you. On top of this lay another but about ii" 
nearer to you thus leaving an uncovered edge of the 
under sheet exposed (b). Apply paste lightly to this edge 
and lap it over onto the upper sheet in this manner 
joining the two for their entire length. Make six pairs 
of sheets like this and then repeat the process with 
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the double sheeta until you have three sets of four 
sheets, Join these as before making the final closing joint 


Fig.69 


ee ty 


likewise. If the top of balloon where the joints meet-is 
not well closed paste a amall round piece of paper over 
all. 


When balloan hae dried make a ring of wire, bambéo 
or rattan for the bottom with cross wires to ‘hold the 
inflator (c). For a balloon of the above size the ring 
thould be about 15* diameter. In balloons 10 feet or 
more in height a wire basket is sometimes woven into 
the center of the ring so that an extra inflator may be 
added just before releasing balloon when ready to rise. 


BALLOON INFLATORS. 


These are made in several ways. One consifts of a 
ball of cotton wool which is saturated with alcohol or 
kerosene oil when balloon is to be inflated. A more 
convienent inflator may be made by impregnating a ball 
of excelsior with parafine and fastening it on top of crose 
wires of balloon ring. This has the advantage of being 
cleaner and requires nothing further than lighting when 
balloon is to be raised. 


DESIGNING BALLOONS 


A balloon five feet high when deflated can be made 
from twelve pieces of tiseue paper cut out of sheets 10° 
wide and 60" long. To get the proper shape for cutting 
these sections draw a plan of the desired shape of bel- 
loon when finished, somewhat as shown in Fig. 1. 
Then make @ ground plan as shown in Fig. 2. Quarter 
the elevation plan by the two linee al and a2. The 


As 
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lines al represent the balloon at its widest point in both 
plans. Line b in ground plan is obtained by measuring 
the length of line b in Fig. 1 from central line a2 to 
the edge of balloon and then taking the same distance 
from the center of Fig. 2 and making a circle with a 
pair of compasses at this point. Lines c, d and © are 
obtained in the same manner. 

Now, ta make the pattern as shown in Fig. 3 draw 
‘a plan of one of the sheets from which the balloons is 
to be cut using same scale as in Figures | and 2. Divide 
it by a line through its center lengthwise and then locate 
lines a,b 1, ¢ 1, d I and ec 1 by measuring distance 
from bottom of balloon to each cross line on Fig. | 
along one edge from d2 to & It now only remains to 
locate the pointe on Fig. 3 for getting proper shape of 
pattern, To do this take a pair of dividers and measure 
length on line b | from central perpendicular line in Fig. 2 
to point where it intersects the next radial line to the 
right. Divide this digance equally to each side of central 
line of line bl in Fig. 3. Do the same with lines c, d 
and e. On a large plan thie may be more accurately 
done with # fexible rule but when using dividers os 
above a light allowance muét be made for the curva- 
ture of the lines on Fig. 2. All that is necessary, now, 
ia to draw an easy line from top to bottom of Fig. 3 
tas shown. The bottom of 5' balloon should be about 
15* diameter. Dividing this by four will give approxi- 
mately 3% for bottom of pattern. 


Fireworks Attachments for Balloons. 


These make a very pretty addition to a balloon ascen- 
tion and may be designed in numerous ways as to inge- 
nuity of the pyrotechnist will eugge®. A typical attach. 
ment is shown in accompanying sketch (Fig. 71). 


which burns until the balloon reaches the height of sev- 
eral hundred feet; then the gold rain effect of the gecb 
functions until the heading of are, serpents etc. ie dis 
charged. A vertical wheel suspended from a wire and 
lighting when balloon is well up in the ir makes a 
very interesting display. 

CANNON CRACKERS. 


In this item of pyrotechny the hidtory of fireworks 
in general has been somewhat reversed. While many 
persons have lost limbs and life in the manufacue’ of 
roman candles, rockets etc. on a large scale, compara- 
tively few serious accidents have occured to those using 
them. On the other hand, though cannon crackers are 
‘one of the safest articles in the business to make, they 
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have caused, during their short career the loss of more 
hands, arms etc. to those firing them than all other kinds 
of pyrotechnics combined. 


‘The reason is simple. The composition of crackers 
is only explosive when confined or after the cracker is 
finished and the explosion of a finished cracker will not 
ignite others, as is the case with candles etc. where a 
spark will fire thousands at once. But when crackers 
are used by the inexperienced it is difficult to determine 
whether the fuse ia lighted or not which often causes 
the cracker to explode in the hand with disaftrous results. 
Its bloody record has caused a number of states to leg- 
islate again# its sale in sizes larger than three to four 
inch. Until a fuse is invented that will be consumed as 
it burns, this piece of fireworks will be dangerous to 
handle, The fri available record of the manufacture of 
American Cannon Crackers on a commercial scale was 
about the year 1880 when Edmund S, Hunt of Weymouth, 
Mass, devised » very ingenious machine into which was 
fed empty cases from a hopper while the composition 
and fuse was inserted and the ends crimped at one 
Previously only Chinese crackers were used 
ased loudness of the report and the reduced 
cof of making them soon caused the American article 
to supplant the imported one in the larger sizes. 


With the advent of the Flash Cracker the Chinese 
have again invaded the American market to a large extent. 


The cases for crackers are rolled similar to rocket 
cases except that paste is used only on the lag tum at 
farthe& end of sheet, the body of the case being rolled 
dry. By thie means the cracker is more easily blown 
into small fragments and the danger of being @ruck by 
@ large piece of hard case is avoided. The fuse used 
is the emall red cotton untaped fuse made especially for 
this purpose though most any kind of blafting fuse may 
be used. A piece from 1" to 3* long is sufficient ac- 
cording to the length of the cracker. 


Various compositions are used, those containing Anti- 
mony giving the loudedt report while those made with 
sulphur only, produce less noise. The cases should be 
filled about one third full of composition to obtain the 
bem results and composition mug be loose, not rammed. 
‘The addition of charcoal will increase the lightness of 
the composition and prevent its tendency to pack which 
lessens the report 


The ends of crackers are stopped in various ways. 
The best is by means of crimpers which pinch or mash 
the ends of the case around the fuse at one end and 
into'a bunch or lump at the other. A dab of glue retains 
the ends in place. Another method is to close the fuse 
end with clay and the other with a cork. The low grade 
of corke used for this purpose can be bought for as 
cheaply as twelve cents per thousand in the emall sizes 
which is less than the co of plugs of any other sort. 
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top to shoulder, Drill a hole through the center some- 
what larger than the fuse so it will pass easily into 
Also provide a rammer about 6" longer than the cracker 
and drill a hole into the lower end, somewhat larger than 
fee and ream or countersink it a little. After setting 
in a block put a piece of fuse in it, slip o 
in enough slightly dampened clay to occupy 
rammed and with a few blows of a 
firmly. You had be& now remove the case 
knife eplit it open without breaking 
if everything has been operating cor- 
“proper amount of clay has been 
projéds sufficiently on the inside 
mashed into the clay as sometimes 
rammer has not been correctly made on 
rams the clay while the fuse enters hole 
Unless this bas been well done the cracker 
il to explode. When these matters have been pro- 
justed proceed with ramming clay in another 
scoop in enough composition (any one from 
li to follow) to fill case about one third. Then take 
cork that will fit pretty snuggly, dip the small end in 
liquid fish glue and force it in open end of cracker. It 
is now completed and may be removed from nipple. If 
too much composition is used the report is weakened; 
@ fall case will hardly explode at all. 


‘When crackers are made on a large scale, a block 
of six dozen nipples is used, six wide and twelve length- 
wise, same as for roman candles. The clay and compo- 
sition can be dropped inte lot simultaneously by the use 
of shifting boards as shawn under candle machine. Some 
manufacturers prefer to use a long nipple and short ram- 
mer, reversing the manner of ramming as the cracker is 
rammed from the fuse end inftead of from the cork end. 
By this means the danger of mashing the fuse into the 
ia avoided as the nipple on the inside protec it 
clay can be filled into them all at once by 
as, the composition being loaded from the 
they must be removed from the spindles be- 
fore thie can be 
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Numbers Length Bore No. inbox Boxes in case 
1 Seles = 2* Se 100 20 
2° ¥ sine 50 25 
t eine a” Ly ib 100 
4 Couches # me 30 20 
Bore * x” 20 20 
a “wr 10 20 
9. e x 5 20 
1o ° our cu 3 20 
12" 10K 2 20 
3 * IF ee 25 in om 

CANNON CRACKER COMPOSITION 
Potass: chlorate 60 6 6 
Washed, sulphur 3B 3 2 
Sulphuret antimony 5 
Metalic antimony 1 
Charcoal ! 
Saltpeter 12 


If unwashed sulpbur is used the report will be con- 
siderably louder but the danger is - OF the above 
mixings, the la’ ie about the saf oo 
‘The fir& gives the loudest report. 
exercised in mixing the composition for 
Each ingredient mug be sifted separately and then 
in a tub with the fingers, preferably ov tie 
ful not to scratch the bottom of tub with the 


MAROONS. 


‘The name is probably derived from the French word 
edger spear pharm der or pers ace 
what consitts of a case of heavy paper containing 
explosive charge which when ignited produces a loud 
report. Aerial Maroons are simply the same article ar 
ranged to explode in mid-air when fired like a shell. 


FLASH CRACKERS. 


‘This interedting addition to pyrotechny is one of the 
results of the advent of aluminum. The following com- 
position may be used both for flash crackers and maroon 


#1 #2 83 
Potass perchlorate 5030 
Potase: chlorate 6 
‘Washed sulphur 3 2 30 
Pyro aluminum i] 23 0 
‘Charcoal 1 


chlorate potass; previously sifted by itself; mix- 
ing by rolling the ingredients back and forth on a piece 
of paper and avoiding fridion of any kind. 


Prepare a block ¢ Fig. 73 by boring several holes 
as shown, 7/16* diameter and I" deep. Also a nipple 
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3° diameter fitted into a handle b and some picces of 
@rong light paper 21" square a. Take a piece of paper 
in one hand and with the nipple in the other, press the 
paper eround it 60 as to fagm a little cup which is now 
inserted in the hots in block pressing down until the 


Fiona 


flange of the nipple spreads the upper edges of the 
paper. Remove the nipple and put into the paper cup 
formed, enough composition to half fill it. Insert a piece 
‘of match three inches long: draw the paper around the 
match and secure tightly with two half hitches of linen 
twine. Remove from block, smear a litte gum on one 
side and push into a cracker case (d) }4* diameter and 
3° long. It is mot necessary to close the ends of flash 
crackers as the report is just as loud when they are left 
open. 

Composition #2 and #3 are much the safest and 
should be used by any but ‘those very familiar with this 
clase of work but the ends of the cracker must be tightly 
closed to secure © loud report as directed for cannon 
crackers. Also the eulphur in these mixings should not 


mame of “Pois fulminant” (mad peas),-but the so 
called Jap. or cap torpedoes, which constitute far the-larg- 
e& part of those used today, as’ nearly as I can find out 
an American invention. 
SILVER TORPEDOES. 
Fulminate of Silver. 


‘The fulminate is prepared by taking 8 oze. of CP. 
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Nitric acid (42%) and adding gradually, stirring conftantly 
with a glase rod, 2 ozs. water. Into this put a silver 
dollar or 1 oz. of bar silver, Warm slightly until a brisk 
reaction takes place. When the silver is completely dis- 
solved allow to cool for three minutes. Then add 16 ozs. 
pure alcohol. Add it all at once and quickly and be 
eure that the vessel containing the solution of silver is 
at least four times ae large as the amount contained for 
@ violent effervesence will take place. After it subsides 
add three ounces more alcohol. Let stand for a quarter 
to one half hour when a white cryéaline precipitate will 
‘be formed on the bottom of vessel which is the fulminate 
and may be collected on a filter and dried in a shady 
place. A candy jar may be used for making the fulminate 
but a glass beaker is far preferable. 


The utmom care must be excercised in handling the 
dry powder as the slightest concussion will explode the 
entire lot with terrific violence. A wooden spoon should 
be used for removing it from the filter and it should be 
handled as little as possible and in the smallef practi- 
cable quantities. Procure a round paper box from a drug 
More, one inch in diameter and three inches high. Make 
® emall hole 1/16* in diameter through the cover and 
fill it about half full of dry fulminate. Now take a board 
10" wide and 20° long, %* thick and with a %* bit bore 
50 holes through it, (5 rows, 10 to a row). This is the 
torpedo board. Then take a similar board and with » 
X" bit bore the same number of holes in the same posi- 
tion, into it but not quite through. This is the gravel 
board. A punch will now be required as shown in Fig. 
74. a, the nipple being %' diameter and }' long. 
Get some of the best grade tissue paper and cut it in- 
to pleces two inches square. Take a bunch of them in 
the left hand Place one over each hole in the torpedo 
at int piapliredtar rage dar ute py 


puncher so as to make a little bag. When the board is 
filled with paper dip the gravel board into a box filled 
with gravel, tilting the board so the will run off 
and the holes will be ju filled. Then reverse the board 


Punch. 


Silver Terpadses 


Fig THe 


containing the papers and place it over the board of 
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gravel. Hold tightly together and turn both boards to- 
gether upside down and the gravel will, be emptied into 
the torpedo board all at once. Remove the now empty 
gravel board and with the fulminate box shake a little 
of the powder into each little bag of gravel just as you 
would shake salt from It seller. Only a very little 
is required. Now dip the tips of the thumb and forefinger 
into pagte and with ghe finger tips of both hands gather 
up the edges of the paper, bunch them together and by 
giving a few twiste the torpedo is finished. Care mutt 
be taken not to twift too tightly as the torpedo is likely 
to explode in the, fingers. 


JAPANESE OR CAP TORPEDOES. 


These, while considerably .safer than the silver torpe- 
does to make and handle require to be étruck with much 
more force in order to cause them to explode. Firt we 
muft proceed to make the caps. (Fig. 75). 

Sakaieateatd 


oe 


‘s = 
Bs 
we 
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There are required a pan 2° deep, 6" wide and 10 
long, & number of pieces of blanket 12" square which 
muft be well dampened before using, and a cap drop- 
per made by driving 150 8 penny nails, for one inch 
of their length into a wooden block 7'x 9", 14" thick and 
fitted with a handle as shown in illuftration. The heads of 
the nails should be well leveled up so that evesy one 
touches when dropper ands on» flat surface. Also cut 
a lot of pieces of poster paper 6" x 8" and place them 
in two piles on the work table. They are for dropping 
thé cape into. The cap composition is made as follows: 


NUMBER ONE. NUMBER TWO, 
Potassium chlorate 5 Amorphous phosphorus 
Sulphur Mw 2 oz. 

Chalk KO 


Sift separately the ingredients of No. |, mix thoroughly 
and moisten in a bowl with water to the consiftency 
of porridge. In another bowl moiéten the two ounces 
Amorphous Phosphorus, to the same consiftency. Then 
@ir the phosphorus into the bowl containing the other 
ingredients, with a spoon. When thoroughly mixed pour 
into the pan previously mentioned. 


Take the dropper by the handle and dip it into the 
pan of compositibn, remove it and print it lightly onto 
the top sheet of one of the piles of potter. With a wide 
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brush pate the top sheet on the other pile, all over on 
one side with thin paste to which a little dextrine has 
been added and reverse it onto the sheet that has jus 
ad the caps dropped on it. Now remove the finished 
sheet of caps to one of the damp blankets and repeat 
operation, placing a piece of blanket between each sheet 
of caps until all the composition is used up after which 
place » light board on top of the pile of alternate caps 
and blankets, and on this, a weight allowing it to remain 
for about an hour, after which remove the blankets and 
place the pile of cape in a tight box where they can- 
not become dry. 


Now fill the torpedo board as before directed only 
using a somewhat smaller gravel board. Take-out » few 
sheets of caps and with a long pair of scissors cut be- 
tween each row of caps each way 80 a8 to separate 
them. Place one equarely on top of the gravel in 
each torpedo and taking a handful of gravel, drop a litle 
‘on top of each cap. They are now ready to be twifted 
as described for silver torpedoce. When a number have 
been Gnished they should be packed in sawdust or rice 
shells and removed from the workroom. Too many should 
not be allowed to accumulate in e pile, for when dey, 
the explosion ‘of one will sometimes fre the entire lot 
and the Aying @ones often cause serious injury. Be sure 
never to allow the cape to become dry while making the 
torpedoes, or in the forage box. 


In making caps, when a batch has been completed, 
be very careful to wipe up thoroughly every drop or 
speck that may be spilled, and wash well the pan and 
dropper etc. as well as the table, shears and brush used 
and throw away the washings where they will run off. 


Japanese torpedoes do not keep much over a year 
as the phosphorus decomposes and after awhile disappears 
entirely from the cap. Following are the principal sizes 
and packings of torpedoes: 


SILVER TORPEDOES. 


Mame Sle paper Holes torpeda Beard Mo.in box foxes In cane 
Electric 136" aq. * 25 50 
Giant 3" ag. " 10 50 
JAPANESE TORPEDOES. 
Am. Extras 1" ww 25 100 
Japanese 3° " 5 200 
Japanese 3" ie 10 100 
Japancee 3* " 25 40 
Cat Scat 534" It 10 40 
Cannon = 7* 2 10 25 


RAILROAD TORPEDOES. 


@ em 
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These consift of a | oz. tin ointment can containing 
a mixture similar to that used in paper caps. A mrip 
of lead is soldered to bottom of box so it can be easily 
attached to rail by bending @rip around top of rail, and 
free when engine runs over it. (Fig. 74 b). 


PAPER CAPS. 

for toy pistols. 
‘These are made similar to those described under 
Japanese Torpedoes with such variations of detail as are 


necessary to their special requirements. They are of 
course punched out by machinery, a sheet at a time. 


WHISTLING FIREWORKS 
The peculiar property of potassium picrate to while 
while burning has been known for a long time and has 
been made use of for producing the amusing whiéling 
fireworks. To make this article: 


Disclve 1 Ib. picric acid in the lean possible quantity 
of boiling water, in = porcelain receptical; add Ib. 
potassium carbonate, little by little, stirring continuously. 
Then add | Ib. powdered saltpeter. Stir thoroughly; allow 
to @and for one hour and remove to a heavy piece of 
filter paper placed in a glass funnel where it can drain. 
When dry crush to fine powder with a wooden roller. 
Very small quantities should be handled at a time as an 
explosion will cause disastrous results. The dry powder 
may be rammed into tubes from i" to %' diameter and 
will produce the whittling sound when bumed. Bamboo 
tubes are most effective. 


Owing to the ease with which potass; picrate deto- 
nates whittles cannot be used in shells but emall tubes 
XM! diameter and 2%" long when charged with the above 
composition may be place in the heads of rockets or 
fattened to the outside and arranged to bum as the 
rocket is ascending. Attached to wheels they are quite 
amusing, but the most effective use for them is when « 
series of six or eight ranging in size from \' to i" 
diameter are set side by side like a Pandaen Pipe and 
bumed simultaneously. 

SON OF A GUN. 
(Spit Devil—Devil on the Walk). 

The amusing little pioce of fireworks consi@ of a 
disc about one inch or more in diameter which, when 
scratched on the pavement gives off a continuous series 
of little explosions, burning from one half to three quarters 
‘of a minute. On account of somewhat resembling candy 
losenges a number of fatal accidents have occured by 
small children swallowing them. For this reason their 
sale has been forbidden in some sedions They are 
made as follows: (Fig. 76) 

Secure a number of boards of %' material, and bore 
holes into them i" deep and 15 diameter somewhat as 
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shown at (a). Turn up a puncher like (b) which will 

work easily in the holes. Cut some red Foudrinier tissue 

paper into circular pieces 21" diameter. Lay them over 

the holes in board and punch in. Pour into these the 

composition given below and fold over the edges of the 
Son ofa Someone. ( 


Fig. 7 


paper as in (c). Permit to set and when hardened they 
aad be removed and thoroughly dried when they will 

be ready for use, 

SON OF A GUN COMPOSITION. 

Mix five kilograms of powdered gum Arabic with 
five litres of water, adding water gradually with conftant 
Mirring. Then add 1% kg. Magnesium’ carbonate. ron 
thie in a water bath with a thermometer arranged so 
temperature can be carefully observed and heat to wh 
after which add a mixture of one kg. white phosphorus 
and mir until entirely melted. Continue airing while 
cooling to 25°C. after which add a mixture of 2 kg. 
red ochre and 3 kg. potass; chlorate and gir until ao 
perfectly smooth product results after which it may be 
poured into the paper molds as above. Great careanus 
be used to prevent accidents in all mixtures containing 
Phosphorus and chlorate of potass. 

PHARAOHS SERPENTS EGGS. 

This remarkable substance consists of small 
of aulphocyanide of mercury which has the remarkable 
property of swelling 25 to 50 times its original size when 
lighted, producing a long snake like ash. To prepare, 
make a concentrated solution of mercuric chloride and 
add little by little a solution of potassium sulphocyanide, 
Airing conttantly, A greyish precipitate will be formed 
and when the lat drop of sulphocyanide added no longer 
produces cloudiness permit the mixtuig, to settle. Drain 
off as much as possible of the clear supemant liquid, 
remove precipitate to a paper filter placed in a glass 
funnel and wash alightly. When thoroughly dry reduce to 
‘a fine powder, When ready to form the eggs moiéten 
very sparingly with a week solution of gum arabic to 
which may be added a pinch of saltpeter and form into 
cones with the appliance shown in Fig. 77. 


men 
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MAGIC SERPENT, (Black). 


This German device produces an immense long black 
snake, otherwise quite similar to the Pharachs Serpents 
but in no waye related chemically, 


Naptha pitch 10 
Linseed oil 2 
Fuming nitric acid 7 
Picric acid 3% 


Reduce pitch to fine powder; add linseed oil and rub 
in well; add stronge® fuming nicric acid, litte at a time. 
Allow te cool for one hour. Wash several times with 
water, the lag time allowing mass to Mand in the water 
for several hours. Thoroughly dry; powder fine and add 
picric acid, rubbing it in well. Moiften with gum arabic 
water and form into pellets about the size of a #4 @ar, 


The naptha pitch can only be obtained in Germany 
and then with considerable difficulty. A fairly good article 
may ‘be made’ by melting together equal parts of Syrian 
asphaltum and roofing pitch. To the final product add 
5% Mearine when forming into stars. 


SNAKE NESTS. 
(Snake in the grass), 

These consist of small cones of tinfoil containing « 
preparation which, when ignited, produces a grass green 
pile of ash from which presently emerges a “Pharachs 
serpent”. 

Cut some tinfoil into circles 1}{* diameter. Cut these 
again from the periphery to the center as shown in Fig. 
76. (a). Fold them sround the former (b) s0 as to make 
little cones and insert into block (c) filling them with the 
following composition: 


Sreke Nest tods 


Seltpeter 1 
Ammonium bichromate 2 
Dextrine 


POOR MAN'S 


‘When quite full up to the edge of the block, press into 
center a pellet of Pharaoh's. Serpent powder. Fold over 
the edges to the center and remove from block. To wee, 
light at top of cone 


COLORED FLAMES. 


‘These are made by disolving various subdtances in 
alcohol, A copper can filled with cotton is impregnated 
with the alcoholic solution. It is lighted by a tuft of 
cotton left protruding fypm the opening. (Fig. 79). 


= 
For Green Flame ic acid 
Red * Strontium or 
Lithuma chloride 
Yellow ” chloride 
Blue * wulfate or 
‘Caccium carbonate 


Before lighting sprinkle a little of the powdered chem- 
ical over the cotton where it projets from the can. 


COLORED FIRE STICKS. 

‘These consi@ of thin wooden @icks similar to applicators 
used by physicians for applying lodine etc. to affected 
parts. They are dipped for half their length into colored 
fire compositions in a more or less liquid ate. 


Fig, 

One method is to melt one part of gum shellac in 
an, iron pot. Stir in five parte of very finely powdered 
@xontium nitrate. To keep this sufficiently liquid it mut 
be kept quite hot by the use of a feam kettle. This 
is for red @icks, Another method is to disolve the shellac 
in alcohol and adding the @rontium. The proper con- 
siftency of the mixture can be easily regulated by using 

lese alcohol as required. When the @icke are 
dried they are ready for use. 

Green is not so successfully made, berium nitrate be- 
ing sub@ituted for @rontium. A little lampblack improves 
the burning but detracts from the colds, especially the 
green. The @icks are pushed into a grove in the ber 
as shown, Fig. 80 for drying. 
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Ruby and Emerald Shower Sticks. 


These are much more effective and are made in 
the same manner as above, using following composition: 


Strontium nitrate 6 
Coarse aluminum 6 
Potass perchlorate 2 
Shellac 1 


Disolve shellac in alcohol and add other ingredients, 
previously well mized. Stir thoroughly to consiftency of 
thick glue and dip @icks previously arranged in holder 
#0 they may be placed in drying rack. 

For GREEN use: 

Aluminum powder coarse 6 
Barium chlorate 4 
Shellac % 
Alcohol = q. 


The Japanese make Pee similar article of twitted paper 
requires a great deal of practice to leam, almom 
unattainable by western races. 


These @ general way like the above 
Lie tates ag teccrred S obowas of beautiful sparks. 
are several varieties of sparkling Micka which are 

i The principal one consitts of 
of wire or thin twisted metal, part of which is 


pradice, bunches of wires are dipped at once and slowly 
withdrawn in a current of warm, dry air which causes 
the mixture to adhere evenly. 

A sparkler of great brilliance and which is very 
effective may be made as follows: Take 3 Ibe of dex- 
time, 12 pints of water, 


‘Wood @icks may. now be dipped into it to the desired 
depth while it is contained in a deep vessel, and placed 
ine suitable rack for drying. It may be necessary to 
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dip the @icks several times dependent on how much 
egmposition it is desired io have on them. In this case 
they should be dried with the co jition end up, the 
fir® time so that not to much composition accumulates 
on the end beyond the mick. 


WATER FIREWORKS. 


These consi@ mainly of five or six varieties as fol- 
lows: (Fig. 81), 


No. 2. Floating Tableau Lights are merely « colored 
pot of suitable sixe placed on a board. 


of the water properly. This is perhape the mos 
ing piece of water fireworks as well as the one 


enough to make it rise again. 

No. 4. Fish are. made similar to the Diving Devil 
except that not so much adjutment is necessary as they 
only run around on top of the water. 


No. 5. Water Wheels are an ordinary Vertical Wheel 
eet on a board float as shown. 


should be protected in this manner and water proof fuse, 
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and 6" to 12" long. The compositions are 
SPARX POT. 

Meal powder 2 

Fine charcoal 1 

Sawduee 1 


SMOKE SCREENS. 


While these are really no part of the pyrotechnical 
art they do come under the heading of Military Pyro- 
technics. They consi of a fine @ream of Titanium 
tetrachloride which is sprayed from an airplane at a suit- 
able height and which in falling produces the dense 
smoke intended to screen what is behind it. The liquid 
is projected backward from the plane at the same rate 
as the plancs movement through the air eo that the drop- 
lets fall perpendicularly. 


SMOKE. 

‘This branch of pyrotechny seems to have been some- 
what overlooked though its possibilities for daylight enter 
tainment to ‘supplement night displays would appear to 
open an interesting field for those with the necessary 
imagination to develope it. 

There ere as many colora and tinte of smoke as 
there ase of flames and aerial combinations produce some 
really beautiful effects 

‘The simples form of smoke used in pyrotechny is 
the Smoke Pot used in the spectacles ouch as “Last Daye 
of Pompei” where it is desired to give the impression 
of de@rucion by fire. A basic formular, subject to vari- 
ation is: 


Saltpeter 4 
Lampblack 1 
Charcoal i 
Rosin 1 


A @arting fire as given below is also necessary. 


A smoke pot developed by our War Department for 
making smoki i of case 3° diameter 6* 
e top. The composition 


Saltpeter 12 
Pitch 8 
Borax 24 
Chalk 1% 
Sand 1 
Sulphur 1 


The pitch is melted and while mill hot the other 
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ingredients, previously well mixed, are @irred in. Before 
the mixture cools and hardens it is pressed into case. 
As it ia difficult to ignite, a marting fire of 


6 
ES 
i) 
1 


ia used. About 4° of this is placed on top of other com- 
position before putting the top on case. This may con- 
sist of a ‘wooden disc with hole, fattened in place with 


small nails or a tin can may be used as container. 


SMOKE SHELLS. 


(Smoke Clouds) 


These are usually made by filling the shell case with 
a finely divided powder of the desired color cloud to be 
obtained. To the end of the shell fuse is attached a 
small bag of gunpowder which should be located as near 
the center of the shell as possible. This, when exploding 
serves to scatter the colored matter and produce the cloud. 
‘The arrangement of the fuse may be used as shown 
in Fig. 67. 


For RED vse American vermillion powder 
BLUE Ultramarine po 
GREEN Paris green 
yELow Chrome yellow 
Chalk. 
Ivory black 


SMOKE POTS or SMOKE CASES. 


The really beautiful effects, however, are produced 
by the burning of mixtures which produce a dense smoke 
of the desired color. For this purpose a paper tube | 
inch inside diameter and 4 inch long is desirable, into 
which are bored 4 or 5 holes M* diameter on 8 spiral 
line, at intervals as shown in Fig. Both ends of the 
case may be closed with clay or wooden plugs. Do not 
pack smoke compositions, Ram very li ' 

WHITE SMOKE. 


Potassium chlorate 


rte) 
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As this smoke is not injurious to the lunge it may 
be used in doors for theatrical work. Rub the potase: 
chlorate and lactose tegether thoroughly, then edd sal 
ammoniac, finely powdered, mixing only once more. Ram 


lightly. Another very good white smoke may be made 
as followa: 

Sulphur flowers 16 

Saltpeter 12 

Fine charcoal ' 


This is for outdoor use only. Use a little white @ar 
composition for @arting fire. 


Hexichloroethane ry] 
Alpha naptha 6 
Anthracene 3 
Aluminum powder 4 
Roman candle composition 6 


Use white ®ar composition for éarting, if found 
necessary. 
YELLOW SMOKE. 
Potassium chlorate 
Lactose 
Paranitraniline yellow 2 
Use red sar composition for starting either of the 
above three. 
YELLOW SMOKE. 
Saltpeter 


Red arsenic 


Sulphur 
Antimony sulphide 
Meal powder 

No éarting fire necessary. 
RED SMOKE. (bright) 
Potassium chlorate 
Ladose 
Paranitraniline red 
RED SMOKE. (dark) 


Potassium chlorate 


(canary) 
! 


(olive) 


ae 


ones 


Almo@ any patel shade desired may be produced 
by combining the above formulas containing aniline dyes. 
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PART Iv. 
EXHIBITION FIREWORKS. 
SNAKE and BUTTERFLY 


@ 


This ingenious piece of fireworks is believed to have 
been devised by the Brock Fireworks Co. of Surrey, 
England, and created quite a sensation at the Cry@al 
Palace when firft shown about forty years ago. It con- 
sits of a snake squirming around in the air after » 
buttery which manages however to evade it 

‘The framework consi#ts of an endless chain of wood- 
en linl 8" bolted together and running on four 
aprockets and four idlers of a suitable size as shown in 
Fig. 82. When mounted, a crank is attached to one of 
the sprockets by which the whole is operated. The snake 
and battery ‘are made of lancework which is attached 
to the chain, 

ROCKET_ WHEEL 


N 
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tally on a spindle as shown. The rockets pass through 
ecrew eyes along the rim of the wheel, and are matched 
to fire at intervals as the wheel revolves by being con- 
nected to successive drivers. On the top is a battery of 


ata Gime, one each on opposite sides, The lower wheel 
is fitted with aluminum gerbs all to bum at once with 
the last two drivers of the top wheel The latter are set 
at an angle with the axis of rotation eo as to give a 
wider spread of fire. The battery of candles darts with 
second pair of drivers of top wheel. (Fig. 83). 
REVOLVING GLOBE. 

This simple yet baffling and always interefting device 
ia conétruded as shown in Fig. 84. The frame may be 
secured in different sizes, all ready for lances etc. from 
manufacturers of fireworks wheels in North Weare, N. H. 
or it may be congtructed by the pyrotechnist himself 
according to suggedtions given in sketch. 

When the piece is burning, the globe appears to be 
revolving firft in one, then in the other direction in a 
mot amusing manner. 


Revolving, Glabe. 


Fig. 84. 
APPENDIX. 


CHINESE FIRE CRACKERS. 


As far as is known to the writer there has never 
been given in English a detailed description of this inter- 
e@ting Little article of pyrotechnics of which there are 
undoubtedly more made than of any other piece of fire- 
works, The ingenuity of the Chinese in its produclion 
in the unbelievable large quantities that they are made 
ia only equaled by the many other unusual things done 
by this most patient and paingtaking race. 


POOR 


The yearly imports to this country of Chinese fire- 
crackers amounts to three million dollars which divided 
among the various sizes, would amount conservatively 
to eight billion crackers. 


The tubes or firecracker cases cases are 1%* long, 
MW outside diameter and have a bore of 5/32'. They 
are rolled of a grade of paper unknown in this country: 
perhaps the lowes grade of paper made, unsized and 
quite irregular in charaéter; a sort of coarse blotting paper. 
A small amount of gum water or rice paste is used as 
a binder'and the case is finished with one tum of very 
thin: red, green or yellow paper. They are rolled in 
lengths of one to two feet and then cut to the required 
site, 


Now a block is prepared for gathering about 1000 
‘of these tubes into a hexagon shaped bundle, as follows. 
A piece of hard wood about |" thick and cut into « 
hexagon, each side of which is 5* wide is provided with 


pointed wood or metal pins %* long and 5/32* diameter 
set inta the wood base so that the above amount projects, 
and exactly 4 apart They are also arranged in a hex- 
agon with vides 4° wide. A tube is now slipped over 
each pin until the entire block is filled, having previously 
provided a wood frame the same size as the outside of 
the block one half inch thick and having an inside dia- 
meter slightly greater than the assembled tubes 20 as to 
be able to alip snugly around them. This is slipped up 
and down a few times to shape the bundle nicely and 
& String tied around it to further secure same. 
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A piece of white paper is now pasted over the top 
of the bundle. When dry it is removed from the form 
and a piece of paper padted on the other side when it 
is dri in, The under side is moistened at the edges 
and the surplus paper neatly rubbed off. When again 
dry the upper side is moistened all over and the paper 
over the top of each cracker is pierced with a punch 
‘or round pointed fick #0 that they may be charged 
with the necessary powder and clay. Some operators 
hold several @icks between their Angers at one time so 
‘a2 to be able to punch several holes simultaneously, 


Cres sasen, 
forming frome >} 
o. Seager 
pres a Sop paper 
foul PaaS SEE rete 


aS 1. 


——s— Sse mals foning, 


Figs. 


A wooden board about one inch wider all around 
than the bundle of crackers and %' thick with }s* holes 
bored through it, corresponding exactly in position with 
the crackers in the bundle, is now laid on a smooth 
board, covered with finely powdered clay which is pressed 
into the holes in it, with the hand, until it is firm enough 
not to fall out when the piece is lifted The surplus is 
brushed off and it is placed over the bundle of crackers 
so that the clay filled holes are exactly over the open- 
ings in the tubes. A slight blow is usually sufficient to 
to cause the clay to fall into the crackers. Any not fall. 
ing out is pushed out with a dick. The bundle is jarred 
slightly againg the table to make the clay settle A 
similar operation ia now performed .with a thicker board 
containing slightly larger holes containing the powder 
charge after which the clay board is used once more as 
described above. 
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The top layer of paper ia now moiftened so that it 
it may be entirely removed and the clay which has be 
come slightly moistened as well, is gently pushed down 
with a suitable rammer. It is then dried in the sun. The 
bottom end is now carefully dipped into water, tured 
bottom up: and the paper removed from this side also, 
the clay pushed down and pierced with an awl for the 
purpose of inserting the match or fuse. This is however 
not done until the crackers have been again dried in 
the'sun, After the fuses are inserted the ends of the 
crackers are pinched around it, about ? from the end, 
by a crimper or two blunt knives hinged together at one 
end and having a V shaped notch cut out of the center 
of eath blade, 20 that when two notches approach from 
opposite sides they pinch the cracker together and cause 
the fuse to be held in place. When they are now finally 
dried for the ladt time they are platted together eo as to 
form the packs of commerce. The platting and wrap- 
ping of the packs ie auch a dextrous performance that it 
useless to try to deacribe it as it is only acquired by 
many years of succeeding generations doing the same 
thing. 

The following formulas are in use for making the 
composition used in Chinese crackers and flash emckers: 

CHINESE FIRE CRACKERS. 


Saltpeter 50 5 
Sulphur 25 18 
Charcoal 25 25 
Chlorate potassium 68 


Sand 
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FLASH CRACKERS. 


Saltpeter 50 

Sulphur 30 25 30 
Aluminum powder fine 20 25 40 
Chlorate potassium 50 30 


A very important as well as extremely difficult part 
of the Chinese cracker is to make the fuse. Very tender 
and skilled fingers are required to produce this insignif- 
icant looking yet most requisite adjunct. A thin @rip of 
the finest Chinese tissue paper, about %! wide and 14" 


NOTE. The information upon which the foregoing article 
was written has been supplied by Mr. Ip Lan Chuen, 
manager of the Kwong Man Loong Fireworke Co. of 
Hong Kong, China. 
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Fountains. 
Frame work. 
Fulminate of 


Gum arabic. 
Gun powder. 
Globe, revolviny 
Heading, rocket. 
Ingredients. 
Introduction, 


Randard sizes. 
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Strontium carbonate. 
“nitrate 
Strawboard.. 
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Stearine..... 
Sugar of milk. 
Sulphur, flour. 


flowers 
ground. 
Tableau fires... 

Torches aluminum. 


Swosssssgsosgsasesssauegasagesageaassasoans 
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Volume 1 


January, 1968 


Number 1 


While going through my collection of material suitable for use in the 


expansion of Vol. 


1 of THE POOR MAN'S JAMES BOND, 


I came upon my collec- 


tion of the AMERICAN PYROTECHNIST. This was published by the late Max P. 


VanderHorck, who turned out 33 issues, retired, 


and some time after 1974 


went to work on some super-nova way out there. 

Max and I corresponded on several occasions after my accident, which 
he covered in "Explosives Like Granddad Used To Make....ARE ROUGH ON 
GRANDSON!" After that I subscribed and got his back issues. 


Max waS very Concerned for safet 


ials and had I, 


y in the handling of hazardous mater- 
and the youth injured by his match-head rocket subscri- 


bed earlier, our accidents would have been prevented, 


At first, 
to Max's newsletter. 


I had little intention to reprint many of the submissions 
Weingart's biography was all I was looking for. But 


as I went through the material I considered it a shame that Max's work 


should die. 
would want you to have them. 


"EXPLOSIVES LIKE GRANDAD USED TO MAKE™ 
+++ARE ROUGH ON GRANDSON! 


"A Little knowledge is a dangerous thing", to quote the poet. It 
ia one thing to delve through encyclopedias, text books ant forsular- 
ies in search of rare and esoteric pyrotechnic information, just for 
the sake of broadening one's knowledge of the art. But it is often 
quite a different — and disastrous — matter if the researcher can- 
Rot resist the teaptation to experiment with the formulations. The 
following 1s a case in point. 

In the course of preparing a 48 page manual vith the above inter- 
esting title, one of our subscribers was exposed to a variety of old 
pyrotechnic "recipes", sone dating back to 1872 and calling for such 
ingredients as "amnoniacal sulphate of copper, baryta, carbonate of 
strontia, chlorate of potassa, fused nitrate of strontia, nitre and 
spirit of vine", among others. All went well until our friend tried 
to make primers for rifle shells, using a mixture for toy caps from 
an early edition of Weingart's PYROTECHNT. In this early printing, 
the Grand Old Man listed the ingredients, potassium chlorate, red 
Phosphorus, powdered chalk and sulfur (and we can see many of our 


extreme inportance of keeping them damp from beginning to eni of the 
entire operation. 


So many of the articles are so interesting that I'm sure Max 
So here they are. 


Our author-experinenter put this lethal combination in a plastic 
pill bottle and tried to mix the ingredients dry, intending to add 
vater to make a paste afterward! The outcome was almost predictable; 
the mixture blew up, practically atomizing the bottle and bloving all 
the fingers off bis left hand. 

He tells us he "had alvays been under the impression that the lover 
explosives had no concussive force unless confined", a misconception 
which he rapidly discarded after Septeaber 1, the date of bis acci- 
dent. From here on, be sayg his interest in the pyrotechnic field 
Will have to be “only intellectual", adding, "it would be nice if 
you would tell others that certain chemicals don't neccessarily have 
to be confined to go off with concussive force." 


don't experinent with chlorates unless you know exactly what to expect! 
Fotassiun chlorate is extrenely unpredictable and hazardous vben mixed 
vith many comon fireworks ingredients, sulfur for example, and 4p 
coubination with red phosphorus it forms one of the most treacherous 
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of “low explosives". 


1 


Leave it alone unless you are an expert — ani 


don't forget that even the "experts" sometines get fooled! 


With the: 


dire vords of varning out of the way, we can tell you 


something about the book, EXPLOSIVES LIKE GRAMDAD USED TO MAKE, of 


which the author has about 50 copies left to sell at $2.00 each. 


We 


can even recommend it as a worthvhile addition to your pyrotechnic 
library from the viewpoint of historical interest, though definitely 
Bot as a basis for experinentation, since it includes many bazardous 


formulas which have been outdated in modern practic 


would say, it 19 "written with sci: 


entire manual consists of reproductions of earlier works. 


hoveve: 


As Dr. Ellern 
meaning that the 
As such, 


ssors and paste 


At would be vell vorth the investment for anyone not having 


copies of the three publications (all out of print) vhich it include 


These are: 


Slopedia of Practical snd 


L_Receipts and Processes, 
Modern Explosives Industry, by Willian Barbour, fron 


Asti 1: 


‘8 from Tec) 


fre 


pages 1~ 7, the section on Pyrotechny from Dick's Ency- 


es, 1872; pages & - 35, The 
justrial 
h Ba: 

» 1896. 


» London, 1922; and pages 


Techno-Chenical Receipt Book, 
Scattered through these pages are a mmber of interesting firevorks 


formulas and proce: 
Matches", 


essential ingredient is lampblack. 
lycopodiun power! 


8 which have not been included in the "classic®™ 
books but are still being used in the Orient. 


For exanple, "Japanese 


The 
Another sinilar formula includes 


These reproductions, made directly from the originals, are of ex- 
cellent quality, including the mmerous illustrations, and printed on 


high-grade paper, bound in a good stiff cover. 


originals of the publications included, you can hardly go wrong by 


getting a copy of this manual, and 


of helping the compiler pay his medical bills. 
did not ditigently read his own publication, whi. 
op page 5: "Caution in the Use of Chlorate of Potassa (; 


ate — Ed.), 


you vill have the added good feeling 
We only regret that be 
ich states specifically 
(potassius chlor- 
This substance should never be kept in admixture with 


any inflannable aatter, especially sulphur or phosphorus, as they ex- 
plode with terrific violence by the most trivial causes, and not up 


frequently spontaneously. 


Al] pounding and rubbing must be avoided.” 


” 


MATCH-HEADS 


STRIKE AGAIN! 


Chula Vista, Cal., May 22. 
(AMERICAN PYROTECHNIST EXCLUSIVE) 


Wil1Jam Michael Vaughan, 17, 0 
highschool Senior, bas decided to 
give up amateur rocket Ament 
Teast with the kind of "roc 
keta" made by stuffing match-heads 
into a metal case, His decision, 
unfortunately, cones a little late, 
after losing tvo fingers as the re- 
sult of @ recent experinent. 

Mike vas lucky. Except for a 
quirk of he could have been 
More seriously injured, perhaps 
blinied. At least, he might have 
had to train himself all over a- 
gain to write. 

Here's vhat happened, as told to 
AP by Mike fran the hospital vard 
vhere he spent ten days: 

"ancther boy and I vere trying 
to duplicate the results soe of 
our friends bad achieved and make 
& rocket that vould travel about 
300 yards. 1 guess they vere just 
luckier than ve vere, as they had— 
nit bad any accident: 


Dear Mr. Vander Horck: 
Strike Again", most if 
start experimenting at 


"We hammered shut one end of a 
piece of copper tubing about 3/4 
inch in diameter and & inches long. 
‘Then we packed it pretty full vith 
the heads from about 40 books of 
matches ani tried to make a nozzle 
at the open en by fanmering it 
closed around a mil, which ve 
would later pull out. That's 
when it blew up!" 

Officer William Keller of the 
San Diego Police Dept. told AF he 
was visiting frienis nearby and 
rushed over to investigate vhen he 
heard the blast. He found the boy 
with his left hand injured, metal 
fragrents in his leg, and ¢ by 3/k 
inch piece of copper imbedded in 
the leather of his shoe. He called 
for an ambulance, and doctors at 
the hospital were forced to anputate 
the badly-injured ring- and little- 
finger of the left hand. The other 
youth was not injured, ami no charg- 

re brought against the boys, 
Since it vas felt they had leaFned 
their lesson. 

Mike's parents readily gave their 
permission for us to print the story, 
hoping St might be an object-lesson 
to keep others fran trying sinilar 
ill-advised experinents. Mike soys 
he hopes 80, too! 


Regarding the story in June AP, "Match-heads 
not all beginners in the pyrotechnic field 
© very early age, usually unter 21. 


For this 


reason, they begin with whatever they can get their hands on that 


will burn, INCLUDING PAPER MATCHES. 


way I got started.) Their parents 


harm by not signing for the chenicals they wnt and 


that they Ind more deadly, 


did Mike. Tama physics major in 
un some tests on these lethal (7) 


aticks; I believe I have found vhat may be 


ous match-head rocket. Perhaps if 
cious fingers and eyes — that was 
lowing nethod : 


(I know, because that is the 
think they are keeping then frox 
end up finding 


but more readily-available mterials in 
their ovn grocery stare ail the tim 
Sane of us approach the use of ma 


ch-heads with more care than 

my last year of college ani have 
Little chunks on the en! of paper 
an ansver to the hazard- 
we share it, ve may save scme pre- 
my purpose in developing the fol- 


unique sparkler-type novelty made in a tvisted paper tube, 
mentioned by Weingart and Davis but without giving the formula. 


If you do vot have the 
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Match-heads burn very quickly in comparison with more common roc- 
ket fuels, releasing almost all their energy ina very short burst or 
impulse. For this reason, a rocket made vith then behaves like a tin 
can under vhich a firecracker is lit; it flies a very short distance, 
then glides upvard a long vay from its initial kick. Rather than try- 
ing to slow the burning of the match-hesds, it was decided to nake use 
of this kick. For this, a specially-designed nozzle vas needed that 
would allow the gas to escape at the rate it vas produced, but still 
confine it long enough to build up the needed thrust. After a mmber 
of tests, suche nozzle vas developed, which can be easily and safely 
used by anyone. Here's hov to do it. 


Make # case fron a piece of 3" gurmed nailing tape, 8" long, rolled 
around a $" dovel, moistening only the last turn. Close one end by 
crimping or taping it shut, NOTE: it must be securely closed. (This 
can be checked by applying pressure with the breath or the open end - 
— Ed.) Now merely POUR in the heads fron TWO PACKS OF MATCHES — 1.0 
MORE AMD NO LESS — and do pot pack then! Then cut off the excess of 
the tube, leaving about one full inch beyond the natch-heads. 


HERE'S THE NOZZLE TRICK: Insert a piece of safety-fuse 
ll the way into the match-heads, with 2 or 3 inches ex- 
tending, ani ‘crimp the open en around it fran opposite 
sides of the case. This gives sort of a "2" shaped 
opening, with the tuo creases sliding over each 
other, and actually forms two nozzls one of 
which holds the fuse. Am end view of this 
Opening without the fuse in place is shown 
enlarged at the right of the drawing of 
the complete rocket, to nake this clear. 


The tapering formed by this constriction should extend the full inch 
from the charge to the open end. Now wrap a rubber band aroun! the 

constriction as many tines and as tightly as possible, being sure it 
ip at least $" back from where the fuse exits fron the rocket. This 

pulls the openings closed ani holds the fuse securely. 


Attached to a suitable stick ani launched, preferably fron a tube, 
‘this rocket will go up vith a "whoosh", sonetines reaching mare than 
200 feet! The tension of the rubber band gives a valve-effect, per- 
nitting the nozzle to open ant shut according to the interml pressure. 
If placed as directed, it will not burn avay until it haa performed 
ite task, which is to eliminate the need for packing the propellant! 


— Peter Borger, Elnhurst, 111. 


E4's note: Mr, Borger's instructions are passed along vithout rec- 
conendation, pro or con. We had just about decided to drop further 
discussion of match-head devices after our June issue, since the de- 
voted pyrotechnist finds then objectionable ani unneccessary, even 
if readily available. fe changed our mind and printed his letter 
(even did the illustrations fran the samples he sent with it) be- 
cause ve were convinced of his sincerity in the cause of preventing 
accidents such as happened to Mike Vaughan. We agree with Peter -— 
4f you must play with matches, do St right]! And that, ve sincerely 
hope, is the end of the match-head bit. 


WHISTLING CHASERS - HOW THEY WORK 


‘The pyrotechnic whistle ( whistling chaser ) is a device which, when 
ignited, emits a piercing whistle which continuously drops in pitch 
until the device burns out. 


Most pyrotechnics buffs will recognize it as the device which pranksters 
tie to the ignition of friends? car, going off when the car is 
started, and scaring the holy terror out of the owner unless he has 
encountered one before. Pranksters sometimes use another version of this 
device on packs of dogs. When ignited, the device zig-zags across the 
ground like a skyrocket gone wild, similtaneously emitting a pierci 
whistle. Mayhem usually ensues, with the terrorized dogs fleeing under 
@ house or back porch to bark nervously from underneath in fear of 
their lives. 


HOw THEY WORK 


The pyrotechnic whistle is composed of three basic parts: a cardboard 
tube, a whistle powder charge, and an acoustical resonant cavity ( an 
empty cylinderical space) in front of the whistling charge in the 
direction of the fuse. Typical cavity dimensions are 5/16 inches in 
diameter and one inch deep. 


The empty space in the front of the tube forms a cavity which is 
resonant at the whistle frequency. The whistle mixture is a composition 
which has a burning rate that is much more sensitive to exhaust gas 
pressure than ordinary pyrotechnic mixturt 


When the whistle mixture is ignited in the tube, gas pressure builds 
up within the tube, at an instantaneous value which is much greater 
than atmospheric pressure. This pressure or shock wave travels to the 
end of the tube. The gas escapes but part of the shock wave reflects 
back down the tube until it strikes the surface of the burning 
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whistle mixtur 
and the pressure or shock wave is enlarged and reinforced by the 


This additional pressure causes accelerated burning, 


resulting gasses as it is reflected off of the burning surface. 
The process repeats itself thousands of times per second, as determined 
by the dimensions of the cavity. As the mixture burns, the length of 
of the cavity increases, the shock waves take a little longer to travel 
its full length, and the pitch of the whistle drops as the whistle 
mixture is consumed. 


MEW TECHNIQUE FOR PARACHUTE SHELLS 
by Peter J. Borger 
(Hab. note: Readers who bave attempted to construct a *fail-safe* 
parachute shell by traditional methods — Weingart et al., know thet 
At is quite a trick. Shrouds or chute may burn, or the chute fail to 


open, plummeting a flare to earth with consequent fire danger. Here 
is Mr. Borger's solution to this problem.) 


Fig. 2 


This ‘method of packing « parachute in a specially-prepared shell 
actually uses the force of the expulsion charge to open the chute as 
At 4m ejected. Fig. 1 shows the special shell, actually « central 
‘tube surrounded by « concentric outer case, Only the time-fuse, ex- 
Pulsion charge and flare go into the central tube, vhile the chute 
4a packed into the jacket between inner and outer case. 

A bole Just large enough to slide over the central tube is cut in 
the center of the chute, as in Mig. 2, and it is pushed dovn in this 
Anverted position to the bottom and carefully packed between inner and 
outer cases, surrounding the ceutral tube, 

flare, to ignite from the ion charge, 
ta Thee Pe tania t the tube on top of it, with the shrouds 
leading up and over the top edges of the tube as shovn in Fig. 3. 
A light closure cr disc is, of course, pasted over the top to bold 
everything in place. 

Tt can be seen that the expulsion charge vill act only on the 
flare (or veight), not directly on the fragile parachute, which by 
moans of the shrouds will be pulled from its jacket in an already- 
open condition, Mo exact dimensions bave been given here, as it 
io intended only to illustrate the principle, 

Though I failed tine after tine vith the "standard" methods of 
packing such shells, I got twelve successes out of a dosen shells 
With this one, and not @ one caught fire as it left the shell! 

The hole in the parachute, by the vay, is small in relation 
to the overall area that it does not drastically affect the descect 
rate. aoe 


A.CHEAP AND SIMPLE POWDER SCALE 
by PETER BORGER 


The first problem in making black powder arises ip the cost of the 
weighing apparatus. 


at any hobby shop. The center pivot is « glass rod, kept in place by 
cutting grooves in the wood slightly closer to the "pan" end than to 
the other, as illustrated belov. In operation, the pan, for which 


1 
use the plastic top of a medicine bottle, is initially in the "up* po- 
sition. The power is sifted slovly into this pan until it drope to 
the "down" position. This gives one measure of veight. The enount 
of powler required to tip the scale may be adjusted by attaching « 
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mall counterveight to the opposite end of the beam — I use « thumb- 
tack. 

‘The powler is, of course, dumped into the mixing receptacle after 
each such measurement, which is simple, since the top bean can be lif- 
ted right off the glass rod and inverted. In the case of the above 
formula, vhich is close to standard for black powler, the operation 
would be repeated 6 times for the saltpeter and once each for the 
charcoal ani sulfur. Thus, any formula can be duplicated in the very 
mal) anounts vhich are the keynote to experinentation. 


7 comstervesit 


notebes cut slightly to left of center 


, we have taken the liberty of dubbing Mr. Bor- 
or OTittie device ihe "CLOTRESPIN BALANCE". Ita beauty Lies in ite 
Simplicity, and vhile many refinements could be added, it should work 
admirably in the use for vhich it ie intended. — Ed.) 


BOME-MADE BACK POWDER 
by PETER BORGER 


(Editor's Note: This is the second in 
ger. The first, which appeared in our last issue, described a 
balance for weighing ingredients. This and the following two will give 
details on grinding, mixing, pressing and granalating black powier in 
snall quantities, using bone-built equipment. 

Ola-tiners in'the business know that band-nade power cannot equal 
commercial products such as those of DuPont, processed with massive ma- 
But we feel thet an unerstanting of the principles and tech- 
niques of its mamufacture ought to be one of the first lessons for the 
newconer to pyrotechnics. Like the ancient exzerinenters, Mr. Borger 
has net and solved zany problens in his own way, which ve think are 
worthy of passing along to old-tiners ani nevcouers alike. Where we 
thought our ovn renarks might help to clarify, they are inclujed in 
pareutheses -- like this.) 


ries of articles by Mr. Bor- 
ple 


Most of today's mortars ani pestles are nade of glass, but I found 
that powder mixed with  vooden pestle in a glass aortar burned faster 
apd with more regularity. I made a pestle fron 1" diameter dovel, 4" 
long, by rounding one end vith sandpaper, which shortened the grinding 
tine. (Mr. Borger's formula is 6 parts potassiun nitrate, 1 charcoal 
and 1 sulfur by weight. The saltpeter should be ground first, as fine 
as possible, then the charcoal and sulfur added ani all ground together. 
The starch or dextrin added as suggested below should be about ¢ of one 
part. The editor uses a mixture of 15 potassium nitrate, 3 charcoal, 

2 sulfur and + dextrin.) 

While grinding, be sure you're not just grinding around the edges 
ef the mortar. Push the pestle frequestly across the center of the 
bottom. The longer you grind, the faster the mixture, but avoid gen 
erating excessive heat. It is best to grini for one minute, rest a 
mimute, and then continue, 


(after the dry ingredients are thoroughly mixed and ground, add a 
little water slowly and continue griating. If the vater is diluted 
with 50% alcohol, the renaining steps will go faster. If the dextrin 
or starch has not been inclujei with the dry ingredients, it should 
be added at this tine. The older formulas did not call for it, but 
experience has shovn thet makes the powder faster by inproving in- 
corporation and adhesiveness. Yellow dextria is reconnenied, but 
even launiry starch does a good job. Reneaber, the vater should be 
added very cautiously, little at a tine with continual mixing, as 
the dry powder does not absorb it readily. Too free a hand at + 
stage can ruin your efforts by making a "soup" instead of a paste, 
vhich is what you should be aiming for. Mr. Borger gives the fol- 
lowing reasons for this precautions) 


Note that the amount of added vater is very important to the final 
product because, (1) water dissolves the potassium nitrate very read- 
ily; (2) the chercoal and sulfur are insoluble in water but they will 
absorb the potassium nitrate/water solution, but; (3)like a sponge, 
‘they can only absorb @ certain anount of this solution, and (4) the 


potassium nitrate dissolved in the excess water will therefore no 
longer be incorporated in the mixture but will recrystallize out to 
form @ whit: crust on top of the powder, or around the edges, as the 
excess water evaporates. If you see any such white edges or crusts 
after the mixturo dries thoroughly, you have used too much vater ani 
upset the ratio of saltpeter to the charcoal and sulfur. 


Perbaps you have seen the TV commercial where two branis of cat- 
sup are poured side by side ona plate ani alloved to sit for a feu 
mimtes; then the plate is tilted ani vater rune off one sample but 
not the other. This is a good test to apply to your powier after 
moistening, bearing in mini that any water running off is carrying 
part of the saltpeter with it, weakening the power. A little ex- 
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perinentation will give you the feel of how much water to add. A 
batch of power that has become too gooey need not be discarded, 
long as none of the water is allowed to escape, but can be reworked 
after drying, adding less water than the first time. 


(Pressing the damp power into a cake, which should follow ime- 
diately after the grinding, mixing and dampening, is described in 
Mr, Borger's next article, which will avpear in our December issue. 
We suggest postponing the operations here described until you have 
read that article. However, if you are inclined to experiment in 
the meantime, it should be pointed out that the black powder mix- 
ture at this point, after drying, is highly inflammable and will 
burn with extrene rapidity, producing great heat ani volumes of 
smoke. Consequently, it should be treated with the greatest respect. 
Waile black powder is not very shock- or friction-sensitive, it ig- 
nites readily from the smallest spark, such as might be caused by 
the striking together of ferrous implements or tools. Suitable pre- 
cautions to avoid such accidents will be given in later articles. 


Mention should be made here of the availability of the ingredi- 
ents. Potassium nitrate, KN03, is carried on the shelves of most 
well-stocked drug stores, usually in the granulated form looking a- 
bout like table sugar. But since the best results are obtained by 
first reducing it to the consistency of powdered sugar, a rather la- 
borious process, the double-refined powlered grade obtainable from 
chenical-supply houses ani sources mentioned elsewhere in our pages, 
is much to be preferred for making black power. And don't 
look the desirability of treating it with magnesium carbonate 
described on page 5 of the September issue to prevent its caking in 
storage. 

An excellent grade of sulfur is the very fine dusting type sold 
at nurseries, garden-supply houses, etc. a8 a pesticide. This nearly 
white flour is both cheap and excellent. is to be preferred to 
the "flowers of sulfur" sold in drugst« it higher cost, although 
this yellower type will serve the purpo: 

The best charcoal for use in black powder is the softwood type 
sold as "willow dust" by suppliers of pyrotechnic chemicals. As a 
substitute, hardwood charcoal can be used, such as by pulverizing 
charcoal briquettes or even the charcoal stomach tablets for relief 
of flatulence. For the best power, however, the softwood variety 
is recommended.) " 


AILINEXFENSIVE POWDER PRESS apd A NEAT, CHEAP GRAIN CUTTER 
by PETER BORGER 
(We have combined articles number 3 and 4 in this issue to make the en- 
ries available in our 1968 issues. The first two described Mr. 


Borger's methods of measuring, mixing and grinding small amounts of 
black powder in the home lab — see Oct. and Nov. issues.) 


: The powler press is a most important tool in the manufacture 
of black power. This device determines the texture of the final prod- 
uct and thas its quality, A home press can be constructed from tvo 
scrap pieces of 2 x 4, two $* dovel rods, some thin lucite or other plas- 
tie material, a binge and « 2-foot piece of clothesline rope. 

Two 4" holes are drilled deep into the 2 x 4 pieces and pieces of 
dovel inserted to extend a couple of inches beyond the end of each. A 
recess is then cut into the opposite end of 2x 4 to accomodate 
the two sides of a regular door hinge (costing about 68¢ « pair), the 
two pieces are lined up and the hinge screved down flat, so that ‘they 
vill open and close like « book, as shovn in FIG. 1. 


f(z 


* 


power cake between tin- 
foil & plastic stripe 


FIG. 2 


How tuo or three thicknesses of plastic ma- 
terial are glued to the top of each block to keep 
the power cake ani tinfoil from sticking in the following operations 
(but can be eliminated without serious consequences). 

Cut some 2" square pieces of tinfoil and, laying one of then on ei- 
‘ther block, place « small pile of daup powder on it and another square 
of foil on top. Then fold the other block over to hold the "sandvich* 
‘together, pressing it firmly by means of a piece of rope tied to the 
upper dovel and looped under the bottom one, placing the press on the 
floor vith one foot on top of it and pulling up on the rope, as shove 
in FIG. 2. The idea is to put Just enough daap power on the foil to 
spread to the edges after pressing es firnly as possible. 

Keeping the rope taut, wrap it around the dowels a few tines and tie 
At off; leave the press in this condition for an hour or two, then re- 
move the rope and lift the top. Leaving the foil in place, remove the 
“sandvich" and let it dry for 12 hours, after which the foil is taken 
off and the cake alloved to dry at least 24 hours, depending on its 
thiimess and the ambient humidity. It is then ready for cutting as de- 
scribed belov. (The total cost to me for this press was 684, but if 
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you have to buy a #* bit, it can run up to $1.88!) 

(Ed. Note: CAUTION — Because of the intimacy and incorporation of in- 
gredients in pressing, the black power will now burn ina flash, even 
in cake fora, if ignited by any flame or spark. Be extrenely cautious 
in handling it during the folloving operations!) 

THE CUTTER: This is made from about 20 injector razor blades, 3 blocks 
or 7 cut to about 2" square, and 2 snall hin ‘Two of the 
blocks are prepared identically by cutting 10 parallel and evenly- 
spaced slits into the surface and gluing 10 blades into them, cutting- 
edge up. Since such blades are 14" long, the total space occupied by 
the 10 blades should also be 14" to form a square cutting. 
tered on the block. While the giue is still pliable, the 
of balsa is pressed dovn on the cutting edges of the bled 
they a in at uniform height. 

After the glue dries, the cutting blocks are attached by means of 
the binges to tvo adjacent sides of the blank block. This is done by 
inverting each cutter block on the blenk end attaching the hinges, to 
Ansure proper alignnent. The end result is shown in FIG. 3. 


blade: 
balsa 


SS 


toothpicks 


blades 


FIG. 3 


FIG. 4 


: A cake of the powler pressed in the previous operation is 
centered on the blank square of balsa ani the first cut made by folding 
and pressing dovn one of the two hinged blocks with blades. This is 
thea lifted and the other block pressed dovn, making a second cut at 
right-angles to the first. These operations cut the power into about 
100 squares, depending on the oumber of blades and spacing. Different 
cuts can be made by adding cutting-blocks vith blades oriented diago- 
nally to the tvo free sides of the cutting-block. Your imagination 
seta the linit! 

I found that 4f @ good clean cut is made, the power may stick in 
between the blades, making « second cut impossible. To remedy this, 
I designed a "fork" of balsa and toothpicks as in FIG.4, which 1s in 
serted into the blade separations above the powler to hold it dova 
the blades are lifted. The finished cut powler should be shaken in 
the finest sieve available at the local grocery store . The dust that 
falls through can be used as meal powder, and vhat is held back used 
‘as grain power, the "grain™ depending on the spacing of the bladi 

(I have to say that I can't take full credit for this idea; my 
girl-friend cane up vith the germ of it, which I have modified only 
slightly!) 


AS) ©: 
By Bill Withrow 


This is the first in a series of articles on the construction of 
Exhibition shells. In this series, information will be presented in 
detail on methods used by comercial manufacturers well 
nore suited to the requirements of the amateur pyro! 

with fundamentals and progressing to the construction of tl 
tricate and spectacular shells used in large displays, We invite both 
your comments and questions on this seri 


‘MORTARS 
Since they are the simplest components of an serial display, yet 


perfore the essential task of getting the shells into the air at the 
Proper angle, ve begin vith a discussion of mortars, also knova in 
the trade as "guns". A mortar is simply a short, smooth-bore cannon. 


The ones used in firevorks displays are usually made from steel pipe, 
one of the rare examples in firevorks vbere explosive materials are 
confined in metal containers. To prevent serious injury to the oper- 
ator in the event a shell should explode while still in the "gun", 

iAYS. to within @ few inches of their open 
enda before using! It is als0 common practice, and highly advisable, 
to place a barricade of seni-bags or logs between the mouth of the 
mortar and the operator. In soft ground, a plank is often buried 
under the mortar to prevent its "digging itself in" as a result of 
recoil and becoming completely buried. 

Mortars made of paper or galvanized iron are sonetines used in the 
smaller sizes. Paper mortars are recommended for amateur use, espec- 
ially during first attempts at shell construction, since they are safer 
and cheaper than metal mortars. These also should be buried, since 
hard paper fragnents are quite capable of inflicting serious injury. 

Commercial manufacturers often make "boxes" of 3" diameter shells 
in paper mortars as finale salvos; these mortars are made of tubing 
on which newsprint 1s rolled and can usually be obtained free for the 
asking from nevapaper printers. Other sources suggest thenselves, 
such as markets which use large rolls of plastic wrapping material 
with the sane type of core. The newsprint cores vary in length from 
3 to 9 feet and can be cut to the desired length with a wood sav. 

A 2-foot length, sealed at one end with a 2" length of round wood 
that fits tightly inside the tube, glued ani nailed in place, makes 
an excellent mortar. The plug may be cut froma 2" x 4” block, pref- 
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erably yellow pine, The inside of the open end should be made slightly 
furnel-shaped with a wood rasp to aid in inserting the shell. Of course, 
tbe diameter of the mortar determines that of the shell to be used in 

it, taking into account "windage” or tolerance between the 0.D, of the 
shell and the I.D. of the mortar (this should not be a "tight fit®; a 
typical shell made for a mortar of 3" I.D. would be of 2 3/4" diameter. 
‘These factora will be covered in future articles.). 


Metal mortars may be made of ordinary steel pipe. Recomnented con 
struction 4s to plug these with a steel dise turned to fit the pipe 
and welded flush in one end. Most machine shops have the material and 
equipment to do this vork. Alternatively, the pipe can be plugged vith 
wood as for paper mortars, with machine bolts inserted through holes 
drilled through the pipe and wood for this purpose. It is recommend— 
ed that two such bolts be used, inserted at right-angles to each oth- 


Most professional fireworks companies have mortars made of reclained 
pipe from salvage yards, since the stress on a mortar is not too great 
Guring noraal operation, except in the case of detonation of a shell in 
the mortar, which no reasonable steel tubing vill survive anyway. Thus, 
new pipe {8 not required — only that vhich is reasonably sound. Sur- 
face rust and pitting are of no consequence. If trouble 13 encounter- 
ed in obtaining pipe, specify ASTM schedule 40, "steel pipe for ordi- 
nary purposes". 

Galvanized iron mortars are not recommended, though they are used 
where large mumbers are needed at low cost and where more shells must 
be fired from each mortar than could reliably be done with paper mor- 
tars, or where supplied for small displays by a company, to keep los: 
es st a ainimm in case they are not returned. (Ordinarily, the slight- 
ly lower price does not offset the inferior quality. 

(Ed. note: Opinions differ on this point; we know one operator vho 
customarily uses racks of 8 to 12 such mortars ina horizontal rov, 
held in place by a vooden franevork staked in place entirely above- 
ground, for finale salvos. He feels that the thin, flexible aetal of 
such tubes would sp ng the ‘ed seam in case of detonation of 
a shell, rather than shattering into fragnents like heavier aetal.) 

When firing shells, never under any circumstances allow any part of 
the body to extend over the mortar. Shells should be rested on top and 
inserted by tipping them upvard with the leader so they fall into the 
‘tube, which can be done without placing the band directly over the 
nortar, After the shell is inserted, the length of leader extenting 
outside should be observed to be sure the shell has gone all the way 
to the bottom. If it has not, try "bouncing" it by pulling and re~ 
lensing the leader gently. Again, be sure no part of the body is over 
the morter at any time. Assume that the shell might go off at any 
ingtant — it just may! Sparks remaining in the mortar from a previous 
firing can sonetines ignite the lifting-charge, causing the shell to 
go unexpectedly. 

Standard shell siz 3%, 4", 5* 6" and (rarely) 8" nominal dia- 
er. (Note, bovever, that for unexplained reasons many donestic sup- 
pliers advertise them by circumference rather than diameter, in which 
case the above sizes would be called 9, 12, 15", 18" and 24" reapec- 
tively! - Ed.) Japanese shells come in'the above sizes, as well as 

12" and larger diameters, ani have in the past been made even up to 
the sige to fit a 36" mortar. Because of the labor and cost, such 
monsters are no longer made, since the sane effect can be achieved by 
firing several snaller ones. 

Regarding mortar length, the rule of thuab is that it should be at 
least 5 times the internal diaxeter. 3" mortars are usually 18" long, 
while 4" through 8" ones are generally 36" in length, The best size 
for amateurs are 3" and 5". Agnin, alvays remember the cautions listed 
above, Any explosive surrounded by metal is a potential bomb, no mat- 
ter vhat 4t is supposed to be. Even in "normal" operation, a shell 
leaving a mortar can tear off a hand — and bas done so! 


BASIC SHELL CONSTRUCTION - PART IT 
‘By Bill Withrow 


In addition to the mortar from which they are fired, 
most exhibition shells heave at least five other things in 
common; @ quickmatch "leeder” with which the shell is 
fred, a lifting charge which propels the shell from the 

rtar, a shell case of some kind, a time fuse which 
ites the bursting charge in the shell at the proper 
stant, and the contents of the shell which produce 
che desired effect, In thie article, we will consider 
ho time fuse 

Since the primary duty of the pyrotechnictan is to 
ingure the safety of both his sudience and himself, it 
{a essential that the shell time fuse be reliable. The 
sine fuse must cause the shell to burst high tn the airy 
a shell which bursts too soon is a hazerd to the operator, 
one which bursts too late may be # hazard to the eudience. 
(The former case is known as a “flower-not", the latter 
coa@ 4 known “low burst." A shell which feils to 
burst at all is known as a "dud.") 

There are two basic types of time fu: nged in 
exhibition shells: rammed fuses (also know as “roman” 
or "filled" fuses), and commercial fuses. The rammed 
fuse 1s generally used when relatively short time delays 
uired, as between the bresks of multivle-burst 
rammed 
with a suitable composition, ss described in both Davis, 
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and Weingart. Details of construction of rammed fuses 
will be presented in subsequent articles. 

Commercial fuse, like blesting (ssfety) fuse, con- 
sists of a core of black powder contained in a wrapping 
of yarn. Over the yarn are alternate layers of asphalt 
and cloth tape. ‘The fuse is given a finish coat of a 
white clay, in the case of fireworks fuse, or wax, in 
the case of blasting fuse. Commercial fuse is avail- 
able in 1/h" end 3/8" diameters, and in three different 
coreloads (The amount of powder contained in the fuse 
per foot.). While the 1/)" fuse can be used in small 
shells, the 3/8" fuse is more reliable »nd easier to 
use, In any case, the "heavy core” fuse should be used. 

Both the fireworks fuse and the blasting fuse are 
almost impossible to ignite by flame unless the fuse is 
In addition, the flame 
confined almost entirely to the "spit" of 
flame from the end of the fu: Consequently, a means 
of positive ignition and flame transfer to end from th 
fuse is required, It 1s also desirable to seal the ends 
of the powder core to prevent the vowder from falling 
out as a result of normel shock encountered in operation. 


Although priming the ends of the fuse with a paste of 
meal powder and water will work, the burning rate of 
the fuse (normally 24 seconds per inch) may be altered 
a3 a result of the moisture from the priming. A more 
reliable method 1s to "cross-match” the fuse, In this 
method, the fuse is cut about twice an long as the 
amount needed for the rover delay. Small holes are 
then drilled thru the fuse - the ¢istence betwenn the 
holes being the distence reouired for the vroper delay - 
and a piece of raw quickmatch 1s threaded thru each ho 
Por maximum reliability, this auickmatch should be the 
best quality available. It {s well to make match just 
for this purpoi The match should he made with several 
small strands of string rather than one large strand, 
and it should be well impreanated with powder, smooth 
and stiff, Mot only will this match be easier to insert 
thru the holes, but it will be likely to go out 
since powder will be contained between the strands, not 
just on the outside of the match. 

After the match has been thre-ded thru the hole. 
4t should be secured by either squeezing the siden of 
the fuse gently with thin pliers, or by pounding the 
ends of the fuse gently with » small henmer., All thet 
is required is to crimp the oufckmatch snd the fuse core 
into firm contact. 

Blasting fuse may also be used for small shells jn 
the same manner, but it has three disrdvantages: it hai 
no visible flame, thus making it difficult to see where 
the shell is, its small size (slightly less than 1/l") 

difficult, end its wax finish doo: 
not allow a good seal with the shell case. 

There are some simple things to remember regarding 
commercial time fu First, it should be stored in a 
cool, dry place. It should not be bent at sharp angles, 

jected to rough trestment. It is best cut with 
sharp knife, using steady pressure rather than “sawing” 
motion, The holes should be drilled with e sherp hand 
drill, slowly. 

In the next article, I will present information on 
one method of actual shell construction, Included will 
be drawings of cross-natched time fuse which should help 
to clarify any ambiguity remaining. \hen properly done, 
® cross-matched commercie] fuse is very relisble - this 
method is used almost exclusively for standard shells 
manufactured in this country. 


BASIC SHELL CONSTRUCTION - PART III 
by Bill withrow 


Kost exhibition shells manufactured in this country 
are single-burst cylindrical shells constructed in a man- 
ner similar to the method ascribed to Italian pyrotech- 
nicians and described in both Davis and Weingart. In 
this article, I shall briefly describe the variation of 
this method thet I use. More details about the actual 
construction techniques, materials required, and sizes 
will be presented in subsequent articles 
‘The shell case is made from paper, cardboard, paper 
board, paste, glue and string. The basic shell case is 
one or two turns of thin cardboard, two to four turns of 
strong paper, and four discs of heavy paper board. The 
cardboard is rolled around a former (2#" in diameter for 
a 3" shell) and pasted at the end to hold it in place. 
The end of a piece of strong paper is pasted to tre 
cardboard tube, about three turns are rolled (without 
paste) around the tube, and the end of the paper is 
pasted down. The paper is wider than the cardboard by 
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an amount equal to the diameter of the former, with 
equal lengths of paper projecting over each end of the 
cardboard tube. This assembly is the body of the shell. 

The ends of the shell are made from heavy paper 
board. Any paper board about 1/8" thick and reasonably 
stiff is suitable. Discs of this material are cut so 
they fit tightly inside the paper tube and rest on the 
cardboard tube. 

The time fuse 1s prepared by cro: 
3" piece of it about $" from one end. A mark is made on 
the fuse precisely 1" from the cro: tch (with a pen) 
for future reference. The fuse is inserted through 
3/8" hole punched in the center of one of the discs and 
pulled through the disc so the cross-match rests on the 
disc. 

‘The shell case is then pulled part way off the form 
and the fused disc 1s inserted into it (matched end in- 
side the case). The disc is pressed down so it rests 
firmly on the inner cardboard tube, and the paper that 
extends beyond the disc is pleated down tightly on the 
top of the disc, Another disc with a hole in the center 
4s passed over the fuse and p: a down firmly upon 
the folded paper, This end is the top of the shell, 

The shell case 1s then removed from the form and 
filled with the desired mixture of stars and burst. 
with this type of shell construction, 1t 1s essential 
that the shell case be quite full, for it is the con- 
tents of the shell that provide, to a large extent, the 
strength and rigidity of the shell. The case really 
just defines the shape - it does not supply the strength, 
The case is filled to the top of the inner tube, A disc 
4s then pressed down upon the inner cardboard tube, and 
the paper extending above the disc 1s pleated down upon 
it. Another disc 1s positioned over the folded paper, 

(Bd. note: The reader is referred back to Part II of this series, 
Feb. 1969 issue, for « discussion of cross-prining and the prefer- 
able type of time-fuse to be used.) 

‘The shell is then ready to be wound, For smaller shells (e.g. 3" 
or 4") a single strand of ordinary cotton tvine is used. For larger 
shells, tvo or more strands are used in parallel. A liberal applice- 
tion of good grade of glue is made on the top disc against the base 
of the fuse and the winding is started by the end of the 
string smugly to the base of the fuse with the traditional firevorks 
knot — the clove hitch, A thick bead of gine is used so that the ex- 
cess glue renains to seal the fuse, string and 

The string is then passed around the shell 
using only moderate tension on the first turn. When the string passes 
‘the fuse, it 48 bent around it slightly end wound around 
gin. After the first turn, enough tension is applied to the string 
to bow the edges of the outer discs into fira contact with the body 
of the shell. The vinding 1s continued until the shell is uniformly 
vound with one layer of string. The distance between adjacent turns 
4s kept as uniform as possible. The muaber of turns used depends on 
the sise and type of the shell; for ordinary star shells, a string 
spacing of about 4" is quite sufficient. 

‘When the axial turns are completed, the string is held against the 
edge of the shell with the thumb, and a loop 4s passed around the shell 
radially (around the circular way) so it crosses over the starting 
point. This loop is pulled tight, thus securing the string, and the 
shell 4s wound radially. Again, uniform tension and spacing are main- 
tained. The string is then tied to one of the last loops. The winding 
4a then complete — the forming a net-like on the 
shell, At this point, an additional layer of glue is often applied 
around the junction of the string and tine fuse to insure a good seal 
at this point. The seal must be good or the shell may burst premature- 
ly (*flover pot"). 

The shell is then *papered". A strip of strong paper is cut wide 
‘enough to project beyond the bottom of the abell by an amount equal 
to about 3/4 the shell diameter and beyond the top by about ¢ diane— 
ter. This strip is covered with a good grade of paste, ani about four 
turns are wound tightly around the shell. The paper is worked tightly 
around the shell with the hands. The projecting paper is then cut into 
strips about $" vide and, with the liberal application of more paste, 
these strips are folded against the ends of the shell. The strips are 
worked firmly into position on each end of the shell with the hands, 
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‘It 4s especially important that the papering be close and tight around 
the fuse. The sbell is then allowed to dry completely, after which the 
Lift charge end quickuateh leader are attached ani the shell is ready 
for use. These operations will be described in the next article, along 
with the details omitted in the general description above. 


BASIC SHELL CONSTRUCTION ~ PART IV 
(Conelusion) 


by M. P. Vander Horek 


(Note: Part I of this series appeared in the January 1969 issue, 
followed by Part II in February ani, after six months during which 
We received no further submissions, by Part III in August. These 
were all written by Bill Withrow and described the construction, 
setting and loading of mortars, various types of tine fuses, cross- 
matching them, and finally the charging and fusing of a cylindrical 
shell up to a certain point. Because of another apparent breakiown 
in communications through the mail which we are at a loss to under- 
stand, nothing further has cone in from Mr. Withrow, though he clains 
to have sent us Part IV over a month ago by certified mail. 

Wot wishing to leave our readers in the sane suspense to which 
we have been subjected, ve have modestly attempted to finish in this 
ssue the sbell vhich Bill started out to describe. From correspon~ 
dence dating back to 1965, ve think we have « pretty good idea of 
vhat be vould have written for this part, though it 1s impossible 
to avoid the introduction of some of our ovn ideas into the text. 
We have called this the "Conclusion" of the series, because it wraps 
up the description of a simple single-break canister shell. Any 
further such articles vill cone under the heading of "Advanced Shel) 
Construction", which we plan to cover next year. 


At the end of Part III, the shell bad been loaded vith bursting 
charge and stars and papered, with one end of the tine fuse cross— 
matched and extending into the shell and the plain end protruding. 

A mark bad already been made on this plain end just one inch from 
where the crossmatch was inserted, 20 as to be visible outaide the 
sbell at this stage of assembly. Mow another 2" to 3" length of 
black match is inserted through « bole bored or punched at this mark, 
80 that the second crossmatch vill be just one inch from the one 
inside the shell along the length of the tine fuse. This is about 
‘an optimum spacing; a slightly shorter one will cause the shel) to 
burst earlier after it 1s propelled from the mortar, and vice-versa. 
Mote: Careful preparation and installation of the tine fuse is un- 
doubtedly the most important point in shell construction from the 
‘vievpoint of safety and effectiveness. It must invariably be ignit- 
ed as the shell leaves the mortar, burn vith « predeternined speed 
and equally invariably ignite the bursting charge at the proper height, 
usually 3 to 5 seconds after being lifted. Thus this writer favors 
prining both ends of the fuse vhere the cross-natch intersects it 
with black power paste to insure positive ignition. 


The next step is to attach « length of piped match to the side of 
the shell to convey fire from the top to the lifting charge. This 
should be of the best quality, wbether coomercial or home-made. A 
piece 7 to 8" long 4s taped to the side of the shell as i1)ustrated, 
with #* of the pipe extending below the shell and an additional 1" 
of bare match protruding, and about 2" of piped match above the shell. 
("Belov" bere means tovard the end with the tine fuse, which will be 
on the bottom with the lift charge.) Before attaching the piped 
match, it may be belpful to lay it on a bard surface and flatten it 
slightly witb a roller, to improve the roundness of the final shell. 
Now another piece of kraft paper is cut to a size big snough to 
wrap around the shell a couple of times and extend outward about 
three inches at both ends of the shell. The size for cutting 

these sheets for additional shells of the sane dinensions can be 
determined after the following operations. The sheet should be 
wrapped and pasted don tightly over the shell and piped match, 
then checked against the mortar to be used for "yindage™ 
‘This means that the outside diameter of the sbell and the inside 
dianeter of the mortar sbould be such that the shell will slide 
freely without binding against the sides, but without so much 
clearance that it will rattle excessively vhen shaken. For a 
three-inch shell, the difference in diameter should be about 1/8" 
aL around. 

Now comes the placing of the "lift" or "bloving* charge, which 
should be about Fg or FFg black power (as compared with FFFFg 

or finer for the bursting charge in the shell itself). Surprising- 
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ly enough, very little power is required for the lift charge. The 
ratio by weight is only about 1/5 to 1/4 of that in the bursting 
charge, Withrow says he uses only about 3/4 ounce for a 2" shell, 
which lifts it about 500 feet. 

With the shell inverted (cross-matched time fuse on top), the lift 
charge is placed in the open end and another dise just large enough 
to fit tightly inside the paper wrapping is pressed down firmly over 
the power. The paper extending beyond the disc is trimmed if 
cessary, folded and pleated, and pasted down against the disc, 
which a slightly smaller paper dise is pasted over the hole 
center. The shell now looks like "B" above (note that this is 
verted from "A", which shows the piped match taped to the shell 
fore the final wrapping). It is now turned over again and set ona 
flat surface for the finishing touches. 


A longer piece of piped match with an inch of bare match exposed at 
one end is inserted into the pipe extending up between the shell and 
outer wrapping and the joint tied securely. Care must be taken bere 
that the ends of raw match overlap and are in good contact, and if 
any paste or glue 1a used, none must get on the match iteelf. How 
‘tape the piped match down to the center of the disc 
‘The extending paper is then folded and gathered around the long piece 
of piped match above the joint and securely tied, as in *D", The top 
of the shell may be made as neat-appearing as desired, but the 

match must be firmly attached, since it supports the veight of the 
shell when lowering into the mortar. It must, of course 

nough to reach the mouth of the mortar vith at least six inches hang- 
ing over vhen the sbell is at the bottom of the tube. 


The paper tubing 4s carefully trimmed avay at the far end, leaving 

3 or 4 Anches of black match exposed. The length of this part de- 
termines how long the operator bas to retreat from the mortar after 
Lighting the end of the match, as it will burn vith moderate speed 
until 4% reaches the piping, after vhich the transfer of fire to 
the 11f% charge can be considered instantaneous. The burning tine 
of whatever match is used should be carefully determined in advance 
and the exposed piece cut to length accordingly. A safety cap or 
sleeve mst be made for each shell, closed at one end and having 
an internal diameter to Just slip firmly over the piped match. This 
is slipped in place over the exposed black match and not removed 
until after lovering the shell into the mortar and just before fir- 
Ang. The purpose, of course, 1s to prevent ignition by stray sparks. 
This cap 4s shovn in "E" and should be of different color than the 
piped match to advertise the fact that it is in place. Since the 
piping 49 generally tan, the safety sleeve could be white, which 
shows up best after dark. 


Aa afinal touch, each shell should be clearly marked vith the bore 
of the mortar for vhich it is intended and the effect it vill pro- 
duce, for later identification; for example: *3-Inch Single Break 
Red & Blue" if it contains such stars. Avoid the temptation to 
call a 3-inch diameter shell "S-inch" or use such nomenclature as 
"Rainbow Shell", *Rose "and the like. This may look f: 

in a catalog but don't tell the operator very much! 


This article and the ones preceding it describe vbat is 
simplest construction for aerial shells, hence the nae "basic". 
Even in the simple canister shell, hovever, there is one variat: 
in fusing that should be mentioned. In such construction, 

are the same up to the point shown in draving "A", but at t! 
the shell is inverted with the tine fuse thereafter at t! 

that it does not extend into the lift charge. 
match enters the shell, it is joined first to the tine fuse ani 
‘then to the shorter length running down the 


i 
g 
E 
Re 


the 1ift charge. The advantage clained for this method 
the blowing charge acts against the solid disc at the 
can not cause "blow through” of the tine fuse and fire into 
shell at the instant the lift charge goes off, 

pot". This 1s seldom a problem, hovever, vben the type of fuse re- 
commended by Withrow 4s used and securely glued in place, though 


‘The disadvantage of this alternate type of fusing is, that if the 
piece of match leading down to the lift charge should fail, the 
fuse of the shell itself has already been lit and it vill certainly 
blow up in the mortar. The danger of such a failure 1i 
jened by running two lengths of match dova opposite s: 
sbell into the lift charge. 
wee 


FIWAL NOTE: This series of articles was printed in 
Joctive — to acquaint the beginning pyrotechnist wi 
of aerial shell construction, in the hope that be will find such 
kmovledge of value later in bis career. It should pot be os 
encouragement to the inexperienced to atteapt such construction on 
his om, which vould be dangerous and illegal! — Biitor 


‘THE_BADIANT WHEEL 
‘by MIKE GAGE 


First mention of the fascinating "radiant wheel" appeared last July 
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in ay article on the Kandyan Fireworks Co. Since then, many readers 
have expressed a keen interest in knowing the details of constructing 
such a device, but they have remained cbscure. At long last I have ob- 
tained the secret formula from Mr. J.W. Denis, who got it from an old 
Chinese pyrotechnist in Calcutta. 

Before this release to AP readers, both the formula and construction 
method vere tested by Mr. J.B. Barkley of Hixson, Tenn., who found the 
results excitingly successful. In fact, he told this writer, "Succes: 
~Sueces Sveet Sulfurous Smell of Success! By 
I've Done It! The radiant vheel 
+I think Mr, Deenis' wheels are superb and I don't see how the 
Kandyan variety could be better." (Ed. note: all this fanfare concerns 
a tiny device only 14" in diameter and about 4" thick, but they say that 
good things cone in small packages, so read on.) Here, then, is the in- 
formation you've all been waiting for: 


Tormele 
Barium nitrate 16 
Aluminum flake 4 
Aluminum dust 10 
Sulfur 2 


(parts by weight) 


‘The nitrate aust be 
finely powdered. D B 


From a piece of shopping-bag paper (brovn) cut a strip 84" by 2 3/4" 
and cut off one corner about as shovn in A. Fold back to form a $" flap 
as indicated by dashed lines. Lay a rod 4 mm. (3/16") in diameter along 
the top and roll the paper tovard you around it and dovnvard, keeping it 
tight and pasting the last turn. When dry, fold up about }" of the end 
with the cut corner to seal this end and partially flatten about half 
the tube as shovn in B, This makes a nice taper vhich aids in vinding 
after the tube is loaded. 

Ram the composition into the tube lightly, using a thin rod (a hard~ 
packed tube would be impossible to roll up), This is facilitated by 
‘the use of a snall funnel fitting the opening, or, as suggested by Mr. 
Barkley, the corner originally cut off can be pasted or taped around 
‘the top to act funnel, vhich is later cut off. 

When nearly full, seal the end vith priming paste or dextrin-vater 
mixed vith wheel composition (a piece of black match can be inserted 
as a fuse), Now begin at the tapered end and roll the tube into a tight 
serpentine, securing each wind vith stiff paste as you go. Be sure to 
maintain a nice circular shape as you firmly form the turns, since an 
irregularly-shaped vheel will spin erratically. When done, the wheel 
should appear as in C. (Both C and D ere drawn to actual size!) 

FINISHING: A disc of colored paper slightly smaller than the veel 
Aianeter is pasted to each side, leaving the last turn shoving, which 
can be decorated with strips of colored tissue (optional). Wow the 
SPINNER is glued to the bottom so that the vbeel will spin freely and 

v 


evenly. This is e little nub gees 
5/8" in diameter shaped like a 
Volkevegen hubcap, mace fron GQ SD 
1 piece of dowel, plastic but- 

ton, or pressed from cardboard. 

A side view of the finished 

vbeel 1s shovn in D and a bot~ 

toa view at the right, below a 

label from the product made by 

‘the Kandyan Firevoris Co., so 

ing the performance to be ex- 

pected from « properly construc 

ted vheel. When placed on « 

smooth, flat surface and light. 

ed, it will spin violently wii 

@ sizsling vhir, emitting « 


brilliant fan of sparks to « diameter of eight $F, 
We hope you enjoy this little jevel from the Far East! 


"ZIPPER STARS" 
by BARRY ROTHMAN 

An intr: effect can be achieved by binding star mixtures vith a 
high grade nitrocellulose lacquer. I have achieved the best resulta 
with DuPont High Grade (ave. 13.358N) Nitrocellulose, although a lover 
grade vould probably work and might be more readily obtainable. 

The NC povder should be mixed vith a half-and-half ether-and-elcohol 
solution to make a thick lacquer about the consistency of molasses, or 
acetone can be used alone as the solvent. The lacquer is then blended 
gradually with dry star composition until a thick paste 4s obtained. 

This paste 4s packed vet into thin-valled paper tubes, nominally a= 
bout #" dimmeter by 1" long, with the fingers or a spatula, with deinch 
length of stiff black match inserted nearly its full length into the coo- 
Position before it dries. The stars must be dried until quite hard, vhich 
wey take « full veek at roos tenperature, 

fired 2 Roman candle (fused end facing the propelling charge) 
these stars vill, at aid-flight, frequently veer off at (literally!) right 
angles to the initiel trajectory. The effect 42 particularly startling 
with comet type mixes. The erratic rocket effect is also spectacular vhen 
the stars are fired en masse fron a mine. I have not tried these ina 
sbell (there may be sone detonation hazard from the high NC content). 
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The following formula for a "safe" flash-poder was subaitted by Bert 
Lindsly, first subscriber to join the FGI, a recipe which he credits to 
Bennie W. Dalton of Hurt, V1 


Potassium nitrate, double-refined powder —- % 
‘Munim, German Pyro povder, 400-mesh — 2 
Flovers of sulfur (got sulfur flour) = — it 


AlL parte are by weight, Here are some of ‘ir. Linisly's additional com- 
nents regarding this formulation: 

"For many years I have been looking for a noise-asking formation 
that was 100% safe in all possible ways. This one 43 100% non-toxic, 
friction-free, and any acid present will not cause « reaction. With 
any given case size, this formula will produce an excellent noise vith 
complete safety. The cases mst not be charged over half-full. I have 
found the pyro aluminum supplied by CASECO to he superior to others, but 
they sell only sulfur flour, not the required flovers of sulfur, This 
cap be purchased at any drug store. If at all possible, the double- 
refined saltpeter should be used. Gramuar saltpeter can be substituted 
vith somewhat reduced effect (also sold in drug stores), but then the 
ratio should be increased to 5 parts and ground as finely as possible 
vith a mortar and pestle before mixing." 


COM@NT: We print the above formula without recomendation, except 
that it 4s probably safer than those calling for chlorate or even per- 
chlorate oxidizers. We have, hovever, been able to detonate an almost 
identical coaposition to the above by mechanical shock, possibly due to 
impurities in the ingredients WHICH ARE ALWAYS A POSSIBILITY. Thus ve 
strongly recommend that any mixture containing powdered aluminum, even 
vith nitrate oxidizer, pever be subjected to grinding, ramming, tanping 
or pressing, but mixed and handled only in loose fora, 


" ("A stunning effect can be achieved by linking packages 
of Chinese firecrackers with Ensign-Bickford 'Quarrycord'. (For those un 
faxtliar with it, this is mltistrand black match loosely intervoven vith 
vax-dmpreguated thread, It has a nominal diameter of 1/8* and burns a- 
dout 1 foot per second, available from Ensign-Bickford, Siasbury, Conn. 
in 500-foot spools.) 

“Unopened packages of crackers are pierced through the center (here 
fuses meet) vith a large awl; the hole should be large enough to perait 
entry of a double strani of 'Quarrycord', Double fusing is neccessary 
to insure dgnition and prevent cut-off. ‘The packages are simply thread- 
ed onto the cord. I have found 10-foot lengths the most practical to 
handle at one tine, and they can be assembled in the field conveniently. 

"For best effect, I usually drape the stramis, snake-fashion, over 8 
length of wire at a height of about three feet above the ground. The 
‘etorm! can be further garnished by introducing heavier salutes on per- 
pendicular fuse lines tovard the end of the cracker strings. 

"I first used this effect in a display of 1964, with 1000 packages 
of crackers discharged in about 40 seconds as part of the finale. 'Thus- 
deratorm' invariably vine applause from thet portion of the audience 
that have not lost all the fillings from their teeth!" —Darry Rothman 


ALBIACK-MATCH MACHINE 
by ALLAN FIECK 


The idea for this machine vas 
conceived after a tour of Rossi’ 
Famous Firevorks plant in Love— 
land, Ohio, Their black-match 
machine was so beautifully simple 
that I tried using some of the 
Principles in a version of my own. 
‘This is the result. 

Figures 1, ami 2. show the con 
struction , in perspective and 
side-view cross-section and are 

| rather self-explanatory, except: 
~ 


for the folloving details. 

‘The entire machine was made of 
hardvood and doveling and a fev 
nails, to fit into e con 
tainer (not shown in FIGURE 1.). 
‘The one I used was 34° wide, 5* 
long and 24" deep, one of the 


FIGURE 1. 


Plastic freeser containers readily 
available, FIGURE 2. shows how it 
fits into the container so that the 
composition surrounds the rollers. 
The dotted line represents the top 
level of the vet composition at be- 
ginning of operations. 

For the rollers, indicated by 
D, E&P in FIG. 1, I used 3" 
lengths of 3/4" dovel vith 5/16" 
holes bored through them length- 
wise and supported by slightly 
Dnger $* dovels run through them 
and set into the frame as shown, Aligment of the frame is assured by 
8 piece of wood fastened in each end, slightly longer then the rollers 
20 that they may turn freely. 

The two blocks 4 & B are loosely held in place on top of the frame 
by nails as shovn in FIG. 1, to facilitate threading and cleaning, and 
are removable. They may be mide of wood, plexiglass, or hard rubber 
for durability, as may the entire machine if desired, 
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Kote that in the above dravings, the string that forms the core of 
the match enters the bole Bat the right, which should be about 3/8" 
@ianeter (not critical), runs over ani through the rollers and vet com 
position, and energes through hole A, which is just slightly larger than 
the finished match, in this case a 1/8" hole. Note also that the holes 
are slanted in the direction of travel over the rollers, as shown in 
FIG. 2. 

QFEPATILN: Begin vith seven rolls of thin cotton string (not the 
waxed variety), arranged on « rack to the right of the machine 90 as to 
umvini easily.” These are not shown in the dravings. knot the eds to- 
gether and pase then dovn through hole B, around the rollers as shovn, 
and up through hole A. This can best be done while the frazevork 1s 
dry and clean. low fi21 the plastic container half-full of vet compo- 
sition (see below), place the machine in it, and add enough composi- 
tion to thoroughly cover the rollers, as in FIG.2, Now grasp the knot 
extending fron hole A ant pull. By entering as seven individual strands 
‘and passing over the rollers, the string enis up evenly costed with ‘con 
postion within and without and of even diameter as it energea from bole 
A, ‘This 4s greatly preferable to coating « single strand. 

DRYING: The black cord vhich energes 1s the finished match, It needs 
only to dry. As far as I know, ny system for drying is unique. 1 use 
‘two 3-foot lengths of 2X 4, into each of which I drive 17 large nails 
to a depth of about one inch, about 2" apart and in a straight line, 

‘These are arranged in an equilateral triangle with the natch machine 
as shown in FIG. 3, and all ere fixed in thie position by holding dovn 
with bricks or other devices. This is very inportant. ‘Trying to vork 
with poorly anchored equijment can be most frustrating. With the er- 

Fangenent shown, you can make 170 
feet of black match in about ten 
minutes. (For clarity, FIG. 3 is 
pot drawn to scale, but shows on 
ly the first tvo strands of match 
looped around the nails.) The 
beauty of this setup ie the equi- 
lateral triangle formed by the two 


z 2X 4's and the nachine. This 
. match ma- means that when you walk from the 
8 chine attac! machine to an opposing nail, the 
to board length of match is automatically 
ra right. (It seems that the equi- 
lateral triangle has nore us 
fireworks than for Ceylone: 
FIGURE 3. crackers!) 


% Pull sone of the cord out of 
the machine and valk to the far- 
thest nail , hooking the knotted 

wet match dovn to the first nail in the oppositi 

nd back up to the first 2X 4 

The 
terminal end is knotted and attached to the last nail, The match ener 
in starting the next 


Allow the match to dry about two days before using. It may then be 
cut into 2, 3, or 5 foot lengths, if desired. It is, of course, EXTREME- 
LY FLAMMABLE and should be stored in fireproof containers avay fron heat 
or flane, 


end to At. 
2X 4, around the second nail there, 
shown, until you have 17 strands of match hooked up for drying. 


Bring the 


or starch should be added to the power for adhesion to the cox. A 
representative forma for howe-asde power vould be: potassium nitrate, 
15 parte; charcoal, 3 parts; and sulfur, 2 parts (by weight), with all 
ingredients powered as fine as possible before mixing. Water should be 
added yery with constant stirring, until a mixture is obtsined 
‘that will adhere to the string and give a snocth coating as it energes 
from bole A. The machine here described vill then produce an excellent 
black nateh, suitable for many uses in firevorka. 


CRACKERS 


c, 


by forming « constriction at one 
6 largely been abandoned in the U.S. 
favor of forming clay chokes by raming. It can be used to advan 
tage, hovever, with snall cases to be used for crackers, serpents and 
equibs for either ground or aerial effects. In the latter case, espec- 
sally, the reduction in weight by elimination of the clay is desirable. 
One of our correspomients in England, who will not permit himself to 
be identified othervise ttan as "Ignis Fatuus" or "Will O' the Wiap* 
(figuratively, ap elusive or misleading object!), bas sent us the dia- 
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grans and suggestions showing a simple too) for 
forming such chokes, vhich can be aade fron a length of dowel. The 
cases may be rolled fram 2" gumed sealing tape vound arount sinilar 
doveling while well moistened, or around the tool itself. The soaped 
gord may be anchored at one end, with the otter pulled firsly. 


B. Choked while still damp, vith thin cord soaped. 


(A. Plain case. 
D. After drying, vith 


C. Pressed into Meal Powder ani Gum solution. 
charge added. E, Card wad glued in.) 


CHARGE: for flash report — Pyro aluniou, 1, potassium perchlorate 2 
parts by weight. Milder burst without flash — Grain power FFFg. 


BELOW: FORMER FOR CHOKING DAMP CASING. 


croove |PIN 1/16" DIA. 5/32" DIA. 


When the former, above is put together a gap will be left between 
the two faces to allow for the choke constriction. Groove is for lo- 


cating ca: 


Mere to 
Rocket heads, Shells or Mines, either alone or mixed vith other stars. 


In bundles 
1. A bunch of crackers is made up to 
suit the bore of the Candle and a piece of 
tissue pasted round to hold them together for 
Loading. The pie 
ignition of the blowing charge. 

3.) Take a length of match and with pieces of 
Crepe self adhesive tape 1"x 1/4" stick the 
primed ends to the match about 1” apart. Hang up 
and Light one end of the match standing well clear. 

4.) Lay @ length of Crepe self adhesive tape flat, tacky side up, run a 
length of bare watch along it, longer than the tape allowing the match 
to overhang one end. Stick crackers nose to tail the length of the tape 
‘about 1/4" apart, roll up to form a long case with the match protuding 


shown on the right, for us 


of bare match will ensure 


F 


from one end. Light the bare match and stand well clear. 


THE_WHIZZING ROCKET 
by William Burklow 


Here is an item similar to the commercial buss boab or buss rocket, 
after which I designed it. The whizzing rocket is like a regular 
rocket except the nozzle 1s located on the side instead of the bottoa, 
and it requires no stick or fins for guidance. When lit, it spins on 
‘the tube and ram nearly 


the ground for a few sec- 
2 
5 >? 
| y an %s 
K% 
full of rocket fuel 


onds then takes off verti- 
cally, spinning and whis- 
ing and giving off a cir- 
cular array of sparks. It 
will attain an altitud 
of 50-200 feet depending 
on the angle of the bore. 

First step is to make 
a tube 2" long with an 
Anside diameter of 5/8". 
(A good tube can be made 
by rolling gummed tape 
around a 5/8" dowel.) 
(black power). After sealing the other end with clay, a hole is dril- 
led with a 1/8" drill bit into the bottom side, as shown in the dia— 
gram. The hole is drilled at = 45° angle upward, which gives lift to 
the rocket, and 45° off center tovard the vall, which gives it its 
spin. The hole should be low enough on the wall to pass through the 
clay plug. The effects of this device are quite good in the daytine 
but even better at night. 
(G4. note: Mr. Burklow did not specify vhether the device should be 
stood on end or laid flat before lighting, but it would probably end 
up in the latter position anyway. Also, ve don't quite see why it 
could be depended upon to rise "vertically" rather than take off at an 
angle. In any case, it might be prudent to use a long fuse and hide 
Debind a tree after lighting!) 


‘Then pack about $* of 
clay in the bottom of 
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‘BOMAN_CANDILES 
by Reverend Ronald Lancaster* 


Good ronan candles are very difficult to make, mainly because there 
are so many factors vhich play ac inportant part, and one or more of 
these can go wrong. 

In the first place, a good quality of fine grain gunpowder should 
be used to eject the stars. In England we uae gredes F or FFF; i 
16-24 mesh and 24-70 mesh respectively, which are knovn as C grade pou- 
ders, representing about three hours nilling in the initial sti 
Powers which are faster or slover vill cause the stars to be ejected 
either too quickly or erratically. 

Next ve must consider the tube. To start with it should 
have a thick wall, 3/16" or 3", or it 4s likely to catch 
fire and burn 4f it is fairly long. The quality of the pa- 
per also plays a part; if a cheap "common" or "sugar" paper 
is used, it will burn avay inside the tube and compression 
vill be lost. On the other hand a good quality paper, rol- 
Jed vith a tough adbesive, hardly burns at all and the com- 
pression is too great. In this latter case the stars blow 
out with such violence that they are extinguished. In prac- 
tice we use the cheap paper and a good quality gunpowder. If 
good quality paper is used, a weaker powler must be exployed, 

Avother point to vatch carefully is that the inside lap 
of paper in the tube 4s well stuck down. When tubes are ma- 
chine-rolled, the paper is initially beld onto the mandril 
by pushing the edge into a groove on the maniril, but the 
part which vas in the groove frequently does not stick dovn 
after reaoval the machine, If this happens, the grain 
power creeps dovn under the loose lap causing a "blov-thro- 

and the candle performs more like a machine gun, The 


paper does require careful pasting and the tube mst dry 
slovly or it will often ending up banana-shaped, 

The bore of the candle is quite important also. Exhibi- 
tion candles are in 5/8" bore tubes, mainly be- 
cause the large give a good burning tine; they can 
afford to burn a little in the tube, and the measures of 
grain power are large enough to permit measurable variation. 
Candles of sualler bore than this temi to eject stars er- 
ratically and the stars soon burn out. 

‘The stars should be of such diameter that they vill com 
fortably slide dova the tube. Under oo circumstances should 
they be too tight or slack, Assuming that the tube has been 
rolled on a 5/8" former, it vill shrink very slightly on dry- 
ing, as vill also the stars. Cylindrical stars 9/16" in dia- 
meter and }* long vhen danp, pumped quite bard, will be just 


about right wben dry. 
(Note: Proportions in the drawing at the right have been 
exaggerated for clarity, iucluding clearance between stars 
and tube valle and the amount of blowing charge under each 
ster. Te enter spaces betveen ord represent slov- im 
burning delay fuse or "candle comp". =F 
‘There are many theories about roman candle fuse (also referred to 

as "candle comp" and sonetines "dark fire"), but the important thing 
is that it should be dense and consolidate well. In order to achieve 
this object there is a tendency to incorporate a goodly quantity of 
potassium nitrate and sulphur. Too much charcoal makes the fuse too 
‘Light and dirty to handle. The composition is used dry in England, 

and one cap only assume that the American practice of dampening it 

fe for the purpose of granulating it to reduce the dust or to make it 
move easily in the measuring-boards for mass filling. 
The burning speed of the star is also importent, and two techniques 
used in relation to it. The better method uses very fast-burning 
stare and surrounds each star with a esnall charge of gunpowler to make 
sure that it is ejected imaediately. With this method, it is import— 
anf that the star burn rapidly; othervise it will be extinguished as 
it is ejected. The second method uses no powder around the star, but 
slover-burning stars are eployed which actually burn for a second in 
the tube before being ejected. Gas is lost up the side of the tube 
around the star and the latter is not blown as high with the first 
method; moreover, the stars are ejected somewhat unevenly, A good can 
@le should propel all its stars to the same height. To illustrate the 
variation in formulas for a "slow" ani a "fast" star, note the follow 
ing for a red star: 


g 


sy FAST 
potassium chlorate 70 
strontium carbouate 19 5 
red gun B 10 
dextrin 4 4 
fine charcoal, 150f 1 


‘The manufacture of a 12" candle according to the "better method" 
noted in the preceding paragraph vould take place as follows: 

The tube is placed on a small nipple ani a charge of clay poured 
4 and consolidated by means of firm blovs on a drift which slides 
easily dovn the bore. 4 charge of about 0.45 ga of F grain pouler 
is added, then 2 star placed on top of it, making sure it goes all 
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the vay to the bottam. A charge of meal gunpowler, preferably 
grained, is poured on top of the star (about 0.50 gu above each ster 
after it is inserted), and the tube is tilted slightly backwards end 
forwards to allow the power to trickle dovn around the star. 

Next a scoopful of candle fuse 1s placed in the tube ani consolida- 
ted with blows fron a light mallet on the drift. It should be noted 
that this 4a where the skill of a good candle maker lies! If the 
candle conp or delay fuse is consolidated either too heavily or too 
Lightly, there is a tendency to get the "machine gun" effect. The 
drift peeds to be tapped quite Lightly and only experience will help 
here. (Toc sharp a blow may crack the star and too light a one will 
leave air spaces between grains, in either case an invitation to un 
desirable explosive effects.) The folloving formula for candle coup 
4s typical, about 4 gn of it being loaded above each star: 


potassiun nitrate 50 
Realed gunpowder R 
charcoal, 40/100 mesh 12 
charcoal, 30/60 mesh 11 
sulphur 6 
The foregoing steps are repeated for 
stars this length candle vill accomodate, for the following: 
The charge of grained gunpovder below each star is increased fran 
bottom to top of the tube; this is neccesary to insure that all stars 
are propelled to substantially the sane height, as the first ones e- 
Jected bave much less distance to travel through the tube with gas 
pressure behind then and vould have less "auszle velocity" if all 
propelling charges vere equal from top to bottom. & charge of 0.45 
rans vas specified under the first star to be loaded. From bottea 
to top, the remaining charges should be about 0.55, 0.60, 0.90, 1.20 
and 1.50 ga. If a quantity of candles are to be made in this size, 
4t vould be helpful to make separate scoope holding the appropriate 
amount of power and mmbered for each star. Separate scoops could 
also be made for the half-gran of meal powler to go above and around 
each star aod for the 4 grans of delay fuse betveen each tvo stars. 
(For the benefit of readers unfaniliar with the manufacture of 
"puuped" cylindrical stars specified in the foregoing article, « 
hand tool can be made consisting of a short’ length of brass or other 
non-ferrous thin-walled tubing with an inside dianeter equal to the 
o.d. of the star and affixed to a substantial handle to fit the pala. 
A solid piston slides sncothly within the tubing ani has a pin which 
Projects through a slot cut in the latter, just long enough so that 
the piston is flush with the open end of the tubing at one extreae, 
ani at the other it withdravs to leave a recess equal to the dinen— 
sions of the star — in this case $" by 9/16". With the piston with- 
dravn, the pump is pressed into the damp but firm star composition 
like a cookie-cutter, filling the recess. Then it is placed against 
the drying-tray, the projecting pin pressed dovn, and at the same tine 
the tool 4s lifted, depositing a smcothly-forned star. The author's 
specification, "pumped quite hard", presumably refers to the anount 
of pressure applied to the projecting pin before the tool is lifted. 
The coordination of these movements requires a little practice so 
that the star will not cone out barrel-shaped or othervise deformed. 
There are, of course, machines vhich will produce pumped stars in 
quantity and good dimensional stability, as described by Weingart and 
others. For other colors than the red star mentioned above, the 


author suggests the following, contributed by him for Dr. Herbert 
Ellern's MILITARY AND CIVILIAN PYROTECHNICS, page: 368:) 


Mare 
Potassium nitrate 51 


potassium chlorate 


7 eo 


potassium perchlorate — 70 |sulpter is 
barium chlorate — 55 — |meal gunpower 15 
red gum - 0 6 | antimony metal 
shellac - = 6 Power 10 
colophony resin 6 = = | charcoal, 150 mesh 3 
charcoal, 150 mesh - 5 — [dextrin 

custria is 4 (4) 4 5 

eodtus cmlate on ee ea ium chlorate 
Paris Green z= = | ae 2 
GOD: mealed gunpowler 58, lampblack 14, " , dark pyro 20 
charcoal, 150 mesh 21, black antimony sul- | dextrin (é) 


fide 7, dextrin (7) 
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"Colophony resin™ is common pine resin. Suitable neutreliser if 
required would be barium carbonate, 1% being adequate. All gunpou- 
Ger-type stare are filled vith a saall charge of powder on top of the 
star. 

se oe an ae oe 

In the foregoing article, all renarke in parentheses are those of 
the editor. We have a fev more in conclusion. The most frequently 
encountered ronan candles sold to the public in America are of analler 
bore and greater length than the type described; the stara generally 
are 3" or 3/8" in dianeter, with at least ten in a candle. Horeover, 
‘they ere "mass-produced" on machines vhich can handle up to 12 dosen 
st a tine. Concerning this method, Rev. Lancaster states in the chap- 
ter on firevorks vhich he wrote for MILITARY AND CIVILIAN PYROTECHNICS 
{and which be bas generously expanded in the foregoing article for 
AERICAN PYROTECERIST), "The writer has observed the great force used 
with gang remers in sone firevorks plants and is not surprised that 
saplonions have taken place with their use. 

if the star compositions uoted here are mixed while danp, with the 
oxidizer added as the last step, there should be Seater beach’ 4 
should be noted, however, that the dried stars containing chlorates 
are later charged into the candle intimately vith the "cantle comp" 
And black powder, both containing sulfur, vhich is another reason for 
using only the "gentle consolidation" recommended by the author. 

Ronan candles are something of an oddity in fireworks, and their 
origin is in question. The only reference to a sinilar item in anti- 
quity seens to be the ancient Greek Fire, 
apd oxidizer propelled thenselves fron 
of their ovn burning ¢¢ 
have been called Greek 


ay 
become a traditional part of the firevorks scene, both for exhibitions 
js prohibit "any item of firevorks 
he air"). It 4 beautifully ef- 
fective and essentially non-annoying, since the only noise it produ- 
42 ts the "phutt ss each ball is ejected, hardly detectable at any 
tance. 

It 4s hoped that the information given in the Rev. Lancaster's 
article 15 to the techniques and tricks of the trade used ip naking 
roaan candles will be of interest to all readers, and it should not 
be overlooked that the star formulas given ere equally adaptable to 
use in floral shells, rockets and nines 


A PYROTECHNIC PAPER CUTTER 


by James R, Buje 


A simple and inexpensive device for accurately cutting paper for 
Pyrotechnic items has long been missing from the pyrotochnist 's vork= 
shop, but the need for one has been demanded by many types of fire- 
works that require dimensional accuracy. Now, with the presentation of 
the Fyro, Paper Cutter, one can avoid uneven, unsquared, or jagged eda- 
es when cutting his paper, with a gain of accuracy and efficiency. 

Basically, the Pyrotechnic Paper Cutter is a device fort 

1) accurately measuring and squaring almost any size paper 

2) holding this paper securely 

3) gutting 1t accurately and efficiently 

4) cutting large quantities of paper to the same size 

5) creasing paper in preparation to folding it. 

MATERIALS 

2 boards 30" x 14" x 3/4" 1 steel strip 36" x 1/8" x 1" 
1 board 30" x 1" x 3/4" 1 heavy steel strap hinge (3" straps) 
+ hoard 29-3/6" x 12" x 3/4" |1 utility hinge (1" wide) 
1 board &" x 19" x 3/4" 12" x 20 bolt & nut (¢" dia.) 
1 board 1-3/0" x 17 x 3/u" | heavy-duty utitty knife rasor 
kz masonite strips "x 1)" x 4"|4 sheets of 4" division graph paper 
pe, glue, sheet metal screws, rubber, 
rod. 
CONSTRUCTION 


2 12" rulers, ¢ x 20 tap, 


Notes All the above formulas total 100 parts each by weight, with 
the exception of the binder (dextrin), which is in excess and printed 
in parentheses where such is the case. Thus the measurcnents can be 
taken either as "parts by veight* or percentages by weight. Three 
"Specialty Stars" that vill also be of interest to the reader are in- 
cluded from the formulary referred to: 


ELZCIRIC STREAIER WHITE GLITTER GLITTER 
aluminum, "bright® pom € 7 
st) - = 
= e 70 
20 - peg 
7 4 5 
strontium omlate - 8 = 
sodium oxalate - - 20 
potassium nitrate 40 = - 
sulphur 20 - — 
Black antimony sulfide 5 u 8 


P.P.C. without Grid-board 


‘THE CLAMP: Start by cutting off 24" from each “strap” of the 3" 
hinge. These pieces are to be used on the cutter block later. The 
hinge 1s now attached with the screws supplied with it to the two 
boards 30" x 19" x 3/u", Four more holes must be drilled in the hinge 
to add needed stability to the clamp. It's also a good idea to hold 
the clamp in a vice when drilling the pilot holes and attaching the 
hinge. 

To keep the clasp closed during cutting operations, a 1-1/8" by 
$* aaa. rod or shank of spike is secured in the upper clasp section 
‘by drilling a hole with Jess than a $" drill bit then enlarging it un- 
til tt forme a tight, permanent fit with the rod. A ¢" drill bit is 
used to forn the “femle" hole in the lower board and is enlarged 
slightly to forma semi-permanent fit, Thus, when the clamp is closed 
it will remin this way until it is pried apart, 
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THE "JIMMY": In ite sinplest 
form, it can be a tnin screwiriver 
inserted into the end of the clamp 
to pry it open, However, @ nore 

Professional job can be sade using 


the sane principle, but in a perm- 
anently attached form, Cut a 23/84[-Ko | Push 
piece of steel strip and solder ‘Jinay" Yorking pos. 


1" hinge to it, (see fig.) The up- 

per clamp must be grooved to acconmeiate the added thickn 
strin (1/a"), Purhine down on the metal strip will open 
sufficiently to relmase its hold on the paper. 

‘THE CUTTER: A few extra holes must 
be drilled in each section of strap 
that were cut fron the 3” hinge. 

The sections should extend about $* 
below the bottom of the cutter- 


it, The opposite side has a “util- 
(Stanley Heavy Du- 
ty @ 59¢/5 blades) attached with 
aml sheet netal or wood screws, 
As a finishing touch, a handle can 
be attached to the cutter. This will help keep fingers avay from the 
blade. 

MEASURING BOARD: This is made from the 29-3/4" x 12" piece of 
wood, From the 36" (initially) steel strip two 12" pieces are cut and 
attached to the sides of the board flush with the top using epoxy glue, 
The whole board 18 attached to the clamp using ma- 
sonite strips, steel strips or mending plat. 
The board should be attached between 1/16" and 
1/8" away fron the clamp, (see figure) Two small 
rails can be used as separators to achieve the 
same width slit along the two boards, > 

GUIDE ROD: This can be made from the sane stock as the clamp but 
need only be 1” wide and 30" long. It must be about $" longer than the: 


measuring board, 

A B 
ner. 2 four inch stripe of Fy a ae 
steol are drilled five tines, at the following positions, 


the botton. ", 5/8", 1-3/8", 2-3/4", 3-3/s". In one strip 
5/8" up. In the strip with this hole should have it drilled with a 
11/64" drill bit in preparation for tapping the threads, The other holes 
will depend on the size of the screws that ere used, When thie is com 
pleted, the strips are bent to right angles 1-3/4" from the bottom, 

A thin piece of rubber should be glued a shown in the figure, This 
completes the guide rod. 

RULERS AND GRID! Three sheets of ¢" div, graph paper are trimmed 
to proper ‘ind pasted onto the neasuring board. It should be pos- 
Ationed so that the graph paper ends emactly where the cut edge of the 
Paper in the clamp begins (see figure) 

Two thin rulers can be glued to each end 

of the measuring board as pictured, 

This means that an equal thickness of 

wood on the guide rod at those positions 

must be sanded or filed amy, The quidi 
Tod must be touching the graph paper at 


a) points, Ctherwina, the mer may slip underneath the guide red, ue~ 
trating ts purpose. Notet the quarter inch marks on the ruler should 
mutch vn with those on tre graph paper. To increase accuracy, 4 ningle 
large viece cf graph qarer car" attached to the measuring Sard==11 
such a piece can be gotten, 


A plece of wood--preferab- 
Ly hardwood==1-3/4" xi"x 

3/47 ie attached to the 30” 
"rod™ in the following man- 


2 


UPERATION 
‘The piece of paper to he cut (much as kraft oper) in tarerted tn 
the clamp, .t 1s then adiuated by puaning it against the gulye rod and 
lining 1 up with eitner the edge of the ruler or one of the erid Lines. 
The clamo Js closed, If the paper is not held firaly tn all places, 
strips of masking tape can be put along the inside, upper and lower 
niges of the clann, Next the cutter 1s placed on ton on the clasp and 
pushed down it tnus shearing off the masured section of paver. Hore 


than one thickness of kraft paper can te cut at the same tine to in= 
Corpleted P.P.0 


crease efficiency. 


Gi Fore 
made in the paper, measure off the 
length of the fold using the rrid. 
Close the clamp and push tl 
er ud, perpendicular to the «rid 
board, making the paper form a 
right angle, Then the mper 1s 
taken out and folded along thix 
crease, (see ftqures 


Creasing Operation F 
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(We thank Hr. Buja for his well thought out and illustrated article 
and for the time he took to prepare it. He also made us up a proto- 
type of the paper cutter, and it really works! 


In case other readers might vant to take advantage of our inherent 
laziness by preparing ready-aade copy, the folloving details should be 
noted: Each page should be exactly 6 7/8" by 10 5/8", single-space 
typed with a good black ribbon on clean white paper, leaving 5/8" mar- 
gin at each side and 3/4" at top and bottom. The paper need not be 
high-quality bond, but very thin ("onion-skin") stationery and the 
so-called "erasable" typing paper should be avoided. For illustra- 
tions, a mediun-point ball-point pen with black ink, or a good black 
pencil (about #2, well sharpened) is excellent, tut avoid colors 
pecially light blue, Do not attempt graduated shading, only line dr: 
ings, and avoid very fine lines, since they may be lost when the master 
4s reduced to 80% original size in reproduction. Do pot paste on any 
photographs. We will be glad to ansver any questions for yow guidance, 
and in al] cases, be sure to query us about the aubject ani length of 
your suimission before going to the trouble of preparing it.) 


HE MAGNESIUM BOTTLE ROCKET 
by Johr. F. Glisson 


The purpose of the Magnesium Bottle Rocket 1s to pro- 
vide variety of effect and color to the standard char- 
coa) type. It consists of a very thin casing filled with 
a fast-burning Magnesium fuel. It can be used with or 
vithout a stick, the latter case being in shells or 
mines. When constructed as shown there is no danger of 
explosion since the powder is well-packed and the thin 
casing is consumed as it burns. 

For the various colors, 1 recommend the following for 
mulas. NEVER mix more than 5 grams of powder at a@ time 
since the fuel is very fast burning but safe to mix 
since it contains only Nitrates. 

Weigh in grams: (RED) (GAN) (BL) (YEL) (OR) (W) (FUR) 
Pot. Nitrate 4) 3 AS 
Barium Nitrate 1 
Strontium Nitra’ 
Paris Green + 
Sod .Carbonate a 
Magnesium Carbonate 4 
Magnesium powder(100mesh) 1 91 92 2 2 1 1 
Dextrin 1/8 1/8 1/8 1/8 1/8 1/8 1/8 

pyc 1/8 _1/8 1/8 


The casing can be made out of Kraft paper. It should 
be about 14" long with the inside diameter about 3/16 
It should be dry rolled 4 turns applying Sodium Silicate 
to the last # turn to hold the casing. Let dry for 5 to 
10 minutes. To load the casing, first ram a small piece 
of tissue paper in the bottom so that it completely 
covers the bottom hole as shown below. This should be 
done on a flat surface. On top of this, ram the fuel 
firmly until the powder level is 3" from the top. Above 
the fuel, ram dry priming 1/8" thick. Then insert a 
piece of bare match as shown below with a wad of tissue 
paper to hold it in place. When this has been completed, 
dip the tip of the casing with the rammed tissue paper 
4n Sodium Silicate to secure it. Let dry for 10 minutes, 
This acts like an endplug. The stick used must be very 
strong and thin to keep from burning up, The stick can 
be made out of Bamboo, about 8" long. It becomes helpful 
to wrap 1 turn of Aluminum foil around the stick next to 
the casing. Attach stick to casing by overlapping a 
small piece of paper over the stick with Sodium Silicate 
onto the casing as shown below, 

Fire the Magnesium Bottle Hocket as you would a normal 
pottle rocket. It burns with a brilliant flame, giving 
a fireball effect of whatever color used. It will burn 
to a height of about 50 feet. Tesue 


Match priming, 
? —) 
3 


‘THE CHEMICAL TUMBLER 
‘by Janes R. Buje 


Aluminum foi] 


‘DNTRODUCTION: 
‘There is not a Green Man who would clain that 


z 
7 


the idea The basic 
is used in all commercial tumblers, This is; a moter drives a cylin- 
@rical rod, and this rod transmits the motion, at reduced speed, to 
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‘the mixing drum, Thus the chemical is tuabled constantly along 
with aetal or other hard balls until pulverised to a finely divided 
Powler, In another operation « mixture is simply incorperated ue- 
ing goft balls, 


‘The power source is the most expensive part, but can often be 
I've even, 

belt needed, moaning considerable savings, 
The cheapest material for the drive rods 


standard 
The rod itself 1s the axle, thus eliminating one more chance for 
an error, 


In answer to the question of "Vhat will the reds rotate in?" 
I came up with « method that 1s cheaper ty far, than a pillow blcok, 


ler cans, such as coffee cans, there is enough traction from the wash- 


xs 00 the rubber strips are not needed. In the list of mterials 
Glnost everything should be readily available from the hardware 
3 cotter 


store and service station, 
(t1t 3/32" pole) 
palleys Lee nas for sizes) LB peered co po ‘ 
1 rubber tube (or strips 1" wide) 


2 
1 36 
1 tasem-16 x 13 x $ (also see 


4-8 rubber washers 


§ gretatte O +") (Pig. 2) 


10-12, 4" I.D, muti metal 
2-5 # 1.0, “wing mts 2-3 carriage bolts (3$ x #*) 
1 Electric moter (1/6 HP 1s 0.K.) 


For xy omn model, I find that « 6" can rotating at 90 to 100 RPM 

18 sufficient when the can is about ¢ full, 75 RPM is best for heay- 

ter loads which my take up half of the cen, To achieve these speeds, 

I use the following pulley combinations—the amller pulley of each 
set being the one for the motor shaft, 
" 2 

2 75. RPMs he 

‘can estimte the 


(using an 1140 RPM motar) 


CONSTRUCTION: 

Enough clearance must be allowed between the large 
the base, Using @ tase thicker than 4" would cause the 
eet too low to base. 


meaning the eye-bolts won"t 
another alternative for the tase is given in 
sunk holes (to ¢” from the top surface) so a 


The holes are drilled for the eye-bolta 
are attached acc 


a 


ere are slipped on, Cotter pins, 
hen the motor is positioned, the tension in the V-belt 
‘be excessive since it will bend the eye-bolts out of line, 


At this point, the tuabler is operable, 
Place the tumbler drum on the"washere", If it does 
will need a 1" strip of rubber around each end, I 
to cut @ continuous band froma tire tube witch coe be, 


off the rubber washers, 
tuabler run unattendéd, these are a must 
wise slip off one runner causing the other waher to 
Siderably while in contact with the stationary drun, 
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Nut and Washer 
positions 


for & small can's ideal RPM, simply replacing this can with e larger 
one, without changing pulleys, cannot produce the desired results, 


Be careful when using, if at al, containers which use screw-on 
covers. They present much more danger to the operator if a mixture 
ignites while inside such a can. Those with plastic lids are mich 
hore desirable although they my begin to leak minute amounts of pow- 
der when they wear out, This is remedied by taping up the sean 
during mixing. 

About the Balis: In pulverising, almost any kind of shatter- 
Proof ball could be used, Some suggestions are: steel (most common 
type) aluminum, leed and even fishing sinkers are a possibility. 

A half inch diameter is a good size, However, never use a 

tall or any hard tall with chemical gixtures, Both sparks and impact 
could set off the dust clouds that form ineide the tumbler. Specif- 
ically for mixtures, I use either golf balls or nothing at all, How- 
ever, in the commercial mnufacture of black powler, wooden talls are 
Sonetines used, so this is another posibility for those who have 
Access to a wood lathe, 
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I've discovered one trick which allows for a slower drum RPM = bundles. pane Sepid.<d ad qackion G 
and increases pulverising power. t is to line drum It is suggested tl eginner consul + 4 and practice ty- 
slankmun winder actor of Poeet 16 hech (Fics P), at ahaa te fit= ing the Clove fitch, at first around a solid rod auch aa a. peneil or 
Tel tee cae than taken ‘ont ana-*eoea ‘together with a piece of  dovel, until st becones second nature. Its advantages will soon be- 
copper wire, Usually the chemicals will build up underneath the ©o%8 Obvious, and once he can do it effortlessly he will be recognized 

‘i bel as areal firevorker. Tony Senenza does it alnost faster than the eye 
screen, 80 the pulverised chemical and screen should be taken out andcan rollov! No attenpt has been nade to describe the operation in 
‘the screen replaced in again. words, since every operator will discover the way that works best for 

him, be he right- or left-handed. 
Actual construction of this Chemical Tumbler by the reader «ill The tying cord generally used by the pyrotechnist 1s a rough brovn 
no doubt suggest additional refinements and improvements; I would Beply flax of about the same thickness illustrated, known in the trade 


welcome any comments or questions you might have, as “Italian Shell Twine". Because it is not amooth, knota made with 
it hold firmly, even when not pulled up so tightly as to "choke" the 
40 Dale Ave, RD#1 Dracut, Mass, 01626 tubing. A satisfactory type is videly sold for tying packager 


ae ne ae ae In last month's AP we mentioned that two methods of “cutting-in" 


> match were used at the San Diego stadium display. The one just 
(64, note: Our sincere thanks to Jim Buja for preparing the above Jebersbed was used end edvocated by Sony Soaeasa to insure absolute 
article and diagrans in canera-ready form according to our instruc- gecurity of splices end positive fire-transfer, Chief pyrotechaician 


tions in a previous issue. (See April 1970 AP for this data and Ray Contrucei preferred a sinpler and quicker nethod, understandable 
Jin's earlier article on constructing a "pyrotechnic paper cutter") when some 460 such splices had to be made, and sumed it up with the 
We have had a mumber of requests for information on construction of statemt, "There's po vay this won't work!" 

@ ball-mill and arc sure this article will answer many readers! With the simpler method, the end of the pipe to be inserted is not 
questions. Samples the author has sent us of chenicals pulverized trimmed back from the match but merely cut off diagonally as in FIG. 3, 
in his tunbler are of the finest grade and we are glad to pass the leaving the match flush with the cut. It is then inserted into the 


notch in "0", poiuted part upvard, so that the match ia in contact or 
foregoing information along. pearly eo with the contimcus length running through *D*. Quickaateh 
SPLICING PIPED waTcH burne vigorously enough that there is actually Little chance that the 
fire vill fail to transfer from one piece to the other in a closed 
When preparing set pieces for « display, the nost often-repeated tube, even if alightly separated, Also, in this quicker method, the 
operation ia that. of Joining two pieces of piped match to convey fire Joint 1s not tied with twine but merely wrapped with « few turns of 
fron one to the other. Thus, it is one of the first ekills the pro- ansking tape. In either case, the tape covers the gap between pipes, 
spective firevorker should learn. Unfortunately, the literature bas protecting the match from moisture ani stray sparks, but in the lat 
fow if any exact descriptions of how this important operation should ter, it 4s also depended upon to hold everything together. Perhape 
be done, and the beginner must first learn it on the job. It is hoped the fairly recent availability of masking tape calls for an updating 
that the following instructions vill help in preparing hin to make fail- of traditional splicing methods! 
safe splices quickly and efficiently at his first display. In end-to-end Joining of tvo lengths of match, each vill usually 


have a piece of bare match extending from the pipe as in "a", FIG. 1, 
covered by « protective safety cap slid over it, The cap of one can 
be removed, cut to a desirable length, replaced and tied securely, 
vhile the other cap is discarded. The second length is then slid’ into 
the open end of the cap, bringng the ends of bare match together, and 
another tie made around this end. 

FIG. 3 ‘These match-splicing operations are essential not only for inter- 

FIG. 1 SS re. 2 connecting lancevork franes but in preparing other sets and fireworks 
i 7. like wheels, "trees", and finale batter: ‘and they should be learned 

rly in the gane, 


tg 
ROCKET MOTORS BASED OM MAIBIO HYDRAZIDS 
= = Q by Fred Wagner* 
D 

In the April 1970 issue, our Chief Green Man enlightened us with 
—— his article titled "Basic Skyrocket Construction". In the following 

FIG. 4 Fie. 5/ FIG.6 yp article I will give exact details for successful construction of a 
rocket charge using a propellant to vhich I have patent rights pend- 


ing. 

Joining piped match, hereafter referred to under the more comonly- ‘A typical casing size is 5 inches long with }-inch bore. The clay 
used term "match", divides into tvo categories: connecting two lengths I have used with most success is that used in Estes Model Rocket En- 
end-to-end, or splicing a termina) end into another continuoue length. gines as nozzles; I get the clay fron the engines after they have 
The latter operation, known as "cutting-in", requires slightly more been fired. 
skill and will be described first. In the above illustrations, the There are only tvo ingredients in the propellant: potassium per- 
Piece narked "a" represents the loose end and "b" the length being chlorate and maleic hydrazide. If you have trouble obtaining maleic 
apliced into. tydrazide in your area, it can be obtained from: Distillation Pro- 

FIG. 1 shous the first step; the paper pipe is trinned back about ducts, Eastman Organic Chemical Dept., Rochester, N.Y, 14603. 

+ inch at the end of "a", leaving an intact piece of bare match pro- ‘Two parts of potassium perchlorate and one part of maleic hydra- 

truding; then « wide-angled V-shaped cut is made in "b", being careful side, by yolume, are finely powdered, then vell nixed to obtain 

not to cut into the match itself. For these operations, a mnall pair homogeneous aixture, NOTE: this mixture is hygroscopic (absorbs mois 
ors is used, a favorite among fireworkers being Wiss e~ ture from the atmosphere) and should not be mixed when the mmidity is 
shears, model 175-E. These are only about 6 inches long above 70% or theve will be a reduction in rocket performance. 

a ee be bung about vaist-high on & Pisce of tine around the neck, Otherwise, the combination is very stable and will not explode or 

3 free for operations, marked "b" is nixing or ramming, 
crarped between tha acd: freetingee Stone att bee Gre co ignite during or - I bave loaded about 25 motors with 


hgntchanded) and with seissore in the right, a cut is mde dovaverd patho ern ilission seckiog asia lee ae was 
‘as shown, jus it pot into the match, whose position can be felt making the motor, rf pind 
by the other hand; then the tip of the shears is slanted upward and hy hey daState reaoral fron the epindie efter rei 


with cand] tate removal from the spind: ft arming. 
the cut continued to remove a piece of the pipe about as illustrated The a oe ner] on the spindle and, using arcane feel; 
and xp the paten ‘vith Practice, making the cut becomes one } teaspoonful of clay isyured into the top. Push the ramer with the 
were eee ene wean = a tee Bi reer longest hole dovn over the spindle and hit it 15 tines with a ravhide 
, as '- 2, 80 that the mallet (refer to the article noted in first paragraph). This forms 
wo pieces of bare match are in contact, ani a piece of twine is tied the noszle. 


around the pipes just to the left of the notch to secure then, as in 


FIGS. 4 & 5, with the excess twine snipped off. Finally, about two ext, the propellant charge is added in dteaspoonful anounts, ran— 


. ming each vith tvelve hard one-foot hits of the raviide mallet and 
inches of 3/4" masking tape is wrapped aroumi the joint, FIG. 6. changing drifts as the charge mounts in the casing, until about one 
The knot shown is the traditional firevorker's "Clove Hitch", prob- ounce of propellant has been loaded. Several }teaspoonful scoops 
ably favored because it can be tied rapidly and almost one-handedly of neal powler can then be rammed on top in the same mancer, finishing 
in & single operation. For clarity, it is shovn in FIG. 4 sonevhat with ancther 4-teaspoonful of Estes nossle clay, ramed either solid 
to the right of where it 4s actually tied, the correct position be- or with a piercing drift if « payload is to be carried. 
ing illustrated in FIG. 5. Actually, a simple "overhand" knot vould After twisting the charged casing slowly off the spindle, the end 
do ‘the trick if secured by a second knot of the sane type, but this of a S-inch piece of safety fuse is kinked slightly and inserted into 
vould involve two tying operations vith the risk of slippage between ‘the central cavity for ignition, A stick can be attached and « paper 


‘the first and secon, 


‘anyone knows who bas used it for securing cone vith or without a charge of stars and blowing power, or the no- 
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tor can be inserted into a regular rocket vehicle. I personally do 
it the Estes way, placing @ piece of safety fuse in contact with the 
meal powder and ramming the clay around it. This acts as a delay be- 
fore igniting some grained black power to eject a paractute for safe 
recovery of the rocket. Thus, the motor described can be adapted to 
either a regular rocket vehicle or a skyrocket complete with stars 
or a salute, In the latter case, it may be launched from a pipe, or, 
as a rocket vehicle, from a rail; I have used both methods myself. 

This, then, 1s how to make rocket motors using potassium perchlor- 
ate and maleic hydrazide. Have fun with then! 


BASIC SKYROCKET COXSTRUCTION 
by 4. P. Vander Horck 


Rockets are anong the oldest pyrotechnic devices knovn, probably 
antedating even the rudimentary firecracker. There is little doubt 
that the first rockets resulted fron four successive discoveries: 

1) that a mixture of saltpeter and charcoal vhen ignited would 
burn without access to atmospheric oxygen; 

2) thet this mixture vould burn more fiercely when confined in 
a banboo stalk or other container than in the open; 

3) that the Jet of flame and gases issuing from the container 
would be longer and more forceful if the opening vere "choked" or 
restricted in size; ani finally 

4) that by ramming the mixture solidly in a tube, with the ad- 
dition of a little sulfur, and forming « hollow central cavity through 
most of the charge, the impulse of the exhaust gases could be made to 
Propel the case for some distance. 

Of these discoveries, the first three might well have been stu— 
bled upon accidentally, but the last must have required a definite 
effort of some early pyrotechnist's imagination, The principle in- 
volved is, that the more surface area of power exposed to the first 
flame, the greater will be the initial thrust. A little calculation 
Will show that a cavity about 1/3 the diameter of the charge and ex- 
tending about 7 times its diameter into the power (a typical figure) 
will increase this surface area by at least 7 times over that of an 
"end-burning" solid charge. This principle was described in Joho 
Bates! "The Mysteries of Nature and Art", second book, written in 
1634 but was certainly discovered long before. 


The applications which have been made of the rocket principle for 
missile propulsion, signalling and illuminating devices, jet-assisted— 
take-off for aircraft, life-saving line carriers for ship-to-shore 
and ship-to-ship use, high-altitude telemetry and sounding, veather 
modification (as in cloud-seeding to combat hailstorms) and even as 
boosters in connection with today's huge liquid-propellant space ve- 
hicles, are too well known to require elaboration. We are concerned 
dn this article only with solid-propellant rockets and specifically 
with those used for pyrotechnic display, generally called skyrockets. 

(It should be noted that this category does not include so-called 
anateur or model rocketry, from which it differs in several important 
respects. Amateur rocketry generally makes use of solid end-burning 
charges of conparatively slow-burning propellants such as a sulfur 
and sinc dust mixture, either poured into the casing in a molten state 
and allowed to solidify or moulded or machined to fit. The case it~ 
self may be of metal (never used in skyrockets) and reusable after 

must be carefully formed to take 
je thrust, which does not reach a peak 
until the rocket is vell on its vay. This nossle is closed by a brit- 
tle plastic or metal disc incorporating an electrical ignitor, vhich 
ruptures when enough heat and pressure have built up to sustain burn 
ing. A akyrockst, on the other hand, develops maximm thrust within 
about the first second after ignition and thereafter travels mostly 
on momentum, vith the remaining powder contributing mainly to the 
brilliant "tail", which 43 noticeably lacking in amateur rockets.) 


Solid-propellant rockets of all types have the disadvantage that 
they are "one-shot" devices and can not be turned on and off at will 
like those with liquid propellants, but this lack is conpensated for 
by the fact that they can be stored indefinitely, ready for instant 
the failure-prone valves and other so- 
that have plagued space technicians in the 
building of missiles and space vehicl (In the unlikely event that 
the reader does not know it, rockets are even more efficient in the 
yacuum of outer space than at sea level, since they do pot depend on 
the pressure exerted by the exhaust gases on the atmosphere nor on 
atmospheric oxygen for combustion.) 

For the pyrotechnist, two big advantages of the rocket over the 
aerial shell are that it does not require a mortar for firing, only 
@ suitable above-ground launcher, and that there is not the abrupt 
set-back or shock like that delivered by the lift charge below a 
shell. Again, there is a disadvantage, that of the falling case ani 
stick which today precludes the firing of rockets in public exhibi- 
tions except over large clear areas or bodies of vater. Where the 
latter conditions prevail, hovever, it should be renenbered that the 
comparatively mild acceleration of a rocket permits the use of chlor- 
ate stars vhich would be too sensitive for the conventional aerial 
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shell. (Note that the name "stickless rocket” is sometines applied 
‘to comet shells which leave a brilliant trail as they ascend, but 
these require a mortar and lift—charge for firing.) 

Skyrockets today cone in many sizes. While Brock, in his "History 
of Firevorks", has mentioned eight-foot-long monsters with sticks of 
20-foot length or so, the largest that are likely to be encountered, 
even in exhibition work, vould not exceed about tvo feet in length 
or three inches in dianeter. The great majority are under the "one- 
pound" maximm (8* long) and range from the very small "bottle roc— 
kets", s0 called because they are essentially nothing but open-ended 
14" black power firecrackers and can be launched from the neck of 
2 pop-bottle, to those about six inches long, complete with a nose- 
cone filled with stars which bursts at the top of its trajectory. 
Some of the smaller rockets have no such "garniture" and are called 
"honorary" rockets, ‘deriving their whole effect from the glowing 
tail and the "whoosh" as they go up. The propellant is always a mix- 
ture of saltpeter, charcoal and sulfur in varying proportions, with 
more charcoal used in the larger sizes as noted below. Usually, big- 
ger grains of charcoal are included than actually neccessary for com- 
bustion, to enhance the effect of the glowing tail. Metallic inclu- 
sions like steel or iron filings, titanium, etc., can also be used to 
increase brilliance but should be kept to a minimum since they add to 
the veight of the rocket without contributing to thrust. (Iron or 
steel particles should of course be treated to prevent rusting by the 
saltpeter.) 

For dimensional and construction details in this article, ve have 
chosen a typical "one-pound" rocket, but note that the proportions 
given for length, diameter, etc. can be equally well applied to larger 
or smaller rockets. For example, the q" nozzle for a 3/4" bore can be 
reduced to 1/8 for a 3/8" bore, with other measurenentareduced ac- 
cordingly, as noted in the instructions for a "sub-ouncer" rocket d 
scribed at the end of the article. The only proportion vhich varies 
from sual to large rockets is that of the charcoal to the other in- 
gredients. 


iG 
(ba2r actual size) 


Intermediate Drift 


oad 
I.D. ,bore)3/4" 
AB 3/4"; BC 5/16" 
C-D (beading) pt 
D-E (core length) 5° 
E-F (choke length) +" 
PG 5/8" 
CE (total char 
Lengthy 3/4" 


PROPORTIONS: 

(approximate) 
Bore - 1 
Choke opening - 1/3 
Case length — 10 
Charge length — 8 
Cavity length — 7 
Heading length - 1 


(Note that all 
Proportions are 
ip comparison 
with diameter of 


bore.) % 
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TOOLS: Fig. 1 is a cutaway view of a typical “one-pouni" sky 
rocket, with the hollow core left unshaded for clarity. As with 
certain other fireworks nonenclature, the tern "one-pound” is de— 
ceptive, since it is derived from the weight of a lead ball of the 
sane diameter as the outside of the casing; the rocket actually 
weighs less than a halfpound vhen completed. The casing is rolled 
around a 3/4" netal or wooden former, beginning with an 8" by 17 strip 
of hardware paper and finishing with an 8 by 20" piece of 120# chip- 
board inserted into the last turn of hardware paper, both pieces well 
pasted. When dried, this results in a very sturdy tube with a snooth 
bore, But case rolling is an art in itself, too elaborate to cover 
here and modern mass-production has made it almost unneccesary for 
the pyrotechnist to "roll his ovn" except as a patine on rainy days! 

‘The sane does not apply to rocket loading tools, hovever, and the 
pyrotechnist with some machining ability and access to a lathe can pro- 
fit by making his ovn tools. These are illustrated in figures 2 through 
5. It is essential that the spindle ani drifts be made from non-spark- 
ing materials such as brass or alunimm, since the greatest danger in 
ranuing black powder is from accidentally striking a spark. In factory 
vork, the spindle itself is often of steel or gumetal for durability 
and long wear, but this demands that the drifts be asde of non-ferrous 
materials, This writer prefers brass for both spindle and drifts, al- 
though aluminum ia cheaper, easier to machine and quite satisfactory 
unless large-scale aanufacture is planned. The spindle in particular 
should be highly polished to facilitate ease of removal after the 
charge is ranmed. 

The starting drift is the most difficult to make (Pig. 2) because 
the central hole which fits over the spindle 1s comparatively long and 


"act almost demands the use of a lathe, or at the least a drill 
The hole must be Just large enough to fit over the spindle at 
‘shovn only one internediate 
drift, but tvo or more are generally used, vith progressively storter 
‘to match the rising charge of composition and fractionally 
to correspond vith the taper of the spindle. These 
e made of hardvood dovel material if desired, of the sane 
dinneter as the former on which the case is rolled, but the top should 
be vound with wire or have a tight-fitting metal sleeve to prevent 
spreading and cracking from repeated mallet blovs. If of larger dis— 
neter than the drift itself, such a sleeve will present « better sur- 
face for the mallet to strike and facilitate removal from the case. 
A finishing drift (not illustrated) with no central hole 1s used to 
ran the "heading" above the top of the spindle and the top clay plug, 
if the latter 1s to be solid. Some operators prefer to do this and 
aftervard drill small hole to communicate fire to the "pot to ig- 
nite the burst charge. A quicker method is to use « "piercing drift* 
to ran the clay and form the hole in the same operation (Pig. 4). 
This can either have a projecting pin about 3/16" in diameter or « 
tube of thin brass or aluninum running through the drift as shows. 
We prefer the latter because it actually reaoves the clay and does 
not press it down into the powder, and it easy to clean out if it be- 
cones plugged. Moreover, the operator can judge by exaxining the re- 
moved clay whether the hole extends just through the plug and into 
the composition (as it should) or is too short or long and adpst the 
length of the little tube accordingly, Starting vith a tube press- 
f4t into the drift and flush with the top, extending about 5/# out 
the bottom, the operator can cut or file it to the correct length. 
Just a Little black power shoving in the end of the tube after ran— 
ming the clay indicates that a bole of the right length has been made. 


Fig. 5 shows a simple power scoop that this author has found very 
convenient to introduce the composition into the casing with minimum 
spillage, It 1s made of a length of dovel about the saze dimpeter as 
the bore or slightly smaller, vith a piece of tubing fitting tightly 
on the end and shaped about as shown. By inserting it into the case 
and tapping it lightly, all the powder will fall into the tube. 

A fairly heavy ravhide mallet is used to ran the composition, main~ 
ly because a solid metal hamner vould soon deform the top of the 
drifts. (Note: a rubber mallet is completely unsatisfactory; it does 
not deliver enough impact to consolidate the clay or powder properly.) 
The apindle itself should of course be-installed on a substantial base, 
such as a block of hardwood; this can be done by drilling and tapping 
the underside of the metal shoulder and running a 5/16" or 3/8* bolt 
up through the vooden base, after recessing the bottom to accept the 
head of the bolt. 


‘The only other tool needed (optional) is a conical form around 
which to shape the paper nose. It should be tapered about as shovn 
in Fig. 1. A disc of about 6" diameter is slit radially out from the 
center, wrapped around the former with the botton edges even, and 
pasted where it overlaps. 

GIAY: Either fireclay or what is known in the ceramic industry as 
grog" or "grout can be used (the former obtainable at brickyards 
and the latter at ceramic ahops). This is used in its powered form, 
which usually has enough residual moisture to coapact firaly when 
rammed, though it feels dry to the touch. Ite suitability can be 
tested by removing the case from the spindle after forming the choke 
and examining it. The rammed clay should be smooth and hard to the 
touch, though grooves can be scratched in the surface by « sharp in- 
strument, If it has a tendency to crumble, it may be slightly dan 
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pened, preferably with ofl. 
shrinkage as it evaporat 

FROI 2 For a one-pound rocket, Weingart has recomended a mix- 
ture of 16 parta saltpeter, 12 charcoal, and 3 sulfur (by weight), 
while Brock has specified 13, 7$ and 2 respectively. It can be seen 
that the tvo writers differ mainly in the proportion of charcoal to 
be used, but that in both cases this is much larger than that of 
strong black power (15, 3, 2). Lancaster, in the formula be has 
supplied for Ellern's "Military apd Civilian Pyrotechnics’, recommends 
proportions that work out to 15¢, 8, 1, which is pretty close to 
Brock's, no doubt indicating British preference, but he does not spe- 
cify which caliber rocket this applies to. 

Since every pyrotechnist sens to have his ovn pet formula, this 
writer might as vell recomend his om too, which is 1, saltpeter, 
@ charcoal ani 2 sulfur, and refer the reader to Weingart's ange if 
simplistic advice: "If rockets burst before ascending add more coal; 
Af they ascend too slovly add more saltpeter.” In general, hovever, 
‘the larger the rocket, the more charcoal should be used, and for a 
spectacular tail, it should be about e half-and-half mixture of fine 
‘and coarse. For snaller than ove-pound rockets, the saltpeter should 
be powered; for larger ones, the granulated grade may be used. 


BAAGNG: The case 4s slipped over the shoulder of the spindle, 
where it should fit snugly, and a scoop of clay is dumped in and the 
starting drift pushed dovn over it and given eight to ten hard blovs 
with the mallet to form the choke. The drift is then removed and « 
scoop of power added, vhich 1s consolidated by replacing the drift 
and giving it about balf-a-doren somewhat lighter blows. Hovever, 
do not be too gentle, as the proper performance of the rocket will 
depend on firm packing of the composition. This process is repeated 
till the case is full to about an inch from the top, changing to the 
shorter intermediate drift (s) at the proper tine, and using the solid 
finishing drift for all powler above the spindle top. (Two marks on 
each drift to show its lover and upper linit are belpful; if the se- 
cond drift is used too early, it may scratch or deform the spindle.) 


Finally, another scoop of clay is put in and consolidated with 
either the finishing or piercing drift, as desired. As an added 
touch, the fire-hole can receive a daub of prining-paste to insure 
ignition of the burst-charge (black power vith 2% dextrin or starch 
and moistened with vater), 

EDUSHING: The nose-cone is inverted and about half-filled with 
stare and a burst-charge of about PFFg or FFF¥g grain or strong meal 
powler; adhesive is applied arcund the rim of the rocket, vhich 1s 
Pressed down into the cone and again turned right-eide-up to dry. Be 
sure the cone is properly aligned. (If fancy paper 1s to be wrapped 
around the case, it should be pasted on before attaching the cone, 
with about tvo inches extending beyond the choke end.) About six 
inches of black match or (preferably) 1/8" safety fuse is inserted 
into the nozzle, with a good four inches extending, and attached with 
another daub of priming paste, vhich should completely fill the bole 
im the choke. When this sets, the extending paper can be twisted a 
round the fuse and tucked in. The stick is then smeared with glue 
on one side for about six inches and securely bound to the case with 
twisted wire about an inch-and-a-balf from each end. A stick for this 
sise rocket should be roughly ## thick and three fest long. Be sure 
it is parallel with the case before the glue dries. 


COMMENTS: As stated, the foregoing description applies to a basic 
"one=pound” commercial skyrocket, made by hand. In practice, they 
are often, if not usually, made by the use of hydraulic gang-ramers, 
on the sane machines used for roman candles. The writer has seen 
such a machine capable of raming 144 cases at the sane time, but the 
sane steps described are folloved for each operation, only with more 
‘than one casing. "Shifting boards" are used in place of power scoops 
to dump exactly equal anounts of clay ani composition into all tubes 
at once, and all rammers (drifts) go dovn to the sane depth ant at the 
sane pressure, achieving great uniformity of compaction, which says 
something for mechanization in firevorks manufacture! 

One writer has asked us why, if rocket casings are loaded vith black 
power, they don't explode like a firecracker. The ansver is, that by 
virtue of being tightly packed, the power burns only on its surface. 
To "explode", black powler must have a little "breathing space"; if 
about half the power in a rocket were placed loosely in the casing, 
it vould undoubtedly blow up, if the quality of the power were good. 
When this happens, it is « sure sign that the ramming bas not been 
done correctly, leaving air pockets within the charge or around it, or 
‘that the powder is too strong. 


Another frequently-recurring question is, why doean't the power 
crumble and fell avay from the sides of the case after it is renoved 
from the spindle, if no binder is used? The simple fact is, that it 
doesn't if firmly coupacted. There is enough adhesion between the 
particles so that the rumed charge renains solid, even under oampar- 
atively rough handling, as experience vill denonstrate. 


“SUB-OUNCER" ROCKETS: Newcomers to the pyrotechnic field may wiah 
to learn first-hand the principles of rocket construction without in- 
vesting in tools for the one-pound sise or mixing large batches of 
power. In the January 1967 issue of "PIRONEWS" (the second issue of 
‘the now defunct publication which preceded AMERICAN PYROTECHNIST), 
this editor presented an article on making three-inch rockets with 


Water, especially in exce 


» may cause 
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very cheap tools and materials, based on suggestions by W.R. Withrov. 
Though these little rockets weigh only about a third of an ounce, they 
perform remarkably, reaching heights of 500 feet or eo, and can even 
carry a few snall star 

The materials required are only a couple of feet of 3/8" dovel, 
@ roll of 3" gummed paper tape, a nailabout 1/8" in diameter and 2)" 
long, @ piece of board for the base of the spindle and a euiteble 
stick such as 1/8" dovel about two feet long. Construction of the 
spindle and drifts vill be obvious from Fig. 6 below: 


————————} 


|— about 2" ——| 


Starting Drift 


Finishing Drift 


Hig. 6 


SPINDLE AND DRIFTS FOR 
‘"SUB-OUNCER" ROCKETS 


| 
L 


rs 


Cut off a 4" length of dowel and drill a hole lengthvise for a 
fit over the nail; then bore « 3/8" hole ¢* into tl 
» and, pushing the nail into the piece o! 
to the head, glue the 
point of the nail into « rounded end and be sure the length of it is 
perfectly sooth. The tvo drifts are cut fron the dovel to any con- 
venient length that will extend above the 3" case vhen inserted, and 
8 1/8" hole bored fm one of them as shown. This illustrates the fact 
that a rocket spindle need not neccesarily be tapered, and, if it is 
perfectly cylindrical, only one drift is needed until the charge reach- 
ve the top of it. The main reason for the taper in larger spin- 
les is to facilitate removal of the charged case after reaming. 

The case is made from a 10" length of the 3* gummed tape rolled 
around another length of dovel. This is best done by first rolling 
up the entire length, keeping the ends even, then unrolling all but 


about the last turn-and-a-balf, vetting the remaining length vith avet 
sponge or cloth, and re-rolling it tightly, again keeping the ends even. 
Making up a number of such cases is good practice, and when they are dry, 
they are ready for loading. It 1s well to rub the former with paraffin 
occasionally to prevent sticking, and sometines a alight backward tvist 
must be given it to remove it from the rolled casing. 


oading and ramming proceeds exactly as previously described for one- 
pound rockets, except that only the starting ani finishing drifte are 
Used. If it is desired to add a garniture of stars, a piercing drift 
may be used in raming the top clay plug, vith a sharpened length of 
1/é" nail in the bottom, or the hole may be drilled aftervard. In ei- 
ther case, be sure the hole extends just into the power, or it may 
cone too close to the central cavity and blow through prematurely. In 
Place of a nose-cone, which is impractical in this suall a rocket, an~ 
other short length of gummed tape may be glued around the case with 
about half its width extending beyond the case. After the *pot® is 
Placed in the tube thus formed, the upper end is glued or taped siut. 

Snall experimental rockets Like the "sub-ouncer" are excellent for 
learning the rocket principle and are adaptable to other uses such as 
making "line rockets", which run along « stretched wire, or for attach- 
ing to revolving vbeels as turning cases, or even as sxall fountains 
or "gerbes". In the latter tvo instances, hovever, it may be vell to 

jacrifice sone of the thrust produced by the hollov core in favor of 
longer burning-tine. This is done by shortening the spindle to half 
ite length, or even less and ramming the space above it solid. Once 
the technique of making these snall rockets is mastered, all sorte of 
modifications will suggest theaselves. As with all skyrockets, "the 
sky is the limit!” 

In conclusion, and to forestall possible questions, there are two 
techniques in rocket construction which have not been mentioned here. 
One is that of raming the case solid, aftervard boring out the central 
core, and the other is formation of the choke by twisting « cord around 
the case to make a restriction or *vaist" vhile it is still damp (e 
clay choke may may aleo be formed inside it in larger rockets). Nei- 
ther technique, is used much anynore in this country (but see page 9, 
July 1969 issue). It should also be mentioned that our British con 
freres eaploy the term "choke" to mean much a vaist formed in the 
case itself, vbile in this article ve have used it to mean any re- 
striction in tne open end, clay or othervise. 

(While much of the information in this rather lengthy article may 
seem rudinentary to the more experienced and advanced pyrotechniste 
anong our readers, the author asks them to renenber that all are not 
in the sane class, and that they thenselves probably asked many of the 
questions ansvered here — ye certainly did! And then, ve are often 
surprised to receive a letter ssying, "Even as a firevorks nan nyself, 
I have learned things from your publication that I never knew before!®, 
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or words to that effect. So, in view of the inquirt 
on the "rudiments" of firevorks manufacture, we don! 
have wasted space by trying to ansver most of then in this issue, at 
least on the subject of skyrockets. In fact, the writing of it and 
‘the number of tines we had to refer to texts made us realise how many 
of the "rudiments" ve bad forgotten, so if it was a good "refresher 
course" for this writer, ve hope it may serve the sane purpose in 


other quarters!) 
Fire shay! 


"Your excellent article on rocket manufacture has prompted a fev 
‘thoughts about the comercial problens, and a few coments about these 
may help the beginner to avoid some of the more obvious pitfalls. 

"Naturally, the critical factors are: (1)the area of the burning 
surface; (2) the diameter of the vent; and (3) the burning speed of the 
composition. The plain truth is that these are so closely related that 
every manufacturer has to adjust then to suit his ovn requirements and 
also to insure that he can constantly reproduce the sane result. 

"Once that (1) and (2) are fixed by the tools, the maximm variation 
will occur in (3), but it is essential that any variation is deliberate 
on the part of the manufacturer, The ingredients vill be considered one 
by one. 

"Fotassim pitrate: This material must be the finely-ground variety 
passing 150 mesh and containing no crystalline material. Coarse par- 
ticles will slow dovn the speed or make it erratic, The percentage used 
should be about 60. 

“sala needs also to be the finely-ground rock sulphur. Flowers of 
sulphur (sublimed) can be used, but it is less dense and compositions 
made with one variety should not be used with the other, lest the burn- 
ing speed should change. The percentage should be 5 to 10. The writer 
favors 5%, but many use more and theoretically, larger percentages 
should consolidate better. 

is the real trouble maker. The quality varies with the ash 
content, naturally, and an attempt should be made to get a good quality 
charcoal with an ash content of no more than 5%. The second factor is 
the moisture content. In practice it is difficult to deal with, parti- 
cularly in the British clinate, but the charcoal should be dried and a: 
ways kept in a warm dry place. As one would expect, the influx of mois- 
ture and the consequent evaporation from the finished product will cause 
@ brealdown of the burning surfa 

"Some prefer to use fine charcoal which will pass 150 mesh, but there 
are two disadvantages; first, the composition becomes so light and fine 
that it does not consolidate; second, it burns so completely that the 
‘tail! of the rocket is poor. The best method is to use a proportional 
nixture of 3 parts 150 mesh to 2 parts 40/100 mesh, this mixture consti- 
tuting 30% to 35% of the total composition in the rocket. Such a mix- 
ture consolidates well and produces a good tail. 

"The picture which now energes for a rocket of 3/4" bore is 
lows: spindle base 3/8" tapering to 3/16" and 4 3/8" or 4h" 


composition: Eotazeye nite: Sulobur Chareols 150" = 40viog 
3 25 15 


Ag you said, Van, if there sre troubles, increase the speed by in- 
creasing the potassium nitrate and reducing the charcoal or vice-versa, 

The 3/4" bore rocket is filled in about 10 increments, each of which 
must be equal; i.e., the scoop is overfilled and the excess scraped off 
with sone safe object. Lach scoopful ust also be consolidated with 
the sane pressure ani the sane nunber of blows or else the rocket may 
explode on firing. 

"Hydraulic pressing is rather complex and expensive for anateur 
but a safe, relisble ard che: 


4 calculated 


he composition; for exuple, if the fulcrum is 1/10 avay from 
‘the press bed along the horizontal arm, the preseure will be 10 tines 
the weight of the load, which can be varied. The force exerted by the 
press is therefore equivalent to many blovs with a mallet ani is safer, 
quicker and more reliable." 
— Fon Lancaster 

7 High Street 

Kiabolton, Huntingdonshire, 

England 

(communication from Malta) 


\[— ress ara 


j+—— press bed 


0 0 


Be gg 


"I enjoyed the article on rocket construction, but I've found in ac- 
tual practice that a choke snaller in 4" was too small and blew out 
quite a bit of clay. Despite what Weingart and lancaster say, actual 
measurenent of present-day commercial American rockets shows choke dia- 
meters of approximately #* I1.D. Of course, every pyrotechnist has his 
own nethods and materials ani, as you say, the measurements are approx- 
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4mate and must be adapted to each person's techniques, rau materials, 
ete. 

“You're right about iron or steel filings just adding veight without 
contributing to thrust. Hovever, this is not the case with titanium, 
which actually increases thrust quite a bit and gives « tremendously 
bright silver tail. Rockets that start with the regular gold trail, 
then change to titanium are very effective, as are those using titanim 
throughout . 

"WesTech pow has available a TR on uses of titanius in many, many 
firevorks items, including rockets, as well as a complete line of 'Dura— 
Preas' kraft paper tubes that are ideal for rockets. Details on these 
and our complete line of rocket tools are available on request vith a 
stamped, self-addressed envelope." — Ralph Degn (see page 6) 


(Comuent: ve begin to think that Brother Palph has a hang-up about 
titanium but are alvays bappy to receive and relay the latest findings 
fron one who has done more than anyone ve know to pioneer its use in 
this country! — Ed.) 


‘THE_YERSATILE COME 
by Mike Gage 


Paper-folding 1s an interesting and subtle art vorthy of the atten 
tion given to itby creative talents aroun’ the world. But when com 
dined with the exciting art of pyrotechny it becones even more fescin— 
ating. For not only do you create an intricate structure, you provide 
it with a fiery life-force as vel. 

‘Tha paper cone, based on the gecuatry of the equilateral triangle, 
can be adapted to the making of firevorke in « amber of interesting 
ways, such as skyrocket caps, morter-shell powler cones, and most u- 
niquely, the triangle firecracker. This cone is air-tight, light in 
weight, and holds together nicely, even without being glued. The sise 
used in the folloving 
learned the basic trick of folding, you can make whatever sise you de- 
sire. (Large versions of this cone make good party hats, megaphones, 


eto.) 
‘THE TWO BASIC FOLDS: 


From a sheet of heavy typing paper cut a strip 2" wide and 7" long. 


lay this flat on the table and fold one end tovard you and across the 
strip as shovn in PIG, 2. The trick here is 
eo thet it forms a 60° angle vith the bottom 
outline ABC 4s a perfect equilateral triangle. 
mark a point "B", 3 7/16 from the right end o! 
and another at "A", 24" from the bottom right, 


iy 
the strip at the top, 


ie used, the length from *C* to the right edge is about equal to the 
strip width plus 1/6 this width, and for "B*, 1f tines 

For the second fold, continue vith the strip down unler the bottas 
edge along the line AC and up against the back. The edge marked "I" 
in FIG. 2 should now lie ‘Along 0d under the first fold, BC, 
with the original lover right corner of the strip just reaching point 
B and forming a perfect equilateral triangle of 3 thicknesses (see 
FIG. 3). This 1s essential to the symmetry of the remaining folds, 
vhich are not illustrated. 


At this point, if an air-tight cone is desired, fold about }* at 
point *C* back and under before proceeding. 


3 he 
ae 
t 
2x 7 inch strip, 


vig. 1, 


Fic. 3 FIG. 4 
ow fold the little tab shown by dashed lines in FIG. 3 down a 
gainst the back of the triangle, along the edge AB, and fold the long 
strip dovn ever it in the same vay, 00 the longer edges of both will be 
under the edge BC and perfectly lined up vith it. 
Fold the strip up again tovard the frost along AC and finally the 
renaining flap to the back again over BC. This may either be tucked 
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instructions vas chosen at randoms after you bave 


Joining then vith a line 
as in FIG. 1 and folding on this line, Mote that, whatever size striv 


figure - Ea.) 
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‘THE TRIANGLE CRACKER 


Here again the versatile cove serves as the core of an interesting 
‘type of firecracker made in various countries of the Oriest. It makes 
@ whopping explesion frou the mildest of compositions, yet is far saf- 
er than the cancon creeker, since it contains no end-plugs and is mde 
with a soft case. You'll have fun with these. Here's bov to make 
them 


Strip 


FIG. 5, 1 3/4 x 10 inch stripe. 


four stripe from beavy typing paper as before, but this tine 
1 3/4* wide apd 10* long. Fold one in balf and tuck two 
inte this fold, as in FIG. 5, With this 4-ply ent fore 
‘basic folds of the cone, as described above. (igain, a guide 
‘Line drawn ss shovn may belp in making the first fold.) 
‘The opening betveen the frost 4 thicknesses of paper and the back 


6 forms the power pocket. Holding this 00 the remaining strips ex- 
‘tend upverd and to the left, press the sides together to bulge the 
cup im about $ teaspoon of power, Laying a length of 


oot oak rat 
safety fuse (at least 3*) along the left-hand crease and pressing 
At down to the very bettas tip of the cone, 


More "Mini— Fireworks" The March issue of AP carried « 
description by Peter of 
his method of making 

rockets, which he called "Mini-Rocs' 


(a) 


(8) 


Now vould you believe a miniature aerial shell? It 
vas dreamed up by Russ Bettes, 207 Wabaseo, Walled 
lake, Hich, 48088, who had not seen the "Mini-Roc" 
tele whan, be gaaitted his creation to us. The 

wings a are approximately "]ife-gize" 
ani this 4s no April Fool joke, hoe entaet this 
nay be the smallest mortar in the vorld, and ve 
won't argue with him but just present his descrip- 
tion without comment or recomendation, 


(A) shows the mortar, wound on a 5/16" farmer ani 
about 3" long, mounted ona suitable wooden base 
ani fitted with @ piece of 3/32" waterproof fuse. 


(B) 4s the shell, made on a ¢* former ani 14" long, 
approxinately, with the bottas crinped around a 
Piece of the sane fuse about ¢* long and held by 
piece of twisted fine vire, aa shovn. It is fil- 
led vith pebble-sized "stars" made by breaking up pumped cr euh stars 
and a bursting charge of as much F-grain gunpowler as will fit in an 
eupty .22 caliber shell. The open oni is sealed vith a mixture of vater 
glass (aqueous solution of sodium silicate) ani powered chalk to make 
& thick adhesive, 


‘The driving charge, consisting of tvice as much F-grain power as used 

in the shell, is poured into the "mortar" ani the shell inserted on top 

of it — and there's your "Mini~mortar-ani-shell". Russ saya it gives 

*a very cute effect — a alight bang, folloved by the shell arcing to 
height of about 25 fest, then a midget, spreading burst.” 


It seems to us that this concept of miniature firevarks, with little in 
herent danger or noise as long as the caposition is held to small am 
ounts, may prove a good solution for the amateur vhose experinenta are 
limited by an unfavorable enviroment, like the Indian vho "builds a 
small fire ani sits close to it", Untoubtedly our readers vill come 

up vith more along this line of thought! 
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lately I've noticed that the trend has been tovard "Mini-Firevorks". 
How about really teenie-weenie rocket made as follow 

Place a straight pin on either side of the head of a cardboard 
safety match. Then wrap it ina piece of alumimm foil about + inch 
wide and 3 inches long, making sure that the foil is tight and thet 
there 4s no place for the exhaust to escape, Remove the pins ani prop 
the rocket up either in sone loose dirt or ona bent pin (a pipe-filter 
makes a good bazooka-type launcher and it can be hand-held). The roc- 
ket is lit by holding a lighted match under the head. Brett How-rd, 
Orange, W.J. P.S. What is @ “hanmerhead", axyway? 


(Works fine, Prett! About as "mini" as you can get with firevarks, but 
they sewn to be strictly the daylight type — you can't see where they 
go after dark. But by crushing the grains fran a charcoal-filter cig- 
arette and vrapping them into the tinfoil around the match-bead, the 
nighttine performance is improved. Takes longer to ignite ani short— 
ona the trajectory scmeviat, but makes a nice spark trail. We also 
found no difference by eliminating the pins during the wrapping; the 
hot gases seem to form their own exhaust-vent.) A "hanmerhead" is a 
loud’ salute, cylinirical in shape, with a side-fuse vhich makes it 
resemble the head ani handle of a harmer, It is banned in most states. 
1 thought you might make a short column similar to the Mmerican Radio 
Relay League's "HINTS AND KINKS*; in 4t you could include little things 
Like the following: 

(1) You can make a very pretty star— eholl easily by using the heads 
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of ordinary paper matches as stars, firing it fron a small mortar, 


(2) The center rolls fram adding machine paper are made of very 
strong cardboard and make excellent mortars when glued to a snall 
block of wood. Same are as long as 7 inches or better ani make 
good casings for many types of firevorks. Banks and Sevings-and~ 
Loan associations are good sources, as they use a great many of 
‘these machines. 


Einturst, Ils, 


cutter before filing cutter after filing 


(Looks as though you wrote the "HINTS AND KIAKS" column for this issue, 
Pete — thanks! Regarding iten ho, 3, this suggests also that certain 
kinds of insulation-strippers could be modified for crimping. 
would be lighter to handle than pliers, and sone have an adjustment 
for pre-setting the gap. 
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PREFACE 


To say that street fighting has been neglected is an understatement 
too dangerous to be pleasant. 

Consider, on the one hand, the military importance of towns. 
Leave out of account the fact that all governments reside in towns, 
that all vital industries are concentrated in towns, that all military 
dumps and depots lie in towns. Forget that nearly all good . 

round our shores are, because they are good landing-places, 

ilt over: or that the Navy depends for its command of the oceans 

ports and naval bases, one and all of them cities. Overlooking 

these, remember this one fact, namely, that all road acd rail com 

munications pass through towns. Stop, and digest this fact. Think for 

‘a moment of the system of supply to an army; then return to this fact 
—all road and rail communications pass through towns. 

Consider, on the other hand, the advantages of the defence in 
towns. Notice how im the recent war towns have held out long after 
the country round them has been overrun. Consider how the enemy 
official doctrine teaches that towns shall be by-passed and attacked 
later by troops specially detached for the purpose. They recognize 
that a town is a strong point, and they follow their doctrine of by- 
passing the strong point. But note that they also recognize the 
necessity of attacking the town. The reason is this: that both their 
armoured divisions and their infantry divisions depend for supplies 
upon wheeled vehicles: those vehicles ran on roads and rails: and 
—all road and railway communications pass through towns. 

No doubt towns are vulnerable to air and artillery bombardment. 
Experience seems, however, to point to the need for great air super- 
iority if a town is to be made untenable. For examples of this, we need 
not look to Madrid, Tobruk or Ode: we can remember the day- 
light Blitz on London. No one who witnessed Cockney courage and 
stoicism is likely to forget it; but the decisive fact which saved London 
was the German failure to gain air supremacy. And if an overwhelm- 

ing concentration of air and artillery force has to be collected each 
time a town is encountered, lightning advances will be a thing of the 
past. 

Possession of a town maintains a grip upon the lifeline that can 
strangle an offensive. Towns are the ready-made answer to the 
Blitzkrieg. Properly held they must slow an advance. 


CHAPTER I 
THE GROUND 


ConDITIONs dictate methods: the fittest survive, because they best 
padesstand and adapt themselves to the conditions in which they 
ive. 


Street fighting is carried on in unique, unnatural conditions; only 
the fittest survive. It is above all necessary to analyse and understand 
the peculiar features of ground which go to make street fighting such 
a highly skilled form of warfare. 

It is difficult in thinking of cities to discard the many familiar 
details and to focus upon the simple feamres which alone are of 
military significance. 

i. The ground upon which most towns are built was the ground 
that covers England; the ordinary slightly rolling land, inter- 
sected by rivers, streams and hedgerows, and patched with 
woods. The woods and hedges have for the most part been 
cut to make way for masses of human habitations, but every 
town retains small arcas of park and woodland. 

i. Vast human effort has gone to the perfection of communica- 
tions in urban areas. Today towns may, generally speaking. 
be said to consist of, alternately, rows of houses and means 
of communication to them, here and there cut by railways, 
canals and other lines of communication. 

iii, In the masses of homes that have been built, wealth has 
drawn distinctions. 

‘The rich, though they may work in towns, generally choose to live 
in the country. Where, owing to the size of a city, they cannot easily 
escape, they occupy a central position. They build their houses strong 
and big. either detached and standing in their own grounds, or in 
rows surrounding a railed square of lawns and gardens. 

‘The houses of the poor are usually situated near a great factory or 
industrial centre. Normally they consist of lines of small. two- ot 
three-storeyed houses, ill-built, on either side of wide, straight streets, 
backed by little yards and the rear of another row of houses. These 
yards are usually a conglomeration of fences, sheds, shelters, bi 
‘and other forms of obstacle and cover from view. ee 
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From the early nineteenth century onwards, unprecedented 
owl of population and industry demanded masscs of bastily built 
yuses for the new middle and lower middle classes. The advent of 
town p and the fact that whole areas were built over by one 
firm gave us the modem suburbs which have grown round the out- 
side of nearly every town. They consist of rows of small “semi- 
detached” or detached, lightly built, two-storeyed houses, standing 
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between front and back gardens, fitting in a large design of criss- 
crossing streets. An enormous number of hedges ood tease ave 
been built to enclose these properties, so that back gardens offer both 
good cover from view and, cumulatively, great obstacles to an 
advance, 

‘Spaced throughout the cities are shopping and commercial centres, 
usually consisting of very tall, strongly built houses, flanking main 
arterial streets. In many cities building has followed the haphazard 
lay-out of old centres of commerce, and we find the same buildings 
facing each other across narrow, winding strects, flanked by alley- 
ways and passages. 

‘Whatever the class of house or area, three generalizations can be 
made which are of the most vital importance, giving rise as they do to 
the basic principles of street warfare. It is these three features Which 
must be understood, and digested: 


It is possible to climb 30, 50, perhaps 100 feet in as many 
seconds. Street fighting thus possesses a third sion, not 
often present in field warfare. 

iii. Cities present exceptionally blind and disjointing condi- 
tions. In no other form of warfare are there such narrow 
horizons, or such ruthless divisions between units of the 
same force. 

In this chapter it is not intended to png the rules of good set 
fighting. One such may, however, be given pride ori for upoa 
its anvarying observance depends not merely the lito 
soldier but 

Tt has been said above “No other country is either so peep or so 
close." It is well-nigh impossible to be more than five yards from 
cover. 

‘This is the rule, and it is shared with field warfare; but it is more 
urgent, more emphatic! 


USE COVER. NEVER HANG ABOUT IN THE OPEN! 
3 


CHAPTER IL 


THE DEFENCE 


1, General 

In the first chapter, the military features of built-up areas were 

analyted. In this and the following chapters conclusions ave draw 
which form, so to speak. rules of conduct 

talods of obedience to et ae ld down How many these 

methods are put into ice must Precise nature 

Of te ancl had the tase’ allowed for dclence 


2 Forms of Attack 


In this country two conditions of attack seem 
themselves. Forth Sheree ava he el 
Probably have ample time to prepare a formidable 
‘The second (ype of attack allows no time for preparation, A comi- 
pany of enemy parachutists can land on a green ‘hundred 
pect cae ta fifteen minutes. 
allow no time for claborate booby traps, barricades or 
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3. Distribution of Forces 

The first problem facing any unit commander is that of the distri- 
bution of his forces. The terrain offers the attacker a great variety of 
covered aj all of which must normally be stopped. If, how- 
ever, he merely divides his force equally between streets he will 
succeed only in weakening the defence of them all. It follows that he 
Amant weigh the needs of a fined defence against those of » mobile 


The object of having a mobile reserve is, of course, 10 be able to 
concentrate a force at a point attacked by the enemy, either for 
counter-attack or reinforcement of the locaf defenders. 
‘Against a land attack there may be time to make elaborate pre- 
parations for defence. If there is such time the defence can be made 
Bverwbelmingly strong and’ large mobile reserve should ‘not be 


‘Against an attack by paratroops it is most unlikely that any 
ations for a fixed defence could be made. The method for 
Meteaders would seem to be to contain them by lines of "stops" 

‘and then clear the area |—in other words, to become the 


attackers. 

Tt should always be borne in mind ‘that except at night or in thick 
fog, or where an ideal covered line of approach exists which the 
‘enemy are unlikely to cover, the sacrifice of the advantage of stillness 
conferred upon the defence is justified only by necessity, or to obtain 
surprise against a badly trained encmy. 
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4. Siting the Defence 

la the members of any unit, the following points should be 
* ate 

i. The system of defence must pivot round the L.M.G. In 

-up areas fields of fire tend to be very narrow. The bigh 

fire of the L-M.G. makes it a weapon of inestimable 


luc. 
ii, The 360° field round any house is 
narrow fields of fire. 
but the most important approaches. 
iii. “Interior lines” abound in built-up areas. The distance be- 
tween the defeace of one street and the defence of the next is 
often the width of a house. Full advantage should be taken 


is normally split into several 
should be used to cover all 


leis i easier to fret one’s let than to one's right. When fring 

to the Act the eile cies out 8 window before the body: 

er Sees © ee Bee cy amet be exe bak fore 

rifle can be brought to bear. 

v. In every street there are hiding-places in which men may lie 
open fire behind. 


ite to those prepared to fire on an approachi 

‘Rese two parties can therefore ave the addition 

covering cach other's doorways. 

vi. Two men are far more than twice as strong as one, both for 
Teasons and because there are four sides to a 
‘and at least two lines of approach. 

On the other hand, a whole section placed in one house will 
Gnd themselves surrounded without having been able to fire, 
unless sections are very plent 

It can be taken as a guide, therefore, that a house should 
be held by never less than two men and rarely more than five. 
‘The L.MG. should be sited in a house selected for its dom- 
inant fleld of fire, its strength of construction and its unob- 
trusive position. Normally the house which is selected is at 
the end of a street, looking down the street, satisfying the 
first condition at the expense of the third. 

eee re ee 

Although often desirable, such a selection does not avoid the 
obvious: the position must therefore be made very strong, 
and alternative positions prepared. 

A house lying ping cas Neck frome te toed Ane ee 
bours will often have the zee advantage of being shielded 
by them from enemy covering fire 
viii German street-fighting tactics are based on an attack from 


= 


POOR MAN'S JAMES BOND Vol. 1 


the rear. It is essential, above all else, 
defence. 


to have all-round 


Method of widening field of fire, while ensuring unobtrusiveness, 


N.8. Barricades, mines, & other personnel are not shown 
6 
‘5. Preparation of a Howse for Defence 


meats which can be made o a defeaive positon in whouse. is 
improvements. It is obvious that in very many 
Cases time will not allow forall of them to be carried out It should bo 
qually obvious that it would be criminal oa that account to ignore 
em. 

Fire positions have been selected : 

i. For their good field of fire. 

ii. For strength. 


iii, For unobtrusiveness. 

‘These three characteristics of a good defensive position should be 
exaggerated in every conceivable way. 
i. Goop Fie. oF Fine. 

(@) The best field of fire is obtained from the lowest possible 
firing position. Many houses have basements whose windows 
just clear the surface of the ground: these should be used 
if possible. 

In other cases a ventilator may 


be enlarged oop- 
hole knocked in the wall tai 


(0) The farther forward the L-M.G. is placed the wider will be 
‘the field of fire: on the other hand, the more vulnerable 
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will it be. If it is necessary to have a wider field of fire, 
loopholes may be made in the side walls for 


ii, STReNGTH.—Every Gre position can, given time, be made proot 


against the collapse of the house in which it is sited. 


(@) Remove breakables. and inflammables, e.g., window glass, 
omaments, curtains, rugs, etc. 

(6) Send a man round the neighbourhood commandeering fire 
extinguishers, water buckets, etc. 

(©) Shore up the fire position. 

(@ Build an emplacement. 

1. These can be made of sandbags or rubble between 
boards, in chests of drawers, etc. The emplacement 
should be roofed over with timber: joists taken from 
another room are suitable, 

2. The emplacement must bave a solid foundation. Ir will 
generally be necessary to remove part of the floor (see 
Appendix ). 

3. A man fires over the following heights: 

Rifle or L.M.G.: 
Standing 
Kneeling or sitting 
Lying 


4ft 6in 
30 in. 
12in. 
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MG.: 
Sitting ” 
4, Inside dimensions: 
6 ft long. 
3 ft 6 in. wide. 
‘Sift high. 

5. Loopholes: build them with narrow exits, widening 
towards the inside to allow for traverse. Duplicate them 
freely, as they are impossible to hide. 

© All entrances must be barricaded or, where it is impossible 
to hide a barricade, ined. This applies to all doors and 
windows. Booby traps should be laid in the hall and on 
the staircase. 

MA tate withdrawal cust be left. In the case of siached 

go next door, find a cupboard on the party wi 
and knock a hole in the back into the defended house; then 
close the cupboard, With detached houses knock a hole 
into a lean-to shed or bush: or lean a wheelbarrow, bin or 
other article against the hole. If necessary place a dummy 
booby trap over the hole. 

‘g) Knock loopholes in walls to cover every approach to the 
house: a loophole from the occupied room to cover the 
front hall is also useful. 

(h) Find some fine wire-mesh and wire over all the windows to 
Prevent grenades being thrown in. Cut a slit in the wire to 
allow the dropping out of grenades. 

@ Make a dummy position. A bolster hung on a wire at the 
back of a room three doors away can be connected by 
wire run through the intervening walls. A jerk may deceive, 
and will certainy distract, enemy observers. 

@ Prepare an alternative position. The Germans used tracked 
guns to blow a house to pieces; no amount of strengthening 
will withstand a direct bit. 

{k) Make a gas-proof room and stock it with candles (the 
electric light is bound to fail), torches, water, medical and 
food supplies, and ammunition, 

iii, Unostrustveness.—When all improvements to the field of 
fire and strengthening of the house are complete, it is essential 0 
remove any clues which may betray your position to the enemy. 


There are two principal methods: 
(@) Concealment. 


win. 
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‘Be sure there is no external sign of a barricade. 
8 

Remove the trail of sand and rubble which almost cer- 
tainly Jeads up to the door. 

Put muslin curtains over the windows. ‘They are opaque 
from the outside and t: trom the inside— 
besides being the very symbol of respectability. 

(8) Duplication, 

‘Work which cannot be hidden must be duplicated. 

If yours is the only door in a damaged street which is tight 
shut (to conceal a barricade), shut others in the street. 


Clear of glass the windows in half a dozen houses, and wire 
them over, 


Make dummy loopholes in your own house and in the 
hhouses whose doors you have closed and windows you 
have cleared of glass. 


If the field of fire has had to be cleared so much as to 
become obvious, treat the other houses in the same way. 


6. Positions other than in Howses 
Having considered the defence of a house at such length, one is 


attack, 
iS they can be commanded fromm the upper floors of neighbouring 
ruses. 


7. AnthTank Defences 
‘Tanks sulfer from serious handicaps in built-up areas, for the fol- 
i, The enemy can erect road blocks which cannot be seen from 
8 distance. 
ii. The enemy can remain concealed until a tank is dis 
is poutton. ia — 


beneath his 


iii. Tanks cannot fire more than, at an average, 30 degrees 
‘above the horizontal. 


iv. Visual contact between tank units is lost, and direction is 
very hard to keep. 
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It is clear, however, that they suffer from these handicaps only as 
Jong as the enemy is prepared to take advantage of them. 

‘The most suitable positions for an ambush are: 

i. On the upper floors of a strongly built house. 
ii, Above a road block of a point where the enemy is likely to 
stop at first sight of a road block. 

‘The same weapons may be used against tanks in streets as in the 
fields, The third dimension in street fighting and the fixed nature of 
the defence are ideal for the use of the heavier grenades, such as the 
No. 73 of the S.LP. grenade. 


For a list of anti-tank weapons and their characteristics see M.T-P. 
No. 42 (1940). 


‘&. Street Obstacles 
i. Trenches, or barricades, of wagons, cars, furniture, etc., may 


be very useful in holding up enemy troops or vehicles, 
especially if placed just round a comer to effect surprise. 
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‘They are not, however, effective as fire positions because they 
can be commanded from the tops of Vaidings. They should 
be covered by fire from a neighbouring building and not 
used as a breastwork. 

ii Wire is the best possible obstacle to advancing. troops. A 
street ly wired and covered by an L-M.G. is a death- 
trap. It forces the attacker to commit the great, and invari- 
ably the last, sin of street fighting—hanging about in the 
open. Wire should be placed far enough away from the de- 
fended house to prevent the enemy throwing grenades and 
should not be so laid as to give away the pasition of the 
house to the enemy. Tins with pebbles inside should be hung 
‘on the wire to raise the alarm should the enemy try to remove 
it under cover of darkness. 
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CHAPTER III 


THE ATTACK 


1. Forms of Attack 

Broadly, attacks in built-up areas have one or both of two main 
objects: 

i. To penetrate to a certain area. 
ii, To clear a certain area of enemy. 

It is impossible to say what precise forms attacks in cities or towns 
will or should take. They will vary with the object, the ground, and 
other particular circumstances. 

‘The following is a general impression of the lines which modern 
attack may follow, and is intended more to stimulate thought than 
to prophesy events. 

‘The process may be one of neutralization and infiltration. 


Tater wil probably nace. the 
ack t 


control of their units, that members of the same unit will lose touch 
other and may even fire upon one another, that direction 
will be lost and pockets of enemy exist behind the forward attacking 


such circumstances: 
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i. A simple plan is essential Each unit must be given a clear 
Emited objective, and complicated, manquvres such 


ii, Success or failure will largely depend upon the initiative of 

fubordinatc commanders. Lacking clear orders as 10 ther 
next actions, section and platoon ‘commanders must on n0 
to 


who, given time to: 


surprised 
and shot at from unexpected directions. The attackers can 
‘pect the scales only by giving their opponents oo de to 
Prepare, no rest in retreat, no chance to reorganize or re- 
‘assure themselves. Speed is of the essence, and speed can be 
juced only by intelligent anticipation, efficient orders, 
lashing execution, and energy, more energy, and energy 
again. 


3, Advance 
It is usually impossible absolutély to safe 
against attack. An active advance guard wil 
the many good points of observation that abound in 
with fire the more important junctions, and question inhi 
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The main body should be well deployed. It may often be best to 
keep all sections oa one side ofthe road, for two reasons: 
i. They can keep to the shadow. 
ii. In the event of a sudden attack, they will all take cover oo 


the same side of the street, and will not therefore be divided 
from each other by a coverless, bullet-swept area. 


4. Protection 
From the start to the end of operations there must be no moment 
during which the main body can be surprised undeployed. On arrival 


at the assembly position, whether on foot or in M.T., OPs and 
seatries will be posted covering every approach. Two A.A. sentries 
per company should be posted in an open space or square covering 
Opposite arcs of 190°. The main body should take immediate cover 
and be slightly dispersed. 


5. Recommaissance 


Horizons of brick and mortar make reconnaissance difficult. The 
ideal of an aeroplane view being usually deaied, second best is a view 
from a high building. Other useful aids are street maps. 


areas may find it useful to obtain aeroplane photographs of their area 


for use instead of maps. 
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© Pls 
forming his plan the commander must bear the following points 
mind: 


in 

i. A complicated plan depending for its success upon co- 
ordination betweea troops attacking up wildly suparaicd 
streets, or upon changes of direction, is lable to fail. 

i, Streets provide easier and quicker lines of approach and 
attack. Back gardens may sometimes offer more cover: but 
it should be remem! that it will often be necessary to 
climb over obstacles, and at these moments exposure is un- 
avoidable. 

iii. A single attack should be maintained. This does not mean 
that only one street or one hoiise is to be attacked at a time. 
Ttdoes mean that if two or three or six streets are attacked at 
a time the effort should be co-operative, i.e, success in street 
5 helps the troops attacking street 1. 
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7. Headquarters 
Headquarters shoul be chosen for the following features : 
i, Well up: much closer to the forward toope than in field 


ii, Easy to find. 
iii. A strongly built house or shelter. 
iv. Entrance and exit defiladed from enemy view and fire. 


& Condos 
‘The object of cordoning is to prevent enemy lateral movement, 
whether of reinforcement, countersatiack or escape, 

When the object of an attack is to clear an area of enemy, the pro- 
‘cedure should be to cordon a sub-area, clear it, and keep it cordoned 
from the uncleared area. 

‘When the object of an attack is to penetrate to an area, it 
frequently be advisable to cordon the line of advance. = 
Sordosing should be carried ou by fre, not by men. The fring 
Position should be selected so as to give the best of fire, and 
therefore normally be as low as possible. 


9. Covering Fire 
It should be an absolute rule that no troops move across the open 
‘until three measures bave been taken : 

i. A rifle or LM.G. must be sited to cover the street in which 

they are moving. In choosing the firing position, bear in 

@ That if the enemy see you getting into position or if 
Besiton is the obvious one to choos, you wil over 

from it. 

(©) That S.A. fire penetrates up to 133 inches and .S5-inch 
antitank rile! ire up to 27 iacbes of briclaort, ak 
that prolonged bursts will achieve greater penetration. 

(© That the lower you are the longer will be the beaten 
zone of your weapon. 

(@ That if you are going to cover the advance of your own 


troops from the rear you must get high enough up to 
fre over their heads until the last possible moment” 


4 
(©) That there are man; . itions other than in 
ly ood firing posit 
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For details of fire positions from a house, see Chapter IT. 
ii One L.M.G. per company should be sited on one of the 
highest buildings in the area to cover as far as possible all 
rooftops. It is very hard for troops in streets 10 deal 
selves with attackers above them. No street should be 
tacked without domination of the rooftops. 
iii, There is usually a house whose windows dominate a whole 
‘street. It may be placed at the end of the street, or 
ground farther away. If there is such a house, mak 
parations before attacking the street to destroy or blind it 
the enemy should open fire from it. 


if possible they should 
on, the scouts should take cover and try to work into position 


i. Observers—Bebind the scouts move the observers. Their 
duty is to observe and report on any enemy movements. The 
normal number is two for each side of the road. This is a 
minimum, for should there be anything 
go back, leaving one to observe. Like the 
move rapidly, and close to the side walls. 
far up that they can see what is happening to 
so far back that they are not exposed to the same fire as the 
scouts, and can get back to report. If they are pinned to cover 
by enemy fire they can usually shout back a message. A 
catapult is a possible method of sending back a message to 
the end of the street. 


j 
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In the case of the enemy opening fire the message should 

contain : 

(@) Strength and armament of enemy. 

(8) Exact position, side of street, number or description of 
house, first or second floor, right or left window. 

(©) Whether a scout is in position to give covering fire. 

(@) What possible covered approach there is to the house. 

Remainder of the Section—Under the N.C.O. the re- 
i i ‘behind the scouts 


. a 
assageway between houses to look to a flank. Another may 

posted to cover a street running off to a flank. A third may 
bbe used to cover the scouts and observers when they have 
got rather far from their previous covering fire. 


It may be necessary to strengthen the point section. This 
should be done when the point section i likely to bave far 
to go. 

‘LL. Mopping Up 


It must not be thought that because the point section bas en- 
countered no opposition a street is clear of exemy. In every street 
there are enough covered positions to conceal a battalion, 
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If the street is to be cleared, as soon as the point section has covered 
t distance: 


i. Arrangements should be made to cover the backs of the 
houses on each side ofthe street with Bre, preferably LM. 


ii, The two rear sections should advance, one on each side of 
the street, 


be thorough, for a single enemy concealed in a cupboard 

‘will be cut off from his friends tnd in no mood for a stout 
resistance. 

12. Consolidation 


Itis not usually enough to clear a street; it must be held, to prevent 
‘enemy reoccupation or counter-attack. Normally only a single rifle- 
man can be spared, for there may be many streets, and men and 


13. Assault 


i, Forms of Attack.—When the enemy is encountered he must 
with. There are many forms of attack. He may be 


be dealt 


7, 


Ye 


_ 
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NN 


Af, BF, ES etc 
xy”. 


attacked with bombs from the air; though this form is not 
practicable in close fighting, and is more useful against an 
area than against an individual target. He may be atacked 
with shells from a gun man- into position; with A.P. 
‘weapons capable of riddling his protective cover; with in- 
cendiary weapons fired or thrown; with gas: with any 
effective weapon from a gun to a hosepipe. Often, however, 
it will not be possible to oust or destroy the enemy without 
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an infantry assault, and it is the infantry assault, whether 
combined with other forms of attack or not, with which we 
are concerned. 


|. The Lines of Assault—In the same way, there are many 


lines of assault. An assault may be made up main streets; 

side streets, through back gardens; over rooftops, through 

neighbouring houses; through a house opposite and across a 

road; possibly even ‘through sewers or contiguous cellars. 

Gliders were used by the Germans in Belgium to land on a 

wide, flat roof at Fort Eban Emaal. We may leave out of 

account these more exotic forms of attack while remember- 

ing that if they are possible to do they will be a surprise, a 

new idea, and therefore successful. In deciding upon a line 

or Lines of assault the following points should be borne in 
mind : 

(@) An enemy position is a strong point. Before it is attacked 
it should be as nearly encircled as possible. Occupy the 
houses on either side or behind it. 

(6) Gain the houses on one side of a street before you enter 
the street, Example (see diagram opposite): A and F 
are occupied by our own troops. Enemy in B will find it 
hard to cover the B side of the street and will bave to 
Tean right out of the windows, doors, etc., to do so, 
where they will be themselves exposed from A2, 3 and 4. 
‘Thus the street can only be effectively covered by the 
enemy from C, and this narrows the opposition almost 
to a single house, which can be neutr 

(c) Attack the enemy most threatened by your own position. 
Example (see diagram opposite): A and F are held by 
gwn troops. Which street should be made good frst— 

or 

Analysis: one side of each strect is held. One end and 
one side of each strect is held by the enemy. Of the 
enemy houses holding X, D2 and D3 are covered by fire 
on four sides, and D1 is covered on two sides. Of the 
enemy houses holding Y, four sides of all the houses 
D3 and Bl, 2, 3 and 4 are covered by ire. Moreover, 

¢ street joining ym the enemy side is not proper] 
covered, heres the entrances fo are well gover. 
Conclusion: street ¥ should be attacked first. 


18 


(@ More than one line of attack will be found difficult to co- 
ordinate but will have an excellent psychological effect 
upon the enemy. 

(©) It you can attack along a line which does not hinder your 
covering fire the latter wil] be more effective. 

() Back gardens may offer good cover: advancing troops 
will, bowever, fad it difscult to avoid exposing thea 
selves when sufmounting obstacles. 


(g) It is hard to deal with attackers from above: rooftoy 
are safe from below, and, being built as a rule in 
shape of an inverted V, they have usually a side 
defiladed from fire, 

(i) In the case of an attack through houses, back doors a 
litte distance from the enemy house are usually covered 
from view by high wooden fencing, sheds, etc. More- 
over, in “jerry-built” houses it does not take more than 
2 minute or two to knock a hole in the wall. 


() The most suicidal occupation in war is to delay in the 


@® The enemy are unlikely to occupy a single house un- 
supported by any other position. Normally they may 
occupy houses on each side of the road and site their 
LMG. in a house whose windows dominate the whole 
street (see Chapter ID). 


|. The Assault—Experience in Madrid showed that a very 


high proportion of the total casualties was incurred in 
assault, and of these 75 per cent. were caused by delay out- 
side the barricaded house of the enemy. The whole assault 


7 


9 


WE SHALL FIGHT IN THE STREETS 


must be carried through at the highest possible speed by the 
shortest exposed route, with the heaviest possible covering 
fire until the last possible moment. 


‘The following points should be considered : 


forward under covering fire, place an explosive against 
the house and dodge under cover. He should avoid 


md 
It explosives are used to force an entrance, the re- 
mainder of the assault party must be under cover well 
up, ready to dash in before the enemy has recovered 
from the shock of the explosion. Whatever the method 
employed of forcing an entrance, the assault party must 
attempt all methods of getting in. They need not neces- 
sarily confine themselves to going in through the 
they have made; the enemy will be concentrating, ther 
pening, o7 it and a man going in over the root of a 
shed, up a drainpipe or down 
up ipe skylight may 
(© Clearing the House.—Having made an entrance, the 
‘amault party still baa half ts task betore it Before 
Jeaving cover to assault the house, the officer or N.C.O. 
in charge must allot tasks to each member of his party 
to ensure that there is no hanging about inside the 


must be used, feel in front of you with a le 
or throw a grenade at to solo any booty Ge, 
}) The officer or N.C.O. must stay in the hall or 


Operations, but he must mak 
tse of any cover there may be, ¢4..a thick sofa, 
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(4) Mf the enemy are known to be upstairs, a few bursts 


of S.A. fire through the floor from underneath will 
be a prudent action. 


a 
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(5) Smoke grenades inside a house are quite over- 
whelming. Incendiary bottles or bombs are very 
intimidating. (For arms and equipment suitable, 
see Chapter V). 

(6) Prisoners can be used to clear the house by setting 
off or revealing booby traps. 

(1) Enter a room crouching as low as possible. The 
enemy will be prepared to fire about three or four 
feet above the floor. 

Itis essential that all attackers are familiar with methods of defence 
outlined in the chapters on defence and booby traps. 
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CHAPTER Iv 


THE USE OF EXPLOSIVE 


The use of hij sives can solve many of the that 
wir sas mor os ot 
i mm in action. It is essential, however, that onl} 
trained i ie paren and application of H. 
: 


trade eats rggeving ome ofr atl wes of HE bok a 


2. Types of Explosive 
‘The principal explosives now in use are: 
power, suitable 
cutting operations, usually coloured fab yeh noe 
lied can be i 
to avoid deterior: 
and 110° F. It 
atmosphere. When in 
any length of time it must be well protected from damp. 
li. Guncotton.—The safest of all explosives in Service use, i 
quires a primer to initiate it. Packed in air-tight tins it can be st 
more easily than gelignite and it does not deteriorate readily. It is 
‘80 powerful as gelignite, but can be used for all cutting opera 
the main disadvantage being that it is issued in !-Ib. blocks and 
‘not plastic. 
iii, T.N.7.—A compressed powder issued in 13-Ib..blocks, it is 
‘able in use and application with ytton. One block of 
“.N.T. will have equal effect with one block of TNT. is 
easy to store, but has the disadvantage that the blocks are brittle and 
crumble easily. It requires a primer to initiate. 
22 


fv. Explosive 808—An extremely powerful explosive issued in 
4-07. sticks. It has better storage qualities than gelignite and is even 
more powerful, but it requires a primer to initiate it. 

v. Ammonal.—A ‘grey powder, mainly used for cratering and 
other mining operations, it is the least powerful of all Service ex- 
plosives. Its slow speed makes it most suitable for shifting large 
masses of earth, but it should never be used for a cutting or shattering 
operation. Ammonal must be kept perfectly dry, as the least degree 


Hee 
meee 
Fe ee 


faa 
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of damp renders it useless. It is issued in 25-Ib. and S0-1b. tins and 
ako in 4-07. waterproof cartridges. 


3. Defence 


As explained in Chapter Il, it is unlikely that enemy tank forma- 
tions will venture into built-up areas; it is more probable that infantry 
will be called upon to capture a town. 


Alll houses which are adapted for defence should be fitted with a 
booby-trap system, operated electrically. The whole system can be 
controlled by a master switch which is situated so that the last defender 
can make the systém live as he leaves. Booby traps will not be sus- 
pected in a house which has been used for defence, and the ensuing 
casualties will cause the attackers to reduce their speed of advance— 
even if it does not force them out into the open. Alternatively, each 
house can be mined either by buried charges or by explosives con- 
cealed in the basement or ground floor. These charges can be fired 
from the neighbouring houses, and a single house blown up in this 
way will deter attackers from entering any other house near by with 
any feeling of confidence. 


For details of booby traps see Field Engineering Pamphlet No. 9, 
Plates 16, 17, 18, 19, 23, 24 and 25, and the written material referring 
to these plates. 


4, Explosives in Attack 


‘When clearing the enemy from occupied houses the advantages of 
explosives are very evident. The approach to an occupied house can 
‘be made on a blind side, i.e., the side where there are no downstairs 
. The house can be entered by a hole blown in this blind side, 
the charge required in most cases being surprisingly small 
‘If an entrance is made immediately after the explosion it will be 
found that the defenders in the immediate vicinity of the breach will 
be either casualties or in no condition to put up any resistance, Once 
inside the house, similar methods can be adopted ‘to break into any 
room that offers resistance. Further, if a charge of 1 Ib. of H.E. on a 
S-second or 7-second fuse be thrown into a room occupied by the 
er the mopping-up operation becomes extremely simple and 
fe. 
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Geccien tore ere teeing im tie tae pe eens. 9. 
charges of 10 Ib. or more of H.E. on the end of a 

ey ae ame, Teese pele Cancers tases to be placed 
in the loopholes of pill-boxes and were carried forward under cover of 
smoke or darkness, An adaptation of these charges can be made with 
advantage, and men should be trained to apply such charges to street 
fighting when clearing points strongly held by the enemy. 

‘With an elementary knowledge of explosives it is a comparative! 

simple matter to clear buildings which can block a field of fire. a 


5. Anti-Tamk Measures 


Though the unsuitability of tanks in built-up areas has been 
‘stressed, it must on no account be taken that tanks will not be used by 
the enemy. Tanks are only unsuitable as long as every precaution bas 
been taken against them. Every preparation should be made for their 
reception, and in this explosives play a large part. 

Charges should be buried across all approach roads at a depth of 
9 inches or a foot. The quantity of this should be 4 Ib. per foot of 
length. The charge must be fired electrically and provision can be 
made to fire this from the cover of a neighbouring house. This 
charge will wreck lorries, but will only smash the track of a tank 
and bring it to a standstill. Though badly shaken, the crew will still 
fee a cation: to fight and their guns will still be in action. To 

le it is neces: to get a charge of explosive on the 
hull of the tank itself?” Be Coatbe of oP 

This can be done under cover of smoke or the charge can be 
lowered from the upper floors of houses near by. Arrangements can 
be made to have charges s1 led above the road at suitable points 
or they may be lowered with the aid of long poles. The charges 
should, if possible. be placed on the rear deck of the tak behind the 
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turret: though the thickness of the armour plating in this position 
varies, a charge of 10 Ib. should smash a hole in the hull and disable 
or kill the crew. It is desirable to have some knowledge of the 
weakest parts of a tank’s plating, and this knowledge ‘should enable 
the charges to be placed to the best advantage. As an alternative to 
the continuous road charge, separate charges of 4 Ib. can be laid in 
the samc manner as anti-tank mines at close spacing, though they 
must be buried sufficiently deeply to prevent their being damaged by 
traffic. The separate charges should be connected up by instan- 
taneous fuse so that they can all be fied simultaneously by a low. 
powered battery exploder. 

In addition to these road-block charges, a number of 10-foot 
planks should be prepared with the appropriate quantity of explosive 
strapped to them. These portable road charges can be rushed to any 
threatened point and laid by the roadside suitably concealed. On the 
approach of tanks or armoured fighting vehicles these planks can be 
dragged across the road and exploded under the vehicle as required. 
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6. Demolition 

Small bridges can be destroyed with ease and certainty, and craters 
blown in the road to form tank barriers, These and many other simple 
demolitions can be carried out after a short but careful course of 
training. It must be repeated, however, that H.E. must be handled 
only by trained men and that men should be trained without further 
delay, The possibilities of this weapon in trained hands are rr 
but in the hands of untrained personnel its use is usually disastrous. 

‘To sum up generally, a knowledge of the use of explosives places 
in the bande at's thale lndividall te mont powedtal wenn ix 
existence, a weapon which, handled with reasonable care and skill, is 
practically safe and adaptable to a very high degree. In using explo- 
fives it is not necessary to hold lange stocks and Kinds and sizes of 
grenades, each grenade being suitable for only one job. A single store 
of HE. can be held and by varying the quantity used this one item of 
store can be adapted to a variety of purposes. 

‘The final, and in fact ruling, point in the handling of H.E. is that 
personne] must be trained car ly and must at all times continue 
to observe the vations taught in this training. Accidents will only 
create a loss of confidence in the weapon, whereas the loss of con- 
fidence should be in the operator. Provided this is borne in mind, the 
unit commander will find a solution to the majority of strect-fighting 
problems in the use of H.E. 
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CHAPTER V 


ARMS AND EQUIPMENT 


Geneeal 
The choice of arms and equipment should be governed by certain 
features of street warfare : 
I. Street fighting imposes great physical strain upon all ranks. 
2. Many obstacles are encountered in built-up areas. 
3. Nearly all surfaces are hard and smooth: water drains of 
quickly. 


4. Fighting usually takes place at close quarters. 

5. There are usually many firing positions giving good cover 
from fire: most of these have overbead cover which can 
quickly be strengthened. 

The above points suggest definite conclusions : 

1, Arms and equipment should be kept as light as possible. 

2. Weapons should correspond to one of the following types: 
i. Giving a great volume of fire in proportion to weight and 

size, e.g., 8 sub-machine gun. 
ii. Being able cither to get round or to 
S.A. fire, e.g., a grenade or Boys ri 


cover from 
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1. Ams 
i. Rifle and Bayonet (S.AT. Nos. 3 and 12}—The 360° field 
round any defensive position is ikely 1 be split in bull-up areay 
into several separate, narrow fields of fire. The rife is the ideal 
‘weapon to caver the less important fclds of fire. The bayonet is the 
ncipal close-quarter weapon for the ordinary riflemen, and can be 
tised with great moral and actual effect in clearing houses, or in street 


ii, Discharger—The present issue of one discharger per platoon 
ener en eat cnade Ge Balog) Por ta 
Purpose one rifle per platoon should be strengthened by binding. 

ii, MuM.G. and LMG. (S.A.T. Nos. 4 and 7).—These two 
weapons will be dealt with together, as in street fighting the greater 
range and endurance of the M.M.G. will rarely be utilized. 

Both types are excellent in defence and can make a street im- 
pasable, The LM.G. is suiubl in attack to give covering fre, but 
‘are too heavy and cumbersome for close-range fighting, such as 
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would be the case in gardens and houses. At « pinch an L.M.G, can 
be fired from the hip, and may be useful where sub-machine guns are 
not obtainable. 

iv. The.Sub-Machine Gun (S.A.T. No. 21).—This is the ideal 
assault and close-fighting weapon. It enables targets from 
different directions and at short ranges to be eng: 
has a high rate of fire combined with great stopping-power. The sub- 
machine gun can be fired from hip of shoulder with accuracy up to 
50 yards. It bas been found that the best method of firing from the 
shoulder is to align the foresight in the V formed by the cocking- 
handle rather than the backsight. 

v. The Boys Anti-Tank Rifle (SAT. No, 5)—This has good 
penetrative qualities (see Appendix 1), and, although pei for 


vi. Two-inch Mortar (S.4.T. No. 8).—This weapon is difficult 10 

use and rather ineffective in built-up areas, for the following reasons: 
(@ Mortar bombs have little penetration. 

(8) The enemy will, in defence, be roofed over; and, in attack, 

will either be roofed over’or better engaged by S.A. fire. 

‘There are, however, occasions when it is useful to attack an enemy 
in gardens, ruined houses, etc., while it may sometimes be possible to 
use smoke, in cases where an O.P. can be found close to the weapon. 

vii. Pistol.—In the hands of an untrained shot, the pistol will not 
prove an effective weapon, With constant practice, it will be found 
that the short barrel and the speed with which single rounds can be 
fied enable the fier to engage targes rapidly in diferent directions 
and render it a very useful weapon for close-quarter fighting. 

viii, No. 36 Grenade (S.A.T. No. 13)—This grenade is no longer 
fired from a discharger, but when thrown is a most valuable weapon. 
Tt will normally be used in clearing a house and in surprise encounters 
with enemy at close quarters. 

Ithas a 4-second fuse and can be thrown up to about 35 yards. The 
thrower must take cover before the explosion. 

No. 36 grenades are nof suitable as explosives to blow a gap in 
barricades, doorways, walls, etc. 

ix. No. 68 Grenade—This grenade is Gred from a dischan 
an E:Y. rifle. It has great penetrative power, but will ot blow a 
hole. The blast effect inside a small room may be very considerable. 

x. No, 69 Grenade.—This grenade is in a li 
and has a blast effect over a small area. 
qualities are not great, it has a tremendous moral 


fect, which makes 
it a useful weapon for fighting at close quarters, The thrower need 
not take cover after throwing. 
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xi No. 73 Grenade—This grenade, designed for use against 
ALF-.Vs.. bas great destructive qualities, and will therefore be useful 
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igeians weil. ete; Bean be tian Bp oo 28 yards. The tome Set 
cover. 
‘is an effective form of 


alii, Smoke Grenades, Generators, e1c.—The smoke 2 is 
Smoke generators are at present issued only 


play a most important part In de- 
fence many be aed to Bid hd thefeazan i spe hw ne 


Hct fen early 
fas been blinded. In the 
whelming. 

2. Equipment 


UL Respirators and Gas-Capes—Respirators may ‘be needed 
orders mi usp aye oo ultap areas ers 
pea may be dis in built-up areas, 

there is som from spray attack. 


(©) Groundsheet. 

@ Food. 

Sheltet is provided by houses, where sufficient utensils and under- 
clothes can also be Commaydcced, Though food may a be fost, 


ome must certainly be taken and may be carried in a pouch or 


are invaluable for officers and 

NEG ed ore pt sos ‘of each attacking platoon. The 
Present issue should be supplemented by home-made productions. 
v. Ladders—Short ladders are often useful in the attack, and one 
REE company may be caried. They can often be commandeered on 
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CHAPTER VI 


TRAINING 


General 
Training should follow the sequence : 
Lecture. 
Demonstration. 


L, Lectare 

iA lecture is made more vivid if accompanied by blackboard 
diagrams oc a street sand table (see below). 

fi, Tebulate the lecture and help the audience to take notes by 
showing what your beadings are. 

iii, Watch your audience to allow them time to take down motes. 

iv, Do not read! your lecture. You mist be vivid, animated, and 
get your lecture “across. 
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v. all. keep sill while you are talking. [tis impossible 19 
follow 2 thuteooet tor an 
2 Demonstration 
N.B.—The following frighten some readers off 
demonstrations for grad and alt Pressel ike opposite feet is 
hoped for. There is no form of training so vivid or ive as a well- 
demonstration. While it is idle to that a good 


are many refine- 
ments mentioned here, ¢.g., the Tannoy loud-speaker, which can be 
dispensed with for all norzial occasions. (An excellent street-fighting 
demonstration can be given after six hours’ preparation.) 


‘The demonstration should follow the lecture as soon as possible. 


‘i. PREPARATION OF THE DEMONSTRATION. 


@ Select the date and time and the formers. Make sure 
that they are clear for the hours of rehearsal. Have about 
four spare:men attending the whole preparation, to fill the 
places of men who go sick, etc. 


(©) Work out on paper a detailed syllabus of the demonstsa 
‘This must be related to the ground, to the men who 
Sie petonming. and'ts de i oars 


gp p in the thought of the instructor 
wil be ontop number of men taking part and 
ead to ua achy, ‘and avoidable inefficiency. 


(©) Walk the performers round the area, and describe to them 
generally what is to happen and where each section of the 
demonstration is to take place. 


@) On the blackboard, or with toy houses, make a plan of the 
area and go through with your men the sequence of the 
demonstration. As you come to each stage, make the 
platoon sergeant detail off the men who are alfected, and 


make them stand up. Explain in detail what is wanted, and 
tell them the points which it is desired shall be brought out. 
questions. 


(©) When everybody is quite clear in his mind, and not before, 
take the men out on the ground and rehearse them through 
the demonstration itself. 


® When preparing the demonstration, always consider the 
position of the audience. The best demonstration in the 
World is valueless if the audience cannot see it properly. 
The problem becomes acute in a demonstration of the 
Preparation of a house for defence. 


(@) With more than one instructor it is possible to divide the 
demonstration up into sections with a separate instructor, 
a separate sub-area, and a separate sub-unit If this is done. 
much time can be saved, but it is quite essential to rehearse 
the whole demonstration through at the end until it falls 
together. 

(A) Above all, it is vital that there shall be one O.C, demon- 
stration, whose word is law, 

(P For expert advice as to shoring, clearing floors, building con- 
struction, etc.. the O.C. demonstration should ring up the 
local Home Guard. who are sure to have a carpenter and 
master builder willing to help. Failing that, the local sur- 
veyor will be able to suggest somebody. 
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ARSON BY ELECTRONICS: 


Arson by Electronics 


INTRODUCTION: 


The electronics. industry in general has en- 
joyed a phenomenal growth within the past 
score of years, a growch that has continued on 
an accelerating scale especially during the pre- 
ceeding decade, Expansion of the industry 
will certainly go on toward limitations that 
cannot be foreseen, as the art of electronics 
becomes incorporated more and more into 
our everyday scheme of living. 

In the State of Florida, the development of 
such activities has been, and continues to be 
of great economic importance. Measured by 
employment alone, electronics in Florida in- 
creased by a factor of ten between the years 
1953 and 1961, In fact, in 1961, the electro- 
nics firms in this state employed well over 
12,000 persons, And these figures alone do 
not reflect the true increase in size of the in- 
dustry itself and industries possessing a close 
relationship. Herein we refer to aircraft, mis- 
siles, scientific instruments and nucleonics. 

Numerous groups are engaged in the pro- 
duction of electronic devices, and many 
others are producing electronic and other pre- 
cision components for various Florida manu- 
facturers. Research is being carried on by 
many of these companies, either as their sole 
activity, or as an additional activity. Electro- 
nic items now being produced in quantity in 
Florida include, but are not limited to, X-ray 
tubes, microwave and receiving tubes, printed 
circuits, transistors, coils, solenoids, resistors, 
capacitors, transformers, relays, regulators, 
timing devices, commutators, communica- 
tions equipment, computers, and radar guid- 
ance and control systems. 

The greatest concentration of these busi- 
nesses may be found in the Miami area, or- 


lando, Patrick Air Force Base, Port Canaveral, 
St. Petersburg, Clearwater, ‘Tampa, West Palm 
Beach, Cocoa Beach, Eglin Air Force Base, 
and Fort Lauderdale, but smaller groups and 
individuals are scattered from one end of the 
state to the other. 

From the standpoint of the economic wel- 
fare of Florida, all of the considerations are 
on the good side of the ledger, but av the 
same time, these facts pose a potential pro- 
blem to the law enforcement agencies; a pro- 
blem that is real and also rather frightenin 

We are speaking, of course, of the possibili- 
ty that the personnel and techniques now em- 
ployed in these precision enterprises may be- 
come diverted into criminal paths. To be 
more specific, the Office of the State Fire 
Marshal is concerned with the diversion of 
these capabilities toward the crime of arson 
and the origination of explosions of a criminal 
nature. We are doubly at a disadvantage in the 
State of Florida, since there is great emphasis 
on research among our electronics people; 
that is to say, some of the country’s best elec- 
tronic brains are here. This points to the con- 
ceivability that we will not be dealing with 
criminals possessing limited skill, but rather 
with those of the highest ability. Sir Arthur 
Conan Doyle once stated that there is no cri- 
minal so dangerous as a doctor who has gone 
wrong, and should a well schooled electronics 
employee go astray, we should find ourselves 
in a no less precarious situation. 

‘Therefore, we have prepared this manual 
against this hypothetical eventuality. There is 
little or no information available on this sub- 
ject at the present date, so we approached the 
problem from the standpoint of an electronics 
engineer who desires to commit arson or who 
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desires to cause a criminal explosion. These 
Pages attempt to set forth the basic tech- 
niques by which such crimes may be commit- 
ted, try to show come of the fundamental cir- 
cuitry involved, try to point out the circum- 
stances in which these methods may be uti 
ized, and attempt to show the investigator 
what to look for as evidence of this type of 
crime, The writing makes every effort to be as 
non-technical as possible, so that the reader 
not familiar with electronics will be able to 
understand it thoroughly. 

It should also be made clear that the me- 
thods herein described are definitely not the 
only methods that may be used. In relation to 
the manipulations possible through a full use 
of modern electronics, they are crude and ba- 
sic. Endless variations as well as combinations 
of these circuits exist. New materials and 
components are being developed that may 
find use in this area, Component miniaturiza- 
tion is leading to compact devices. 

This, then, is a “do-it-yourself manual.” 

At the outset, it is necessary that we deline- 
ate between the term “electrical” and the 
term “electronic.” Electrical devices of many 
types have been with us for years, and have 
often figured in the commission of crime. 
Electronic devices, on the other hand, are of 
comparatively recent origin, and their inci- 
dence in the commission of crime is not 
known. 

By “electrical” we mean the phenomena of 
an induced current of electricity passing 
through a conductor and producing a useful 
effect in the form of heat or energy. An ex- 
ample of an electrical device would be the 
household iron. In this article, useful heat is 
produced by the passage of a current of elec 
ticity through a resistance unit imbedded 
within the iron itself. 

By “electronic” we mean the emission, or 
the giving off, of electrons from the surface of 
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a material, and the behavior of this emission 
as in vacuum tubes, photoelectric cells, solid- 
state devices (transistors, diodes), etc. An ex- 
ample of an electronic gadget would be the 
photographic exposure meter. Here, the pre- 
sence of a certain amount of light causes the 
emission of electrons which, in turn, cause the 
movement of a pointer along the divisions of 
the meter face. 

In the interest of simplification, we may 
say that the operation of any electronic de- 
vice depends in some way upon the emission 
of electrons; purely electrical devices do not. 

Hence, electronic arson is nothing more 
than arson in the conventional sense, except 
for the fact that an electronic contrivance has 
figured in the initiation of the event. 

But why should the incipient arsonist or 
the criminal planning an explosion bother 
with such an elaborate method? After all, the 
candle in a pile of shredded paper or the 
match applied to a powder trail does an effi- 
cient job. 

The answer is both obvious and quite sim- 
ple. He will take the extra trouble necessary 
because electronics can supply him with cer- 


tain features desirable to his profession that 
are not available by other methods. 

He will be able to set off his “plant” by re- 
mote control, thus enabling him to be many 
miles from the scene of the crime. If he is 
seen in some distant city at the time establish- 
ed for the crime, his alibi is nearly air-tight. 
He may push a button by remote control and 
initiate the disaster at his convenience, or he 
may provide suitable delay devices that will 
do the job for him at a predetermined mo- 
ment or at a random interval that not even he 
would know. He may arrange for the crime to 
be triggered by an unwitting outsider. 

He knows that the detection of the method 
used will be difficult. Few law enforcement 
agencies can have an electronics specialist at 
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their disposal, and detection requires that per- 
sonnel be thoroughly trained in the recogni- 
tion of significant clues. He knows that elec- 
tronic devices are becoming more sophisticat- 
ed and, as a result, are becoming more com- 
pact and therefore more easily destroyed be- 
yond recognition in a fire or an explosion. 

Best of all he has a wide choice in the me- 
thod of procurement of electronic apparatus. 
He may purchase the parts and build a device 
from “scratch.” He may buy a suitable kit 
and assemble it himself. He may purchase the 
desired device ready-made. Whatever his 
choice, he knows that anyone can buy elec- 
tronic components or finished units without 
arousing the slightest suspicion. Aside from 
the professional people utilizing electronics, 
each city of any size has hundreds of indivi- 
dual experimenters and tinkerers 

The use of electronics in crime will be most 
insidious. 

This brings us to an important question. Is 
this method now in use? Is the science of elec- 
tronics being used to start fires and cause ex- 
plosions? We have every reason to believe that 
itis, 

During the past several weeks, we have en- 
gaged in correspondence with the fire mer- 
shals of forty-one states. Many of them cor- 
responded with other law enforcement agen- 
cies and national investigators. A few of them 
flatly stated that they had experienced no- 
thing of this nature. Many others, however, 
expressed grave concern as to the possibilities 
raised by the thought of such crimes. Still 
others went so far as to say that they may 
have encountered electronic devices in this 
context but were not able to prove it. 

The: State of Florida happens to fall into 
this latter catagory at this time. At least pwo 
fires of suspicious origin were recently investi- 
gated by this office. Indications are that at 
least one of them and possibly both of them 
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were triggered by clectronic means. 

One state contacted has been most fortun- 
ate in this respect. They managed to catch a 
potential electronic arsonist red-handed. He 
was a professional electronics man, and was 
able to devise a scemingly fool proof scheme 
Flammable materials were placed in close jux- 
taposition to an electronic device consisting 
of a battery operated radio receiver, an initia- 
ting relay connected to the receiver, and a 
heating coil attached to and activated by the 
relay. 

Theoretically, a pulse was to be sent froma 
radio transmitter located at some distance 
from the “plant.” The receiver was to pick up 
this brief pulse and, in turn, the rclay was to 
close, thus introducing electricity into the 
heating element. This was intended to ignite 
the flammable material. Many little niceties 
were included in the plan. Alll interconnection 
of the various components was carried out 
with solder having a low melting point. It was 
expected, of course, that the solder would 
melt and dissipate in the ensuing fire and all 
evidence of arson would, therefore, be de- 
stroyed. Unfortunately, there's many a slip 
between cup and electronics. The “plant” 
went off according to plan, but the fire was 
discovered before any severe damage had been 
done and, more important, before the elec: 
tronic device used in starting the fire had 
been destroyed 

All of this seems to indicate that electro- 
nics will become one of the modern day tools 
of arson, Concern should not be manifest over 
the probability that its use is not particularly 
wide spread at this moment. It appears certain 
that if electronics has not already been util- 
ized by a large segment of the criminal ele- 
ment, it soon will be. 


Il. WHAT ELECTRONIC ARSON HAS IN 
COMMON WITH CONVENTIONAL ARSON 
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New science and technology develop, and 
new faces indulge themselves in illicit pur- 
suits, but certain fundamental ideas tend to 
remain constant. 

We may expect the basis or the reason for 
arson by electronics to be much the same as 
for arson as we now know it. 

The desire for economic gain may provide 
the impetus necessary to cause a person to 
commit this criminal act. Many ramifications 
of this single rationale may exist. The gain 
therefrom may accrue directly, or the gain 
realized may be so far removed from and 
seemingly unrelated to the act itself that dis- 
covery or proof of the relationship becomes 
next to impossible. 

‘The grounds for arson may possess no in- 
trinsic validity in its own right, but may be 
engendered by or be the outgrowth of an- 
other offence. The embezzler may choose this 
method as a handy means of concealing his 
ime, The murderer finds it expedient that 
the results of his handiwork should disappear 
without trace, or at least should appear to 
have met with misfortune by another agency. 
The dishonest merchant who has been falsify- 
ing records of his assets takes the chance in 
order to prevent disclosure. 

Arson for personal satisfaction may run the 
whole gamut of human emotions and their 
many nuances. The disgruntled employee may 
seek to secure some form of gratification by 
causing inconvenience or even complete rain 
to his employer. Already hardened criminals 
imay find it convenient as a method of beating 
recalcitrant victims into line. The would-be 
politico or labor organizer might discover 
through arson an outlet for his revenge. 

Or the arsonist may be a “nut”; i.e. amen 
cal deviate. He may achieve sexual enjoyment 
trom the starting of a fire or from watching 
the ensuing conflagration and its attendant 
excitement.He may possess feelings of general 
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hostility or inadequacy which find their out 
let in the perpetration of a fire or an explo- 
sion. And, in this category, we may find 
something new. The ancient Romans had a 
saying, “Ars Gratia Artis,” which in modern 
times, might be paraphrased into the concept 
of Technology for the sake of ‘Technology. 
The electronics specialist is a scientist, a math: 
ematician, a man with an excellent knowledge 
of applied physics. But he is more than this in 
some instances. He may be an artist in his 
own right. It seems feasible that such a man, 
assuming him to have a sufficient mental aber- 
ration, might simply like to sce his plan work 
This could be one of the most dangerous 
kinds of electronic arson, since the design 
could be expected to be most abstruse and 
elaborate. 

We may expect to encounter the use of the 
same materials in the initiation of such fircs 
and explosions as are found by present inves- 
tigations. The arsonist needs something that 
is readily flammable or explosive, and most of 
the materials that have been in use during 
years past will still provide the desired result, 
The man with a knowledge of chemistry, 
however, may wish to branch out a bit in his 
choice. Pyroxylin plastic, for example, being 
of such a chemical composition that external 
oxygen is not necessary to its combustion or 
decomposition would furnish the fire service 
with some anxious minutes in the early stages 
of the blaze. It could not be cxtinguishcd by 
smothering and would, therefore, be difficuit 
to combat without large quantities of cooling 
liquid. Ammonium nitrate would offer the 
same hazard. It is easily obtained, carries its 
own oxygen supply within itself, and gives the 
arsonist the additional dividend of producing 
copious quantities of extremely toxic fumes. 

Whatever the choice of the material, its 
general type will be common both to electro- 
nic arson and conventional arson. 
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The circumstances surrounding the actual 
commission of the crime will supply the final 
area of correlation between the two types of 
arson. The circumstances may be identical in 
both cases, bur because of the peculiar advan- 
tages offered by electronics, certain associated 
facts may not be so clear-cut or have such an 
obvious relationship to the crime. We may ex- 
pect the relevancy of the integral facts to the 
crime to be quite abstract in some cases... 

Bur, sic transit gloria obsolescent arsonist. 
Electronics has new things to offer. 


M1. HOW ELECTRONIC ARSON 
IS DIFFERENT 
FROM CONVENTIONAL ARSON: 


Electronic arson is characterized by certain 
distinguishing features that set it apart from 
ordinary arson, and it is these factors that will 
tend to make it so attractive a method to the 
lawless element. 

The foremost difference, of course, is the 
manner of triggering the fire or the explosion. 
This may be as simple or as complex as the 
individual circumstance may warrant, but the 
actual triggering will, in all cases, be accom- 
plished by electronic means. 

At the less exotic end of the scale we have 
the straightforward timing devices. These may 
be clectro-mechanical in nature, or may be 
strictly electronic. They may be an integral 
part of an existing household appliance. 
They may be self-contained units, rather 
bulky by comparison. They may take the 
form of a tiny, hand-built electronic circuit 
hidden away in some inconspicuous spot, and 
prone to destruction by an ensuing holocaust. 

‘At the other end of the scale, in degree of 
complexity, stand the radio-controlled de- 
vices. These may be rather small and unem- 
bellished if designed to operate at close range, 
but may become quite large and somewhat 
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ornate if designed to produce consistent re- 
sults over a long distance. Equipment assoviat- 
ed with the radia paraphernalia will be deter- 
mined by the ultimate job the mechanism is 
to accomplish. For example, an unadorned 
radio system might use a single pulse to initi- 
ate an entire fire or explosion. With more sup- 
plemental components, a sequential system 
may set multiple fires or detonate multiple 
explosions on each subsequent command 
Between these two cxtremes are encom- 
passed a Pandora’s Box of myriad contriv- 
ances such as counters, _light-controlled 
switches, moisture sensors, heat and cold sen- 
sors, capacitively operated relays, and un- 


countable combinations of all of these and 
many more. 


The devisor’s imagination is quite free to 
soar to whatever heights of malevolence that 
he would like to reach. We are reminded of 
the condition existing during and immediarely 
following World War II, when rugged groups 
of men were laboring to disarm unexploded 
bombs that had fallen in populous areas. They 
succeeded in developing proficient disarming 
techniques, only to discover that the enemy 
had devised even more cunning and elaborate 
trigger systems to prevent easy neutralization 
In a like manner, variation in the assembly of 
these electronic gadgets will permit modifica- 
tion ad infinitum, and this will make detec- 
tion progressively more difficult. 

It is most obvious that arson by electronics 
will be marked by seemingly mixed-up time 
and space relationships. The principal suspect 
may be discovered to be at a great distance 
from the scene of the crime. Polygraph exam- 
ination may show that the accused has no ac- 
tual knowledge as to when the alleged crime 
‘occurred, The suspect may be in the company 
of friends at the time the incident takes place. 
He may be enroute to some distant point. He 
may have been absent from the locale for a 
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number of days prior to the crime. The fire or 
explosion may take place during the day in 
the presence of witnesses; it may happen 
when the site is uninhabited. All of these sit- 
uations, and many others, become valid pro- 
positions when electronics is utilized. It is also 
certain that the mere establishment of the 
corpus delicti will be exceedingly difficult 
when such means are employed. 

Arson by electronics may be presumed to 
be of an inherently more elaborate nature 
than conventional arson. It also follows that 
the criminal himself may be expected to be of 
a more intelligent and more highly educated 
type. It is true that a portion of the people 
employed by the electronics industry are 
purely theoreticians and therefore do not ne- 
cessarily possess the practical ability to imple- 
ment such plans, but many of them are crafts- 
men, not only in electronics, but in allied arts 
such as chemistry, physics, and machine tool 
practices. In these cases it would be unneces- 
sary for them to acquire outside help, thus re- 
stricting intimate knowledge of the offense to 
a minimum number of persons. 


Figure 1. 
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One item of equipment peculiar to arson or 
explosion by electronics may be expected to 
be found in common with all such crimes. We 
refer to the relay. The relay is actually no- 
thing more than an electrically operated 
switch, by means of which a relatively large 
amount of voltage or current may be control- 
led by a very small amount. It consists of two 
fundamental parts; the actuating coil or sole- 
noid that moves the contact section built in- 
to the unit, and the contact arrangement itself 
whose function is to either break or complete 
an external circuit. The relay is available in 
any number of shapes, sizes and current han- 
dling capacities, and in a great variety of as- 
sorted contact and coil configurations. It is 
low in cost, and can be secured from thou- 
sands of sources. Its general appearance is 
something like this. (Fig. 1) 

In the case of most electronic components, 
it would be too clumsy a procedure to draw a 
pictorial representation of a part every time it 
was desired to show the use of the part in a 
circuit, Instead, a schematic equivalent or 
symbol of the component is used. 
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a. normally open 
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Figure 2. 


All armatures (parts 
connected with dotted 
line) move at the same 
time. 


a 


Multiple contact relay 


Figure 3. 


Lose 
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Regardless of the type of relay, two basic 
contact arrangements are commonly found, 
and are depicted schematically like this. 
(Fig. 2) 

Operation of the device is easy to under- 
stand. A pulse of electricity is sent through 
the actuating coil, causing it to become an 
electromagnet. This action pulls the contact 
assembly toward the pole piece of the electro- 
magnet, and thus closing the points as in fig- 
ure 2b. By this means the external circuitry is 
either completed or broken. 

Relays incorporating rather bizarre contact 
formations, such as the multiple contact re- 
lay, may be secured. This unit makes possible 
the simultaneous activation of several circuits. 
(Fig. 3) 

Sequential or stepper relays are also quite 
common. Every time an individual pulse of 
electricity reaches this type of relay, succes- 


Pigure 4, 
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Sequential or stepper relay 
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sive external circuits are operated. (Fig. 4) 

Following a fire or an explosion in which 
the use of an electronic device is suspected, it 
is quite possible that the remains of a relay 
will be present in the debris near the point of 
origin of the event, Several different types of 
rare metals are often used in the production 
of relays, and some of these materials possess 


a high melting point. 

The actuating coil of the relay, although 
usually wound with small copper wire, is not 
easy to destroy. It presents a somewhat dense 
mass, being made up of a great number of 
turns of wire, and is usually provided with a 
solid iron or steel center or core. 

Following, is a list of some of the relay 
parts that might be recovered after an inci- 
dent, together with a list of the materials 
from which these parts are commonly made, 
and the melting point of each substance. 


Contacts advance one 
position only with 
each activation of 
the coil, 
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Actuating coil -------- usually wound on some kind 
of phenolic bobbin or form 
with iron or steel center. 
Winding of copper wire, most 
often insulated with enamel. 
Melting points 
Copper -- - 1981 degrees Fahrenheit 
Iron & Steel - - - 2200 to 2800 
degrees Fahrenheit 


Contact points -------- often made of silver, gold-flashed 
silver, platinum, palladium, 
Melting points 


Silver --- 1700 to 1800 degrees 
Fahrenheit 


Gold -- - 1950 degrees Fahrenheit 
Platinum --- 3223 degrees Fahrenheit 
Palladium - - -2882 degrees Fahrenheit 
Contact arms - - - armature hinges - - - usually of brass or 
beryllium copper. 
Melting points 
Brass - - - 1700 degrees Fahrenheit 
Beryllium - - - 2343 degrees Fahrenheit 


Consideration should be given to the fact 
that these materials will not instantaneously 
achieve a melted state upon exposure to the 
indicated temperature; the time required for 
melting will be a function of the amount of 
the material present and its particular physical 
shape. 

Just as a symbolic representation of the re- 
lay has become the accepted method of depic- 
ting that component in an electronic circuit, 
so have similar figures been adopted as the 
means of showing other parts. It is not intend- 
ed that this manual should go into electronic 
theory, but it seems advisable that the reader 
should be conversant with some of the funda- 


mental notations used in the basic hook-ups. 
Here then, is a list of the more common elec- 
tronic components; their schematic equiva- 
lent, and their actual appearance. No attempt 
has been made to show these articles in any 
relation to their true size. Many of them are 
made and used in sizes ranging from extreme- 
ly small to very large. Those interested in the 
precise function of these parts and their asso- 
ciated circuitry are referred to any standard 
text on the subject such as the RADIO AMA- 
TEUR’S HANDBOOK. (Fig. 5) 


IV. INITIATING MEDIA AND INITIATORS: 
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In the perpetration of any arson, it is neces- 
sary that some flammable material be abun- 
dantly available. This is equally true of the or- 
igination of a criminal explosion for actually, 
there is no clear-cut line of demarcation be- 
tween fire and explosion. The only differenti- 
ation is as to rate of burning; ice., rate of oxi- 
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dation. According to the accepted under- 
standing of the term “burning,” ordinary 
flammable substances enter into combination 
with oxygen at a fairly rapid rate. When this 
rate becomes fast enough, the materials are re- 
ferred to as “low” or “deflagrating” explo- 
sives, Finally, the rate increases to the point 


| 


wires crossing but 
not connected 


+. 


b. wires crossing but 
connected 


Figure 5. 


where the usual terminology is no longer ap- 
plicable, and the expression “detonation” 
applies, In some situations, such as the burn- 
ing of gasoline vapor, it is most difficult to ca- 
tegorize the incident. Sometimes the pheno- 
menon is termed “explosion”; sometimes 
“flash-fire"; at other times, just plain “fire.” 
In any case, the fundamental chemical reac 


Figure 5. 


Schematic 


Component. Symbol 


tions are identical except as to rate. 

If the destruction of a specific building is 
desired, some initiating medium must be em- 
ployed. One of the tribulations associated 
with the arsonist’s life is the fact that certain 
materials can be disgustingly difficult to ig- 
nite. He cannot simply apply a match to the 
leg of a chair and expect it to burn. Most 
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Figure 5. c. 


Schematic 
Component Symbol Actual appearance 
pul 
Switch 


Rectifier 


woods will withstand a temperature of ap- 
proximately 750 degrees Fahrenheit for a pe- 
tiod of 20 to 30 seconds before igniting. 

In addition, several other factors must be 
taken into consideration. In the burning of 
most substances, actual combustion takes 
place only after the solid or liquid fuel has 
been decomposed or vaporized sufficiently by 
heat to form a flammable gas. Ignition occurs 
only when there is present a favorable com- 
bination of suitably high temperature and a 
large enough quantity of heat to initiate self- 
sustained combustion. 

A fire can be self-sustaining only where 
there is fuel, an oxidizing agent, and a temper- 
ature that remains high enough to maintain 
combustion. The match flame is very hot 
(about 2000 degrees Fahrenheit) and should, 
therefore, be capable of igniting the chair leg. 
This level of heat, however, cannot be sustain- 
ed; the adjacent wood conducts much of the 
residual heat away from the point of origin, 


and combustion does not occur. It soon be- 
comes apparent that some substance more 
readily flammable must be utilized to start 
such a blaze. 

The ignition temperature of ordinary com- 
bustible materials, or the minimum tempera- 
ture required to cause self-sustained combus- 
tion independent of the external heating 
agent, lies between 300 and 1,000 degrees 
Fahrenheit. Furthermore, the actual ignition 
temperature of a given material varies consid- 
erably with the physical form of the material. 
Usually, the smaller the particles of the sub- 
stance, the lower the ignition temperature. 
Shredded or cut paper will ignite more readily 
than tightly rolled or tightly bound news- 
print. The vapor of a combustible liquid, be- 
ing in individual molecular form, will ignite 
more guickly than a tub full of the material, 
A fine cloud of combustible dust will ignite 
quite easily with a comparatively small a- 
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mount of heat from a mechanical or an elec- 
trical spark. 

Certain other rather stringent limitations 
are attached to flammable solids and liquids 
as to the precise conditions under which they 
will burn or explode. The explosive or flam- 
mable limits of a material refers to the ratio 
between the amount of potentially flammable 
vapor in mixture with ambient air or oxygen. 
‘The lower limits are defined as the minimum 
concentration of vapor in air or oxygen below 
which the propagation of flame does not oc- 
cur on contact with a source of ignition. Like- 
wise, there is 2 maximum concentration above 
which ignition does not occur. As may be ex- 
pected, these limits have wide variation de- 
pendent upon the particular material in- 
volved. 

Where a flammable liquid !s used, the flash- 
point of the substance is an important factor. 
This is the temperature to which the liquid 
must be heated so that it gives off sufficient 
vapor to form an ignitible mixture with the 
air near its surface. The fire-point, normally a 
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few degrees higher, is the temperature at 
which the vapors are evolved fast enough to 
support continuous: combustion. 

From the standpoint of a purely chemical 
reaction, all or most of these criteria must be 
fulfilled before an active blaze can begin and 
continue. An arsonist’s life is not a complete- 
ly happy one. 

‘Therefore, before he can commit a crime of 
this type, he must provide an initiating me- 
dium that will ignite quickly and reliably at a 
rather low temperature. Upon ignition, it 
must progress rapidly to a reasonably high 
temperature, and it must sustain that temper- 
ture peak until the ignition of surrounding 
material takes place. If he can arrange for this 
medium to disappear following combusiton, 
so much the better. 

Herewith is a list of some materials that ful- 
fill most of these parameters, together with 
the approximate ignition temperatures of 
each substance, their flammable and explosive 
limits, and pertinent data peculiar to each 
material. 


1, Shredded materials: 
cut newspaper - 
cut filter paper 
excelsior- 
straw 
sawdust 


paoce 


- ignition temperature 446 degrees F. 
ignition temperature 450 degrees F. 


- ++ ignition temperature 450 to 500 
degrees F. 


All of these materials should be placed in a rather 
loose mass in order to permit free access of oxygen 


to the material. 


2. Liquid Hydrocarbon Fuels: 


a. gasoline ---- - ignition temperature 536 to 800 degrees F. 
depending on the octane rating 


flash point minus 45 degrees F 


explosive Ii 


its: (percentage of vapor in air 


by volume): 


upper limits 7.6% 
lower limits 1.4% 
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b. kerosene --- -- ignition temperature 480 degrees F. 
(No. 1 fuel oil) 


flash point 100 degrees F. 
explosive limits (percentage of vapor in air 


by volume): 
lower limits 0.7% 
3. Gaseous Hydrocarbon Fuels: 
a. natural gas --- -- ignition temperature 1,000 to 1,200 
degrees F. 


explosive limits (percentage of vapor in 
air by volume): 


upper limits 15.0% 
lower limits 4.5% 


b. LP gases -- 
1. propane - 


ignition temperature 871 degrees F. 


explosive limits (percentage of vapor in 
air by volume): 


upper 9.5% 
lower limits 2.2% 


2, butane - -- ignition temperature 806 degrees F. 
explosive limits (percentage of vapor in air 
by volume): 


upper limits 8.5% 
lower limits 1.9% 


Strictly speaking, propane and butane might well be classified 
as liquid fuels, since they are normally stored as liquids under 
pressure, but utilized as gases. 

4. Paints and Lacquers: 
Ignition temperature may be anywhere from 475 to 1,000 degrees F. 
Flash-point usually 80 degrees F. or lower. 


The flammable part of these materials is not the pigment, although 
certain metallic chromate pigments are, in themselves, flammable. 
Combustion takes place in the oils, solvents, vehicles and thinners. 
Some of these, depending on the type of paint or lacquer are: 
Amyl Acetate ---~-------- ignition temperature 715 


degrees F, 
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Acetone = 2535-5 55=32273 ignition temperature 1,000 
degrees F. 

Linseed Oil - ------------- ignition temperature 650 
degrees F. 

Mineral Spirits ----------- ignition temperature 473 
degrees F. 

Petroleum naptha - -------- ignition temperature 475 
degrees F. 

Alcohols ------+-+++-+++- ignition temperature 750 
to 900 degrees F. 

‘Turpentine -------------+ ignition temperature 464 
degrees F. 


5. Alkali Earths ang Metals: 
2. Magnesium - -- ignition temperature 1,204 degrees F. but may 
be as low as 900 degrees F. if the material is 
in finely divided powder form. 


Cannot be extinguished with water or CO2, The oxygen in both 
of these materials feeds the reaction and the fire becomes more 
intense. Suppression of the blaze can be accomplished only with 
large quantities of dry sand, dry NaCl, or dry soda ash. Magnesium 
is easily obtainable, but may be extracted from certain photographic 
flash-bulbs to avoid detection. 
b. Sodium --- provides a reaction with water. 
Also reacts violently with inorganic acids. Its reactive 
process is: 


2Na + 2H20 = 2NaOH + H2 


c. Potassium - - - undergoes the same reaction, only more violently 
than sodium. Its process is: 


2K + 2H20 = 2KOH + H2 


6. Explosives: 


2. Black Powder --- would not be used as an explosive in this 
application, but as a connecting link to 
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ignite several initiatory sources. Ignites 
within the same temperature range as the 
afformentioned substances. 
b. Primacord -- - a detonating fuse with 2 PETN core. Decomposes 
at a rate of 21,000 feet per second. May be used 
to ignite many initiatory sources simulatancously. 
c. Explosives --- choice of type will vary with the result intended. 
High detonation spced will give a shattering or a 
cutting action; low spced will result in a heaving 


action. 


1, Gelatin dynamites -- - detonation speeds up to 22,300 feet 
per second 


. Straight dynamites - - - detonation speeds up to 18,200 feet 


per second 


3. 


. Blasting dynamites - - - detonation speeds up to 3,900 feet 


per second 


4, Nitro-carbo-nitrate - - - 


ammonium nitrate-fuel oi] mixture. 


Produces a heaving action, but is 
the most easily obtained without 
attracting attention. Also burns 
readily in natural state, being com- 
posed of 60% oxygen. Because of 
this feature, cannot be extinguished 
by smothering. 


After the initiating medium has been plac- 
ed at the point where the fire or the explo- 
sion is to take place, an initiator must be in- 
troduced, This is a device whose function is to 
set the material ablaze or to institute the ex- 
plosion. One criteria required of all such ini- 
tiators in electronic arson is that it must be 
possible to operate the unit electrically. Man- 
ual operation under such conditions is neither 
practical nor desirable. 

The devices that could be used as initiators 
are myriad, but the following list mentions 
only those that are commonly available, and 
especially those that can be obtained without 
attracting undue suspicion. 

1. Calrod-type electrical heating units: 

These are found on most modern elec- 


tric ranges, are the usual type of heat- 
ing element in household ovens, and 
are sometimes utilized in small electric 
hot-plates. They will provide heat at 
their surface well in excess of 1,000 
degrees F. when they are operated to 
their full capabilities. These units are 
often supplied with a calibrated tem- 
perature control switch, but the sur- 
face temperature can be approximated 
by observation of the color of the 
unit. 


Table of Heat Colors 


Yellow 450 degrees F. 
Brown to Purple 550 degrees F. 
Blue 600 degrees F. 
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Faint Red 900 degrees F 
Dark Cherry 1,100 degrees F. 
Full Cherry 1,400 degrees F. 
Salmon 1,600 degrees F. 
Lemon 1,800 degrees F. 
White 2,200 degrees F. 


Sparkling White 2,400 degrees F. 


Nichrome wire: 

Wire of this variety is, in actuality, an 
electrical resistance. When a current of 
electricity is passed through a length 
of the wire, heat is produced. Most 
nichrome wire, like the more modern 
calrod-type units, will produce surface 
temperatures in excess of 1,000 de- 
gt Nichrome wire may be pur- 
chased in almost any length desired or 
if secrecy is important, it may be re- 
moved from small heaters and toast- 
ers, It is also often found in the cheap- 
er hotplates, being embedded in a 
moulded refractory plate. 

Household fuses: 

Ordinary protective fuses of the 
screw-in type can be made to serve as 
an efficient initiator for black powder. 
‘The end window of the fuse is first re- 
moved, exposing the fusible link. The 
altered fuse is then wired directly a- 
cross a circuit into which 115 volt al- 
ternating current can be introduced. 
Black powder is piled on the fuse, 
making certain that some gets in di 
rect contact with the interior link. 
When the circuit is closed, the fuse 
forms a short circuit to the current 
path, ‘The fusible link then ruptures 
with a flash quite sufficient to ignite 
the powder. 

Photographie flash bulbs: 

Besides serving as a source for initia- 
tory media, the photographic flash 
bulb also makes a good initiator for 
powder trails. The bulb chosen must 
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be of the type filled with magnesium. 
Certain flash bulbs are filled with alu- 
minum foil and are then charged with 
oxygen. ‘The latter cannot be used as 
the aluminum will nor produce a flash 
of adequate magnitude once the oxy- 
gen has been liberated. The glass bulls 
is carefully broken away, leaving the 
fusible clement and its accompanying 
magnesium charge exposed and undis- 
turbed. The clement and its magne: 
sium fuel are inserted in a pile of pow- 
der. When a current of electricity is 
passed through the remains of the 
bulb, a violent flash will ensue, ignit 


ing the powder 
Electric squibs 

Normally used for the ignition of 
powder charges in blasting operations, 
the electric squib (not to be confused 
with an electric blasting cap) is ideal 
for the initiation of powder, flam- 
mable liquids or explosive vapors 
Physically, the squib is an aluminum 
tube of small diameter and about 7/8 
of an inch long. A charge of deflagrat- 
ing mixture is enclosed within the 
tube together with an electrically fired 
ignition charge. When an electrical 
current is applied to the wires embed- 
ded in the ignition mixture, the com- 
pound flashes, the aluminum shell 
ruptures, and an intense flame bursts 
forth. Only a small amount of current, 
in the order of 1/4 ampere, is required 
to fire the squib. 

Electric blasting caps: 

The No. 6 electric blasting cap is the 
one most commonly used industrially. 
It is similar to the electric squib, ex- 
cept that its ultimate object is detona- 
tion and not deflagration. In form, it 
is slightly longer than the squib, about 
1 3/8 inch, but contains a high explo- 
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sive base load such as tetryl, a pressed 
primer load of lead azide, and a loose 
ignition charge. Wires are embedded in 
the ignition charge, and are bridged at 
their extreme end with a small resis- 
tance wire. When current is passed 
through the wires, the resistance ele- 
ment heats immediately to incande- 
scence and a chain of ignition is begun 
ending in detonation. The final deto- 
nation of the cap is enough to cause 
detonation in most dynamites and gel- 
atins. Two of these caps taped tightly 
to the end of a piece of primacord 
¢ its sudden and violent de- 


or mechanical sparks 
can easily cause the ignition of flam- 
mable vapors. A relatively small a- 
mount of heat is necessary since the 
compounds involved are in widely dis- 
persed molecular form. Mechanical 
sparks, although they often generate a 
heat equal to or above 2,000 degrees 
F,, are not practical for such purposes 
because of the difficulty in generating 
them with any semblance of reliabil- 
ity. Electrical sparks, conversely, are 
readily generated and, depending on 
the generating voltage and amperage, 
may reach temperatures of 7,000 de- 
grees F. or higher. 

A most efficient spark generator is the 
rather ancient model “T" spark coil. 
‘This unit, originally used in the igni- 
tion system of that venerable vehicle, 
made use of a vibrating tongue to 


make and break the circuit of an in- 
duction coil. When attached to a bat- 


tery, the unit will create a continuous 
series of sparks at a potential of better 
than 12,000 volts, In the operation of 
the device, there is considerable spark- 
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ing at the points of the vibrating reed. 
‘These may be used, or a conventional 
spark gap may be attached to the ex- 
ternal terminals, thereby producing a 
longer spark. 

An interesting variation of this type 
of initiator is a specific application of 
the neon sign transformer. Potentials 
of 20,000 volts or higher may be ob- 
tained from these units. The trans- 
former is rather heavy and bulky and 
can be used as the support, as well as 
the voltage supply for a horn gap. This 
device is often encountered in horror 
movies, since it makes a somewhat im- 
pressive and eerie display, but it will 
also provide a recurring spark of great 
intensity. The principle of the horn 
gap is utilized commerically in provid- 
ing lightning protection for broadcast- 
g stations and for power trans- 
mission. 

The horn gap may be quickly con- 
structed with a neon sign transformer 
and two coat hangers, although bare 
copper wire of about size 12 will be 
better adaptable. If the coat hangers 
are used, the paint should first be re- 
moved from their surface with some 
type of abrasive material. Two lengths 
of the wire, each about 24 inches 
long, are bolted to the opposite high 
voltage terminals of the transformer. 
The wires are then bent in such a way 
that they are close together near the 
ends fastened to the terminals, and so 
that they slowly diverge toward their 
extremities. The minimum distance of 
the wires will have to be determined 
by trial and error, but it should be 
small enough so that an arc is struck 
immediately when the transformer is 
energized. The angle at which the 
wires diverge should be gradual. 
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(Fig. 6). in the secondary winding. Immediate- 

The action of the horn gap is sim- Jy, an are jumps between the two 
ple. When household current is ap- wires at the point of closest proxim- 
plied to the primary windings of the ty. ‘The arc is maintained, and slowly 
transformer, a high voltage is induced and steadily rises along the wires. Be- 


Rie volts potential 
difference between wires 


#14 bare copper 
Ngee ae gs 


inougion === 7 


neon 5 volts a.c. 
transformer 
Figure 6. 
Surface Temperature 
Lamp Size of Bulb Filament Temperature 

40 to 100 wart 200 degrees F. 4,550 degrees F. 

150 to 200 watt 295 degrees F. 4,725 degrees F. 

300 to 500 watt 380 degrees F. 4,830 degrees F. 


250 watt heat lamp 400 degrees F. or higher 
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coming longer as the wires diverge. By 
the time the arc has neared the top of 
the gap, the spark is quite long and 
quite hot, sufficient to ignite almost 
any flammable or explosive vapor. 
When the arc finally breaks because 
the spacing of the wires becomes too 
great to permit the available voltage 
to bridge the gap, a new arc forms at 
the narrow portion of the wires, and 
the cycle repeats itself. 

Incandescent bulbs: 

Common electric light bulbs serve as 
excellent initiators for sawdust, some 
types of thin paper, and powder. Cer- 
tain conditions must be imposed, 
however, if they arc to prove effective 
and reliable. 

When in operation, the surface 
temperature achieved by even a bulb 
of modest size is rather high, and the 
temperatures reached by the filaments 
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of even a small bulb are astronomical. 

If the bulb is left exposed, even 
though lying on flammable materials, 
it is not certain that ignition of the 
material will take place. A red-hot sol- 
dering iron will reduce paper to ash 
without achieving ignition if it is left 
lying on the paper while it is heating. 
On the other hand, if the iron is up to 
maximum temperature before making 
contact with the paper, ignition will 
occur at once. This is also true in the 
case of the exposed bulb, since much 
of the heat is dissipated into the am- 
bient air. 

Even a 25 to 40 watt bulb, if tight- 
ly wrapped in several layers of tissue 
paper or buried in finely divided com- 
bustible material will reach a tempera- 
ture of 800 to 900 degrees F. within 
20 to 30 minutes. A larger bulb will 
accomplish this amount of heat more 
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250 
200 
100 
Temp. in 
degrees 
Fahrenheit 
Oto 2 Ene 5 6 7 
Time in minutes 
Figure 7. 


Rate of temperature increase 
on surface 6" from 250 watt 
infra-red heat lamp. 
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rapidly. If the time element is extend- 
ed, it is very possible that the bulb 
will rupture. Electric light bulbs begin 
to lose their shape after 10 minutes 
exposure to temperatures of 900 de- 
grees F. or more, and shortly after 
this, the glass envelope will begin to 
flow. When this happens, the outer 
covering of the bulb loses its integrity 
and the extremely hot filament may 
come into direct contact with the 
flammable material. The heat lamp is 
constructed of heavier glass, and be- 
cause of this factor, the probability of 
the heat lamp achieving this state 
should not be anticipated. 

The infrared heat lamp can also 
function as a valuable adjunct to the 
initiatory process. If the use of one of 
the less volatile flammable liquids is 
contemplated in conjunction with a 
continuous spark-type initiator, the 
lamp, focused on a container of the 
liquid, will cause rapid evolution of 


e 
Switch 


{ili 


battery 


a. 


Figure 8. 
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flammable or explosive vapor. Quite 
a bit of heat is generated at the sur- 
face of the substance if the infra-red 
bulb is aimed at its surface at close 
range. At a distance of six inches, the 
heat rise, and the time required for 
this amount of heat rise, are illustrat- 
ed by the foregoing graph. (Fig. 7) 
Temperatures fully adequate for 
the purpose may be quickly generated 
even in a cold room, since radiated 
heat is nat absorbed by air to any ex: 
tent, together with the fact that heat 
radiation is largely in the red and the 
infra-red portions of the spectrum. 
Electromagnets: 
The electromagnet as an initiator is 
something of a paradox. it provides 
the fundamental principle of the re- 
lay, does not produce heat in any ap- 
preciable amount, and yet is very ap- 
plicable to the practice of arson. Its 
physical makeup is exactly the same 
as the core of the relay, except that it 


O 
switch 


battery 


b. 
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is usually larger and more powerful. It 
consists of a great number of turns of 
insulated wire wound on a core of soft 
iron. When electricity is passed 
through the wire, the core becomes 
magnetic and remains so until the cur- 
rent is broken. 

Its value in arson lies in its ability 
to mix dissimilar chemicals on com- 
mand. One chemical is merely placed 
in a metal container and suspended 
above the other by a continuously en- 
ergized electromagnet. When the cur- 
rent is removed, the container falls 
and the incident takes place. Varia- 
tions of this technique will be discuss- 
ed in the sections to follow. 


V. BASIC CIRCUITS: 

Up to this point, much attention has been 
given to materials that will burn or explode, 
and to devices that will set them afire or deto- 
nate them. These items are, in essence, the 
fundamental building blocks of any arson or 
explosion and, in the case of the initiators 
mentioned, more peculiar to electronic arson. 


ARSON BY ELECTRONICS 


Once these. inherent needs have been fulfilled. 
the electronic aspects of the problem begin to 
take precedence. 

The basic requirement in the employment 
of the initiating media and the initiators cata- 
logued, is that a switch be opened or closed to 
begin the operational sequence. A source of 
electrical power must also be present, as all of 
the initiators listed are necessarily operable by 
remote control. 

The two essential circuits, the primogeni- 
tors of all circuits thar can find use in electro- 
nic arson, are shown in figure 8. 

In figure 8-a, the initiator is activated when 
the switch is closed; in figure 8-b, the initiator 
functions when the switch is opened. The 
choice of the particular circuit used will de- 
pend upon the choice of initiator. In both of 
the illustrations, a battery supplies the power 
necessary, but the electrical supply may be 
drawn from a generator or from a power line. 

One detail, unfortunately, makes these cir- 
cuits unsuitable for use in electronic arson. 
This is the fact that the switches must be 
moved manually. Luckily, there is an easy 
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Figure 9 
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hot 


activating 
impulse 


Figure 10, 


LC 


pile of cut paper, 
trail of black powder 


or ammonium nitrate 


plate 


5 volts a.c. 


way out of the dilemma. Both circuits can be 
readily synthesized into a different form, an 
electrically operated relay being substituted 
for the switch. (Fig. 9) 

Here, an impulse from an electronic trigger 
mechanism energizes the relay, closing the 
lower pair of contacts in figure 9-a, and open- 
ing the upper pair of contacts in figure 9-b. 

Although the list of initiating media and 
initiators is far from being completely com- 
prehensive, many combinations and permuta- 
tions of these devices and materials may be 
evolved. Consummation of the crime by elec- 
tronics being the object, a relay must, in all 
instances, do the switching. 

The circuit shown in figure 10 would pro- 
bubly provide the simplest method of origin- 
ating an arson. 

In such an application, the initial impulse 
closes the lower set of contacts on the relay, 
introducing 115 volts of electricity into the 
hot plate heating clement. The plate comes 
quickly to maximum heat, igniting the flam- 
mable material, 

In this particular situation, it is compulsory 


that a latching or a self-holding relay be util- 
ized, otherwise a continous activating volt- 
age would be required. Since it is most expe- 
ditious that triggering be accomplished by a 
single impulse, the ordinary relay would not 
be desirable. Latching relays (those that lock 
closed on a single impulse) are easily obtain- 
ed, but a self-holding relay may be improvised 
by using a multiple contact relay. (Fig. 11) 

As shown in this diagram, both sets of relay 
contacts move simultaneously when the initi- 
ating push button is momentarily depressed. 
The top contacts function the same as those 
in figure 10, but the bottom pair, upon clos- 
ing, feed a constant voltage to the activating 
coil, thus making it “‘self-holding”’; that is, the 
contacts remain closed. In the interest of sim- 
plification, subsequent circuits requiring the 
use of such a relay will not show the addition- 
al wiring needed; the relay will be merely Ja- 
beled “latching” or ‘“‘self-holding.”” 

The modern electric range or oven would 
furnish a ready-made and self-contained me- 
thod of arson, a method analogous to the 
foregoing circuits. Flammable materials may 
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Figure ll. 


15 volts 
a.cs 


be piled on the surface of the range, or flam- 
mable trails may be led from the heating ele- 
ment in an electric oven and the “plant” trig- 
gered with the oven’s integral timer. A tightly 
closed gallon can of paint or lacquer brought 
to high heat in an open oven, will burst and 
scatter the burning material with disasterous 
results. 

Variations of the circuits already shown are 
depicted in figures 12-2 and 12-b. It is not es- 
sential that a commercial heating unit be 
used, as it is possible to purchase random 
lengths of nichrome wire. As mentioned ear- 
lier, this wire may also be removed from heat 
ers and some hot plates. In these set-ups, the 
nichrome wire glows red shortly after the ap- 
plication of gn clectrical current, and the 
flammable material promptly ignites. 

The “plant” in figure 12-b requires the use 
of plastic containers for the flammable liquid. 
The plastic will disintegrate rapidly under the 
heat, thus liberating the liquid te come into 


direct contact with the red-hot wire. Care 
should be taken that the plastic container 
chosen does not disintegrate prematurely un- 
der the action of the liquid itself. 

It should also be kept in mind that ni- 
chrome wire has a finite amount of electrical 
resistance. Caution must be exercised that too 
great a length of the wire is not used for the 
power available. Too much resistance in con- 
junction with too little power will be mani- 
fested in too low a temperature capability of 
the initiator, Failure will be the end product. 

Following a fire set with one of these con- 
trivances, traces of the relay may be found in 
the residue. The frames of some hot plates 
might be of steel heavy enough to survive. 
Portions of the heating elements or the ni- 
chrome wire might be found, since they are 
built to withstand greatly clevated tempera- 
tures. If the hot plate utilizes nichrome wire 
embedded in a moulded retainer of refractory 
ceramic, it is almost certain that pieces of this 
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nichrome wire buried 
in cut paper, exceleior, 
sawdust, atraw or the 
end of a trail of black 
powder or ammonium 
nitrate. 


a sae 


latching or 
activating self-holding 
impulse relay 


115 volte a.c, 


Figure 12-a 


nichrome wire wrapped 
tightly around plastic 
bottle of gasoline 
kerosene or other 
flammable liquid, 


latching or 
self-holding 
relay 


activating 
impulse 


U5 volts a.c. 


Figure 12-b. 


obdurate material will be found at the fire The electric squib is attractive as an initia- 
site. tor, and offers the additional dividend of be- 
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electric squib 
inserted in end of 
trail of black powder 
or ammonium’ 
nitrate. 


activating 
impulse 


Figure 13-a. 


ing operable in an uninhabited building; i.e., 13-a, 13-b) 
The method diagrammed in figure 13-a is 


one without a supply of electricity. A small 

dry-type battery will readily fire either an “sure-fire.” When the relay closes, a surge of 
electric squib or an electric blasting cap with ¢lectrical current is sent through the ignition 
only a momentary passage of current. (Fig. charge within the squib, and the intense flame 


several electric squibs placed 
in widely separated positions 

in a room doused with flammable 
liquid and/or filled with explosive 


vapor. 


activating 
impulse 


Figure 13-b. 
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electric blasting 


activating 
impulse 


Figure 14. 


issuing therefrom will, with certainty, cause 
initiation of the flammable substance. 

The circuit shown in figure 13-b will work 
well, but has intrinsic unreliable aspects. As 
set forth earlier, liquids that evolve explosive 


cap inserted in 
dynamite, blasting 
gelatin or nitro-carbo- 
nitrate. 


electric 
blasting cap 


vapors, as well as most potentially explosive 
products normally found in gaseous form, 
possess certain limitations with regard to the 
amount of vapor present in a given volume of 
air. A one-time-only flame, such as the squib 


activating 
impulse 


primaco: 


two electric 
blasting caps 
taped firmly to 
the end of the 


primacord knotted 
tightly around each 


plastic bottles of 
gasoline or kerosene 
widely separated in 


rd. the structure, 


Figure 15. 
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spark gap in room 
filled with explosive 


activating 


impulse storage 


| 


relay {I 


Figure 16. 


battery 


concentration of 

gasoline vapor, kerosene 

vapor, natural.gas, 

butane or 
propane. 


vibrating reed 
mechanism 


Model "'T"") 
spark 
coil 


produces, just might occur at a moment when 
the vapor concentration is beneath or above 
the explosive limits of the particular material 
used, 

Electric blasting caps may be fired in exact- 
ly the same manner. (Fig. 14) 

A momentary electrical current is introduc- 


activating 3 


impulse 


latching or 
self-holding 
relay 


Figure 17. 


ed into the cap, and detonation follows at 
‘once. The shock wave set up by the violent 
decomposition of the cap is more than 
enough to cause sympathetic detonation in 
most high explosives. 

Primacord proves a valuable accessory de- 
vice in a circuit embodying features from se- 


horn gap placed 
in room containing 
an explosive 
concentration of 
vapor. 


neon sign 


15 volts. 
aves, 
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activating 
impulee 


latching or 
self-holding 
relay. 


horn gap 


115 volte 
arc, 


container of 
flammable liquid 


Figure 18 


veral other configurations, (Fig. 15) This lay- 
out will cause rapid and wide-spread destruc- 
tion. Actuation of the relay sends a momen- 
tary pulse of electricity to the blasting caps, 
detonating them, The primacord, having a 
core of highly explosive PETN, detonates 
trom the ensuing shock wave, the detonation 
taking place at about 21,000 feet per second. 
A sudden high heat level accompanies the ex- 
plosion. The bottles of gasoline are ripped 
apart by the explosion, the fluid is ignited by 
the heat, and the flaming material is hurled 
over a wide area. A large structure can be im- 
planted with many such devices, and all may 
be fired simultaneously. 

In all probability, the only thing left in the 
debris would be parts of the relay and frag- 
ments of plastic from the bottles. 

The electric spark, because it can be arrang- 


ed to recur over a long period of time, is a 
much more reliable way to touch off explo- 
sive vapors. Even though the volume of vapor 
present is not within the explosive limits of 
the substance used, the spark can continue 
until a suitable concentration of vapor has 
built up, or until an excess concentration has 
dwindled to the proper ratio. Figure 16 shows 
the connection of a model ‘‘T” spark coil. A 
six volt wet storage battery should be used if 
the spark is to continue for any length of 
time. 

The action is exactly the same as that 
shown in figure 16, except that a longer and 
more effective spark is furnished by the horn 


Pylcctric light bulbs may be utilized follow- 
ing the schematic hookup in figure 10. The 
main stipulation in their successful employ- 
ment is that they must be well insulated from 
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activating 
impulse 


Figure 19. 


15 ampere household 
fuse (shown by 
schematic symbol 
for a fuse), end 
window removed, 
inserted in pile of 
black powder or 
ammonium nitrate. 


eam 


115 volts a.c. 


the ambient air by the flammable material, 
accumulation of heat being the object. 

If attempt is made to initiate an arson with 
a spark gap and one of the less volatile flam- 
mable liquids, the addition of a multiple con- 
tact relay and an infra-red heat bulb will in- 
crease the chances for satisfactory perform- 
ance. (Fig. 18) 

This would be a useful technique in con- 


junction with the heavier fuel oils. Number 
four oil, for example, has a minimum flash 
point of 130 degrees Fahrenheit. If the heat 
of the oil is brought up above this critical 
temperature, vapors are evolved that will be 
almost as dangerous as gasoline vapor. Best of 
all, the correct concentration of vapor in the 
surrounding air is assured. Rapid evolution of 
vapor does not begin to take place until the 


Figure 20. 


suspended 
electromagnet 


metal container 
enclosing several 
pounds of 

sodium or 
potassium, 


flammable 
container I material 
of wi 
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heat from the bulb strikes the oil. When it 
does begin, the concentration increases until 
the amount passes through the lower explo- 
sive limits. At this point, ignition occurs. A 
short element of time delay after the initial 
triggering is an extra dividend furnished by 
this method. 

After an incident involving spark gaps, 
parts of the units may be found in the fire re- 
sidue. These units, incorporating induction 
coils in one type and a huge step-up factor in 
the other, contain dense masses of small wire 
wound on solid metal cores. In addition, the 
windings are often “potted”; that is, impreg- 
nated or dipped in transformer varnish or tar- 
like substance to prevent the intrusion of 
moisture during normal operation. The smell 
of burning or recently burned impregnating 
material is characteristic and, once encounter- 
ed, will be easily recognized. The neon trans- 
formers are usually supplied in heavy steel 
cases. Portions of the heat lamps may survive. 
Often having an outer covering of pyrex glass, 
they can withstand temperatures that would 
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completely obliterate an ordinary bulb. 

The efficacy of the household fuse as an 
initiator has already been set forth in another 
section. A fuse of the older variety, one hav- 
ing a mica end window, is desired. Its firing 
circuit is uncomplicated. (Fig. 19) 

Note that it is not necessary to use a latch- 
ing or self-holding relay. A single impulse to 
the relay’s activating coil will cause disruption 
of the fusible link and, accompanying the 
incident, an intense flash of flame. If black 
powder is employed, the fuse should not be 
buried too deeply. 

‘The photographic flash bulb may be fired 
by the same circuit, but a flashlight battery 
will furnish enough power to do the job. 

It is unusual to think of the electromagnet 
per se in terms of arson initiation but never- 
theless, it will work. (Fig. 20) 

Notice the difference in the connection of 
the relay contacts. Here, the activating im- 
pulse opens the top pair of contacts, breaks 
the circuit energizing the electromagnet, and 
the container of chemical falls into the water. 


activating 
impulse 


Figure 21. 


electric blasting 
cap 


bundle of sticks 
of dynamite 
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The resulting violent decomposition ignites 
the flammable material piled near the water 
container. 

‘A battery is shown as the magnet’s power 
supply, but certain arrangements can be made 
to operate it from an alternating current 
source. If a battery is used, care should be 
taken that the unit does not become depleted 
and drop the container prematurely. 

All of the circuits described heretofore are 
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uncomplicated and straightforward. These, 
however, may be expanded into truly diaboli- 
cal mechanisms; mechanisms that can grow to 
2 huge scale. Take the simple detonation of an 
explosive charge as a case in point. (Fig. 21) 
A triggering pulse of electricity is sent to 
the activating coil of the relay, the relay 
closes, a pulse of electricity from the battery 
is fed to the blasting cap, the cap detonates, 
and sympathetic detonation takes place in the 


IF 


O- 


activating 
impulse 


electric blasting 


vi 


bundles of 
dynamite 


Figure 22. 
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dynamite 

This will cause great damage in a smail 
structure or under favorable environmental 
conditions, in a larger structure. But suppose 
conditions are not favorable; suppose the 
structure slated for demolition is much larger. 
Then this circuit, with the use of a different 
relay, more wire and more explosives, may be 
expanded into this. (Fig. 22) 

‘Action is the same as the circuit in figure 
21, with the exception that each pair of relay 
contacts fires an individual explosive charge 
upon closing. Taking care to provide enough 
power to compensate for extra-long wire 
length, the charges may be widely separated 
in a building. Nor is the number of charges li- 


tI 


activating: 
impulse 
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sulted to the four shown. Each firing circuit 
may be subdivided by parallel connections 
and the number of contact pairs in the relay 
may be increased, so that the individual 
“plants” may number in the hundreds if need 
be. 

Perhaps the arsonist wishes to be “cute”; 
perhaps he or she has developed a special dis 
like for law enforcement authorities or for 
members of the fire services; perhaps he just 
likes a good show for his money. A little extra 
time and effort and a sequential relay will give 
him one. (Fig. 23) 

The explosive charges are placed at vantage 
points that will permit the blasts to inflict a 
maximum amount of structural damage. The 


es 


aa 


Se 


sequential a eka eae electric blasting 
relay cap inserted in 
5 to 10 gallon bottles each charge. 
of gasoline encircled 
| with sticks of 40% 


dynamite. 


Figure 23. 
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impulse 
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[s to 10 gallon 

bottles of 
gasoline 
girdled with 
sticks of 40% 

secondary relay dynamite. 
non-Tatching Figure 24. 


15 volts a.c. 
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explosions also break the bottles, ignite the 
gasoline, and hurl it throughout the building 
Each time an incoming electrical impulse en- 
ters the actuating coil of the relay, the step- 
ping mechanism moves one notch, firing the 
explosive charge connected to it. The charges 
may be spread over a large area. If the arson- 
ist occupies a commanding position where he 
can watch the progress of the fire, he can de- 
tonate the explosive units at his leisure. He 
may choose to wait until the fire services have 
begun their battle before firing all of them. 
But perhaps he is squeamish; perhaps he 
would rather be far removed from the scene 
of the incident. If so, he can use this kind of 
circuit to accomplish the same result with 
thoroughly predictable accuracy. (Fig. 24) 
The circuitry exhibits some unusual fea- 
tures. Notice that two relays are used, and 
that they are connected in “cascade”; that is, 
the closing of one relay effects the closing of 
another, This broadens the potential number 
of circuits that can be operated electrically to 
an unlimited amount. Only one pair of con- 
tacts in a multiple contact relay need be util- 
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ized in energizing a succeeding relay. 

The employment of electrically powered 
timers is quite different from the basic cir- 
cuits heretofore described. These provide an 
extremely essential function in this hookup. 

A single actuating impulse arrives at the 
master relay. All contacts snap closed and re- 
main closed, the action closing the secondary 
relay. At the instant the contacts operate, the 
number one explosive/gasoline “plant” is set 
off. At the same time, all of the electrically 


operated timers begin to run. Each of these is 
set in increments of two minutes from the 
time of the initial impulse. Every two min- 
utes, one of the timers runs out its course, 
and another charge is detonated. Since the 
fire services almost always arrive on the scene 
in well under five minutes, they should be ac- 
tively at work fighting the fire before the de- 
tonation of the final charges. Placement of 
charges should not be such as to disrupt the 
flow of electricity to the timers. 

With electronics, the size and the complex- 
ity of the “plant” are unlimited. 

One link in the chain of electronic arson 


to initiating circuit 


direction 
of 
rotation 


contacts 
_— 


axis of 
rotation 


Figure 25. 
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remains unforged. One question remains un- 
answered. How can the activating relay be 
opened or closed by remote control? It is here 
that the full impact of electronics is felt, and 
the remaining portion of this manual will be 
devoted to some of the answers to that ques- 
tion. Shakespeare had a word for it: “All the 
rest is prologue.” 

VI. TIMERS: 


Timers occupy a unique position among 
the host of electronic triggering mechanisms 
estant. Operating by means of principles me- 
chanical as well as electrical in nature they 
form, as it were, the bridge or the connecting 
link between conventional arson and electro- 
nic arson, Such devices have been welcomed 
by criminals over the past years becuase of 
the facility with which they may be applied, 
because of the case in which they may be ob- 
tained, and because of their efficiency and re- 
liability. 

in earlier applications, most of these units 
were strictly mechanical, consisting of a 
spring-driven clockwork movement which, 
after a predetermined period of time, closed a 
spring-driven clockwork movement which, 
after a predetermined period of time, closed a 
switch. Often, similar contrivances were im- 
provised from quite ordinary alarm clocks, 


a 


i 
| (Gilustration-about 
\ one-half actual size) 


Figure 26. 
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The mechanical action 1s elementary. hg. 2 
A cam or some other animating protrusion 1s 
arranged to rotate on a clockworh-driven 
shaft. The shaft revolves until the poini os 
maximum projection arrives uuder the blade 
of the switch. Pressure from the protuberance 
closes the contacts, and the initiator is trig- 
gered. 

Although sometimes very crude i their 
makeup, these gadgets have always been pop- 
ular with the do-it-yourseli-bombers, and 
many successful crimes are on record that had 
mechanical timers at their hearts. 

Spring-driven timers possessed one great ad- 
vantage. Since they were not reliant on a sup- 
ply of electricity, they would work anywhere. 
They could be (and have been) sent through 
the mails while operating, Despite this good 
feature, one unfavorable salient point pre- 
dominated. Because their springs had to be 
wound on occasion, they were primarily short 
term devices; ie., they usually were unable to 
run for more than a day or two. 

Most of the modern timers are electrically 
driven. Spring-driven timers still exist but are, 
for the most part, confined to uses requiring 
short intervals of one hour or less. Spring- 
driven timers are frequently used in the pho- 
tographic darkroom and, while they are band 
ily available in many places, are not practical 
in the commission of arson because of their 
short time-measuring capabilities 

In the electrically driven timer, the custom- 
ary mexns of propulsion is a small synchro- 
nous motor. (Fig. 26) ‘These are habitually 
furnished sealed in cases of thin brass or other 
metal. They are found in all sorts of timing 
devices as well as in commonplace electric 
clocks. Their ultimate action i: the same as 
that described in figure 25. The motor moves 
a clockwork gear train, and some kind of cam 
closes a pair of contacts at a pre-set moment 
At times, these units are incorporated in regu- 
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lar home appliances that utilize a timing fune- 
tion, Sometimes they are self-contained. Com- 
monly they are rather simple in their particu- 
lar service. Often they can perform a complex 
series of operations. 

Figure 27 shows a self-contained timer of a 


Figure 27. 


——} 
type that will be quickly recognized by most 
people. 

‘This species has been of inestimable aid to 
the farmer and to the industrial user for a 
long period of years. In the above illustration, 
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2 little above the center, the timing calibra- 
tions can be seen marking off the hours and 
the subdivisions thereof. The drive motor and 
its associated gear train is located behind the 
panel on which the dial is mounted. Note the 
heaviness of the case; it is ordinarily made of 
steel. 

In operation, the motor slowly revolves the 
calibrated dial. “Trippers” or small metal fin- 
gers are attached to the dial at the time mark- 
ing desired. When the dia! reaches this point, 


the contacts close. This kind of timer can be 
purchased almost anywhere at a cost of about 
eight dollars. With this mechanism, as with all 
other timers, the contacts, together with a 
battery or an alternating current supply, may 
be used to operate the activating relay or the 
contacts may, in certain instances, be used as 
the activating relay. 

The foregoing unit is somewhat limited in 
that its dial makes one complete revolution in 
a twenty-four hour span. However, for an ad- 
ditional five dollars or so, a similar unit can be 
had that is calibrated in increments of seven 
days as well as in hourly sections. This feature 
widens considerably the timer’s possible scope 
of usage in electronic arson. 

More decorative and compact variations of 
this basic generic unit are on the market 
(Fig. 28) 


Figure 28, 


Figure 29. 
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The steel-clad devices were built for perma- 
nent, long-term operation; the smaller, plastic- 
enclosed articles were intended for incidental 
use within the immediate living area of a 
home. The operation of both is the same, 
nevertheless, and the plastic unit, while not so 
impressive, is by no means ineffective. 


Figure 30, 


Even smaller, uncased versions of this type 
of timer are built into many home appliances 
of recent design. Elaborate devices of this na- 
ture are incorporated in most automatic wash- 
ers. These quite often possess the ability to i- 
nitiate a sequential series of events, and could 
be readily subverted to the arsonist’s use were 


T is the time in seconds 
R is the resistance in ohms 
C is the capacitance in farads 


Figure 31. 
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it not for two qualificatory facts; they must 
be started manually, and they run their entire 


course within one-half hour to forty-five min- 
utes, 


Comparable timers are contained in most 

of the modern electric ovens. (Fig. 29) 
In reality, these consist of nothing more than 
an electric clock set to run constantly, and a 
trigger mechanism operated by the clock that 
may be set to function at a given time. 

An even more familiar mode of utilization 

of this kind of timer is its inclusion within a 
so-called ““clock-radio.” (Fig. 30) 
The terminology is somewhat misleading. 
‘The timer is merely a unit of a variety quite 
ordinary in every sense of the word, except 
that it is contained in the same case with the 
radio, Internal circuitry is such that the clock/ 
timer may be set to energize the radio at a 
given instant. In almost all cases, an auxiliary 
outlet is comprehended in the unit for the 
purpose of actuating some external device at 
the same moment. 

All prior considerations regarding timers 
have dealt with their clectro-mechanical char- 
acteristics, and this may have given rise to the 
impression that mechanical linkages are essen- 
tial to chronological mensuration. This is de- 
finitely not true, and it is here that we find 
the bridge into pure arson by electronics. 
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The operation of exclusively electronic 
timers is founded upon two fundamental prin- 
cipals. When a resistance and a capacitance 
are connected in series in a circuit, and a volt- 
age is impressed across that circuit as in figure 
31, the hookup is said to possess a time- 
constant. 

In unadorned phraseology, this is the time 
required for capacitor “C” to charge through 
resistor “R” to the applied voltage “E.” As 
may be expected, the time constant of a cir- 
cuit will vary with the size of the resistor and 
the size of the capacitor, This relationship is 
expressed in the formula T=RC. 

The second precept concerns the gas-filled 
tube. While the great majority of vacuum 
tubes have, as their name implies, been highly 
evacuated, some are deliberately filled with 
rather exotic gases at low pressure. If a volt- 
age is introduced across the tube’s internal 
electrodes as in figure 32, an interesting phe- 
nomena takes place. 

If the voltage is increased to a certain criti- 
cal value, the gas within the tube ionizes, and 
a flow of current between the electrodes is set 
up. It may be observed that each tube so fill- 
ed with gas exhibits a tendency for the gas to 
ionize and thereafter to conduct when an 
exact exciting voltage is reached peculiar to 
the particular tube in use. Prior to the ionized 


Figure 
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{black dot indjcates 
gas-filled tube) 
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state, conduction of electricity through the 


tube does not occur. ’ a 
Like some short-term mechanical timers, 


the electronic timer, as normally found in in- 
dustry, also covers a brief time span. Devices 
of this general makeup are used in governing 
the length of welding processes, radio-fre- 
quency heating procedures, and countless 
other manufacturing practices. 

Figure 33 illustrates an electronic timer 
that negates this limitation. In analysis, the 
circuit is really two separate resistance-capaci- 
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tance circuits functioning by virtue of a com: 
mon power supply. The flow of charging volt- 
age into the second circuit is intermittently 
controlled by the repeated cycling of the 
first. 

The detailed action is as follows. The 
switch is thrown, and capacitor C2 begins to 
accumulate a charge through resistors R3 and 
R4. When C2 charges to the ionizing potential 
of the first gas-filled tube VI, the tube sud- 
denly conducts, a current flows through the 
actuating coil of relay 1, and the relay’s con- 


relay 2. 
350 ohm 


115 volts a.c. 


Figure 


to activating 


relay or to 
initiator 
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tacts close, This causes capacitor C4 to begin 
to take on a charge through resistor R6. 
Meanwhile, the charge gathered by C2 is 
pidly leaking away through the coil of re 
1, and through the tube VI. As soon as the 
charge falls below the voltage necessary to 
maintain ionization of the gas in VI, conduc- 
tion through the tube is cut off. As a result, 
the contacts of relay 1 open, the charging of 
C4 is interrupted, and C2 begins to accumu- 
late another charge. ‘The cycle repeats itself 
again and again until C4 has achieved a charge 


sufficient to cause ionization in the second 
gas-filled tube V2. When this state is realized, 


relay 2 closes. Two of the accompanying con- 
tacts operate either the activating relay of the 
incendiary or explosive device or the device 
itself, and the other contacts supply the coil 
of relay 2 with a self-holding voltage. 

The key to this unit that makes it so appli- 
cable to arson js the fact that the resistance- 
capacitance circuit made up of R6 and C4 dis- 
plays a large time-constant, and by the fact 
that its charging voltage is supplied in brief in- 
crements, About 15 to 16 hours must pass be- 
fore C4 can gather a charge great enough to 
operate relay 2. As R6 is enlarged in value, 
the time-constant increases until several days 
may be required for the relay to close. 

‘The investigator may be assured that the 


use of timers in the initiation of arson will be 
most difficult to pin down, Because of their 
ubiquitous nature, and because they have 
every fight to be present in the home, in the 
factory, ot in practically any conceivable sit- 
uation, it will be a burdensome task to prove 
that they had been placed at the suspected 
ctime site for 4 nefarious purpose. 

When timers are used in the commission of 
arson, the principal suspect may well be ex- 
pected to be at some distance from the loca- 
tion of the event, He will probably be able to 
offer substantial proof that he could not pos- 
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sibly have been present at the point at which 
the crime originated at the time specified. He 
may have been in the company of reputable 
and highly respected citizens. 

It is almost mandatory that the timer be 
used in connection with some electrical de- 
vice, either a regular home appliance or a de- 
especially contrived. Since timers that en- 
compass periods of twenty-four hours or less 
are definitely in the majority, their use may 
be justifiably suspected if such time relation- 
ships are evident, and particularly if oppor- 
tunity exists to initiate a crime through the 
application of some electrical apparatus. This 
peculiar time element should not be adopted 
as a general rule-of-thumb however, because 
the longer-term interval timers do exist and 
may be encountered. 

If the use of a timer is suspected, look for 
evidences of the driving motor. Being encased 
in metal and possessing a driving coil wound 
on a metal armature, it may survive even 
though it would probably be distorted. Unless 
the resulting fire is unusually intense, the unit 
shown in figure 27 will certainly have the re 
mains of the steel case as part of the fire resi- 
due. Keep in mind that it would not be a 
common practice to make use of such a timer 
in the habitable areas of a building. 

Where clock-radios (figure 30) are employ- 
ed, a variety of significant debris may be dis- 
covered. The bulk of al! radio enclosures are 
manufactured either from wood or plastics 
and these would, therefore, disintegrate in a 
fire of any magnitude. Most of these radios 
are built on a rather heavy steel or aluminum 
chassis, and various components are often ri- 
veted to this metal base. A normal superheter- 
odyne receiver will probably include a double- 
section variable capacitor having a rather 
heavy mounting. Carbon resistors or certain 
metal-encased capacitors may come through 
the fire reasonably intact. Parts of the clock 
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are likely to be found. 

Some similar components may be left be- 
hind if a purely electronic timer is involved. 
In this instance, a metal chassis may not be 
used, since amateur builders and experiment- 
ers often “bread-board” their layouts; that is, 
they build them on the surface of an ordinary 
picce of wood in order to speed construction 
and to hold costs to a minimum. In this case, 
the wood might burn completely and this 
would be advantageous to the arsonist. Resis- 
tors and capacitors would also be used in this 
type of circuit, although they would not be as 
well protected as they would be in a regular 
commercial unit. Parts of the relays might be 
in evidence, and the toggle switch may be ex 
pected to retain most of its original character- 
istics. 

The big problem with regard to timers, be- 
sides their initial detection, lies in establishing 
proof that they were placed at a certain loca- 
tion for the express purpose of committing a 
crime. 


VII. PROXIMITY DEVICES: 


The characteristic symbol for a vacuum 
tube was displayed in figure 5-c, and the gas- 
filled type of tube was briefly discussed in the 
preceding section, but nothing has been said 
concerning the fundamental principle upon 
which such devices operate. 

The simplest kind of vacuum tube consists 
of two elements. (Fig. 34) 
The cathode, or the negative electrode, is 
shown in the illustration as pin number one; 
the plate, or the positive electrode, is indicat- 
ed by pin number two. If a certain voltage is 
connected from pin one to pin two, no cur- 
rent will flow between the electrodes because 
they are not physically connected, and be- 
cause the tube envelope is highly evacuated 
(in contrast to the gas-filled tube mentioned 
in the last chapter wherein the gas can ionize 
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Figure 34. 


at a given electrical potential). Should the ca- 
thode of the tube be heated to a given tem: 
perature, however, the phenomena of therm- 
ionic emission takes place. Electrons are given 
off from the surface of the cathode, and a 
current of electricity then flows between the 
cathode and the plate. 

When this manifestation was first discover- 
ed, it was regarded as something of a labora- 
tory curiosity, until it was learned that the 
tube had the ability to accomplish rectifica- 
tion; ie., the changing of an alternating cur- 
rent to a direct current. Consequently, mo- 
dern diode rectifiers are still in use in large 
quantity. 

Eventually, an additional feature made 
possible our present-day system of electro- 
nics. This is based on the essential physical 
axiom that unlike electrical charges attract 
one another, and like electrical charges repel 
one another. A third electrode, the contro! 
grid, is inserted between and at close proxi- 
mity to both the cathode and the plate. 
(Fig. 35) The grid, being a sievelike affair 
much like a piece of screen wire, is found to 
exert control over the current flowing in the 
plate circuit of the tube as would an electrical 
valve. In fact, the English still refer to vacuum 
tubes by the graphic term “valve.” If the ca- 
thode of the tube be operated at a negative 
potential, if the plate of the tube be operated, 
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Figure 35, 


at a positive potential, and if the grid be 
charged to 2 sufficient negative potential, 
then the electrons leaving the surface of the 
cathode will be repelled and will be prevented 
from reaching the plate. If, on the other hand, 
the grid is charged to a great enough positive 
potential with respect to the cathode, the 
flow of current between cathode and plate 
will be encouraged. Due to the construction 
of the tube, a tiny variation in the polarity of 
the charge on the grid can control a relatively 
large amount of current flowing between the 
cathode and the plate. The pattern of current 
flow in the plate circuit will be an enlarged 
copy of the current flow in the grid circuit. 
On this concept, electronic amplification by 
vaccum tube rests. 

In reality, the operation of the vacuum 
tube is not quite so simple as it appears be- 
cause of a number of limiting factors, but the 
basic principles by which they function may 
be put to work in the construction of proxi- 
mity devices that are, in turn, very applicable 
to the initiation of electronic arson. 

The term “proximity fuse" was well known 
during World War It, but this item was really 
a refinement of various mechanisms that had 
existed for years prior to that time. As the 
name implies, a proximity device performs its 
action when a person or a thing comes within 
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a predetermined distance from the unit's sens- 
ing apparatus. The person or the thing may 
move toward the sensor, or as was the situ- 
ation with the proximiry-detonated projectile, 
the sensor may be moved toward the activat- 
ing object. 

One of the earliest of these devices was 

built around an oscillator, this being nothing 
more than an electronic amplifier arcanged in 
such a way that part of the energy from the 
plate circuit is fed back into the grid circuit. 
This acts as an electrical “flywheel,” and pro- 
duces a more or less self-sustaining waveform 
of a type and of a frequency determined by 
the associated hookup.Oscillators can be built 
so that they are extremely sensitive to outside 
influences, and the trigger mechanism shown 
in figure 36 illustrates this perfectly. 
This particular oscillator is constructed so 
that it is sensitive to changes in the capaci- 
tance of its tuned circuit. A Hartley-type os- 
cillator is fitted with a capacitance detecting 
antenna attached to its grid (VI). This sensor 
may be a length of wire or a small plate of 
thin metal fastened to a door or to a window 
in the structure being ‘'set up.” Variations in 
this capacitance to ground, as effected by a 
person moving to within two to three feet of 
the sensor, will have the effect of changing 
the time-constant of the RC network R1 and 
C1. This will alter the amplitude of the oscill- 
ation. A portion of the oscillating voltage 
across the tuned circuit is rectified by the 
diode V2, and the output is filtered to be- 
come the contro! voltage applied to the grid 
of the relay tube V3. In short, if someone gets 
near the antenna of this unit, the relay will 
operate. 

If such a device were used as a trigger for a 
“plant,” and if it were installed in a business 
establishment at a propitious time, the arson- 
ist would have ample time to travel to some 
distance before the event took place. If a busi- 
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ness were closed for the weekend, initiation 
would probably not occur prematurely. With 
the resumption of regular activities at the 
start of the week however, someone would 
eventually come to a door or a window, and 
when they did, disaster! An interesting side- 
light to this method would be the undisputed 
fact that the arsonist would not know when 
the crime actually occurred. 

It is not absolutely necessary that an oscill- 
atory circuit be used to achieve this net ef- 
fect. The wiring diagram in figure 37 shows a 
hookup whose action is similar to that of the 
capacitance operated relay, but yet functions 
by an entirely different agency. 

‘The integral wiring in most buildings tends 
to radiate a rather strong electromagnetic 
field, This is not directly evident to the inhab- 
itants, but is sometimes manifested in hum 
in a radio or by electrical disturbances in a 
nearby television or hi-fi set. It is also a 
known and easily demonstrable fact that the 
human body is quite an efficient receiving an- 
tenna. This may be illustrated by grasping the 
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antenna connector of 4 radio set and noweing 
the increase in signal strength that resules. 

Our old friend the thyratron tube appears 
in this circuit. Arrangements are made 
through the resistance network attached to 
the control grid of the tube so that a negative 
charge of sufficient magnitude is normally 
present to prevent current flow between ca- 
thode and plate. When a human body ap- 
proaches the sensing unit, in this case a thin 
metal plate, electromagnetic radiations from 
the wiring in the building are picked up by 
the body and impressed, in addition to the 
normal negative charge, on the grid of the 
tube. Since this radiated field is alternating 
by nature, the grid swings alternately from 
positive to negative. When the grid is made 
sufficiently positive by the close proximity of 
the human body, the tube achieves a state of 
conduction, current flows through the plate 
circuit of the tube and hence through the ac- 
tivating coil of the relay, and the relay oper- 
ates, A variable resistor, R3, is provided so 
that the threshold at which the device oper- 


to activating 


re relay 


L2 


ng 


rectifier 


Figure 36 


if 


diode load circuit | 
& relay tube bias circuit 


POUR Mat 


TAMES SOND 


328 ARSON BY ELECTRONICS 


Figure 37. 
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ates may be readily altered. 

If the cause of the fire or an explosion is 
not apparent, if the use of electronics in the 
initiation of the occurrence is suspected, and 
if che beginning of the fire or che detonation 


11 explosion coincides with the presence of 
& witness near a door or a window of the 
structure destroyed, look for a device of this 
nature. 


Being electronic, the usual remains may be 
found in the debris; resistors, capacitors, relay 
parts, chassis, etc. In a unit operated by alter- 
nating current as shown in figure 37, the pow- 
er transformer, T1, may be discernible. These 
components arc often enclosed in steel cases, 
and usually have laminated cores of heavy 
steel. The core, if all the wiring is removed, 
will look something like this. (Fig. 38) 
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Vestiges of the sensing antennae may be 
left behind. These devices will work well even 
through a pane of glass of ordinaty thickness, 
therefore, it is considered permissible practice 
to cement the metal plate or strips used for 
sensing directly to the inside of a glass win- 
dow or door. Care should be exercised that 
such a sensor is not confused with a legitimate 
burglar alarm that often makes use of foil 
strips on the inside of a door or window in 
providing its needed protection. Thin wire 
sensing antennae are sometimes stapled to the 
surface of the door or window's framework, 
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Changes in light intensity provide a ready 
means of triggering a fire or an explosion, and 
may be considered from two diametrically op- 
posed viewpoints. Associated circuitry can be 
so contrived that the photoelectric system 
will function by virtue of the sudden or the 
gradual exclusion of light or, conversely, by 
the sudden or the gradual addition of light. 
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Figure 38. 
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size 


Figure 39, 


Units of this nature may also be set to oper- 
ate at a specific light intensity. 

All photoelectric components now in use 
fall within three broad classifications either as 
to their representative structure, or as to their 
mode of application: 

a. Photoemissive 
b. Photovoltaic 
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¢. Photoconductive 

The oldest of these, and also the type in 
greatest use is the photoemissive cell. (Fig.39) 
In form, these instrumentalities are ue va- 
cuum tubes, although they are sometimes gas- 
filled in order to enhance the amount of emis- 
sion, Like the conventional vacuum tube, 
they exhibit the capability of internal emis- 
sion, but of a decidedly different character. A 
voltage impressed across the two elements of 
the cube will not cause a current of electricity 
to flow between the electrodes because of a 
lack of connection and because of the highly 
evacuated interior of the tube. In the ordinary 
vacuum tube, emission takes place by thermal 
initiation; in the phototube, emission is begun 
and sustained by ambient light impinging on 
the photocathode of the tube. The current 
flowing through the tube is a product of the 
total radiant flux falling upon the cathode 
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and the luminous sensitivity of the cathode, 
The actual current derived from this action is 
proportional to the illumination in foor- 
candles, the unit-candle or candlepower being 
an arbitrary standard of luminous intensity, 
and the foot-candle being the normal incident 
illumination produced by a one candlepower 
lamp at a distance of one foot 

Since the phototube displays an inherent 
high impedance, it is readily adaptable for 
coupling with the input of a vacuum tube am- 
plifier as shown in figure 40, The 6F5 tube in 
the illustration is biased to “cut-off”(will not 
conduct) until light falling upon the photo- 
cathode of the 919 tube begins to alter this 
condition. When a sufficient amount of light 
is present, a current flows through the tube, 
and the grid of the 6F5 swings toward a posi- 
tive polarity. When the grid becomes positive 
enough, the tube conducts, the 25A6 tube is 
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Figure 40. 
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triggered, and the relay operates. 

‘This kind of photoelectric relay is quite 
sensitive, and will perform with a light pulse 
as brief as 1/60th of a second in duration. 
Placement at a crime site must be accomplish- 
ed with discretion, since the light of a passing 
vehicle might cause initiation at the wrong 
time. 

The photovoltaic devices are the most mo- 
dern. They are semi-conductor or, in other 
words, “solid-state” components, and they in- 
corporate the principle of the conversion of 
radiant energy directly into usable clectrical 
power, The photovoltaic phenomenon is 
founded upon the basic photoelectric equa- 
tion of Albert Einstein, namely: 


hf-W 


mv’ 
2 


which states that the electrical energy of the 
photoelectrically excited electron is propor- 
tional (by Planck’s constant h) to the fre- 
quency of the impinging radiant energy. W is 
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frant view side view 


Figure 4), 


the work function or the energy necessary to 
free the electron from its bonds in the atom. 
Being solid-state, these units have no glass en- 
velope and hence, no vacuum. They are rug- 
ged in the extreme, and will continue to oper- 
ate in temperatures ranging from minus 195 
degrees to plus 100 degrees Centigrade, They 
are also very tiny. Figure 41 depicts a typical 
photovoltaic cell in its actual size. 

This amazingly small physical size, together 
with husky and simple construction, makes 
these components absolutely ideal as a trigger 
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tor eleccronic zxson. ‘They do not even need 
an external source of electricity. The straight- 
forward configuration of an operating circuit 
using this device is shown ir. figure 42 

From an electrical viewpoint. nothing 
could be less complicated. Light falls upon 
the surface of the photovoltaic cells, a current 
of electricity is generated by them, and the re- 
lay operates because of the current passing 
through its actuating coil, Little imagination 
is required to see that this kind of a circuit 
could trigger a fire or an explosion and re- 
main relatively unobserved after the fire. This 
circuit will fulfill its particular service with 
large excursions in light level, but it is not too 
sensitive. 

This problem of sensitivity is easily over- 
come by using 2 similar cell as a pbotoconduc- 
tive device. How this is done is shown in fi- 
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gure 43. 

If a small voltage is instituted across a series 
of these photocells, little current will flow 
through them until they are exposed to light. 
When light does impinge upon their surface, 
they begin to operate exactly like a “light- 
operated-valve”; the greater the amount of 
light falling on the cell, the greater the current 
that flows through the cell. The maximum 
current, or course is subject to the physical 
and constructional limitations of the indivi- 
dual cell. This type of application increases 
the apparent sensitivity from one and one-half 
to ten times, this particular device operating 
at a light level of about 50 foot-candles. 

Figure 44 illustrates a method of combin- 
ing the solid-state photoconductive cell with 
2 thyratron tube in order to achieve an even 
greater sensitivity, 
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The type 6012 xenon-filled thyratron is 
normally in a non-conducting state. When 
light falls on the photoconductive cells, the 
control grid of the tube begins to go more and 
more positive as the current through the cells 


increases. Finally, a state of conduction is ac- 
quired within the thyratron, and the relay 


operates. This circuit falls into the grouping 
known as ultra-sensitive because of the fact 
that it will perform with the presence of one- 
half of one foot-candle of light. 

Any of these circuits will function through 
variations in the ambient light level in a struc- 
ture or through vatiations in the intensity of a 
sharply defined and restricted artificial light 
source. They ntay be readily implemented in- 
to a trigger mechanism by the expedient of 
placing them in an exposed position on the 
exterior of the building being prepared. If the 
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device to be activated were connected to the 
bottom set of relay contacts, the rising of the 
sun and the consequent rise of the outside i!- 
lumination to a certain critical level would ac- 
complish the desired result through the clos- 
ing of the relay. If the device to be activated 
were connected to the top pair of relay con- 
tacts, a different sequence would be followed. 
The relay must, in this case, first be energized 
by exposing the sun batteries to high illumina- 
tion. While the relay remains closed, final con- 
nections are made, When the sun sets, the out- 
side illumination begins to fall. When it de- 
clines to the necessary intensity, the relay 
opens and the “plant” is set off. 

The photocell might be adjusted to trigger 
the relay when a street light is turned on; it 
could be hidden behind a small hole in an 
opaque surface so that it would trigger at a 
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definite position of the sun; a pilot light on an 
instrument panel or on a telephone switch- 
board could operate it. The applications are 
absolutely innumerable. 

Look for these devices if the cause of the 
origination of a fire or an explosion is unde- 
termined, and if the event occurs at sunrise or 
at sunset, If a light source other than the sun 
is utilized, any other correlating. time-factors 
will be most dubious and obscure. If solid- 
state components are used, little will be found 
in the ashes except possibly the small metal 
bracket on which they are formed. If vacuum 
tubes are used, the usual remains associated 
with an electronic chassis may be anticipated. 
IX. SOUND OPERATED DEVICES: 


One of the basic tenets of the science of 
physics has to do with the transducer. Evolv- 
ing from the Latin word transducere, mean- 
ing literally “‘to lead across," it comprehends 
devices actuated by power from one system 
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and supplying power to another system. If 
this sounds somewhat esoteric and abstract, 
consider the fact that the familiar microphone 
and the common loudspeaker are both mem: 
bers of this species. 

The specialized function of this kind ot 
transducer is most viral, Electronic circuits 
cannot amplify or otherwise process sound 
energy per se; in the jargon of the technician, 
“piping sound into 2 room” does not mean 
sending it through a water pipe. Sound energy 
must first be transformed into a correspond: 
ing pattern of electrical energy that can be 
processed by electronic means and then, as in 
the art of broadcasting, must be reconverted 
back into sound energy encompassed in a 
band of frequencies that can be perceived by 
the human sense organs. 

The transmission of sound through the air 
actually consists of an alternate compression 
and rarifaction of the molecular structure of 
the air itself. When this wave-like movement 
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intrudes upon the tympanic membrane of the 
human ear, or upon the flexible diaphragm of 
a microphone, mechanical movement is ex- 
changed with that medium. 

In one much-used type of inicrophone, a 
small movable coil of wire is attached to the 
diaphragm, and the coil placed in close juxta- 
position to a permanent magnet. When sound 
waves agitate the diaphragm, it moves; the 
coil, being linked to it, also moves and in so 
doing, cuts lines of force emanating from the 
magnet. The end product is a feeble current 
of newly generated electricity whose intrinsic 
pattern is characteristic of the particular 
sound involved, This minute current, generat- 
ed by and now bearing the image of its pro- 
genitor, may be then passed along to an elec- 
tronic amplifier or to some other similar de- 
vice, 

‘Once the sound energy has been converted 
to electrical impulses, it is not mandatory that 
the reverse process be carried out. In figure 
45, the net result is the mechanical movement 
of arelay. 

Transistors have been used in this hookup, 
so that the power requirements would be 
minimal, and so that the size of the com- 
pleted unit could be sharply reduced. A car- 
bon microphone is used as a transducer. Here, 
the movement of the instrument's diaphragm 
alternately compresses and releases pressure 
‘on carbon granules within the body of the 
microphone. This has the effect of regulating 
“\e flow of direct current through the micro- 
phone, The ensuing electrical pattern, now re- 
ierred to as the modulated direct current, is 
amplified by the first transistorized stage, and 
coupled to the second stage of amplification 
through the transformer. The output of the 
second stage is rectified by the diode, and the 
rectified current is used to control the third 
tansistor. When a loud enough sound level 
scaches the microphone, a critical operating 


335 


ARSON BY BLECTRONICS 


point is realized in the third stage; the tran- 
sistor conducts, and the relay closes. The 
10,000 ohm variable resistor makes it possible 
to pre-select the sound level at which the re- 
lay will move. 

Incorporation of this kind of a unit into an 
arson or into a criminal explosion creates 
new set of problems for the law enforcement 
agencies. Such 2 device may be wired to a 
“plant,” and the microphone placed near a 
telephone. If this is done at the beginning of 
a weekend or during the first day of a holi- 
day period, the prepared building would re- 
main uninhabited long enough for the crimi- 
nal to travel to a great distance before making 
the long-distance telephone call that would in- 
itiate the actual crime. This unit would func- 
tion just as well in the vicinity of a railroad, 
an airport, or in any situation where the exist- 
ence of a high noise level could be predicted. 

Another similar appearing device will carry 
out the long distance ‘phone call gambit but 
with a slightly different twist. If two electrical 
conductors are laid side by side, and if a cur- 
rent of electricity is passed through one of the 
conductors, a sympathetic or induced current 
is found to flow through the second or uncon- 
nected wire. In figure 46, induction is the 
source of our ultimate control impulse, 

‘An inductive device, popularly known as a 
telephone pickup coil, and originally designed 
for the recording of telephone conversation, 
is wired to the first stage of amplification in 
an electronic hookup whose action is almost 
the same as that of the circuit shown in figure 
45. The pickup coil is placed under any con- 
venient telephone. When the impulse neces- 
sary to ring the bell flows through the instru- 
ment, a current is induced in the pickup coil. 
This resulting signal, after further processing, 
culminates in the closing of the relay. 

As modern communications technology ad- 
vances, it will become more difficult to detect 
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this kind of tigger mechanism, In some in- 
stances, if a voice-operated or inductive device 
is suspected, inquiries can be conducted to de- 
termine whether or not a long distance call 
was made to the telephone number in ques- 
tion at the time when the crime was alleged to 
have taken place. With the increase in the use 
of automatic equipment, the advent of direct 
distance dialing from one city to another, this 
procedure will not always prove to be fruitful 

Such units will usually be found in close 
proximity to a telephone, but in some appli- 
cations of the sound operated relay, this may 
not be true. The circuitry is miniaturized for 
the most part, and the remains will be diffi- 
cult to spot after a disaster, Aside from the 
conventional electronic debris that might be 
expected, look for a metal shell of a micro- 
phone, or for the inductive loop that may 
have been protected from destruction by be- 
ing hidden under the telephone. 


X. TEMPERATURE AND MOISTURE 
OPERATED DEVICES: 


Temperature excursions and even seeming- 
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ly innocuous variations in the moisture con- 
tent of the atmosphere can trigger an arson 
or an explosion with devastating efficiency, 
Admittedly, this comprises a somewhat subtle 
approach to the problem but, of course, to 
the criminal mind, obscurity of intent and 
cyrptogrammatic methods are highly desir- 
able. 

One of the most common means employed 
to sense changes in temperature is not electro- 
nic at all, but rather electro-mechanical, It is 
a well known physical manifestation that 
most solids expand with the application of 
heat, and contract with the application of 
cold. This medium is predicated upon the fact 
that different solids do this expanding and 
contracting at disparate rates. This may be ex- 
pressed as a coefficient of linear expansion 
per degree of temperature change. Three of 
the most used metals exhibit the following 
expansion coefficients per degree Fahrenheit: 


aluminum 000014 
brass 000011 
copper 000009 


Should strips of two of these dissimilar 
metals be tightly riveted together, and should 


Figure 46. 
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heat or cold be applied to the resulting “‘sand- 
wich,” either expansion or contraction will 
follow. Since the metals do not possess the 
same expansion coefficients, stresses will be 
set up and deflection will be the end product. 
This effect can be utilized as a trigger device 
with little difficulty. This conformation 
makes up the everyday thermostat that is to 
be found in many electrical devices within the 
home and business establishment. A quick 
perusal of figure 47 will show how the tem- 
perature-induced bending of the bi-metallic 
element completes a circuit which operates 
the activating relay. 

The same thing can be done with a circuit 
that embodies pure electronics. All transistors 
are characterized by a certain amount of leak- 
age current which varies directly, within some 
fixed temperature limits, with the heat appli- 
ed. In figure 48, the transistor’s accompany- 
ing wiring is arranged so that little current 
flows through the relay coil. When enough 
heat is applied, however, the current flow 
through the transistor increases by a propor- 
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tional amount and finally, the relay closes. 

By adjusting the circuit so that the relay te- 
mains in a closed position at a given heat ley- 
el, and by using the top pair of relay contacts, 
the device can be made to trigger a “plant” 
with a decrease in temperature. 

Installation of these units will be very un- 
obtrusive. Look for them near a furnace or 2 
heating duct in a home, or adjacent to a fur- 
nace or an oven in an industrial plant. 

Various hygrometric or moisture-sensing 
units are on the present day market, Many of 
them are of comparable size and shape to the 
one depicted in figure 49, although their uses 
are widely divergent. When used as the con- 
trolling component in an electronic circuit, 
they can automatically raise the top of a con 
vertible or close a cat window if rain threat- 
ens, They can notify parents when a child is 
incontinent during sleep (under the hideousiy 
“cute” trade name of “wee-alarm”). They can 
telemeter the moisture content of the upper 
atmosphere to people on the ground. They 
can trigger an arson. 
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If a ready explanation of a crime does not 
present itself, consider the existence of one of 
these little gems, especially if the incident oc- 
curs during a petiod of high humidity or at 
the beginning of a rain. 


XL IGNITION OR DETONATION BY RADIO 


In describing the varied electronic circuitry 
in the preceding pages of this treatise, opera- 
tion has been explained as a function of the 
movernent of electricity through wires. Not 
touched upon is the somewhat surprising con- 
cept of electrical currents that cannot be con- 
fined to a wire, and this idea is the basis for 
the piece de resistance of electronic arson; 
namely, the activation of a device by remote 
control, from a distance, and without the use 
of connecting wires. 

It has become a conventional practice to 
speak of the electricity used within the home 
as coming from a 110 volt service or from a 
220 volt service. The assignation of a definite 
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value to this voltage seems to imply that its 
magnitude is constant. However, these maxi 
mum potentials ure realized for only a small 
percentage of the total time, the actual yalue 
constantly rising and falling, due to the fact 
that the current is of an alternating nature, 
Figure 50 illustrates this fundamental rcla- 
tionship. Practically all of the electricity in 
the homes in the United States is supplied at 
a frequency of 60 cycles per second. At the 
start of a cycle (the left hand extreme on the 
zero axis) in figure 50, the voltage is at zero 
and rises rapidly with time to its maximum 
potential on the positive side of the zero axis 


At this point, its value declines swiftly to zero 
again, and the potential begins a quick rise to 
maximum on the negative side of the zero 
axis. The fall of the potential to the zero axis 
once again completes one cycle. In the case of 
60 cycle current, this takes place in 1/60th of 
a second, 

If this electrical current is passed through a 
wire, it can be shown that the wire is sur- 
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about one-half 
actual size 


Figure 49. 


rounded by an electromagnetic field set up by 
the current. Furthermore, the field is alter- 
nately expanding and collapsing at a speed 
corresponding to the frequency of the alter- 


current. (Fig. 51) 
his is quite an ordinary physical phenome- 
non that forms the foundation for many elec- 
trical and electronic devices; 2 phenomenon 
that takes on an added and vital significance if 
one change is made. 

It can be demonstrated in the laboratory 
that the expansion and the collapse of such 
an electromagnetic field requires a finite 
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amount of time, If the frequency is raised to a 
certain rate so that the collapse of one field 
cannot be completed before the expansion of 
another cycle’s field begins, the electrical en- 
ergy cannot be confined to the conductor and 
will push out all directions much like the rip- 
ples in a pond resulting from a thrown rock, 
This is termed radio-frequency energy, and 
makes practical all broadcasting as we know 
it. 

The generation, transmission and recep- 
tion of radio frequency, or RF, energy can 
give rise to all sorts of complicated computa- 
tions and special considerations of physical 
laws and principles, but on the surface, the 
general procedure looks very easy. (Fig. 52) 
RF energy is generated in a transmitter of 
some type and is coupled to an antenna. The 
resultant waves spread out from the antenna 
and eventually arrive at a receiving antenna, 
This is attached to a receiver whose circuitry 
is sensitive or resonant to the particular fre- 
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quency being transmitted. Further wiring 
within the receiver converts this energy to 
audible sound or, as desired in a trigger me- 
chanism, into the movement of a relay. 

Before radio-controlled apparatus can be 
employed, several important questions must 
be answered: 

1, Brom whar distance is the device to be 

triggered? 
2. How powerful must the transmitter be? 
3. What kinds of transmitting and receiv- 
ing antennae are necessary? 

4, What kind of receiver must be utilized? 

Unfortunately, there are no hard and fast 
answers to these questions; answers that will 
give one hundred percent reliability at all 
times, This makes the use of radio control 
just a little ticklish under certain conditions. 
For example, the tiny transmitter shown in 
figure 53 was originally designed to open a 
garage door at close range. 

It was intended to be used with the rela- 
tively insensitive receiver in figure 54. 

When attached to a short antenna, it will 
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do its job admirably, and will not be acci- 
dentally operated by some other radio trans- 
mitter, primarily because of the insensitivity 
of the receiver and because it is not capable of 
perceiving signals except on a fixed frequen- 
cy. On the other hand, if the output of this 
small transmitter is fed into a larger antenna 
or an antenna with directive characteristics, 
and if the receiver is made more sensitive, 
longer range operation is possible. Any “ham” 
will confirm the fact that under certain condi- 
tions, a few watts of RF power can be heard, 
literally, around the world. 

The necessity for low receiver sensitivity to 
guard against accidental operation by an’un- 
wanted signal can be obviated by superimpos- 
ing intelligence on the primary RF energy 
(modulation), by coding this intelligence, and 
by providing the receiver with circuits respon- 
sive only to this exact code, Recciver sensiti- 
vity can be increased to an amazing point 
where the most infintessimal signal can be 
picked up and used. 

Commercial garage door openers are readily 
obtainable and can be modified to give the de- 
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sired results without too much trouble. There 
are also many devices for sale that were built 
for the purpose of radio controlling model 
ships and airplanes. These units usually have a 
somewhat longer normal range of operation, 
and many of them are coded in some way to 
permit control of 2 number of individual cir- 
cuits through one transmitter. 

Range of performance can be increased by 
raising the power of the transmitter. Amateur 
transmitters in powers up to 1,000 watts can 
be bought from a number of retail and whole- 
sale outlets, A skilled electronics technician 
can build a comparable instrument without 
any great effort. 

In short, the use of radio control will neces- 
sitate some knowledge, care and experimenta- 
tion, but the results will probably be worth 
the trouble to an advanced arsonist. This me- 
thod is not for beginners. 

It is doubtful that a transmitter used in this 
context can ever be discovered — except 
through the voluntary surrender by the user. 
‘The unit could be located anywhere, and be- 
cause only a brief pulse would be needed to 
initiate the crime, standard direction finding 
techniques would be useless. The size and the 
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use of all transmitting apparatus is closely re 
gulated by federal law, but these limitations 
would not disturb the criminal. Of course, 
should he be convicted of arson, and should it 
be proved that he initiated the crime by the 
use of an illegal radio transmitter, an addition: 
al federal charge can be instituted against him. 

It is very possible that remains of the te 
ceiver could be discovered in the fire residue. 
The antenna might be in evidence. Remember 
that the innocent appearing television antenna 


could be used as a highly directional and effi- 
cient antenna for this kind of reception. 


XIL. SUMMATION: 


Here, then, is an exposition of some of the 
ways in which electronics can be subverted to 
criminal purposes. There will be those readers 
who agree that this new ficld comprises a pre- 
sent and a growing threat that must be faced 
and dealt with by law enforcement agencies 
There will be those who laugh in derision and 
hurl the handy slur of “Rube Goldberg de- 
vices.” But bear in mind that although most 
of the hookups proposed by the beloved 
Rube fulfilled their functions in a jesting wey 
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they were highly impractical. Electronics, 
conversely, is the essence of practicality. 

The science of electronics is of recent ori- 
gin; it is an area of the most intense speciali- 
zation; in some applications, and to the unini: 
tiated, it even smacks of the occult arts. 
Therefore, it is to be assumed that many 
juries and judges will be extremely reluctant 
to deprive a litigant of freedom or perhaps of 
life without the presentation of clear and ir- 
refutable proof that electronics was at the 
root of the crime. 

‘The investigator will have to be meticulous 
in his observations and in his preservation of 
physical evidence. Preliminary reports, though 
sketchy, have already pointed to the fact that 
if tests of confiscated electronic gear are ne- 
cessary, they must be conducted at the scene 
and under exactly the same conditions in 
which they were originally intended to be 
used. If this procedure is not followed, their 
probable value as evidence will be nullified. 

If this sounds like the beginning of an up- 
hill struggle, the implied impression is correct. 
The dream of the arsonist is to commit a 
crime that will appear as though it occurred 
from natural circumstances. The investigator 
must first prove the existence of the corpus 
delicti. If electronics is involved, he must fer- 
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ret out the details as to how it was used, ind 
must then convince people, oftan hostile and 
uninformed, of these facts. Hostility may, 
with certainty, be expected, since humanity 
tends to distrust that which it does not under- 
stand. 

On the other side of the coin, the officer 
must guard against an overzealous artitude in 
seeking to prove the use of electronics in a cri- 
minal situation, All electronics engineers, 
mathematicians and technicians who sustain a 
loss are not necessarily incipient criminals, 
They may deal in commodities that are, in the 
vernacular, “way-out,” but they may not have 
used these abilities for the wrong purposes. 
Radio “hams” and experimenters, for ex 
ample, might possess a welter of clectronic 
equipment, but would have every right to 
possess it and to work with it in a normal 
way 

In this final analysis, it is the purpose of 
this article to show some of the things that 
can be done with electronics; to set forth the 
proposition that they probably are being done 
and will continue to be done; and to encour- 
age the investigator to study enough of this 
art so that it might be able to furnish the key 
in explaining some enigmatic circumstance 
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a. Offensive-defensive hand-to-hand fighting 
is a composite of boxing, wrestling, karate, judo, 
and football. It is easily taught, easily learned, 
and extremely effective for offense or defense. 

b. In many situations, when weapons are 
either not available or their use is impractical or 
impossible, particularly when silence is desirable, 
the employment of the techniques of hand-to-hand 
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fighting is of inestimable value. It provides the 
individual with a most effective means of execut- 
ing a decisive attack or assault on an opponent, 
or of adequately defending himself. Mastery of 
the art of hand-to-hand fighting adds immeasur- 
able assurance, confidence, and self-reliance to 
the individual Marine. 


102. PURPOSE AND SCOPE 


The purpose of this manual is to teach some 
of the techniques of hand-to-hand fighting. 
Movements are described and illustrated in se- 
quence to serve as a guide for teaching and 
learning. 


2 
103, INSTRUCTIONAL PROCEDURES 


During the first period of instruction, the 
instructor explains and demonstrates how hand- 
to-hand fighting is designed to place the user in 
position to utilize his full strength and leverage 
against his opponent’s vulnerable, vital, or more 
sensitive areas, i. e., the arch of the foot, the knee, 
the groin, the temple, the ears, the nerves under 
the ears, the solar plexus, the throat, the bridge 
of the nose, the elbow, the collarbone, the eyes, 
the neck, the side of the jaw, the base of the 
spine, the small of the back, and the kidneys. 
The fingers, wrist, and elbow are the easiest bones 
to break or dislocate. In this regard, students 
learning the movements of hand-to-hand fighting 
must be cautioned to exert care so as not to acci- 
dentally injure or immobilize those with whom 
they are training. 


104. PRINCIPLES OF HAND-TO-HAND 
FIGHTING 


Basic principles which the hznd-to-hand 
fighter must constantly bear in mind are: 

a. Be aggressive. 

b. Keep eyes on the opponent. 

¢. Distract the opponent. 

d. Disable or be disabled. 

e. Vary the attack to fit the situation. 

f. Turn the defense into an unrelenting at- 
tack. 

g. Feel superior to the opponent, regardless 
of the latter’s size or evidence of strength. 
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Section 2 


STANCE AND MOVEMENT 


201. OFFENSIVE-DEFENSIVE STANCE 


a. To assume the OFFENSIVE-DEFEN- 
SIVE STANCE, the hand-to-hand fighter: 
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(1) Faces his opponent with the left foot 
forward; points toe of left foot slightly inward. 

(2) Bends left knee slightly inward. 

(3) Places the right foot to the rear and 
right of the left foot. 

(4) Points right toe straight to the 
front with the right knee slightly bent. 

(5) Leans forward from the hips with 
the weight balanced on hoth feet. 

(6) Raises the left hand so that it pro- 
tects the left side of the face and head. 

(7) Positions the left forearm and el- 
bow to protect the left side of the body. 

(8) Raises the right hand to protect the 
right side of the face and head. 

(9) Positions the right forearm and el- 
bow to protect the right side of the body and 


(10) Points the palms of the hands in- 
ward with the lower edge of the hands facing 
the opponent. 

(11) Holds the fingers together with the 
thumbs held tight against the forefingers, 


4 
. ,,>- From this position the hand-to-hand 
fighter is prepared to strike or grasp his opponent, 


“Figure 1—The offensive-defensive stance. 
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202. OFFENSIVE-DEFENSIVE MOVEMENT 


In the execution of the various movements 
from the OPFENSIVE-DEFENSIVE STANCE, 
the hand-to-hand fighter will move as follows: 

a. To move forward: lift the left foot and 
move it forward about 14 inches; the right foot 
follows. 

b. To shift left and forward: step left and 
forward with the left foot, pivoting on the ball 
of the right foot. 

c. To shift right and forward: step to right 
and forward with the right foot, pivoting on the 
ball of the left foot. 

d. To shift left and to the rear: step back 
and to the left with right foot, pivot on th 
ball of the left foot. 

e. To shift right and to the rear: st 
and to the rear with the left foot, pivoting ¢ 
hall of the right foot. 

£. To move directly to the rear: move the 
right foot approximately 14 inches to the rear 
the left foot follows. 


p left 
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FALLS AND ROLLS Figure 2.—The forward roll.—(continued) 
301. FORWARD ROLL the back when the left hand makes contact with 
To tak WARD ROLL, the hand-to. the ground. 
hand hehine: 2 ‘ : g. Spins to the left when the feet make con- 


tact with the ground, facing the rear, in the 


yard to build 
a.) Takes, tyro: ‘steps; forward “tp: Pulld:cup: rena e-defensive stance. 


momentum. 
b. Dives toward the ground. 


Meee a ‘ 


Figure 2.—The forward roll. 
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c. Places the chin against the left sh 
d. Places the left hand at the left side 
slightly above the head. 
e, Bends the right arm slightly at the elbow, 
breaking the fall with right hand and forearm 
f. Rolls forward on the right shoulder and 
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302. BACKWARD FALL 


To take a BACKWARD FALL, the hand-to- 
hand fighter : 

a. Drops directly back on the buttocks as in 
sitting position, breaking the shock of the fall 
with the hands and forearms. 


Figure 3.—The backward fall.— (continued) 


d. Lands on the knees, or feet, facing his 
opponent, and assumes the OFFENSIVE-DE- 
FENSIVE STANCE immediately. 
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Section 4 


Figure $-—The backward fall. DEFLECTING AND STRIKING BLOWS 


401. DEFLECTING A RIGHT HAND BLOW 


When an opponent attempts to strike with 

b. Places the head on the chest. a straight right hand blow, the hand-to-hand 

¢. Raises the feet and swings them over the _ fighter will defiect the blow to the right with his 

head, in a backward somersault movement, when left hand. He will then shift left and forward, 

the hands touch the ground. pulling his opponent forward with his left hand 

. on his opponent’s wrist. He then strikes his op- 

ponent on the temple, throat, or side of the neck 
with the back edge of his hand. 


Figure $.—The backward fall.—(continued) Figure 4.—Deflecting-a right hand blow. 
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Figure 4.—Deflecting a right hand blow.— (continued) 


402. DEFLECTING A LEFT HAND BLOW 


When an opponent attempts to strike with his 
left hand, the hand-to-hand fighter will defiect the 
blow to the left with his right hand, or forearm, 
and grasp the opponent’s left arm with his own 
left hand. He then shifts forward and right, 
striking at his opponent’s temple, jaw, or base 
of skull with the back edge of his right hand, 
utilizing momentum gained in the shift to add 
force to the blow. 


Figure 5.—Deflecting a left hand blow. 
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403. BLOCKING A WIDE SWINGING RIGHT 
HAND BLOW 


When an opponent attempts to strike with a 
wide swinging right hand, or roundhouse right 
blow, the hand-to-hand fighter blocks the blow 
with his left hand, or forearm. He grasps the 
opponent’s right wrist or arm with his left hand 
and pulls him forward, striking the opponent 
simultaneously in the groin with the right knee, 
and between the eyes with the back edge of the 
righthand. He pivots left, throwing the opponent. 
over the right thigh or knee. 


Figure 6.—Blocking a wide swinging right hand blow. 
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Figure ¢—Blocking a wide swinging right hand blow.— 
(continued) 
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4014, ATTACKING AN OPPONENT 


If an opponent threatens to strike with a left 
hand blow, the hand-to-hand fighter strikes the 
outside of his opponent’s left wrist with his left 
hand. He shifts right and forward and delivers 

blow to the temple, jaw or base of the skull with 
his right hand. 


Figure 7.—Attacking an opponent. 
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Figure 7—Attacking an opponent —(eontinued) 
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405. DEFLECTING KICKS 


if an opponent attempts to kick with his right 
foot, the hand-to-hand fighter shifts forward and 
left, deflecting the kick to the right and upward 
with his left hand. He swings or raises his op- 
ponent’s right leg upward, knocking him over on 
his back, where the opponent's leg can be broken, 
or where the hand-to-hand fighter can deliver a 
kick to his opponent’s groin, or a karate blow to the 
throat or bridge of the nose. If the opponent at- 
tempts a kick with his left foot, the hand-to-hand 
fighter will shift right and carry out the same dis- 
abling procedure. 
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Figure 8.—Deflecting kicks 
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Figure 8.—Deflecting kicks.— (continued) 
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THROWS AND TAKE-DOWNS 


501. TAKE-DOWN FROM AN OPPONENT'S 
LEFT 


To take-down from an opponent’s left, the 
hand-to-hand fighter grasps his opponent's left 
wrist with his left hand and steps toward the op- 
ponent with the right foot. He drives his knee 
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Figure 9.—Take-down from an opponent's left. 
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into the outside of his opponent’s left knee, simul- 
taneously striking his opponent on the temple with 
the outer edge of his right hand. He then places 
his right hand on his opponent's face, pushing him 
backward over his own right knee or thigh and 
dropping him. The hand-to-hand fighter can then 
follow throu with a blow to the bridge of the 
nose or throat. 


Figure 9—Take-down from an opponent's left.— 
(continued 
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502. TAKE-DOWN FROM AN OPPONENT'S 
LEFT (ALTERNATE METHOD) 


To execute an alternate method of take-down 
from an opponent's left, the hand-to-hand fighter 
his opponent's left wrist with his own left 

He then steps forward with his right foot, 


gr 
hand. 


Figure 10.—Take-down from an opponent's left 
(alternate). 


Figure 10—Take-down 


‘rom an opponent's left (alter- 
(continued) 
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driving his right knee into the outside of his op- 
ponent’s left knee. He then pivots under his op- 
ponent's left arm, grasping the inside of his left 
leg at the knee, and drives his elbow into his op- 
ponent’s solar plexus or groin. The hand-to-hand 
fighter then lifts upward with his right hand, and 
releases his opponent's left wrist when the latter 
begins to fall backwards. He follows through 
with a knee to his opponent’s left side, and a right 
hand blow to his throat, or the bridge of his nose. 


503. TAKE-DOWN FROM AN OPPONENT'S 
RIGHT 


To take-down from an opponent’s right, the 
hand-to-hand fighter grasps his opponent’s right 
wrist with his left hand, raising it above his head 
as he bends forward toward his opponent. He 


Figure 11.—Take-down from an opponent's right. 
38 

then drives his shoulder against his opponent’s 
solar plexus, simultaneously stepping forward 
with his right foot to add momentum to the shoul- 
der blow. As the opponent leans forward from 
the blow, the hand-to-hand fighter grasps the op- 
ponent’s right leg at the knee, raising him up and 
swinging him over his own shoulder, still retaining 
the wrist grip. Once the opponent is down, the 
hand-to-hand fighter can deliver a blow to the 
temple, throat, or bridge of the nose. 
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Figure 11.—Take-down from an opponent's right. 
(continued) 


Section 6 
BREAKING HOLDS 
601. WRIST HOLD 


To break a front wrist hold when the oppo- 
nent is using both hands, the hand-to-hand fighter 


Figure 12.—Breaking front wrist hold. 
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will pull back with his right hand and step for- 
ward with his left foot, simultaneously pushing 
forward and upward with his left hand. He 
then grasps his opponent’s left elbow with his own 
left hand, and shifts right and forward. He fol- 
lows through with a blow to the opponent’s temple, 
jaw, neck, or kidney. 


602. REAR NECK HOLD 


To break a strangle hold from the rear, when 
the opponent has locked his right hand on his 
left arm and is pushing forward on the hand-to- 
hand fighter’s head with his left hand, the hand- 
to-hand fighter grasps the opponent's right elbow 
with his right hand, and the latter’s left elbow 
with his left hand. He then pulls downward with 
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603. REAR CHOKE HOLD 
To break a choke or strangle hold from the 
rear when the opponent is using one or both hands 
to make the hold, the hand-to-hand fighter grasps 


Fiyure 13.—Breaking rear neck hold. 


a2 
left hand and upward with the right hand, at the 
same time pivoting his body to the left as he 
forces the opponent to twist down and over. He 
follows through with a knee blow or throw. 


Figure 14.—Breaking rear choke 
4 


his opponent's left hand or wrist with his own 
left hand and pivots left still retaining the grip 
on his opponent’s hand or wrist. He follows 
through with a blow to the opponent's temple, 


Figure 18.—Breaking rear neck hold.—(continued) Figure 14.—Breaking rear choke hold.— (continued 
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If the opponent is using his left hand to make the 
hold, the procedure is reversed. 


a7 


605. CROSSED WRIST FRONT CHOKE HOLD 


To break a front choke hold when the oppo- 
nent is using a crossed wrist collar choke, the 
hand-to-hand fighter grasps the opponent’s right 
hand or wrist with his own right hand, shifts left 


Figure 14.—Breaking rear choke hold.—(continued) 


604. FRONT CHOKE HOLD 


To break a front choke, collar, or tie hold, 
when the opponent is using either his right hand 
or both hands to make the hold, the hand-to-hand 
fighter grasps his opponent’s right wrist or hand 
with his own left hand, then shifts left and pivots 
on his right foot, forcing his opponent’s hand off 
and down to the right. He follows through with 
a blow to the opponent’s temple, jaw, or throat. 

36 


Figure 15.—Breaking front choke hold. Figure 16—Breakiny crossed wrist front choke hold. 
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606. REAR HEAD LOCK 
To break a head lock from the rear when the 
opponent is using one or both arms to hold the 
hand-to-hand fighter’s head under his right arm 


38 
and forward, pulling downward with his right 
hand, and lifting upward with the left hand which 
is placed on the opponent’s right elbow. He fc 
lows through with a knee to the kidney, or a blow 
to the neck. 


Figure 
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the hand-to-hand fighter grasps the opponent’s 
left elbow with his own left hand and the latter’s 
left knee with his own right hand. He steps for- 
ward and left with his left foot, pulling right and 
upward, with the right hand forcing the opponent 
off balance and down on his side. He follows 
through with a blow to the temple or throat. 


Figure 16—Breaking crossed wrist front choke hold— 
(continued) 


Figure 17.—Breaking rear head lock.— (continued) 
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607. FRONT HEAD LOCK 


To break a front head lock when the oppo- 
nent is locking a hand on the hand-to-hand 
fighter’s right shoulder, the hand-to-hand fighter 
slides his right hand and arm over his opponent’s 
right elbow with his left hand. He pushes down 
with his right shoulder and pivots left foreing 
the opponent to break the hold. He follows 


a 


through with a throw or blow to his opponent's 
groin, or breaks his right arm. 
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608. THE HAMMERLOCK 


To break a hammerlock and shoulder hold 
when the opponent is holding the hand-to-hand 
fighter’s hand behind him, the hand-to-hand 


Figure 19.—Breaking the 
hammeriock 


fighter steps forward with the right foot, bends 
his ly forward from the waist, then rapidly 
twists to the left breaking the hold. He follows 
through with a blow to the opponent’s temple, 


jaw, or kidney. 
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Figure 19.—Breaking the hammerlock.— (continued) 
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609. COME-ALONG 


To break a come-along hold when the op- 
ponent is using any of the various come—along 
holds, i. e., bending fingers downward or hand 
upward, the hand-to-hand fighter lifts upward 
with the free hand placed against the opponent's 
hand, or hands. At the same time he drives his 


Figure 20.—Breaking a finger bending come-along. 
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right knee into the back of his opponent’s left 
knee, forcing the opponent to break the hold and 
knocking him over on his back. He follows 
through with a knee, or a blow to the bridge of the 
nose or throat. In the event the opponent is hold- 
ing the left hand and arm, the hand-to-hand fighter 
uses his left knee against his opponent’s left knee 
to knock him over and down. 


Figure 20.—Breaking finger bending come-along— 
(continued) 
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Section 7 


DISARMING AN OPPONENT ARMED WITH 
A RIFLE AND BAYONET 


701. SLOW APPROACH - BAYONET LOW 


To disarm an opponent armed with a rifle 
with fixed bayonet who approaches slowly with the 
weapon held low, the hand-to-hand fighter side- 
steps, reaches forward and down with the left 
hand hitting the opponent’s weapon on the inside, 
and with a pushing movement deflects the bayonet 
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Figure £1—Disarming slowly approaching opponent 
armed with fixed bayonet held low. 


wa 


off to the left. He then shifts right and forward, 
delivering a blow to the temple, neck, or the left 
elbow of his opponent. 


‘ ie eae 
Figure 21—Disarming slowly, approaching opponent 
armed with ficed bayonet held low.— (continued). 
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702. SLOW APPROACH - BAYONET HIGH 


To disarm an opponent armed with a rifle 


Figure 22.—Disarming slowly approaching opponent 
armed with fized bayonet held high. 


50 
then quickly shifts right and forward, reaching 
forward with the right hand grasping the rifle 
near the stock and wrests it from his opponent. 
He follows through with a blow to the opponent's 
elbow, temple, or neck. 
ee . gen 


Figure 22.—Disarming slowly approaching opponent 
armed with fixed bayonet held hiyh.— (continued) 
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703. CHARGING OPPONENT 


To disarm an opponent armed with a rifle 
and bayonet who is charging rapidly forward to- 
ward him, the hand-to-hand fighter shifts left and 
forward to avoid the bayonet. He then hits and 
pushes the weapon downward and to the right 
with his left hand. He follows through with a 


blow to his opponent’s neck. 


charging opponent armed with 


Figure 23.—Disarmin; 
zed bayonet. 
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Section 8 


KNIFE AND CLUB FIGHTING 


801. FRONTAL ATTACK WITH THE KNIFE 


When attacking while armed with a knife, the 
hand-to-hand fighter assumes the OFFENSIVE- 
DEFENSIVE STANCE, holds the knife in his 
right hand with the point toward the opponent, 
the blade flat, and the cutting edge facing outward. 


Figure 24.—Frontat attack with knife. 


54 
He advances toward the opponent, his left hand 
held high in an alert position to protect his face or 
to deliver a blow. If the opponent attempts to 
grasp the knife hand, the hand-to-hand fighter 
strikes a blow at the bridge of the nose. He then 
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Figure 24.—Frontal attack with knife.—(continued) 


55 
shifts left, places his left hand under his op- 
ponent’s right elbow, and lifts the arm. He 
plunges the knife in an upward motion into the 
body above the opponent’s belt, and slashes out- 
ward, or to the right. 


Figure 24—Frontal attack with knije—(continued) 
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802. FRONTAL DISARMING - OPPONENT 
WITH KNIFE OR CLUB 


a. To disarm an opponent who is thrusting at 
him with a knife, the hand-to-hand fighter shifts 
the left. 


forward and to 


_ He deftects the knife by 


Figure 25.—Frontal disarming - opponent with knife. 


57 
pushing it with his left hand. He then strikes the 
back of the opponent’s hand with the outer edge of 
his own right hand. He follows through with an 
arm break, or blow to the opponent’s jaw, throat, 
or collarbone. 


Figure 25—Frontal disarming — opponent with knife. 
(continued) 
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b. In another method of disarming, when the 
opponent threatens with a knife or club, the hand- 
to-hand fighter steps toward his opponent with 
his left foot. He strikes the inside of his op- 
ponent’s right wrist with his own left hand or 
wrist deflecting the thrust off to the left. He then 
strikes the opponent on the bridge of the nose with 
the right hand, and simultaneously strikes him in 
the groin with the right knee. He can follow 
through by breaking the opponent's arm, or by 
employing a throw. 


Figure 26,—Frontal disarming — opponent with knife or 
club. 
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803. ATTACK FROM THE REAR WITH KNIFE 
OR CLUB 


a. In attacking an opponent from the rear 
when armed with a knife, the hand-to-hand fighter 
quickly places a hand over the mouth and face 
of the opponent and pulls back, simultaneously 
plunging the knife in an upward motion into the 
opponent’s back above the belt. 
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b. In attacking an opponent from the rear 


while armed with a club, the hand: 

controls his opponent by placing 

the opponent’s arm or shoulder, and turning him 

slightly to the left. The blow, or blows are de- 
ivered to the base of the skull. 


Figure 28.—Attack from the rear using club. 
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CHAPTER 1 


INTRODUCTION 
ee 
1, Purpose and Scope 


This manual is written to teach you hand-to-hand 
combat. It describes the various blows, holds, foot- 
work, armwork, and other maneuvers used to disable 
or kill an enemy in hand-to-hand fighting. It also 
explains how to use all available objects as ‘weapons, 
Hand-to-hand combat stresses simple, aggressive 
tactics. You can subdue an opponent only through 
offensive measures, 


2, Necessity for Training 


The average soldier, if trained only in the use of 
his basic weapon, loses his effectiveness if his weapon 
fails to fire or if he should lose or break it. With 
a knowledge of hand-to-hand combat and the confi- 
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Cuarter 10. ADVICE TO INSTRUC- 
TORS 
Section I. The instructor and safety pre- 
cautions_. 130-132 172 
II. Conduct of tr: 133-185-174 
II. The training a: 136-138 = 176 
IV. Minimum training program. 139 (178 
Arrenpix REFERENCES. 180 
Inve: 181 
dence and aggressiveness to fight hand-to-hand, the 


soldier is able to attack and dispose of his opponent. 
Training in hand-to-hand combat is also useful for 
night patrols and other occasions when silence is re- 
quired. This type fighting is taught to soldiers in 
Tear areas as well as those in front lines because of 
the threat of infiltration, airborne attacks, and 
guerilla warfare. 
CHAPTER 2 


FUNDAMENTALS OF HAND-TO-HAND 
COMBAT 


3. General 


Five fundamentals are used as a guide in learning 
hand-to-hand combat. These fundamentals are mak- 
ing fall use of any available weapon; attacking ag- 
gressively by using your maximum strength against 
your enemy’s weakest point; maintaining your bal- 
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ance and destroying your opponent's; using your 
opponent's momentum to advantage; and learning 
each phase of all the movements precisely and accu- 
rately before attaining speed through constant 
practice, 


4. Using Available Weapons 


a. When fighting hand-to-hand, your life is al- 
ways at stake. The use of any object as a weapon, 
therefore, is necessary to help subdue your enemy. 
You can make your opponent duck or turn aside by 
throwing sand or dirt in his face or by striking at 
him with an entrenching tool, a steel helmet, or a 
web belt. When no object is available, just the pre- 
tense of throwing something may cause an enemy to 
flinch and cover up. When he does this, you must 
take advantage of his distraction to attack aggres- 
sively with but one purpose in mind—TO KILL. 

5 

8. If no objects are available to use as a weapon, 
you must make full use of your natural weapons. 
These are— 

(1) The knife edge of your hand. Extend your 
fingers rigidly so the little finger edge of 
your hand is as hard as possible (fig. 1). 
Keep your thumb alongside your forefinger. 


With the knife edge of your hand, you can strike 


Figure 1. 
many killing and disabling blows. 
(2) The fingers folded at the second knuckles. 


‘The average fist covers an area of about 
eight square inches. The fingers folded at 
the second knuckles gives a striking surface 
of about two square inches, producing a 
sharper, more penetrating blow. Keep your 
thumb tightly against the forefinger to stif- 
fen your hand and keep your wrist straight 
(fig. 2). 

(3) The protruding second. lnuckle of your 
middle finger. Fold the middle finger at 
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the second knuckle and wedge the second 
knuckles of your two adjacent fingers into 
6 


Figure 2. Blows delivered with the fingers folded at the 
second knuckles produce sharp penetration. 


ast rm 


its sides. Keep the end of the thumb over 
the fingernail of your middle finger and 
keep your wrist straight (fig. 3). 
The heel of your hand. Fold your fingers 
at the second knuckles and force the back 
of your hand toward the wrist to make the 
heel of your hand as solid as possible 
(fig.4). “You can deliver a more damaging 
blow with the heel of your hand than with 
your fist. 
(5) The litile finger edge of your fist. Forma 
fist. When using the little finger edge of 


(4 


your fist as a weapon, strike blows in the 
same motion as when using an ice pick 


(fig. 5). 


Figure $. Dangerous blows can be delivered to vulnerable 
points with the protruding second knuckle of the middie 
finger. 
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Figure §. The heet of the hand is particularly 
effective when attacking parts of the face, 


Figure 5. Powerfut blows with the little finger edge of the 
Ast can easily kill an opponent. 


(8) Four boot. For most kicks, uso the outside 
or inside edge of your boot rather than the 
toe. This provides a much larger striking 
surface with which to attack small, exposed 
bony areas (fig. 6). 

(7) In addition to the natural weapons already 
mentioned, you can use your elbows, knees, 
head, shoulders, and teeth to disable an 
opponent. 


5. Maximum Strength Against Weakest Point 
Using maximum strength against your enemy’s 


weakest point is an axiom of war that equally applies 
to combat between two individuals. In every situ- 
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ation, some extremely vulnerable area of your 


opponent is open for attack. By aggressively as- 


Pa SEER resco vor : 
Figure 6. The inside or outside edge of the boot is more 
effective than the toe, which may slip off small areas. 


saulting these vulnerable areas, using the maximum 
strength offered by your position, you can gain a 
quick victory. Attacking rather than defending is 
the keynote because only through the use of offensive 
tactics are you able to dispose of your enemy. 

. Balance 

a. Keeping your own balance, while causing your 
opponent to lose his, is an important essential of suc- 
cessful fighting. Assume the guard position when 
engaging your opponent (fig. 7). This position is 
similar to a boxer’s crouch and enables you to react 
rapidly and move in any direction. Spread your 
feet about shoulder’s width apart, with your left heel 
generally on line with your right toe. If you are 
left handed, reverse this position and bring your left 
foot behind your right foot. Bend your body for- 


10 
ward at the waist and at the knees slightly. Hold 
the hands at face level and slightly in front of it. 
Extend and join your fingers, with the thumbs along 
the forefingers and the palms facing inward. Face 
your opponent squarely. The guard position offers 
you the best balanced position you can obtain before 
closing with your opponent. You will improve your 
sense of balance and learn to destroy your opponent's 
balance after closing with him by practicing the 
maneuvers presented in this manual. 

%, When fighting, keep your feet spread laterally 
to maintain balance. Destroy your opponent’s men- 
tal balance by growling and yelling as you strike 
at him, 
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Figure 7. The guard position offers good dalance and good 
all-around protection. 
u 
7. Momentum 


Using your opponent’s momentum to your own ad- 
vantage is another fundamental. Always assume 
that your opponent is stronger than you and never 
oppose him directly in a test of strength. Instead, 
utilize his momentum and strength to overcome him. 
Examples of using your epponent’s momentum are 
tripping him, side stepping as he rushes you, or 
ducking his blow. 


8. Accuracy and Speed 

You will have little timo to stop and think when 
engaging in hand-to-hand combat. Therefore, your 
actions must be automatic. At the beginning, learn 
each phase of each movement separately and accu- 
rately, putting the stress on precision alone. As you 
progress, work for speed through constant practice. 
Speed is essential to the successful employment of 
most of the maneuvers outlined in this manual. 


CHAPTER 3 
VULNERABLE POINTS 


Section 1. INTRODUCTION 


9. General 


a. Vulnerable points are areas of the body that are 
particularly susceptible to blows or pressure. 
Knowledge of these points and how to attack them, 
plus aggressiveness and confidence, will enable you 
to attack and quickly disable or kill the enemy you 
meet in hand-to-hand combat. 
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&. When you are attacking an opponent, your 
first reaction is probably to strike him on the jaw 
with your closed fist. This is one of the poorest 
ways to fight. A better attack is to strike your op- 
ponent across the bridge of his nose with tho knife 
edge of your hand. This type blow could easily 
break the thin bone in his nose, causing extreme pain 
and temporary blindness. A severe blow could drive 
bone splinters into his brain and cause instant death. 
‘These actions must be performed without hesitation 
and with aggressiveness. 


10, Body Regions 
The body is divided into three regions: The head 
and neck, the trunk, and the limbs, Here is a list of 


the major vulnerable points of each region— 
13 


Head and neck Trunk Limbs 
2. Byes. a, Groin a. Instep 
b. Nose 2. Solar plexus —b. Ankle 

¢. Adam's apple —_o, Spine c. Knee 

4, Temple a. Kidney 4, Shoulder 
€. Side of neck ¢. Collar bone —e, Elbow 

f. Nape ?. Floating ribs f, Wrist 

9. Upper lip g. Stomach o. Fingers 
A, Eara a, Armpit 

t Base of throat 

§. Chin 

11. Caution 


Only a small amount of pressure or a light blow is 
needed to injure or kill a man when attacking some 
of the vulnerable points. It is important, therefore, 
to strike very light blows in training when learning 
how to attack these points. When thoroughly 
trained, you may add a little more force to your 
blows; but still remember the vulnerability of the 
area being attacked in order not to injure your train- 
ing partner. 


Section II. HEAD AND NECK 

12, Eyes 

‘There are various ways to blind an opponent. One 
is to drive your index and middle fingers, formed 
into a V, into your opponent’s eyes (fig. 8). Keep 
your fingers stiff and your wrist firm. You can also 
use the second knuckles of two adjacent fingers in a 
sharp thrust at the eyes. The eyes can be gouged 
out by using your thumbs or fingers. 


13. Nose 
When attacking the nose, strike a forceful blow 


with the knife edge of your hand across the bridge 
(fig 9). This blow can easily break the thin bone, 
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The fingertips driven forcefully into the eyes can 
casily blind an opponcnt. 
~ a s ™ 


Figure 8. 


Figure 9. A farcefut blow to the bridge of the nose will knock 
an opponent out of action, 
1 


causing your opponent extreme pain and temporary 
blindness. A very sharp blow could drive bone 
splinters into your opponent's brain and kill him in- 
stantly. You can also use the outside edge of your 
closed fist. When fighting at close quarters, attack 
the nose by hitting the bottom of it an upward blow 
with the heel of your hand. 


14. Adam's Apple 

Attack the Adam’s apple with the knife edge of 
your hand (fig. 10). A severe blow can result in 
death by severing the windpipe. A lesser blow is 
painful and causes your opponent to gag. The 
Adam’s apple is also vulnerable to attack with the 
fist, toe, or knee, depending upon your opponent’s 
position, Squeezing it or pulling it outward with 
the fingers and thumb is another method you can 
use, 


Figure 10, A severe blow to the Adam's apple with the knife 
edge of the hand can kill. 


15. Temple ae 


A blow to the temple can easily kill or cause a con- 
cussion. The bone structure at this spot is weak and 
an artery and a large nerve lie close to the skin. At- 
tack the temple with the knife edge of your hand or 
with the outside edge of your closed fist (fig. 11). A 
jab with the point of your elbow can also be used 
If you succeed in knocking your opponent down, kick 
his temple with your toe. 


Figure 11. The temple is a weak part of the body. 4 force- 
ful blow here will usually kill an enemy. 


16. Nape 

A blow with the knife edge of your hand to your 
opponent’s nape (“rabbit punch”) could easily kill 
him by breaking his neck (fig. 12). The outside edge 
of your fist can also be used. Use this blow if your 
opponent charges low and his hands are not guard- 
ing the upper regions of his body. If you succeed in 
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‘he “rabbit punch” (blow to nape) 
knocking your opponent down, kick his nape with 
your toe, stomp it with your heel, or strike it with the 
knife edge of your hand. 
17, Side of Neck 

One way to knock your opponent unconscious is to 
deliver a sharp blow with the knife edge of your hand 
to the side of the neck, below and slightly to the front 
of the ear (fig. 18). You can deliver it in two ways: 
A backhand delivery with the palm down or a for- 
ward slash with the palm up. This type blow causes 
unconsciousness by shocking the jugular vein, the 
carotid artery, and the vagus nerve. It is not particu- 
larly dangerous. 
18, Upper Lip 

A vulnerable part of the face is the upper lip, just 
below the nose, where the nose cartilage joins the 


Figure 13. A dlow to the side of the neck will not kill an 
enemy, but if delivered forcefully, it can cause uncon- 
sciousness. 
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bone, The nerves here are close to the skin. This 
area can be attacked by delivering a sharp blow with 
the knife edge of your hand at a slightly upward 
angle (fig. 14). .A very sharp blow can cause uncon- 
sciousness. A lesser blow causes extreme pain, A 
jab with the second knuckles of your fingers can also 
be used. 


19. Ears 


Cup your hands and clap them simultaneously 
over your opponent's ears (fig. 15). ‘This is a dan- 
gerous blow and may burst his ear drums, cause nerve 
shock, or result in possible internal bleeding. A 
sharp enough blow can cause a brain concussion and 
death. 


The upper lip ie @ good place to attack when 
fighting close-in. 


Figure 14. 


Figure 15. Clapping cupped hands over on enemy's care 
can Kill, 
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20. Base of Throat 

One way to break an opponent's hold on you is to 
quickly thrust one or two extended fingers into the 
smal] indentation at the base of his throat (fig. 16). 
The blow is painful and causes him to gag and cough. 
Severe injury could result if the thin layer of skin 
at this point is pierced. 


Figure 16. Jadbing a finger or fingers into the base of an 
opponent's throat causes him to loosen a hold. 


21. Chin 

An effective blow can be delivered to your oppo- 
nent’s chin with the heel of your hand, which is better 
than a closed fist (fig. 17). You may break a bone 
in your hand by using your fist. 


Figure 17. Striking an opponent on the chin with the heet 


of the hand is better than striking him with a flat. 
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Section III. TRUNK 

22. Groin 

When closing with an opponent, keep in mind that 
one of the best points to attack is the groin. Attack 
it, by kicking up forcefully with your knee (knee- 
lift) (fig. 18). You can also use your closed fist, the 
knife edge of your hand, grasping fingers, a too kick, 
or a heel stomp. 


23. Solar Plexus 

The solar plexus is at the bottom of the rib cage, 
just beneath the breast bone. To attack this area, 
thrust sharply with the second knuckle of the pro- 
truding middle finger (fig. 19). This method per- 
mits sharp penetration and is, therefore, more effec- 
tive than striking this small target with the fist 


Figure 13. Attacking the groin is one of the most effective 
methods of subduing an opponent, 


Figure 19. A dlow to the solar plerus with the protruding 
knuckle of the middie Anger permits sharp penetration. 
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23 
or the knife edge of your hand. Any sharp blow 
to the solar plexus causes extreme pain and may 
either bend your opponent forward or drop him to 
his knees, Death may result from a severe blow. 


24. Spine 


The spinal column houses the spinal cord and a 
blow here can cause derangement of the column, re- 
sulting in paralysis or death. If you succeed in 
knocking your opponent down, a blow with your 
knee, your elbow, the heel of your shoe, or a toe kick 
can easily kill or seriously injure him (fig. 20). 
The best place to strike this blow is three or four 
inches above the belt line where the spine is least 
protected. 


Figure 20. A blow to the spine can easily kill or seriously 
injure an opponent, 


25. Kidney ad 


Certain large nerves, branching from the spine, 
are very close to the skin surface over the kidneys. 
A blow here can rupture the kidney and cause severe 
nervous shock or death unless the victim receives 
immediate medical attention. To attack this area, 
use the knife edge of your hand (fig. 21). Other 
effective blows can be delivered with fingers folded 
at the second joints, the outside edge of your fist, the 
knee, or a toe kick, 
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Figure 21. Attacking the kidney, 
26. Collar Bone 
A forceful blow delivered straight down on the 
collar bone at the side of the neck with the knife edge 
of your hand can fracture the bone and cause your 
opponent to drop to his knees (fig. 22). Another 
way of attacking this point, and a particularly good 
25 


way if your opponent is shorter than you, is to 
drive your elbow down into the collar bone. 


Figure 22, The knife edge of the hand is an effective 
weapon to use against the collar bone. 

27. Floating Ribs 

Attack the floating ribs from either the front or 
rear, but, if possible, strike the blow to your op- 
ponent’s right side. The liver is located here just 
below the ribs, and the blow causes terriffic shock to 
this organ. Attack this area with the knife edge of 
your hand (fig. 23), the outside edge of your fist, 
the knuckles folded at the second joints, the heel, the 
toe, or the knee. 
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28. Stomach 

A blow to your opponent’s stomach with your 
Knuckles folded at the second joints causes him 
to loosen his hold on you (fig. 24). If he bends for- 


Ni 


Figure 23. 


Figure 24. To break a hold, hit an opponent in his stomach 
with the knuckles folded at the second joints. 


27 
ward, strike him in the face with your knee or deliver 
a “rabbit punch” to his nape. The knuckle blow 
gives sharper penetration than a blow with the elbow 
or fist, A toe kick or a kneelift can also be used 
and could cause serious injury. 


29. Armpit 

A large nerve is close to the skin in the armpits. 
A blow to this area causes severe pain and temporary 
partial paralysis. If you succeed in knocking your 
opponent down, attack the armpit with a toe kick 
(fig. 25). 
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. jock your opponent down, kick his armpit 
to cause temporary partial paralysis, 


Section IV. LIMBS 
30. Instep 


The small bones of the instep can easily be broken 

with a stomp, causing severe pain to your opponent. 
28 

as well as limiting his movement. When facing 
your opponent, deliver a stomp with the edgo of your 
left boot to his left instep or with the edge of your 
Tight boot to his right instep (fig. 26). ‘This type 
delivery protects your groin area as you turn. Fol- 
low the blow to the instep with a blow to tho ankle. 
Kick your opponent sharply on the outside of his 
ankle with the outside edge of your boot. Do not use 
a toe kick because it may slip off your opponent’s 
ankle without doing damage. 


= 
Figure 


Figure 26. A stomp to an opponent's instep can easily break 
the bones here. 
31. Knee 


Kick your opponent’s knee or kneecap with the 
edge of your boot (fig. 27). The blow will tear 
ligaments and cartilage, causing him extreme pain 
and affecting his mobility. If you succeed in getting 
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to an opponent's knee will hinder hia 
4 mobility. 
behind your opponent, a sharp toe kick to the back of 


his knee will penetrate his flesh and injure the nerves. 


32. Shoulder 

After you knock your opponent down, you can 
easily dislocate his shoulder by twisting his arm 
behind his back and dropping on his shoulder with 
your weight on one knee (imeedrop) (fig. 28). When 
you are in position to do this, you also can fali on 
your opponent's spine, causing paralysis or immedi- 
ate death, 
33. Elbow 


The elbow joint is a comparatively wenk part of the 
body and a forceful blow can dislocate it. Grasp 
your opponent's wrist or forearm and pull it be- 
hind him, stiffening his whole arm (fig. 29). As 


Figure 28. A kneedrop to an opponent's shoulder will die 
locate this part of the body and make his arm useless. 
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Figure 29. Once an opponent's elbow is broken, he ceases to 
be dangerous. 


you do this, give his elbow a sharp blow with the 
heel of your hand. The knife edge of your hand 
or your knee can also be used. 


34, Wrist 

Bending the wrist excessively in any direction 
causes extreme pain. Use a wristlock when attack- 
ing this area. Place both your thumbs on the back 
of your opponent's hand. Bend the wrist at a right 
angle to his forearm (fig. 80). You can control your 
opponent when you get him in this position. 


poets oS 


Figure $0. A wristlock produces severe pain. Am opponent 
can be controlled in this position, 


35. Fingers 

To break an underarm hold around your waist 
from the rear, grasp any one of your opponent's fin- 
gers with one hand while securing his wrist with 
the other (fg. 31). Push down on his wrist and, at 
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the same time, bend his finger back toward his wrist, 
This will break his finger. 


os 
Figure 81. The fingers are vulnerable to attack if an oppo- 


nent has secured a waist hold. 


Section V. ATTACKING THE VULNERABLE 


POINTS WITH AVAILABLE WEAPONS 
36. General 


‘You can attack many of the vulnerable points more 
effectively by using many objects as weapons. 
47. Bayonet Hilt and Tent Peg Knob 


Grasp the bayonet or the tent peg so the hilt of 
the bayonet or the knob of the tent peg protrudes 
from the little finger edge of your hand (fig. 32). 


38, Homemade Blackjack 


You can make a blackjack by placing wet sand or 
a bar of soap ina sock. Tie a knot in the sock just 
3 


The hilt of the bayonet can be used to silence an 
enemy sentry. 
above the sand or the soap. When attacking an op- 


ponent, strike him on the back of his head (fg. 33). 


Figure 32, 


nN 
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39. Blunt Objects 

By striking your opponent between the shoulder 
blades on his spine with a blunt object, you can knock 
him out noiselessly. You can use the blunt end of a 
hand axe or the butt of a rifle (fig. 34). A blow with 
the toe of the rifle or the edge of the axe will kill 
your opponent instead of stunning him, 


40. Tent Rope 

You can strangle an unsuspecting enemy sentry 
by using a tent rope or a piece of wire (pars. 50 
and 51). 


Figure $8. 
patrols, 


Figure $4. To stun an enemy, use the butt end of the rifle, 


To kill him, use the toc. 
a 
41. Other Weapons 


When you find yourself unarmed, you can, on most 
occasions, find a piece of equipment, a rock, a stick, 
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ora club to use asa weapon. By using these and by 
attacking viciously, concentrating on your oppo- 
nent’s vulnerable points, you can quickly kill or dis- 
able him. 


6% 
CHAPTER 4 
KNIFE ATTACK 


42. General 

A knife, properly employed, is a most deadly 
weapon, You can use it on patrols when silence is 
necessary to prevent an outery by an enemy sentry, 
or you can use it for close-in fighting when your 
rifle or carbine is not available. 


43. Grip 

To grip the knife properly, lay it diagonally across 
the outstretched palm of your hand. Grasp the 
small part of the handle next to the cross guard with 
your thumb and forefinger. Your middle finger en- 
circles the knife over the handle at its largest diam- 
eter (fig. 35). With the knife held in this manner, 
it is easily maneuvered in all directions. You can 
control the direction of the blade by a combination 
movement of the forefinger and middle finger and a 
turning of the wrist. When the palm is turned up 
and you are holding the knife in your right hand, 
you can slash to the right or left. When the palm 
is turned down, you can also slash in either direction. 
You can thrust when the palm is held either up or 
down. When the knife makes contact, it is grasped 
tightly by all fingers. 
44. Stance 

When engaging in a knife attack, you are in a 
crouch with your left hand forward and the knife 

37 


Figure 35. A good grip on a knife is essential for control. 
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held close to your body at the right hip (fig. 36). 
Your outstretched left hand acts as a guard, a foil, 
ora parry, and it helps create the opening for a slash 
or athrust. You may also use your left hand to dis- 
tract your opponent’s attention by waving it in his 
face, by throwing something, or by making sudden 
darting motions toward him. When you are in this 
type crouch, your flexed knees provide extreme mo- 
bility and you have good balance. In the crouch, 
you are also able to protect your midsection and 
throat area. 


45. Where To Attack 


a. When a man is attacked from the front with a 
knife, he instinctively tries to protect his stomach 
and throat. If he is wounded in one of these places, 
his fear is so great that he may forget to defend him- 


Figure $6. 4 proper stance provides mobility and good 
protection. 

self further. His opponent, therefore, can easily 

kill him. 

6. You can attack the throat with either a thrust 
ora slash. The thrust is the most effective if the 
knife is driven into the base of the throat just below 
the Adam’s apple (fig. 37). This type blow cuts the 
jugular vein and results in instant death. A slash 
to either side of the neck cuts the carotid artery, 
which carries blood to the brain. Your opponent 
will die from loss of blood within a few seconds. 

¢. A thrust (fig. 38) combined with a slash to the 
stomach produces great shock. Your enemy will be 
stunned and will forget to defend himself. You can 
then deliver a killing blow. A deep wound in the 
stomach causes death if the wound is unattended. 

d. A thrust to the heart (fig. 39) causes instant 
death. This spot, however, is difficult to hit because 
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An enemy will die immediately if a knife is 
thrust into the base of his throat. 


Figure 37. 


A thrust to the heart causes instant death, 
heart, however, is protected by ribs. 


Figure 39. 


The 
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of the protecting ribs. Usually, a hard thrust will 
slip off the rib and penetrate the heart. 

e. Aslash to the wrist (fig. 40) will sever the radial 
artery, causing death within two minutes. This type 
attack is excellent if your opponent attempts to grasp 
your clothing or arm. The radial artery is only one- 
quarter inch below the surface of the skin. Uncon- 
sciousness results in about 30 seconds. 

f. A slash to the upper arm just above the inside 
of the elbow (fig. 41) cuts the brachial artery and 
causes death within 2 minutes. This artery is about 
one-half inch below the skin surface. Unconscious- 
ness occurs in about 15 seconds. 

g. A slash to the inside of the leg near the groin 
(fig. 42) severs the arteries there and makes that 
limb useless. 

7 


Figure 40. A slash to the wrist cuts the radial artery and 
will kill an enemy within two minutes. 


Figure 41. 


The upper arm ig vulnerable to a slash, 
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Figure 42. A slash to the inside of the leg will 
immobilize an opponent, 
46. Attack From the Rear 

a, To attack an enemy from the rear, you launch 
your attack immediately on reaching a position not 
less than 5 feet from him. Thrust the knife into 
his right or left kidney and simultaneously grasp 
his mouth and nose with the other hand (fig. 43). 
After a short interval, withdraw the blade, slashing 
as you do so, and cut his throat, The thrust to the 
kidney produces great shock and causes internal 
hemorrhage and death. 

&. A thrust into the side of the neck (fig. 44 @) 
is also effective when you want to maintain silence. 
A slash across the neck from the rear (fig. 44 @) 
sovers the windpipe and jugular vein. 


¢. The subclavian artery is approximately 2% 
inches below the surface between the collar bone and 
shoulder blade (fig. 45). Attack this spot with a 
thrust by gripping the knife as you would an ice 
pick. As you withdraw the knife, slash to make 
the wound as large as possible. This artery is diffi 
cult to hit, but once it is cut, the bleeding cannot be 
stopped and your opponent will lose consciousness 
within seconds. Death will follow rapidly. 


ARMY HAND-TO-HAND COMBAT 


a 


Figure 48. A thrust to the kidney from the rear 
disposes of an enemy silently. 
4 


Figure 44. A thrust or a slash to the neck from the rear kills 
an enemy quickly and silently. 
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Figure 45. Attacking the subclavian artery 


“ 
CHAPTER 5 
SILENCING SENTRIES 


47, General 


Knowing the methods of silencing sentries will 
enable you to maintain silence and surprise and kill 
an unsuspecting man from his rear quickly, quietly, 
and efficiently. 


48. Helmet Neck Break 

Grasp the front rim of your opponent’s helmet 
with your right hand. At the same time, place your 
left forearm against the back of his neck and place 
your left hand on his right shoulder (fig. 46 @) 
Holding firmly to the front rim of your opponent’s 
helmet, pull his helmet up, back, and down and press 
your left forearm forward (fig. 46 @®). Your left 
forearm, under the back edge of his helmet, acts as a 
fulcrum against which his neck is broken. This 
method is possible only when your opponent’s hel 
met strap is fastened underneath his chin. 


49. Helmet Smash 


If you see that your opponent’s helmet strap is not 
fastened or should you discover this when attempt- 
ing the helmet neck break, silence the man with a 
helmet smash. Pull your opponent's helmet quickly 
from his head. While doing this, grasp his collar 
with your other hand, jerking him off balance to his 
rear (fig.47@). Then smash the helmet to the back 
of his head or at the back of his neck (fig. 47 @). 
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Figure 46. The helmet neck break. 


en 
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Figure 47. Use the hetmet smash when an opponent's helmet 
strap is not fastened, 


” 
Your opponent may have a chance to yell when this 
method is used. 


50. Strangulation With Wire or Cord 


For this method of strangling an opponent to 
death, you need a piece of flexible wire or a piece of 


cord about threo feet in length. Approach the 
enemy from his rear, holding an end of the wire or 
cord in each hand. Toss the wire or cord over his 
neck from his left and place the heel of your left 
hand, still holding the end of the wire or cord, on 
his shoulder near his nape. At the same time, place 
your knee in the small of the man’s back and pul! 
back on the cord or wire forcefully with your right 
hand while pushing with the left hand (fig. 48). 
If this is done quickly, your opponent cannot ery out. 
You can tie the ends of the rope or wire around two 
short sticks for a better hold. 


Figure 48. A piece of wire or cord is a silent weapon. 
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51. TwoHand loop = 


Hold an end of the wire or cord in each hand. 
Place your left forearm across the back of your op- 
ponent’s neck as shown in figure 49 @. Swing your 
right arm over your opponent's head from his right, 
looping the wire or cord in front of his throat. 
Complete the loop and jerk your arms sharply in 
opposite directions, tightening the loop and stran- 
gling your opponent (fig. 49@). Quick application 
of this method prevents your opponent from crying 
out. You can cause unconsciousness or death, de- 
pending on the force used and the length of time the 
hold is applied. 

52. Other Methods 

Other methods of silencing sentries can be found 
throughout this manual under other chapter head- 
ings. To help you find these methods, a list of them 
and the chapters and paragraphs where they are 
found are given below. 

a. Knife attack, chapter 4. 

(1) Thrust to kidney (par. 462). 
(2) Thrust to side of neck (par. 465). 
(3) Throat slash (par. 46). 

2. Available weapons, chapter 3, section V. 

(1) Striking an opponent on his spine with a 
blunt object to stun him and with a sharp 
object to kill (par. 39). 

(2) Use of the homemade blackjack (par. 38). 

c. Natural weapons, chapter 3, section II. Strik- 
ing an opponent on the base of the skull with the 
Imife edge of your hand or the little finger edge of 
your fist (par. 16). 

d, Holds, chapter 7, section I. 
(1) Taking a man down from his rear (par. 69). 
(2) Locked rear strangle hold (par. 73). 
31 
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Figure 49. The tio hand loop metho 
quick and silent. 
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CHAPTER 6 
FALL POSITIONS AND THROWS 


Section I. SIDE FALL POSITIONS 
53. General 
You must learn various fall positions before you 


attempt the throws that are taught in unarmed com- 
bat. Constant practice in these positions will enable 
you to be thrown without being injured. 

54, Left Side Fall Position 

Figure 50 shows the left side fall position. The 
check points for this position are— 

a. Your right foot is driven to the ground, taking 
up the initial shock of the fall. It strikes the ground 
before your body and is crossed over your left leg at 
the knee. The sole of your foot is flat on the ground. 

&. Your left arm is the “beating” arm and takes up 
additional shock. It is extended along the ground, 
palm down, at an angle of 45° to the body. This arm 
makes contact with the ground at the same time your 
“shock absorber” foot does. 

. Your chin is tueked into your chest. Keep your 
neck tense to prevent your head from being injured. 

@, Your right arm is folded across your chest. 
This prevents injury to your right elbow and offers 
some protection to the head and body from the blows 
of your opponent. 
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¢. The entire left side of your body makes solid 
contact with the ground. To relax your left leg, 
bend it slightly to prevent it from being injured. 

j. The check points for the right side fall position 
are the same as those.for the left side fall position. 
Simply substitute the words “right” for “left” and 
“left” for “right.” 
55. Practicing the Falls 

a, Figure 51 illustrates a method of practicing the 
fall positions. Your training partner assumes a po- 
sition on his hands and knees. Lie with your back 


378 ARMY HAND-TO-HAND COMBAT 


across his back and position your legs and right arm 
into the proper position for the fall. Fold your left 
arm across your chest, 


Figure 51. 4 basic way to practice the left side fall position 
4a to fall off @ training partner's back in the proper 
Position. 

6, Watch the ground over your left shoulder and 
swing your left arm forcefully to your left, rolling 
off your partner’s back. Your left hand and right 
foot strike the ground first, taking up the initial 
shock of the fall. The right side fall position can 
be practiced in a similar manner. 

56. Advanced Falling Practice 
a. Start from the guard position. Take several 

steps forward to build up momentum. When your 

left foot strikes the ground, kick your right leg 
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vigorously into the air. At the same time, thrust 
with your left foot so that your body is propelled 
into the air, feet first, and is parallel to the ground. 


55 

While in midair, twist your body 90° to the left and, 
at the same time, cross your right foot over your 
left leg at the knee. The sole of your right foot faces 
toward the ground so it will strike the ground first, 
thus taking up the initial shock of the fall. While 
still in the air, extend your left arm in front and at 
a 45° angle to your body. Your palm is down to 
take up the additional shock of the fall and to pre- 
vent injury to the elbow. Tuck your chin into your 
chest and fold your right arm across your chest. 
This prevents injury to your head and right arm 
when you make contact with the ground. When you 
strike the ground, you have good contact along the 
entire left side of the body, your right foot having 
absorbed most of the shock. The right side fall 
position can be practiced in a similar manner. 

%. Start from the right side fall position on the 
ground. Push off the ground vigorously with your 
left foot and right arm in order to turn your body 
to the left side. During the turn, pull your knees 
against your chest and thrust them vigorously up- 
ward and outward at an angle of 15° so that your 
entire body is lifted off the ground. Once you are in 
the air, twist 90° to your left, assuming the left side 
fall position. By completely clearing the ground 
when changing from the right to the left side fall 
position, you obtain practice in absorbing landing 
shock. The right side fall position can be practiced 
froin the left side in a similar manner, 


5 
Section Il. OVER SHOULDER THROW FALL 
POSITION 


57. From a Standing Position 

Use this fall position when your opponent throws 
you over his shoulder. To practice this fall posi- 
tion, start from the guard position. Take several 
steps forward to build up momentum, and then as- 
sume a squatting position as if going into a forward 
roll. Place your hands between your knees, with 
the palms flat on the ground. Arch your back and 
tuck your chin into your chest to keep your head from 
striking the ground (fig. 52 @). Roll forward in 
asomersault. At the peak of the forward roll, drive 
the soles of the feet to the ground about shoulder’s 
width apart, keeping your lower legs at a 90° angle 
tothe ground. This takes up the initial shock of the 
fall. Keep your stomach muscles tightened so your 
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Figure 52—Contiaued. 

buttocks will not strike the ground when you land. 
At the same time your feet strike the ground, slap 
both hands to the ground. The arms are fully ex- 
tended and the palms down, forming a 45° angle to 
your body. This slapping motion gives you contact 
with the ground along both arms and across the 
shoulders, taking up the fall’s additional shock (fig. 
52 @). After completing the fall, check the fol- 
lowing points: 
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a. Are the soles of both Foot flat on the ground? 

b. Are the lower legs at a 90° angle to the ground? 

¢. Are the buttocks well off the ground? 

d. Is the chin tucked into the chest? 

e. Are the shoulders and arms flat on the ground, 
palms down, with the arms at a 45° angle to the body? 


58. From the Ground 

To practice the over shoulder throw fall position 
without coming to a standing position, do the fol- 
lowing: 

a, Lie down on the ground, draw your knees up 
to your chest, fold your arms across your chest, and 
rock into a sitting position. 

b. Roll backward as if going into a backward roll. 

ce. At the peak of your backward roll (when your 
shoulders touch the ground), thrust your feet vigor- 
ously upward and outward at an angle of 15°, rais- 
ing your body completely off the ground. 

d. While in midair, tighten your stomach muscles 
and strike the soles of your feet to the ground. 

e. Make contact with the ground with your 
shoulders, arms, and soles of the feet all at the same 
time. 


Section Ill. BASIC THROWS 
59. General 


At times in hand-to-hand combat, you have to 
throw your opponent to the ground before you can 
attack a vulnerable part of his body. Three basic 
throws used are the right hip throw, the over 
shoulder throw, and the reverse hip throw. Varia- 
tions of these throws can be used and new ones 
taught after you have learned the basic ones, An 


s9 
additional basic throw, the leg hock, is not described 
in this manual. 

a. Speed is the primary factor in throwing an 
opponent in combat. In training, however, strive 
for precision and accuracy. Do each phase of the 
throws with deliberate action. Once you have thor- 
oughly learned the throws, work for speed through 
constant practice. 

3. In the beginning, your partner should offer no 
resistance. He should cooperate and permit you 
to execute the throw while he concentrates on assum- 
ing a good fall position. 

¢. The three throws described in this section may 
be executed from either side simply by substituting 
the words “right” for “left” and “left” for “right.” 


60. Right Hip Throw 


a, Start the right hip throw from the guard posi- 
tion, facing your opponent. Place your left foot 
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in front of and slightly inside of your opponent's 
left foot. At the same time, strike your opponent 
vigorously on his right shoulder with the heel of your 
left hand and grasp his clothing here (fig. 53 @). 
This blow knocks him off balance. 

&. Pivot to your left 180° on the ball of your 
left foot. During your pivot, place your right arm 
around your opponent’s waist and jerk him forward 
forcefully with both arms, driving his midsection 
into your buttocks. This maneuver bends your op- 
ponent over your right hip at his waist and leaves 
him partially suspended in this position. At the 
completion of this maneuver, your buttocks are into 
your opponent's midsection, your right foot is in front 
of and slightly outside of his right foot, and your 
knees are bent (fig. 53 @). 


NEY 


ress 


@ Suspend the opponent im midair 
‘with both 


Right hip throw, 


by Jerking forcefully forward 
arms 


Figure 53. 
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c. Straighten your legs quickly, thrusting your 
buttocks forcefully into your opponent’s midsection. 
At the same time, bend forward at the waist and 
pull forward and down with both arms, driving your 
opponent to the ground (fig. 53 @). Use your hip 
as a fulcrum, throwing the man over your right hip 
and not over the outside of your leg. At the comple- 
tion of the throw, your opponent lands in the left 
side fall position. You are rove to deliver a blow 


© Be reuly ko Gellver  kling blow t>« valnerabe potst 
Figure 53. Right hip throw—Continued. 

61, Over Shoulder Throw 

a. Start the over shoulder throw from the guard 
position, facing your opponent. The first phase of 
this throw is identical to the first phase of the right 
hip throw and the foot work is identical throughout 
to that of the right hip throw. Place your left foot 


in front of and slightly inside of your opponent's 
left foot. At the same time, strike him vigorously 
on his right shoulder with the heel of your left hand 
and grasp his clothing here (fig. 58 @). 

’. Pivot to your left 180° on the ball of your left 
foot. Keep your right arm in position to protect 
your head and neck region until you near the com- 
pletion of the pivot. Then reach up and grasp your 
opponent’s clothing at his right shoulder with your 
right hand, gripping him here with a double hand 
hold. As you complete your pivot, pull your oppo- 
nent forward and drive his midsection into your but- 
tocks (fig. 54 @). Your buttocks are directly 
front of your opponent’s hips, your right foot is in 
front of and slightly outside of your opponent’s 
right foot, your elbows are as close to your body as 
possible, and your knees are bent. 


381 


ARMY HAND-TO-HAND COMBAT 


¢, Straighten your legs, bend at the waist, and pull 
downward with both hands (fig.54@). This action 
will catapult him over your shoulder. Your part- 
ner assumes the over shoulder throw fall pos 


he strikes the ground. 
62. Reverse Hip Throw 


a, Start the reverse hip throw from the guard posi- 
tion, facing your opponent. Stand slightly closer 
to him than in the two previous throws, Take along 
step forward with your left foot and place it slightly 
outside of and a few inches beyond your opponent's 
right foot. Most of your weight is supported on 
your left foot: At the same time, strike your op- 
ponent forcefully on his right upper arm with your 
left hand and grasp his arm at this point with that 
hand (fig. 55 @). This blow causes him to lose his 
balance to the rear. 


Figure 54. 


The over shoulder throw. 
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‘grip on the opponent's right arm 


ct and suspend the opponent in 

midair 

Figure 58. Reverse hip throw. 
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knock the man out, deliver a blow to a 


ip throw—Continued. 


Figure 55. Reverse 
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3. Step around your opponent with your right foot 
and place it directly behind him. At the same time, 
encircle his waist with your right arm. Push your 
hips to your right as far as possible to gain buttock 
to buttock contact, and pull your opponent in posi- 
tion on your right hip. At this time, lock your op- 
ponent’s right arm into your side with your left 
elbow (fig. 55 @). 

¢. Straighten your legs, use your right hip as a 
fulcrum, and slam the man to the ground (fig. 55 @). 
Be sure to use your hip as a fulcrum and throw your 


os 
opponent over your hip, not over the side of your 
right leg. Notice in figure 55 @ that you retain the 
armlock on your opponent's right arm, Also notice 
that the man who was thrown has assumed the left 
side fall position. 


Section IV. VARIATIONS 
63. Variations of the Hip Throw 

a. Figure 56 © illustrates a variation of the left hip 
throw. Both of your opponent’s arms are securely 
pinioned, his right arm. with a single elbowlock and 
his left arm clasped at the elbow. 

>. Figure 56 @ illustrates another variation. This 
time you grasp your opponent’s right arm with both 
hands and again use your hip as a fulcrum. 

c. In a third variation, place your right arm 
around your opponent’s neck as you pivot, rather 
than around his waist. Your left hand locks your 
opponent's right arm (fig 56@). 

64. Variations of the Over Shoulder Throw 

a. Figure 57@ illustrates a variation of the over 
shoulder throw. While facing your opponent, grasp 
his right wrist with your left hand. Then pivot to 
your left 180°, pulling him forward as you do so. 
Grasp his right upper arm with your right hand and. 
throw him over your shoulder as described in para- 
graph 61. 

b, Figure 57@ illustrates another variation of the 
over shoulder throw. From a position facing your 
opponent, grasp his left lapel with your right hand. 
Maintain this hold and pivot 180° to the left, plec- 
ing your right forearm under his right armpit as 
you complete the pivot. Grasp his right arm at the 
elbow as you execute your pivot. 
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© Pin both the opponen: © Use the hip asa fulerum 
Figure 56. Variations of the hip throw, 
oa 


fae hic 


© Grasp the opponen © Grasp the opponent by bis balr 
Figure 56. Variations of the hip throw—Continued. Figure 57. Variations of the over shoulder throw — 


are . Continued. 
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¢e, Figure 57 @ illustrates another variation. When 
your opponent attacks you from the rear, grasp his 
hair or lock both arms around his head and throw 
him over your shoulder. 


65. Variations of the Reverse Hip Throw 

a. Figure 58@ illustrates a variation of the re- 
verse hip throw. Instead of placing your right arm 
around your opponent's waist, get a strangle hold 
around his throat. 

3. In this variation, grasp the hand of the arm 
i which you placed around your opponent's throat as 
© Use the opponent's arm for leverage described in @ above. This gives you a strangle 
Figure St. Vartations of the aver shoulder throw. hold (fig. 58@). 


1 


POOR MAN'S JAMES BOND Vol. 


Figure 58. Variation of the Sovtrse hip throw—Continued. 
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CHAPTER 7 
HOLDS AND ESCAPES 


Section 1. HOLDS 


66. General 

The two purposes of a hold are— 

a. To kill your opponent immediately by applying 
enough pressure to certain parts of the body. 

b. To hold your enemy until you can follow 
through with a blow to a vulnerable part of the body. 


67. Front Strangle Hold 
The front strangle hold is particularly good against 
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a low frontal attack. As your opponent charges, 
slap your left hand against his right shoulder to slow 
his momentum and slip your right forearm under his 
throat. Clamp his head under your arm. Clasp 
your left wrist with your right hand. Apply pres- 
sure by leaning backward and lifting with your right 
forearm (fig. 59@). You can choke your opponent 
to death in this position. Another way to execute 
this hold and one which acts more swiftly is illus- 
trated in figure 59@. Grasp the knife edge of your 
right hand with the fingers of your left, pull force- 
fully toward your chest and, at the same time, lean 
backward. Properly executed, any strangle hold can 
cause unconsciousness in approximately seven sec- 
onds. Continued pressure will kill a man in less 
than 1 minute. When applying this hold, keep the 


7a 


Figure 59. The front strangle hold is particularly good 
against @ low frontal attack. 
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dony, inside edge of your forearm across your oppo- 
nent’s Adam's apple for maximum. effectiveness. 
68. Side Collar Strangle Hold 

Grip your opponent well back on his collar with 
both hands, palms down. Use the back of his collar 
for leverage and roll the second knuckles of your 
forefingers into the carotid arteries at the sides of 
his neck. Place both your thumbs below his Adam’s 
apple, applying continuous pressure inward and up- 
ward (fig. 60). This hold is best used when your 
opponent is on the ground and unable to attack your 
groin. It causes unconsciousness and eventual death 
by stopping the flow of blood to the brain. 

2 beh oar 


Figure 60, The side collar strangie hold stops the flow of 
dlood to the brain and causes eventual death, 


69. Taking a Man Down From His Rear 


Figure 61 @ illustrates the start of the proper 
method of taking a man down from his rear. Your 
hands and foot make contact with your opponent's 
body simultaneously. Clap your hands down on his 
shoulders and, at the same time, pull backward. 
Kick the sole of the right foot forcefully against the 
back of your victim's knee joint (fig. 61 @). This 
attack drops your victim to the ground instantly 
and places him in a position to be disabled or killed 
quickly. To knock your enemy unconscious, drive 
your knee to the base of his skull as he goes down. 


70. Cross Collar Strangle Hold 

To be effective, this hold must be executed on an 
individual who is wearing an open collar or who has 
open lapels on his coat or jacket. Cross your hands 
at the wrist and grasp the collar opening with your 
fingers on the inside and your thumbs on the out- 
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side. Pull strongly with your fingers and scissor 


your arm against your opponent’s throat (fig. 62). 
He will drop to the ground unconscious. This stran- 
gle hold can also be executed from the rear. Cross 
your arms in front of your opponent’s throat, seize 
his clothing at the neck, and press your arms into 
his throat by pulling tight. 


71. Full Nelson 


Execute this hold on your enemy from the rear. 
Place both your arms well up into your opponent’s 
armpits and place your hands on the back of his 
head. Interlock your fingers (fig. 63 ©). Apply 
downward pressure on his head and upward pressure 
under his arms (fig. 63 ©). 
76 


< @ 
Figure 61. If an opponent has his back turned, he ean easily 
be thrown to the ground and killed quickly. 


The cross collar strangle hold, executed properly, 
causes unconsciousness. 


Pigure 62, 


1 
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Figure 63. The full nelson is executed when an opponent has 
hie back turned. 

72. Hammerlock 

To execute this hold from the rear, grasp your 
opponent’s hand or wrist and pull backward. ‘Then, 
force his forearm up toward his head (fig. 64). By 
keeping your right hand at his right elbow and by 
continuing to force up on his arm, you can easily 
dislocate his shoulder. To execute a hammerlock 
when facing your opponent, grasp his right wrist 
with both hands. Pivot to your left 180°. During 
your pivot, raise your opponent’s arm above your 
head and step beneath it and behind him at the com- 


pletion of your turn, ~~ 


Figure 64. An opponent's shoulder can easily be dislocated 


dy using the hammerlock. 
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73. Locked Rear Strangle Hold 

Use the locked rear strangle hold when approach- 
ing your opponent from his rear. Place your left 
hand on the back of his head and, at the same time, 
cross your right forearm under his neck from the 
right (fig. 65@). Bring your right forearm to the 
left and lock it to your left upper arm (fg. 65 @). 
In this position, push with your hand on the back of 
his head and lean forward. Enongh pressure can 
break his neck. Keep the inside, Bony edge of the 
right forearm over your opponent's Adam's apple 
tor best effect, 


io) 
Figure 65. The locked rear atrangle hold 


can break an opponent's neck, 
Ra 
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74. Double Wristlock  ** 


To execute a double wristlock, grasp your op- 
ponent’s right wrist with your left hand (fig. 66@). 
Pass your right hand and arm over his right upper 
arm, under his bent elbow, and clasp your left wrist, 
completing the double wristlock (fig. 66 @). Con- 
tinue the movement by jerking his arm up and back 
into a twisting hammerlock (fig. 66 @). Figure 
86. illustrates a variation of the double wristlock 


hammerlock, 


® 
Figure 66. The double wristlock may be 
continued into a hammerlock—Continued 
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Section Il. ESCAPE FROM HOLDS 
75. General 

If your opponent succeeds in getting a hold on you, 
you must break this hold before or immediately 
after he completes it. Bite, kick, or strike him at 
vulnerable points to help loosen or break the hold 
before he can apply pressure. By escaping from 
your opponent’s grasp immediately, you can take the 
offensive again and attack him. 


76, Escape From Choke Hold 

When your opponent attempts to choke you (fig. 
67 @), use the arm swing tc break his hold. Swing 
your arm over his arms in a forceful roundhouse 
blow. As you do this, pivot in the direction of your 
swing to get as much of your body weight behind 
your arm as possible (fig. 67 @). This causes your 
opponent to loosen his hold. Be prepared to strike 
him across the face or the side of the neck with a 
backhanded blow with the knife edge of your hand 
before he recovers. This escape can also be used 
against a choke hold from the rear. Swing your 
arm and pivot around, facing your attacker as you 
swing, 
77. Second Escape From Choke Hold 

As your opponent gains the hold, clasp your hands 
together (fig. 68 @). Grip the knife edge of your 
left hand with the fingers of your right, and tightly 
wrap the left thumb around the right thumb. Do 
not interlock your fingers. Drive your hands up be- 
tween your opponent’s arms, forcing him to loosen 
his hold (fig.68@). From this position, smash your 
clasped hands on the bridge of his nose (fig. 68 @), 
or grasp the back of his head and pull it down, meet- 
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Pigure 67. 


@ 

The choke hold is broken 

by @ roundhouse urm swing. 
a5 
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The choke hold can de broken and an opponent 
injured in one continuous motion. 


Figure 68. 


6 
ing it with a knee-lift. You can also separate your 
hands after breaking the hold and strike his collar 
bone with the knife edges of your hands. 


78. Escape From Two-Hand Strangle Hold When 
Pinned Against Wall 

Ordinarily, an opponent attempting to strangle 
you while your back is to a wall extends his arms, 
squeezes with his fingers, and pushes you against the 
wall (fig. 69 @). To escape from this hold, place 
the heel of your right hand on his left elbow and 
the heel of your left hand on his right elbow. Apply 
pressure inward and away from you (fig. 69 @). 
This prevents your opponent from using the power 
of his fingers and he cannot choke you. To drive 
him back, drive your knee or toe into his groin. 


79. Escape From One-Arm Strangle Hold From the 
Rear 

When your opponent attacks as shown in figure 
70 @, reach up with your left hand and grasp his 
clothing at his right elbow. Pull down on his elbow 
and, at the same time, tuck your chin into its crook 
so he cannot choke you. Grasp your opponent’s 
right shoulder with your right hand (fig. 70 @). 
Push backward with your buttocks against his mid- 
section, retaining your hold on his upper arm and 
shoulder with both hands. Bend from the waist 
swiftly and throw your opponent over your head 
and to the ground (fg. 70 @). 
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Figure 69. Escape from t10-hand 
front strangle hold when pinned against walt. 
8 


© 
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Figure 70. Escape from one-arm strangle hold from the 
rear. 


39 
80. Escape From Front Overarm Bear Hug 


When your opponent has grasped you around the 
body and pinned both your arms as shown in figure 
71 ©, bring your thumbs into his groin, forcing his 
hips backward and leaving a space between your 
hips and his (fig. 71 @). Pivot on your left foot 
and place your right foot outside of your opponent's 
right foot. Slip your right arm under his left arm- 
pit and grasp him across the back. Your left hand 
grasps his right upper arm, pulling it forcefully. 
Force your buttocks into his midsection and, at the 
same time, twist to your left. Lift with your right 
arm and pull with your left hand, throwing your 
opponent over your hip and to the ground (fig. 
71@). 


81. Escape From Overarm Rear Body Hold 


When your opponent attacks as shown in figure 
72 ®, loosen his grip by stepping on his instep or 
kicking his shins. Raise your elbows shoulder 
high and, at the same time, lower your body quickly 
by bending your knees (fig. 72@). Then drive your 
elbow into his midsection (fig. 72@). Continue the 
movement by reaching up with your right hand and 
grasping his right upper arm just above his elbow. 
With your left hand, grip his right wrist and throw 
him over your head (fig. 72@ and ®. He will hit 
the ground on his back presenting a good target to 
attack. 
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‘rom front overurm bear hug. 


Baca: 


Figure 71 


@ 
Figure 72, Escape from overarm rear body hold— 
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82. Escape From Front Underarm Bear Hug 


Figure 73 @ shows that your opponent has locked 
his arms around your waist and is attempting to bend 
you over backward. Close the fingers of your left 
hand and place the thumb underneath the base of his 
nose. Put your right arm around his waist. By 
pressing with your left thumb and pulling his waist 
toward you, he either loosens his grip or is forced 
backward (fig. 73 @). 


Escape from overarm rear body hold. 


Figure 72. 


POOR MAN'S 


JAMES BOND Vol. 


1 


o ‘ 

Figure 73. Eacape from front underarm bear hug. 
83. Escape From Rear Underarm Body Hold 

When your opponent grasps you as shown in fig- 
uro 74 ©, reach down with your left hand and place 
it just above his left knee. Press down on this spot 
with most of your weight (fig. 74@). You now have 
a firm base on which to pivot. Lift both your feet 


Figure 74. Escape from rear underarm body hold. 


from the ground and switch your left leg behind your 
opponent's right leg. As soon as your feet are firmly 
planted on the ground, bring your left hand under 
your opponent's left knee and your right hand under 
his right knee (fig. 74@). Lift up and raise him off 
the ground (fig. 74@). If your opponent releases 
his hold, you can drive his head into the ground. If 
he keeps his hold, fall on him and force his head into 
the ground. 


ARMY HAND-TO-HAND COMBAT 


Figure 7%. Escape from rear underarm body hold—Con, 
6 

84. Second Escape From Rear Underarm Body Hold 

Your opponent uses the same grasp around your 
waist as explained in paragraph 83, but this time he 
braces himself by placing one leg between your legs 
and putting his head behind your shoulder blade out 
of reach of your arms (fig. 75 @). To break this 
hold, bend swiftly from the waist and grasp the ankle 
of the foot which he has between your legs (fig. 
75@). Keep your hold on his ankle and straighten 
your body. This puts pressure on your opponent’s 
knee, causing him to release his hold and drop on his 
back (fig. 75 @). I your opponent keeps his hold, 
fall backward on top of him, driving your weight 
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into his midsection 


85. Escape From Two-Hand Grip on One Wrist 

If your opponent grasps your right wrist with 
both hands as shown in figure 76 @, step forward 
with your right foot and bend both knees. Keep the 
trunk of your body upright and bring your right 
elbow close to your stomach. Reach across with 
your left hand and grasp your right fist (fig. 76 @). 
By straightening your legs and pulling back with 
the power of your body and arms, you bring pres- 
sure on your opponent's thumbs, forcing him to re- 
lease his hold. At the completion of the escape, 
you are in position to deliver a blow to your oppo- 
nent’s head or neck with the knife edge of your 
right hand (fig. 76 @). 


nid 


fo) 
Figure 75. Second escape from rear underarm body hold. 
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Figure 76. Escape from two-hand grip om one srist. 


99. 
86. Escape From Two-Hand Overhand Grip on Both 
Wrists 


If your opponent grasps your wrists as shown in 
figure 77 ©, step forward with either foot and bend 
both knees. At the same time, bend your arms so the 
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elbows are close to the lower abdomen (fig. 7 @)- 
Execute the escape by straightening your legs, pull- 
ing back with your body, and pushing your arms 
upward in one motion (fig. 77 @). The faster 
you work this escape, the more effective it is. 

100 
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® 
Bacape from two-hand 
overhand grip on both wrists. 


Figure 17. 
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CHAPTER 8 
DISARMING METHODS 


Section I. BAYONET DISARMING 
87. General 

In training, you are taught bayonet disarming 
methods for both long thrust and short thrust at- 
tacks. In combat, however, any of the methods de- 
scribed in this section can be used to disarm an op- 
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ponent whether he uses a long thrust or a short thrust. 
‘The reason the text differentiates between a short 
thrust and a long thrust is to enable you to gage the 
distance between the point of the bayonet and your 
body when practicing these techniques. When prac- 
ticing the short thrust, you should be approximately 
arm’s distance from the point of the bayonet. When 
practicing the long thrust, the distance is increased 
one foot. The unarmed man in training should wait 
until the armed man has committed himself before 
going into his disarming maneuver. 


88. Counter Against Short Thrust 

a. If your opponent attacks you with a short 
thrust, twist your body to the left but keep your feet 
in place, At the same time, slap your right forearm 
or wrist against the barrel of his rifle, deflecting the 
bayonet from your body (fig. 78 ©). 

6, As soon as the bayonet has passed your body, 
grasp your opponent’s left hand with your right 
hand. At the same time, take a long step with your 
left foot toward your opponent’s right, reach under 


Figure 78. Counter against short thrust. 


: the rifle with your left hand, and press your left 


shoulder against the upper handguard. With your 
left hand, grasp his right hand where it holds the 
top of the small of the stock (fig. 78 ®). 

c. Pull with your left hand and push with your 
right hand. Keep your weight on your left foot and 
kick your attacker with the calf of your right leg 
behind the knee joint of his right leg (fig. 78 ©). 
Your opponent will fall to the ground and loosen 
his grip on the rifle. 


99. Second Counter Against Short Thrust 
a. As your opponent makes his thrust, use the heel 
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of your right hand to parry his bayonet to your 
left and, at the same time, side-step to your right 
oblique. You are now in a position facing the rife 
from the side with your groin area protected by your 
right leg (fig. 79 ©). 


Figure 78. Counter against short thrust—Continued. 
104 


3. With your left hand, palm up, grasp the rifle on 
the upper handguard. At the same time, strike the 
inside of your opponent's left elbow sharply with the 
knife edge of your right hand (fig. 79 ®). 

c. Keep a firm hold on the rifle. Step through 
with your left foot, moving quickly past your at- 
tacker on his left, and jerk the rifle up and backward 
in an are over his shoulder (fig. 79 @). If he keeps 
his hold on the rifle, kick him and yank the rifle 
loose. Whirl and attack him with the bayonet. 
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Figure 79. Second counter againat short thrust—Continued. 
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90. Third Counter Against Short Thrust 

a. As your opponent makes his thrust, use the heel 
of your left hand to parry the bayonet to your right 
and side-step to your left oblique. You are now in 
position facing the side of the rifle with your groin 
area protected by your left leg (fig. 80 @ ). 


aes sea’ 


Figure 80. Third counter against short thrust. 
6. With your right hand, palm up, grasp the rifle 


anywhere on the upper handguard and with the left 
hand, palm down, grasp the receiver (fig. 80 @). 
c. Keep a firm hold on the rifle with both hands 


and step through with your right foot, moving 
quickly past your opponent. Jerk the rifle sharply 
up and backward in an arc over the attacker’s 
shoulder and twist it out of his hands (fig. 80 @). 
Whirl and smash him with the butt or attack him 
with the bayonet. 


fa 


ere 
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Figure 80. Third counter against short thrust—Continued. 
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91. Counter Against Long Thrust 


a. As your opponent executes the long thrust, 
parry the bayonet to your left by slapping it with 
the heel of your right hand and side-step to the right 
oblique. You are now in a position facing the side 
of the rifle with your groin area protected by your 
right leg (fig. 81 @). With your left hand, palm 
up, grasp your opponent's left hand and the rifle from 
underneath (fig. 81@). Twist your body to the left 
in front of your opponent and place your right leg in 
front of his body (fig. 81 @). 


Figure 81. 


Counter against tong thrust. 

3. With the right hand, palm down, grasp your 
opponent’s left hand and rifle from above. Twist 
the rifle and pull your opponent across your right 
leg. At the same time, exert pressure with the right 
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Figure 81. 


Counter against long thrust—Continued. 
10 


Figure 81. Counter against long thrust—Continued. 


we 

elbow against the outside of his left arm and elbow 
(fig. 81@). Sufficient pressure downward with your 
elbow, while twisting and pulling up on the rifle, can 
break your opponent's elbow. 

¢. Continue the twisting motion, pulling your op- 
ponent completely across your leg and throwing him 
to the ground (fig. 81 @). Regrasp the rifle and 
follow through with an attack. 


92. Second Counter Against Long Thrust 


@. As your opponent executes the long thrust, parry 
his bayonet to your right with a sharp slapping 
movement with the heel of your left hand. As you 
parry with your left hand, move your body to the 
left oblique, stepping off to your left front with 
your left foot. You are now in position facing the 
rifle from the side with your groin area protected by 
your left leg (fig. 82 @). 

&. Strike the open palms of both hands down on 
the rifle near the muzzle, driving the point of the 
bayonet into the ground (fig. 82@). Do not follow 
the rifle all the way to the ground, but allow your op- 
ponent’s momentum to imbed the bayonet into the 
ground. 

¢. Grasp the butt of the rifle with your left hand 
and with the right hand grasp your Opponent any- 
where on his back or head (fig. 82 ©). To com- 
pletely disarm him, drive the stock of the rifle into 
your opponent's body and, at the same time, pull him 
with your right hand, spinning him to the ground 
(fig. 82 @). You are now in position to recover 
the rifle and attack him. 
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Figure 82. Second counter against long thrust—Continued. 
14 


93. Third Counter Against Long Thrust 


a. This counter is essentially the same as the 
method described in paragraph 92 except that you 
parry left instead of right. This time as you parry, 
step to your right front with your right foot (fig. 
83@). 


Figure 83. Third counter against long thrust. 


. Execute the same movement as described in 
paragraph 925. Use the open palms of both hands 
and drive the bayonet into the ground. 

¢e. It may be difficult to reach across your oppo- 
nent’s body to grasp the butt of the rifle. Therefore, 
grasp his clothing with both hands and pull him 
forward, throwing him to the ground (fig. 83 ®). 
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Figure 83. Third counter against long thrus!—Contioued. 


Section Il. KNIFE DISARMING 


94, Counter Against Downward Stroke 


a. If your opponent attacks as shown in figure 
84 ©, stop the blow by catching his wrist in the 
pocket formed by bending your fist forward at your 
right wrist. Step through with your right foot to 
protect your groin area. At the same time, strike 
him sharply in the crook of his right elbow with the 
thumb side of your forearm or wrist. This causes 
his arm to bend. 

>. Bring your left hand behind his right forearm 
and underneath your right wrist, and grasp your 
right forearm. Bring your elbows close to your 
body (fig. 84 @). 
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Figure 84. Counter against downward stroke, 
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1 
ce. Bend swiftly from the waist, putting pressure 
on your opponent’s arm (fig. 84 @). This causes 
him to fall backward and lose his weapon. 
By ay "7 


Figure 8}. Counter against downward stroke—Continued, 


95. Second Counter Against Downward Stroke 

@. Stop the blow by catching your opponent’s 
wrist in the pocket formed at your left wrist by 
bending your fist forward. Step through with your 
right foot to protect your groin area. Keep your 
left forearm horizontal to the ground. At the same 
time, bring your right hand underneath your op- 
ponent’s knife arm and grasp your left fist (fig. 
85 @). 

2. Bend swiftly forward from the waist and put 
Pressure on your opponent’s arm (fig. 85 @). This 
causes him to fall backward and lose his weapon. 
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Fiowre 85. Beoond counter against dowonweré stroke. 


96. Counter Against Upward Stroke 


4, Block an upward knife stroke by catching your 
opponent’s wrist or forearm in the pocket formed 
at your left wrist by bending your fist forward. 
Keep your elbow low. At the same time, twist your 
body to the right (fig. 86 @). 

4. As soon as you stop the blow, grasp your at- 
tacker’s right hand with your right hand and place 
your thumb on the back of his hand. Reinforce this 
hold by grasping his wrist with your left hand and 
placing your left thumb on the back of his hand 
(fig. 86 @). 

¢. Twist his wrist to your left and bend his hand 
toward his forearm, causing him to fall to the ground 
(fig. 86 @). 
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Figure 86. 


Figure 86. Counter against upward stroke—Continued. 
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97. Second Counter Against Upward Stroke 


a, Another method of defending yourself against 
an upward stroke is to block your opponent’s wrist 
or forearm in a “V” formed by your hands (fig. 
87 @). Keep your arms extended. Take a short 
crowhop to the rear as you block his thrust so your 
midsection is further from the point of the knife 


(fig. 78 @). 


® 
Figure 87. Second counter against upward siroke— 
Continued. 


Figure 87. Second counter against upward stroke, 


8. Grasp your opponent’s wrist tightly with both 
hands and pivot to your left on the ball of your left 
foot. At the same time, raise your opponent’s knife 
hand and step directly beneath his arm (fig. 87 @). 
From this position, snap his arm forward and down- 
ward, bending at the waist and, at the same time, : 
drive him to the ground with a whipping action ® 
(fig. 87@). Figure 87. Second counter against upcard stroke— 


sonmeeorage ‘ Continued 
< ; ; 98. Third Counter Against Upward Stroke 


2. This phase is the same as that described in para- 
graph 97a, 

3. Grasp your opponent's wrist tightly with both 
hands and pivot to your right. Raise his hand and 
bring his arm down over your left shoulder (fg. 
88@). 

c. Apply downward pressure on his arm. This 
will throw him to the ground or break his arm. This 
method can be varied by stepping completely under 
his arm and behind his back and forcing him to drop 
the knife by bending his arm (fig. 88@). You must. 
shee ge Pivot quickly to prevent him from spinning out of 
© the hold. 
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Third counter against upward stroke. 
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99. Counter Against Backhand Slash 


a. To defend yourself against a backhand slash 
with a Imife, bend your knees and lower your body 
without ducking your head. At the same time, raiso 
your right arm and block your opponent's thrust with 
Your forearm or wrist (fig. 89 ©). 

3. As soon as you block the blow, grasp your op- 
ponent’s knife hand with your left hand, your thumb 
in the center of the back of his hand. Apply pres- 
sure with your right wrist against his right wrist or 
forearm. Start to twist the knife hand to your left 
(fig. 89 @), then reinforce your left-hand hold with 
a similar hold with your right hand. Both your 
thumbs are in the center of the back of his hand and 
your fingers are around his palm (fig. 89 @). A 
twist to your left or pressure that bends your op- 


Figure 88. 
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Figure 89. Counter against backhand slash—Continued. 
137 


ponent’s hand forward and under against his wrist 
causes him to lose his weapon and, in many cases, 
to suffer a broken or dislocated wrist. 
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100. Counter Against a Cautious Approach 

‘When your opponent attacks as shown in figure 
90 @, his left foot is forward and his left hand is 
extended to ward off any of your possible blows. 
He holds his knife hand close to his right hip, ready 
to strike when an opening occurs. This is an ex- 
tremely dangerous man. He is well-prepared and 
well-trained and your actions must be perfect. As 
soon as he comes within reach, spring from the 
ground, throwing your body at him feet first and 
twisting to your left. Hook your left instep around 
his forward ankle and kick his knee with your right 
foot (fig. 90 @). Break the force of your fall with 
your hand or arm. This motion drops him on his 


Figure 90. Counter against a cautious approach. 
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back. When both of you strike the ground, raise your 
right foot and kick his groin or midsection (Ag. 
90 ®). 


402 


ARMY 


HAND-TO-HAND CCMBAT 


Figure 99. Counter against a cautious approach—Continued 
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Section Ill. RIFLE DISARMING 


101. Speed in Disarming 


When disarming an opponent armed with a rifle 
or pistol, make each movement quickly and without 
hesitation. Although your opponent has the weapon, 
you are in a good position because you know what 
you are going to do whereas he has to react to your 
movement. Although his reaction time is short, it 
is not as short as the time it takes you to act. 


102. Counter Against Rifle in Front 

a. Figure 91 © illustrates the holdup. At your 
opponent’s order of “hands up,” bring your hands to 
shoulder level. Then, in one motion, twist your body 
to your right and strike the muzzle of the rifle away 


| 
4 


Counter against rifle in front. 


Figure 91. 
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Figure 91. 


Counter ugainat rifte in front—Continued 


Figure 91. 


Counter aginst rifte in front—Continued 
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from your body with your left forearm or wrist 
(fig. 91 @). 

}. As you strike the muzzle, step forward with 
your left foot and grasp the upper handguard with 
your right hand and the small of the stock with your 
left hand (fig. 91 @). 

¢. Pull with your left hand and push with your 
right and step to your opponent’s right with your 
own right foot. This knocks him off balance and, 
at the same time, enables you to strike him on the head 
with the muzzle of the rifle or to take the rifle from 
him by twisting it over his right shoulder (fig. 91 @). 
103. Counter Against Rifle in Back 

a, When your opponent has his rifle in your back 
as shown in figure 92 @, start to elevate your hands 
asordered. When your hands reach shoulder height, 


32 
twist from the hips to —_ right and bring your right 
elbow back, striking the muzzle of the rifle. This 
deflects the rifle away from your body. Do not as 
yet move your feet from their original position (fig. 


92 @). 


Se SAL printers ca ania nai 


Figure 92. Counter against rite in back, 


b. Turn tothe right by pivoting on your right foot. 
Face your opponent and bring your right arm under 
the rifle and over your opponent's left wrist. Place 
your left hand on your opporent’s right hand where 
it grasps the stock (fig. 92 @). This prevents him 
from executing a butt stroke. 

ce. Pull with your left hand and push with your 
right shoulder and arm, forcing your opponent to 
the ground and making him release his grip on the 
rifle (fig. 92 @). 
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Figure 92. Counter against rifle in back—Continued 


Figure 92. Counter against rifle in back—Continued 
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Section IV. PISTOL DISARMING 


104, Counter Against Pistol in Front 


a. Your opponent orders you to raise your hands. 
As you do so, keep your elbows as low as possible 
(fig. 93 ©). Twist your body to the right and strike 
your opponent’s wrist with your left forearm (fig. 
93 . 

Poise, the bottom of the barrel with your right 
hand, making certain that your hand is not near the 
muzzle. At the same time, strike downward on your 
opponent’s wrist with your left fist (fig. 93 @). 
While applying pressure with your left fist, bend 
the pistol towards your opponent's body with your 
right hand, causing him to release his grip (fig. 


Figure 93. Counter against pistol in front, 


93 @). Ifhe should retain his grip, his index finger 
will be broken. From this position, you can strike 
your opponent on his temple with the butt of the 
pistol. 
105. Second Counter Against Pistol in Front 

‘As you begin to raise your hands, bring them 
quickly forward and, at the same time, twist to your 
left away from the line of fire (fig. 94 @). Bring 
your right hand under your opponent’s wrist either 
with a grasping or a striking motion and, simul- 
taneously, grasp the barrel of the pistol with your 
left hand (fig. 94 @). Push up on the wrist with 
your right hand and down and out on the pistol with 


your left hand (fig. 94@). Your opponent will re- 
lease his grip, 
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Figure 93. Counter against pistol in front—Continued 
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Figure 93. Counter against pistol in front—Continued 
106. Counter Against Pistol in Back 

a. This counter should be used only when you are 
certain that the pistol is in your opponent's right 
hand (fig. 95 @). As you raise your hands, keep 
your elbows as close to the waist as possible. Twist 
your body to the right and, at the same time, bring 


your right elbow against your opponent’s forearm 
137 


Figure 94. Second counter against pistol in front. 
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Figure 94. 


Figure 95. Counter Seinst pistol in back. 
140 
(fig. 95 ®). Keep your feet in place. Bring your 
right arm under your opponent's right forearm and 
place it on his elbow joint so that his forearm rests 
in the crook of your right elbow (fig. 95 @). 

3. Grasp your right hand with your left hand and 
bend swiftly from the waist (fig. 95 @). By doing 
this, you foree your opponent to the ground and 
cause him to drop his weapon. 


107. Second Counter Against Pistol in Back 


a. Use this counter when you are certain that your 
opponent is holding the pistol in his right hand. 
Keep your elbows as close to your waist as possible. 
‘Twist to the left, striking your opponent’s wrist or 
forearm with your left elbow (fig. 96 @). Bring 
your left arm behind your opponent's right elbow 
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Figure 95, 


Counter against pistol in back—Continued 


so that his forearm or wrist rests on your shoulder or 
neck (fig. 96 @). 

’. Grasp your left hand with your right hand and 
press your left forearm against your opponent’s right 
elbow (fig. 96 @). A swift twist to the front brings 
your opponent to the ground. With added pressure, 
you can break his arm. During the entire operation, 
the muzzle of the pistol is always pointed elsewhere. 


108. Third Counter Against Pistol in Back 


In this counter, it does not matter whether your 
opponent holds the pistol in his right or left hand 
because your actions are the same. The description 
given is for the pistol held in the left hand. Figure 
97 @ illustrates the holdup. 
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a, Twist your body to the right striking your right 
elbow against your opponent’s hand or wrist (fig. 
97@). 

3. Pivot to the right and place your left wrist 
against your opponent's left wrist, grasping the pis- 
tol barrel with your right hand, palm up. Apply 
pressure to his hand and trigger finger by pushing 
the barrel toward his upper arm. This releases his 
hold on the pistol and may brealc his index finger 
(fig. 97 ®). You now have the pistol in your right 
hand, opposite your left shoulder. By twisting foree- 
fully to the right, you can strike your opponent on 
the chin or neck with the pistol butt (fig. 97 @). 


109. Counter Against Pistol in Back of Neck 


a. This counter is practical only when you are 
certain that the pistol is held in your opponent’s right 


Figure 96. Second counter agai 
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it pistol in back, 


Figure 96. Second counter against piatol in back—Continued Figure $7. Third counter against pistol in back, 
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Figure 97. Third counter against pistolin back—Continued 


hand. In raising your arms, bring your elbows 
shoulder high (fig. 98 ©). Twist your body to the 
left and bring your left arm under your attacker's 
right elbow (fig. 98 @). 

6, Reach across with your right hand and grasp 
your own left hand. Twist forward and put pres- 
sure on your opponent’s elbow with your left fore- 
arm. You can either break his arm or force him to 
the ground, causing him to release his weapon (fig. 
98@). 


110. Second Counter Against Pistol in Back of Neck 


Use this counter primarily for an attack with the 
Pistol held in the right hand. The initial move, how- 
ever, can be used for a right- or left-handed attack. 

a. Hold the elbows shoulder high (fig. 99 @). 
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Figure 98, Counter against pistol in back of neck—Con- 
tinued 


Twist your body to the right and, at the same time, 
bring your right upper arm over your opponent’s 
right wrist (if the pistol should be in your opponent’s 
left hand, bring it over his left wrist) (fig. 99 ®). 

8. Pivot on your right foot and place your left 
foot close to your opponent’s right foot. Hold your 
opponent's wrist close to your right side with your 
right upper arm. Cross your left arm under his 
right upper arm and grasp the left lapel of his 
shirt or jacket with your left hand (fig.99@). Hold 
his right wrist close to your side and lift with your 
left upper arm, applying pressure to his elbow. 


111. Third Counter Against Pistol in Back of Neck 


Hold the elbows shoulder high (fig. 100 @). The 
initial movement in this action is identical with that 
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Figure 99. 


Figure 99. 
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Second counter against pistol in back of neck— 
Continued 
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shown in figure 99 @. Twist your body to the right 
and strike your opponent's left wrist with your right 
arm (fig-100@). Pivot on your right foot and place 
your left hand against your opponent’s shoulder or 
upper arm. Bring your right forearm or wrist un- 
der your opponent's left elbow and lock it to your 
left forearm (fig. 100 @). Apply pressure and 
cause your attacker to drop his weapon. Severe 
pressure can break his arm. 


112. Helping a Friend 


As you approach an unsuspecting opponent from 
his rear who is holding up a friend, carry your right 
hand low and your left hand shoulder high (fig. 
101 @). You must grasp your opponent with both 


Figure 100. Third counter against pistol in back of neck. 
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Figure 100, Third counter against pistol in back of neck— 
Continued 


hands at the same time. Your right hand, palm up, 
grasps the hand holding the pistol and lifts it, while 
your left hand pushes his right upper arm from be- 
hind (fig. 101 @). Turn your body to the left and 
continue to apply pressure by pushing with your lett 
hand and pulling his right hand backward (fig. 
101 @). This causes him to drop to the ground or 
suffer a dislocated shoulder. 


113. Actions Against Opponent Who Is Holding You 
and Your Friend at Gun Point 


The original position in this holdup is shown in 
figure 102 @. The gunman is moving the muzzle 
of the pistol from your friend to you and back again. 
You are standing on your friend’s left. 
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Figure 101, Attecking an unsuspecting gunman from his 


rear. 


Figure 101. Attacking an unsuspecting gunman from his 


rear—Continued 


a. As the weapon swings away from you, step 
forward with your left foot, place your left hand on 
the back of the attacker’s gun hand, and push force- 
fully to his left (fig. 102 @). 

b. Take a step with your right foot and a quick 
long step with your left foot. Your movement 
brings you in front of your opponent, with your back 
tohim. At the same time, twist his hand to his left, 
turning it so his palm is turned up and his right 
elbow comes in contact with your left armpit (fg. 
102 @). Bear down on his right elbow with your 
armpit and lift up on his hand, causing him to re- 
lease his weapon or suffer a broken arm. 
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Figure 102. Actions when you and your friend are held up— 
Continued 
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CHAPTER 9 
PRISONER HANDLING 


Section I. SEARCHING 
114. General 


If you capture a prisoner, you will not normally 
search him alone. Move him to the rear where he 
can be covered by another person while you search. 
In extreme circumstances, however, it may be neces- 
sary to make a thorough search unassisted. Two 
methods for a rifle search are presented in this section. 


115. Rules for Searching 


‘The rules you should follow when searching a pris- 
oner are— 

a. Indicate by inference, speech, and actions that. 
you are completely confident and will fire if neces- 
sary. 

B. Do not let your prisoner talk, look back, move 
his arms, or otherwise distract you. 

c. Never attempt to search a prisoner until you 
have him in a position of extremely poor balance. 

d. Don’t move within arm’s reach of your prisoner 
until you have him in a position of extremely poor 
balance. 

¢. If armed with a pistol, hold it at your hip in a 
ready position, and keep it on the side away from 
your prisoner. Change the pistol to your other hand 
when searching his other side. 

1357 

7. When you have assistance, keep out of your 
partner's line of fire. One soldier conducts the search 
while the other remains far enough away to observe 
the prisoner at all times. 

g. Don’t relax your guard after you have completed 
your search. 

116. Technique of Search 

a; The “pat” or “feel” method of searching a pris- 
oner will reveal most weapons and concealed objects. 
Search the prisoner’s entire body, paying particular 
attention to his arms, armpits, back, groin area, and 
legs. Thoroughly pat the clothing folds around his 
waist, chest, and the top of his boots. Knives can be 
concealed on a string around the neck or taped to any 
area of the body. Take extreme caution when put- 
ting your hand in a prisoner’s pocket or in the fold 
of a garment so he won’t be able to clamp your arm 
and trip you over his leg. 
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b, After the initial search, a detailed search is made 
when the prisoner is moved to the rear, Force him 
to disrobe completely and examine his entire body 
from the soles of his feet to the top of his head. 


117, Prone Method of Searching When Armed With a 
Rifle 

Moke the prisoner lie down on his stomach so that 
his arms are completely over his head and close to- 
gether. His legs are also completely extended, feet 
close together. Place the muzzle of the rifle in the 
small of his back, keeping the gun upright. Grasp 
the rifle tightly around the small of the stock, index 
finger on the trigger (fig. 103). After searching 
his back, order him to turn over and repeat the proc- 
ess, Twist the muzzle into the prisoner’s clothing 
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or 


as, . sR Ee ata 
(03. The prone method of searching makes it difficult 
for a prisoner to disarm his searcher. 


Figure 1 


to prevent it from slipping. You can also use this 
method when armed with a pistol. Keep the pistol 
at your hip while searching, You will have to use 
arm-and-hand signals for non-English speaking 
prisoners. 


118. Kneeling Method of Searching When Armed 
With a Rifle 


The prisoner interlocks his hands behind his head 
and kneels, He bends forward as far as possible 
until he is just able to maintain his balance. While 
searching his left side, hold the rifle in your right 
hand, muzzle jammed into the small of his back. 
Put your left leg between his legs and against his 
buttocks (fig. 104). In this position, you can quickly 
knock him flat by thrusting with the left knee. When 
searching his right side, hold the rifle in your left 
hand and put your right leg between his legs, knee 
against his buttocks. You can also use this method 
when armed with a pistol. Keep the pistol at your 
hip while searching. 
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Figure 104. The searcher keeps his left leg pressed into the 
Prisoner's Buttocks to knock the prisoner off valance, if 
the situation arises, 


119. Wall Method of Searching When Armed With 
the Pistol (For Another Method of Wall Search- 
ing See FM 19-5) 


Have the prisoner lean against a wall or a tree, 
one hand over the other and feet, together and 
crossed as far to the rear as possible. This gives him 
extremely poor balance. To search his left. side, 
place your left foot in front of his feet, keeping the 
pistol at your right hip (fig. 105). If the prisoner 
attempts to move, kick his feet out from under him. 
To search his right side, move to that side, switching 
the pistol to your left hand and placing your right 
foot in front of his feet. 

160 


Figure 105. The prisoner is kept off daiance by leaning well 
forward with his legs and arms crossed. 
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120. Standing Method of Searching When Armed 
With a Pistol 

Make the prisoner spread his legs far apart and 
place his hands on top of his head, fingers interlocked. 
While searching, keep as far from him as possible 
(fig. 106 ©). When you have to move close to him 
to search his front, place your foot against his heel, 
turning your body to the side to protect your groin 
(fig. 106 @). 
121. Searching More Than One Prisoner 

a, A man armed with a pistol can search more 
than one prisoner at a time, using any of the methods 
presented in this section. While searching several 
prisoners, keep your eyes on all of them and do not 
look at your “patting” hand. 


Figure 105. Search the prisoner well, but be alert at all times. 
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5, When using the wall method, keep the pistol in 
your right hand and search the left side of the first 
prisoner (fig. 107 @). Step back and have him move 
to the far end of the line and resume the search 
position against the wall. Search the left side of 
the remaining men in the same manner. Then move 


to the other end of the line (fig. 107 @). Hold the 
pistol in your left hand and search the right side of 


Figure 107. When searching more than one prisoncr, have 
each searched man move io the end of the line, 
163 
each prisoner, having each one move to the far end 


of the line as you finish. 

c. To search more than one prisoner using the 
keeling, prone, or standing methods, make them 
all assume the same position, in column about four 
or five feet apart (fig. 108). Search the rear man 
and then have him move to the front and resume 
the search position. Search the remaining prisoners 
from the rear, moving each to the front as you finish 
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with him, When alone and armed with a rifle, the 
kneeling search is the best method to use. 


ra te 


The kneeling search is the best method if alone 
and when searching more than one prisoner. 


Section Il. SECURING 


Figure 108. 


122. General 


The most effective way of controlling a prisoner 
is to tie him. You can use pieces of clothing or 
equipment to tie him securely, such as shoe laces, 
leather or web belts, neckties, handerchiefs, or twisted 
strips of cloth. If a night patrol has the mission 
of capturing prisoners, it should always carry a 
piece of rope or flexible wire. 


123. Belt Tie 


Take the prisoner’s belt and order him to lie on 
his stomach. Cross his arms behind his back and 
164 


place the running end of the belt toward his fect, 
buckle toward his back. Hold the buckle on the 
wrist of his bottom arm and tightly wrap the run- 
ning end around his wrist several times (fig. 109 @). 
Place the running end of the belt parallel with his 
spine and outside the wrist of the upper arm. Now 
wrap the running end around the wrist of the upper 
arm several times (fig. 109 @). Be sure to keep the 


Ty 


Figure 109. The belt tie. 
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prisoner's arms as close together as possible and to 
wrap the belt as tight as possible. Fasten the belt 
in the buckle (fig. 109 ®). Although this is an ef- 
fective means of tieing, you should use it only when 
the prisoner is under close watch. 


124, Shoe String Tie 


Two 27-inch shoe strings or larger are needed for 
this tie. Have the prisoner remove his shoe or boot 


Figure 109. The bett tie—Continued 


laces. You can make this tie with the prisoner’s 
hands either in front of his body or behind his back, 
the latter being more effective. Place his hands back 
to back, wrists touching each other, Take one string 
and tightly wrap it completely around both wrists 
several times. Now wrap the end of the string 
around the cord between the insides of his wrist. 


This will further tighten the outside loops. Tie the 
ends of the string together with any conventional 
knot (fig. 110 @). Next tie the two little fingers 
together, using one end of the second string. Pass 
the remainder of the string over the loop around the 
wrists and tie his thumbs together. When you pass 
the second string around the wrists, be sure to pull it 


POOR MAN'S JAMES BOND Vol. 1 415 ARMY HAND-TO-HAND COMBAT 


125. Lead Tie 


A piece of rope or two long boot laces are needed 

for this tie. Make the prisoner lie down. Tie his 

hands behind his back, using any conventional knot. 
168 


® 
The belt tie—Continued " 
167 Figure 110, Many available objects can be used to te o 
tight and keep it tight when tieing the thumbs (fig. prisoner's hands, such as shoe strings—Continued 


ey aR 
4 


Figure 111, Lead tic. 
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Force his arms up behind his back in a strained posi- 
tion. Pass the rope around his neck and tie it 
around his wrists. The length of the loop around his 
neck should be short enough to force the man to 
keep his arms in strained position to relieve pres- 
sure on his throat (fig. 111). The prisoner can be 
easily subdued by jerking on the rope as you walk 
behind him. 


126. Hog Tie 


Figure 110. Many available objects can de used to tie a f " : ‘ 
prisoner's hands, such as shoe strings. Tie the prisoner in the lead tie (fig, 111). Cross 
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his ankles and, after doubling his legs up behind 
him, tie them with the rope so that they remain in 
position, Any struggle to free himself will result 
in strangulation (fig, 112). When correctly applied, 
there is no escape from this tie. 


Section Ill. GAGGING 


127, Handkerchief 


A gag prevents a prisoner from erying out. Force 
a handkerchief or a strip of cloth into the prisoner’s 


Figure 112, Hog tie. 
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mouth. A lump of turf will suffice if nothing else is 
available, Tie a handkerchief around the prisoner’s 
mouth (fig. 113). 


Bes x 


Figure 118. Handkerchief gag. 


128. Stick 

If a strip of cloth is not available, a stick can be 
used, Stuff the prisoner’s mouth with a piece of turf. 
Force the stick between his teeth like a bit in a horse’s 
mouth. Tie the stick with a piece of shoe string 
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around hisneck (fig. 114). 
129, Adhesive Tape 


Place several strips of tape across the prisoner’s 
mouth. The tape should be at least one inch wide 
and five inches long (fig. 115). Stuffing a handker- 
chief or strip of cloth into his mouth will make the 
gag much more effective. 


Adhesive tape gag. 


Figure 115. Stick gag. 


Figure 115, 
172 


CHAPTER 10 
ADVICE TO INSTRUCTORS 


Section I, THE INSTRUCTOR AND SAFETY 
PRECAUTIONS 


130. The Instructor 


The instructor should be in good physical condi- 
tion and should be able to demonstrate all the manen- 
vers described in this manual. He must at all times 
display intense enthusiasm, vigor, and leadership 
qualities that will inspire the best efforts of the men 
being trained. He should train assistant instructors 
to closely supervise all practical work and to demon- 
strate new material. 


131. General Precautions 


The following safety precautions must be strictly 
followed during all training in unarmed combat— 

a. Supervise all practical work closely and con- 
stantly. Never leave a class unsupervised. 

4. Familiarize the students with each maneuver 
by complete explanation and demonstration before 
attempting any practical work. 

c. During the learning stages, do not let the stu- 
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dents get ahead of your instruction. This prevents 
accidents. 

d. During the stages of learning and perfection 
of technique, the training partner offers no resistance. 
He should allow the maneuver to be freely executed. 

e. Insure adequate space for all practical work. 
A space at least 8 feet wide by 8 feet long is needed 
for each pair of students. 
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f. Have the men empty their pockets before the 
practical work period and remove any jewelry, iden- 
tification tags, ete. 


132. Specific Precautions 


‘The following precautions are applicable to the 
particular phases of training listed— 

a. Vulnerable Points. Stress that only gentle 
blows are struck during the initial practical work. 
AAs students become more advanced, harder blows 
may be used. But students at all times must be cau- 
tioned against using excessive force, since serious 
injury could result. 

%. Fall Positions, Throws, Holds. 

(1) Establish a signal that can be given by the 
individual student to stop the application of 
pressure when practicing holds. All stu- 
dents must know this signal, particularly 
when practicing strangle holds. This sig- 
nal can, for example, be a clap of the hands 
or tapping your training partner. 

(2) Be sure all men are warmed up before do- 
ing any practical work. 

(3) Teach fall positions before conducting prac- 
tical work in throws. 

(4) Caution the men to apply very light pres- 
ore until they become familiar with the 

old. 

ce. Disarming. 

(1) While the men are learning bayonet disarm- 
ing methods, keep scabbards on the bay- 
onets and keep the bayonets firmly attached 
to the rifles. 

(2) Use tent pegs or bayonet scabbards to simu- 
late knives in learning knife disarming. 

(8) Caution the men who are to be disarmed not 
to place their fingers in the trigger guards 
of their pistols or rifles while practicing dis- 
arming with these weapons. 
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Section Il. CONDUCT OF TRAINING 


133. Formations 

a; Regulation physical training formations may 
be used for practice (FM 21-20). From the ex- 
tended platoon formation, have the 1st and 3d ranks 
face the 2d and 4th ranks, so that each man will have 
a partner. Even numbered men do not uncover. It 
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is recommended, when practicing throws, that twice 
the normal distance be taken between ranks. 

8. For disarming methods, it is recommended that 
you use a formation of two concentric training circles 
or a formation that employs only two well-extended 
ranks. In forming the concentric training circle, 
pair the men off so that each will have a partner to 
work with. 


134, Commands 


a. Most of the maneuvers described in this manual 
can be divided into several steps or phases. To fa- 
cilitate learning and to insure that the student learns 
each movement of an entire maneuver accurately, 
each maneuver is presented by phases. 

5. For example, the right hip throw (par. 60) is 
a three phase maneuver. In the first phase, the stu- 
dent places his left foot in front of and slightly to 
the inside of his partner’s left foot. At the same 
time, he strikes his partner on his right shoulder and 
grasps his clothing at this point. ‘The command for 
this movement is PHASE ONE OF THE HIP THROW, 
MOVE. At the command MOVE, the student ex- 
ecutes phase one and holds his position until given 
the subsequent command for the next movements. 
These commands are rHasz Two (THREE), MOVE. 
‘When the students have become proficient in their 
movements, you can then work for speed. The phases 
of the maneuver are {combined into a continuous 


movement by commanding 11r THROW, MOVE. At 
first, the maneuver is executed slowly. Students 
gain speed through constant practice. 

c. Paragraph 92 explains the second counter 
against the long bayonet thrust. This disarming 
method is divided into three phases. For the first 
phase (par. 92a), the armed student is given the pre- 
paratory command tone Turvusr, and the unarmed 
student is given the preparatory command Parry 
nicht. Since you want both students to halt their 
movements and remain in position for a subsequent 
command, you must command Hot. The entire 
command for the first phase, therefore, is Lona 
THRUST, PARRY RIGHT, AND HOLD, MOVE. The next 
two phases of the movement are executed while the 
armed man is extended in the long thrust. The 
command for the second phase (par. $2b) is crounn 
anv Hotp, MOVE. The command for the third 
phase (par. 92¢) is pisarm aND HOLD, MOVE. The 
command for executing this disarming maneuver is 
DISARM FROM THE LONG THRUST, MOVE. 


135. Exercise 

a, Recommendations for Warm-up Exercises. 
Use combative exercises, grass drills, and tumbling 
exercises to warm up your men. The aggressive na- 
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ture of these warm-up drills lend themselves to the 
spirit of hand-to-hand combat (FM 21-20). 

b, Recommended Drill for Parry Exercise. It is 
important that your men be trained in the bayonet 
disarming parry movements before practicing the 
disarming methods, To do this, have the paired men 
assume their respective guard positions with the chin 
of the unarmed man 6 to 8 inches from the point of 
the bayonet. The armed man stands fast in the 
guard position during the entire exercise. The un- 
armed man parries the bayonet first to the right and 
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then to the left, on command. As he parries to the 
right, he side-steps to his left oblique with his left 
foot, brings his right foot slightly to the rear of his 
left, and faces the side of the rifle. When he parries 
left, he side-steps with his right foot to his right 
oblique. 


SAWOUST PITS 
DEEP (SAWOUST 


Figure 116, The training pit should be large enough to allow 
maneuvering by the students. 
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Section Ill. THE TRAINING AREA 


136. Training Pit 

a. The most suitable area for teaching fall posi- 
tions, throws, and counters is the sawdust pit. You 
can get sawdust easily at most stations. Figure 116 

v7 
shows such an area. Each pit will accommodate 
twelve pairs of men. If you need additional room, 
fill in the area to the sides of each pit, as shown. 

b. To construct a pit, either dig out 12 inches of 
ground or build a retaining wall of dirt about 12 
inches high around the sawdust pit. 

¢c. Place a raised platform, about 14 feet square, 
in the center of the pit area for demonstratio: 
Cover it with a removable mat. This platform is 
big enough to hold both the demonstrators and prin- 
cipal instructor during the demonstration. 

d, The men gather around the platform to watch 
the demonstrations. 


137. Other Areas 


a, Any large grassy or sandy area is suitable for 
work in disarming methods and throws. Students 
should be taught fall positions before learning throws 
ona hard grassy area. 

&. Classes in unarmed combat can also be con- 
ducted indoors. In this case, the floor and walls 
should be matted. The difficulty here is that only 
a small group of men can participate at one time, 
since an area eight feet square should be allotted for 
each two men. 


138, Variation in Minimum Training Program 


Periods eight and nine of the subject schedule in- 
clude work in throws, falls, and escapes from basic 
holds. This time, however, may be spent in review- 
ing previous lessons, if the instructor thinks the stu- 
dents need review. The throws, falls, and escapes 
can be included in the physical training program. 


Section IV. MINIMUM TRAINING PROGRAM* 


139. Subject Breakdown 
‘General subjects department 
Period Bubject ‘Type Area 
‘Student equipment References 
1] INTRODUCTION, basic | C,D, PE | Field... One tent peg per two| FM 21-150, 
fundamentals attacking students, chs. 1, 2, 
vulnerable points. 3,7. 


STRANGLE HOLDS. 
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2| Review Vulnerable Points 
‘and Strangles, silencing 
Sentries, HOLDS. 

3 | Review PE Strangle Holds 
and Silencing Sentries. 
KNIFE ATTACK. 


4 | Review Knife Attack, Bay- 
onet Disarming. 


5 | Review Bayonet Disarm- 
ing, Knife Disarming. 


6 | Review Knife Disarming, 
Pistol Disarming. 


7 | Review Pistol Disarming, 
Rifle Disarming. 


8| Side Fall Position, Hip 
Throw, Reverse Hip 
Throw. 

9 | Over Shoulder Fall Posi- 
tion, Over Shoulder 
Throw, Escapes from 
Holds. 


10 | Prisoner Handling. 


1 


C, D, PE 


©, D, PE 


C, D, PE 


©, D, PE 


C, D, PE 


©, D, PE 


¢, D, PE 


C,D, PE 


C, D, PE 


| Field... 


---do. 


| One tent rope and one | FM 21-150, 
steel helmet per two| chs. 5 & 7. 
students. 

One tent rope, I tent peg | FM 21-180, 
or bayonet scabbard, | ch. 4. 
and 1 steel helmet per 
two students. 

| One tent peg and 1 rife | FM 21-150, 
wfbayonet and scab-| section I, 

| bard per two students. | ch. 8 

| One tent peg and 1 rife! FM 21-150, 
with bayonet and scab- | section II, 
bard per two students. | _ oh, 8. 

-| One tent peg and 1| FM 21-150, 
wooden pistol per 2| section IV, 
students. ch. 8. 

One wooden pistol and1| FM 21-150 
rifle per 2 students, 


21-150, 
ch. 6 & 7, 
Field... One belt, 1 pair shoe | FM 21-150, 
strings, 1 rifle, 1/ ch.9 
wooden pistol, one 15- 
foot rope per 2 
students. 


‘*This program is used to give man « brief orlantation in unarmed combst. Much more tlme must be spent to take men proficient. If 
‘more tle is avaliable, suggest the use of applicable portions of TF 10-16%, Personal Encounters. 


INDEX 
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Bayonet hilt, attacking vulnerable points 
Belt tie. _ — - 123 
Blunt objects, attacking vulnerable points-.- 39 


Cautious knife approach, counter. 
Choke hold, escape... 


ARMY HAND-TO-HAND COMBAT 


POOR MAN'S JAMES BOND Vol. 1 


Cross collar strangle hold. ._ 


Cautious approach. 
Downward stroke. 


104-113 
113 
12 
108-108 
109-111 
104-105 
101-103 
103 
102 
101 
74 
94-95, 
Elbow: 
26 
2 
135 
135 
53-58 
56 
53 
54 
58 
From standing position. 37 
Practicing. 55 
54 
Fingers: 
Extended, attacking base of throat. 20 
Index and middle, attacking eyes 12 
Fingers folded at second knuckles 4 
a 
25 
8 
8 
133 
Front overarm bear hug, escape. 80 
Front strangle hold, 67 
Front underarm bear hug, escape - 82 
Full nelson. n 
Fundamentals. 28 
Accuracy and speed. 8 
6 
6 
3 
Maximum strength against weakest 
point. __ 5 


(0) ARMY HAND-TO-HAND COMBAT 


7 

4 

- 4 

Fingers folded at second knuckles. _ 4 

a 4 

te 4 

Using natural weapons: 

Little finger edge of fist... . 4 

“4 4 


10 


Using natural weapons—Continued 
Protruding second knuckle of mi 


127-129 
- 129 
127 
128 
6 


72 
127 


iB! 
Double wristlock.. 4 
Front strangle. 67 


‘Two-hand grip on one wrist. 
‘Two-hand overhand grip on both wrists. 86 
‘Trwo-hand strangle when pinned against 
wall___ eeee. = 78 
Homemade blackjack, attacking vulnerable 
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Knife attack__-. 
Knee: 
Attacking: 


Kneedrop to shoulder. 
Kneelift: 


45 

Inside of leg. 45 

Kidney. 48 

Side of neck. 48 

Stomach, 45 

Subclavian artery. 46 
Attacking: 


Cautious approach. 
Downward stroke 
Knife, counter 


Adam’s apple. 


‘Locked rear strangle hold. 
‘Long thrust, counter. - 


Maximum strength against weakest point. 5 
Minimum training: 
Program --- 138 
Schedule Sect IV, chap 10 


Momentum. 7 


Need for training 


gs 
SBSSSHs BH8ses 


37 


BILE 


RS 


One-arm strangle hold from rear, eseape- 79 
Overarm rear body hold, escape. 81 
Overshoulder throw...-...-- 61 


Variations....--- 64 
Overshoulder throw fall 


From a standing position. 87 
From the ground. 58 
Pistol, counters_ 104-113 


Actions when you and friend areheld up. 113 
Pistol, counters—Continued 
Helping a friend 


More than one_ 


Protruding second knuckle of middle finger 4 
Attacking solar plexus. 


Speed. 101 
Right hip throw. 60 
‘YVariations___ 63 
Right side fall position... 54 
Searching. 
General. 14 
Kneeling method when armed with rifle. 118 
More than one prisoner__ 121 
Prone method when armed with rifle... 117 
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Standing method when armed with 
pistol... 
Techniques. 
Wall method when armed with pistol 
Securing _ 


(3 
Shoe string tie... 
Short thrust, counters. 
Side collar strangle hold 
Signals for practice. 
Silencing sentries. 
General. 
Helmet neck break. 
Helmet smash 
Other methods. 
Strangulation with wire or cord. 
Two-hand loop 
Slash, knife: 
To inside of leg 


Tow-hand loop. 
With wire or cord. 
Subclavian artery, knife attack. 


‘Taking a man down from his rear... = 
Tent peg knob, attacking vulnerable points.. 
Tent rope, attacking vulnerable points.. 
Throw: 


To stomach. ey 
To subclavian artery. 
To throat. ._ = 
Toe kick: 
‘To armpit__. 
To back of knee_ 
To floating riba 
To groin___. 


1 


BSEB Bseaae 
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Training pit_ 
‘Two-hand grip on one wrist, escape. 
‘Two-hand loop. 


finger. 


ARMY HAND-TO-HAND COMBAT 


24 
23 
25, 
17 
176 
96 


FOOR MAN'S JAMES BOND Vol. 


BA 423 


Explosives, Matches 
and Fireworks 


by Joseph Reilly 


EXPLOSIVES, 


EXPLOSIVES 

A. Ingredients and Raw Materials. 

1, Mitrates— 
(a) Potassium 1 
(8) Sodium Nitrate . oe 8 
(2 Ammonium Nitrate. 5.3 
ia sa 4 
4 


(4) Barium Nitra 

(@) Lead Nitrate > 
Il, Chlorates and Perchlorates— 

{a) Potassium Chlorate . eas 

() Sodium Chlorate at 2t6 

6 

7 


(©) Potassium Perchlorate 
(d) Ammonium Perchlorate. 


IIL, Angredients of Gun-powder— 


(@) Potassium Nitrate :7 
(8) Sulphur. eR 
(©) Charcoal ; 8 

IV, Various Ingredients— 

(a) Graphite ‘ 8 
(8) Aluminium. . . . . 8 
(2 Magnesium. 2 1. . 9 
(d) Parafin Wax ot Pe Ab 
(@ Colophony . + 10 
(f) Castor Oil. 10 
(g) Kieselguhr . 10 
(A) Wood Meal... Bhi 
() Chlorides, Onalater, Carbonstes 12 
() Cuprene 12 
V. Stobitisers— 
(2) Camphor 3 
(8) Dipbenylamine . 3 
(©) Substituted Ureas - 3B 
(@) Mineral Jelly 2... tg 

VIL Nitration Acids— 

(@) Nitric Acid . 4 
(8) Sulphuric Acid and Oleum 15 
(©) Mixed Acids and Spent Acids. 15 

VIL. Celtulore— 

(@) Cotton Cellulose =... 16 
(@) Wood Cellulose. 2 2. 17 


VIII. Polyhydric Alcohols— 


CONTENTS 
() Glycerine . 5 we 
©) Diglycerine . ol 


(© Monochlorhydrin 


(d) Ethylene Glycol. | 


© Pentaerythritol . 


IX. Aromatic Hydrocarbons 
Derivatives— 
(2) Hydrocarbons 
(@) Phenol fi 
(©) Dimethylaniline . 


X. Solvents— 


(2) Acetone 
() Ethyl Ether 
(©) Ethyl Alcohol 


B. Analjsis of Explosives. 


1. Black Powder. 
(@) General Examination, 
(®) Chemical Examination 


ML. Nitric Esters— 
(@) Nitrocellulose 
(@) Nitroglycerine 
(©) Dinitroglycol. 
(2) Dinitrochlorhydrin 
(¢) Starch Nitrate 
(f) Nitromannite 


(e) Nitrated Polysaccharides . 


(A) Tetranitropentaerythritol « 


IIL. Aromatic Nitro: reompornds. 
(@) Picic Acid. 
@) Dinitrotoluene 
(6) Trinitrotoluene . 
(2) Dinitrobenzene . 
(6) Trinitrobenzene . 
(/) Nitronaphthalenes 
(g) Tetryl . 
(A) Other Nitro-compounds 
IV. Smokeless Powders 
Qualitative Analysis. 


and 


Quantitative Analysis 
Volatile Matter 
Chemical Analysis 


V. Industrial Blasting Explosives. 
Qualitative Examination 
Quantitative Analysis 

VL. Iuitiators— 


(a) Mercury Fulminate . 

(8) Lead Aride « 

(¢) Detonator and Cap ‘Compo + 
tions 


VIL. Physical and Explosive Tests . 


C. Stability Tests 
1. Tests depending upon Indicator 
on Nitrie Peroni 
(a) Abel Heat Test . 
(8) Zinc Lodide Test 
(6) Guttmann’s Test. 
(4) Hoitsema’s Test . 


(¢) Spica’s Test 

(/) Hess Test 

G) Vieille Test « 

(4) Horn-Seifert Test 


(4) Pollard's Test 
( Jensen's Test 


Il. Tests depending on the Direct 
trervation of Brown Fumes— 
(2) Simon Thomas Test. 
(8) American Test 
(0) International 75° Test 
(d) Warmlagermethode 75° 


Ul. Tests depending on Spontaneous 
Heating of the Explosive— 
(2) Silvered Vessel Test . 
(8) Taylor's Test 
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IV. Tests in which Decomposition ts 
carried to Explosion— 


(@) German 132° Test». 82 
(8) Deflagration Test... 83 
(¢) Time to Explosion... 83 


V. Quantitative Determination of 
Nitric Peroxide— 


Bergmann and Junk Test .  . 83 
‘VI. Loss of Weight due to Decomposi- 


fon— 
(a) Method of Sy. , 85 
(4) Method of Meerachesde) Hates 
sem . 85 
(-) Dutch Test. 2 2. 85 
(4) Brunswig’s Test. . $6 
VU. Gasomesric Tests 
() Will Test 2 +. 86 
(8) Dupré's Vacuum Test. |) 8p 
(c) Mittasch's Method». 87 
(2) Obermuller’s Method... 8; 
(e) Brame’s Method. + 88 
{f) ChiaraviglioandCorbino, | 88 
(¢) Taliani’s Test. 88 
(A) V. Meerscheidt-Hallessem’s Test 8 
(i) Desmaroux Test... 90 
(J) Marqueyrol’s Test’... go. 


vit, plecrmrements of Alaigp— 
(a) Angeli’s Test. + 90 
(8) Tomonari’s Test = 90 
(6) Measurement of pH Value | gt 
(d) Conductivity Method. 


IX, Stability of High Pateiiner— 


Vacuum Test. 92 
Method of Haid, Becker” and 
Dittmar. 92 
Acidity Measurements... g2 
Loss of Weight... .. gg 


MATCHES AND FIREWORKS 
A. Matches 
1, Materials for Match Stems— 
Woods. ary? 
2. Wax Matches or Vestas | | 94 
3. Cardboard Matches + 95 
Il. Substances Used to Impregnate the 
Splinis— 
1, Paraffin and Other Waxes... 95 
2, Stearin (Stearic Acid)... 97 


InpEx oF Sumjects . 
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BRein . eee 1 BOO. Mirai for the Striking 
-Suiphur. 2... Surface *. see ag 
a Sloe . # V. Match Compositions— 
ILL. Afeterials for Match Compositions— A. For Matches which Strike on 
4. Combustible Substances ay Sumer c ae 
SQrdisary ori Yellow. Phas: B. Compositions for Safety- 
phorus . Matches. 131 
VI. Chemical Examination of Match 
2. Dark Red Phosphorus. . 99 Composition fay 
3. Light Red Phosphorus . 100 A. Examination for Phosphorus . 134 
4 Phosphorus Sesquisulphide . 101 B. Testing for ‘Oralnery Phos- 
§- Lead Thiosulphate. =. . 101 phorus. + 1 
6 Antimony Trisulphide . | 101 & et for Cranopen Compounds m4t 
7- Other Sulstances ... t02 antitative Analysis of Mate 
B. Siibstances which Supply Oxygen ; be 
1. Minium or Red Lead. . soz WH. Physical Tests— ; 
2, Lead Peroxide-Nitrate Mixture 102 A, Inflammability on Striking 
3. Lead Peroxide... . 102 Surfaces ‘ 
4% Lead Nitrate | | |. 103 B, Temperature of Ignition. 
5. Manganese Dioxide... 103 C. Behaviour under Percussion 
& Potassium Chlorate. | | 103 D. Sensitiveness to Moist Air 
7. Potassium Nitrte . . | 103 B, Bebaviour with Concentrated 
8. Potassium Dichromate .  . 103 Sulphuric Acid + 145 
Strontium 
+ aie ee i038. Primings and Fireworks. 


10. Calcium Orthoplumbate | 103 


C. Substances which Increase Fric- 
tiomete.. . -.. 103 


D. Binding Substances 
Glue... = 104 


1. Composition and Manu- 
facture... 104 


* Scheme for 


2. Determination of Fat | ant 
3 Differentiation of Animal 
and Vegetable Glue. 112 
4 Physical Tests 
(a) Viscosity . 113 
(8) Melting Point of Jelly 115 
(© Binding Power. . 116 
5. Commercial Varieties of 
Glue. eee Ig 


2Gums. . . ee 20 
3. Dextrin : +. 13 
Differentiation of Gum Arabic, 


Gum Senegal and Dextrin | 125 
4. Other Adhesives 128 


E. Colouring Matters... 129 


1. Firework Compositions . 
Gun-powder 
Saltpetre and Sulphur 
Grey Mixture 
Charcoal Mixture 


Mlumination and Coloured Fi 
Mixtures . 
” Potassium Chlorate and Sulpher 151 
+" Cold and“ Warm” Mi 
tures . 
Ignition Mixtures 
. Mixtures for Special 
Mercury Fulminate . 


SSB ood agnne 


U1, Detonators 


IN. Primings— 
A. The Fiting-Exciter ... 154 
2B. Slow and Quick Matches, Fuses 155 


€. Gun-cotton Fuses + 156 
D. Port-Fires ry | 
£. Composition Fuses | | 157 
F. Time Fuses. 6... 457 

1V. The Duration of Burning +157 

V. Testing Firework Mixtures for 
Liability to Spontaneous Combus- 
tion. + 158 
+ 2 4 74 
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This book was undated but was printed about 1940. 
vanced chemist, which you may become if you apply yourself. 
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It is for the ad- 
Its tests 


and analysis of materials in explosives will give you the theoretical 
knowledge you will need to be an explosives manufacturer. 

I eliminated the hundreds of distracting and irrelevant footnotes, 
referring to books printed in the 1930s back through the last century 


since they are unavailable. 
EXPLOSIVES 


Most explosives consist either of a mixture of carbon compounds 
with compounds rich in oxygen, or of organic compounds such as 
nitro-compounds and nitric esters, which contain the oxygen necessary 
for their combustion. A smaller class of explosives includes substances 
which undergo exothermic decomposition. The materials to be 
tested comprise oxidising agents such as nitrates and chlorates, 
reducing agents such as carbon, sulphur and organic compounds ; 
nitro-compounds, nitric esters and the raw materials required for 
their manufacture, solvents, stabilisers, and a variety of other 
ingredients. The increasing use of non-volatile solvents, such as 
centralite, and the production of smokeless, non-flash and non- 
hygroscopic explosives has extended the range of analytical tests in 
the examination of explosives. 

This section deals mainly with chemical and stability tests. 


A, INGREDIENTS AND RAW MATERIALS 


I. NITRATES 
{a) Potassium Nitrate 


Mol. wt., 101-1; sp. gr., 2°109; M.P., 337°; decomp. 
100 parts water, 13:2 at 0°, 246 at 100°. 

The nitre which reaches explosives factories is usually refined. 
For crude nitre see Vol. II., p. 420. 

Moisture. A weighed quantity is heated in a platinum crucible 
until it just melts, cooled in a desiccator and again weighed. The 
moisture should not as a rule exceed 0-05 per cent. Limits ranging 
from 0:03 to 0°25 per cent. are specified in different countries. 

Insoluble in Water. This is determined in the usual way and 
should be practically nil. 

Chlorides. A qualitative test with silver nitrate is usually 
sufficient. If necessary, the turbidity is compared with that produced 
by a known amount of chloride. Specification limits vary from 0-005 

2 


it 400°; soluble in 


to about 0°03 per cent. For the quantitative estimation, the silver 
chloride may be weighed, or the chloride may be determined by 
titration with silver nitrate, using potassium chromate as indicator. 

Sulphates. These are estimated as barium sulphate and should 
not exceed 0-1 per cent. (as K,SO,). 

Perchlorates. These may be present in appreciable quantity in 
conversion-saltpetre. The following method gives very accurate 
results: 20 g. of the sample is heated to 545° in a covered nickel 
crucible and maintained for an hour at this temperature in a Gilbert 
furnace or electric furnace, to reduce the perchlorate to chloride, 
which is then titrated with silver nitrate by Mohr’s or Volhard’s 
method. The chloride present in an unheated sample is deducted. 
Any chlorate or iodate present must also be allowed for. - Lenze 
recommended heating for half an hour in a porcelain crucible at 580° 
to 600°. The first quarter of an hour is occupied in raising the 
temperature to the required point. At higher temperatures losses of 
chloride occur. Methods involving the addition of iron 
filings, manganese dioxide, sodium bicarbonate, etc. have been 
proposed, but appear to have no appreciable advantage. Leimbach 
has proposed a wet method depending on precipitation with nitron, 
after removing the nitrate and chlorate by heating with hydrochloric 
acid. Reduction of the perchlorate with titanous sulphate has also 
been recommended. 


Specification 
limits from 0-1 to 0-3 per cent. are given ; potassium nitrate containing 
nitrites under 0°5 per cent. did not increase the sensitiveness of gun- 
powder and synthetic nitrates were found to be as suitable as material 
prepared from Chili nitrates. 

Chlorates. Traces of chlorate give a yellow colour when the salt- 
petre is added to concentrated sulphuric acid. This can be used 
roughly as a colorimetric method. Another sensitive test depends 
upon the formation of a blue colour by aniline hydrochloride in 
concentrated hydrochloric acid. Chlorates can also be reduced to 


chloride by zinc, iron, formaldehyde, sulphurous acid, etc. The 
3 

chloride is then determined by filtration, In 

most specifications chlorates are excluded entirely. Sometimes 


0-01 per cent, is admitted. 
Saltpetre is also tested for carbonates, sodium, calcium and 


magnesium salts, and nitrites. These should be practically 
absent. 
Potassium nitrate which is made from synthetic nitric acid, either 


by direct neutralisation with potassium carbonate, or through the 
sodium salt, is very pure and in general it suffices to test for moisture, 
insoluble matter, chloride and chlorate. 

The moisture content is generally less than o-1 per cent. and the 
impurities are present only in traces. 

Estimation of Potassium Nitrate. Potassium nitrate is rea 
determined in gun-powder and allied mixtures by extraction with 
water. The nitrate may be determined, if necessary, by means of 
the Lunge nitrometer, or by precipitation with nitron. 


(b) Sodium Nitrate 


85-0; sp. gr., 2°26; M.P., 312°; soluble in 100 parts water, 73 at 0%, 
} slightly soluble in alcohol. 

The requirements of sodium nitrate for the manufacture of nitric 
acid are given in Vol. I., p. 470. Sodium nitrate for explosive 
purposes may be tested for moisture, insoluble matter, potassium, 
calcium, chloride, sulphate and sometimes iodide, iodate and per- 
chlorate. The methods are in general similar to those for potassium 
nitrate. Sodium nitrate is now largely made from synthetic nitric 
acid, This gives a comparatively pure product, which may, however, 
contain small quantities of nitrite, chloride and soda. The nitrite 
may be tested for in small quantities by potassium iodide and starch, 
the estimation being made colorimetrically. Larger quantities may 
be estimated by titration with potassium permanganate. 


(©) Ammonium Nitrate 
; M.P., 169°6°; decomp. at about 200°; soluble 


a. 
in too parts water, 118 at 


This salt is used very extensively in explosives. Owing to a number 

of disasters with ammonium nitrate explosives a great 
4 

amount of research has been carried out on the use of this substance 
alone and in mixtures for explosive use. The material should be 
white or very slightly grey or yellowish. It should give a clear 
solution in water. The size of particles is generally specified. The 
moisture is estimated by drying in a vacuum over sulphuric acid for 
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at least twenty-four hours ; if it is necessary to shorten the time by 
warming, the temperature should not exceed 70°. 

Oils are sometimes present, being added to reduce the hygro- 
scopicity. These may be estimated by extraction with ether or 
benzene. Nitrite should be absent, and there should be practically no 
acidity to methyl orange. 

Pyridine and thiocyanate may be present in ammonium nitrate 
made from gas-works ammonia and should be avoided as far as 
possible. Thiocyanate is estimated colorimetrically. 
Ammonium nitrate made from sodium nitrate by double decomposition 
practically always contains sodium salts. The total ammonium nitrate 
content is determined by estimations of the ammonia and nitrate by 
the usual methods. 


(d) Barium Nitrate 


Mol, wt., 261:4; sp. gr, 3:23; M.P., 592°; soluble in 100 parts water, 5-0 


at 0°, 34:2 at 100°, 


Barium nitrate is used in certain explosives such as tonite, and 
in firework mixtures. It is tested for moisture, insoluble matter, 
neutrality, chloride, chlorate, sodium, calcium, and lead. On addition 
of slight excess of sulphuric acid and filtering, the solution should 
give only traces of residue after evaporation and ignition. The total 
barium is estimated by the usual methods. The nitrate is best 
estimated by reduction to ammonia, Barium nitrate may be readily 
estimated in mixed explosives by extraction with water and precipitation 
with sulphuric acid. 


(c) Lead Nitrate 


Mol. wt., 331°0; Sp. gt, 4°41; decomp. at about 200° ; 
water, 36°5 at 0°, 127 at 100°; slightly soluble in alcohol. 


soluble in 100 parts 


Lead nitrate should dissolve in water without residue. On adding 
sulphuric acid, and filtering, the liquid should give practically no 
residue on evaporation and heating. Impurities are tested for as in 
barium nitrate. 


II, CHLORATES AND PERCHLORATES 


(a) Potassium Chlorate 


Mol. wt., 122°55; sp. gr, 2°34; M.P., 370°; decomp. slightly above M.P. ; 
soluble in 100 parts water, 3:3 at 0°, 56 at 100"; slightly soluble in alcohol. 


Potassium chlorate should be pure white, free from smell and 
in a very fine crystalline condition. The degree of fineness is usually 
specified. The purity of the salt is important for explosive purposes, 
as impurities may lead to increased sensitiveness to shock and friction. 
The moisture is usually restricted to 0-2 to 0-5 per cent. 

The aqueous solution should be neutral, and should give only traces 
of insoluble matter ; gritty matter such as sand is particularly to be 
avoided. The potassium chlorate should be practicaliy free from 
chloride, perchlorate, nitrate, sulphate, carbonate and lead. Sodium, 
calcium and arsenic are sometimes tested for. Organic matter should 
be absent. 

Bromate frequently occurs in appreciable proportions up to 
0°5 per cent. and is to be avoided. It gives a blue colour with potassium 
iodide and starch in presence of dilute sulphuric acid; chlorite and 
hypochlorite also react with starch iodide. Chlorate gives a similar 
coloration on longer standing. ‘The tromate may be estimated 
quantitatively by addition of potassium iodide and dilute acid, and 
titrating back the free iodine with thiosulphate. Specification limits 
vary from 0-05 to 0-15 per cent. 

Nitrates may be tested for by evaporating with a solution of 
brucine and oxalic acid in alcohol ; the presence of nitrate is indicated 
by a red colour. 

Perchlorate is detected by addition of a 0-3 per cent. solution of 
methylene blue, which gives a violet precipitate with green fluorescence. 

Estimation of Chlorate, The total chlorate may be estimated as 
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follows, and should be at least 98-5 to 99 per cent. 

(@) By ferrous sulphate. The chlorate solution is placed in a flask 
fitted with a Bunsen valve. A solution of 100 g. ferrous sulphate 
crystals and too c.c. cone. sulphuric acid in a litre of water is prepared, 
and 25 c.c. of this is added to the flask and boiled for ten minutes, 
After cooling, the excess of ferrous salt is titrated back with N/2 
permanganate. It is desirable to add some manganous sulphate, 
as the hydrochloric acid formed may otherwise give rise to difficulty. 

6 


It is also recommended to titrate slowly. The reaction which takes 
place is as follows : 
6FeSO,+KCI05-+4H,SO, = 3Fey(SO,)p-+KHSO,+HC1+3H,0. 

(6) Iodometric method. The chlorate is heated with excess of 
hydrochloric acid, and the gas evolved is passed into excess of potassium 
iodide solution. The reaction is as follows :— 

KCIO,+6HCI = KCI+3H,0+3C),. 

The chlorine exists partly as lower oxides, but this does not affect 
the amount of iodine liberated. The chlorate is weighed and placed 
in a flask. Furning hydrochloric acid is added, and the flask is quickly 
connected to the tube passing to the potassium iodide solution (1 : 10). 
After boiling off the chlorine, an excess of N/10 thiosulphate is added 
to the iodide solution and titrated back with iodine solution, using 
starch as indicator. 

Other methods depend upon reduction of the chlorate with 
sulphurous acid, iron, etc., and estimation of the chloride formed, 
and upon precipitation as nitron chlorate. | Methods for the 
detection of small quantities of chlorate have been given under 
potassium nitrate. 


(b) Sodium Chlorate 


Sp. gr, 2°49; M.P., 248°; soluble in 100 parts water, 
‘soluble in alcohol. 

Sodium chlorate is deliquescent and is relatively little used. It 
may be tested in the same way as potassium chlorate. Roman 
gives the following specification: sodium chlorate 99:5 per cent., 
sodium chloride 0-2, bromide ot; traces of heavy metals and 
alkaline earths ; no mechanical impurities ; no insoluble residue in 
water. 


diol. wt, 106: 
82 at 0°, 204 at 100°; 


() Potassium Perchlorate 


Mol. wt., 138-55; sp. gr., 2°52; M.P., 610°; soluble in 100 parts water, o7 
at 0°, 18-7 at 100°, 

Potassium perchlorate forms a white, crystalline solid, which is 
very sparingly soluble in water. It is not hygroscopic. It should be 
in a fine state of subdivision. It is much more stable than the chlorate ; 
it is not readily decomposed by acids, and is reduced with difficulty 
in solution. It should be free from sodium salts. 

Chlorides and sulphates should be present only in small proportion. 
Chlorate should be present only in traces. This may be tested 
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for qualitatively by warming with hydrochloric acid. A smell of 
chlorine indicates the presence of chlorate. The chlorate may be 
estimated colorimetrically by the yellow-brown colour produced on 
warming with hydrochloric acid and potassium iodide. 

Potassium perchlorate may be detected in mixtures by the methylene 
blue reaction (see under Potassium Chlorate). It may be estimated 
quantitatively by heating, as described under Potassium Nitrate, or 
by nitron ; also by precipitation as methylene blue perchlorate and 
titration of the excess of methylene blue with picric acid. It can also 
be reduced with titanous sulphate or chloride. 

Sodium perchlorate contains a higher proportion of oxygen, but is 
not suitable for use on account of its hygroscopicity. 


(4) Ammonium Perchlorate 


. gF., 1°87 ;- soluble in 100 parts water, 12-4 at 0°, 88-2 at 
in alcohol and acetone. 


Mol. wt., 117-45 
100° ; slightly solubl. 
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The examination is similar to that of the potassium salt. Absence 
of chlorate is of special importance. Chlorides and sulphates should 
not exceed about 0-5 per cent., ash o-5 per cent., and moisture 
0-25 per cent. The ammonium perchlorate content should be at 
least 99 per cent. 


IIL, INGREDIENTS OF GUN-POWDER 
(a) Potassium Nitrate (see p. 1). 
(b) Sulphur 


At. wt., 32°06; sp. gr., 2°06 (rhombic); melts at 112-119°; boils at 444°5°; 
insoluble in water ; soluble in many organic solvents, especially carbon disulphide 
(100 parts dissolve 37 parts sulphur at 15°). 

For explosive purposes finely powdered roll sulphur is used. It 
must be free from acid. The moisture is estimated by drying in a 
vacuum or by warming, but a temperature of 70° should not be 
exceeded. The loss of weight should not be more than 1 per cent. 
The residue on burning off the sulphur should not exceed 0-15 per cent. 
Some specifications permit up to 0-5 per cent. The residue should 
be free from sand. 

Arsenic is indicated by a bright yellow or reddish colour, and may 
be estimated by warming 5 g. of sulphur with 100 c.c. ammonia to 
50°-60° for fifteen minutes, filtering, acidifying the liquor, and treating 


8 


with hydrogen sulphide, There should be no weighable precipitate. 
Alternatively, a titration method with silver nitrate and potassium 
chromate may be used. 


Sulphur may be extracted from mixtures by freshly distilled carbon 
disulphide. It may be determined by evaporating at least three times 
with strong agua regia to convert it to sulphuric acid, and precipitating 
with barium chloride. 

(c) Charcoal 


The examination is mainly physical. Good charcoal should have 
a deep black, velvety fracture, low density, and should be soft and 
easily rubbed to powder. It should not scratch copper and should 
ring well when struck. Charcoal from different woods may be recog- 
nised by the pith, which is round and brown for dogwood, black and 
round for willow, triangular for alder, and small, round and black for 
hazel wood. Birch and poplar are also sometimes used. Brown 
charcoal is recognised by its colour, The moisture is estimated by 
heating at 100° and should not exceed 4 per cent. The carbon content 
is sometimes determined, and ranges from about 70 to 75 per cent. 
The ash is determined in the usual way. It should not contain gritty 
matter. 


TV, Various INGREDIENTS 
(a) Graphite 


Graphite is used for coating powders. It must give an adherent, 
uniform coating and for this purpose must be very finely ground. It 
should have a uniform grey colour, and a smooth feel when rubbed. 
Pure graphite has a specific gravity of 2-255. It should be free from 
acid. ‘The ash is determined in the usual way, but vigorous heating is 
necessary to burn off the graphite. The residue may amount to 15-25 
per cent. Silicates should be absent. Volatile matter is estimated 
by heating in an atmosphere of nitrogen. The carbon content may 
be estimated by combustion in a current of oxygen, and determination 
of the carbon dioxide. Sulphur is determined by heating with magnesia 
and sodium carbonate, then with ammonium nitrate or sodium peroxide 
to convert to sulphate, which is estimated as barium sulphate. 


(>) Aluminium 
At. wt, 27°05 sp. gr, 2°70; M. 


58°. 
Aluminium is used in a finely powdered condition or as flake in 
sexplosive mixtures. The degree of fineness and bulk density are 
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9 
usually specified. The aluminium must be as free-as possible from 
oxide and from impurities which promote oxidation on storage. The 
specification limits for aluminium content range from about 92 to 
98 per cent. Iron is frequently present up to 0-5 or 1 per cent., and 
small quantities of zinc and copper are met with (0-1 to 0:2 per cent.). 
The copper content should be as low as possible, since larger amounts 
make the aluminium very reactive towards nitrates. Silicon is also 
found up to about.o-5 per cent. Oily matter is often present up to 
0°3-0'5 per cent. Soap should not be present in more than very 
small proportions. The loss of weight on heating to 100° for an 
hour should not exceed 0:25 per cent. For the determination of the 
aluminium content, the metal is dissolved in hydrochloric acid or 
potassium hydroxide solution, and the hydrogen evolved is measured, 
or determined by a gravimetric method. Other methods depend 
upon reduction of ferric sulphate, and on conversion of the aluminium 
to chloride which is then distilled off in a current of hydrogen chloride. 


(c) Magnesium 
At. wt, 249325 SP. Bt 1°74; M.P., 650°, 

Magnesium is used in a powdered form. The degree of fineness is 
usually specified. The magnesium should be as free as possible from 
oxide and from other metals, Small quantities of iron are usually 
present (0°5 to 1 per cent.). Copper, aluminium, manganese, zinc, 
lead, calcium and silicon may be present in traces. Gritty matter is 
to be avoided, and oil or fat should be present only in traces. The 
content of metallic magnesium is estimated by measuring the hydrogen 
evolved on treatment with hydrochloric acid (¢f. aluminium). 

(4) Paraffin Wax 


This should be white and as transparent as possible. It should 
have no taste or smell. It must be free from mechanical impurities 
and acidity, and must dissolve completely in acetone or carbon 
disulphide.. On ignition it should give very little ash. The melting 
point is not very definite. It is generally specified for the special 
purpose for which the paraffin wax is required, The determination of 
the setting point is sometimes preferred. 
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The apparatus for this test consists 
of a thermometer of suitable range and a small glass cup with a hole 
in the bottom. About 0-2 g. of the paraffin or mineral jelly is placed 
in the cup, which is then fitted on to the bottom of the thermometer 
bulb. On slowly heating the thermometer and cup, the temperature 
at which drops of melted paraffin fall away from the cup is noted. 


(e) Colophony 

This is a brittle, vitreous material of yellow to brown colour and 
sp. gr. 1-07 to 1-08. It has very little taste or smell. It is insoluble 
in water, but dissolves in alcohol and most other organic solvents. 
It has a very indefinite melting point. On heating it softens at 70° 
and becomes molten at about 108°. It should not lose more than 
0-2 per cent. on heating at 100°. 


(f) Castor Oil 


Castor oil is used to reduce the sensitiveness to friction. It is also 
a waterproofing agent and prevents the recrystallisation of potassium 
chlorate. The oil is colourless or pale yellow, highly viscous, and 
somewhat lighter than water (sp. gr. 0:96 to 0°97 at 15°). It is optically 
active and has a refractive index of 14773. It is miscible with absolute 
alcohol and many other organic solvents, but is insoluble in petroleum- 
ether and benzine, and incompletely soluble in 90 per cent. alcohol. 
A mixture of 10 c.c. of the oil and 50 c.c. of alcohol of sp. gr. 0-829 
at 17°5° should give no turbidity. On shaking with an equal volume 
of 50 per cent. nitric acid it should not blacken. The acidity is 
determined by dissolving in alcohol and titrating with alkali. The 
saponification number is estimated in the usual way. Colophony 


POOR MAN'S JAMES BOND Vol. 1 


can be detected by dissolving in acetic anhydride and adding a drop 
of concentrated sulphuric acid (violet or red colour). Paraffin wax 
may be detected by saponifying 5 g. of the oil with 20 c.c. of a solution 
of 40 g. sodium hydroxide in’93 ¢.c. water and 500 c.c. glycerol. The 
hot liquid is then added drop by drop to 50 ¢.c. of methyl alcohol 
In absence of paraffin wax the liquid remains clear on cooling ; 
2 per cent. of wax causes the liquid to become cloudy, and after a time 
gelatinous. The refractive index and viscosity are also made use of 
to ensure absence of impurities. 


(g) Kieselguhr 


Kieselguhr is used for the manufacture of dynamite. It consists 

of diatoms which are capable of absorbing considerable quantities of 

nitroglycerine or other liquids. It is obtainable commercially in 
u 


fairly pure condition, but is subjected to calcination at the dynamite 
factory before mixing with the nitroglycerine. It should be white 
or faintly reddish and should have a smooth feel when rubbed between 
the fingers. It should be as free as possible from sand, acid, and 
organic matter. The water content should not exceed 1 per cent. 
Sand may be separated by shaking with water and allowing to settle 
quickly. The separation is facilitated if the kieselguhr is first broken 
down by boiling with strong alkali. The absorptive capacity is 
ascertained by mixing weighed quantities of nitroglycerine and 
kieselguhr, filling into a cavity in a wooden block and pressing with 
a wooden plunger by means of a definite weight. The lower end of 
the cavity is open and is covered with a piece of parchment paper. 
The amount of nitroglycerine which is pressed out is an inverse 
measure of the absorptive capacity. A rough indication is also given 
by the amount of nitroglycerine necessary to make the kieselguhr 
appear wet ; a good kieselguhr should take up at least four parts. 


(h) Wood Meal 


Wood meal should be free from acid and foreign substances, 
especially sand and metallic particles. No chemicals should be used 
in the manufacture, and bleaching agents should be avoided. The 
degree of fineness is generally specified. Larger fragments of wood 
should not be present. 

Limits for the moisture content range from § to 10 per cent. The 
ash should not exceed 0-5 to 1-0 per cent. Resin is determined by 
extraction with ether. Extraction with alcohol removes tannin, etc. 
These extracts should be very small in quantity. Wood meal contains 
small quantities of water-soluble matter, which should be taken into 
account in the estimation of wood meal in dynamite, ete. 

The cellulose content may be estimated by treatment with caustic 
soda and chlorine. 

Wood meal shold absorb liquids readily. Thus it should retain 
60 to 70 per cent. of nitroglycerine without exudation. The combusti- 
bility is tested by mixing one part of wood meal with 3 parts of 
potassium nitrate and burning in a lightly covered crucible. The 
residue should not exceed to per cent. The rapidity of burning is 
measured by filli..g some of the mixture into a groove in a sheet of 
metal and igniting at one end. 

The bulk density is measured by adding the wood meal little by 
little to a 100 c.c. measuring cylinder, which is knocked on the table 
after each addition to shake the wood meal down. The quantity which 
fills 100 c.c. is weighed. 
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Wood meal may be detected in mixtures by the microscope or by 
the phloroglucinol test. One gram of phloroglucinol is dissolved in 
15 cc. of alcohol, and 10 c.c. of syrupy phosphoric acid is added. 
A little of the meal is rubbed with 0's c.c. of this reagent in a porcelain 
dish. Wood fibres show a rose colour changing to carmine. Apart 
from wood meal other forms of meal (corn, potato) are sifnilarly used. 


(i) Chlorides, Oxalates, Carbonates 
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Sodium and potassium chlorides are much used in industrial 
explosives. They are generally obtainable in a sufficiently pure 
condition. They should be free from hygroscopic impuri The 
degree of fineness is of importance and is generally specified ; large 
particles should not be present. 

The oxalates of potassium, sodium, and ammonium should be 
pure white, and free from mechanical impurities. ‘The two former 
should be free from acidity and alkalinity; ammonium oxalate may 
develop slight acidity by hydrolysis and the litmus paper tends to 
change colour on drying. ‘The sodium salt is anhydrous, the two 
others have water of crystallisation. They should dissolve pract 
completely in water and should he free from chlorides, sulp! 
heavy metals. ‘The ammonium salt should Ieave no residue on ignition. 
Oxalates are readily detected as the calcium salt and the purity ean be 
determined by titration with permanganate. 

Sodium carbonate is occasionally used as a stabiliser in blasting 
explosives. It should be of 98 to 99 per cent. puri cl should 
contain only traces of chlorides, sulphates, and ammonia. It should 
dissolve in water without residu 

Sodium bicarbonate should be finely powdered, and should dissolve 
completely in water. Carbonates of other metals should be present 
only in traces, and chlorides and sulphates should also be practically 
absent. The purity should he at least 99 per cent. 

Calcium carbonate should be in a very finely 
the state of subdivision is usually specified, Tt should be practically 
free from calcium oxide or hydroxide and from salts of metals other 
than calcium, 


ies. 


dissolved condit 


(j) Cuprene 


For gun-powder required for burning under reduced pressure, 
Grimwood recommends the use of cuprene, a polymerised product 
from acetylene. This may be used to replace either wholly or in part 
the charcoal of gun-powder. Even at very low pressures the rates of 
burning are not appreciably altered when this substince is used. 
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V. STABILISERS 


(a) Camphor 

Cy, sp. gr., 0-985 at 18 
soluble in water 0-1 per cent. ; soluble in organic solven 

Apart from natural camphor, the synthetic material is now made 
in considerable quantities. Natural camphor is optically active, the 
synthetic product is the racemic form, and is inactive except for small 
quantities of impurities. 

On heating, camphor should not begin to sinter below 173° and 
should not melt below 175°. On sublimation it should leave practically 
no residue (0-1 per cent.), It is tested for acid by dissolving in alcohol, 
precipitating with water and testing the solution. The presence of 
water is indicated by turbidity on dissolving in petroleum ether. 
Camphor gives a yellow to brown solution in concentrated sulphuric 
acid, according to the organic impurities present. 

Crane and Joyce recommend for the determination of the purity 
of camphor— 

(1) Determination of residue on sublimation. 
(2) Sp. gr. of a 10 per cent. solution in benzene. 
(3) Optical rotation (for natural camphor). 


M.P., 180°; B.P., 209°; 


(>) Diphenylamine 
(CyHysNH; mol. wt, 16951; sp. gr, 1-159; M.P., 54°; 
practically insoluble in water; soluble in most organic solvents. 
The compound should ‘be white or pale yellow. It should melt at 
52° to 54° and should yield practically no insoluble residue in ether 
or alcohol. It should also give a clear solution in pure sulphuric 
acid (a blue colour indicates the presence of nitrate). It should have 
no unpleasant smell. Aniline bases should be present only in traces 
(c-001 per cent.). These may be tested for by bleaching powder. 


BP. 302°; 
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In the detection of diphenylamine the nitric acid reaction is used. 
The quantitative estimation is described under Smokeless Powder 
(p. 53). 

() Substituted Ureas 


Symmetrical diethyl- and dimethyldiphenyl-urea are known as 
Centralite I and II respectively. They are used as stabilisers, as they 
absorb the oxides of nitrogen, formed by the decomposition of nitric 
esters. FA 


Centralite 1 melts at 79° and Centralite II at 
sublime above the melting point. They are very sp 
in water, but dissolve readily in alcohol and ether. 


120+ 


‘They should be 
almost colourless and free from aniline, volatile substances, chlorides 


and mechanical impurities. They should give clear solutions in 
alcohol and should give no residue on incineration. 

Asymmetric diphenylurea (acardite) also belongs to this class of 
compounds. It melts at 189°. On boiling with sodium hydroxide 
solution it is hydrolysed to diphenylamine which can be driven over 
by steam, The symmetrical derivative melts at 235°. It is not 
volatile in steam. 

Substituted urethanes are also used as stabilisers. 

The estimation of centralite, ete., is dealt with under Smokeless 
Powders (p. 53): 


(4) Mineral Jelly 


This is used principally for the manufacture of cordite. It should 
be free from foreign matter, scales and particles, and should have a 
flash point of at least 400° F. (205° C.) and a sp. gr. of not less than 
0°87 at 100° F. (37°8°C.). It should not lose more than 0-2 per cent. 
in weight on heating for 12 hours on a water-bath and should be 
practically free from mineral matter. ‘The acidity may be tested by 
dissolving in cther, allowing to settle and titrating a measured portion 
of the liquid with alcoholic potassium hydroxide. The mineral jelly 
should be practically neutral, Mineral jelly has no definite melting 
point, It is important that the mineral jelly shall not have 
been melted for two or three days before testing. 

Mineral jelly is practically insoluble in a mixture of 4 parts methyl 
alcohol and 1 part water, and this is made use of in the separation of 
mineral jelly from. nitroglycerine, ete. 

Camphor, substituted urcas and triphenyl phosphate are some- 
times used to modify the rate of burning of gun-powder. Phthalides 
are claimed to have advantages over centralite in certain smokeless 
powders, 


VI. Nitration Actps 
{a) Nitric Acid 


The methods of testing are given in Vol. L, p. 489. These include 
the total acidity, lower oxides of nitrogen, sulphuric acid, chlorine, 
iodine and mincral matter. The lower oxides are lly restricted 
1S 

to 1 per cent. (as NO,). Chlorine should not exceed 0°03 per cent. 
and mineral matter o-o1 per cent. Nitric acid may contain traces of 
tetranitromethane and of chloronitromethancs, which are liable to 
find their way into nitroglycerine and lower the heat test. 


(>) Sulphuric Acid and Oleum 
Methods of testing are given in Vol. I., pp. 416, 456. 


(c) Mixed Acids and Spent Acids 


Mixed acids for nitroglycerine manufacture should be as free 
as possible from suspended matter, such as sulphates of iron or lead, 
as these may delay the separation. 

In the spent acids the nitric acid content is lower and the water 
content higher than in fresh mixed acids. They also contain organic 
matter which differs according as the acids are from nitrocellulose, 
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nitroglycerine, or nitroaromatic compounds. The presence of these 
and of muddy suspensions gives rise to some difficulties in analysis. 
In the determination of nitrogen by the nitrometer method allowance 
must be made for dissolved nitroglycerine ; this may be determined 
by extraction with ether or chloroform and evaporating gently. The 
estimation of nitrous acid may also be affected by organic matter. 
Raschig avoids this by adding potassium iodide and titrating the 
i ¢ in an atmosphere of carbon dioxide. 

Webb gives the following method for the waste acid from nitro- 
glycerine manufacture: A sample is maintained at 120° in a calcium 
chloride bath for 20 minutes, and the nitric acid is driven off by a 
current of steam. The residual solution contains sulphuric and oxalic 
acid. The latter is estimated by titration with permanganate at 60° 
and the sulphuric acid is determined by titration with alkali and methyl 
red after addition of 1 c.c. of 3 per cent. hydrogen peroxide for each 
5 c.c. of permanganate previously used up. This is to destroy organic 
matter. It is necessary to calculate from the permanganate titration 
the amount of sulphuric acid which is used up in the reaction between 
permanganate and oxalic acid and to add this to the sulphuric acid 
estimated by the alkali titration. The nitric acid is determined by 
Lunge’s method. Dissolved nitroglycerine is oxidised by potassium 
bichromate, and the excess of bichromate estimated by potassium 
iodide and thiosulphate. 
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VII. CELLULOSE 
{a) Cotton Cellulose 


The cotton cellulose used for the manufacture of nitrocellulose 
must be as free as possible from husks, seeds, paper, dust, coal, sand, 
woven and twisted masses, and must not contain residues of soda or 
bleach, It should not be acid. The moisture is determined by 
heating 5 g. at 103° to 105° to constant weight and may amount to 
7 to & per cent. The ash should not exceed 0'5 to 1 per cent. Oily 
matter is determined by extraction with ether and is generally restricted 
to 0-4 to 06 per cent, Starch should be absent or present only in 
traces. 

Alpha-cellulose. Ten g. of cellulose is broken down by kneading 
in a mortar with 50 c.c. of 17:5 per cent. sodium hydroxide solution 
free from carbonate. After 30 minutes 50 c.c. of water is added, and 
the cellulose is filtered and washed. The mass is wetted with hot 
dilute acetic acid, again washed, and dried. The residue represents 
the alpha-cellulose, after deducting the weight of the ash. 

Reducing Substances. These are tested for by the “ copper value." 
In the method of Schwalbe the cotton is boiled with Fehling’s solution, 
prepared by adding copper sulphate solution to alkaline Rochelle salt. 
In Braidy’s modification, which is stated to give more consistent 
results, 2-5 g. of very finely divided air-dry cotton is treated with a 
mixture of 5 c.c. of 10 per cent. copper sulphate (cryst.) and 95 c.c. 
of an almost-saturated solution of sodium carbonate and bicarbonate 
(350 g. soda crystals and 50 g. bicarbonate made up to 1 litre). The 
cotton is immersed by means of a rod and the air bubbles are allowed 
to escape ; the flask is then surrounded with boiling water for exactly 
three hours. The contents are filtered off on an asbestos filter and 
washed first with dilute sodium carbonate solution and then with water. 
Then the residual cuprous oxide is dissolved by treatment with a 
solution containing 100 g. of iron alum and 140 g. of concentrated 
sulphuric acid per litre. “Two such treatments usually suffice. The 
filter is then washed with 2 N-sulphuric acid; the combined filtrate 
and washings are titrated with NV/25 potassium permanganate solution. 
According to Brissaud the test is affected by air. 
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Alkali-soluble Substances. The methods vary somewhat in detail. 
The following conditions are given by Landon. Five g. of dried 
cellulose is placed in a litre flask, and 300 c.c. of 10 per cent. potassium 
hydroxide solution (or the equivalent of sodium hydroxide) added. 
The hydroxides should be free from carbonate. The mixture is boiled 
under a reflux condenser for three hours. The ebullition should be as? 


POOR MAN'S JAMES BOND Vol. 1 


regular as possible ; fragments of porcelain may be added to prevent 
bumping, and should be removed afterwards. The mixture is poured 
into a litre of cold water ; the flask is rinsed carefully and acetic acid is 
added to destroy combinations of cellulose and alkali. The cellulose 
is filtered, washed with hot water and dried. The loss of weight 
represents the alkali-soluble material. Landon gives a limit of 
3 per cent. Part of the alkali-soluble material can be reprecipitated 
with acid. This is known as wood gum. The following method is 
in use : 15 g. of the dried cellulose is immersed in 300 c.c. of a § per cent. 
solution of sodium hydroxide, and allowed to stand for twenty-four 
hours at 18° to 20° with frequent shaking. The liquid is filtered off 
and 100 ¢.c. mixed with 200 c.c. of alcohol (92-5 per cent. by weight). 
A little phenol phthalein is added and then 9°5 c.c. of hydrochloric 
acid (1°19) to neutralise most of the alkali. The neutralisation is 
completed with normal acid, and a further 5 c.c. of acid is added. 
After twenty-four hours the precipitate is collected on a tared filter 
paper or in a Gooch crucible, washed with alcohol and ether, dried 
at 100° and weighed. 

Cotton is also tested for ligneous matter by absorption of dyes 
(fuchsine, methylene blue, malachite green) and for the viscosity of 
its solution in cuprammonium liquor. Gabillion gives the following 
figures for various cottons :— 

Moisture, 4°5 to 6:0; ash, 0-1 to 0-25 ; fats, 0-1 to 0-25 (maximum) 0°8 ; iron, 
0:008 ; insoluble in HySO,, 0-1 to 0°$; alpha-cellulose, 99 per cent.; copper 
number (unbleached) 0:07 to (moderately bleached) 0-1 to 0-2, (strongly 
bleached) 3 to 4; potash number, 2. 


() Wood Cellulose 


Wood cellulose which is to be converted to nitro-cellulose must be 
in a form in which it can be readily dipped into the nitration acids 
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and must be highly absorbent to permit of the penetration of the acids. 
It should be practically free from acidity and alkalinity, and from any 
residual chlorine from the bleaching process. 

The moisture is estimated by heating 5 g. of the cellulose to 103° 
to 105° to constant weight. It is desirable to dry the cellulose partially 
at a lower temperature, otherwise some charring may take place at 
105°. The dried cellulose should be allowed to cool in a stoppered 
weighing bottle, as_it reabsorbs moisture very readily. Limits of 
6 to 8 per cent, are specified. 

The ash is determined in the usual way, taking § to 20 g. of material 
and finishing at a dull red heat. If calcium sulphate is present in 
quantity, it may be reduced ; in this case the cellulose may be first 
destroyed with nitric acid. 

Fats and resins are determined by extraction with ether. Figures 
up to about 1 per cent. are given. Extraction with alcohol is some- 
times also included.» The method of determination of alpha-cellulose 
is given under Cotton (p. 16). Alkali dissolves xylan together with 
some oxycellulose, etc., and on neutralisation a mixture of substances 
is precipitated which is designated as wood gum. The method of 
estimation is giyen under Cotton Cellulose (p. 16). The figure 
obtained on neutralisation is known as the neutral wood gum number. 
Excess of acid gives a somewhat lower figure (acid wood gum). Figures 
of 5 to 8 per cent. are given for the neutral wood gum. It is to be 
observed that the precipitate readily carries down a considerable 
proportion of sodium chloride from solution ; this should be estimated 
and deducted from the total. 

Pentosans are estimated by conversion to furfural. This is effected 
by distillation with dilute hydrochloric acid. Oxycellulose and other 
constituents of wood cellulose are also stated to yield small quantities 
of furfural. Methyl pentosans similarly yield methyl furfural. The 
wood cellulose is distilled with 12 per cent. hydrochloric acid until 
no more furfural is evolved. The furfural is then determined by 
precipitation with phloroglucinol. This gives a phloroglucide which 
can be washed, dried, and weighed. 

According to Heuser and Boedeker, furfural = (phloroglucide + 
0-001) X0°571, and pentosan = furfural x 1-375. 
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A more expeditious volumetric method is given by Powell and 

Whittaker. 0°5 to 08 g. of material is distilled with 12 per cent 

hydrochloric acid until the distillate gives no more pink colour with 

aniline acetate. The apparatus used for the distillation should have 

all-glass connections, Into cach of four well-stoppered bottles is 
19 


pipetted 25 c.c. of standard sodium bromide-bromate (approx. NV/10). 
To two of the bottles are added 200 c.c. of the above distillate, and to 
the others 200 c.c. of 12 per cent. hydrochloric acid. After standing 
for an hour in the dark, about 10 c.c. of 10 per cent. potassium iodide 
solution is added, and the iodine is titrated with N/10 thiosulphate. 
The difference between the blank and the test titration isa measure 
of the furfural. One g. mol. furfural is found to react with 4:05 g. 
atoms of bromine. According to Schwalbe, Kraftcellulose gives the 
highest pentosan content (7-6 to 9:3 per cent.); next comes un- 
bleached soda cellulose with 5-9 to 7-7 per cent. Sulphite cellulose 
gives 3-3 to 4:6 per cent. 

The copper value is used for the estimation of reducing substances 
(mainly oxycellulose), The method is given under Cotton Cellulose 
(p. 16). It is stated that pentosans and other constituents of wood 
cellulose also react to some extent. Hydrocellulose is formed by the 
action of acids on cellulose. On further hydrolysis with acid and 
neutralisation, it reduces Fehling’s solution. Estimations of the 
hydrocellulose are not usually included. 

Lignin presents considerable difficulties, as the constitution is 
unknown and definite quantitative reactions are not available. It 
contains hydroxy, acetyl, and methoxy groups. It can be acetylated 
and nitrated. Numerous colour reactions have been suggested. The 
commonest of these is the phloroglucinol reaction. A solution of 1 g. 
phloroglucinol in 50 c.c. alcohol is mixed with 25 c.c. conc. hydro- 
chloric acid. This gives a red colour with lignin. It is important that 
the solutions be freshly mixed. It is sometimes specified that the 
cellulose shall not give more than a faint rose colour. Another test in 
common use. is to dissolve 0-02 g. wood cellulose in 5 c.c. of conc, 
sulphuric acid and allow to stand for an hour. This gives a brown 

The 
determination of the methoxy-group by the Zeisel method is some- 
times used as a quantitative test, but the reaction is also given by 
methyl pentosans. 

The wood cellulose may also be examined for viscosity in cupram- 
monium solution. To ascertain whether wood cellulose absorbs 
nitration acids readily, about-1 g. is pressed together lightly by hand 
and thrown on to a mixed acid containing 20 to 25 per cent. nitric, 
70 to 60 per cent. sulphuric and 10 to 15 per cent. water. The cellulose 
should sink within one minute. On nitration it should neither become 
Pappy nor become stiff through parchmentising. The following limits 
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are given by Scharrnbeck. With the exception of the moisture estima- 
tion the percentages are calculated on the dry material :— 


Per cent. 

Moisture 70 
Ash . . . . . 06 
Wood gum (sulphite cellulose) 50 

” »» (soda cellulose) . 60 
Chlorine—faint opalescence with AgNO, 
Alkali—faint red colour with phenolphthalein Be 
Soluble in alcohol - os 


Lignin—faint red with phloroglucin reagent 


VIII. Potynypric ALCoHOLs 
(a) Glycerine 


Glycerol, CyH,(OH), ; mol. wt., 92; sp. gr., 1-262; B.P., 290°; 
water and alcohol ; insoluble in ether. 


iscible with 


Pure glycerine is. a colourless viscous liquid. The commercial 
product as used for dynamite is yellow to brownish in colour, and 
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has usually a faint caramel-like odour when rubbed between the 
hands. 

According to Crosfield glycerine for explosives manufacture 
must be a distilled product as free as possible from water and containing 
at least 98 per cent. glycerol. Its specific gravity should be not less 
than 1-262 (15°5°/15°5°). It should be free from lead, calcium, fatty 
acids, sugars and decomposition products of glycerol (acrolein, etc.) 
and should not contain more than traces of arsenic, iron and 
chlorides. 

The glycerol content may be determined, if required, by acctyla- 
tion, or by oxidation with dichromate. 
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The water content may be approximately estimated by heating in 
a weighing bottle with a loose stopper at 90°. Some evaporation of 
glycerol takes place; the heating should be continued until the 
successive losses are very small and approximately constant. The 
total loss is corrected for the loss of glycerol. Distillation with tri- 
chloroethylene has also been proposed. 

Reducing substances may be detected by addition of silver nitrate 
and allowing to stand in the dark for fifteen minutes; Fehling’s 
solution should give no reduction on standing for twelve hours in the 
dark. 

The organic and inorganic residues are determinated by gradually 
evaporating 25 g. and completing the evaporation in an air bath ai 
160°, A little water should be added to the residue from time to 
time to prevent it from becoming too thick. The residue is weighed, 
and then ignited to ascertain the percentage of ash. The former 
should not exceed 0-25 and the latter 0-05 to 0-10 per cent. 

Acidity and alkalinity are tested for in the usual way, after diluting 
the glycerine with two volumes of water. The glycerine should be 
practically neutral. 

Fatty acids are estimated by diluting with an equal volume of 
water, extracting with ether, washing the ethereal solution several 
times with water, evaporating off the ether, and drying at 70°. No 
more than traces should be present. 

For the determination of saponifiable matter, 100 g. of the sample 
is weighed out in a flask, 200 c.c. of boiled distilled water and 30 c.c. 
of N/1 sodium hydroxide are added; the whole is maintained at 
100° for an hour and titrated. 

Sugar and gums are shown by darkening on shaking with con- 
centrated sulphuric acid. Small quantities of polyglycerines may 
be present, but these do not greatly affect the explosive properties of 
the nitroglycerine. They raise the specific gravity somewhat, and 
may therefore cause a glycerine containing a little water to have the 
correct specific gravity. Glycerine obtained by fermentation ‘contains 
traces of trimethylene glycol. This gives a dinitrate which is stated 
to be as stable as nitroglycerine. Albuminous matter is tested for 
by lead acetate. 

The nitrogen content 
should not exceed 0-3 per cent. Other tests include sulphides, sul- 
phates, sulphites, thiosulphates, chlorides and arsenic. An important 
test is the behaviour om nitration. A mixture of 1 part by weight 
nitric acid (sp. gr. 150) and 2 parts sulphuric acid (sp. gr. 1-84) 
is placed in a beaker, which is held in the hand in a pail of cold 
water and kept continuously in motion. Mixed acid from the factory 
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may also be used. The temperature is maintained at 12° to 15° and 
the glycerine is allowed to flow in slowly. One part of glycerine to 
eight parts of mixed acid are suitable proportions to employ. Over- 
heating is dangerous and the temperature must not be allowed to 
exceed 30°. When all the glycerine has been added, the mixture is 
cooled to 15° and brought into a separating funnel. It is important 
to observe the readiness with which the nitroglycerine separates from 
the acids. The separation should take place in ten minutes and 
should be clean and sharp without flockiness. The acid is carefully 
run off, and the nitroglycerine is washed repeatedly with water at 
40° to 50°, then with lukewarm 2 per cent. sodium carbonate solution, 
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and again with cold water, and measured in a burette. The yield is 
calculated from the specific gravity of nitroglycerine (1-60). A pailful 
of water should be held in readiness, in case it is necessary to drown the 
charge, by reason of the reaction becoming too vigorous. More 
accurate estimations are obtained by the use of special apparatus 
in which the nitration is carried out in a separating funnel cooled 
externally by water or by a freezing mixture. The stirring is effected 
by compressed air. 

The theoretical yield is 246-7 per cent. of the weight of the glycerine. 
Naoum gives yields of 225 to 229 per ce 

Glycerol may be detected qualitatively in small quantities by colour 
reactions dependent on the formation of dihydroxyacetone. 


(b) Diglycerine 


(CH,OH CHOH CH,),0. Mol. wt., 166-0; sp. g1 
(8 mm.); miscible with water ; insoluble in ether. 


33; B.P., 245° to 250°C, 


On heating with small quantities of alkali to 250°-260° glycerine 
undergoes partial condensation to diglycerine which can be nitrated 
to diglycerine tetranitrate. This is one of the admixtures which are 
used to lower the freezing point of nitroglycerine. If the condensation 
has been carried out with glycerine of good quality, special testing may 
be confined to the specific gravity (approximately 1°286 at 15° for a 
content of 30 to 40 per cent. diglycerine). The nitration product 
gives a nitrogen content of 17-6 to 17-7 per cent. The trial nitration 
is carried out as described under glycerine. The tetranitrate forms 
emulsions somewhat readily on washing with water, and it is better to 
use sodium chloride solution. The tetranitrate retains moisture rather 
firmly and is more difficult to dry than nitroglycerine. 
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(c) Monochlorhydrin 


CH,CICHOH .CH,OH. Mol. wt., 110°5 ; sp. gr., 1-338; B.P., 213°; miscible 
with water, alcohol and ether. 


Monochlorhydrin consists mainly of a-chlorodihydroxypropane, 
but contains a small proportion of the B-isomer. Usually a mixture 
of monochlorhydrin and glycerine is obtained, together with some 
dichlorhydrin, Small proportions of diglycerine may also be present. 
Assuming that the monochlorhydrin has been prepared from glycerine 
of satisfactory purity, it is usually sufficient to ascertain the chlorine 
content and to ensure freedom from water, hydrochloric acid, and 
dichlorhydrin, Exact analysis of such a mixture is hardly practicable, 
but a trial nitration should be included, with a nitrogen determination 
of the product. 

For the determination of chlorine, the mixture is first heated to 
115° at 30 mm. pressure. This removes any water and dichlorhydrin. 
About 5 g. is weighed out and boiled for fifteen minutes with 10 c.c. 
of a 15 per cent. solution of sodium hydroxide in alcohol. The alcohol 
is evaporated off and a little water is added. This is boiled for a few 
minutes and the liquid is acidified with nitric acid and the chlorine 
determined. The value is somewhat too high owing to the presence 
of small quantities of dichlorhydrin. 


(4) Ethylene Glycol 


HH CH,OH. Mol. wt., 62-0; sp. gr., 1-116 (15°); M.P., 115°; BP, 
cible with water and alcohol. 


1 

Ethylene glycol yields on nitration a dinitrate which is used in 
conjunction with nitroglycerine to lower the freezing point. It is a 
colourless liquid which is less viscous than glycerine. It resembles 
glycerine in its hygroscopicity. 

It should contain 97 per cent. of ethylene glycol corresponding to 
a sp. gr. of 1-1074 (20°/4°) if water is the only impurity. The 
estimation of glycol can be carried out by the dichromate method as 
for glycerine. It should be free from mineral matter. The moisture 
content cannot readily be determined by direct heating on account of 
the greater volatility of ethylene glycol 2s compared with glycerine. 
Somewhat more accurate results may be obtained by distilling off a 
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portion of the glycol until pure glycol passes over, then interrupting 
the distillation and determining the moisture approximately in the 
distillate by drying in a flat dish over phosphorus pentoxide with 
daily weighings until the rate of loss is constant. A correction must 
be applied for the ultimate constant loss. 
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A trial nitration is carried out as for nitroglycerine. The yield of 
nitrate may be depressed slightly by the presence of small quantities 
of higher homologues. 

(e) Pentaerythritol 


C(CH,OH),. Mol. wt, 1360; M.P., 253°; soluble in 100 parts water, 
SS ats’. 

Pentaerythritol is used for the manufacture of the tetranitrate 
(Penthrit) which is a powerful explosive. It is a white or slightly 
yellowish crystalline compound. The melting point should be at least 
220° to 230° and the compound should be completely soluble in 
water. According to Pushin, pentaerythritol undergoes allomorphic 
transformation at 185° and melts at 256°. 


TX, AROMATIC HYDROCARBONS AND DERIVATIVES 
(a) Hydrocarbons 


Benzene and toluene are used for the manufacture of nitro-compounds; xylene 
is used to a minor extent. They are colourless liquids and should be completely 
neutral, They are insoluble in water, but mix with most organic solvents. 


Bensene Xplene 
Melting point 52° eS 
Boiling point Bo-4® 1103” 136° to 140° 
Sp. gr. (20° C.) . 0879 08656868 


In the distillation of benzene and toluene 90 per cent. should pass 
over within a range of 0°6°. For the distillation, 100 c.c. are placed 
in a distillation flask of about 200 c.c. capacity. This rests on a sheet 
of asbestos with a hole of 1 in. diameter in the centre. The flask is 
surrounded by an aluminium cylinder which reaches nearly to the 
level of the side tube. Xylene is a mixture of isomers of somewhat 
indeterminate boiling point. 

Small percentages of aliphatic hydrocarbons are usually present. 
These should be as low as possible, as they do not undergo nitration. 
The specific gravity gives some indication of their presence, but a trial 
nitration is more certain. The hydrocarbon is nitrated to the mono- 
nitro-compound by a mixture of concentrated sulphuric acid and 
nitric acid (sp. gr. 1-42) at about 10° with vigorous sti 
mixed acid is added very slowly to the hydrocarbon and the stirring is 
continued for an hour after all the acid has been added. The acid is 
drawn off, and the nitro-compound washed with water with addition of 
soda to render it alkaline. The separated oil is steam distilled until 
the drops sink in water. The water is separated and the oil is treated 


25 


again with nitration acid in a graduated cylinder. The unnitratable 
hydrocarbons form the top layer. 

An alternative method is by sulphonation. Evans describes the 
following method for toluene. A measured quantity (about 50 c.c.) of 
toluene is added to 150 c.c. of 98 per cent. sulphuric acid in a 250 c.c. 
graduated cylinder. The cylinder is carefully shaken, so that the 
temperature does not exceed 45° and the stopper is lifted frequently 
to avoid excess pressure. The cylinder is allowed to stand for five 
minutes and vigorously shaken for three to four minutes. The liquid 
is transferred to a separating funnel, the neck of which is narrow and 
graduated in 1/100 c.c. The bottom outlet of the funnel is connected 
by a rubber tube with a mercury reservoir. By this means the acid 
can be raised until the paraffin layer is contained in the narrow neck. 
The volume is read after two to three hours. A correction for solubility 
of 0-6 of the percentage of paraffins found is allowed. 

Thiophene is detected by shaking in the cold with a sulphuric 
acid solution of isatin. This gives a blue coloration in presence of 
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thiophene. This may be used as a colorimetric method for the 
estimation of thiophene. 
Naphthalene is also used for the manufacture of nitro-derivatives. 
It should be in the form of pure white crystals of melting point 79° 
or over. It should not become yellow on exposure to air and light. 
It should give no residue on sublimation. A solution in concentrated 
sulphuric acid should give only a faint red colour. On boiling with 
water it should give no acidity. It should dissolve completely in 
benzene to a colourless clear solution. Naphthalene forms a sparingly 


soluble picric acid compound, which can be made use of in its estimation. 
(b) Phenol 
CJH,OH. Mol. wt., 94: sp. gr., 1-066 (15°); M. B.P., 18175°; soluble 
in 100 parts water at 15 completely miscible a 


Pure phenol forms colourless crystals; the commercial product 
has as a rule a slight reddish colour. A setting point of 40° is usually 
specified ; a lower setting point indicates the presence either of water 
or of cresols. It should give a clear solution in 10 per cent. sodium 
hydroxide solution. 

Phenol is used for the manufacture of picric acid. Metacresol can 
be similarly converted to trinitrometacresol. Technical metacresol 
contains ortho- and paracresol. On nitration these isomers are 
oxidised to oxalic acid. An approximate estimate of the content of 
metacresol can be obtained by a trial nitration under definite 
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conditions. The pure metacresol gives 174 per cent. by weight of 
trinitro-compound, and the yield is proportional to the meta-content 
in mixtures of the isomers. 


(c) Dimethylaniline 

CyHyN(CHy)y. Mol. wt., 121-0; sp. gr., 0-955; M.P., 2°; B.P., 193°; slightly 
soluble in water ; soluble in organic solvents. 

Dimethylaniline serves for the preparation of tetryl (trinitrophenyl 
methylnitramine). It may contain water, aniline and monomethyl- 
aniline. It should be light in colour, free from mineral matter, and 
should give a clear solution when mixed with an equal volume of 
concentrated hydrochl acid. 

The presence of aniline is shown by the carbylamine reaction. 
Aniline and monomethylaniline react with acetic anhydride. An 
approximate estimate can be obtained by the rise of temperature when 
50 c.c. of the dimethylaniline and 10 c.c. of acetic anhydride are 
brought together in a Dewar vessel. A comparative experiment should 
be made with dimethylaniline containing a known amount of mono- 
methylaniline. Alternatively the amount of acetic anhydride used 
up may be determined by filtration. A weighed quantity of acetic 
anhydride (about 2° g.) is added to a weighed quantity of dimethyl- 
aniline (about 10 g.). The acetylation is allowed to proceed for two 
to three hours, 70 c.c. of water added and the whole warmed on a 
water-bath for half an hour and then titrated with sodium hydroxide. 
This gives the quantity of acetic anhydride not used in acetylation. 


X. SOLVENTS 
(a) Acetone 

CH,COCH,. Mol. wt., 58-0; sp. gr., 0-7912 (20°/4*) ; B.P., 56-1°; soluble in 
water and organic solvents. For acetone and water density tables see Reilly and 
Ralph. 

Acetone should be colourless and completely miscible with water. 
Its specific gravity should not exceed 0-800 at 15°. It should give no 
turbidity on mixing with twenty times its volume of carbon disulphide, 
and no residue on evaporation. It should be free from acidity, except 
for traces of dissolved carbon dioxide (approximately 0-01 per cent.).. 
To test acidity the acetone is boiled to remove carbon dioxide, diluted 
with an equal volume of water (free from carbon dioxide) and titrated 
with alkali, using phenol phthalein as indicator. Alkalinity should be 
absent, as it indicates the presence of amines ; it is tested for by diluting 
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and adding methyl red or para-nitrophenol. 
Alcoholic impurities are detected by means of a reagent made 
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up by dissolving 0°5 g. of potassium dichromate in 100 c.c. of nitric 
acid (sp. gr. 1°332). One c.c. of the acetone is mixed with 3 c.c. 
of the reagent, and allowed to stand for five minutes. No blue or 
violet colour should be formed. 

Aldehydes and similar reducing substances are tested for by the 
permanganate test. A solution of 1 g. potassium permanganate in a 
litre of water is made up and 1 c.c. of this is added to 100 c.c. of 
acetone. The colour should persist for at least thirty minutes at 
15°5° in the dark. In Germany, a silver nitrate test is included to 
detect aldehydes: these can also be detected by Schiff’s reagent 
(fuchsine-bisulphite). “Light oils” also reduce ammoniacal silver 
nitrate. They may be tested for as follows. 

Method 1. 100 c.c. acetone and 200 c.c. water are mixed and 
rapidly distilled in a retort. The first 10 c.c. of distillate is collected 
in a graduated cylinder, 20 c.c. of water added, and the volume of 
any oil which separates on standing is measured. 

Method 2. 10 c.c. of acetone is added to 100 c.c. of water at 15°. 
Two c.c. of a solution containing 12°69 g. iodine and 14-60 g. potassium 
iodide is added. After exactly one minute, 2 c.c. of N/10 thiosulphate 
is added. and the excess of thiosulphate titrated with iodine, One c.c. 
of N/t00 iodine solution is equivalent to approximately 0-02 per cent. 
of the impurity. 

The acetone content is usually estimated by Messinger’s method. 
Two g. of acetone is mixed with 500 c.c. water ; 10 c.c. of the mixture 
is mixed with 25 c.c. N/t alkali and 50 c.c. N/t0 iodine added with 
shaking. The mixture is shaken frequently and after fifteen to twenty 
minutes 26 c.c. of N/1 sulphuric acid added. The iodine is titrated with 
thiosulphate. The acetone is converted to iodoform; six atoms of 
iodine correspond to one mol. of acetone. 

‘A method depending upon the action of mercuric sulphate is also 
stated to give satisfactory results. 

‘Acetone may be detected qualitatively either by the above reactions 
or by the following test : The liquid is diluted with water, 2 drops of 
5 per cent. nitroprusside, 2 drops of 5 per cent. sodium hydroxide and 5 
or 6 drops of acetic acid are added. Acetone gives a red colour changing 
to violet on warming. 

(>) Ethyl Ether 

(CyH,),0. Mol. wt., 74°05 sp. gr 0713/15"; B.P., 34°; partially soluble in 
water; miscible with most organic solvents. 

The liquid should be clear and colourless. The specific gravity 
is usually prescribed (¢.g. 0-722) at 15°. The boiling point should be 
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between 34° and 36°. The residue on evaporation should not cxcced 
0-002 per cent. On shaking with water, the aqueous extract should 
not be acid to litmus. In some specifications the acid is limited to 
0006 per cent. (as CHsCOOH). 

Water may be tested for by anhydrous copper sulphate or by 
aluminium cthylatc. Alcohol may be detected by the iodoform 
reaction, but acctaldchyde also gives this reaction. Acctaldehyde gives 
a greyish precipitate of mercury with Nessler’s reagent. 

In Germany, a test which is uscd for 
acetaldehyde and vinyl alcohol is to add § g. solid potassium hydroxide 
to 30 c.c, of ether and allow to stand in the dark with shaking. After 
an hour there should be no separation of yellow or brown solid. 

Hydrogen peroxide and organic peroxides may be detected by 
potassium iodide. Middicton gives the following method : 130 c.c. 
of 2-5 per cent, sulphuric acid is boiled, carbon dioxide being bubbled 
through the liquid. Five g. of ferrous sulphate is dissolved in it, and 
after cooling to 40°, 30 c.c. of a 10 per cent. solution of potassium 
thiocyanate added, and then, drop by drop, a N/300 solution of 
titanous chloride until the brown colour disappears. Five c.c. of this 
reagent is put into a 35 c.c. flask which is then filled with ether to the 
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neck and allowed to stand for five minutes with occasional shaking. 
Peroxides are indicated by a brown colour, and may be determined 
by titration with //300 titanous chloride. 

Sulphur compounds are tested for by shaking with mercury. One 
drop of mercury should give no discoloration when shaken in presence 
of air with to c.c. of ether which has been acidified with a few drops 
of acetic acid. 

() Ethyl Alcohol 

C,H,OH. Mol. wt., 460; sp. gr., 0-789 at 20°; B.P., 78-3°; miscible with 
water and with most organic solvents with which it forms azcotropic mixtures. 

The liquid should be clear and should give no turbidity with w: 
It should give no smell of fuscl oil, and practically no residuc on evapora- 
tion (0-01 per cent.). It should be as free as possible from acidity. 

Fuscl oil may be detected by adding water, shaking out with 
chloroform, separating, and allowing the chloroform to evaporate. 
The residue with addition of dilute sulphuric acid should give no 
smell of fusel oil. Fusel oil may be estimated quantitatively by 
oxidation to valeric acid. 

Acetaldehyde and other aldchydes are tested for by ammoniacal 
silver nitrate ; this should not become coloured or turbid on standing 
for ashort time, Nessler's reagent should give only a slight precipitate. 
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Schiff’s reagent may also be used. Siebert recommends a method 


in which the aldehyde is converted to aldoxime by hydroxylamine 
hydrochloride. Acid is liberated in the reaction, and is titrated with 


and alkali : 
More distinctive is the vanillin reaction ; 
2 c.c. of a solution of 15 g. vanillin in 100 c.c. alcohol is mixed with 
3 c.¢. of the liquid under test and 1 c.c. cone. sulphuric acid. Acetone 
gives a carmine red colour, which turns yellow on addition of water. 
Alkali turns the colour bright orange red. 

Methyl alcohol may be detected and estimated by conversion 
to methylaniline by means of iodine, phosphorus and aniline, followed 
by oxidation by stannic chloride to methyl violet. Other methods 
depend upon the conversion of the methyl alcohol to formaldehyde, 
which gives various colour reactions, ¢.g. with morphine sulphate and 
with fuchsine bisulphite. 

Benzene may be separated by shaking with a concentrated solution 
of calcium chloride. For small quantities the alcohol is diluted with 
water, a small proportion is ‘illed over and the distillate shaken 
with potassium dichromate and hydrochloric acid. After fifteen 
minutes the solution is shaken with petroleum ether and the increase 
in volume of the petroleum ether layer is measured. 

Ethyl alcohol may be identified in mixtures by conversion to ethyl 
benzoate or ethyl-p-nitrobenzoate by:the Schotten-Baumann reaction. 


B. ANALYSIS OF EXPLOSIVES 


I. BLacK PowDER 


Black powder consists of a mixture of nitre, charcoal and sulphur. 
The proportions vary somewhat, the nitre being generally about 
74 to 78 per cent., the charcoal 12 to 16 per cent., and the sulphur 
9 to 12 percent. Allied mixtures are met with containing sodium 
nitrate in place of potassium nitrate, coal or soot in place of charcoal 
and occasionally other ingredients, such as resin, pitch, cellulose, etc. 
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(a) General Examination 


The powder should show no differences in colour even when 
pulverised between the fingers. The grains should be hard, and on 
grinding the powder should break first into sharp-edged fragments. 
When poured over a shect of white paper it should not leave traces of 
black dust. The size of grain is measured by sieving. The apparent 
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density is found by pouring the powder into a measuring vessel, 
striking off the excess with a straight-cdge, and weighing. 

The "* absolute " density is measured by displacement of mercury. 
An apparatus for this purpose was devised by Bianchi. In this 
method the air is removed from the interstices by evacuation. In 
the method used by the U.S.A. Bureau of Mines a vacuum pump 
is not required. These methods give figures of 1-65 to 1-85. This 
is not, however, the true absolute value, as the mercury does not 
penetrate fo the finer interstices. 

Gun-powder tends to absorb moisture in a damp atmosphere. 
The hygroscopicity may be determined by placing a weighed quantity 
on a small tray with a bottom of fine wire gauze enclosed in a box 
containing a saturated solution of potassium nitrate. The powder 
is left in the box for one to two days, according to the size of the 
grains, and is then weighed. Alternatively the gun-powder may be 
placed in a saturated atmosphere in comparison with a standard 
sample. 

After storage in a damp atmosphere efflorescence of potassium 
nitrate crystals may occur. This can be detected under the microscope. 
Except for such efflorescence there is no tendency for the ingredients 
to segregate. If stored in contact with metals some reduction of the 
nitrate to nitrite may occur. 


(b) Chemical Examination 


Moisture. As sulphur is slightly volatile at 100° the moisture is 
estimated by heating at 70° for one and a half to three hours, or by 
drying in a desiccator over sulphuric acid for three days. Limits 
range from about 0-8 to 1-2 per cent. 

Acidity, When the powder is extracted with water, the solution 
should not be more than very faintly acid to litmus paper. 

Potassium Nitrate. Ten g. of the powder is extracted with warm 
water in a Gooch crucible, about 200 c.c. of water being added in 
quantities of 15 to 20 c.c. at a time. The final washings should give 
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no residue on evaporation. The diphenylamine test may also be used 
to see if the extraction is complete. The loss of weight of the crucible 
and contents, after drying at 70°, gives the Percentage of potassium 
nitrate after allowing for the moisture content. As the charcoal 
contains a little water-soluble matter, it is necessary, for accurate 
determinations, to evaporate an aliquot portion of the filtrate and to 
heat it to incipient fusion. An estimate of the nitrate by means of 
the nitrometer is occasionally included. 

The nitrate may be tested for chloride, sulphate, perchlorate, etc. 
(see Potassium Nitrate, p. 1). 

The dried material in the crucible is extracted with carbon 
distilphide which has been retently distilled, until the washings give 
no residue of sulphur. The residue is dried in a warm place (avoiding 
flames) and finally at 100°. The loss of weight gives the sulphur. 

In Gay-Lussac's method, 5 g. of the fine powder is mixed with 
5 g. dry sodium carbonate. Five g. pure potassium nitrate and 30g. 
sodium chlorate are added and the whole well mixed in a mortar, 
and ignited in a platinum crucible. After cooling, the mixture is 
dissolved in water, oxidised with bromine solution, acidified, and the 
sulphate estimated as barium sulphate. 

Another method is to oxidise the original powder with 11 parts 
of pure conc. nitric acid and 2 parts of potassium chlorate until the 
liquid is clear and yellowish. The nitric acid is evaporated and the 
sulphur determined as sulphate. Petersen boils the powder with 
sodium hydroxide and hydrogen peroxide, and estimates as sulphate, 
Oehman gives a method in which the water-insoluble material is 
burnt in a bomb calorimeter. 

Charcoal. This forms the residue after extraction of the potassium 
nitrate and sulphur. It should be examined for ash and total 
carbon content. It is also examined microscopically for wood meal, 
Soot, etc. 

It is sometimes preferred to proceed as follows: after the moisture 
estimation, a separate sample of 2-5 g. of the powder is extracted with 
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carbon disulphide and the insoluble part weighed. From this the 
sulphur is calculated. For the nitrate, 2-5 g. is shaken with 250 c.c. 
of water and left overnight. An aliquot part is then evaporated to 
dryness and weighed. If desired, the nitrate may be converted to 
sulphate by adding sulphuric acid, drying and igniting ; this removes 
organic matter. The charcoal is determined by difference. 
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II. Nitric Esters 


(a) Nitrocellulose 


Nitrocellulose, as prepared from cellulose by nitric and sulphuric 
acids, consists of small fibres similar to the original cellulose. A 
microscopic examination gives an indication of the nature of the 
cellulose used for nitration, The length of fibre shows whether the 
pulping has been efficient. Apart from its rapidity of burning 
nitrocellulose may be distinguished from cellulose by acetone or 
ethyl acctate. These solvents gelatinise nitrocellulose, but do not 
affect cellulose. It may also be tested for nitrogen by diphenylamine 
and sulphuric acid. Some information as to the degree of nitration 
may be obtained by examination under polarised light. 

Ungelatinised nitrocellulose will usually be received in the wet 
condition. The moisture can be determined, if required, by mixing 
the sample thoroughly, rubbing through a metal sieve, weighing out 
about 10 g. rapidly, and drying in a steam oven. Sometimes a lower 
temperature (50°) or evacuation over sulphuric acid is prescribed. 
If the stability of the dried nitrocellulose is to be determined, calcium 
chloride should be used as drying agent. 

For the chemical tests, the sample is prepared by squeezing out 
the moisture as far as possible between layers of pure filter paper, 
teasing out loosely, drying at 50° and transferring to a desiccator. 

Mineral Matter. About 3 g. of the nitrocellulose is weighed into 
a tarcd silica dish, covered with a layer of molten paraffin wax, stirred 
and ignited, care being taken to avoid loss. After all has burnt off, 
the contents of the dish are moistened with ammonium carbonate, 
dried and treated to 105-110°. Sometimes sulphuric acid is used 
for moistening, and the residue ignited. Another method is to moisten 
the nitrocellulose with nitric acid and heat on the water-bath. The 
residue is then ed. After cooling, a little water is added, 
evaporated, and the residue again ignited. 

Calcium Carbonate. Ten g. of nitrocellulose, 100 c.c. of N/10 
hydrochloric acid and 100 c.c. water are put into a stoppered cylinder, 
shaken for an hour, and the excess of acid titrated with N/10 sodium 
carbonate, using methyl orange as indicator. 

Soluble Salts. Nitrates are sometimes mixed with nitrocellulose 
and may be determined by extraction with water. 
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Paraffin Wax. A coating of wax is sometimes present ; this can 
be extracted with ether. 

Stability Tests. The tests are described in Section C (p. 70 
et seq.). The Heat test, Bergmann and Junk test, and Will test are 
frequently applied. A limit of 10 mins. at 170° F. is laid down by the 
Home Office for the Heat test. 

Nitrogen. Numerous methods have been this 

ination. They 
include gravimetric methods (nitron), volumetric methods depending 
‘on reduction of the nitric acid to ammonia, and gas volumetric methods. 
The methods most commonly used are the nitrometer method (Lunge) 
and modifications of the Schulze-Tiemann method, depending on the 
action of ferrous chloride. 

Nitrometer method. 

The nitrocellulose is passed through a sieve and dried. About 0-6 g. 
is weighed into a small weighing bottle. To ensure complete drying 
the bottle and contents may be dried for an hour in a steam oven and 
weighed. Concentrated sulphuric acid (6 to 8 c.c.) is added and 
allowed to stand for twenty to thirty minutes to dissolve the nitro- 
cellulose. The solution is washed with small quantities of sulphuric 
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acid into the cup of the nitrometer and allowed to flow into the bulb. 
This should be done without delay. About o-5 c.c. water is added 
to the last portion of sulphuric acid. The nitrometer is shaken and 
the nitric oxide is measured in the usual way. The shaking should 
not be too prolonged, as this decreases the gas volume. The nitric 
oxide contains traces of other gases (carbon monoxide, etc.) which 
tend to increase the gas volume; on the other hand a little nitric 
oxide is absorbed by the sulphuric acid. The solubility is at a minimum 
in 85 per cent. sulphuric acid. Webb and Taylor recommend the 
use of 91 to 92 per cent. sulphuric acid, and allow 02 c.c. in 10 c.c. 
acid for the solubility. 

In the Du Pont nitrometer direct readings of the nitrogen per- 
centage can be made without the necessity of correcting the volume 
of gas to standard temperature and pressure. The agparatus consists 
of (1) a generating bulb with mercury reservoir attached, as in Lunge’s 
nitrometer, and (2) a reading apparatus, with a closed compensator 
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bulb containing dry air. The generating bulb has a two-way stop- 
cock, connecting either with the cup or with an exit tube. The 
sample is introduced and shaken with mercury and sulphuric acid. 
The quantity must be such that the gas volume is between 171-8 and 
240'4 c.c. The nitric oxide is transferred to a reading burette, which 
is connected at its lower end by rubber tubing to (1) a mercury 
reservoir and (2) a closed compensator bulb with a lower tube which 
is marked with a graduation mark. The levels are adjusted so that 
the mercury is at the level of the graduation mark on the compensator 
tube, and is at the same time balanced between this and the reading 
burette. The reading is then taken. The reading burette is calibrated 
from 10 to 14 per cent. of nitrogen for 1 g. of substance. The 
instrument is standardised by carrying out a measurement with pure 
potassium nitrate. 

The Schulze-Tiemann method depends upon the action of boiling 
ferrous chloride solution in presence of hydrochloric acid. This 
converts the nitrogen of the nitrocellulose to nitric oxide. 

The apparatus used in Reinhold’s method is shown in Fig. 1. 
The vessel in which the gas is evolved consists of a round-bottomed 
flask of 300 c.c. capacity made of Jena glass with a long neck. The 
stopper is of glass and is connected with two glass tubes as shown. 
The connection between stopper and flask is made by means of a 
short length of rubber tube which is fitted between the two and 
makes a gas-tight joint. 

The tube A is connected by a rubber tube with a glass tube 
about 12 cm. long, constricted at the end, and dipping into a small 
beaker, of water, The tube B is connected by a rubber tube with 
a forked glass tube. One of the branches is connected to a drawn- 
out tube dipping into water. The other is joined by a short rubber 
tube to the measuring apparatus. Spring clips are affixed to the 
rubber joints as shown. 

The flask is clamped over a bunsen burner with a small flame. 
The measuring apparatus consists of the measuring tube (M), the 
levelling tube (N), and a connecting tube (Z) of special construction, 
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which enables the flask in which the gas is evolved to be connected 
with the measuring tube. The upper portion of the measuring tube is 
widened, and the calibrations commence at 100 c.c. at the place where 
the tube narrows, and extend to 130 or 150 c.c. The tube is jacketed 
as shown, to permit of cooling by water. The levelling tube is of the 
same internal diameter as the measuring tube, and is also jacketed. 
The tube with pinch-cock at the bottom serves to draw off the liquid 
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as required. The liquid consists of 30 per cent. potassium*hydroxide. 
The meas tube and levelling tube are filled and the tube leading 
to the flask is filled as far as the junction of the two tubes. 

The nitrocellulose is dried and 0-6 g. weighed into the flask, 30 c.c. 
of water being then added. The apparatus is connected up as shown. 
The flask is heated over a free flame, the clips remaining open. When 
all the as been expelled, both clips are closed and the flame is 
simultaneously removed ; 25 c.c. of concentrated ferrous chloride is 
put into the smaller beaker and sucked into the flask by opening the 
clip cautiously to avoid influx of air. Thereupon 20 c.c. conc. hydro- 
chloric acid is introduced in the same way, and finally a small quantity 
of water. The flask is then heated carefully until the rubber connec- 
tions show signs of a positive pressure, and on cautious opening of 
the pinch-cock no more liquid enters the flask. The pinch-cock 
connecting the flask with the measuring tube is opened, and the nitric 
oxide is driven over, the contents of the flask being vigorously boiled. 
At the same time the cooling water is set in action, and a thermometer 
suspended in the cooling-jacket. When no more gas passes over, 
the pinch-cock is closed, the flame is removed, and the flask allowed 
to cool somewhat. This sets free the dissolved nitric oxide, and the 
flask is again heated to drive over the remaining nitric oxide. When 
the gas evolution comes to an end, the pinch-cock is closed, and the 
flame is turned out, and the alkaline liquid is drawn off from the cock 
at the bottom of the measuring tube and levelling tube, until the 
liquids are at the same level in both tubes. The volume of gas can 
be read off at once. The temperature and barometric pressure are 
also read. The two tubes should be at approximately the same 
temperature. The nitrogen content is readily calculated from the 
volume of nitric oxide. 

The ferrous chloride solution is made by warming conc. hydro- 
chloric acid with excess of iron nails, filtering, and adding a little 
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cone. hydrochloric acid. It should be moderately fresh. All solutions 
must be free from dissolved air. 

The Schulze-Tiemann method is generally found to give somewhat 
low results, compared with the nitrometer. 

For the determination by the nitron method 0-2 of nitrocellulose 
is brought into a 150 c.c. Erlenmeyer flask with § c.c. of 30 per cent. 
sodium hydroxide solution and 10 c.c. of 3 per cent. hydrogen peroxide, 
warmed for a few minutes on the water-bath until frothing ceases, 
and then boiled on a free flame. The nitrocellulose should pass into 
solution in a few minutes. After cooling, 40 c.c. of water and 10 c.c. 
of hydrogen peroxide solution are added, the solution warmed to 
50° and 40 ¢.c. of § per cent. sulphuric acid allowed to flow into the 
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bottom of the flask by a pipette. The solution is further warmed to 
80° and 12 c.c. of nitron acetate added (10 per cent. solution of nitron 
in § per cent. acetic acid). After cooling and standing for one and a 
half to two hours (preferably at 0°) the nitron nitrate is filtered off and 
washed three or four times with 10 c.c. of ice-cold water. The pre- 
cipitate is dried at 110°. From the weight of the CygHysN,HNO, 
(mol. wt. 375) the nitrogen content of the nitrocellulose is calculated. 

Unnitrated Cellulose. Five g. of nitrocellulose is boiled for half 
an hour with a saturated solution of sodium sulphide, allowed to stand 
for twenty-four hours, the solution decanted, and the residue boiled 
again with fresh sodium sulphide. The insoluble matter is collected 
on a linen filter of known weight, washed with hot distilled water until 
free from sulphide, then with dilute hydrochloric acid and finally 
with water until free from chloride. The residue is dried at 50° and 
weighed, It is then ignited in a platinum crucible and the weight of 
the ash deducted from that of the total residue. 

According to Lunge and Weintraub the sodium sulphide method 
is inaccurate, as the residue contains nitrocellulose. They therefore 
worked out a method in which the nitrocellulose is treated with sodium 
ethylate and acetone. 

Another method is to boil 5 g. nitrocellulose for forty minutes 
with 30 c.c. of a solution of stannous chloride in excess of sodium 
hydroxide, allow to stand for twenty-four hours, decant carefully, 
boil the residue again with 30 c.c. of the solution, filter, wash with 
water, then with 5 per cent. hydrochloric acid and again with water, 
dry and weigh. Then ignite and deduct the weight of the ash. 

The unnitrated cellulose may also be determined by dissolving the 
nitrocellulose in acetone. Five g. of nitrocellulose is treated with a 
litre of acetone and allowed to stand for twenty-four hours with 
frequent shaking. The solution is decanted, the residue filtered, 
washed with acetone, dried at about 70°, and weighed. 

Solubility in Ether-Alcohol. The lower nitrates of cellulose are 
in general more readily soluble in a mixture of ether and alcohol than 
the higher nitrates. The general method of testing is to introduce a 
weighed quantity of nitrocellulése into a measuring cylinder and 
shake with a mixture of ether and alcohol. The temperature at which 
this is done is of importance; sometimes 15-5° is specified, and 
sometimes 20°. After shaking at frequent intervals for six hours, the 
cylinder is allowed to stand overnight to allow the insoluble nitro- 
cellulose to settle, and an aliquot portion of the clear liquid is with- 
drawn and evaporated. Usually the bulk of the liquid is distilled 
off in a flask on a water-bath, and the remainder is washed into a 
glass dish with ether-alcohol and evaporated to dryness. It is advisable 
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to add a little water before or during the evaporation, as this causes 
the nitrocellulose to separate out in a looser condition in which it can 
be more readily dried. The temperature is finally raised to 80° and 
the dish is then cooled in a desiccator and weighed. 

The quantity of nitrocellulose arid the proportions of ether and 
alcohol vary somewhat, e.g. 2 to 4 g. may be treated with 150 c.c. of 
ether-alcohol (2:1). In Germany the proportion of ether to alcohol 
is 4:3, 2 g. of nitrocellulose being shaken with 215 c.c. alcohol and 
285 c.c, ether. In some cases it is preferred to shake first with alcohol 
and then add the required quantity of ether, as this avoids the formation 
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of gelatinous Jumps. 

The above method is in general use for gun-cotton, which is mainly 
insoluble in ether-alcohol. It may also be used for nitrocelluloses 
which are almost completely soluble, but alternative methods have 
been devised for the latter in which the insoluble portion is estimated. 
Thus, after treatment with ether-alcohol and settling, the clear liquid 
may be siphoned off and the residue again treated with ether-alcohol, 
the treatment being repeated as required. The residual suspension 
is ultimately filtered through a filtering tube fitted with a plug of 
asbestos, and the insoluble matter dried and weighed. A shortened 
method is also described in which the liquid, after standing, is trans- 
ferred to a tube which is tapered at the bottom to a narrow graduated 
portion. An approximate estimate of the insoluble nitrocellulose may 
be obtained from the volume which it occupies in the narrow part of 
the tube. 

Sulphates. These include sulphuric esters together with any 
inorganic sulphate (CaSO,). Dunnicliff gives the following method : 
5 g. of nitrocellulose is heated on a water-bath with 50 c.c, conc. 
nitric acid until the nitrocellulose has dissolved and brown fumes 
have ceased. About 1 g. sodium chlorate is added in small quantities 
and the whole evaporated to dryness. The residue is treated with 
20 €.c. of hydrochloric acid and 0-5 sodium chlorate (added in small 
quantities) and the liquid again evaporated to dryness. This latter 
treatment is repeated. This converts all sulphuric esters to soluble 
sulphate, which may be estimated in the usual way. A blank test is 
made to allow for sulphate in the reagents. 

An alternatiye method is to destroy the nitrocellulose by boiling 
with nitric acid containing potassium nitrate, heat the residue strongly, 
dissolve in hydrochloric acid, filter, and determine the sulphate. 

Mercury. ‘Veaces of mercury mask the heat test, and it is important 
to ensure its absence. Probably the most sensitive method for the 
detection of mercury is to examine the spectrum given by an clectrical 
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through a vacuum tube containing the material under test, 


being kept at a temperature of 100°, Alternatively the 
under test may be heated in a vessel in which gold leaf is 


discharge 
the latter 
pieced, and the gold leaf subsequently tested in the vacuum tube, 
In the latte method the presence of mercury is also shown by whitish- 
grey spots of amalgam on the gold. 

Viscosity. The nitrocellulose is dissolved in ether-alcohol or 
acetone and the viscosity determined in a viscometer. It is usual to 
find the time required by a stee! ball to drop through a measured height 
of the solution. 

For the detection of nitrocellulose in explosives, Stansky recom- 
mends extracting with acetone, evaporating the solution to a small 
bulk and adding chloroform to precipitate the nitrocellulose. This 
is then hydrolysed with sodium hydroxide solution, and tested for 
nitrate by diphenylamine and sulphuric acid. 


(b) Nitroglycerine 

Glyceryl trinitrate, CyH\(NO,),. Mol. wt., 227°0; sp. gr., 1-600; M.P., 13%} 
soluble in 100 parts water, 0°14 at 15°, 0-35 at 90°; soluble in organic solvents, 

Nitroglycerine seldom comes into commerce as such. The 
examination of nitroglycerine is therefore as a rule necessary only 
in works laboratories. If it is in solution in alcohol or acetone, it 
should be separated by dilution with water and filtered through dry 
salt. 

Nitroglycerine should form a clear, or very slightly turbid, pale 
yellow liquid. The moisture is estimated by allowing to stand over 
calcium chloride (not sulphuric acid) in the cold. Nitroglycerine 
should be practically free from acidity and alkalinity ; to test for these, 
20 g. is shaken with 50 c.c. of water and the water tested with litmus 
and if necessary titrated, using methyl orange as indicator. 

The nitrogen content is usually determined by the nitrometer 
method, Another method 
is to saponify the nitroglycerine with sodium ethylate and reduce to 
ammonia with a mixture of powdered zinc and iron. 
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Stability tests are given under C (p. 70 ef seg.). 
” 


The limit for the heat test of nitroglycerine extracted from dynamite, 
etc., is fifteen minu:es at 160° F. The nitroglycerine must be dry, 
as moisture prolongs the test. It st 
through a dry filter paper, taking 
of the tube, 

Tt has been found by Crawford 


that small quantities of tetra- 
nitromethane and nitrochlorormethanes are frequently present in 


nitroglycerine, and depress the li-at test. 
shaking with sodium sulphite solution. 

‘The melting point is occasionally used as a criterion of the purity 
of nitroglycerine. Nitroglycerine supercools very readily and must 
be seeded with crystals of the solid substance. 

Mixtures of nitroglycerine with tetranitrodiglycerine are tested in 
general similarly to nitroglycerine. An admixture of 30 per cent. 
tetranitrodiglycerine lowers the nitrogen percentage to 176-17 
‘The physical properties of the mixture are not sharply defined ; it is a 
viscous oil of indeterminate freezing point. In its solubilities, ete., 
it is in general similar to nitroglycerine. 


‘Fhey may be removed by 


(c) Dinitrogtycot 
thylene glycol dinitrate, CqHYNOs)y. Mol. Mt, 15205 ap. Bt F496 (15°); 
M.P., 20" ; soluble in too parts water, 0-6 at 15°; soluble in organic solvents, 

Dinitroglycol is a colourless liquid, less viscous than nitroglycerine. 
It has a very low freezing point and in admixture with nitroglycerine 
the freezing point is still further depressed. [t is a frequent con- 
scituent of non-freezing explosives, It dissolves in most organic 
solvents, but is sparingly soluble in carbon disulphide. 

Dinitroglycol is tested similarly to nitroglycerine. It is, however, 
considerably more volatile than nitroglycerine and loses weight 
readily on heating, and even to some extent at ordinary temperature. 
It should give no residue on evaporating at 50° (absence of nitro- 
glycerine, etc.). 

‘The nitrogen content is almost identical with that of nitroglycerine 
and does not therefore give any indication of the percentage composition 
of mixtures. 

Marqueyrol and Goutal have given methods for the estimation 
of dinitrogiycol in nitroglycerine. ‘These depend on the action of 
sulphuric acid and the depression of the freezing point of benzene. 

“a 
(4) Dinitrochlorhydrin 


Chlorohydrin dinitrate, CHCICH(NOJCH,NO,, Mol. wt, 200°5; N. 
: + 3 solubility im too parts water, 0-23 at 15°; soluble 


Dinitrochlorhydrin forms a colourless liquid with a slightly aromatic 
odour, The commercial product is yellow ta yellowish-brown. It is 
Jess viscous and more volatile than nitroglycerine. 

Dinitrochlochydrin always contains a small proportion of nitro- 
dichlorhydrin, A chlorine estimation of a mixture in which 
nitroglycerine is also present does not therefore give definite evidence 
of the composition. The nitrogen determination also cannot be relied 
upon, unless the unchlorinated portion of the raw material is known. 

‘The examination includes determination bf specific gravity, nitrogen 
and chlorine content. The nitrogen content of the pure di- 
nitrochlorhydrin in 13:97 per cent. In practice about 13-80. to 
13°85 per cent. is found. The chlorine is estimated by saponification 
with alcoholic: potassium hydroxide (15 per cent). After boiling for 
fifteen minutes the liquid is evaporated and the residue heated, then 
dissolved in water, neutralised with nitric acid, the nitrite oxidised 
with permanganate, and the chlorine estimated, 

In some cases the refractive index is made use of for mixtures, 
but the results are not usually very reliable. 


(e) Starch Nitrate 
Nitrated starch is used in the United States as an ingredient of 
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blasting explosives. The nitration of starch gives nitric esters with 
about the same nitrogen content as with celluloses. The starch 
nitrate (often incorrectly designated nitrostarch) dissolves readily 
in acetone and ethyl acetate and to some extent in ether-alcohol. 
The solutions show a relatively low viscosity. It is much more 
hygroscopic than cellulose nitrate and is mixed with oils to prevent 
absorption of water. A partly acetylated starch on nitration gives a 
less hygroscopic product due to reduction of free hydroxyl groups 
in the nitrated product. 


The nitrogen content is determined by the nitrometer method, 
Difficulty is experienced, as the starch nitrate does not dissolve very 
readily in the sulphuric acid. It may, however, be dissolved by 
shaking in a stoppered bottle and then introduced into the nitrometer. 

42 

Carbonates are estimated as in cellulose nitrate. Stability tests are 
also included. In America the loss of weight at 100° is measured 
(ee Section C, VI. (@), Sy’s method, p. 85). The stability is some- 
what poor. 


() Nitromannite 


y CH(CHNO,)CH,NO, Mol. we, 4525 5p. gr 
insol, water, sligh:ly sol, cold alcohol, sol, ether and 


Mannite hexanitrate, 
beéog; MLP., 112" 00 1 
acetone. 


This forms a somewhat voluminous white crystalline powder, which 


18°58 per cent. of 
value. The stability is somewhat poor and the explosive is expensive. 
The purity of the compound is best determined by the melting point. 


(g) Nitrated Polysaccharides 


, in addition to nitrated celluloses, starch nitrate, ete., 
various nitrated products of other polysaccharides have received 
attention, ¢. nitrated inulin, nitrated lichenin. The following is an 
‘example of the preparation of one of these products on a small 
scale: 

Finely powdered lichenin (1 part) was gradually added at room 
temperature to a mixture (50 parts) of 3 parts by weight of sulphuric 
acid (ep. gr. 1°84) and 4 part by weight of nitric acid (gp. gr. 1's). 
After each addition of lichenin, the nitration mixture-was stirred. The 
lichenin nitrate was separated by decantation, and purified by boiling 
for a short time first with slightly acid water, then with alkaline tap 
water, finally with distilled water, andi then dried at low tempera- 
ture.“ CygH j0,(NO,), requires N = 12:7 per cent. 

Lichenin pentanitrate is readily soluble in acetone, ethyl acetate, 
and amyl acetate, but insolub! ether, benzene, and water. 
gelatinised with a solvent, it gives a product resembling horn. 
nitrocellulose of the same percentage nitrogen composition, iti 
completely soluble in a mixture of ether and alcohol, and decomposes 
at high temperatures, giving off oxides of nitrogen. 
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(&) Tetranitropentaerythrito! (Penthrit) 
PeniaerythritoLtetranitrate, C(CHyNO,)g. Mol. wt, 3160; sp. gr 
1-74; MP, 140° to 141"; inl. water, slightly 90, in ether, sol acetone, 
Pentaerythritol-tetranitrate should be in the form of fine white 
crystals and should have no tendency to agglomerate. The technical 
product melts at 135° to 137°. The pure compound (M.P. 138-s° 
to 141°) gives a clear solution in warm acetone, but a slight residue 
of calcium salts is usually found. The compound should be neutral, 
The nitrogen content of the pure compound is 17°74 per cent.; usually 
& percentage of 17-3 to 17-4 is found, Other tests include ash, 
moisture and acidity. The last is determined by dissolving in acetone, 


reprecipitating with water, filtering and testing the filtrate for sulphuric 
and nitric acid. 
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III. Aromatic NiTRO-comPouNDs 
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A number of higher nitro-compounds of benzene derivatives are 
used for military purposes, ¢g. trinitrotoluéne and trinitrophenol. 
Mono: and dinitro-compounds are used in industrial explosives. The 
separation of mixtures of nitro-compounds is somewhat difficult; in 
some cases steam distillation is of assistance, a partial separation 
may be effected by solvents, and certain colour reactions are used. 
Several general tests for the nitro-group have been described. Olivier 
recommends dissolving in benzene and adding aluminium chloride ; 
nitro-compounds give a red colour. Mulliken and Barker dissolve 
the nitro-compound in alcohol, add a trace of calcium chloride, reduce 
with zine and test for the hydroxylamine group by the silver mirror 
test. In an alternative method, 3 to 4 drops of the compound are 
boiled with 2 c.c, of a mixture of equal parts of aniline and ortho- 
and para-toluidine together with 2 ¢.c. of water, 2 ¢.c. of cone. hydro- 
chloric acid and a gram of iron filings. This gives fuchsine, which 
‘on pouring into dilute acetic acid gives a red colour. A number of 
the nitro-compounds give characteristic colours with alkalis and these 
are of assistance in the identification of the compounds. 

For the quantitative estimation the nitrometer method is not in 
general applicable, though the nitramine group in tetryl responds 
to this test. The Dumas method may be used under precautions, 
and the Kjeldahl method is sometimes used for the lower nitro- 
compounds. Titration methods depending on reduction with stannous 
chloride are described by Limpricht, 


“ 


Reduction with titanous chloride and sulphate is also 
employed, 

‘The tests which are applied to nitro-compounds usually include 
setting point, volatile matter, free acid, residues insoluble in organic 
solvents, and ash, Occasionally special tests for exudgtion, etc., 
are specified. 


(a) Pleric Acid 


Trinitrophene! (NO,),CyH,OH, Mol. wt, 229°0; sp. gr., 1:76; M.P., 121-6"; 
toluble in 100 parts water, 0-8 at 0°, 6-33 at 100° ; soluble in organic solvents, 


Picric acid should be of uniform yellow colour and free from visible 
impurities. It should melt to a yellow or light brown liquid, which 
should not darken on continued heating. The melt should be 
practically free from scum or deposit. 

Metallic picrates and oxalates should be absent, and other nitro 
compounds should be present only in traces, The melting point or 
setting point carried out on a well-dried sample should be at least 
120°, The moisture content is generally limited to o-t~0-25 per cent., 
and the ash to 0-0-0-1 per cent.; this should not be of a gritty 
nature. Impurities insoluble in water should not exceed the ash 
content by more than o-os per cent. The picrie acid should be 
almost completely soluble in benzene. Sulphates are restricted to 
0-05-0'1 per cent. (as S04), Chlorides and nitrates are sometimes 
tested for. Absence of lead in any form which might give rise to 
the formation of lead picrate is of special importance. Lead sulphate 
is, however, comparatively harmless. 

The setting point is determined by allowing the molten acid to 
cool slowly in a broad air-jacketed test tube. 

The volatile matter is measured by heating for two hours at 100°, 
or three hours at 80°, or in a vacuum desiccator over sulphuric acid 
for twenty-four hours. 

For the determination of the ash, 10 g. of the picric acid is added 
in very small quantities to a heated crucible. The temperature is 
then raised to burn off carbon, and the residue is moistened with 
nitric acid, then with a little sulphuric acid, and again ignited. An 
alternative method is to moisten the pieric acid with concentrated 
sulphuric acid and heat it gradually. 

Sulphates are determined in the ordinary way. Large excess of 
barium chloride should be avoided. 

For the detection of picrates, the picric acid is extracted with 
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benzene, and the residue is examined under the microscope and 
tested by burning. The benzene residue is also examined for 
oxalates, 

Nitrophenolsulphonic acids may be estimated by melting with 
excess of sodium carbonate, determining the sulphate formed and 
subtracting the sulphate originally. present. 

Picric acid may generally be detected by its intense yellow colour 
and dyeing properties, also by its bitter taste, It may be extracted 
from its aqueous solution by ether after acidifying strongly with 
sulphuric acid. On heating with potassium cyanide and sodium 
hydroxide to 60°-70%, picric acid gives a blood-red colour. Ammonium 
sulphide also gives a red colour with picric acid. Potassium ferro- 
cyanide gives on warming a bright blue colour and ferricyanide a 
red colour, both of these changing to reddish- violet. Copper 
ammonium sulphate gives a greenish-yellow precipitate. Methylene 
blue gives a violet precipitate. Picric acid forms a sparingly soluble 
potassium salt, and gives characteristic compounds with naphthalene 
and phenanthrene, The picrates of cinchonine, berberine, acridine 
and nitron are almost insoluble and may be used for the quantitative 
estimation of pierie acid. Picric acid may be titrated with alkali, 
using phenol phthalein or methyl red as indicator. 

Ammonium picrate forms yellow crystals which dissolve readily 
in water. It should be practically free from insoluble matter 
(0:2 per cent.) and should not give more than 0-2 per cent. of ash. 

Trinitrocresol resembles picric acid in general, but melts at 107° 
and gives a readily soluble potassium salt. 


(b) Dinitrotoluene 
CHAGHANODe Mol. wt, 182; M.P., 70:5*; insol. water, soluble in organic 
solvents, 


A large number of industrial explosives contain dinitrotoluene or 
trinitrotoluene or mixtures of these. The dinitrotoluene is mainly the 
1.2.4 isomer, but contains some of the other isomers. Different 
grades of purity are met with ; a good quality material has a setting 
point of 66° to 68°. It should not smell of mononitrotoluene. The 
acidity should not exceed 0-1 per cent. and the compound should melt 
toa transparent yellow liquid. The volatile matter should not exceed 
0°25 per cent., and the residue on ignition should not be greater than 
0-05 per cent. On dissolving in benzene, the residue should not 
exceed 0°10 per cent. 
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(c) Trinitrotoluene 

(NO MsGH,CHy. Mol. wt, 227-0; sp. gr, 1-68; M.P., 81°; soluble in 
100 parts nater, 0-02 at 15°, 0-16 at too"; soluble in onganic solvents. 

Trinitrotoluene (also known as TNT, trotyl, trinol, etc.) is used as 
such and also in admixture with ammonium nitrate, etc., in explosives 
‘such as amatol, ammonal, sabulite, donarite, etc. Tt substance is 
the most important military high explosive. 

‘The pure compound forms pale yellow crystals. The best indicator 
of the purity is the setting point. At the present time the commercial 
product is available in a very high degree of purity. The compound 
must be dry, as the setting point is depressed by water. About 50 g. 
of the trinitrotoluene is melted in a dish at 100°; any drops of water 
are removed by means of a filter paper, and the heating is continued 
for two hours with stirring. ‘The molten material is poured into a broad 
test tube fitted with a cork and thermometer. This tube is fitted into 
2 wider tube leaving an air space of about 5 mm., and the double tube 
is placed in a vessel of about 1 litre capacity. The trinitrotaluene is 
stirred during cooling, and the maximum temperature after erystal- 
lisation has set in is observed. For crude trinitrotoluene a setting 
point of about 76° is usually required, and for purified trinitrotoluene 
80° or sometimes slightly higher. The molten trinitrotoluene should 
be of a medium brown colour and should not darken on contimued 
heating at 100°. It should be cléar and should not deposit any 
particles of grit. 
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A benzene solution of the trinitrotoluene should contain only 
traces of insoluble organic compounds (0-1 to 0-2 per cent.). 

For the estimation of the ash, § g. of the substance is moistened 
with 2 ec. sulphuric acid and burnt off. The residue is moistened 
with a little nitric acid, then with sulphuric acid and reheated. The 
ash should not exceed 0-05 per cent. 

The volatile matter may be estimated by the “dish and cone” 
method (see Smokeless Powder, p. 50). It is also sometimes 
determined by drying on a watch glass in a vacuum at ordinary 
temperature, Limits of o-t to 0-25 per cent. are usually specified. 

For the determination of acidity, the trinitrotoluene is melted 
under water with stirring. The water is decanted and the extraction 
repeated twice. The water extract is tested either with litmus or by 
titration to phenol phthalein. The acid may include sulphuric and 
nitric acid, which are sometimes tested for separately, and organic 
acids (nitrocresols, ete. 

‘Tetranitromethane in crude trinitrotoluene may be estimated by 
reduction of hydrazine in alkaline solution to nitrogen 
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“ Liquid trinitrotoluene " is a mixture of isomeric trinitrotoluenes 
with some dinitrotoluene which forms a by-product in the purification 


of trinitrotoluene by crystallisation or ceatrifuging. It has a limited 
tuse in commercial explosives. Its melting point and other properties 
are very indefinite. 


(4) Dinitrobenzene 
ChHA(NODy Mol. wt, 168; M.P., go*; imsol. water; soluble in organic 
solvents 

Dinitrobenzene is but little used, It is objectionable on account of 

its poisonous properties. The main ingredient is the meta-derivative, 

but the other isomers are also present, and the commercial product 

may give a setting point as low as 80°. "It should be free from mono- 
nitrobenzene, which can be recognised by its smell. 


(e) Trinitrobenzene 
GHANO,). Mol. wt, 213; M.P., 122"; insol. water; soluble in organic 
solvents, 
Trinitrobenzene is also but little used. It forms additive compounds 
with amines and with naphthalene. It gives an intense red colour 
‘with alkalis in presence of alcohol. 


(f) Nitronaphthalenes 


These are used in various mixed explosives. They are usually 
met with in an impure form. ‘ 

‘Mononitronaphthalene. The commercial product consists mainly 
of the alpha-compound. The pure compound melts at 61°. The 
commercial product should have a melting point of at least 56°, It 
boils at 3o4°, It is tested in the usual way for absence of acidity, 
insoluble matter, etc. 

Dinitronaphthalene. 
217") and the 1.8-isomer (M.P. 170"). 
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point, usually about 135° to 140°. 
brown crystalline powder. 
ammonia, 

Trinitronaphthalene. This was used to some extent during the 
war in admixture with picric acid, ete. It is a mixture of various 
isomers and has no definite melting point. ‘The melting points of the 
individual constituents are 1:3:8 (218%), 1:2:§ (113°), t:3:5 
(122°), 14:5 (154%). Some dinitronaphthalene is also. present. 
The nitrogen percentage gives same indication of the proportion of 
trinitro-compound. 

(a) Tetry! 


Trinitropheny! methyl nitramine (NOJ,C,H,N(CH)NOg Mol. t., 2873 
sp. gr. 0-725; M.P., 131%; insol. water; soluble in organic solvents. 


This is a mixture of the 1.5-isomer (M.P. 
Tt has an indefinite melting 


It forms a dirty, yellow to red 
It gives a pink colour with alcoholic 
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Tetryl forms a yellow crystalline solid. It should melt at 129° 
‘or above. It decomposes somewhat readily when molten and the 
setting point cannot be satisfactorily measured. It should leave only 
a trace of residue when dissolved in acetone and should be practically 
free from acid. In some countries a distinction is drawn between 
surface acid and that which is’found by dissulving the tetryl in an 
organic solvent and adding water. Tetryl is much less soluble in 
carbon tetrachloride than trinitrotoluenc; this is made use of for 
the separation of the nitro-compounds. Melting-point diagrams are 
also made use of to estimate the composition of such mixtures. 

The nitramine nitrogen may be estimated by the nitrometer 
method. Tetryl is less stable than the majority of nitro-compounds. 
The stability may be estimated by the evolution of gas on heating 
in a vacuum (see p. 92). 


(b) Other Nitro-compounds: 

Dinitrophenol (NO4CH,OH. The pure 1:2;4 compound 
melts at 114°, commercial samples usually at about 110° to 1125. Tt 
hhas acid properties and forms salts, It should dissolvy completly 
in cold dilute sodium hydroxide solu ul should 
not contain more than. Th should 
be free from lead. It is somewhat volatile in steam and can be 
separated from picric acid by steam distillation, though net very 
readily. The dinitrophenol in a mixture with picrie avid may be 
estimated by bromination. 

Trinitroaniscle (NO}),CgH,OCH,. This is the methyl ester of 
picric acid and as such can be hydrolysed to picric avid by warm 
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alkalis. The pure substance melts at 68°, the commercial product at 
about 65°. It should be free from mineral acids and from picrates. 

Trinitroresorcinol (Styphnic acid) (NO,)xC\H(OH)s. This is an 
acid somewhat similar to picric acid in its general properties. It melts 
at 175 

Trinitrochlorobensene (NO),C,H,CI. This has been very little 
used as an explosive, but serves for the preparation of other trinitro- 
compounds. It melts at 83°. The chlorine is very reactive and is 
readily replaced by the amino- or hydroxy-group, 

Hexanitrodiphenylamine (NO})CaHy.NHC,H{NO}), This com- 
pound melts at about 230%, but undergoes decomposition below the 
melting point. It is almost insoluble in most solvents, but dissolves 
in a mixture of acetone and pyridine, and the solution should leave 
very little insoluble residue. The compound has acid properties and 
forms salts of various metals. 

2-4-6 Trinitrometaxylene (CH,),CyH(NO,). On nitration of 
commercial xylene, this product is obtained in admixture with o- 
and p-nitrated xylenes, especially dinitro-derivatives. The melting 
point of the crude explosive is 182°, and to lower the melting point 
the product is mixed with trotyl. 

Hexanitrodiphenylsulphide (NO,)CqH,SCsHXNO,)y. The pure 
substance melts at 233°, the commercial product at about 225°. It 
is tested as usual for acids and other impurities. 

Tetranitroaniline. Yellow crystals of M.P. 216°. 


IV. SMOKELESS PowpERs 


The composition of smokeless powders varies greatly, but they 
contain in general nitrocellulose, either completely or partially 
gelatinised. The completely gelatinised powders have a more or 
less horny structure; the partially gelatinised powders are porous, 
and can be comparatively easily broken down to powder. Many 
smokeless powders contain nitroglycerine, and most contain stabilisers. 

Preparation of Sample. Gelatinised powders are ground in a 
mill of the coffee-mill type (see Abel Heat Test, p. 71). A small 
portion is passed through and discarded, and the main sample is 
Passed through the sieves as used for the heat test. For general 
analysis, the material which passes through holes of 0-032 inch 
diameter is taken. 
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Some powders in the form of small flakes do not require grinding. 
Particles of iron may be removed from ground powders by a magnet. 
For the quantitative analysis the powder is dried at 60° to 70° to 

50 
remove the solvent. Nitroglyccrine powders should not be ned 
for more than an hour at 60”. Al: ; the volatile matter may 
be determined on a separate portion of the ground powder. 


Qualitative Analysis 

The nature of the gelatinising solvent can generally be detected 
by its smell. The powder should then be tested to asce 
it is a nitrocellulose powder or whether it contains 
is digested for a considerable time with eth 
solution allowed to evaporate in a dish. If a 
liquid is absorbed on a piece of filter paper 
an explosion occurs i 


with, The aqucous extract is examined for salts, and 1 
also tested. 
‘Quantitative Analysis 

Volatile Matter—This includes the gelatinising solvent and 
water. In absence of volatile ingredients, such as nitroglycerine, 
the weighed ground powder may be dried by heating, and then 
reweighed. ‘Temperatures of 65° to 100° are empl It is of 
importance to avoid loss of volatile matter of the ground powder in 
the cold before weighing. For this reason the powder should not be 
too finely ground. Some heating takes place during the grinding. 
In some cases the powder is not ground, but is cut up into pivces, 
dissolved in ether-alcohol, reprecipitated by water, evaporated and 
dried in a vacuum at s0° or by heating to 95°-100°. The lass of 
weight, corrected for any residues in the solvent represents the yulatile 
matter, The object of this procedure is to avoid is 1 losses of 
solvent. If a slightly volatile ingredient be present, the estimation 

di vacuum, 
containing nitroglycerin ¢ volatility of the latter 
exercises a disturbing effect. To prevent escape of nitroglycerine, the 
apparatus shown in Fig. 2 is 
It consists of an aluminium dish A 
st 

and a conical glass-cover B, the whole apparatus weighing about 
40g. The ends of the sticks of powder are discarded and it is then 
ground as for the heat fest. This should occupy one and a half to two 
minutes. Approximately 5 g. is weighed out into the dish, which is 
then covered with the cone, the whole accurately weighed and heated 
on an iron plate resting on a water bath. After three hours the 
apparatus is allowed to cool for half an hour in a desiccator, and 
weighed. The cone should rest closely on 
the rim of the dish to prevent loss of nitro- 
glycerine. The nitroglycerine condenses 
completely on the glass cone. Separate 
determinations of water and organic solvent 
are not usually undertaken. Distillation with 
xylene has been used for the estimation of 
water. Dupré gave a method depending 
upon the reaction between water and calcium 
carbide. Pieroni proposed to subject the 
powder to steam distillation and estimate 
acetone in the distillate by conversion to 
iodoform. 
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Chemical Analysis—The powder is first 
extracted in a Soxhlet or other extraction 
apparatus to separate the nitroglycerine, etc. 
Pure dry ether should be used ; sometimes a 
little chloroform (10 per cent.) is mixed with 
the ether to prevent solution of nitrocellulose. 
‘The solution is carefully evaporated and the 
flask is placed on a hot-plate surmounted by 
a sheet of uralite with holes which do not 
permit the flask to touch the hot-plate. From 
time to time the flask is removed and air, 
t ordinary temperature, is blown through 
it. This is continued until the weight 
becomes constant. The nitroglycerine, etc., may also be dried in a 
vacuum over calcium chloride. 

A nitrogen determination may then be made by the nitrometer 
method. Care should be taken in introducing a solution of the 
substances in concentrated sulphuric acid into the nitrometer, as 
ether peroxide may give rise to heating and explosion in the bulb. 

It i to be dbserved that the nitrogen determination may be 

s 


sae 2 
la 
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disturbed by mononitrobenzene derivatives, as these are partially 
nitrated to dinitro-derivatives. Diphenylamine and other. stabilisers 
Iso affect the results. As the Schulze-Tiemann method is rendered 
inaccurate by the volatility of the nitroglycerine, it has been proposed 
to hydrolyse a weighed quantity of the residue with alcoholic potassium 
hydroxide and estimate the nitrogen by ferrous chloride and hydro- 
chloric acid. 

In extracting nitroglycerine with ether and evaporating as above, 

slight losses of nitroglycerine occur by reason of its volatility. For 
this reason the nitroglycerine is sometimes estimated by difference. 
Silberrad, Phillips, and Merriman described a method in which the 
ether-extract is boiled with sodium ethylate to saponify the nitro- 
glycerine, and the nitrogen reduced to ammonia by powdered zinc 
and iron. 
Mineral jelly o paraffin may be separated from nitroglycerine by 
boiling with 80 per cent. methyl alcohol. This dissolves the nitro- 
glycerine, The solution is filtered and the insoluble portion dissolved 
in ether, evaporated and weighed. Alternatively the nitroglycerine 
may be removed by saponification with alcoholic potassium hydroxide, 
and the solution diluted with water and extracted with ether. 

For the separation of nitroglycerine from nitroaromatic compounds, 
Hyde gives a method depending on extraction with carbon disulphide 
and 65 per cent. aqueous acetic acid. Dickson and Easterbrook 
recommend separating nitroglycerine from nitro-compounds by dis- 
solving the mixture in methyl alcohol and destroying the nitroglycerine 
by ferrous chloride solution, after which the solution is extracted with 
ether. Lutri hydrolyses the nitroglycerine with 20 per cent. sulphuric 
acid and extracts the nitro-compounds with benzene. 

Camphor may be estimated according to Foerster by heating the 
powder with water on a water-bath and adding sodium hydroxide 
solution gradually. The heating is continued until the structure of 
the powder is destroyed. The camphor is distilled over with some 
of the water into a receiver of special design, in which it is treated 
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with a known quantity of benzene, and natural camphor determined 

by means of a polarimeter. A gravimetric method is described by 

Vieth and Bilhuber, in which the powder is hydrolysed as above and 

the camphor distilled over into a receiver containing ether. After 
33 


repeated extractions with ether, the ethereal solution is dried with 
calcium chloride and a portion is evaporated. 

For the estimation of diphenylamine the powder may be saponified 
as above, and then distilled until all the diphenylamine has passed 
over. The distillate is extracted with ether, which is separated, 
dried with calcium chloride and evaporated. The diphenylamine 
may also be estimated by conversion to tetrabromo-diphenylamine. 
For this purpose the ethereal solution is evaporated with alcohol, 
and excess of bromine is added to the alcoholic solution with stirring. 
The tetrabromo-diphenylamine separates out, and the supernatant 
liquor should be clear and should smell distinctly of bromine. Water 
is added and the whole is boiled to remove alcohol and bromine, 
The bromine compound is filtered off, washed with warm water and 
dried in a steam oven. The bromination may also be effected by 
potassium bromate and bromide in acid solution. 

Urea derivatives may also be present, 
Diphenylurea (asymm.) is hydrolysed by strong sodium hydroxide 
solution and the resultant diphenylamine is estimated. 

Centralite is converted to a dibromo-derivative on bromination 
and may be estimated volumetrically by the bromide-bromate method 
Levenson brominates in alcoholic solution. Ellington and Beard 
use a carbon tetrachloride sclution to avoid any interaction between 
the bromine and the solvent. The reagents consist of (1) 0-2 V 
bromide-bromate containing 5-568 g. potassium bromate and 30 
potassium bromide per litre, and (2) 0:2 V thiosulphate. The propel= 
lant is extracted with ether in a Soxhlet using a 200 .c. reaction 
bottle as receiver, The ether is then distilled of and the last traces 
are removed by a current of air. After cooling, 50 c.c. of pure carbon 
tetrachloride ia added and the bottle shaken, whereupon 50 c.c. of 
bromide-bromate solution and 10 c.c. cone. hydrochloric acid are 
added. The bottle is shaken for five minutes and 20 c.c. of 15 per cent. 
potassium iodide added. After vigorous shaking, the solution is 
titrated with thiosulphate. A blank test is included. 

A separation of diphenylamine from centralite may be effected by 
precipitation of tetrabromodiphenylamine in aqueous alcohol, in 
which dibromocentralite is soluble. 

‘After the extraction of all soluble ingredients by means of solvents, 
the mitroceliulose remains behind, together with any mineral matter, 
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and may be dried and weighed. If necessary the nitrocellulose may 
be dissolved in acetone (1 litre of acetone to 10 g. of propellant). 
After allowing to stand, the liquid is decanted and a further portion 
of acetone added. This is shaken, allowed to stand and decanted. 
‘The residue tered and the combined acetone solutions are poured 
into § volumes of 1 per cent. aqueous calcium chloride solution. The 
acetone is boiled of and the precipitated nitrocellulose is collected, 
washed with hot water, dried and weighed. Chloroform is sometimes 
used to precipitate the nitrocellulose. A nitrogen determination is 
made on the nitrocellulose. The nitrogen is also determined in the 
original powder, It is to be observed that substances such as diphenyl- 
amine, camphor, naphthalene, resins, etc., have a disturbing influence 
on the results of the nitrogen determination. The matter insoluble 
in acetone may contain carbonates, nitrates, graphite, cellulose, starch 
and mechanical impurities. 

‘The mineral matter (ash) in smokeless powders is estimated by 
heating carefully in a porcelain dish with a few cubic centimetres of 
fuming nitric acid on a water bath and evaporating. The residue is 
then incinerated, Sand may be estimated in the ash by dissolving 
out the other constituents with warm hydrochloric acid. The ash is 
also examined for salts of potassium, sodium, calcium, barium and 
magnesium. 

Mercury is estimated as in nitrocellulose. Dupré describes the 
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application of the spectroscopic method to smokeless powders. 
Hehner gives 2 method based on precipitation of the mercury by 
‘copper and conversion to mercuric iodide. Berkhout gives a method 
depending on the estimation as metallic mercury. 


V. InpustRIAL BLAsTING ExPLosives 


The explosives in use for mining, etc., consist of mixtures of a 
wide range of oxidising and reducing substances, and the methods of 
separation can be given only in outline. Some explosives aré in the 
form of powder, others in gelatinous form; in the latter case the 
gelatinous mass should be cut into thin shavings with a horn spatula 
to facilitate extraction. Before the examination it is advisable to 
satisfy oneself that the explosive is reasonably safe to handle, A 
small portion should be rubbed vigorously in a porcelain mortar with 
a porcelain pestle. a 


Qualitative Examination 

Some indications can be obtained by the smell and appearance. 
Nitroglycol and dinitrochlorhydrin have faint odour. Some nitro- 
bodies such as mononitrotoluene have a distinctive smell, Charcoal 
and aluminium are distinctive in appearance. 

‘A small sample should be extracted repeatedly with pure dry 
ether. After digesting and allowing to stand the ethereal solution 
is filtered off and allowed to evaporate in a warm place, A small 
drop of the residual liquid is absorbed on a piece of filter paper and 
hammered on an anvil. Nitrogiycerine explodes with a sharp crack, 
Nitrogiycol and dinitrochlorhydrin behave similarly. Nitric esters 
give off oxides of nitrogen on gently warming with ferrous 
chloride and hydrochloric acid. The specific gravity may also be 
made use of if ether-soluble substances other than these esters are 
absent. 

Camphor remains dissolved in the nitroglycerine and gives a 
distinctive odour, It can be extracted by carbon disulphide, Sulphur, 
paraffin wax and resins separate out from the nitroglycerine. 
Sulphur crystals may be collected and burnt, giving an odour 
of sulphur dioxide. Paraffin wax is insoluble in cold alcohol. 


Resins may be separated from nitroglycerine by means of 65 to 
70 per cent. acetic acid in which they are insoluble. They can be 
saponified by boiling with soda solution, and are reprecipitated 
by: acid. 

Some aromatic nitro-compounds crystallise out from the nltro- 
glycerine ; in certain cases a separation may be effected by extracting 
the nitroglycerine with 90 per cent. alcohol, in which higher nitro- 


dissolved in 65 per cent. acetic acid, and the nitro-compounds extracted 
with carbon disulphide. 

‘The residue from the extraction with ether may contain salts, 
kieselguhr, charcoal, wood meal, nitrocellulose and some undissolved 
sulphur. The salts are identified by the ordinary reactions ; most of 
them are extractable by water. Carbonates are dissolved by dilute 
hydrochloric acid with evolution of carbon dioxide. Collodion may 
be dissolved in ether-alcohol and gun-cotton in ethyl acetate or acetone. 
‘The residual ingredients may be identified to some extent microscopic- 
ally. Starch is detected by the iodine reaction. Wood meal and 
charcoal may be removed by ignition, leaving such ingredients as 
kieselguhr, talc, ete. 

In some cases salts may be separated by means of their difference in 
specific gravity, using heavy liquids such as chloroform and bromoform, 


56 


The following list gives the specific gravities of the commoner salts 
which may be present — 


Sue noe, sa. Se ce. 
Ammenium alum (cryst) + 162 Manganese dioxide + $93 
Chloride 152 Potassium alum 175 
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nitrate » chlorate . 2-34 estimation. 

perchlorate » ehionde 9 Becker gives a volumetric method for the estimation of nitro- 
PS ORAM oy scag a) ‘pastorate + 343 glycerine. A solution in acetic acid is boiled with ferrous chloride 
Calcium earbonate (precip) | ian. 2 398 and hydrochloric acid, and the ferric salt is titrated with titanous 
Sulphate (anhydr) 29 ltrate 11 1236 chloride, using ammonium thiocyanate as indicator. This is also 

tw Mhydrated)) 1 aga sulphate (anhydr) _ 265 applicable to dinitroglycol 
Magnesium carbonate 3% ew fern)". 145 "Paraffin wax separates out from the nitroglycerine when the ether 
eee ae te is evaporated off. It is pressed between filter papers and identified 


In some cases the analysis can be simplified. Thus powdered 
explosives (ammonium nitrate and chlorate explosives) may be 
extracted directly with water to remove soluble salts, and the insoluble 
constituents may be filtered off and identifie. Petroleum or mineral 
oil may separate out from some chlorate explosives. Wood meal 
remains in suspension, Trinitrotoluene is best extracted with acetone. 
Aluminium is easily recognisable. Calcium silicide remains behind 
as a black powder, and evolves silicon hydride on addition of hydro- 
chloric acid. Paraffin wax separates from nitro-compounds on’ 
melting and forms a surface layer. Naphthalene is detectable by its 
smell, Such explosives may also contain small percentages of 
nitroglycerine. 
Quantitative Analysis 

In the analysis of nitroglycerine compounds, care should be taken 
to obtain a thoroughly well-mixed sample, as nitroglycerine may 
segregate, In sampling, the ends of cartridges should be discarded. 

Moisture, This may be determined by evacuation over calcium 
chloride for twenty-four hours. When nitroglycerine, dinitroglycol, 
nitrobenzene, or nitrotoluene are present, the method given under 
‘Smokeless Powders (p. 50) may be used. 

The hygroscopicity is sometimes of importance, It is determined 
by spreading a weighed quantity of the material on a flat dish, which 
is then placed under a bell jar over water. The increase in weight is 
determined at intervals. A control test on an explosive or other 
material of known hygroscopicity must be included, as the absorption 
of moisture is affected by the temperature. Hygroscopicity tests may 
also be carried out on cartridges. 

Extraction, ‘The explosive is extracted with pure dry ether in a 
Soxhlet extractor or a Gooch crucible (preferably in a continuous 
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extraction apparatus), Condensation of water is to be avoided, as 
this would lead to solution of water-soluble salts. The ether extract, 
which contains nitroglycerine and allied substances, nitrobenzene and 
its derivatives, sulphur, oils, mineral jelly, paraffin wax and resins, is 
allowed to evaporate at about 40° to 45%, taking care to avoid loss of 
nitroglycerine, etc. Special care should be taken to avoid loss if 
nitroglycal be présent. The evaporation is continued until the weight 
is constant. 

If the nitroglycerine is suspected to contain compounds such as 
dinitrochlorhydrin, it may be examined by specific gravity, nitrogen 
content, chlorine content, refractive index. Nitrosugars increase the 
viscosity and lower the nitrogen content. Hoffman and Hawse give 
a polarimetric method for nitrosugars. 

Tetranitrodiglycerine lowers the nitrogen content of nitroglycerine 
and is much less readily soluble in 65 per cent. acetic acid. It is also 
much more viscous than nitroglycerine. 

With reference to the nitrogen determination in the nitrometer, 
it is to be observed that impure ether containing peroxides may give 
rise to explosions on mixing the extracted substances with sulphuric 
acid and under other conditions. 

Ie is advisable to mix a small quantity of the extract with sulphuric 
acid to ascertain whether heat is evolved, and if so, the weighed quantity 
should be first mixed with sulphuric acid of moderate strength, cooling 
with ice. Strong sulphuric acid is then added slowly with similar 
cooling. 

Mononitrobenzene and mononitrotaluene give rise to errors in the 
nitrogen determination, but higher nitro-compounds do not affect it. 
Naphthalene, diphenylamine, centralite, etc., disturb the nitrogen 


by its form and melting point. ‘To determine its quantity the extract 
is melted and separated in a warmed separating funnel. Resin may 
be saponified by hot soda, reprecipitated with acid and weighed, or 
may be titrated with alcoholic potassium hydroxide, using phenol 
phthalein as indicator. 
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The separation of nitro-compounds, camphor, diphenylamine, etc., 
from nitroglycerine is dealt with under Smokeless Powders (p. 52). 

Tt is sometimes found convenient to remove the whole of the 
nitroglycerine by heating for several hours with alcoholic potassium 
hydroxide. Water and ether are then added, and the mixture shaken 
in a separating funnel. The ethereal solution is evaporated, and the 
residue consisting of paraffin, mineral jelly or mineral oils, is weighed, 
‘The aqueous solution is acidified with hydrochloric acid and bromine 
is added to oxidise any sulphur. Any separated resin is filtered off 
and weighed, and sulphur is determined in the filtrate as barium 
sulphate. Sulphur may also be separated from nitroglycerine by 
65 to 70 per cent. acetic acid, 

Materia! Insoluble in Ether. This 
perature and carefully transferred to a glass dish. It is then further 
dried at 80° to 90°, or if ammonium nitrate is present, at 70°. If it 
is in the form of an agglomerated mass, it should be roughly sub- 
divided before drying. , Sulphur, if present, may be extracted with 
carbon disulphide. The residue is then extracted with successive small 
quantities of water. Warming is sometimes necessary, particularly 
for the extraction of potassium perchlorate. On the other hand, if 
aluminium and ammonium nitrate are present, warming must be 
‘avoided, or interaction may occur. In addition to salts, the aqueous 
extract may include soluble matter from wood meal, ‘which may contain 
‘as much as 3 per cent. of soluble substances. 

Acids resulting from the decomposition of nitroglycerine may 
form soluble salts by interaction with calcium carbonate, etc. 
The various salts are estimated by the usual analytical methods. 
If perchlorates or other salts containing chlorine ae present in 
conjunction with ammonium salts it is not permissible to remove 
the ammonium salts by direct heating, as this may lead to losses of 
chlorine, The residue insoluble in water is extracted with dilute 
hydrochloric acid to dissolve calcium carbonate, magnesia, zinc 
oxide and metals. If starch is present it should be hydrolysed by 
boiling with dilute acid. 

The residue remaining insoluble in dilute acid may contain 
insoluble salts, kieselguhr, wood meal, etc. If nitrocellulose 
present, the residue is shaken with ether-alcohol to determine the 
collodion. The ether-alcohol solution is allowed to settle, and an 
aliquot portion is withdrawn and evaporated. Guacotton, if present, 
is dissolved in acetone, and the solution evaporated. Acetone dissolves 
certain constituents of wood meal ; errors due to this may be avoided 
by evaporating the acetone solution to 20-25 cc. and diluting with 
too c.c. of hot water, which precipitates the nitrocellulose, The 
residue is washed several times with the solvent and finally dried 

9 
and weighed. It is thus also possible to determine the nitrocellulose 
by difference. 

‘The insoluble residue may contain charcoal and ather car 
bonaceous matter such as wood meal, etc. These are removed by 
incineration, and the residual ash contains mineral matter such at 
kieselguhr. 


Nitrostarch is somewhat soluble in ordinary ether containing small 
quantities of alcohol. For thib reason petroleum ether is sometimes 


dried at a moderate tem- 


POOR MAX'S JAMES BOND Vol. 1 


used to extract oils, resins and sulphur. The insoluble portion is 
extracted with water to remove soluble salts and the nitrostarch is 
then separated from insoluble matter by means of acetone. 

In some cases the analysis can be shortened (ammonites, chloratites). 
‘A weighed quantity ia digested with acetone which readlly dissolves 
nitro-compounds, nitroglycerine and hydrocarbons. The insoluble 
residue ia further tested as above, the salts being extracted with water, 
and the insoluble residue examined for wood meal, charcoal, aluminium, 
silicides and mineral matter. 


VIL INITIATORS 
{a) Mercury Fulminate 


HgCyN,0, Mol. wt., 2846; sp. gr.. 442; soluble in 100 parts water, 007 
at 13", 177 at 100", 

Mercury fulminate forms a white to greyish-brown crystalline 
powder. It is still the most important initiatory explosive. It is 
very sensitive to shock or friction and must be handled with great 
care, Goggles should be worn and should be tested beforehand to 
ensure their resistance to explosive shock. On heating, it explodes 
at about 150” to 160°, but may explode on more prolonged heating 
at 100°, The influence of heat in a vacuum on mercury fulminate 
under various conditions has been exhaustively investigated by 
Farmer, Mercury fulminate is insoluble in: most organic solvents, 
but dissolves with decomposition or formation of double compounds 
in ammonia, iodides, cyanides, thiocyanides, thiosulphates, pyridine, etc. 

Mercury fulminate should be at least 98 per cent. pure. It should 
be neutral, practically free from oxalates, chlorides and metals other 


desiccator at ordinary temperature and pressure. 
In the determination of the insoluble matter the solvent used may 
be either pyridine, or an aqueous solution of sodium thiosulphate or 
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potassium cyanide. The residue should be carefully dried to avoid 
Joss of mercury by volatilisation. 

Free mercury may sometimes be detected as tiny globules. A 
more sensitive test is to warm the fulminate in a test tube in whi 
a strip of gold leaf is suspended. Metallic mercury shows itself by 
the formation of spots of amalgam on the gold leaf. For the quant 
tive estimation, the residue insoluble in pyridine is treated on a filter 
with a sohition of 3 g. potassium iodide and 6 g. sodium thiosulphate 
jin 0 cc. water. This converts any organic mercury compounds 
to mercuric iodide, which is soluble in thiosulphate. The insoluble 
matter is dried at 80° to 90° and weighed, This is taken as mercury. 
Nicolardot and Boudet shake the fulminate with a § per cent. solution 
of ammonium hydrosulphite and report the residue as metallic mercury. 

‘The fulminate value is best determined by. the method of 
Brownsdon. For the determination, 0°3 of the sample is wetted with 
about 5 c.c. of water, and so c.c. of a solution containing 6 per cent. 
KI and 2-5 per cent. Na,S,O, (cryst.) is added. The mixtare is 
shaken for about a minute and then neutralised to methyl orange 
with V/10 HCl. The solution and titration should not occupy more 
than about three minutes as the titre alters rapidly. For the calculation 
4HCl is equivalent to HgCyN,O.. 

‘The total mercury may be estimated, if required, by precipitation 
with ammonium sulphide. Losanitsch described an electrolytic method. 

Oxalates are estimated by dissolving the fulminate in ammonia, 
precipitating with ammonium sulphide and determining the oxalate in 
the filtrate. Alternatively the fulminate may be dissolved in 20 per cent. 
ammonia and acetic acid added to precipitate most of the fulminate. 
The oxalate is then determined in the filtrate. According to Raths- 
burg, mercury fulminate should not decolorise V/s permanganate. 


(b) Lead Azide 
sp. er, $80; soluble im 100 parts water, 0-03 


POON) Mol wt, 2915 
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at 18, 0109 at £0"; sparingly soluble in organic solvents. 

Among the initiating explosives lead azide is second in order of 

importance. It forms fine white crystals, but these tend to increase 

in size in contact with water and may explode spontaneously. On 
heating it explodes at 320° to 30°. 
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The content of lead azide should be at least 95 to 97 per cent. 
Usually a little basic azide is present, and this is sometimes preferred, 
a it is stated to render the material safer. Metals other than lead 
should be present only in traces. The lead azide should dissolve 
practically completely in dilute nitric acid. It should be free from acid. 

‘The moisture is determined by drying over calcium chloride or 
sulphuric acid. 

‘The total lead content may be estimated by evaporating with 
sulphuric acid on a water bath, and then gradually heating more 
strongly. 

‘The azide value may be determined by shaking with dilute nitric 
acid until dissolved and precipitating as silver azide with excess of 
standard silver nitrate. A little sodium acetate is added to decrease 
the solubility of the silver azide. The excess of silver nitrate is 
titrated with thiocyanate. The hydrazoic acid may also be distilled 
off after addition of acetic acid or ammonium nitrate and estimated 
as silver azide, 

Gasometric methods are also sometimes used. 

Azides and hydrazoic acid may be detected qualitatively by the 
red colour which they give with ferric salts. 

‘Among other substances suggested as initiators are tetrazole 
derivatives, cyanuric triazide, lead trinitroresorcinate, hexamethylene 
triperoxidediamine and others. Normal lead dinitrosalicylate has a 
sensitiveness to shock substantially equal to that of mercury fulminate. 


(©) Detonator and Cap Compositions 


() Detonator Compositions. If the composition is contained in a 
metal capsule, great care is necessary in the removal of the contents, 
as the materials are very sensitive. It is advisable to carry out the 
‘operation by mechanical means from behind a steel screen. In some 
cases the detonator is cut open, in others it is squeezed with pliers 
under precautions to loosen the contents which are then tipped out. 
The composition may also be loosened by rolling the detonator care- 
fully between two pieces of smooth hardwood board. In opening 
electric detonators, Taylor and Rinkenbach recommend cutting into 
the sulphur filling and asphalt and then peeling the copper down in 
a spiral until the plugs are loosened enough to be withdrawn easily. 
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The portion of the shell containing the charge should on no account be 
cut into. 

It is of importance to observe whether the contents of a detonator 
consist of one layer of composition or whether they have also a separate 
layer of a nitro-compound. In the latter case the two layers should 
be separated mechanically as completely as possible. ‘The approximate 
weight of the filling should be determined. 

The moisture content is not usually determined ; it is generally 
very low. The efficiency is, however, strongly affected by moisture, 
and the estimation may be made, if required, by drying for three days 
over sulphuric acid in a vacuum desiccator. A small beaker of 
mercury should be inserted to prevent evaporation of metallic mercury 
from fulminate. 

‘The analysis of simple fulminate-chlorate mixtures may be effected 
by extraction either with water or with pyridine. In the former method 
the mixture is digested with cold water, and the residue is washed 
on a filter. The mercury fulminate is dried at 50° for three hours and 
weighed. Some fulminate dissolves in the water. This is estimated 
by precipitation as sulphide. ‘The chlorate may also be determined 
in the filtrate. The solution is boiled with nitric acid and then treated 
with formaldehyde and silver nitrate. Silver chloride is precipitated and 
the estimation may be made gravimetrically or by Volhard's method, 

Mercury fulminate is soluble in pyridine and may be extracted, 


POOR MAN'S JAMES BOND Vol. 1 


leaving the chlorate undissolved. The latter is washed with ether, 
dried and weighed. Small quantities of impurities in the fulminate 
remain undissolved ; these may be separated from the chlorate by 
extraction with water. The fulminate may be separated as sulphide 
after diluting the pyridine solution with water. 

Binding material may be present in small quantities and is 
estimated by difference. 

In the analysis of composite detonatora containing fulminate- 
chlorate with tetryl or trinitrotoluene the two layers are separated 
mechanically ; the fulminate-chlorate is dealt with as above, and the 
nitro-compound is examined for melting point, acidity and possibly 
nitrogen content. If it is not found possible to separate the two 
layers satisfactorily, composite tetryl detonators may be dealt with as 
follows ; The contents of two or three detonators are extracted with 
water, which dissolves the chlorate and a little fulminate. These are 
estimated in the aqueous solution as above. The filter and its contents 
are dried for five hours at 70° and we ighed. The fulminate is dis- 
solved out with warm 30 per cent. hydrochloric acid, followed by 
five washes with water, The residue is dried for three hours at 110° 
and weighed. If it is required to estimate insoluble impurities, the 
tetryl may be dissolved in acetone or benzene, 
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In the examination of composite detonators containing lead azide 
in conjunction with trinitrotoluene or tetryl, the primary and secondary 
fillings are separated mechanically and tested. If it is not found 
possible to separate the two layers they are mixed together and the 
nitro-compound is extracted with absolute ether, orthonitrotoluene or 
other suitable solvent, The insoluble lead azide is dried at 70° and 
weighed. If lead trinitroresorcinate is also present, the content of 
ead and of azide-nitrogen is determined. 

(i) Cap Compositions.—Percussion caps are required for ignitory 
purposes in fire-arms and thus differ from detonators. Antimon: 
sulphide is frequently added for this purpose. Ignitory compositions 
are much more varied in nature than detonator compositions and are 
often complex in character. Mercury fulminate is frequently used as 
a constituent, but some are free from fulminate. 

‘The compositions are very sensitive, but the charge is much smaller 
than in detonators,. and consequently they can be handled without 
serious risk. It is usually necessary to extract the charges of several 
caps to obtain enough material for the tests. The hands should be 
protected by heavy gloves or cloth. 

‘The compositions vary so much that a general scheme for the 
identification of ingredients cannot be given. 

The weight of charge is determined by emptying a sufficient 
number of caps and weighing them before and after emptying. If 
tinfoil is present, the small discs are carefully cleaned and weighed 
with the empty caps. Moisture is not usually determined; if 
necessary if may be estimated by drying in a vacuum over sulphuric 
acid. 

‘A simple cap composition containing mercury fulminate, antimony 
sulphide, potassium chlorate and glass powder may be analysed by 
successive extractions with warm pyridine to dissolve fulminate and 
shellac, water to dissolve potassium chlorate, hydrochloric acid or 
aqua regia to dissolve antimony sulphide. Glass powder remains 
undissolved. The mercury, antimony and chlorate may be determined 
in the extracts. 

The following method is given by Taylor and Rinkenbach for 
single primers. The fulminate is estimated by the thiosulphate 
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method (see under Mercury Fulminate, p. 60). After the titration 
the supernatant liquor is decanted through a filter, and the antimony 

Iphide washed five times with hot water by decantation. The filter 
is dried and the sulphide on it is dissolved with hot hydrochloric acid, 
the filtrate being collected in the dish containing the bulk of the 
antimony sulphide. This is heated to expel hydrogen sulphide. 
About 1 g. of tartaric acid is added and the solution is transferred to 
an Erlenmeyer flask. Ammonia is added until the solution is nearly 
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neutralised, but no excess should be added. The neutralisation is 
completed with solid sodium bicarbonate and an excess of 0-05 g. is 
added. The solution is then titrated with N/too iodine solution and 
starch, 

If ground glass is present, it remains as an insoluble residue which 
may be determined. The potassium chlorate is determined by 
difference. Heaven precipitates the mercury from the thiosulphate 
solution as sulphide, reduces the chlorate with ferrous sulphate and 
titrates the chloride formed. 

Taylor and Rinkenbach give a method for such compositions, in 
which a sample is heated with dilute sulphuric acid and the sulphides 
of mercury and antimony are precipitated with hydrogen sulphide, 
‘The filtrate is evaporated, the chlorate being decomposed. The 
evaporation is completed in a platinum dish, and the residue is finally 
ignited. The potassium sulphate is weighed. ‘The sulphides are 
dissolved in hydrochloric and nitric a with addition of tartaric acid. 
Glass powder remains undissolved and is filtered off. The sulphides 
are again precipitated and separated by ammonium sulphide, The 
mercury is determined as sulphide, and the antimony solution is 
oxidised with nitric acid. je 


VIL. PHYSICAL AND Explosive Tests 


The chemical analysis of explosives is frequently supplemented by 
physical tests. These may be combined with storage trials at ordinary 
temperature or under warm conditions to find whether alterations 
have taken place with regard to hardening, conglomeration, exudation, 
absorption of moisture, efficiency or stability. 

Density. The method for gun-powder and similar powders is 
given on p. 30. The density of blasting explosives in cartridge form 
may be estimated by weighing and measuring the cartridges. Another 
approximate method is to measure the displacement of sand. A glass 
tube is filled with sand and weighed. It is then emptied and a weighed 
stick of the explosive is inserted. Sand is poured in until the tube 
is full. The sand is levelled off and the whole is weighed. The 
apparent density of the sand is determined separately in the same tube. 

Tendency to Stgregate, Mixed explosives may tend to separate 
to some extent into their ingredients by shaking or by altemations 
of moisture in the atmosphere. The effect of shaking may be 
determined by putting a quantity of the explosive into a wide-mouthed 
bottle, so that the bottle is partially filled. The’ bottle is corked and 
shaken in a mechanical shaker for an hour. ‘The explosive is then 
examined for visible signs of segregation and separate portions may 
be taken out and examined for differences in case of ignition, etc. 
The effect of moisture is ‘ascertained by exposing a sample in a flat 
dish for alternate periods of twenty-four hours to moist and dry air 
and examining after a week for efflorescence of cryst 

‘Movement of nitroglycerine in a cartridge by gravitation is tested 
by keeping the cartridge in a vertical position for some weeks at 32°. 
Portions from the two ends are examined for nitroglycerine content 
before and after the test, which may be carried out in dry or moist air. 

Ezudation. This refers mainly to nitroglycerine explosives, 
Exudation is undesirable, as the liquid nitroglycerine which exudes 
‘out may become exploded by friction or shock. The exudation can 
be measured by placing a cylinder of the explosive on porous paper 
in a warm oven and ascertaining the amount of liquid which sweats 
‘out. A typical explosive is taken az a control. In a test prescribed 
by the Home Office, & cylinder is cut from the cartridge, such that the 
Jength is about equal to the diameter. The ends are cut flat and the 
cylinder is placed on a flat surface and secured by a pin, It is then 
Kept at 85° to go” F. for six days and nights. The cylinder must not 
decrease by more than a quarter of its height, and the upper surface 
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must retain its flatness and the sharpness of its edges. Sometimes 
pressure is applied to facilitate the exudation, and centrifuging has 
also been applied. To test the exudation due to freezing, the cartridges 
are frozen and thawed three times. Exudation is also met with in 


POOR MAN'S JAMES BOND Vol. 1 


nitro-compounds which form eutectic mixtures. 

Inflammabitity. A small sample of the explosive is filled into 
a glass or paper tube about 2 cm. in diameter, The exposed surface 
is smoothed, and a slow fuse is brought in contact with it and ignited, 
to ascertain whether the explosive -inflames and whether it burns 
partially or completely. The test should be repeated on several 
samples. The ease of inflammation may also be measured by playing 
‘a small bunsen flame on to the explosive for a measured time, say 
ten seconds, Considerable differences are observed between different 
explosives. Control samples of known explosives should be included 
for comparison, Another method is to fasten a small quantity of the 
explosive to the end of a pendulum which swings through a flame 
in such a way that the time can be measured. 

If the explosive has withstood the test in which it is exposed to 
the flame from a slow fuse, it is further tested by dropping a portion 
of 0°5 g. into a red-hot iron basin 12 em. in diameter. The quantity 
may be increased to 5 g. if no explosion occurs. The basin must be 
well cleaned after each test and should be frequently renewed ; on 
the other hand a new basin does not give quite normal results, until 
it has been used once or twice. 

In some cases, larger quantities of a pound or two are burnt in 
a wood fire to ascertain the degree of danger to which the explosive 
may give rise in case of fire. The observations should be made under 
precautions at a safe distance. 

Ignition Temperature, This is usually determined by placing 
ont g. of the explosive in a small test tube, which is then corked and 
placed in a fusible metal bath at 100°. The temperature is raised 
5° per minute until inflammation or explosion occurs. The quantity 
land rate of heating differ in different countries, 

Sensitiveness to Shock and Friction. The sensitiveness to blows 
is measured by the falling weight test. The explosive must be finely 
divided and well dried. A smal! portion is spread in a thin layer on 
an anvil. A bolt resis on the explosive and a cylindrical weight is 
allowed to fall upon it from a measured height. If explosion occurs 
the test is repeated with a lower height of fall until the mean height 
is found at which explosion just occurs. A standard explosive which 
can be obtained in pure condition, such as picric acid, is taken as a 
control. Considerable difficulty has been met with in obtaining 
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alitatively by rubbi 

Bin unglared mortar with an unglared pestle. A useful test is to 
strike a glancing blow with a mallet, the explosive being laid 

anvils of different materials. A broomstick may also be used, tl 
explosive being struck with the end by a blow in which the broomstick 
is moved in the direction of its axis at an angle of about 6o° to the 
anvil. A more scientific test on these lines is described by Howell. 
His apparatus consists of a steel anvil with grooves to hold the 


explosive (7 £.)s 
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circular motion from various heights. 

Lead Block Test. This is one of the oldest tests for the explosive 
power, and is still widely used. The explosive is fired in a cavity 
in & cylindrical lead block. The cavity becomes enlarged and the 
increase of volume is taken as a measure of the power. Standard 
conditions were laid down at the Fifth International Congress of 
Applied Chemistry. The lead block (Fig. 3) is cylindrical and is 
200 mm. in height and 200 mm. in diameter. The cylindrical cavity 
is 125 mm, deep and 25 mm. in diameter. Ten g. of explosive wrapped 
in tinfoil is taken for the test, and tamped with sand. The charge is 
fired by a detonator, and the expansion is measured by finding the 
volume of water necessary tofill the cavity. The original capacity 
of the bore is deducted and allowance should be made for the expansion 
due to the detonator. The purity of the lead and the temperature 
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of casting of the blocks affect the results to some extent 

Ballistic Pendulum. A heavy mortar is suspended from a bearing 
and a stemmed shot is fired into it from a steel gun. ‘The degree to 
which the pendulum swings gives a measure of the energy imparted 
to it. The weight of the mortar and height of suspension differ in 
different countries, ¢.g. at Rotherham 5-025 tons at 92 America 
14't tons at 89°75 in, The gun is brought to a measured distance 
from the mortar and fired electrically. Charges of t to } Ib. of explosive 
are used, and a standard explosive is taken for comparison. 

In-another method a heavy mortar, firing at an elevation of 30°, is 
used. The explosive is detonated by means of a slow fuse and propels 
a projectile weighing 15 kg. The distance to which this is thrown 
is measured. 

Brisance Meter. (n using this apparatus, the violence of the 
explosive effect is measured by the crushing of a metal cylinder, The 
explosive is detonated on a steel plate, covered by two lead dises for 
protection. The steel plate is 2 cm. thick, weighs 320 g. and is 
supported by a piston fitting into a hollow steel cylinder. The lower 
end of the piston rests on a copper cylinder supported by the steel 
base. The detonation of the explosive transmits a pressure through 
the piston to the copper cylinder, and crushes it to an extent which 
can be measured, The degree of crushing is used to compare the 
brisance of different explosives. 

Rate of Detonation, Two methods are in use. In the direct 
method, the time of detonation of a measured length of a column of 
explosive is determined. This necessitates the accurate measurement 
of very short time intervals, which is effected by means of a rapidly 
rotating drum fitted with a speed recorder. The column of explosive 
is fitted with wires at a fixed distance apart, generally one metre. The 
rupture of the wires gives rise to induction sparks, which give spots 
on the smoked surface of the drum. By measuring the distance 
between the spots, the rate of detonation can be calculated. The 
velocity depends upon the diameter of the train of explosive up to a 
limiting value, the degree of confinement, the density, and the method 
of initiation. 

‘An alternative method is that of Dautriche. This method is a 
comparative one and necessitates a knowledge of the rate of detonation 
of a standard explosive enclosed in a detonating fuse. The explosive 
to be tested may be in cartridges or compressed into a tube; a 
detonator is inserted at one end (Fig. 4). Two other detonators 
are inserted into the sides of the tube at a known distance apart, and 
connected to 2 loop of the detonating fuse. When the explosive is 
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detonated the detonation is transmitted successively to the two ends 
of the detonating fuse, and the two waves meet at a point depending 
‘on the rates of detonation of the main explosive and of the explosive 
in the detonating fuse. The point at which the waves meet is 
ascertained by the indentation of a slab of lead on which the deton 
fuse lies. 

The sensitiveness to detonation is determined by subjecting the 
explosive in its usual form (e.g. in cartridges) to the action of detonators 
of different intensities. These are fired electrically, and the effect on 
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the explosive is observed. 

In order to ascertain the propagation of detonation, two cartridges 
are placed end to end on the ground at a certain distance apart, and 
one of them is detonated. By varying the distance it can be ascertained 
at what distance the first cartridge is able to detonate the second. 
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Length and Duration of Flame. These are of importance in 
connection with the ignition of fire-damp, etc. The measurements are 
made photographically. A sensitive film is fixed to a drum, which 
i rotated at a known speed, and the flame is photographed through a 
narrow slit in such a way that the height of the image shows. the 
length of the flame and the breadth shows its duration. 

Testing of Detonators. ‘The initiating action may be determined 
by the Esop and Wehler tests in which the detonator is fired in contact 
with an explosive which has been partially deadened by the addition 
of an inert substance. Tests are also made to determine the limiting 
charge of a detonator composition, which just suffices to bring about 
detonation. In the Sand test ” of the U.S.A. Bureau of Mines, a 
detonating charge is exploded in a mass of carefully graded sand 
and the degree of pulverisation caused by the explosion is measured, 
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In the "' Nail test " the detonator is attached by means of wire to a 
nail, the’ two being parallel and the lower end of the detonator being 
level with the centre of the nail. The power of the detonator is 
measured by the degree of bending of the nail. Standard nails must 
be used for the test.” 

‘The Traual test is sometimes used with a smaller lead block. 
The indentation of a lead plate is also frequently made use of. Methods 
for caps are given by Brownsdon. These include photographs of the 
flash with the help of a revolving perforated disc, to determine the 
length and duration of flash, measurements of the heat evolved and 
the volume of gas generated, in a special apparatus 


C. STABILITY TESTS 


Nitric esters undergo gradual decomposition on storage. Stability 
tests are therefore necessary as a control of the safety of explosives 
of this type. The tests are applied during manufacture and to the 
finished explosive ; and they may also be applied at intervals during 
storage, especially in hot climates. 

The usual procedure in stability tests is to subject a sample of the 
explosive to a raised temperature in order to increase the rapidit 
of the decomposition and obtain a quick indication of the stal 
After heating at constant temperature for a certain length of time, 
the degree of decomposition is measured by one of the following 
methods :— 

(1) By indicators depending on the action of nitric peroxide. 
(2) Direct observation of brown fumes. 

(3) Measurements of spontaneous heating. 

(4) Methods depending on the explosion of the sample. 

(5) Quantitative estimations of decomposition products. 

(© Loss of weight. 

(7) Gasometric methods. 

(8) Acidity measurements. 
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The most reliable procedure is to carry out a heating trial at a 
temperature not far removed from the temperature of storage, but this 
necessitates a prolonged trial in order to bring about a measurable 
degree of decomposition, end is not always practicable. 
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1. STABILITY TESTS DEPENDING UPON INDICATORS FOR 
Nitric PEROXIDE 


(@) Abel Heat Test 
This is the oldest test, but is still widely used. It depends upon 
the colorimetric estimation of traces of nitrous acid or nitric peroxide 
by test papers prepared with potassium iodide and starch. The 
explosive is contained in a test tube which is heated to a constant 
temperature, the test paper being suspended over the explosive. 


Section of Bath Sieve bores 
Pe. 

The following are the main requirements 

Apparatus of the standard patterns can be obtained from chemical 


apparatus dealers. 


ts of & spherical copper vessel 7h in. 
th an aperture of sf im. It has an overflow pipe } in. below the top. 
copper about 6 in. in diameter and has 7 holes, one for a thermometer 
‘and six for the glass tubes. These are held in position by wire supports fixed 
lower side of the lid. The bath rests on a tripod stand surrounded by a screen, 
is heated by an Argand burner with a copper chine 
Test Tubes. These are of glass, without Ii 

They are of 


ps, and are s} to $} in. in height. 
they will hold 20 to 42 c.c. of water when filled to 


nm 


ch diameter thai 


sheight of sin. They are etched with shor lines at 3, 3 and § in. from the bottom, 
Rubber rings are provided which fit round the test tubes and rest on the bath lid. 

Rubber Stoppers. ‘These fit the test tubes; they are perforated and carry a 

glass rod, terminating at its lower end in a platinum hook to hold the test paper. 
Bettis. This is for moistening the test papers with glycerine water, 

Its of brown glass and has a glass stopper which ia drawn out to a thin-pointed rod, 

‘which dips into the liquid. 

Lead Discs. To cover any boles in the lid which are not occupied. 

Caps for Test Tubes. ‘These are of black paper they are of cylindrical shape and 
‘St loosely over the tubes to eachude light. They have holes near the top and bottom 
to permit of convection of air. 

Cordite Mill. This is of the coffee-mill type with a fluted grinding surface, 

Cordite Cutter. A wandard pattern of knife of the lever type is prescribed for 
‘cutting up cordite, ete. 

‘Siees. A circular brass or copper nest of sieves of standard dimensions is 
‘sed. Ground cordite is collected between two sieves, consisting of sheets of brass 
Grilled with holes 0-08 and o-032 in. in diameter respectively. The lower sieve fits 
into a circular box, and the upper sieve has a domed lid. 

Rectangular Steve (for vitrocelbslose). A brass frame of internal dimensions 
74 in. by sé in. is covered with tinned brass wire gauze with 10 meshes per inch, 

Tess Pagers. “These are prepared by dipping filter paper in a solution of starch 
‘and potassium iodide. The sensitiveness depends so much upon the paper used 
land the conditions of preparation that itis advisable to obtain them froma standard 
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source. 

‘The test papers are prepared as follows : 220 ¢.c. of freshly distilled water is 
placed in a flask of Jena glass and raised to boiling over a spirit lamp burning pure 
spirit. Three g. of pure starch (cornflou:) previously purified by washing six times 
by decantation with pure water and earefully dried, & suspended in 30 cc. of pure 
water and poured into the 220 ¢<. ef boiling water with continuous shaking. The 
whele is boiled gently, with shaking, for five minutes. The starch solution is then 
added to a solution of 1 g. of pure potassium iodide in 250 cc. of freshly dis: 
water, After standing overnight in = dark room, the clear supernatant liquid is 
carefully sypaoned off and used at once for dipping the paper. The filter paper 
should be of pure cotton cellulose, free from size cr loading and from all srace of 
impurity. The prescribed thickness is O48 mm. Sheets of the paper are passed 
singly through the icdide starch solution, which is contained 
Each sheet is then held vertically over the tray, and excess solutio: 
the edges by a glass rod. The sheets are then hung up to dry in the dark. They 
are afterwards cut into strips 1 em. by 2 cm., the edges of the paper being discarded. 
Freedom from laboratory fames is essential in all these operations. The papers 
are allowed to mature for a month or more in the dark before use. They are preserved 
in brown glass tottles, To confirm that test papers are sil serviceable after eeping, 
& drop of dilute acetic acid is placed on the paper; this should give no coloration 
for some time 

Standard Tint Papert. 0-48 g. of the finest yellow ochre, o°2 g. of raw umber 
and § g. of fine gum arabic all fnely ground are shaken with 100 c.c. of cold water 
tuncil the gum has dissolved. The suspension is then well shaken and allowed to 
stand for an hour, Lines are ruled on filter paper with this suspension which is 
then cut up into strips 1 em, by 2.cm. The breadth of the line mus: be betwreea 
o's and # mum. 


Preparation of Samples for Test. Great cleanliness of the hands 
and all apparatus should "be observed. Undue exposure of the 
ny 
explosives to light should be avoided in all the operations, and the 
test should be carried out without delay when the sample is prepared. 


A. Explosives of Class 3, Nitro-compound, Division I 


1, Dynamite and other Nitroglycerine Preparations from which 
the Nitroglycerine can be extracted by Water as below. A glass 
funnel (5°5 em.) is fitted with a filter paper. ‘The explosive is loosened 
from its cartridge ; 13 g. is placed in the funnel and pressed down 
fairly tightly with a flat-eaded glass rod. The funnel is placed in a 
heat-test tube and filled up with distilled water. ‘The stem of the tube 
must not touch the side of the heat-test tube. The water displaces 
nitroglycerine from the dynamite, and when 2 c.c. of nitroglycerine 
have collected in the tube the extraction funnel is removed. No 
water must pass into the heat-test tube. The sample is then ready 
for heat test. 

2. Carbonite, Moncbel Powder, and similar Friable Nitroglycerine 
Preparations from which the Nitroglycerine cannot conveniently be 
extracted as above. The contents of the cartridge are loosened, 
and 3:2 g. weighed into a scoop and transferred by means of an 
aluminium funnel to a heat-test tube, collected at the bottom by tapping 
gently and pressed down to a height of 3 cm. with a flat-ended glass rod. 

3. Blasting Gelatina, Gelatine Dynamite, Gelignite, and Analogous 
Preparations. The wrapper is opened, about half an inch of the end 
of the cartridge is cut off and discarded, and a portion weighing 
approximately 3-2 g. then cut off, avoiding contact with the hands. 
The portion is placed on the scoop and the weight is adjusted to 
3:2 g. This is then transferred to a mortar and 6°5 g. of French 
chalk added. The explosive and French chalk are worked together 
with the pestle. This should require a half to one and a half minutes. 
The mixture is then ground by a circular movement of the pestle 
for half a minute, and should then be homogeneous in appearance. 
The mixture is transferred to a heat-test tube with the help of a horn 
spatula and aluminium funnel, and gently pressed down with a flat- 
ended glass rod to a height of § em. 

4. Cordite, Ballistite and other Propellant: of Class 3, Nitro 
compound, Division I, (a) Explosives in the form of sticks or tubes. 
The sticks or tubes are wiped with clean filter-paper and are cut into 
small pieces about } in. long with the cordite knife, ¢ in. being rejected 
from each end of the stick or tube. The set of sieves is placed under 
the mill, and the cut sample is ground. The first portion is rejected 
and a sufficient quantity of the sample is to be taken to ensure that 
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the portion collected between the two sieves will suffice for the test. 
‘The nest of sieves is closed and shaken for one minute. The material 
1% 


collected on the second sieve is taken for the test, except that when 
the nominal diameter of the sticks or tubes is less than 0°03 in. the 
material from the bottom compartment is to be taken for the test. 
1°6 g. is weighed out in the scoop, transferred by means of an aluminium 
funnel to a heat-test tube and shaken down by tapping the tube with 
the fingers. 

(6) Explosives in the form of grains for small arms: 16 g. is 
weighed into the scoop and transferred by an aluminium funnel to 
the heat-test tube. Three such samples are weighed out, 


B. Explosives of Class 3, Nitro-compound, Division 2 


1. Nitrocellulose Pulp. Six thicknesses of filter paper are laid 
con top of one another. Sufficient of the sample to give about § to 6 g. 
after the final pressing is spread on the top sheet. Six other thick- 
nesses of filter paper are similarly laid over the sample. The whole is 
then placed under pressure (e.g. in a hand-screw press) for about 
three minutes. The sample is then removed, rubbed up by hand on 
the filter paper and again pressed for three minutes on fresh filter 
paper. It is then transferred to the rectangular 1o-mesh sieve and 
rubbed through it with the hand. Five g. is weighed out and spread 
evenly on an aluminium tray. The tray is placed in the oven, which 
should be at 120° F. (489° C.), and is kept there for fifteen minutes 
with the door closed. It is then removed and the sample is transferred 
to the top sieve of the nest of sieves. It is sieved, with the lid on, 
for two minutes. For this operation the second sieve is not used. 
‘The portion which passes through is again spread on an aluminium 
tray and exposed to the air of the room for four hours. 1° g. is then 
weighed into the tube with the aid of the scoop and aluminium funnel, 
‘Two such quantities are taken. The material in each tube is pressed 
down with a fiat-ended glass rod to a height of 3 em. 

2. Compressed Gun-cotion for Torpedo Warheads and Mines. 
About 10 g. is removed from the centre of the primer or slab by scraping 
with a horn spatula. The scrapings are placed in a glass beaker of 
1500 c.c. capacity, two-thirds full of distilled water, and stirred 
frequently for fifteen minutes. After settling, the water is poured off 
and replaced by the same quantity of water. It is again stirred for 
fifteen minutes, allowed to settle and decanted. The sample is 
collected by hand and the excess of water squeezed out. The wet 
gun-cotton is spread on six thicknesses of filter paper. Six other filter 
papers are laid on top and the sample is treated as described above 
for nitrocellulose pulp. 

3. Tonite and Analogous Nitrocellulose Preparations. ‘The sample 
is held over the rectangular sieve, and sufficient for the tests is scraped 
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‘out from the centre of the cartridge with a horn spatula, The material 
is rubbed through the sieve by hand, and spread evenly on an aluminium 
tray. This is placed in the oven at 120° F. (48'9° C.) for fifteen 
minutes with the door closed. It is then removed and the sample 
transferred to the top sieve of the nest of sieves. It is sieved for two 
minutes with the lid on. For this operation the second sieve is not to 
be used. The sieved material is again spread on an aluminium tray, 
and exposed to the air of the room for four hours. 1-3 g. is weighed 
‘out on a scoop and transferred by an aluminium funnel to a heat-test 
tube, Two such quantities are spread out. The material is gently 
pressed down with a flat-ended glass rod to a height of 3 cm. 

4. Nitrocellulose Propellants. (a) Explosives in the form of sticks 
or tubes: the procedure as for cordite in sticks or tubes is followed. 
@© Explosive in the form of grains for small arms. A quantity 
sufficient for the tests is spread evenly on an aluminium tray. This is 
placed in the oven at 120° F. (48-9° C.) for fifteen minutes with the 
door closed. It is then removed and exposed to the air of the room 
for four hours. Three quantities of 1-3 g. each are weighed out with 
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@ scoop, transferred by an aluminium funnel to heat-test tubes, and 
shaker down by tapping the tubes with the fingers. 

5, Ammonite, Bellite, Roburite, etc. The contents of the cartridge 
are loosened. The first half inch is rejected, and 1-3 g. loosened into 
the scoop and transferred by means of an aluminium funnel ta a 
heat-test tube. 


C. Explosives of Class 4, Chlorate Mixtures, Divisions t and 2 


These are treated as under Class 3 (p. 74). 

Application of the Test.’ The heating bath is filled with water 
up to the outflow. It is placed in a north light in such a position 
that the papers can be observed by reflected light. The temperatures 
for the test with various explosives are given below. 

The glass rod with platinum hook is inserted in the rubber stopper. 
A test paper is then held with forceps and pierced near the top with a 
needle. A small quantity of a mixture of equal volumes of glycerine 
and water is applied to the upper edge of the paper by means of the 
glass rod of the dropping bottle, so that it will moisten the upper 
half of the paper by the time the test is complete. The wetting of the 
Paper requires considerable practice to ensure uniformity. The 
is then affixed to the platinum hook. At no time should the paper 
be touched with the fingers. The rubber stopper carrying the test- 
Paper is inserted in the test tube containing the explosive, so that 
the bottom of the stopper coincides with the top line etched on the 
tube, and the position of the glass rod is adjusted so that the lower 
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edge of the wet portion of the test paper coincides with the middle 
etched Tine on the test tube. The lower edge of the wet portion 
should be approximately horizontal. The test tube is then inserted 
in one of the holes of the bath so that the bottom line etched 
fon the tube coincides with the lid of the bath. The tube should 
be fitted with a rubber ring flush with the lid of the bath. The 
cap is placed over the tube. The cap is lifted at intervals to 
observe the test paper, but should not be lifted unnecessarily. 
The test is completed when the faint brown line which appears 
on the paper becomes equal in depth of tint to the standard 
tint. ‘The time is measured from the introduction of the tube into 
the bath, to the production of a tint equal to the standard tint. The 
following table summarises the limits for the different explosives -— 


Abel Heat Test: Quantities, Temperatures and Time Limits 
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Mechanism of the Abel Heat Test. The test depends upon the 


448 


EXPLOSIVES, MATCHES & FIREWORKS 


liberation of iodine from the potassium iodide by nitric peroxide. 
The quantity of nitric peroxide necessary to colour the paper to the 
standard tint is very small. Robertson and Smart found it to be 
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‘The relation between the time of the test and the concentration of 
nitric peroxide was also studied by Robertson and Smart. A lag 
of about four minutes occurs at the start, due to the time of heating: 
of the explosive. In some cases, however, the action on the test paper 
is not due wholly to decomposition during the test, but is in part due 
to nitric peroxide dissolved in the explosive. 

‘The test has been frequently criticised on account of the minute 
quantity of nitric peroxide which is measured. This necessitates exact 
adherence to standard conditions of working in regard to the design 
of apparatus, preparation of the test-papers, etc. The exact end 
point is somewhat difficult to determine, and is liable to be affected by 
the illumination, notwithstanding the use of a standard tint for 
comparison. 

In some cases the traces of decomposition measured may be due to 
relatively harmless impurities. The test may also be shortened by 
traces of oxidising substances, such as organic peroxides which 
liberate iodine from potassium iodide ; on the other hand, the test 
may be masked by certain substances such as mercury. 

The quantity of moisture present (in gun-cotton, for instance) 
may affect the results ; if moisture condenses on the sides of the tube, 
nitric peroxide is absorbed. If, on the other hand, the test-paper 
becomes too dry, the sensitiveness is decreased, 

According to Kabler and Marqueyrol calcium carbonate does not 
affect the test directly, but in presence of water it gives rise to hydrolysis 
of nitrocellulose and forms traces of calcium nitrite, which lower the test. 
If, however, the conditions be closely adhered to, it Serves a useful 
Purpose, especially in the manufacture of nitric esters, It is also very 
simple to apply, 

Attempts were made at an carly date to overcome the masking of 
the test by the use of other indicators in place of potassium iodide 
and starch. The ainc iodide test is, of course, open to the same 
criticisms. 


(d) Zine Iodide Test 


This is a German modification of the heat test. Zine iodide is 
used in place of potassium iodide. This renders the test rather more 
sensitive, 78 


(©) Guttmann’s Test 


Guttmann used a solution of diphenylamine in sulphuric acid as 
indicator to overcome the masking effect of mercuric chloride, ete., 
on the Abel Jannopoulos described a modification in which 
the finely ground powder is previously warmed to 35-38° for four 
days before testing. The tests are inapplicable to nitroglycerine 
Powders, as the nitroglycerine vapour is decomposed by the sulphuric 
acid, 


(4) Hoitsema’s Test 


Diphenylamine was also used in this test, but was applied on glass 
wool instead of paper. 


(e) Spica’s Test 


In this test a solution of metaphenylenediamine hydrochloride was 
used. This is unduly sensitive and the indicator has poor keeping 
Properties. 

Various other reagents, such as indol, sulphanilic acid and alpha- 
raphthylamine, dimethylaniline, beta-naphtholsulphonic acid, etc., 
have also been tried as indicators. 


(f) Hess Test 


In this test the explosive was heated at 70° in a current of air, 
which was passed into a solution of rine iodide and starch, The 
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time taken to impart a blue colour to the solution was noted. 


(g) Vieille Test 


In this test the decomposition is carried considerably further. 
Ten g. of the explosive is weighed into a glass tube, and a strip of 
Litmus paper is placed in the upper part of the tube. The tube is 
corked and placed in a water-jacketed oven, the jacket being mai 
tained at 110°. The actual temperature of the explosive is approxi- 
matcly 108°5°, If the litmus turns colour within ten hours, the tube 
is a: once removed ; otherwise the tube is removed after ten hours. 
In cither case the explosive is exposed to the air overnight, and on 
the following day it is reheated similarly with a fresh strip of litmus. 
This is repeated every day until the colour-change occurs within 
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an hour. The total number of hours of heating is then taken as a 
measure of the stability. The following limits are given by A. P. Sy. 
For large powders thirty hours; for smalf powders twenty hours ; 
for ungelatinised nitrocellulose ten hours. 
(b) Horn-Seifert Test 

In the original test of Horn, 2 g. of powder was heated in a long 
test tube at 120°, and nittic peroxide was observed by looking down. 
the Iength of the tube, A disc of white porcelain was laid on the 
surface of the powder to facilitate the observation. Seifert modified 
the test by introducing a test-paper (methyl-violet and rosaniline) and 
observing the successive changes of colour. 


() Continuous Stability Test 

‘The case in which the explosive was stored was fitted with a 
narrow metal tube communicating with a glass tube containing a 
porous material impregnated with litmus or other indicator. The 
‘gases evolved by the explosive on storage reacted with the indicator. 


() Methyl Violet Test 


Methyl violet is gradually turned blue green, and ultimately 
pale salmon colour by nitric peroxide. It is much less sensitive than 
starch iodide. For the test, 2°5 g. of the dried sample. of explosive 
is placed in a glass tube 29 om. long and 1-5 em. internal diameter. 
The sample is pressed down to occupy a depth of 5 em. and a methyl 
violet paper is placed in the tube with its lower edge 2-5 cm. above 
the explosive. ‘The tube is inserted in a bath at 134° to 135° s0 that 
about 6 to 7 mm. of the tube projects from the bath. After twenty 
minutes the tube is partially withdrawn to examine the paper, and this 
repeated at intervals of five minutes until the paper becomes salmon- 
pink, The time of the test should be at least thirty minutes. The 
papers are prepared by dipping Schleicher and Schiill’s filter paper 
No. 597 in a solution of pure rasaniline acetate (prepared from 0°25 g. 
basic rosaniline), 0168 g, methyl violet (crystal violet), 4 c.c. glycerine, 
0 c.c, water, made up to 100 ¢.c. with pure 9§ per cent. alcohol. 
‘The dried paper is cut into strips 2x7 cm. 
& 


(k) Pollard’s Test 

This depends upon the action of nitric peroxide on colloidal silver 
oxide. A current of air is passed over the powder and into a colloidal 
solution of silver oxide. The nitric peroxide reacts with the silver 
oxide and decreases the amount of light diffused by the colloid. The 
decrease forms a measure of the decomposition of the nitric esters. 


() Jensen's Test 
Nitrocellulose powder is heated gradually from 100° upwards as 
in the deflagration test. A strip of iodide paper is suspended over the 
powder and the temperature at which the test-paper gives a coloration 
is taken as an indication of the stability of the powder. 


Il, STABILITY TESTS DEPENDING ON THE DIRECT OBSERVATION 
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of Brown FUMES 


(@) Simon Thomas Test (1898) 

‘The explosive is heated at 100° for eight hours each day until 
visible fumes appear. The test has subsequently been used in Holland 
in a slightly altered form. A quantity (usually 2} g.) of explosive 
is heated to 9°, first for four hours in an unstoppered flask, and then 
for eight-hourly periods. In general nitrocellulose requires fourteen 
to twenty-four daily periods. The test is stated to give good results 
for ungelatinised nitrocellulose, but to be less satisfactory for propellants. 


(b) American Test at 65-5° or 80° 


A hard glass-stoppered bottle of 8 or. capacity is filled to one-third 
with the propellant and maintained at 65:5° or 80° until brown fumes 
appear. The time of the test ranges up to 300-400 days at 65°5° 
or 75-100 days at 80°. As the powder deteriorates, the time of 
the test decreases until ultimately tests of one to six days are obtained. 


(© International 75° Test 


‘Two samples of 10 g. each are placed in capsules 35 mm. diameter 

and 50 mm. in height; the capsules are loosely covered with watch 

glasses, and are heated for forty-eight hours at 75°. The appearance 

‘and odour of the powder and the formation of nitrous fumes are 
a 


noted. If there is any positive indication of decomposition the 
explosive is considered to be of unsatisfactory stability. 


(6) Warmlagermethode 75° 


This test is largely used in Germany for nitrocellulose and propel- 
lants. Five g. of the explosive is heated in stoppered tubes of 200 mm. 
length and 28 mm. diameter at 75°. The tubes are left open for 
sixteen hours and are then stoppered, and the heating is continued 
without interruption until distinct brown fumes appear. They are 
‘opened once a week for ten minutes to renew the supply of oxygen 
necessary to convert NO to NO. The test is stated to give reliable 
results and to give good concordance in tests done on the same 
powder at different times, A temperature of 100° is sometimes used, 


TIL. Stapiuity Tests DEPENDING ON SPONTANEOUS HEATING 
OF THE EXPLOSIVE. 


{a) Silvered Vessel Test 


This test was devised by Robertson for the testing of oordite. 
‘The apparatus consists of a vacuum-jacketed flask, which is maintained 
at fo" in a bath. The cordite is ground as for the heat-test, and so g. 
is placed in the flask. A thermometer is fitted in the neck of the 
flask with its bulb in the ground cordite. The neck of the fiask has a 
lateral side-tube for the observation of brown fumes of nitric peroxide. 
The test is continued until the thermometer shows a rise of 2° due to 
spontaneous heating of the cordite. The time is then noted, and 
taken as a measure of the stability, The test usually requires several 
hundred hours, but the time varies greatly with the nature of the 
powder. 


82 
(b) Taylor's Test 


In this test 4-5 g. of nitrocellulose is heated in a tube 30 cm. 
Jong and 1°4 cm. in diameter at 135°. A thermometer is fixed with 
its bulb embedded in the nitrocellulose, and the heating is continued 
until a rise of temperature is indicated. This usually requires forty- 
five to sixty minutes, 


IV. Tests IN WHICH DECOMPOSITION 15 CARRIED 
to Exeiosion 


(a) German 132° Test 
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This test has been used to a considerable extent in Germany for 
the testing. of nitrocellulose and powders. The nitrocellulose is dried 
and heated in a giass tube. Observations are made of the change of 
colour of litmus paper, the formation of brown fumes and the explosion 
of the samples. The test was formerly carried out at 135°, but is 
now carried out at 132° and the observations are frequently confined 
to the brown fumes. For the test as formerly carried out the following 
limits were given by Sy. 


oo Eepnion 
Ungelatinised nitrocellulose 30 mins. 5 hes, 
Nitrocellulose powder 3» se 
Niurogiycenne powder | | 30, ae 


In the test as now carried out, 2:5 g. of the sample of nitrocellulose 
or smokeless powder is placed in a tube 350 mm. long, 16 mm. internal 
diameter, and 19 mm. outer diameter. A strip of blue litmus is 
shed down so that it is 25 mm. above the explosive, The glass tube 
is loosely closed with a cork dise or a paraffined cork, and put into a 
bath containing boiling xylene, with a reflux condenser. The cover 
of the bath is provided with orifices to hold the tubes, The orifices 
are 11 cm, deep and contain glycerine 

Uniformity of the litmus is of great importance. 
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{b) Deflagration Test 
‘A bath of mineral jelly is heated to 100°, Test tubes, each 
containing 0-1 g. of explosive, are suspended in the bath, and the 
temperature is then raised at the rate of s° per minute. Little paper 
caps are lightly fixed on the thouths of the tubes to indicate which 
sample has exploded. The temperatures of explosion are noted. 
Berl and Rueff described an apparatus consisting of a copper block, 
heated electrically, with holes for the test tubes. 


(©) Time to Explosion 
In some cases the explosive is maintained at constant temperature, 
and the time to explosion is measured. Patterson gives a number 
of results, of which the following is an example :— 


nee 
she ahm. thr. 


160" 
16m 


168° 
2m 


us 
som. 


Temperature 
Time 10 explosion 


Weber describes an apparatus in which the powder is heated 
in glass tubes at 160°, 170°, 180° and 200° and the time to explosion 
is measured. 

V. QUANTITATIVE DETERMINATION OF NiTRIC PEROXIDE 


Bergmann and Junk Test 


This test is widely used for the testing of nitrocellulose. The 
apparatus is shown in Fig. 6. The heating tube consists of a glass 
tube, 35 em. long and 19 mm. in diameter. The ground glass neck is 
fitted with an absorption vessel containing water. The nitrocellulose 
is well dried and 2 g. is placed in the tube, which is then heated in a 
bath of special construction. Thé bath is maintained at 132° by a 
boiling liquid. After two hours’ heating the tube is removed from the 
bath, and water is poured into the cup. As the tube cools, the water 
is drawn into the main tube. The cup is rinsed out with water into 
the main tube, the volume being made up to 0 c.c. The tube is 
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well shaken and the contents filtered. A little permanganate if added 
to oxidise nitrous acid, and the nitrogen is estimated by the Schulze- 
‘Tiemann method. Titration with alkali has also been used to 
determine the nitrous and nitric acid, but in this case allowance must 
‘be made for the calcium carbonate in the nitrocellulose. 

The test has generally been found very reliable. Sometimes rapid 
decomposition sets in and the test has to be discontinued ; occasionally 
explosions occur. For this reason a modified test has been devised 


450 EXPLOSIVES, 


MATCHES & FIREWORKS 


Tet 
by V. Meerscheidt-Hilllessem in which the reaction tube can be 
rapidly cooled without removing it from the bath, 
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A modification of the test is described by Mayrhofer. In this 
the nitric peroxide is collected in potassium iodide solution, which is 
then titrated with thiosulphate. A special feature of the modified 
method is the addition of 0-0 to 0:25 c.c. of water to the 2 g. of 
explosive, to facilitate hydrolysis of the esters. Comparative tests 
are carried out under the wet and dry conditions. The method is 
stated to be applicable to nitroglycerine powders. 

The Bergmann and Junk test is applied to nitrocellulose powders 
in Germany. Five g. of powder is taken for the test, and parallel 
tests are made on a control powder. A good nitrocellulose powder 
with stabiliser is stated to give § to B c.c. of nitric oxide after five 
hours" heating. 


VL. Loss or WeicHT Dug To Decomposition 
(@) Method of Sy 


‘on the ground that the volatile catalysts 
do not exert their due influence, and further, that different powders 
in the same oven may affect one another. 


(b) Method of Meerscheldt-Hillessem 
In this test to g. of the unground powder is heated in a glass tube 
to retain the volatile catalysts. The tubes are 200 mm. long and 
30 mm. in diameter and are maintained for éight hours each day at 
115° in a bath capable of holding a large number of tubes. The 
samples are weighed every day up to about ten days. 


(©) Dutch Test 


Thomas's original test (p. 80) has been gradually developed, and 
han taken the form of a" Lon of Weight” test. In this form it has 


received considerable attention in Holland for smokeless powders. 
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The apparatus consists of a glass tube 160 mm. long and 18 mm. 
internal diameter, with a glass stopper. Four g. of the powder, finely 
ground and passed through a 0-5 mm. sieve, is placed in the tube, 
which is then heated at 104° to 106° for nitroglycerine powders and 
109° to 111° for nitrocellulose powders. The tube remains open for 
the first eight hours, but is closed during each subsequent heating. 
The sample is weighed every morning and evening. Stable powders 
should not lose more than 2 per cent. from eight to seventy-two hours 


(@) Brunswig’s Test 
Five g. of powder is heated in an. open glass dish in an oven of 
special construction fitted with a revolving stand. ‘The loss of weight 
is determined, first after three days’ continuous heating at 110”, and 
then after daily periods of eight hours 
VII, Gasomernic STABILITY Tests 


(a) Will Test 


This is used as a rule only for ungelatinised nitro-cotton. It is a 
valuable test for the control of the manufacture, but requires consider- 
able attention and somewhat elaborate apparatus. The nitro-cotton 
(2's g.) is heated at 135° in a current of carbon dioxide. The heating 
tube is fitted with a glass spiral to pre-heat the carbon dioxide, before 
it reaches the explosive. The oxides of nitrogen evolved by the 
explosive are carried forward by the carbon dioxide, passing through 
a copper U-tube containing copper and copper oxide, which is main- 
tained at a red heat. All oxides of nitrogen are thus reduced to 
nitrogen, whilst cazbon monoxide and hydrogen are converted to 
carbon dioxide and water. ‘The gases are then led into a gas-measuring 
tube filled with potassium hydraxide solution. This absorbs the carbon 
dioxide, and leaves the nitrogen, which is measured at intervals of 
fifteen minutes for four hours.’ The heating tubes are enclosed in a 
metal case with strong glass windows, as explosions occur occasionally. 
A good nitro-cotton gives a uniform evolution of gas, whilst unstable 
nitro-cottons give an irregular and increased evolution. Purity of the 
87 

carbon dioxide is of importance. 

A modification of the test has been described by Goujon in whi 
the beating tube is enlarged to hold 104g of aiseeomaee hE 
The quantity of nitrocellulose is reduced to 0-3-0's g. An electri- 
cally heated copper block is used in place of a liquid bath, 

‘As all volatile substances are driven off by the current of gas, the 
Will test measures essentially the decomposition due to non-volatile 
catalysts such as traces of sulphuric acid. 


(v) Dupré's Vacuum Test 


‘One g. of the ground dried powder is placed in the test tube. 
‘The top of the tube ends in a flat ground surface, and the joint is made 
between this and a similar flat surface of the connecting tube by 
‘means of luting composition. A similar joint is made to the mano- 
mieter which consists of a syphon barometer. The bath is kept at 
‘a constant temperature, «.g. 125°, by boiling water under increased 
pressure. The evacuated tube is placed in an orifice in the bath. 
After half an hour the tube is re-evacuated and the test started five 
minutes later. Readings of the manometer are then taken every 
half-hour for about four hours. The tubes can be re-evacuated if 
necessary, 


(c) Mittasch’s Method 


‘The chief feature of this test is that the rise in pressure of the 
gases is registered automatically. This necessitates more complicated 
apparatus, and the practical application of the test has been very 
limited. 


(4) Obermuller’'s Method 


In this test the explosive is heated in a vacuum, and the gas evolved 
is measured by means of a mercury manometer. Various forms of 
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the test have been described. In one of these 1 to 2 g. of nitrocotton 

are placed in a tube of 12 ¢.c. capacity which is heated at 135° or 140°. 

‘A small glass rod rests on the nitrocotion to prevent it from being 

ejected upwards on application of the vacuum. Useful results have 
88 


been obtained for ungelatinised nitrocotton, but the test appears to 
be unreliable for gelatinised powders after storage. This is probably 
ue to the continuous removal of the volatile catalysts. 


(e) Brame's Method 


This also depends on the measurement of the rise of pressure in an 
evacuated tube containing the explosive, by means of a mercury 
manometer. 


(f) Chiaraviglio and Corbino 


‘These authors deseribe a method in which a very sensitive mano- 
meter is used to measure the rate of decomposition at relatively low 


temperatures. 
(g) Talian!’s Test 


This test has a device which prevents the volatile products from 
reaching the cool parts of the apparatus, thus ensuring tha: the 
catalysts are kept in contact with the explosive, and also preventing 
the distillation of nitroglycerine, when this forms a constituent of 
the explosive. The apparatus is shown in Fig. 7, The tube A 
containing 1:3 g. of the explosive is fitted with a tap C, and connected 
with ¢ tube which has a double bend B. ‘The U-shaped part of thi 
tube is partly filled with heavy paraffin. This part of the apparatus 
is entirely enclosed in the hot bath. The tube B is further joined 
by a rubber connection to a glass tube leading to the manometer F. 
One limb of the manometer is divided into two tubes, one of which is 
fitted with a tap as shown. The paraffin trap prevents the volatile 
products from entering the manometer, 

‘The test is usually carried out at 120° with nitroglycerine powders 
and 135° with nitrocellulose. The tap C and the manometer tap 
remain open until equilibrium has been obtained in the whole 
apparatus and any moisture has evaporated. When the taps are 
closed, any gases evolved from the explosive exert a pressure on the 
paraffin, By raising the mercury reservoir, the paraffin can be 
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brought to the same level in the two limbs. The pressure is then 
read off on the scale. Readings are taken every five minutes until 
the difference of pressure reaches 100 mm. or 300 mm. Good drying 
of the explosive is necessary, as the results are affected by moisture. 
Calcium carbonate also has a marked effect. 


{h) V. Meerscheidt-Hilllessem's Test 

One of the main features of the test of Taliani described above is 
that the volatile products are not allowed to escape. This can also 
be effected by enclosing the powder in a vessel containing liquid 
Paraffin with a syphon tube arranged so that the gases evolved displace 
the liquid and cause it to overflow into a beaker which can be periodi- 
cally weighed. The test is carried out at 120° with measurements 
every fifteen of thirty minutes, The method is simple, but very few 
results have been published so far. 

9° 


() Desmaroux Test 

A copper bath is filled with glycerine and maintained at constant 
temperature by a regulator. It is double walled to conserve the heat 
and has a number of orifices to receive the glass heating tubes. These 
are 3 cm, in diameter and 10 cm. high. Each tube has a ground 
glass stopper with a capillary outlet leading to a mercury manometer. 
Ten g. of explosive is placed in the tube, which is then evacuated. 
‘The tests are carried out at 75° and 108°5* and the rate of decomposition 
is measured by the rise of pressure in the manometer. 


G) Marqueyrol’s Test 

The explosive is heated at 50° in a vacuum, and the slow evolution 

of gas is measured by means of a manometer. Readings are taken 
every three or four days over a long period. 


VIIL MEASUREMENTS OF ACIDITY 


One of the primary causes of instability of nitrocellulose and 
gelatinised explosives is the presence of traces of acidity, or of unstable 
esters which readily break down, yielding acids. Since esters are 
hydrolysed by moisture in presence of acids, the decomposition is 
autocatalytic, and the presence of acid is thus of great importance. 


(a) Angell’s Test 
This is designed primarily for gelatinised powders. The powder is 
ground or cut into very thin flakes and o-s g. placed in a test tube. 
A small quantity of distilled water is added, and then 3 of 4 drops of a 
0-2 per cent. alcoholic solution of dimethylaminoazobenzene. The 
whole is well mixed and either warmed for a few moments in boiling 
water or allowed to stand in the cold. The solid powder takes up 
the it it 


(>) Tomonari’s Test 
This test is applied to ungelatinised nitrocellulose. It depends on 
the solubility of acidic impurities of the nitrocellulose in methyl 
alcohol. One g. of the nitrocellulose is boiled for fifteen minutes 
with methyl alcohol and the solution is titrated with o-or NW’ sodium 
ow 

hydroxide solution, using methyl red as indicator. The titre is called 
the acid number (), and 1oa/z is called the stability number, The 
ion temperature falls with a rise in the value of x, When < 

is leas than § the cellulose nitrate is considered stable. 


(¢) Measurement of pH Value 


This method depends upon extraction with water and measurement 
of the acidity either by indicator solutions or by the quinhydrone 
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dlectrode. 

Te is necessary to use pure water, as used for electric conductivity 
work, and to adhere to constant conditions of working. The method 
is frequently combined with a heating trial. Thus Hansen heated 
smokeless powders in the ground condition at 110° and tested samples 
at intervals of an hour by means of the quinhydrone electrode to 
ascertain the rate of formation of acid. In 2 modified method the 
powder is heated under water at 100° to bring about a hydrolytic 
decomposition. Grottanelli passes a slow current of air over a large 
sample (soo g.) of powder, which is maintained at 80°, and then into 
an absorption vessel in which the pH value is measured. Pavlik also 
passes the gases into water under modified conditions. The effect of 
calcium carbonate in powders has been examined by Metz. 


(4) Conductivity Method 


De Bruin and de Pauw have described a method depending 
on the electrolytic conductivity of an aqueous extract of the explosive, 
A number of flasks, each containing a weighed quantity of dried 
nitrocellulose or powder, are first heated to drive off residual moisture, 
The contents of one of the flasks are treated with 150 c.c. of “' con- 
ductivity water,” well shaken, and allowed to stand, The flask is 
again shaken, the liquid is filtered, and its conductivity measured 
The other flasks are heated at constant temperature (100° to 132°) 
for known periods and the conductivity is similarly determined. The 
‘conductivity increases with the duration of the heating, and this 
increase is taken as a measure of the stability, 
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IX. Stasrurry oF Hicn Expvosives 


The aromatic nitro-compounds, which form the basis of most of 
the high explosives used for Service purposes, do not as a rule respond 
readily to such tests as the Abel heat test. In general these compounds 
undergo very little deterioration on storage, but in some cases it is 
necessary to test them. The most reliable results of definite value 

in the comparison of high explosives are 
obtained by vacuum stability tests. 


‘Vacuum Stability Test 
The explosive is dried and weighed 
‘out into a test tube of the pattern shown 
in Fig. 8. The manometer is attached 
and the tube evacuated and placed in a 
thermostat of special design, The temper 
ture of the test varies from 80° to 180" 
according to the explosive under test. The 
progress of the decomposition is followed 
by readings of the mercury manometer. 


‘Method of Haid, Becker and Dittmar 


The apparatus consists of a glass vessel 
connected with a manometer. The ex- 
plosive is dried over phosphorus pentoxide, 
and 42 g. introduced through a side-tube 
which is then sealed off. The manometer 
is in the form of a U-tube and contains mercury covered with 
a layer of paraffin. The glass vessel is also fitted with a side-tap. 
It is heated in a bath to 75° and completely sealed. The evolution of 
gas is then measured by means of the manometer. 


Fe. 8 


Acidity Measurements 

‘The method of pH determination is applied as in VIII (¢) above 

(p. 91). Five g. of explosive is heated at temperatures ranging 

from 75° to 132° according to the nature of the explosive, and the 
gradual fall of pH is measured by periodic tests. 
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Loss of Weight 
In Germany, industrial blasting explosives are exposed to a 


temperature of 75°. Ten g. is heated in a loosely covered weighing 
bottle, 30 mm. diameter and so mm. high, and the loss of weight 
is determined periodically. 


MATCHES AND FIREWORKS 


4. MATCHES, 
I, Nature OF MATERIAL FOR MATCH-STENS 


1, Woods 


WHITE or soft pines of Canadian origin are largely used in the 
manufacture of matches. The pine tree grows to a height of too ft. 
‘or more, and is 7 ft. or more in diameter. For the manufacture of 
matches the young pine, on account of its very soft texture, is to be 
preferred. It is essential to have the wood dry and thoroughly 
seasoned, thereby reducing the water content and improving ita 
physical properties by rendering it less brittle. The wood should 
be stored in well-ventilated sheds and protected from the sun 
and rain. 

In addition to pine, fir and spruce, the following woods are used, 
especially in countries to which these are indigenous, viz.: aspen, 
poplar, lime, beech and willow, and to a more limited extent, alder- 
wood. Aspen wood, which comes mainly from Russia, is very easy 
to flake and gives splints of uniform size. The strips of wood for 
match boxes are also made from the aspen tree and on the same 
machine. Itis probable that for match splints aspen wood will supplant 
pine wood in this country. 

Fir woods closely resemble the pines in being needleleaf or soft 
woods but have no resin ducts. The variety mostly favoured is the 
white or silver fir. 

Spruce woods resemble the soft pines. They grow extensively in 
North America and Europe. The common varieties are the Norway 
spruce (Picea excelsa) and the Douglas spruce or fir (Preudotsuga 
douglasii). The Noeway spruce resembles silver fir but the resin 
ducts are visible though few in number. 


2. Wax Matches or Vestas 


The stems of wax matches consists of a wick of twisted cotton 
threads, coated with wax, or more generally with mixtures of stearin, 
paraffin, and gum dammar or gum opal. These matches burn for 
a longer time than matehes made from wood. 

Li 
3. Cardboard Matches 

Within recent years safety-matches with stiff paper or cardboard 
stems have become very popular, and numerous patents have been 
taken out for the manufacture of such matches, «.g. B.P. 288620/1927 
and B.P, 3270/1929. ‘These are usually made up in the form of 
a book, and generally consist of two rows of ten matches each in a 
cover, These matches are made automatically by machinery. The 
cardboard is slit and dipped, and the composition then put on the 
cover. The machine also binds and cuts the books apart. Matches 
are also produced in dise form and in the form of a cylinder. When 
a match is withdrawn from the latter bundle it is ignited by friction. 
Various details of paper matches are described in U.S.P. 2,022,088 
(1936). Hand dipping in batches still survives to some extent in 
cardboard match manufacture. 


Tl, SUBSTANCES USED TO IMPREGNATE THE SPLINTS 
The match sticks are either square or round, according to whether 
they are made by flaking or planing. The grooved splints, sometimes 
employed, are punched by upward cutting dies from small wooden 
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blocks fed into the machine in a special way. The round splints are 
compressed, and have a closer texture than the square sticks, and 
are better suited for sulphur-coated match manufacture. The sulphur 
which coats the lighting end does not enter the pores, so that a loose 
structure is unnecessary. With the majority of other dipping sub- 
stances it is preferable to have a porous foundation, as the substances 
tend to penetrate the wood. Sulphur is now scarcely ever used. 
Paraffin and other waxes are generally employed to impregnate the 
splints, In addition resin and other fatty acids such as stearic are 
commonly employed. These will be considered individually. To 
prevent the after-glow of the splints, and the falling-off of the glowing 
‘ember, the splints are dipped into a solution of phosphoric acid and 
ammonium nitrate, or other fire-proofing materials, such as alum or 
boric acid. Hygroscopic substances should be avoided. 

A solution of celluloid in amyl acetate may be used in place of 
gum, etc., as binder in order to render the match damp-proot. The 
‘stems and heads may be dipped in a similar solution. A moisture- 
proof match-ignition composition containing cellulose derivatives has 
also been suggested in other patents (e.g. 355901/1930). 


1. Paraffin and Other Waxes 


Waxes, which are usually the fatty esters of the monohydric alcohols, 

find a limited application in the match industry. Paraffin wax, a 

6 

hydrocarbon, is the most important in this connection. 
highest boiling fraction of the products of distillation of paraffin and 
lig It is sold in different grades according to its melting point, 
which may range from 35° to 60° C. For the manufacture of matches 
the more or less yellow and brown, soft, scaly variety is the most 

important. Paraffin waxes with a melting point of 98° to 102 F. 

(Scotch method), 101° to 105° F. (American method), and 38° to 39° C. 

(German method) are the most favoured. 

‘The determination of the melting point of wax may be carried 
‘out as follows : 0°5 g. is weighed approximately (frst time, afterwards 
judged by size) and wedged at the top of a hook of platinum wire 
(0-025 iin. diam.) fused on to the end of a glass rod, which passes 
through a hole in the cork fitted into a dry test-tube. The cork also 
carries a thermometer with its bulb near the platinum hook. The 
test tube is slowly heated in water and the melting point noted. 
Alternatively, the wax may be melted in a small beaker, slowly stirred 
with a thermometer, until the temperature becomes steady for a 
short period, with solidification of the mass. For more accurate 
determination a large bath is employed and the liquid mechanically 
stirred. When the melting point is not sharp and for petroleum jellies 
the apparatus of Ubbelohde may be employed. A small quantity of 
the jelly is pressed into a small glass perforated cup which fits on to the 
bulb of the thermometer. On slowly heating, the temperature at which 
the drops of liquefied paraffin fall away from the cup is noted. The 
English method of determining the setting point of paraffin wax 
consists in filling a test tube (1 in. diam.) to a depth of 2 in. with 
molten paraffin and inserting a small accurate thermometer. The tube 
then allowed to cool and the temperature at which the thermometer 
remains stationary for a short period is regarded as the setting point. 

Shukof?'s apparatus for determining the titer test of fatty acid> 
consists of a tube 3 cm. diam. surrounded by a Dewar vacuum mantle, 
the outer diameter of which is 5 cm. and the height 10 em. The 
molten paraffin is poured into the inner tube, which is closed by a 
cork fitted with an accurate thermometer. The vessel is slowly 
cooled with shaking and the point at which without further shaking 
the thermometer remains steady and then rises is noted. The 
highest point is taken as the setting point. 

Considerable uncertainty still exists as to the manner in which the 
English, Scotch, American and German methods of examination are 
carried out. The German and American methods are in close agree- 
ment when Fahrenheit degrees are converted into Centigrade degrees 


7 
by the well-known formula C* = 30x38; whereas after convert- 
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ing the English or Scotch degrees by the same formula, it is always 
necessary to add on 2° C, Ignorance of this difference in the methods 
is often taken advantage of by dealers, as paraffin wax is sold accord. 
ing to melting point, and the German test gives higher results. 

The wax commonly used when first obtained is yellow ; if melted 
and poured into cold water, it forms thin strips which are bleached 
white by the action of the air. In this country, wax for the manufacture 
of wax matches has been partly or entirely replaced by stearin with 
or without paraffin wax. Cotton threads or bobbins are passed 
through a ring so as to form one single thread, which is then passed 
through a trough containing the molten wax mixture. This thread 
is then passed through a wire-drawing plate which gives it an exactly 
eylindrical shape and a smooth surface. The wax mixture used 
usually contains about 10 to 15 per cent. of paraffin wax. Wax 
matches for tropical countries contain a small amount of Carnauba 
wax, The latter is a hard vegetable wax which raises the melting point 
and increases the hardness of the wax, thus preventing the matches 
from sticking together. 

In impregnating the splints with paraffin wax the 
is heated to such a point that a match stick " boils ” 
into it. As the vapour of 
to fit an efficient air draugh' 


molten paraffin 
when 

Paraffin wax is unpleasant, it is desirable 

\t to the paraffin bath, 


a. Stearin (Stearic Acid) 


Stearic acid, incorrectly called stearin, is one of the higher fatty 
acids. It ia a waxy, crystalline solid, which melts at 69:2°. It is 
made on an industrial scale from animal and vegetable fats, These 
are hydrolysed by means of superheated steam alone or with addition 
of a mall percentage of calcium hydroxide. The calcium salt pro- 
duced ia changed into stearic acid by the addition of the requisite 
amount of sulphuric acid. 

Stearin was used, at one time, with the addition of a little resin, 
in the preparation of the wood for matches “de luxe.” In the 
‘manufacture of matches it is unnecessary to use the hardest and 
whitest sorts of stearin, as the softer kinds have been found to give 
even better results, Stearin has been replaced by paraffin for making 
wood matches, but it is still used, with gum opal or dammar, for 
wax match stems. In the match industry the only test required 
to determine the melting point of the stearin before use. In ¢ 
connection the Shukoff method for determining the melting point of 
paraffin wax (¢f. p. 96) is used. 


3 Resin 


The dried resin of the coniferae is used in match compositions, 
or for mixing with the stearin ; Venice turpentine is the best. Addition 
of resin causes the flame to smoke strongly. The addition of insoluble 
synthetic resins as binding material is claimed to give a match-head 
unaffected by water, 


4 Sulphur 

For occurrence, examination for purity, etc., see Vol. I., pp. 358 
at seg 

Sulphur melts at 114:5°C. to a clear yellow liquid, which, on 
further heating to above 125°C. becomes darker and very viscid ; 
at 400°C. it is again yellow and mobile and begins to volatilise. 
During cooling these phenomena reappear in inverse order. If the 
sulphur becomes thick, it is too hot, and must be cooled further before 
the splints can be dipped. 

For the manufacture of matches very pure sulphur is not needed. 
‘The small amount adhering to the splint always appears pure and is 
inflammable. Finely powdered roll-sulphur is preferred to flowers of 
sulphur for the manufacture of safety-match compositions. 

Differences between Powdered Sulphur and Flowers of Sulphur 
under the Microscope, The powdered sulphur consists of more or 
less transparent crystals, while flowers of sulphur consist of dark, 
caulifiower-shaped masses. In polarised light, between crossed nicols, 
flowers of sulphur are devoid of optical activity, while the crystalline 
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particles of the powdered sulphur appear light on a dark ground. 
Sulphur is scarcely ever used as a coating for match splints in this 
country, although it is an essential ingredient of some match composi- 
tions, especially those used for safety-matches. 


TIT, MATERIALS FoR MaTcH CoMPosttions 
A. COMBUSTIBLE SUBSTANCES 


1. Ordinary or Yellow Phosphorus. — Phosphorus is usually 
prepared from bones or naturally occurring phosphorite, in both of 
which it is present as tricaleium phosphate. “At ordinary temperatures 
yellaw phosphorus is a crystalline solid having a sp. gr. of 1:83 at 
10°, Above 15° it becomes soft and waxy, melting at 44-4° to a 
yellow liquid. It is readily soluble in carbon disulphide, chloroform, 
benzene and sulphur chloride (S,Cl,), and almost insoluble in alcohol 
and water. Friction, or warming to 60°, in the air causes phosphorus 
to burn with a bright, yellowish white flame, to phosphorus pentoxide, 

*” 


P,0,. Yellow phosphorus is a deadly poison, as little a8 0°1 to 0'2 g. 
‘causing death ; inhalation of the “ fume" causes " phossy jaw,” or 
necrosis of the jaw-bone, a disease prevalent amongst workers in the 
match factories. Fortunately, its use in most countries is now 
prohibited by law. 

Examination of Commercial Yellow Phosphorus. The impurities 
present in yellow phosphorus are traceable to the sulphuric acid used 
in its manufacture. The principal adulterants are sulphur, arsenic 
and iron. To test for sulphur, fragment of the phosphorus is 
dissolved in dilute nitric acid, and the solution, which now soctaine 
the phosphorus as phosphoric acid, is tested with a solution of barium 
nitrate, a white precpitse, Incluble in alric acid, indicates the 
presence of dulphur in the phosphorus. Another portion of the 
solution is diluted, nearly neutralised with alkali, and treated with 


2. Dark Red Phosphorus, a second allotropic form of phosphorus, 
is manufactured on the large scale by heating the yellow variety 
in sealed iron cylinders for a few minutes at 250° to 00°, 
Red phosphorus differs considerably in properties from the yellow 
form. It is non-poisonous, is unaffected by the air and is insoluble 
in carbon disulphide. Moreover, it is odourless. It has a ap. gr. 
of 2-106, When heated in air it does not ignite until a temperature 
‘of 200° is reached. Generally it is leas chemically active than yellow 
Phosphorus. 

Red phosphorus is used chiefly for the preparation of the striking 
surfaces on safety-match boxes and is also occasionally employed in 
the manufacture of " strike anywhere match compositions. While 
pure red phosphorus is non-poisonous, the commercial product can 
‘act as a poison, as it frequently contains traces of the white modification, 
Fresenius and Luck analysed a sample of commercial red amorphous 
phosphorus with the following results :— 


Red phosphorus. + 92-630 per cent, 
White phosphorus Oxf 
Phosphorous acid . wpe 
Phovpheric acid. ° > 
‘Water and imparities +a 


Although the presence of a small amount of white phosphorus is 
not in itself detrimental in match-making, it has been assumed to be 
100 


the cause of a slow oxidation to phosphorous and phosphoric acids, 
which on account of their acid and hygroscopic propertics, act on the 
‘other substances present. This supposition is, however, unnecessary, 
for red phosphorus, which has been carefully purified, becomes 
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oxidised after long contact with air, and contains under these circum- 
stances considerable quantities of phosphorous acids. Factories do 
not generally trouble about any special examination or purification, 
although in 1909 it was proposed to use “ neutral amorphous phos- 
phorus” obtained from the ordinary product by purification methods. 
‘The phosphorous acids arc estimated quantitatively by extracting a 
weighed quantity (10 g.) on a filter with warm water, until the 
no longer reacts acid. A definite portion of the filtrate is now ox: 
by repeated evaporation with nitric acid, and the total phosphoric 
acid then precipitated with magnesia mixtures 

The phosphorous acid is estimated with 
mercuric chloride in another portion of the filtrate. To estimate the 
percentages of white and red phosphorus present, Fresenius and 
Luck (Joc, cit.) oxidise the phosphorus, after washing free from acids 
with warm water, with fuming nitric acid to phosphoric acid, and 
estimate the amount of phosphorus in this as magnesium ammonium 
phosphate. The quantity of red phosphorus is similarly estimated 
in another portion of the sample, after extracting the yellow variety 
with carbon bisulphide. The difference between these two quantities 
gives the amount of white phosphorus present. 

The German official method, worked out by Sicmens, is as 
follows :—Three g. of phosphorus is dried, and boiled for half an hour 
on a steam-bath, under a reflux condenser, with 150 c.c. of benzene, 
and filtered. One c.c. of this solution is added to 1 c.c. of a solution 
of ammoniacal silver nitrate, made up by dissolving 1°7 g. of silver 
nitrate in 100 cc, of ammonia of sp. gr. 0-922. If, after shaking 
and allowing to stand, no change or only a ycllow coloration of the 
aqueous solution takes place, white phosphorus is absent. But if the 
aqueous solution is coloured red or brown or contains a black or 
brownish-black precipitate, white phosphorus is present. ‘The colour 
of the aqueous solution should be judged directly after shaking and 
allowing to stand, and not after prolonged standing. 

3, Light Red Amorphous Phosphorus, sometimes called scarlet 
phosphorus, is another allotropic form. It is prepared by dissolving 
yellow phosphorus in phosphorus tribromide and boil ic 
The new modification separates out of the solution as a finely divided, 
amorphous powder. Like dark red phosphorus, the scarlet form is 
not poisonous, It is, however, more chemically reactive than the 
former owing to its more finely divided condition. Conversion of 
scarlet into dark red phosphorus may be brought about by continued 


tor 


heating at 300° in a current of carbon dioxide. Schenck determines 
the phosphorus by heating @ weighed quantity with water, together 
with bromine contained in a small tube, in a sealed tube, for two or 
three hours in a steam-bath at 100°; the oxidised phosphorus is 
‘weighed as magnesium hate. 

Scarlet phosphorus is used in compositions for parlour matches, 
#4, matches requiring no special ignition surface. 

‘4 Phosphorus Sesquisulphide (P,S,).—This compound is formed 
by slowly heating the calculated quantities of phosphorus and sulphur 
in a current of carbon dioxide at 330°; small excess of sulphur is 
used. By sublimation at 260°, regular crystals are obtained, but on 
crystallisation from carbon disulphide, rhombic prisms melting at 
166° and boiling at 380° are obtained, Phosphorus sesquisulphide 
is soluble in carbon disulphide, phosphorus trichloride and in aqueous 
solutions of sodium and potassium sulphides. Alkalis readily decom- 
pose it. The commercial product ignites in air at 98° to 99°. Cold 
iter has no appreciable action on phosphorus sesquisulphide, but 
boiling water decomposes it into sulphuretted hydrogen and phos- 
phorous acid. ‘The commercial product sometimes contains free 
phosphorus, the presence of which is detected by passing a current of 
hydrogen over the sulphide when, if phosphorus is present, the issuing 
gas will burn with a green flame. The pure product keeps well in 
stoppered bottles, but the commercial product gradually decomposes 
with evolution of sulphuretted hydrogen. 

Phosphorus sesquisulphide was officially introduced into France 
ty Sevéne and Cahen for the manufacture of “ strike anywhere” 
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matches, free from white phosphorus. It is now used in the manu- 
facture of matches almost to the exclusion of yellow phosphorus. 

The examination of phosphorus sesquisulphide is carried out first, 
by the smell (odour of phosphorus) and then by Mitscherlich’s test 
(G. detection of phosphorus in match-heads, p. 134), or by the method 
of Schenck and Scharff. These methods are exact and permit the 
detection of very small traces. 

. Lead Thlosulphate (Pb S,0,) is now used for the preparation of 
match compositions, which ignite on any surface. It is prepared by 
treating a solution of "sugar of lead" (lead acetate) with sodium 
thiosulphate ; it is a pure white, inodorous, tasteless powder, in- 
soluble in water and not hygroscopic. It should be kept in well- 
closed bottles. Twelve kg. of lead acetate yield, when treated with 
5 kg. of sodium thiosulphate, about 9°5 kg. of lead thiosulphate. 
A pure sample should contain no water-soluble matter. 

6 Antimony Trisulphide (5b,S,) is used to some extent for match 
compositions, but principally in the preparation of the striking surface 
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of safety-match boxes. It can be obtained in a purity of 99 per cent. 
Tests for purity are not necessary. 

7. Other Substances.—A few other substances have been recom- 
mended for match compositions, such as persulphocyanic acid, 
ferrocyanogen compounds, potassium xanthate, thiocyanates, " sulpho- 
cuprobarium polythionate"” and“ thiophosphit.” Thiophosphites 
made by heating such sulphides as antimony and zine sulphides with 
red phosphorus and sulphur in an atmosphere of carbon dioxide to a 
temperature of 450°C. are used in match compositions patented by 
the Elektron Fabrik, Matches of this composition are less affected 
by moisture than those containing phosphorus sulphides. The 
addition of an ignition mass containing an inorganic non-combustible 
binding substance has been suggested for repeat ignitable matches. 


B. SUBSTANCES WHICH SUPPLY OXYGEN 


1, Minium or Red Lead (Pb,O,) is prepared by heating yellow 
Jead oxide (massicot) in air to about 300°, when it absorbs oxygen 
and becomes converted into red lead. It has a sp. gr. of about 8:8. 
As the use of minium is solely dependent on its oxygen content, only 
the purest product should be used (with not more than 1 per cent, 
of impurity). This is tested by dissolving 1 g. in a mixture of 2°5 g. 
of nitric acid (sp. gr. 1-15), 3 to 4 g. of water and o's g. of oxalic 
acid and filtering. 

2. Lead Peroxide mixed with Lead Nitrate. mixture” is 
prepared by treating minium with nitric acid of sp. gr. 1°384. A 
moderate amount of heat is evolved. Minium, whose composition 
may be written 2PbO . PbO,, gives up the lead oxide (PbO) to the 
nitric acid to form lead nitrate, the peroxide remaining unchanged. 
Excess of nitric acid is to be avoided, as it not only acts on the binding 
substance in the match composition, but also renders the phosphorus 
inactive, by oxidising it to phosphoric acid. It also gives the mixture 
‘a thin consistency, whereas if the correct quantity of acid is uscd, 
the product is stiff and pasty. A badly made mixture contains too 
much lead nitrate, which causes the match-head to sweat, thereby 
producing a bad ignition and giving an unsightly appearance to the 
match-head. The product must also be free from lead chlorides and 
lead sulphate, which are avoided by using pure raw materi: 

3. Lead Peroxide is prepared from red lead, by boiling i 
powder, with dilute nitric acid, washing and drying. It has a sp. gr. 
of 9-4. ‘It readily parts with oxygen to other substances and hence 
is used in match compositions. The percentage of lead peroxide in a 
sample can be estimated by treating the peroxide with a measured 
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volume of hydrogen peroxide previously acidified with nitric acid. 
The following reaction takes place -— 

H,0,+Pb0,+sHNO, = Pb(NO),+2H,0+0, 
The undecomposed hydrogen peroxide is then determined by titration 


in fine 
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with potassium permanganate solution. 

4, Lead Nitrate is readily obtained in match factories by allowing the 
wash-waters, obtained in the preparation of lead peroxide, ta crystallise. 

5. Manganese Dioxide— 

The value of the dioxide depends on the amount of 
available oxygen. Manganese dioxide is seldom used for phosphorus 
compositions, but is employed for safety and non-poisonaus “ strike 
anywhere" match pastes, and also on the striking surfaces. 

6. Potassium Chlorate 

It is the most powerful oxidising agent used in the match 
industry, and the substitution of the very hygroscopic sodium chlorate 
for it is not to be recommended, 

7. Potassium Nitrate — 

It is essential that refined saltpetre only be used, as the crude salt 
contains chlorides which are deliquescent. 

8 Potassium Dichromate— Ie is 
used in the manufacture of safety-matches, and in very small quantities 
in the compositions of red phosphorus matches. 

9 Barium Nitrate, Strontium Nitrate.—These substances are used 
principally in pyrotechny (eee p. 149) 

10. Calclum Orthoplumbate (Ca,PbO,) is a heavy yellowish-red 
powder prepared by heating calcium oxide and litharge to redness 
in air. It was first prepared by Kassner and was recommended as a 
itute for lead peroxide and lead nitrate, in the manufacture of non- 
“strike anywhere” phosphorus matches. Schwiening's 
ition is used by match-makers, owing to the prohibition of 
the use of white phosphorus, and contains calcium orthoplumbate, 
together with potassium chlorate, amorphous phosphorus, friction 
material, binding and colouring substances. The calcium plumbate 
appears to act as a negative catalyst on the explosive mixture of 
potassium chlorate and phosphorus, retarding the explosion, so that 
‘only inflammation occurs. 


. SUBSTANCES WHICH INCREASE FRICTION, INERT 
SUBSTANCES, OR FILLING MATERIALS 


‘Among these substances are powdered glass, pumice stone, sand, 
chalk, plaster of Paris, pulverised asbestos, siliceous marl, Kieselguhr, 
powdered quartz, brown umber, Venetian red, tine oxide and 
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pulverised paper moulded with a binder, ¢g. rubber solution or 
starch, 

These serve, on the one hand, to increase the friction, and on the 
other to retard the explosion on igniting the match-head, so that the 
flame has time to act on the other materials, sulphur, paraffin, etc., 
which propagate the combustion, Brown umber is a variety of clay 
coloured by the oxides of iron and manganese. Venetian red is ferric 
oxide, FeyOy, and is obtained by the calcination of green vitriol 
‘The use of chalk as a filling material is now rare. Zinc oxide 
employed chiefiy in the compositions of matches containing phosphorus 

juitulphide, red phosphorus and the like. 
The above substances can all be obtained in the requisite degree 
of purity. 


D, BINDING SUBSTANCES 
1, Glue 


1, Tae Comrostrion AND MANUFACTURE OF GLUE 


Boiling water extracts from certain portions of vertebrate animals 
& material known as glue. These portions are the connective tissues 
and the intercellular substance of the sinews, ligaments, bones and 
dentine. A genuine glue contains mainly the complex nitrogenous 
organic substance gelatin. A number of other substances are often 
called glues: for example, starch glues, casein glue, marine glue, and 
various mineral and vegetable adhesives. The nature of glue is to 
some extent determined by the class of tissue from which it is made. 
The various tissues from which glue is obtained can be briefly classified 
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2s follows: ossein in bones and skin, chondrigen of cartilage and 
isinglass from the bladders of fish. These three classes are included 
under the general heading of Collagens. Chitinin, CagH yyNjOyy, is 
the main constituent of the shells of lobsters, beetles, crabs, etc. It 
is a white translucent substance, but has very poor properties as a 
binding material. Keratim is from horns, hair, nails, feathers, wool, 
¢te., and remains after these materials have been treated with chemicals 
end solvents. ‘These again are poor adhesives. Sericin, CyyHygN,Oy, 
is extracted from silk by boiling water under pressure. It resembles 
Eelatin but is precipitated by lead acetate. ZVastin is obtained from 
certain ligaments. 

For commercial glues the tissues classified as the collagens supply 
the only practical raw material. The glues from this source may 
be classified as follows :— 
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1, Glutin is the main constituent of commercial glue; it has the 
approximate composition :— 


Carbon. $00 per cent 
Hydrogen 66 ” 
Nitrogea ney 
Sulphur. om 
Oxygen (by ditt) 2 
Ash . . on ” 


It swells up in water without dissolving. On heating it changes to a 
liquid and on cooling again gelatinises. [t is soluble in acids and 
alkalis at laboratory temperature. On continued boiling with water, 
lutin loses its solidifying property (‘.. its property of gelatinising on 
cooling). It is not precipitated by acetic acid, potassium ferrocyanide 
or nitric acid, and in this way differs from the true albuminoids. Most 
varieties of tannic acid throw it out of solution. 

2. Chondrin is somewhat similar to glutin, but is more horny in 
structure and its adhesive power is less. It is obtained by boiling 
cartilage with water; the resulting opalescent liquid gelatinises on 
cooling. It can be precipitated by dilute mineral acids but rediasolves 
in excess. It is sometimes regarded as a mixture of glutin with mucin. 
Mucin is generally regarded as « mixture of complex organic substances 
which are generally removed during the liming process. They have 
Practically no adhesive properties, and if present in glutin to any 
appreciable extent they give rise to foaming when the solution is 
warmed. 


Commercial gelatin glues are divided into various classes, according 
to the raw products from which they are made, as follows : 

Skin Glue. For the manufacture of this glue, waste materials 
from the slaughter house are used. The inner skins contain a 
amount of connective tissue which, on extraction with boiling water, 
yields glue. The first process consists of a treatment with lime or 
‘sodium sulphate in open, shallow pits for several days, with repeated 
agitation. The insoluble material is then washed and scraped to 
remove hairs and flesh, The cleaned material is next boiled with 
water in open vessels and the resulting solution (which contains the 
glue) is filtered and concentrated im vacuo at approximately 60°, The 
resulting dark viscous solution is decolorised by charcoal and sulphur 
dioxide and the hot filtered solution allowed to settle. 

Leather scrap may also be utilised for glue manufacture by 
digestion with an aqueous solution containing § per cent. of sodium 
hydroxide on the weight of the dry leather scrap. The mixture is 
boiled until the glue-like substances are liberated, drained and filtered. 
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The solution is then decolorised, if necessary, and concentrated, A 
clear glue can also be obtained by agitation with porous vegetable 
‘material of open texture, possessing approximately the same cellular 
structure as that of the material from which the glue is made. 
Kieselguhr may also be added and the filtered decolorised solution 
further concentrated. 

Bone Glue. This type of adhesive is obtained from bones of 
various types. The fat is first removed by a restricted steaming in a 
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digester or by solvent naphtha or petroleum. To extract the glue 
the bores are heated under pressure with steam in special autoclaves. 
The calcium phosphate may be first removed by acids and the residue 
steam treated. The solution after clarification is concentrated é# 
vacua 

Fish Glue, Various types of fish offal are used and the treatment 
is somewhat similar. Glues of this type are generally deodorised to 
some extent by the use of sodium phosphate or otherwise. 

‘The addition of potassium dichromate to the glue is stated to 
make the match composition gradually damp-proof owing to the 
oxidation of the glue. 

A water-soluble albumin has also been proposed as an ingredient 
in the mixture for match-heads and striking surfaces. The binding 
agent containing a soluble albumin is rendered insoluble in water 
during drying of the composition. 


11, PROPERTIES AND EXAMINATION OF GLUE 


Glue is mainly used for its adhesive and binding properties. 
good glue should be very hard and not readily brittle. When struck 
with a light hammer it should give a loud, sharp sound. It should 
be clear and transparent with a pale colour, with freedom from foreign 
particles. This latter property may give rise to mistakes, as the 
so-called benzine glues, although thin and pale-coloured, are, as a 
rule, inferior to true gelatins. When placed in cold water it should 
only swell and take up a large volume of water without dissolving ; 
the water should have at most only a faint odour and should not 
show any appreciable cloudiness. On heating to 50° good skin glue 
should completely dissolve. Numerous methods are in use to test 
the quality of glue. Lipowitz estimates the bearing power of a 
Relatinised glue solution of definite concentration (generally 10 per cent.) 
at a definite temperature. The glue is placed in cylinders which are 
closed with a lid through which, in a guide tube, passes a stout wire, 
to the lower end of which is fixed a convex disc. On the other end is 
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fixed a balance pan. ‘The convex surface rests on the top of the jelly 
and weights are added until the lower disc penetrates. The greater 
the weight added, the greater the consistency. 

Liquid Glue can be obtained by treating 100 parts of glue with 
140 parts of water and 16 parts of nitric acid ; it still retains the 
adhesive power of the glue used in its production, but does not 
gelatinise, This glue, and also liquid glue made with acetic acid, will 
not serve for the manufacture of match compositions. 

Water Resistant Glue, The addition of formaldehyde polymerides 
or related compounds to animal glues produces a water resistant 
glue. 

Examination, A weighed quantity of dry glue is allowed to 
remain for twenty-four hours in cold water, then allowed to dry and 
weighed again. The nearer the final weight approaches to the original, 
the better is the sample. 

The desirable properties in a glue vary with the purpose for which 
it is to be used; the buyer often lays chief stress upon the binding 
power of the glue. As the determination of the binding power is 
difficult, Kissling devised the following simplified scheme for testing 
glue. 


1, Kissling’s Scheme for Testing Glue 


1. Determination of Moisture. A sample is removed from the 
slab of glue with the aid of a coarse wood rasp, 2 to 3 g, quickly 
weighed out on to a large watch-glass, and dried to constant weight 
in an air-oven at 110 to 115°, It is absolutely necessary to carry 
‘out the drying with finely powdered glue, for the moisture cannot 
be completely expelled at the above temperature from larger particles, 
and it is advisable to resort to a higher temperature. The moisture 
content of a good glue is generally between 10 to 20 per cent. A 
lower result indicates that the glue has been overheated in drying 
and the adhesive properties may be affected. Powdered glue loses 
very perceptibly in weight, if allowed to stand in the laboratory at the 
ordinary temperature for some time. 
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2. Determination of Ash. For the determination of the ash it 
is convenient to use the same sample of glue as was taken for the 
moisture determination. It is incinerated in a covered platinum 
or silica crucible, the full heat of a Bunsen burner being at once applied. 
The traces of mineral matter which are lost in this shortened method 
may be neglected without danger, since only great differences in the 
‘quantity of ash need be taken into account. The last particles of 
carbon, which are somewhat difficult to remove, are best burnt by 
repeatedly allowing to col, moistening, and igniting the contents of 
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3. Qualitative Examination of the Ask. The nature of the ash 
generally gives reliable indications as to whether the glue was derived 
from bone or from hide, The ash of bone glue melts at the temperature 
‘of the Bunsen burner, its aqueous solution generally reacts neutral, and 
its solution in nitric acid gives the reactions for phosphoric and hydro- 
chloric acids. If the ash has been very strongly ignited, deposits of 
alkali chlorides are found on the inside of the crucible cover and 
sometimes on the edge of the crucible. The ash of skin or hide glue 
contains a large proportion of lime and remains therefore unmelted. 
It reacts strongly alkaline and is generally free from phosphates and 
chlorides. An unadulterated glue should have an ash content of 
approximately 2°s per cent. or less. 

‘4. Determination of Alkalinity. To 2 g. of glue, dissolved in 
18 g. of water, is added 4o g. of 99 per cent. alcohol ; after brisk 
agitation, the mixture is filtered and titrated with WV/10 hydrochloric 
acid, phenolphthalein being employed as the indicator. 

5. Free Mineral Acid is determined by titrating a 10 per cent. 
solution of the glue in water with aqueous sodium hydroxide solution, 
successive portions of the liquid being spotted on to neutral litrmas 
paper. The quantity of alkali to be added each time before the 
spotting must correspond to 0-005 g. HySO4 During the titration, 
the glue solutions are warmed to about 30°. Phenolphthalein may 
be used as indicator. 

6. Determination of the free and combined volatile Acids. Thirty g. 
of the glue is covered with 80 g of water in a round-bottomed flask 
and placed aside for a few hours to allow the glue to swell, An 
arrangement is then fitted up which permits of the removal of the 
volatile acids by steam distillation, the fask being conveniently placed 
in a vesse! containing boiling water, in order to avoid the condensation 
of any considerable quantity of steam. As soon as the distillate no 
longer has an acid reaction, the distillation is stopped, and the quantity 
of acid is determined by titration. To liberate the combined volatile 
acids, the contents of the flask are next acidified with concentrated 
sulphuric acid, and distilled again in a similar manner. In some 
instances the distillate contains considerable quantities of sulphurous 
acid, so that it ble to distil into a known quantity of standard 
alkali. The sulphurous acid can be converted into sulphuric acid by 
the addition of bromine, and then determined gravimetrically. The 
acid content of a good glue is generally less than 0-2 per cent. 

7. Determination of the Drying Properties. The solution of glue, 
freed from volatile acids, is diluted with water to a weight of 150 g. and 
‘again heated to the temperature of boiling water with an upright tube 
to prevent loss by evaporation. Ten c.c. is then withdrawn by a 
pipette on to the middle of a watch-glass of about 10 cm. diameter, in 
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such a way that no glue is present on the glass outside the circular dise 
of jelly, the centre of which must coincide with that of the glass. The 
watch-glass is placed in a horizontal position before the addition of the 
glue ; it should be allowed to remain in a place as free as possible from 
dust and draughts, and where the temperature is not liable to fluctuate 
greatly. The alterations of the glue are then observed for a few days, 
According to the drying properties of the glue, the jelly dries more or 
less quickly from the edge to the centre, and from the size of the patch 
which still remains soft after a certain time, a fairly reliable conclusion 
can be drawn as to the drying properties of the sample. As the process 
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of drying is greatly influenced by the degree of moisture and tempera- 
ture of the air, and as it is very difficult to keep these constant, it is 
advisable always to carry out comparative determinations. It is, there- 
fore, advantageous to compare the glue under examination with two 
samples which have been previously tested, one of good, and the other 
of inferior drying properties, the three being treated identically, as 
above, 

8. Determination of Foreign Matter. Kissling recommends only 
an approximate quantitative determination of the total quantity 
of those substances which are deposited when the glue solution is 
sufficiently diluted. The separation of these substances by filtration 
is troublesome and slow, even after partial separation by decantation, 
so Kissling makes approximate determinations of the volume of the 
solid deposit, since the estimation is only comparative. The glue 
solution referred to in (7}—that is to say, 150 c.c. less 10 c.c.—is diluted 
with hot water, allowed to cool, introduced into a cylinder of 1000 c.c, 
capacity, graduated in c.c,, filled up to the mark, mixed and allowed 
to stand. The volume of the solid deposit, after twenty-four hours, 
forms a measure of the quantity of insoluble “ foreign matter” in the 
glue. This is generally very small, but in some cases considerable. 
Such substances decrease the binding quality of the glue when they 
consist to a great extent of organic matter. 

9. The Odour. This feature is of especial importance, 
indications concerning the durability of glue, and its 
decompose. The smell of glue varies greatly according to 
Usually, bide glues are in this respect superior to bone 
some kinds of glue, the smell of the cold slabs 
the hot jellies have a very unpleasant smell. In such cases the glued 
surface, after drying, has a much more unpleasant smell than the cold 
slab. In his published results, Kissling therefore gives indications of 
the smell, both of the dry glue and of the hot jelly. Obviously, it is 
only possible to judge the odour accurately after carrying out a long 
series of investigations of glues. 

In general a satisfactory agreement has been found between the 
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results of practical experience and those of Kissling’s tests. The 
amount of acidity determines the suitability of a glue for some purposes. 
‘The quantitative estimations of water, ash and fat (see p. 111) are 
generally of minor importance. Hide glues show a superiority over 
bone glues, but it must be emphasised that the manufacture of bone 
glue has undergone such improvements that its relative value in 
comparison with hide glue has greatly increased. The best bone 
glues now compare approximately with medium skin glues. 

In a subsequent publication, Kissling emphasises the fact that all 
forms of apparatus devised for the purpose of directly measuring the 
binding power, the first requirement in the testing of glues, fail to 
give even approximately concordant results under identical conditions 
of experiment. This is, at all events, his experience with apparatus 
devised by himself for this purpose (foc. ciz.), and for this reason he 
prefers the determination of the drying properties of glue. In a later 
paper he strongly advocates, and describes an apparatus for, ascertain 
ing the melting point of the glue jellies. 

The main conclusions from a paper by E. G. Clayton, on the 
technical examination of glue, based on investigations of a number 
of samples of British and foreign origin, are as follow :—Colour is of 
limited value as an indication of quality, and too much importance is 
often attached to it, Some dark-tinted glues may be better in quality 
than comparatively pale samples. Air bubbles should be few, or 
better, absent. The odour of samples should be inoffensive. Good 
glue should not deteriorate quickly on exposure. Physical tests usually 
lead to more definite conclusions than analyses, but some of the 
chemical data are very useful. Perhaps the best single chemical test 
is Stelling’s—the determination of non-gelatinising matters by pre- 
cipitating with alcohol, filtering, evaporating a fractional part of the 
filtrate, and weighing the dried residue. A high result appears to be 
a primd facie indication that the glue, at all events, is below the best 
standard of quality. Hygrometric, immersion, jelly-drying, viscosity, 
and other tests are described in the paper. The viscosity test and 
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Kissling’s jelly-consistency test are favourably reviewed, and the 
hygrometric test (Fate of absorption of moisture from air saturated 
with aqueous vapour) is stated to give useful indications. Finally, it 
is remarked that whilst it would be rash to form a judgment on glue 
from a single test, the evidence afforded by-a number of tests may 
be decisive. 

‘The hydrogen ion concentr: 
determination as giving an opit 


n of @ glue may often be an important 
of the value of such product, 


according to Bogue. If the pH value is 4-7 the viscosity will be 
Jow and the product nearly insoluble. On either side of this point 
the properties change considerably, attaining their maximum on the 
acid side at pH 3°5 and on the alkaline side at pH 9:0. The measure- 
ments may be made by electrometric or colorimetric methods. 


a. Methods for the Determination of Fat in Glue 


W. Fahrion recommends the following process:—Ten g. of 
broken glue is warmed on a gently boiling water-bath with 40 c.c. 


tion with hydrochloric acid, "The 
acidified solution is heated for about half an hour almost to boiling, 
then washed into a separating funnel, and after cooling, well shaken 
with ether and allowed to stand for a considerable time, best over night. 
The acid aqueous liquid is drawn off, and the ethereal solution which 
contains the fatty acids and the liquid hydroxy-fatty acids is poured 
off at the top. The solid hydroxy-acids which remain behind in the 
funnel are dissolved in warm alcohol, the ethereal and alcoholic solutions 
combined and evaporated, the residue weighed, ignited, and again 
weighed and the difference taken as the fat. The results obtained 
in this way agree satisfactorily among themselves, but are always too 
low, for two reasons. Firstly, any glycerin present in the glue fat 
is not determined with the fat, and secondly, the hydroxy-acids are 
not quite insoluble in acidified water. ‘The error which results in this 
way is, however, very small, For instance, the quantity found 
for a brown joiner’s glue by Kissling’s method was 0-21 per cent., by 
Fahrion's method, 0°51 per cent., and in an almost white skin glue, by 
Kissling’s method, 0-13, and by Fabrion’s method, 0-40 per cent. 
of fat. 

According to Kissling's method (shaking out the glue solution, 
with petroleum ether after acidification with hydrochloric acid), only 
that part of the fat which is soluble in petroleum ether, is determined. 
The fat contained in glue is, however, partly oxidised, and oxidised 


fats are in some cases insoluble in petroleum ether. ‘The raw materials 
for the manufacture of glue, namely, skin and bones, already contain 
oxidised fat. Further, the glue decoction is repeatedly heated in 
Presence of air, and finally the drying of the glue brings it into such 
intimate contact with the air that the oxidation of the fat ‘probably 
proceeds further. Indeed, Fabrion found in a skin glue only o-o8 


er cent. of fatty acids as compared with 0-31 per cent. of oxidised fatty 
acids. 


3- Differentiation of Animal and Vegetable Glue 


glue in its physical and chemical properties, particularly to inferior 
bone glue. Its aqueous solution gives, like animal glue, a voluminous 
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gelatinous or cheesy coagulum with tannin solution ; with a little 
aluminium sulphate solution it gives no precipitate, or at the most 
only a slight separation, but with larger quantities of aluminium 
sulphate it yields a greater amount of a flocculent or cheesy precipitate, 
whilst with lead acetate it undergoes no change. In general, vegetable 
glue swells and dissolves with more difficulty in water than animal 
glue, and the solution gelatinises less readily on cooling. A trust- 
worthy method for distinguishing between the two cannot, however, 
be based upon this property. Both animal and vegetable glue give 
flocculent precipitaces with concentrated sodium sulphate, which, how- 
ever, redissolve on warming, If the solution be boiled for some time 
and treated with lead acetate, animal glue gives a white or pale grey 
precipitate, while vegetable glue, containing as it does, larger quantities 
of sulphur, generally gives a black precipitate, less frequently a grey 
one. An aqueous solution of vegetable glue gives on warming with 
Millon’s reagent a violet-red coloration, like all albuminoid substances ; 
in many cases, however, inferior animal glue behaves in the same 

A simple and trustworthy method for distinguishing between animal 
and vegetable glue is the following :—The sample of glue (about 1 g.) 
is dissolved in water (10 c.c.) by warming, a drop of sodium hydroxide 
solution being added if necessary. A few grams of common salt or 
magnesium sulphate are then added, and the whole shaken. The 
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solution of animal glue remains clear, whilst vegetable glue separates 
almost completely as a voluminous or gelatinous precipitate. Mixtures 
of animal and vegetable glue can be readily recognised in this way. 


& Physical Tests 

The physical examination of glue, especially viscosity, rate of dry- 
ing, gelatinisation point, joint strength, elasticity, etc., are important 
and are often determining factors in judging the value of a glue. 

(@) Viscosity. — According to the investigations of Fels, the 
consistency of glue is closely related to the quality ar binding power. 
Neither the quantity of water taken up, nor the examination of the 
mode of fracture gives trustworthy indications of the practical value of 
glue, but the viscosity of the solution is a better index of quality. The 
reason of this is evident; glues which have been prepared under the 
influence of lime or acids give rise, under certain conditions, to a less 
consistent jelly than a properly manufactured product, namely, when 
the lime or acid has not been sufficiently carefully removed from the 
ue. The decomposition products which result in presence of lime or 
acids, especially on boiling or steaming the glue-producing substance, 
as also those which result when too high a steam pressure has been 
‘used, diminish the consistency of the jelly, as does also a badly regulated 
concentration of the glue solution, or even an incipient organic 
decomposition of this solution. 

All these influences affect the finished product, and if the degree 
of consistency of the jelly obtained from a glue be examined, a true 
measure for adjudging the quality is obtained. The method is very 
simply carried out as follows :— 

1, Determination of Moisture. The sample is broken up, 1 to 2 g. 
of powdered glue obtained from the fragments, with the help of a file, 
rasp, or knife, and this quantity is dried for two hours at 100°. 

12. Preparation of tha Test Jelly. About 100 g. of the glue under 
examination (viz. the broken pieces from which the fine powder was 
filed) is placed in a beaker of 500 c.c. capacity, and about 400 c.c. of 
cold water added; after twenty-four hours the swollen glue is dis- 
solved by heating on a water-bath. ‘The dilution is carried out in such 
a way that a 15 per cent. jelly results, calculated on the anhydrous glue. 

Clark and Du Bois describe a physical test for giues. It consists 
in determining the weakest solution of the glue which gives a solid 
jelly at 10°. If a 6 per cent. solution of the substance is liquid and a 
7 per cent. solution is solid, the jelly is said to have a comparative 
jelly value of 7 per cent. The comparative strengths of glue jellies 
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can be found by determining the ease with which swollen particles of 
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glue melt and slide when placed on a sloped brass plate. The lower 
end of the plate is dipped into water and kept at 40°. The better glues 
retain their grip on the plate for the longer period. 

3. Determination of the Viscosity. Engler's viscosimeter is 
especially good for this purpose. First, the viscosity of water at 30° 
is determined, and used as a unit for the subsequent glue tests, The 
same determination is then carried out with the 15 per cent. solution 
of glue, also at 30°. The time of flow of the latter divided by that of 
water gives 2 number which expresses the consistency of the glue. 

Some results obtained by this method of examination are given in 
the following table. Sample No. 2 was quite slimy after a few hours 
and sank together to a lump, whereas No. § preserved its original form 
and gave up no particles of jelly, even when scraped with the finger. 
Further, it was found that Nos. 3 and 5 became a solid jelly after 
twelve hours, whereas No, 2 was still a thin jelly, and underwent no 
alteration even after. a further period of twenty-four hours :-— 


In the MacMichael viscosimeter a plunger of standard 5 
suspended by a torsion wire above the instrument. The glue is 
placed in a cup which is rotated at a constant speed on a motor-driven 
platform. The viscosity determines the twist on the wire which is 
measured by a disc attached to the spindle. 

The viscosity of gelatin and glue is affected by the acidity of the 
material, by the age of the solution, and by other factors. A method 
of testing glues suggested by Lenk consists in measuring the time 
‘of gelatinisation in minutes at pH 7-0—7°5. He proposes the 
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where x = log. of gelatinisation figure 


formula y= —0'5§ = +1 
in minutes and y=viscosity. 

Goebel determines the viscosity of hide and leather glues in 
17 per cent. solution at 40°, and of bone glue at 30°. He uses either 
an Engler or Vogel-Ossay instrument and determines the concentration 
by means of a Suhr glue hydrometer calibrated in percentages. 

@ Melting Point of the Glue Jelly—Kissling considers that 
such chemical methods as precipitation with tannin, or estimations 
of the percentage of nitrogen, are unsuitable for adjudging the value 
of a glue. 

‘A bath of copper or other metal partially filled with water at 0° 
serves as the source of heat. The bath should be filled to a mark 
placed at two-thirds of its height, and the temperature is kept constant 
during the it. The bath is fitted with a removable cover 
comasting of 8 veel, the bottom of which is covered with sheet of 

asbestos upon which rests a ring-shaped receiver. In this a thermo- 
meter and the small cylinders containing the glues are placed. "The 
upper vessel is covered with a glass plate. It is advisable to cover the 
‘outside of the vessel with asbestos. The method of working is as 
follows :—Fifteen g. of the glue samples to be tested and 30 g. of 
distilled water are introduced into small flasks,~each fitted with a 
straight tube about 1 metre long. The flasks are allowed to stand over 
night and then heated in boiling water until the giue has dissolved 
completely, solution being accelerated by shaking the flasks with a 
Gircular motion. ‘The flasks containing the lukewarm glue solutions are 
then fitted into the glass cylinders, which are made exactly to a specified 
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size and are provided with ring-shaped marks ; the cylinders are closed 
with corks and placed in a holder, the base of which consists of a brass 
sieve, over which two intermediate discs are fixed, each containing 
seven holes. The cylinder containing the thermometer is placed in the 
middle, and contains a concentrated solution (1 : 1) of the best hide 
glue. The receiver thus filled is allowed to stand for an hour in water, 
the temperature of which is kept at 15°. After the thermometer 
‘vessel and test cylinders have been thus brought to the same tempera- 
ture, they are quickly brought into the thermostat, which has been 
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fitted up as above, and the melting point of the glue jelly determined. 
The melting point is the temperature at which the horizontal surface 
of the jelly begins to became uneven. The higher the melting point, 
the higher is the content of gelatinising substance. In addition, this 
simple method gives direct indications as to the degree of firmness of 
the glue jelly, which is of importance in certain cases, as, for instance, 
in glueing casks. 

‘As regards the testing of plates of glue, the question whether a glue 
is good or bad, useful or useless, cannot be answered in 2 general way 
unless it is #0 inferior in quality that it can be discarded at once as 
worthless, In the great majority of instances the purpose for which it 
is to be used must be known; hence a glue can only be designated as 
unsuitable for a specific purpose, 

So far as the binding properties are concerned, numerous 
experiments have shown that even inferior bone glues are satisfactory, 
and hide glue of high quality scarcely shows any superiority in this 
respect, If, therefore, only the binding properties have to be taken 
into consideration, there is no object in using the more expensive 
hide glues. This does not hold good for the degree of firmness. 
Experiment has shown that hide glues are in general superior to 
bone glues in this respect, although some samples of the latter yield 
moderately firm jellies. As is well known, the method of manufacture 
plays an important part in reference to this property ; the larger the 
quantity of glutin that is converted to glutose during the manufacture, 
the less firmness does the jelly possess, and in this respect the manu- 
facture of bone glue has undergone great improvements. 

Considerable weight is attached by some writers to the “ Foam- 
test.” Foam is due to over-boiling, which causes peptonisation. A 
good glue, it is stated, should yield a minimum foam, when the solution 
is shaken, coupled with a maximum jelly consistency. 

(©) The Binding Power—  Setterberg's Method. This author 
soaks strips of unglued paper in a glue solution of known concentration, 
removes the excess of glue by pressing between blotting paper, and 
when dry, estimates the binding power of the glue by subjecting the 
strips to tearing tests in a paper-testing machine. 

2. The adhesive power of glue can be determined by the method 
of Rudeloff. A standard aqueous solution of the-glue is applied to 
two wooden surfaces of definite areas. The surfaces are previously 
cleaned and dried at 40°. Two wooden glued surfaces are placed 
in contact, and the films allowed to make contact at a pressure greater 
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than 0-84 kgm. per sq. cm. The force required to separate the glued 
wurfacea after 2 Gefinite time is then meanured. ki 

3. Weidentusch's test for Binding Power. This test gives reliable 
results. Exactly equal prismatic rods of plaster of paris, 9-2 cm. long, 
with the side of the transverse section 4 mm., and having a weight of 
1-7 g., are dipped in a glue solution for five minutes, then taken out, and 
allowed to dry. They are then placed on an iron ring, which is fastened 
in a horizontal position, so as to form the diameter ; a dish is hung to 
the centre of the rod, into which weights are placed until the rod breaks. 
The better the glue, the greater the weight required to break the rod. 
By experiment it has been found that the relative adhesive pawer of 
skin glue to that of bone glue, is as 1-5:1; and, further, that glue 
made from calves’ head is better than-any other class of glue. The 
following table bears out these facts :— 
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‘Glue from crushed bones, Saybusch 
Russian glue from Bohemia. 
Saybasch glue, Lyon class. 

Russian glue from A. Michl, Rebberg 
Cologne glee from A. Michl, Rehberg 
Giue from calves’ head, from Sayiutch, 


‘Lyon. 5 
‘Plaster of paris rod belore dipping in glee 


Slighly uneven 
Uneven abe projecting eg 


Do. 
Faisly even, fne grained. 


isa 


Evaluation of Glue from Viscosity Tests. The chemical analysis. 
of a glue generally does not greatly help in its evaluation. The 
‘examination of moisture, ash and water adsorption give some informa- 
tion regarding the nature of the glue, but other tests are necessary, 
particularly those of a physical nature. The jelly consistency at low 
temperature or the viscosity at high temperature give useful com- 
parative figures. Bogue recommends the measure of the viscosity 
of an 18 per cent. solution at 35° by means of the MacMichael vis- 
cosimeter as an indirect test for the differentiation of glues and gelatins, 
It is recommended as a basis for the primary evaluation of these 
products. Tests of jelly consistency and viscosity at 60” are recom= 
mended for secondary evaluation, 

For the rapid determination of the quantity of glue or gelatin in 
dilute liquors for the control of manufacturing processes physical 
methods are essential. Measurements of refractive index have been 
found very suitable, ta 


Frei used the Pulfrich refractometer with a single cell. Walpole 
and Hart used the Zeiss immersion refractometer. According 
to Kane and Watson, in order to obtain the full accuracy of 
which the Pulfrich refractometer is capable, it is necessary to 
know the compensation very closely. They overcame this difficulty 
by working with a double cell, one compartment being filled with 
distilled water and the other with the solution under examination. 
If this be done, provided sufficient time is allowed for the two liquids 
to reach the same temperature, it is only necessary to read the difference 
in refractive index on the micrometer and the temperature need not 
be measured at all. The method has the additional advantage that, 
‘owing to the position of the edge of the line being to a slight extent 
a matter of personal judgment, more accurate settings are possible 
when made on two lines in quick succession than when a considerable 
interval elapses between the readings. 

The following results illustrate the accuracy of the method as worked 
out by Kane and Watson. Kahlbaum's “Gold Label" gelatin was 
employed with a water content of 17:5 per cent., and ash 1°8 per cent. 
Solutions were made at 60°, filtered, and the gelatin determined by 
evaporation to dryness and heating at 105° for 15 hours. More 
dilute solutions were prepared from the original by adding weighed 
quantities of water. The difference between the refractive index of 
the solution and that of distilled water was then read on the micrometer 
of the refractometer. Consecutive readings were found to differ by 
‘not more than 6 secs. The table below gives the concentration of the 


Refractive Index of Gelatin Solutions at 21° and 29°. 


bya 
2 10-0 1900 
3 183.0 149 
us 181.0 1380 
« 183-0 1880 
130 183.0 1640 
158 181-0 1820 
mo 1800 1820 
323 110 1840 
Ms 13.0 ras0 
sor 183.0 1856 
31 180 1380 
ao rs 1983 
cs 117 1983 
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solutions, the difference in micrometer readings, the change in refractive 
index, which is not quite 2 linear function of the anguler difference, 
and the change in refractive index per gram of gelatin for different 
concentrations. All measurements were made at room temperature, 
the first series during cold weather in the neighbourhood of 21° and 
the second series in hot weather at approximately 29°. 

The concentration of gelatin has been given both in grama per 
100 g. of water and grams per 100 c.c., the latter being calculated by 
Kane and Watson by means of Davis and Oakes’ formula, D,=Dz, 
-o-00292, for the density of a solution containing x per cent. of 
gelatin. fe will be seen that the relation between change in refractive 
index and concentration is very nearly linear whichever method of 
expressing the latter quantity is adopted, the variation being slightly 
leas for volume concentration. The actual values for change in 
refractive index per gram of gelatin agree closely with those of Walpole 
(182-4 at 17-5 for solutions up to 4 per cent.) and Hart (mean for 
different specimens of glue at 20°, 183). 


5. Commercial Varieties of Glue 


Joiners’ Glue is either skin glue or bone glue, or a mixture of the 
two. Cologne Glue is the best and purest skin glue, and is very much 
in request on account of its high adhesive power. Gilders’ sige is 
Cologne glue in thin leaves bleached by chlorine. Patent Giue is a 
pure, dark-brown bone glue in thick tablets, without net-markings ; 
it swells greatly in water, and serves for mouldings, buttons, and the 
like. Fining Glue is manufactured from bones in the form of thick, 
pale-tinted plates, and is used instead of isinglass for the fining of wine 
and beer. Mouth Glue is a better quality of bone glue, scented with 
Temon essence and sweetened with sugar. Russian Glue is a dingy 
white or brownish-white variety of Cologne glue, rendered opaque 
by the addition of white lead, zine white, permanent white, or chalk. 
‘An improvement in adhesiveness is not aimed at by the additions. 
Glasing and parchment sive are valuable kinds of pure skin glue, 
resembling gelatin ; parchment size is put on the market in jelly form, 
packed in small jars, usually with an addition of alum. Flemish Glue 
consists of thin, yellow leaves, shrunken in both directions, and is used 
for the production of glue colours and as a glazing material. Paris 
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Glu and Hatter? Glue are poor, dark brown, opaque, almost always 
offensively smelling, soft varieties, used in hat-making because of their 
considerable hygroscopicity. 

Liquid Glue. Thirty-eight parts of glue are dissolved in 100 parts 
of acetic acid; the resulting product remains in the fluid state. A 
preparation made with nitric acid is known as Steam Glue, also as 
Russian tight and dark Steam Glue. Glycerin Glue ia obtained by 
dissolving glue in warm glycerin ; smalll additions of glycerin to steeped 
glue impart elasticity to the jelly, making it cacutchouc-like and 
suitable for hectograph compositions. Chrome Glue is either a mixture 
of glue with potassium or ammonium dichromate, or of glue with 
chrome alum. After drying, the former mixtures are insoluble in 
water. They are used for cementing glass, porcelain, and iron, for 
finishing and waterproofing materials, and for photographic purposes. 


2, Gums 


‘Three sorts of gums are used in the manufacture of matches—gum 
arabic, gum senegal and gum tragacanth. 

(a) Gum Arabic focms irregular, brilliant, transparent, brittle 
pieces of a white. to yellow or brown colour and varying from the 
size of a lentil to that of a walnut. The pieces are mostly filled with 
internal cracks, and are also cracked on the surface, which renders 
them easy to break and to powder. They do not become damp in 
the air, show a brilliant conchoidal fracture, and give with cold water 
an almost clear, viscous, slimy, slightly opalescent solution, which 
can to some extent be drawn out into threads, but which is neither 
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tough nor gelatinous, The solution reacts faintly scid and is very 
adhesive, Gum arabic breaks up and ‘dissolves easily in the mouth, 
‘and has an insipid and slimy taste. The solutions are thick flowing 
and have a good adhesiveness. 

‘On account of its high price, it is frequently adulterated, mostly 
with insoluble cherry-gum, dextrin, etc., and is sometimes bleached 
with sulphurous acid to make it appear of better quality for certain 
purposes. This renders it unsuitable for the manufacture of matches. 
Since the conditions of export from the Sudan have become unfavour- 
able, gum arabic is adulterated with gum senegal; indeed, according 
to Liebermann, the latter is often sold as gum arabic, The solution, 
which is generally slightly acid, is heterogeneous. 

(©) Gums Senegal forms round fragments which are larger and 
more transparent than gum arabic, and have fewer cracks penetrating 
to their interior. ‘The pieces frequently contain large air ‘bubbles, 
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formed like tears, their surface is rough and not brilliant, they vary in 
colour from almost white to reddish-yellow, and their fracture is 
coarsely conchoidal and very brilliant. It is more difficult to dissolve 
than gum arabic, the solution is more gelatinous and tess adhesive. 
It mixes well with organic acids and with alkalis. 

According to Liebermann, gum senegal forms either colourless 
pale yellow, or superficially white pieces, resembling etched glass in 
appearance, which, however, are bright and transparent internally. 
The pieces are generally long, straight, coiled, or cylindrical with 
concentric rings. Roundish fragments of various sizes are, however, 
also met with, which have the appearance as if a large drop had 
become incrusted with smaller pieces after solidifying. 

If the gum under examination has not been artificially powdered 
(by pounding), it is sufficient to observe these external properties ta 
distinguish gum arabic from gum senegal. Other gums can also be 
detected, in this case, according to Liebermann, by the deviation of 
their appearance from the above. 

Gum senegal is said to be distinguished from gum arabic, apart 
from the above method, by its property of gradually becoming moist 
fon exposure to the air, as also by the fact that it gives only a slight 
turbidity with mercurous nitrate, and is very markedly thickened by 
borax. According to Liebermann and Kramsky, however, the asser- 
tion that gum senegal is more hygroscopic than gum arabic ia incorrect. 
The percentage of water in each kind of gum was determined at 105", 
and the dried substance allowed to stand for twenty-four hours in moist 
air and again weighed. Gum arabic proved to be slightly the more 
hygroscopic of the two, as shown by the following data :-— 


Gum samp: Gam bie 
War. ee IN 
Water absorbed in twenty-four hours by the 

dried samples. . ous oun 


Gum senegal coagulates with a number of chemical reagents, for 
which reason match-heads prepared with this gum are often not very 
cohesive. 

(©) Gum Tragacenth comes into commerce in many different 
varieties. It is tasteless and inodorous, transparent, homy and 
tough, so that it is difficult to powder. Only a small part actually 
dissolves in water ; for the most part, it swells up, forming a mucilage, 
which is not sticky, but nevertheless is highly adhesive, and can be 
mixed with water if in sufficient quantity. It is therefore added to 
‘the igniting composition for matches (especially safety-matches) in 
small quantities, firstly, in order to keep the heavier particles in 
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suspension, and secondly, to impart greater hardness to the glue or 
gum-mass after drying, and thus to protect it from climatic influences, 
In the preparation of mucilage from gum tragacanth a short boiling 
gives a more viscous solution. Prolonged boiling decreases the 
viscosity. 

It is advisable to dry the tragacanth very thoroughly, as this renders 
it more brittle, and facilitates the grinding. It should be coarsely 
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ground, because it then dissolves more readily, or rather, swells more 
uniformly and quickly. 

Powered tragacanth gives a turbid mucilage with 30 parts of water, 
and this is coloured yellow by sodium hydroxide, when the mixture is 
heated for a short time on a water bath. At ordinary temperatures, 
both powdered tragacanth and the mucilage prepared from it remain 
completely colourless for hours, on addition of sodium hydroxide. 
{Reuter} The better the quality of the gum the more readily is it 
precipitated by solutions of sodium hydroxide or by borax. 

A cheap substitute for tragacanth, discovered by Boschau, is a 
mixture of 20 parts of starch, 6 parts of glue, and 2 parts of glycerin, 
boiled in water, which is stated to be quite as efficient as tragacanth 
in its action, Semi-soluble gums and various mucilages such as that 
from Carraghin moss or Iceland moss have practically no application 
in the match industry, as they are difficult to prepare without suspension 
and they easily ferment. 

There is no direct chemical method of determining the values of 
gums, The following, however, are useful tests and give some 
information regarding the gums: (a) ash content, (8) acidity, () 
moisture content, (d) keeping property of the gum. A good procedure 
to follow in testing is as outlined by Garner. The moisture is deter- 
mined by heating tg. at 110° for four hours. Absence of moisture 
may indicate too friable a condition, so that the gum may powder too 
ly. The dried sample is then ignited, when the ash content 
ld be less than 3 per cent. A larger value would indicate mineral 
addition. The ash consists mainly of the carbonates of calcium and 
magnesium, According to Garner the most important test in the 
evaluation of gum is the viscosity test and he recommends the 
following method in carrying it out. 

Four g. of a typical sample of tragacanth is added to 50 c.c. water 
and allowed to steep for two days. ‘The volume is then made up to 
$00 c.c, and the liquid passed through fine muslin. The resulting 
sieved mucilage is allowed to stand for an hour to become % 
‘The viscosity is then determined in the usual way with a Redwood’s 
viscometer. “The calculations are as fllows — 


‘Aa wandard sample at P shillings percwt. B is ouside sample at Q shillings per 
wt. soc. of an «per cent. solution of A takes x secs. Renal ee 
of B takes y secs, ‘Then 100 parts by weight of give the sme viscosity as “Ot 
‘parts of B, and hence the equivalent weight of B to give the same viscosity as 100 
arts of A should cont 2ahiings ‘Thi relation only holds when the difterence 
beween x and y is only a few seconds. For greater diferences the stronger sclution 
should be diluted before determination of the viscosity, 


3 Dextrin 


Dextrin is obtained by the treatment of starch with dilute acids, or 
by prolonged heating of the mixture with water to from 200° to 250°. 
It forms a white, yellow, or brown powder, according to the method 
of preparation and the temperature employed, and should be completely 
soluble in water. The solution is optically active ; its specific rotation 
{a] is approximately +200. Several varieties of dextrin are known. 
Variation in the treatment of the starch breaks down the complex 
polysaccharide to various stages, so that the term dextrin does not 
Tepresent a single substance. The more drastic breakdown gives 
products which do not give a reddish-brown colour with iodine. The 
Presence of any maltose, which is recognisable by its sweet taste, 
renders the dextrin useless for the manufacture of matches, since 
maltose makes the match-heads hygroscopic and ultimately incapable 
of ignition. White dextrin is almost useless for this purpose, the most 
suitable apparently being ofa light brown colour. Dextrin should 
not be hygroscopic ; it should be inodorous, insipid in taste, and should 
form a mobile powder which is easily soluble in water. Dextrin is 
insoluble in alcohol. 

‘The aqueous solution should be colourless, completely clear, and 
neither acid nor alkaline. It should give no blue or violet colour with 
iodine solution, no turbidity with lime water, and no precipitate with 
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tannic acid and baryta water (soluble starch), or with lead acetate. 
‘When heated on platinum foil, it should burn without any residue. A 
blue or violet coloration with iodine indicates unaltered starch of soluble 
starch. The presence of lime is detected by the addition of ammonium 
oxalate, oxalic acid by lime water, gum arabic or mucilage by lead 
‘Acetate. It does not form an osazone with phenylhydrazine. 


‘Twenty-five g. of the substance shaken with cold water in a flask of 
$00 c.c. capacity, filled to the mark allowed to settle, filtered through a 
folded filter and the solution used for the determination of maltose, 
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dextrin, and acidity. The maltose is best determined gravimetrically by 
Fehling's solution, the solution being boiled for five minutes. The 
solution is diluted to a quarter of its original strength (10 c.c, Febling’s 
solution and 40 c.c. water). A preliminary determination is made, to 
determine how much of the solution is necessary to reduce 10 c.c. of 
Fehling's solution, and in the second determination, 1 to 2 c.c. less than 
this quantity are taken and diluted until the whole volume is $7 to $8 
c.c. j 113 parts of copper correspond to 100 parts of anhydrous maltose ; 
hence, when the solution is diluted to one fourth, 113 parts of copper 
correspond to 91-3 parts maltose, or 1 part of copper corresponds to 
0-80 parts of maltose, from which the content of maltose M per 100 g. 
of the origin: tance is calculated. For the determination of the 
dextrin, 50 c.c. of the solution (or 100 ¢.¢. if the quantity of insoluble 
matter is large) are diluted to 200 c.c. and boiled gently under a reflux 
condenser with 15 ¢.¢. of hydrochloric acid of sp. gr. 1-125 for two hours, 
The liquid is then neutralised in # flask of 300 or 500 c.c. capacity, 
diluted to the mark, and the dextrose determined with Febling’s 
solution. If the quantity of dextrose found in 100 g. of substance 
is D, the quantity of dextrin present in the original substance is 0-9 
(D—1-05 M), since 20 parts of dextrose correspond to 19 parts of 
maltose. The acidity is determined by titrating 50 c.c. of the solution 
with 1/10 potassium hydroxide, using phenolphthalein as indicator, 
Avcertain error is introduced, if the volume of the residue in the flask 
is neglected, but in most cases it is unnecessary to take this into 
account. If, however, the quantity of insoluble matter is very great, 
a correction should be applied. If the sp. gr. of the residual starch 
be assumed to be 1-6, the volume of liquid to be deducted from 


at 
$00 cc. is, V= oe, 


substance. If the quantity of starch is 40 per cent., this volume is 
only 6-2 cc. 

2. Determination of the Insoluble Matter, This consists almost 
exclusively of starch. Two and a half to three g. of substance is boiled 
gently for two hours with 200 c.c. of water and 15 c.c. of hydrochloric 
acid of sp. gr. 1-125, whereby starch, dextrin and maltose are converted 
into dextrose. The dextrose is determined with Fehling’s solution after 
neutralising and diluting to 300 or soo c.c. If the quantity of dextrose 
found for 100 g. substance is D,, the percentage of starch is calculated 
as. 0-9 (Dy—D). 

If the moisture, determined by drying at 110°, is W per cent., 
and the ash A per cent., the quantity of “other organic compounds " 
is :—  100~(maltose + dextrin + starch WA). 

135 
W. Jettel obtained the following results in several dextrins by this 


where p is the quantity of starch in 25 g. of 


method :— 
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Undecomposed starch may be detected microscopically and by its 
insolubility in water. There is generally a small amount of reducing 
‘material present from maltose, ete. It may be estimated by Fehling’s 
solution. 

It is very difficult to wash dextrin free from starch, and filtration 
is slow, In any analytical method which involves these operations 
special precautions .must be taken or results are unreliable. A 
Practical method for the determination of dextrin gum has been 
devised by Babington, Tingle and Watson, which is comparatively 
rapid and accurate, within § per cent. with most commercial samples. 
‘The sample (1 g.) is warmed in a 100 c.c. graduated flask with 30 c.c. 
of water until just gelatinised and then rapidly cooled. Fifty cc. of a 
cold saturated solution of barium hydroxide is next added and the 
volume made up to 100 c.c. Fifty c.c. of the filtered solution is placed 
in a platinum dish. After the addition of 2 drops of a 1 per cent, 
phenolphthalein solution, NV] hydrochloric acid is added to neutralisa- 
tion point. A faint pink colour is restored by adding two or three 
drops of the barium hydroxide solution. Approximately 10 g. of sand 
is added and the dish heated on a water bath. The sand should be 
stirred when almost dry, to expose the maximum surface to the air, 
after which the dish is transferred to a well-regulated oven and dried 
to constant weight at 120°. The dish is now heated strongly to burn 
the organic matter completely. The dish is then cooled and weighed. 
The difference in weight before and after ignition represents the dextrin 
gum in 50 c.c. of filtrate, 


TESTING AND DIFFERENTIATION OF GUM ARABIC, 
GUM SENEGAL, AND DEXTRIN 
Liebermann gives the following procedure for this purpose :— 
1, External examination of gum arabic which has not been 
artificially powdered. 
2, External examination of gum senegal. 
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43. Both forms of gum are completely soluble in water ; only particles 
af wood remain behind, which are generally reddish in the case of gum 
arabic, and blackish in the case of gum.senegal, These particles of 
woad are found even in very pure specimens of gum. Other varieties 
of gum, as, for instance, that of the cherry tree, dissolve only partially 
in water. A swollen mass remains. behind, which dissolves only on 
prolonged boiling or very long digestion. 

4. The aqueous solutions of both sorts of gum give a bluish 
precipitate with potassium hydroxide and a few drops of copper 
sulphate; but this is much more pronounced in the case of gum 
arabi ind collects in large flakes which rise to the surface in the test- 
tube, whereas the precipitate obtained with gum senegal is less 
pronounced, and consists of small flocculi, which remain more uniforrily 
distributed throughout the liquid. These precipitates dissolve but 
slightly on warming, and no reduction occurs even on vigorous boiling. 

5. Solutions of dextrin also give bluish preci with potassium 
hydroxide and copper sulphate, which do not dissolve on shaking in 
the cold, but dissolve completely on ‘ing, giving rise to clear, dark 
blue liquids. On boiling for some time, complete reduction of the 
copper oxide occurs, 

5. On prolonged heating with dilute potassium hydroxide in a test- 
tube, solutions of gum arabic and dextrin become amber yellow, whereas 
solutions of gum senegal are searcely coloured, or assume only a faint 
yellow tint. 

7. Mixtures of gum arabic and gum senegal behave towards 
potassium hydroxide and copper sulphate solution in the same way 
as gum senegal alone ; on boiling with potassium hydroxide alone, 
however, they behave like gum arabic solutions, the liquid becoming 
amber yellow, 

8. Solutions of mixtures consisting of gum-arabic and dextrin behave 
like gum arabic towards potassium hydroxide and copper sulphate, 
as regards the appearance of the precipitate. On boiling for some 
time, however, reduction takes place, if the quantity of dextrin is not 
too small. The same applies to mixtures of gum senegal and dextrin. 

9. If the quantity of dextrin be too small, the reduction may not 
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take place. In such cases the precipitate obtained with potassium 
hydroxide and copper sulphate must be filtered off, after moderate 
warming. The filtrate, which contains no gum, but is still somewhat 
milky and turbid, is boiled. A distinct separation of red cuprous 
oxide (or yellow hydroxide) shows the presence of dextrin. 

to. The separation must be carried out in the same way, when 
mixtures of both sorts of gum with dextrin are under investigation. 
‘The copper precipitate, containing the acid gum products, is washed 
with distilled’ water, dissolved in hydrochloric acid, and this solution 
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precipitated with excess of alcohol. The precipitate is allowed to 
subside for one and a half to two days, the liquid then decanted and 
the transparent disc of gum, which remains at the bottom of the vessel, 
washed with alcohol. The small quantity of alcohol remai 
is allowed to evaporate ; or, the gum is dissolved directly 
and the aqueous solution tested for gum arabic or gum senegal, as 
indicated in Nos. 4, 6, and 7 

Lead sub-acetate precipitates gum arabic in aqueous solution, In 
presence of sugar, addition of alcohol prevents the precipitation of 
dextrin if the latter is present. 

The Examination of Gum Arcbic can also be carried out as 
follows :— 

‘A. Appearance of the gum, according to 1 and 2, if the gum has 
not been pulverised. 

B. Solution of the powdered substance in lukewarm water. 
Observations as in No. 3. If the substance dissolves only partially, 
Jeaving a swollen gelatinous mass, it consists of cherry gum or a 
similar “gummi nostras,” or of a mixture containing such gums 
If the substance dissolves, all but a turbidity and a few particles of 
‘wood, proceed to -— 

C. The aqueous solution is treated with excess of potassium 
hydroxide and some copper sulphate, gently warmed, and filtered -— 

(a) The Filtrate, which may contain dextrin, is tested according 
to No. 9. 

(b) The Precigitate is examined as in No. 10. If the aqueous 
solution of gum acids, prepared as described in No. 10, be treated with 
an excess of poti hydroxide and some copper sulphate added, a 
precipitate results, which either agglomerates and rises to the surface, 
‘or remains in the form of small flakes uniformly suspended throughout 
the liquid. 


Precipitate A gglomerates, Previpitate docs not Agglomerete. 
Gum arabic. Gum senegal, or a mixture of gum senegal 
(The aqueous sclution becomes ‘and gum arabie. 
amber yellow on treatment with (The aqueous sclution is boiled with 
potassium hydroxide) potassium hydrowide.) 
saber Yellow No Colour, or Pale 


Colour. low. 
Mixture of gum Gum senegal. 
arabic and 
gum senegal. 
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In Thevenon’s test for gum tragacanth the presence of § per cent, 
gum arabic in gum tragacanth can be observed. A small amount 
of the mixture is warmed with water and an equal volume of 4 per cent. 
pyramidon solution added, followed by 10 drops of hydrogen peroxide 
(12 per cent.). In 5 to 30 minutes a blue colour develops, depending 
upon the amount of gum arabic in the sample. For quantitative 
tests a control is done with gum tragacanth of known purity with 
varying amounts of gum arabic present. 

Detection of Gum Substituses. Many good, strongly adhesive 
gums have come on the market only in small quantities. As a 
consequence, substitutes have been exported in large quantities from 
South America, Australia, etc. Some of these have served the 
Purposes of gum satisfactorily for some technical uses; they proved 
to be easily soluble, but were all inferior to genuine gum arabic in 
adhesiveness. Some kinds, however, although of inviting appearance, 
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Proved to be quite insoluble, only swelling up when placed in hot 
water, It has been pointed out that such gums could be rendered 
soluble by boiling under high pressure. This is probably correct, 
but gum so dissolved possesses a véry inferior adhesive power, not 
even equal to that of starch paste; it could therefore be used only for 
thickening ; even in this case starch or tragacanth is greatly preferable. 

When such gum substitures come in the unmixed state into the 
market, they are easily recognised ; but when ground to a coarse 
powder, and mixed with an equal part of genuine gum gheziri, a 
simple solution test docs not show the presence of substitutes, since 
the swollen gelatinous particles of the substitute remain suspended, 
and are completely invisible. In order to detect such adulteration 
with certainty, the following simple method may be recommended. 

The suspected gum is covered with ten times its quantity of hot 
water, and allowed to stand for three or four hours, with frequent 
stirring. When the insoluble matter has subsided, half the liquid is 
Poured off, replaced by the same quantity of cold water, and again 
well stirred. This process is repeated twice within an hour. The last 
mixture separates after short standing into two parts, the upper layer 
consisting of water, and the lower layer of a gelatinous, highly refractive 
mass, In this way, the presence of even 5 per cent. of adulterant 
can be detected with certainty. 


4- Other Adhesives 


Among substances which have been suggested as adhesives are 
@ casein (B.P. 362001/1930; U.S, Pat. 1886750/1933), (® rubber 
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latex (French Pat. 735348/1932), and (@) Hydroxyalkyl ethers of 
carbohydrates (B.P. 389534/1933). 


&. COLOURING MATTERS 
Wanese dioxide, ochre, umber, smalt, ultramarine, 
tar dyes are employed, 

IV. MATERIALS FOR THE STRIKING SURFACE 

These are the same as for the match Manganese 
dioxide, the sulphides of antimony, purdared cherecal, amorphous 
Phosphorus, potassium chlorate, glass powder, etc, as frictional 
materials ; chalk, ete., as filling materials; umber and the like as 
colouring matters ; glue, gelatin, and dextrin as binding materials. 


Red lead, man, 
and various coal- 


V. MatcH Composrrions 


4. COMPOSITIONS FOR MATCHES WHICH STRIKE ON’ ANY 
SURFACE 


This class includes not only matches made with ordin 
but also matches free from phosphorus, and ‘howe chk parses 
red. phosphorus, with or without sulphur and phosphorus sesqui- 
sulphide. For a great number of years attempts have been made 
to eliminate the use of phosphorus, and of special striking surfaces. 
Many of the proposed substitutes for phosphorus, however, have been 
too expensive, some too little inflammable, some too unstable, and 
some only available for paraffined matches. 

In those match compositions which contain no white phosphorus, 
sulphur is mixed with such substances as amorphous phosphorus, 
Phosphorus sesquisulphide, antimony sulphide, thiocyanates, and 
cyanides of metals, etc. ; or, easily inflammable substances, like char- 
coal, the salts of fatty acids (stearates), carbon compounds, such as 
naphthalene and phenanthrene, as well as shellac and resing. As 
oxidising agents, besides those already mentioned, such as potassium 
Permanganate and nitro-compounds, gun-cotton, aromatic nitro- 
compounds, such as trinitrophenol (picric acid) and picrates, have been 
tried. These last substances are explosives; their properties are 
described in the section on Explosives (p. 43). Chlorates and per- 
chlorates have also been used as oxidising agents in match compositions. 
So as to retard the combustion and to insure a complete ignition of the 
composition, a small quantity of a complex metallic cyanide, such as 
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Prussian blue, Turnbull's blue, or even the material used in gas 
Purification, is added ; this contains free sulphur, thiocyanates, and 
complex metallic, cyanides. 

Rossel gives the following two recipes for the preparation of match 
‘compositions :—{1) 10 parts of potassium chlorate, 7 parts of pure and 
freshly precipitated lead thiosulphate, 2-5 to 2-9 parts of antimony 
trisulphide, 0-25 parts of gelatin. (2) 300 parts of powdered glass, 
120 parts of manganese dioxide, 160 parts of potassium dichromate, 
and 90 parts of flowers of sulphur ; these are mixed together in water 
and finely ground. In another case 300 parts of gum arabic and 210 
parts of glue are dissolved in water, and 1800 parts of well-powdered 
and sieved potassium chlorate are added; the following substances 
are then added consecutively, each being finely powdered :—600 parts 
of lead thiosulphate, 450 parts of red lead, and-25 parts of barium 
thiosulphate. Rossel gives particulars also of the following composition, 
containing red phosphorus :—4so parts of potassium chlorate, 100 
parts of potassium dichromate, 75 parts of powdered glass, and 60 parts 
‘of sulphur (washed flowers of sulphur or powdered roll-sulpkur), 
25 parts of caput moriuum (iron oxide), 7 to 8 parts of red amorphous 
phosphorus, 110 parts of gum arabic, and 30 parts of gum tragacanth, 

Craveri has proposed the use of persulphocyanic acid, which is 
supposed not to react when hammered or rubbed, is claimed to be 
non-poisonous and harmless during the manufacture of the match 
compositions, and cheaper than phosphorus. 

The composition made by Bohy, Gallay, & Co., of Nyon, contains 
salts of hypophosphorous acid, mainly the calcium salt, in place of 
ordinary or amorphous phosphorus. Calcium, barium, and strontium 
hypophosphite ignite’ only at a high temperature ; ‘if, however, they 
are mixed with potassium chlorate or nitrate, or any other oxidising 
nition takes place very readily. "This composition is made 
1210 g. of glue and'3o g. of gum tragacanth are allowed 
to soften for twelve hours in water, then warmied and boiled; 25 g. 
of turpentine is added, then 1 kg. of potassium chlorate, 200 g. of 
sulphur, 150 to 200 g. of a hypophosphite (calcium, barium, or strontium 
salt), § to 10 g. of potassium dichromate, 125 to 150 g. of bi 


chromate, 200 to 250 g. of powdered glass, and 10 g. of colouring 


matter. Another composition can be obtained by the furthe: 
of 150 g. of naphthol yellow, or in place of this, 100 g. of picric acid. 
Another match composition is made up of barium chlorate, 
sulphur, inert matter, and a binder, the amount of barium chromate 
being approximately twice that of the potassium chlorate 
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Even before Sévéne and Cahen, Rals had recommended fusing 
together sulphur and red phosphorus, but the result was not equivalent 
to sesquisulphide, The Sévine-Cahen process was taken 
up by the French Government, and it is said that the French public 
did not notice any difference, on the introduction of the so-called 
“'S, and C.” matches, containing this substitute for phosphorus, 

‘The “S. and C.” composition varies, according to whether it is 
to be used for paraffined or sulphured splints, or for waxed threads. 
The ordinary composition is as follows :—6 parts of phosphorus 
sesquisulphide, 24 parts of potassium chlorate, 6 parts of zinc oxide 
(zine white), 6 parts of red ochre, 6 parts of powdered glass, 6 parts of 
glue, and 34 parts of water. It ia easy, by manipulation, to make these 
matches either more or less inflammable. The mechanical processes 
are much the same as in the manufacture of phosphorous matches. 

In Aronson’s composition a small proportion of potassium oxy- 
salts are used with a relatively large proportion of phosphorus mixed 
with an equal proportion of lamp-black or other non-glowing materi 
and binding agent (dextrin). 

The Chemische Fabrik Griesheim-Elektron has placed on the 
market a product, called “ Sulfophosphit,” which consists of zinc, 
phosphorus, and sulphur. It is stated that both paraffined and 
sulphured matches can be made with this substance, with any required 
degree of inflammability. “Sulfophosphit" is claimed to be more 
stable, under atmospheric influences, than red phosphorus and phos- 
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phorus sesquisulphide ; also, the price is alleged to be low. 

‘The basis of another dipping composition, made by R. Gans, is a 
mixture of “ sulfocuprobariumpolythionate” and potassium chlorate. 
‘The composition is said to be comparatively insensitive to warmth, and 
to keep for a long time. ‘The splints, after dipping, are coated with a 

irit or water varnish. This new composition is said to be more 
inflammable than that of Schwiening. 


B. COMPOSITIONS FOR SAFETY MATCHES WHICH REQUIRE A 
SPECIAL STRIKING SURFACE 
Brown Safety Match Composition (Kellner). One hundred and 
fifty parts of gum senegal are dissolved in 200 parts of water, and at the 
same time 20 parts of powdered tragacanth are digested in 300 parts of 
‘water for twenty-four hours ; these solutions are united and boiled, and 
100 parts of powdered and ‘sifted potassium chlorate introduced. To 
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this is added a finely powdered and thoroughly mixed mixjure of 125 
parts of potassium dichromate, 30 parts of sulphur (crushed roll-sulphur 
or washed Rowers of sulphur), 33 parts of antimony trisulphide, 50 parts 
of powdered colophony, 200 parts of minium or of lead peroxide 
too parts of umber or terra di Sienna, 100 parts of powdered glass or 
powdered purnice stone, and lastly 150 parts of hot water. 

Composition for the Striking Surface—Four hundred parts of 
dextrin are mixed with 400 parts of water, boiled, and allowed to cool ; 
with this is mixed a thin paste of red phosphorus, which has been made 
by stirring 1000 parts of red phosphorus with 2000 parts of water, 
allowing to stand, and pouring off the excess of water. Then 200 parts 
of prepared chalk (the mass swells up, owing to evolution of carbon 
dioxide), 300 parts of umber, and 1000 parts of finest powdered anti 
mony sulphide are added, and the whole mixture passed through a mill. 

Rossel used the following composition :—Ten parts of gum arabic, 
4300 parts of gum tragacanth, 53°8 parts of potassium chlorate, 6 parts 
of caput mortunm, 12 parts of powdered glass, § parts of potassium 
dichromate, 3 parts of sulphur, 1°2 parts of chalk or colophony, and 6 
parts of manganese dioxide. The striking surface for this composition 
consisted of § parts of antimony sulphide, 3 parts of amorphous phos- 
phorus, 1} parts of manganese dioxide, and q parts of glue. 

Moisture-proof striking surfaces ‘ere formed by mixing the active 
substances with a solution in an organic solvent of a hardening 
insoluble non-combustible binding agent.* 

A phosphorus-free striking surface, recommended by Craveri,? on 
which any safety-match will ignite, is made up as follows :—Two parts 
of a thiocyanate compound, 1 part of persulphocyanic acid, 0-5 parts of 
potassium xanthate, 4 parts of antimony sulphide, and as a binding 
material, t part of gelatin. 

Many different types of matches or match substitutes have been 
suggested from time to but they have not come into general 
use, As one example of this type, reference may be made to “rods " 
capable of ignition by friction.t The rods can be extinguished and 
reignited repeatedly. They comprise a foundation of organic sub- 
stances, ash free and having a speed of combustion less than that of a 
low nitrated cellulose. A typical mixture of this class consists of 
cellulose nitrate or acetate mixed with an.monium oxalate, camphor, 
or naphthalene and an ignition mixture free from phosphorus 
(eg. potassium chlorate and sulphur). Additional substances, as 
binders, combustion regulators, filters, pigments, etc., may also be 
added. 133 


VI.—THE CHEMICAL EXAMINATION OF MATCH COMPOSITIONS 


The composition, when examined under the magnifying glass, 
should be as uniform as possible, and it is important that no particles of 
phosphorus should be visible. 

The following method of examination is recommended by Bolley, 
for the purpose of determining the constituents of a match composition. 
‘The matches are placed in water at a maximum temperature of 20°, in 
4 porcelain basin, the swollen heads removed by mechanical means, and 
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after having been broken up under the water, digested and continually 
stirred (in the absence of phosphorus, the mixture can be boiled), and 
then separated by filtration. 

1. The filtrate, which may contain potassium chlorate, potassium 
nitrate, lead nitrate, potassium chromate, potassium ferrocyanide, gum, 
glue, and dextrin, as well as other substances that are soluble in water, 
is divided into several portions. One of these is tested for lead, another 
for chlorate, Another portion is evaporated and ignited ; if the residue, 
‘on moistening, gives an alkaline reaction, a nitrate is present. Ferro- 
‘cyanic acid is tested for with a ferric salt. To determine the presence 
of gum or glue, a rather larger portion of the same filtrate is evaporated 
to dryness with sodium hydroxide ; on heating a portion of this residue 
in a tube, the presence of glue or albuminous matter is indicated by the 
evolution of ammonia gas, which can be tested for in the usual manner, 
either by smell, or with hydrochloric acid, or with turmeric paper. 
Gum and glue are precipitated from the solution on addition of 
alcohol. The presence of dextrin in the solution is determined by the 
addition of a few drops of a solution of iodine, when a pale reddish-blue 
coloration is formed. 

2. The residue on the filter paper is digested with alcohol, 0 a3 to 
extract stearic acid, paraffin, and resins. To extract wax, itis necessary 
to boil with the alcohol ; this is not permissible, however, in the presence 
of phosphorus, The alcoholic filtrate, after evaporation, yields a 
substance, from the consistency, melting point, etc. (solu! ether, 
fractional crystallisation, and melting point), of which conclusions can 
be drawn as to the nature of the residue. If phosphorus is present in 
the residue it can be removed before the digestion with alcohol, by 
treatment with nitric acid to convert it into phosphoric acid, which 
is recognisable by the usual means. 

Matches containing phosphorus become luminescent in the dark, 
and when moistened with water, give the characteristic smell of 
phosphorus. 

3. The original residue, which remains after the digestion with 
water, will evolve chlorine on heating with hydrochloric acid, if lead 
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peroxide, red lead, or manganese dioxide be present; the smell of 
sulphurous acid denotes sulphites, and lead, manganese, iron, and 
antimony can be tested for in the residual solution, The presence of 
ead peroxide, or of red lead, is recognised from the colour of the 
match-head. Ochre remains partly, and smalt completely, undissolved ; 
both can be recognised with the blowpipe, whereas ultramarine is 
decomposed by hydrochloric acid, evolving sulphuretted hydrogen. 
Charcoal, sand, and powdered glass remain undissolved in hydrochloric 
acid, and can be identified with a magnifying glass; sulphur can be 
recognised by its colour, by the smell on burning, or it can be extracted 
with carbon disulphide. 


A. EXAMINATION FOR PHOSPHORUS 

‘The recognition of phosphorus is very much simplified by its 
luminosity in the dark ; but with a small quantity of phosphorus in 
a very large quantity of matter, for instance, in poisoning cases, 
either in a quantity of food, or in the stomach contents, this lumines- 
cence does not show, even when friction is applied. The material 
is firstly examined for an odour of phosphuretted hydrogen or of 
ozone, which would denote the presence of free phosphorus. It 
should be examined by Scherer's test as follows :—Strips of paper, 
soaked respectively in 2 5 per cent. silver salt solution and in an 
alkaline Iead solution (§ per cent.), are hung up over the material 
for examination. If phosphorus is present, the silver paper only 
will be blackened ; should both papers turn black, the presence of 
sulphuretted hydrogen is proved, but not the presence of phosphorus ; 
that is to say, this test for phosphorus fails in the presence of 
sulphuretted hydrogen. Even when a positive test is obtained the 
results must be confirmed otherwise, preferably by Mitscherlich’s test. 
Attempts can also be made, by treating the matter with water, to 
collect any minute fioating particles of phosphorus in a filter, and if 
this is successful, they can be oxidised by nitric acid to phosphoric 
acid and tested for in the usual way. The material may also be treated 
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with a small amount of benzene and a strip of paper 10 om. by 3 cin. 
soaked in it. This is then suspended in a glass tube connected to a 
Victor Meyer's heating apparatus and exposed to a current of air at 
40° to so”. Even when the benzene solution contains not more than 
0-01 mg. of white phosphorus per c.c. the paper will become luminescent 
when examined in the dark. 

The following method, however, due to Mitscherlich, is satis- 
factory :—The mass is acidified with sulphuric acid, and distilled with 
steam, the vapours being passed through a vertical condenser ; if 
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phosphorus is present, it is vaporised with the steam, and can be 
Fecognised as a luminescent ring, which moves up and down in the 
condenser, The test is conducted in a darkened room ; it is possible 
by this means to detect c-00001 parts of phosphorus. It is often 
possible to find small particles of phosphorus in the distillate, and to 
obtain the test for phosphorous acid. The phosphorus and phosphorous 
acid are treated separately with strong chlorine water, and thus 
oxidised to phosphoric acid, which is estimated in the usual manner 
with magnesia mixture, as ammonium magnesium phosphate. 

Care must be taken in carrying out this test that alcchol and ether, 
should they be present, do not prevent the luminescence of the vapours. 
Turpentine and other volatile oils, as well as pheno! and creosote, often 
completely prevent it; furthermore, red phosphorus does not produce 
this Luminescence, but mixtures of sulphur and phosphorus, such as are 
found in match-heads, will cause it. According to Polstorf! and 
Mensching, the luminescence is also hindered by the presence of 
mercury salts. Copper salts and sulphuretted hydrogen also are said 
to interfere, Even after continued distillation, the whole of the phos- 
phorus will not be found in the distillate ; O. Schifferdecker calculates 
that for every milligram of phosphorus in the distillate, the original 
substance contained t*s to 2-0 mg. 

According to K. Fischer, the presence of potassium chlorate in 
match compositions greatly interferes with the testing for phosphorus, 
and it is advisable to wash the sample several times with cold water to 
eliminate the chlorate, before distilling. If substances soluble in water 
are to be determined, the two tests can be combined. The washing 
with water can be avoided by using tartaric acid for the distillation 
instead of sulphuric acid; the presence of potassium chlorate does not 
then influence the phosphorus test. 

Another means of detecting phosphorus, described by Dusart and 
Bloudlot, is based on the fact that small quantities of phosphorus, 
phosphorous acid and silver phosphide, give with nascent hydrogen, 
phosphuretted hydrogen, which can be recognised by the emerald 
green colour imparted to the hydrogen flame when a porcelain basin 
is held in it. The hydrogen must be free from sulphuretted hydrogen, 
and must be passed through a tube containing pumice-stone soaked 
in potassium hydroxide, before lighting, otherwise the flame would 
appear blue; the gas exit tube should have a platinum-covered tip, 
as the sodium contents of the glass will otherwise colour the flame. 
The substances containing phosphorus must not be introduced directly 
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into the hydrogen-generating mixture, as they easily prevent the 
formation of the green flame. But the phosphorous acid or phosphorus 
particles obtained by Mitscherlich's test, can be introduced into a 
suitable mixture of zinc and dilute sulphuric acid ; or silver phosphide, 
which is obtained as a black powder by heating the acidified phos. 
phorus-containing matter in a current of carbon dioxide, and passing 
the gas into a solution of silver nitrate, may be so introduced. The 
green flame appears in the presence of the smallest trace of phosphorus, 
and, according to Christofe and Beilstein, gives a spectrum with three 
green lines, of which the two strongest are in the green, and the 
weakest in the yellow. Dusart’s test has been modified by Dalmon 
in such a manner that the whole of the organic matter containing 
phosphorus is treated with hydrogen. ‘The gas is passed through « 
long drawn-out glass tube, bent upwards at right angles, and is lighted 
t the end ; if a narrow glass tube is pushed over the jet, the flame 
shortens, and appears green, for the whole length of the tube, and when 
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the tube is pushed down further, the fame shortens still more, becomes 
dark blue, and if the glass tube is slowly drawn away at this moment, a 
magnificent emerald-green flame-ring appears, passing up the tube 
with greater or less velocity. The phosphorus-charged. hydrogen, 
generated in this way, luminesces in a dark room, without the gas 
being ignited. 

In Schloesing’s test for free white phosphorus in phosphorus 
sesquisulphide the latter is shaken with light petroleum (b. pt. 45°) 
to dissolve free phosphorus. The liquid is quickly filtered and an 
aliquot part evaporated in 2 vacuum at 15? to 20°, The residue is 
oxidised with nitric acid and the phosphorus estimated, In order 
imply to detect the presence of phosphorus, the residue after evapora- 
ting off the petroleum is shaken with fine sand in a fiask in the dark 
and carefully examined for phosphorescent glow 

With regard to the period during which phosphorus will remain 
in organic matter and can be tested for, Medicus gives the following 
data Neumann found phosphorus in a corpse after it had been buried 
for fourteen days. Dragendorff mentions @ case, in which he was 
able to detect phosphorus in the secretions in a corpse that had been 
buried for several weeks and afterwards exhumed. Fischer and 
Maller were able to detect phosphorus in the body of a guinea-pig, 
which had been buried for eight weeks. On the other hand, Herapath 
was unable to detect a trace of phosphorus twenty-three days aiter 
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death ; Brandes could find no phosphorus in the corpse of a child 
after three weeks, but could detect its acids. Medicus was able to 
detect phosphorus for half an hour by Mitscherlich’s test twenty-three 
days after poisoning ; the sulphuric acid solution, after filtering, gave 


@ gas containing phosphorus on treatment with zinc and hydro- 
chloric acid. 


4B. TESTING FOR ORDINARY PHOSPHORUS IN MATCH-HEADS 


Prohibition of the Use of White Phosphorus—Subsequent to 
conferences held at Berne in 1905-6, certain European countries dis- 
continued the use of white phosphorus in the manufacture of matches. 
In Germany a law that white phosphorus should cease to be used 
for the manufacture of matches after ist January 1907 was approved. 
In the United Kingdom the “ White Phosphorus Matches Prohibition 
Act (8 Edward VII., 1908, chapter 42) " was passed on 21st December 
1908, and came into force on ist January 1910. According to this 
Act -—“ It shall not be lawful for any person to use white phosphorus 
in the manufacture of matches, and any factory in which white phos. 
phorus is so used shall be deemed to be a factory not kept in con- 
formity with the Factory and Workshop Act, tgot.... It shall 
not be lawful for any person to sell or to offer or expose for sale... 
any matches made with white phosphorus. . . . It shall not be lawful 
to import into the United Kingdom matches made with white phos- 
phorus, and matches so made shall be included among the goods 
‘enumerated and described in the table of prohibitions and restrictions 
contained in section 42 of the Customs Consolidated Act, 1876." 

Detection of White Phosphorus.—It is now necessary, therefore, 
to test for white phosphorus in match-heads, in cases where its 
Presence is suspected. Hitherto no exact method has been advanced, 
suitable for the detection of white phosphorus under all conditions. 

On the one hand, the examination of phosphorus sesquisulphide, 
which is frequently present, is, according to Friedheim, difficult, 
because the sulphur-phosphorus compounds gradually decompose into 
compounds containing less sulphur, with separation of white phos- 
phorus, and on the other hand, the detection of phosphorus in matches 
in presence of potassium chlorate cannot be carried out by the ordinary 
methods of analysis. 

In some cases it is possible, when examining match-heads stated 
to contain no white phosphorus, and to which no white phosphorus 
has been added as such, to demonstrate the presence of this substance, 
yet it cannot be ascertained whether it was added, or whether it was 
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phosphorus may be detectable, notwithstanding its presence, because 
the test sometimes fails in presence of potassium chlorate (¢f. p. 135). 

To test for ordinary phosphorus, at least twenty-five match-heads 
are placed directly in a Mitscherlich apparatus, with 50 c.c. of water 
and 10 c.c. of dilute sulphuric acid. The mixture is heated over a 
flame, without the introduction of steam (¢. p. 134); if potassium 
chlorate is present, the phosphorescence may not appear (cf. p. 35) i 
but on the other hand, phosphorus sulphide is capable of producing 
luminescence which, though different from that caused by phosphorus, 
may be mistaken for it. In the first case, either the substances soluble 
in water, including the potassium chlorate, must first be removed from 
the match-heads with cold water, or the test must be carried out with 
tartaric acid. To determine the presence of very small amounts of 
yellow phosphorus in red phosphorus the following test has been 
proposed by Kray 

20 g. of the red phosphorus product is dissolved in 30 c.c. of carbon 
disulphide and filtered. Part of the filtrate is tested with filter paper 
which has been impregnated with copper sulphate solution; the 
depth of the brown colour is a measure of the amount of yellow 
phosphorus present. 

To test for ordinary phosphorus in the presence of phosphorus 
sulphide (phosphorus sesquisulphide, P,S,), the following process, 
due to R. Schenck and E. Scharff, can be employed. This method 
is based on the property of ordinary phosphorus, when oxidised to 
phosphorus trioxide, of ionising the air, which then becomes capable 
of conducting’ electricity. Phosphorus and sulphur compounds, even 
if they luminesce, do’ not produce this effect. 

‘The apparatus employed (Fig. 9) consists of two parts, connected 
by a glass tube, viz., the vessel a, for generating the phosphorised air, 
and the electroscope 6. The former is a test-tube with a side connec- 
tion, and a ground glass stopper, through which the air delivery tube 
passes, reaching nearly to the bottom of the test-tube. A glass tube 
is attached to the side connection by means of rubber tubing, which 
delivers the phosphorised air to the cylindrical condenser <, the 
removable top d of which carries the electroscope. Within the outer 
cylinder ¢ is an insulated cylindrical disperser (serstrenungkorper) 
suspended from the electroscope. 

‘The phosphorus oxidation products are prevented from entering 
the inside of the electroscope case 4, from ¢, by two insulated plates, 
which can be removed and cleaned, and through which the carrier of 
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the disperser passes and fits closely. A small piece of sodium is put 
in ¢ to prevent access of moisture. A rod, by means of which the 
disperser can be charged, which ia well insulated and has a properly 
insulated handle, passes through the lid of the cylinder ¢. 

To charge the electroscope, the rod is pushed down close to the 
disperser, and Zamboni’s dry pile brought up to it and then removed ; 
after charging, that is, when the aluminium leaves of the electroscope 
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are apart, the rod is drawn up again. 

To carry out the test, some of the match composition, for instance 
‘a few softened and ground match-heads, mixed with zinc oxide (to 
hold back sulphuretted hydrogen), are placed in the test-tube a, which 
is surrounded by warm water at 50°; after the electroscope has been 
charged, air is blown through about ten times successively with the aid 
of a rubber ball, or the air can be drawn through by connecting an 
aspirator, care being taken to place a bottle of several litres capacity, 
to catch any solid matter that might get sucked over, between the 
aspirator and ¢. 

In the presence of the smallest quantities of ordinary phosphorus, 
the electroscope will be discharged, that is to say, the aluminium leaves 
fall together suddenly. Under normal conditions this takes place only 
slowly. The leaves ordinarily move through 0:2 to o's divisions of the 
scale in five minutes. 

The following method for the detection of white phosphorus in 
matches is based upon that of Aronstein. One hundred or more 
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match-heads are moistened with water, and then boiled with carbon 
disulphide for two hours under a reflux condenser. The cooled extract 
is filtered through a dry filter paper into another flask, and the carbon 
disulphide distilled off on a water bath. The flask containing the 
residue is at once connected with an apparatus by which, firstly, carbon 
dioxide, and secondly, dry air can be introduced. While the current of 
carbon dioxide is driving off the small quantity of cartfon disulphide 
remaining in the flask, the temperature of the water in which the flask 
is immersed is gradually raised from about 15° to 30°. The room 
having been previously darkened, dry air is admitted into the flask at 
different and increasing temperatures, the current of carbon dioxide 
meanwhile being almost entirely turned off. Careful watch is kept for 
any sign of luminescence. If there be none at 30°, the temperature is 
gradually raised. In most cases, when white phosphorus is present, 
luminiscence is seen below 35°; very occasionally it may first appear at 
h a temperature as 55°, The glow temperatures observed in two 
experiments (December 1910), with matches containing white phos- 
phorus, were 23° and 25° (E. G. Clayton). The lowest limit of glow 
for phosphorus sesquisulphide, in the absence of white phosphorus, is 
generally about 60°,” so that this process can be applied to the detection 
of small quantities of white phosphorus in the presence of considerable 
amounts of phosphorus sesquisulphide. 

‘According to C. Van Eijk,? a tube containing phosphorus sesqui- 
sulphide is not luminescent below 70°, but if 0-02 per cent. of white 
phosphorus be present a glow appears below 60°. An alternative plan 
to extract with carbon disulphide, evaporate off the solvent, and 
distil the residue with a solution of lead acetate. Scsquisulphide of 
phosphorus is decomposed, and luminescence appears only in the 
presence of white phosphérus. 

T. E. Thorpe's Sublimation Test for white phosphorus is carried out 
as follows :—A few grams of the match-heads, or of the composition, 
are dried thoroughly over sulphuric acid in a desiccator filled with 
carbon dioxide, and transferred to a bulb of 25 c.c. capacity blown on 
the end of a tube 20 cm. long and 15 mm. in diameter. Dry carbon 
dioxide is introduced, the apparatus evacuated as completcly as possible, 
and the end sealed off. The bulb is then gently heated for two hours 
at from 40° to 60°. Phosphorus, if present, will be volatilised, and 
condensed in the upper part of the tube as a transparent, highly 
refractive sublimate of octahedral or dodecahedral crystals. It is 
claimed that this is the most trustworthy test for the presence of small 
quantities of ordinary phosphorus in the striking compositions of 
matches containing phosphorus sesquisulphide. 
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The test of Phelps is more sensitive than the above for small 
quantities of phosphorus, and it is more rapid when a large number 
of samples require examination. It is based on the volatility of white 
phosphorus in a current of steam and its luminescence with oxygen. 
o-1 mg. in 10 c.c. of water can be detected. Hydrogen after washing 
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with alkaline pyrogallol is passed into boiling water containing ten 
to twelve match-heads. The gas issues through a finé capillary at a 
relatively high velocity. The capillary is enclosed in a dark chamber 
and is viewed through a small microscope. The upper two inches 
of the capillary are heated electrically to prevent condensation. The 
method is applicable in the presence of nitrates, chlorates, hydrogen 
sulphide (phosphorus sesquisulphide), or carbon disulphide. 


C. TESTS FOR CYANOGEN COMPOUNDS 


When soluble cyanides or ferro- and ferri-cyanides are distilled 
in the presence of potassium chlorate, with sulphuric acid, free hydro- 
cyanic acid is found in the distillate; insoluble substances of this 
nature, such as Prussian and Turnbull's blue, and “ the ‘spent oxide 
of gasworks also ure decomposed. Accordingly, when testing for 
cyanogen compounds, 1 g. of the scraped match-heads is treated 
with 50 c.c. of warm water and filtered, and both the filtrate and the 
residue distilled separately with dilute sulphuric acid. Hydrocyanic 
acid can be identified in the distillate by the following reactions -— 

Prussian Blue Reaction, To the distillate is added a drop of 
ferric chloride and a drop of ferrous sulphate solution, or only a drop 
of ferrous sulphate solution, as this generally contains a little of the 
ferric salt ; this is then made alkaline with a little sodium or potassium 
hydroxide, well shaken and carefully acidified with hydrochloric 
acid, In the presence of hydrocyanic acid, a precipitate of Prussian 
blue is formed, or the liquid turns green and deposits blue flakes on. 
standing. 

2. Thiocyanate Reaction (Liebig). Another portion of the filtrate 
evaporated on the steam bath with sodium or potassium hydroxide and 
a little yellow ammonium sulphide ; any hydrocyanic acid present is 
converted into sodium or potassium thiocyanate, which, when taken up 
with water and a little hydrochloric acid, gives a deep blood-red 
coloration on the addition of a drop of ferric chloride. 

3. Mitroprusside Reaction Vortman *) To another portion of the 
distillate a few drops of potassium nitrite are added, then two to four 
drops of ferric chloride, and enough dilute sulphuric acid to convert the 
yellow-brown colour into pale yellow. The liquid is heated until it just 
begins to boil, cooled, a little ammonia added (enough to precipitate 
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the excess of iron), and filtered. Two drops of dilute, colourless, 
ammonium sulphide are then added to the filtrate ; a violet coloration, 
changing to blue, green, and yellow, shows the presence of hydrocyanic 
acid. Very small quantities give only a bluish-green or a greenish- 
yellow coloration, This reaction is the reverse of the well-known 
nitroprusside test for sulphuretted hydrogen and alkali sulphides, and 
is based on the conversion of any cyanogen present into potassium 
nitroprusside, KyFe(NOXCN),, which is a very delicate reagent for 
alkali sulphides. 

4. Stlver Nitrate Reaction. The distillate is treated nitric acid 
and silver nitrate; the presence of hydrocyanic acid is shown by a 
white precipitate, which should be stable to the light, and readily 
soluble in ammonia and potassium hydroxide. 


D. QUANTITATIVE ANALYSIS OF MATCH COMPOSITIONS 


The composition, without any previous softening with water, is 
carefully separated from the splints, with a sharp knife, care being taken 
to remove as little wood as possible, and weighed. Or the weight of 
the head can be estimated by drying several cut-off match-heads in a 
desiccator over sulphuric acid, and weighing them, then removing the 
heads with warm water, and drying and re-weighing’the pieces of wood. 

The estimation of free white phosphorus is carried out, as described 
on p. 137, and that of the other constituents by the usual methods. For 
the estimation of potassium chlorate, o:s g. of the composition is washed 
several times with 50 c.c. of water, a little potassium iodide (free 
from iodine) added, and one and a half times the volume of fuming 
hydrochloric acid. The whole is heated in a closed bottle for fifteen to 
‘twenty minutes on the steam bath, and when cold, the liberated iodine 
titrated with .V/1o sodium thiosulphate. 
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VU. Puystca Tests 


4. INFLAMMABILITY ON STRIKING SURFACES 


Swedish and other safety-matches are supposed to strike only on 
the prepared surfaces on their boxes, but as a matter of fact they will 
ignite on several striking surfaces, such as hard wood, smooth hard 
Paper, fine grained and not quite smooth stones, glass, porcelain, etc, 
For tests carried out in Germany, the following materials were 
used :—A smooth board of becch wood 40 em. lang, a sheet of glass 
49 cm. long, hard paper, the width of a match-box striking surface, 
10 cm. and 20 cm. long, a fine grained plate of marble 15 cm. long, a 
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slightly rough iron plate 15 cm. long, rough glass paper 5 cm. long, 


and fine grained glass paper 10 cm. long. To apply the test, the match 
drawn with an even, gentle pressure slowly over the surface. 


B. TEMPERATURE OF IGNITION 


To ascertain the exact temperature at which matches will ignite is 
‘extremely difficult, on account of the various necessary precautions, and 
because concordant results are not obtained when the work is carried 
‘out under the same conditions, 


On the other hand, it is known that, by continued careful heating 
in a current of air at about 70°, many kinds of matches lose their 
Phosphorus, so that although the matches keep their shape and appear- 
ance, they are either almost unignitable or the temperature of ignition is 
found to be much higher than the real ignition temperature. Moreover, 
the better the matches have been varnished, the higher the temperature 
of ignition, The ignition point of badly varnished matches varies with 
the thickness of the coating. ‘The temperature of ignition of any one 
class of goods can accordingly vary with the circumstances and the 
methods employed. A large number of tests should therefore be 
made, and an opinion given with very great care. 

The apparatus used in Germany consists of a double-walled, 
asbestos-covered aluminium box with a double-walled door, provided 
with a small pane of mica for the purpose of observation, It is provided 
with three tubes for thermometers, and for inserting the matches, which 
can be placed at any height inside the box. The apparatus is divided 
longitudinally inside into three sections by pieces of wire gauze, in the 
central one of which is placed the thermometer, and in the side ones 
the matches for testing. The wire gauze serves to protect the thermo- 
meter, as well as the neighbouring matches, from pieces of match 
‘composition which may fly off from matches which ignite at a lower 
temperature. The apparatus is heated by a regulated rose-burner. 

Another form of apparatus consists of a glass vessel with a copper 
lid, in which four springs are arranged for carrying test-tubes. The 
thermometer can be inserted in the centre of the lid. The vessel is 
filled to about one-third with pure liquid paraffin. A copper wire 
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stirrer passes through the lid. The matches to be tested are hung on 
the ends of copper wires in the test-tubes. 

apparatus is similar to that described for explosives (cf. 
P- 71 of this Vol.). 

{no testing sulphur matches and wax matches, the sulphur or wax 
should first be removed, as the wax in every test, and the sulphur when 
the temperature became too high, would melt, and enclose the match- 
head. 

The determination of the ignition temperature can also be carried 
‘out by the method devised by Leyque and Champion. A copper rod, 
Which is to be heated at one end, has at the other end indentations, 10 
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em. apart ; these concavities or holes are filled with oil or with d’Arcet's 
alloy (Sorretimes called Newton's alloy), consisting of 8 parts of 
bismuth, § parts of lead, and 3 parts of tin, and melting at 94°5°. 
‘The rod is provided with six holes, and has a length of about 70 cm. 
from the first hole. Thermometers are inserted in the holes, and that 
point on the rod is found at which the match composition will ignite. 


C. BEHAVIOUR UNDER PERCUSSION 


K, Fischer recommends = method by which the results can be 
expressed in figures. He uses a striking apparatus, consisting of an 
oak block, partly filled with lead, and protected beneath by an iron 
plate; this runs in two iron grooves, from a height that can be varied, 
and falls on to an iron plate on which the match is placed. The height 
of fall, multiplied by the weight of the block, gives the force necessary 
to ignite the match in kilogram-metres. The height of fall is 1 metre ; 
the weight of the block can be increased as desired by addition of lead. 
‘The greatest weight of the black is 1-5 kg., so that the largest amount 
‘of work which the machine can do is 15 kg.-metres. The results are 
not very accurate, a5 several circumstances, friction, for example, are 
not taken into account. However, as these errors are the same in 
each test, the results are comparative, The sensitiveness of one and 
the same class of matches under percussion varies very widely. Matches 
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of the same class with large heads ignite more readily than those with 
small heads. In general, the scraped-off composition is more easily 
ignited than the match, so that in forming conclusions from this test 
as much care must be exercised as in judging the temperature of 
ignition. For a general review of the influence of shock on explosive 
materials see Preemysi. Chem., 1936, 20, 117; Chem. Abstr., 1937, 
3h 2435 
D. SENSITIVENESS TO MOIST AIR 


To test this property the matches are placed in a vessel aver wet 
cotton wool, and the vessel then placed under a bell jar over a vessel of 
water, Observations are made with regard to the behaviour of the 
matches when moist, their durability, appearance, stckines, and the 
ike, 


£, BEHAVIOUR WHEN TREATED WITH CONCENTRATED SUL- 
PHURIC ACID BY MOISTENING OR BY IMMERSION 


Observations are made as to whether inflammation of the mateh- 
head takes place with this treatment. 


B. PRIMINGS AND FIREWORKS 


Fireworks, so far as their active contents are concerned, are derived 
from a comparatively small number of components or mixtures (fire- 
‘work mixtures). 

‘These comprise, on the one hand, easily combustible substances, such 
as charcoal, sulphur, antimony sulphide, resins, and tar; and on the 
other hand, they include substances which readily give up oxygen and 
support combustion, such as saltpetre (potassium nitrate), and potassium 
chlorate or other chlorates. A third category includes those substances 
used for the various colour effects (barium, strontium, copper, and 
other salts), and also finely divided metals, and coarse particles of 
charcoal, to cause sparks and showers of fire ("golden rain,” and the 
like). Other substances are sometimes used to decrease the rate of 
burning and to increase brilliance (¢.g. mercurous chloride and 
‘mercuric thiocyanate). 


I. Firework Compostrions 
The following substances form the groundwork of most firework 
compositions :—Gun-powder (grain powder and meal powder), saltpetre 
and sulphur, charcoal mixture, and grey mixture. 
146 
A. GUN-POWDER 
Ordinary coarse-grained gun-powder (grain powder) is used for 
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impulsive or percussive charges (for throwing fireworks from bombs, 
mortars, etc.), or for explosions ; the coarse-grained powder is necessary 
in these cases as quick combustion and a rapid evolution of gas are 
required. 

Further, meal powder, that is, a finely powdered blasting powder, 
is used; that employed by makers of fireworks is of varying composi- 
tion, For instance, @ blasting powder is used, which, powdered and 
passed through a o's mm. mesh sieve, consists of : 

60°2 parts by weigit of doubly refined potassium nitrate. 
184 ” of sulphur, 
24 oF alder weod charcoal, 


and explodes at 20° by Wagner's powder test. 
‘An ordinary blasting powder, consisting of 70 parts of saltpetre, 
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18 parts of sulphur, and 12 parts of charcoal is suitable. As a matter 
of fact, any ordinary gun-powder can be converted into meal powder, 
as its strength can easily be modified by the proportions of the ingredi- 
ents, Meal powder is used when slow combustion is necessary. The 
qualitative and quantitative tests are carried out as detailed under 
Gun-powder (p. 29). 

Wagner's Powder Test. In various factories, where fireworks are 
made, it is necessary, for some of the mixtures and for the calibre of the 
cartridges, to use a gun-powder of definite power. Tests by which the 
power can be estimated are carried out by means of Wagner's apparatus, 

This apparatus (Fig. 10) consists of a column a, fastened to a 
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support, which can be levelled by means of screws; 6 is an angular 
lever, which moves on a hinge at ¢, and carries the counter-weight «. 
The unweighted arm 4 carries a small mortar d and a spring catch #, 
which moves over a graduated metal arc /. When the powder 
‘explodes, the arm is pressed downwards by the force of the explosion, 
and the distance through which it is displaced is shown by the spring 
catch, The number of degrees can be read directly from the graduated 
scale. The charge for each test is 2°2 g.of powder. The results obtained 
by this method are not very accurate, owing to the large size of the 
mortar, and the smallness of the charge; it is therefore necessary to 
repeat the test several times, and to take the mean of the results. 


B. SALTPETRE AND SULPHUR 

This is a mixture of 3 parts of nitre with 1 part of sulphur, and 
contains approximately equivalent weights of the two components. 
When this mixture, which yields very little gas, is burnt, the products 
formed are mainly potassium sulphate, sulphur dioxide, and nitrogen, in 
accordance with the following equation : 


2KNO,+25 = K,SO,+S0,+y. 


This mixture is the basis for most compositions which are to give 
light, and also for grey mixture. 


C. GREY MIXTURE 
This is made by mixing 7 parts of meal powder with 100 parts of 
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saltpetre and sulphur, and is mostly used for the manufacture of 
fire-balls (used in war). These consist of twill bags, charged with 
compressed grey mixture, which is filled into them with the aid of 
spirit ; they are fired by means of a composition fuse. Grey mixture 
mixed with antimony sulphide is used for torches. 

This material can be tested in the same manner as gun-powder 
©. 29). 

D. CHARCOAL MIXTURE 

This name is given to meal powder, of which soo parts are mixed 
with 6 to & parts of charcoal. To this class also belong the slow 
mixtures or slow fires, which consist of meal powder, the explosion of 
which is more or less retarded by additions of charcoal. Further, there 
are quick and slow squib mixtures, also so-called “ green" mixtures, 
which are made up of various kinds of slow mixtures. The green 
mixtures contain larger proportions of sulphur. [a addition there are 
propelling mixtures, which consist of meal powder, nitre, and charcoal 
(sometimes a little chlorate of potash), and spark mixtures, similar to 
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the last, consisting of nitre, sulphur, and charcoal. ‘The former are 
used for war rockets, and the latter for firework rockets. It is necessary 
that these mixtures should evolve large quantities of gas, and they are 
therefore made with a meal powder to which charcoal has been added. 
An old Prussian prescription for war rockets is as follows :—Thirty- 
two parts of nitre, 12 parts of sulphur, 32 parts of meal powder, and 
16 parts of well-powdered charcoal. 

Hence it is apparent that the charcoal mixture can be used, as these 
are very similar to the spark mixtures which consist of :— 


Nites 12 oF 16 parts 
Sulphur gor 4 
Charcoal (coarse) sor9 


Spark mixtures are used for cases, constricted at one end, which can 
be suitably grouped and mounted, 30 as to be used for cascades of fre, 
suns, fans, palm trees, fixed stars, and various other kinds of fireworks. 
These mixtures are also made up with additions giving a reddish light, 
and with metal filings; those containing metals are known 

“ brilliant mixtures.” 

Finely divided metals, such as aluminium or magnesium, with 
various oxygen-containing substances, may be used for flashlights. 
Krebs uses zirconium with the nitrate and barium nitrate or other 
oxidant. 

Such mixtures are analysed similarly to gun-powder. For tests 
for potassium chlorate, see Vol. I., p. 618, and for the examination of 
the various ingredients, nitre, charcoal, and sulphur, see pp. 1, 7, 8. 
The same points must be noted in judging these substances as in 
match mixtures. 

The determination of aluminium in flares or dust may be carried 
out by the method of Faber and Stoddard by estimating the reducing 
power on litharge. The accuracy depends on the formation of a 
liquid slag from which the globules of lead can easily separate and on 
the temperature at which the assay is carried out. Three g. of aluminium 
is mixed with 100 g. of litharge and 30 g. of borax glass and a cover 
of a5 g. of borax glass added. The fusion takes 20 minutes in a 
gas muffle, 


£, ILLUMINATION AND COLOURED FIRE MIXTURES 

In addition to the substances already mentioned, these almost 

invariably contain potassium chlorate, together with substances, such 

as strontium, for producing the colours. Strontium salts give a red 

colour, barium salts a green colour, copper salts blue, and sodium 
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salts (¢.g, oxalate and carbonate) a yellow colour. For extra brightness, 
magnesium powder is added. They are accordingly mixtures of 
combustible substances with compounds which give coloured flames, 
and like exploding gun-powder, they throw off small particles which 
continue to burn while in motion, and owe their power of projection 
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to the combustion. Ar first sight, it would appear easy to make one 
of these mixtures, but several factors have to be taken into account, 
such as the velocity of combustion, which in the case of “stars” 
should be great, for coloured lights slower, and for flames slowest of 
all; the temperature at which the substance imparting colour will 
‘act best; the formation of slags, and their fusibility. To find out 
whether these substances are suitable for colour mixtures, they should 
be thrown in the form of a dry and very fine powder into flames of 
varying. temperatures such as hydrogen flames, the temperature of 
which has either been raised by oxygen, or lowered with nitrogen, so 
as to find out the effect of different temperatures. But this test is not 
always successful; for instance, lithium salts impart an intense 
carmine coloration to flame, but do not produce a colour of anything 
like the same intensity in mixtures. The manufacturer mostly tests 
this by making a small sample mixture, consisting of :-— 


Potassium chlorate ++ 20 pars 
Sulphur. Habis ao owe 
Gum mastic | T pare 


If the substance to be tested gives a good fire coloration with thi 
mixture, it can probably be used. 

The following formule have been found upon actual trial to 
yield satisfactory green and red colour mixtures reapectively (E. G. 
Clayton) =— 


Orme, 
Baiumnitrate 5 |, om ie 
Strontium nitrate | ae fa os 63 
4 7 5 8 
7 13 3 
soe soar a 
Seats Se af 3 

: aS Bev dee OU 
00 00 


Another green mixture is: barium chloride, 69 parts; lactose, 
30 parts; shellac, 1 part. For a yellow light, a mixture of sodium 
nitrate, 20 parts; sulphur, 20 parts ; antimony sulphide, 8 parts; 
and carbon, 2 parts, may be used. A mixture of powdered pitch, 
glue, and borax willl give an intense yellow flame. 
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By mixing together combustible compositions, which give different 
colours, a tint is obtained, which is nearer to a white than to a mixture 
of the two colours. On mixing red and yellow a pale orange results ; 
biue and yellow give a not very intense pale green ; blue and red give 
violet, and this is the only good colour obtained by. mixing ; red and 
green give white, 

For spark compositions the following can be used : nitre, sulphur, 
mealed gun-powder, charcoal, steel and other metal borings, aluminium, 
magnesium and various alloys, orpiment and antimony sulphide. 

A number of phosphorescent light mixtures have been described 
by L. Vanino. ‘The constituents are heated together for 1 hour, 
the number of parts being in parentheses :—Violet-Blue : quicklime 
(5:0), strontium hydroxide (5:0), sulphur (8-0), magnesia (1-0), sodium 
carbonate (3-0), lithium sulphate (1-0), and 6 cc. of 0-3 per cent. 
aqueous colloidal bismuth solution ; or, alternatively, quicklime (17-0), 
strontium hydroxide (5-0), sulphur (8-0), lithium fluoride (1-0), magnesia 
(1-0), 1-0 cc. of 1 per cent. rubidium nitrate solution, and 6 ¢.c, of 
0°3 per cent. colloidal bismuth solution. Violet: quicklime (20'0), 
barium hydroxide (10°), sulphur (9-0), sodium sulphate (1-0), potas. 
sium sulphate (1-0), lithium sulphate (1°5), 2 cc, of o-5 per cent. 
alcoholic bismuth nitrate solution, 1 c.c. of o-§ per cent. aqueous 
thallium sulphate solution, and 0-5 c.c. of ov§ per cent. aqueous 
thorium sulphate solution (the nitrates may be substituted for thallium 
and thorium sulphates). Blue: strontium hydroxide (15-0), quick- 
lime (5-0), sulphur (8-0), magnesia (1:0), sodium carbonate (3-0), 
lithium sulphate (1-0), and 6 c.c. of 0-3 per cent. colloidal bismuth 
solution. Green: strontium hydroxide (20°o), sulphur (8-0), magnesia 
(1-0), sodium carbonate (3-0), lithium sulphate (1-0), and 6 c.c. of 0-3 
per cent. colloidal bismuth solution. 


POOR MAN'S 


Among non-chlorate colour compositions, in addition to these 
already mentioned, are some containing borax. 

‘Smokeless flash powders have also been described containing up to 
28 per cent. of zirconium, zirconium hydroxide and magnesium, 
barium nitrate, barium oxide and rice starch. 

‘The presence of sodium compounds in certain flame pyrotechnics 
is to be avoided on account of the masking influence of the sodium 
flame and also on account of the hygroscopic nature of sodium nitrate 
which might interfere with the proper functioning of the pyrotechnic. 
The sodium nitrate can be estimated by the method of Ball. 
a mixture of potassium nitrate, bismuth nitrate and cesium nitrate in 
nitric acid is added to a dilute solution of sodium nitrate, even in 
presence of large amounts of potassium salts, the sodium is precipitated 
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(SBi(NO,),.9CsNO,.6NaNO,). An improved technique has been 
described by Faber and Stoddard. 


F, POTASSIUM CHLORATE AND SULPHUR 


This consists of a mixture, used for adding to illumination mixtures, 
of 12 parts of potassium chlorate and 35 parts of sulphur. The use 
of chlorates is restricted in mixtures on account of their sensitiveness 
and has been made illegal in some countries. 


G. “COLD” AND “WARM” MIXTURES 


If the components are simply mixed together, the mixtures are 
known as “cold” mixtures. Warm” mixtures are those made by 
fusing the substances together. The following is a“ warm " mixture — 
Grey mixture, 85 parts; meal powder, 29 parts; and antimony sul- 
phide, 5 parts. ‘This is used for fire balls and for white fire. Bengal 
lights are also often made by fusion. 


#. IGNITION MIXTURES 
‘These are for the purpose of firing inflammable objects at a distance. 
‘They must be made in such a manner as to combine the property of 
burning slowly with the development of as high a temperature as 
possible, The mixture used in Prussia for this purpose consisted of 76 
parts of grey mixture and 24 parts of colophony. In Bavaria a 
combination of meal powder with " warm" mixture was customary. 


J. MIXTURES FOR SPECIAL FIREWORKS 


‘The following mixtures are used. For fuses, a mixture of meal 
powder, charcoal, and mica ; for" golden rain," meal powder, charcoal, 
and iron filings ; for “ silver rain," lead nitrate, potassium nitrate, and 
charcoal ; for “comets” a little meal powder and charcoal. Picrie 
acid mixtures were introduced by Dessignolle and Castelaz, by 
Brugére, and by E. Jacobsen, for causing detonations with coloured 
fires. With copper powder, green sparks are obtained; with 
magnesium, white; and with zine, bluish-white. 

The first mamed used ammonium picrate together with barium 
nitrate, strontium nitrate, ete. ; the last used the picrates of strontium 
and barium, which, however, have to be fired by means of a fuse. These 
mixtures are best made by the manufacturer himself from picric 
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acid and the respective carbonates, 
acid, see p. 44- 

A mixture of calcium nitrate and carbonate, potassium nitrate, 
‘magnesium or aluminium red lead and calcium resinate may be used 
as a tracer mixture. 

Whistling squibs are made with magnesium picrate. The mixture is 
prepared according to the formula of the inventor, Weiffenbach, of 
Stuttgart, Two hundred grams of picric acid and 800 g. of nitre are 
dissolved in hot water, and saturated with 30 g. of magnesium carbonate, 
and the precipitated crystals then dried. 


For the testing of picrie 
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lenetetramine may be substituted for charcoal, shellac 
dextrin, or sugar in pyrotechnics, especially in fireworks for indoor 
display. Charred woodmeal or sawdust may also be used. 

‘A typical smoke composition is as follows: tetrachlorethane or 
chloronaphthalene, 40 to so per cent.; zine filings, 3§ per cent. ; 
nifre saltpetre, pitch and calcium silicate, 15 per cent. 

‘As an example of a detonating firework composition the following 
may be given ; phosphorus sulphide is mixed with an oxidant and 
‘an inorganic binder consisting of magnesium oxide and an alum. 


J. MERCURY FULMINATE (cee p. 59) 


This is used for percussion caps, either alone, or mixed with other 
combustibles ubstances, or with gun-powder, potassium chlorate, nitre 
and sulphur, ete. These additions serve the purpose of retarding the 
decomposition, and of increasing the volume of the gases formed. 
Percussion caps are made of thin rolled copper sheet. The following 
is a prescription for this mixture :—One hundred parts of mercury 
fulminate are rubbed into a paste with 30 parts of water on marble 
slabs with boxwood rubbers; to this are added 50 parts of nitre, or 
625 parts of nitre and 29 parts of sulphur. The paste is dried on 
sheets of paper, and ‘granulated by means of hair sieves, Some 
makers, after placing the grain in the percussion cap, cover it with a 
small copper plate, while others coat the grain with mastic varnish. 
Discs of varnished tinfoil, or paper, or of both together, are sometimes 
used. One kilogram of mercury after conversion into the fulminate 
is sufficient for 40,000 percussion caps. 

Analysis of Mixtures containing Mercury Fulminate. FW. Jones 
and F. A. Wilcox advise, in a mixture containing potassium chlorate, 
the fulminate, and antimony sulphide, first to extract the fulminate 
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‘of mercury from a weighed quantity by means of a solution of 
‘ammonia in acetone, then the chlorate with water, and to weigh the 
residual antimony sulphide. 

Chlorates are usually determined by conversion to chlorides by a 
suitable reducing agent and estimation as silver chloride; or by 
heating with excess of conc. hydrochloric acid, when the gases 
evolved set free an amount of iodine (estimate with thiosulphate) 
from potassium iodide equivalent to the weight of chlorine present 
in the gases evolved. For the presence of potassium perchlorate in 
ammonium nitrate and chlorate mixtures the method of Bunge may 
be employed : 100 ¢.c. of an aqueous extract of the explosive is mixed 
with 20 to 25 g. of powdered quartz, the mixture is evaporated to dry- 
ness and ignited. Potassium is then determined in an aqueous extract 
of the ash by the perchlorate method, a correction being made for 
any potassium chloride or nitrate originally present in the explosive, 
For rapidly determining perchlorate alone in explosives containing 
only small amounts of other potassium salts and nitroglycerin, 5 g. of 
the explosive is mixed with 20 g. of powdered quartz, and the mixture 
is heated in a quartz crucible. The ammonium salts are thus decom- 
posed, and the aqueous extract of the ash is analysed as before. 

H. Brownsdon estimates the mercury fulminate by decomposing 
it with excess of sodium thiosulphate, and determining the resulting 
alkalinity by 4/10 sulphuric acid, previously standardised against 
pure fulminate. 

‘The method has been improved by Philip. He dissolves the 
fulminate in a large excess of potassium iodide and a known volume of 
4 standard solution of sodium thiosulphate is also added. ‘The excess 
of thiosulphate is titrated with standard iodine solution after 

‘Marqueyrol * extracts the mixture containing mercuric fulminate 
and other compounds with a § per cent, solution of potassium cyanide. 
The extracted mercury salt is electrolysed and the mercury estimated 
in the usual way. 

The explosive properties of fulminate of mercury have, been 
studied by Berthelot and Vieille, who give the following equ 
for its decomposition :—(CNO),Hg = Hg + 2CO + 2N. "When mixed 
with 30 per cent. of water, it can be rubbed on a marble slab, with 2 
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‘wooden rubber, or a soft, clean cork, without any danger. 
The following are the results, in round numbers, of a series of 
analyses of several kinds of percussion caps, in one of which lead 
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thiocyanate had been used instead of mercury fulmit 
Clayton) — 


Mercury falminate 
eed aerate 
Antimony valphide > 
Sulphor” 

Ground glass || 
Potansuim chlorate 


Approximate weight of charge 
prcap. . .. Oasys 

In these analyses, Brownsdon’s method was employed for the 
determination of the fulminate, the antimony was estimated volumetri- 
cally, the lead gravimetrically, and the thiocyanic acid by a colorimetric 
method ; the figures for potassium chlorate were obtained by difference. 


ons 


IL, DeToNaToRs 
Initiating explosives (detonators, including railway detonators) 
may be examined by the Esop test. In this test, the detonator is mixed 
with varying amounts of an inert substance (e.g. talcum ) until a 
number of cartridges of a mixture do not detonate regularly when 
fired with the detonator under examination, The two ingredients 
used in the test are picric acid and olive oil. The strength of the 
detonator may also be measured quantitatively by the Wohler test. 
The initiating effect on 2 g. of troty! (trinitrotoluene) or troxyl (trinitro- 
xylene) mixed with paraffin is measured. Equal weights of the 
explosive (i.e. trinitrotoluene) are mixed with a standard parafin oil 
to give a series of samples with varying paraffin-oil content. The 
explosion is carried out with 3 g. of each grade of trotyl in copper 
tube of to mm. diameter placed on a plate 5 mm. thick. The maximum 
percentage of paraffin oi! which still allows complete detonation is taken 
aS a measure of the strength of the detonator. 


ILL, Primes 
A. THE FIRING-EXCITER 


This consists of a mixture of meal powder and alcohol. A fast 
exciter consists of 1000 g. of meal powder and 570 c.c. of alcohol ; a 
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slow exciter of 1000 g. of meal powder and 720 c.c. of alcohol. These 
mixtures are best made with the hands in a copper pot, or in a porcelain 
basin. The exciter is painted on to the quick match at the firing hole, 
where the paper of the covering of the firework has been twisted 
together, for instance where the fuse is fastened to crackers and aquibs. 
In general all those places which are intended to catch fire are painted 
with thie mixture. If it is intended to stick tightly, a solution of 
16 g. of gum arabic in 140 c.c. of water is added. The tests used 
are similar to those employed for gun-powder (p. 29). 
S. SLOW AND QUICK MATCHES, FUSES 

Triple and quadruple cotton threads, purified from grease as for 
gun-cotton, are soaked in quick firing-exciter, and sprinkled with 
meal powder. After the impregnation they are allowed to lie for 
six to eight hours, then rolled on a bobbin and pasted through a board, 
provided with holes of various sizes, so as to impart the required 
strength and uniform thickness to the threads after air drying. They 
are again passed through the firing-exciter, which has been thickened 
with gum arabic, then again through the holes in the board, sprinkled 
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with meal powder and dried ; finally they are wrapped in paper, placed 
in dry boxes, and stored in a dry place. According to the formula 
used for the Prussian artillery, the following quantities are necessary 
for a fuse 100 metres long, and 0°52 em. in diameter :—2-04 kg. of 
meal powder, 4°35 litres of alcohol, 21-2 g. of gum arabic, and 0°24 kg. 
of cotton thread. Thus prepared, the speed of burning is 1 metre in 
24 secs. 

Better fuses are obtained by a previous treatment of the cotton 
with a special mordant (cf. infra). 

In the case of a train of powder (or leader) the fuse is covered. 
These covered fuses protect the firework against pre-ignition, and also 
cause a quicker firing. For this purpose the fuses are covered with 
paper tubes. 

Quick Matches ox Paper Fuses are made of cotton wick boiled in a 
solution of gum and mealed powder and partly dried. The wick is then 
dusted with mealed powder. It may be used in this form or enclosed 
in a tube, when it burns more rapidly (approximate rate: 1 foot in 
1 to 3 secs.). Asa rule, they are about 28 om, long, and 0-33 to 
0-21 cm. in diameter. 

The Mordant for Fuses serves in the first place to make the fuse 
more inflammable, and secondly, to ensure a steady and quiet combus- 
tion, for instance, as in time fuses. ‘The mordant consists of a solution 
of 1 part of nitre in 10 parts of water. The dry cotton threads are 
allowed to remain in this solution for twelve hours, and are then 
wrung out and dried. 
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Slow Matches ax prepared for pocket match boxes, are obtained 
by boiling loosely spun cotton in a solution of lead nitrate, consisting 
of 1 part of lead nitrate in 10 parts of water or in potassium nitrate 
they are then allowed to dry in the air without being wrung out. 
Another method consists in bolling the cotton in a solution of lead 
acetate (1 part of lead acetate in 20 parts of water) and when dry, 
placing them in a solution of 1 part of potassium bichromate in 10 parts 
of water. The threads so made are yellow, owing to the formation 
of lead chromate. This fuse smoulders at the rate of about 1 foot in 
3 hours, and used when a long delay is required, 

In the Sheune fuse lead tubing is filled with powdered trinitro- 
toluene. The explosive is melted and drawn into the tube by suction, 
and when cold the tube is drawn out to a diameter of ¢ mm. The 
tube miay also be filled with molten trinitrotoluene and allowed to cool. 
‘The length is increased by hammering. The temperature of the 
explosive is kept below its melting point during the treatment and a 
current of air directed on the tube. In this way a more sensitive 
cordeau oF fuse is obtained. 

Electric fuses are also used. 

Fuse Poper. In dry weather this can be used in place of the 
ordinary fuses, and finds general use for certain firings. It is made 
by spreading firing-exciter on to both sides of sheets of blotting paper, 
sprinkling it with meal powder and drying it. 


©. GUN.COTTON FUSES 

‘The preparation of gun-cotton fuses is exactly the same as that 
of gun-cotton. They can be tested as described in the section on 
Nitrocellulose (p. 32). These fuses transmit fire faster than any 
other form, and are mostly used for firing large set-pieces; they 
burn very fast, and will fire a fuse-paper wrapped round them with 
absolute certainty ; they have the further advantage that they can be 
used in wet weather. 

D. PORT-FIRES 


These are fireworks which will cause the firing of charges and 
of other fireworks quickly and safely in cases where the fuse cannot 
be used. Portfires must therefore be capable of burning very wel, 
and must not be put out by even the strongest shower of rain. The 
mixtures employed must be very rich in oxygen, and it is recom 
mended to fuse together the nitre and sulphur mixture used in their 
manufacture. 
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Port-fires are about 40 to 50 cm. long, and should give a flame 
8 mm. long. The necessary casing is made of strong cardboard, and 

soaked in a solution of nitre so that it should burn easily; the 
diameter is about t cm. The mixture is filled into these cases, about 
cm. deep at a time, and slightly compressed : sometimes it is moistened 
with linseed oil. ‘The composition of some typical porvfnes is sx 
follows 


Nie. 5 sss mapars Spams 100. 

See gm yor 
Meal powder | n 1 part a 
Colopbony | ||. part ak ao 


£. COMPOSITION FUSES 

These are really only port-fires on a smaller scale; they are 
fastened to fireworks and effect a certainty of firing. They are made 
of strong paper, have a diameter of o°s cm. and a length of from 6 to 
Sm. They are filled up to 2 to 3 cm. with meal powder, on the top 
of which slayer of primingsmixure is placed. Such mixtures consist 


Nitre and sulphur, 100 parts; meal powder, 25 parts. The 
mixtures used for time fuses can also be employed. 


F. TIME FUSES 


Many fireworks (set pieces) can only be successful and produce the 
desired effect if some parts, such as torches, squibs, etc., have 
definite time for burning. Time fuses are used for exploding charges, 
or for igniting fireworks in a definite period of time. These time 
fuses are tubes filled with a mixture in such a manner that a certain 
length will burn in a definite time, 

‘As in the case of igniters, the differences in the action of time fuses 
are based solely on the proportions of a few constituents (powder, 
nitre, sulphur, ete), and upon the density of the mixtures. Their 
‘examination is conducted as described above. The majn requirement 
in the case of these fuses is to determine the time of burning. 


1V. THe Duration oF BuRNmG 

In fireworks, the maintenance of a definite duration of burning is 
especially necessary where set pieces are used, or where rotations 
are required and the like. It is less necessary in the case of rockets, 
when they are to be let off together in the form of a fan, etc., or in 
quantity of squibs, because the composition and compression of the 
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mixtures used are sufficient to regulate the combustion. The duration 
of burning of a mixture is dependent upon :— 


1, The composition. 
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2. The degree of dryness. 

3. The degree of fineness, and the thoroughness of mixing. 
4. The degree of compression. 

5. The area of its burning surface. 

G. The area of the delivery opening. 

7. The nature of the covering. 


From this it is obvious that successful results can only be obtained 
by working with uniformly made mixtures, with the same covering 
material, and uniform charging. Small divergences nevertheless occur, 
but these can be neglected, as they make no difference, when the 
firework is ignited. Moisture in the mixture retards the firing, not 
only directly by its presence, but also because it causes reaction, 
mainly between the sulphur and the metals in the mixture, when the 
fireworks are stored. The area of the delivery opening retards the 
firing when it is less than } to j of the area of the case. 

‘The duration of burning is determined with a stop-watch, of 
importance in the case of set pieces, in which several kinds of mixtures 
fare present. The time can then be regulated by altering the depth 
‘of the mixture in the cases ; shorter cases for slower mixtures, and 
longer cases for quicker mixtures, can be used. 


V, Testinc Firework MIXTURES FOR LIABILITY TO 
SPONTANEOUS COMBUSTION 


Same compositions used in the manufacture of fireworks, have 
pyrophoric properties ; for example, mixtures containing iron filings 
and sulphur, which have become damp ; also certain Bengal light 
mixtures. Illumination mixtures containing nitrate of strontium or 
barium, sulphur and potassium chlorate, will often fire of their own 
accord, after standing for a few hours. ‘This occurs chiefly when the 
ingredients have been quickly dried before use, and when the mixture 
left lying in a warm, moist place. An ignition of this mature can 
be prevented by making the mixture of pure materials. A better 
preventive, according to Clarke, is an addition of a small quantity 
of antimony sulphide, or of a small quantity of sodium carbonate or 
chalk, as in the case of nitrocelluloses, The latter take up any acid 
impurities of the sulphur or other components, and form compounds 
which are inactive with chlorates and nitrates. ‘This treatment it of 
some use, but the action of antimony sulphide is questionable. Mixtures 


159 


which have become damp, must be dried separately and with great 
care, as they ignite easily. Mixtures containing copper oxide also fire 
readily, but this can be prevented by substituting copper carbonate 
for the oxide. Traces of permanganate or bromate are also dangerous. 

The test proposed by Meischmeier is carried out as follows :—Five 
‘grams of the mixture is slowly heated in a dish on a sand-bath, to 100°, 
and kept at this temperature for two hours. If it is now moistened 
with water, and again dried, it should not ignite spontaneously. 
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Explosives, Matches, and Fireworks 


AzBL test, for stability of explosives, 71 
Acardite, 14 
‘Acetone, determination of aldehyde in, 27 
for use in explosives, examination of, 5¢ 
iodometric determination of, §1 
Acidity measurements, test for stability of 
xplosives, 92 
1, for use in explosives, 28 
‘Aldehyde in acetone, determination of, 27 
Alpha-cellulose, 16 
Aluminium, in explosive mixtures, 8 
in flares, 148 
American test, for stability of explosives, 80 
Ammonite, stability test for, 75 
Ammonium nitrate, for use in .explosives, 
examination of, 3 
perchlorate, for use in explosives, 7 
picrate, 45 
Angeli’s test, for stability of explosives, 90 
Antimony trisulphide, for use in mateh 
compositions, ror 
Aromatic nitro-compounds, 43 
separation from nitroglycerine, 52 


BALListic pendulum test for explosives, 68 
Ballistite, stability tests for, 73 

Barium , for use in explosives, 
tions, 103 


examination of, 4 
for use in match com 
Benzene, for use in explosives, 24 
in ethyl alcohol, separation of, 29 
Bergmann and Junk test, for’ stability of 
explosives, 83 
Binding substances for match compositions— 
dextrin, 123 
glue, 104 
gum, 120 
Black powder, analysis of— 
determination of charcoal, 31 
determination of potassium nitrate, 30 
determination of sulphur, 31 
qualitative examination, 30 
Blascing explosives, qualitative examination 
of, 
quantlcttive examination of, $6 
Blasting gelatine, stability tests for, 73 
Bone glue, preparation of, 106 
Brame’ stability test for explocives, 88 
Brisance meter, 68 
Brown safety match composition, preparation 
13 
Brunswig’s test, for stability of explosives, 86 


Caverins orthoplumbate, for use in match 
‘compositions, 103 

Camphor, for use in explosives, examination 
0f, 13 

in nitroglycerine, 52 

Cap compositions, 63 . 

Carbonates, for use in explosives, examina- 
tion of, 12 

Carbonite, stability test for, 73 

Cardboard matches, 95 ae 

Castor ol, for use in explosives, examination 
of, 10 

Cellulose, for use in explosives, examination 
of, 16 

Centralite I and Centralite II, 13, 53 _ 

Charcoal, in black powder, determination of, 


31 
mixture for fireworks, 147 


INDEX OF SUBJECTS 


for use in explosives, examination of, 8 
Chiaraviglio and Corbino's test, for stability 
of explosives, 88 
Chlorate in mercury fulminate, estimation of, 
153 
in potassium chlorate, estimation of, 
in potassium nitrate, determination of, 2 
Chlorates, stability test for, 75 
Calories, for use in explosives, examination 
of, 12 
Chondrin, preparation and properties of, 10: 
Chrome glue, 120 e < 
“Cold” and “warm” mixtures for fire- 
works, 151 
Cologne glue, 119 
Colophony, for use in explosives, 10 
in fireworks, 151 
Coloured fire mixtures, 148 
Colouring matter for match compositions, 129 
Composition fuses, 157 
Compressed gun-cottom, stability test for, 


1 

Conductivity method, test for stability of 
explosives, 91 

Continuous stability, test for explosives, 79 

“ Copper value" of cellulose, 16 


fn cold water, 123 
determination of insoluble matter in, 124 


ies of, 123 
iphenyl-urea, 13 

Dinitrochiorhydrin, 41 

Dinitroglycol, 40 

Dinitronaphthalene, 47 

Dinitrophenol, 48 


Diphenylamine for use in explosives— 
examination of, 13 
‘tion from nitroglycerine, 53 
Dinitrotoluene, 45 
Duration of flame, test for stability of 


explosives, 69 

Dupré's vacuum test, for stability of 
explosives, 87 

Dutch test, for stability of explosives, 8: 


Dynamite’ See Industrial Blasting Ex- 
plosives, Kieselguhr, Nitroglycerine 


Erues, for use in explosives, examination 


27 
Ethyl alcohol, for use in explosives, examina 


3 ton: of, 28 ty 
thylene glycol in nitroglycerine, 2: 
Eup Seamdnation of baked 
Black powder, 29 
benzene, 47 
rochlochydein, 42 
dinitroglycol, 40 
industrial blacting explosives, 54 
lead azide, 60 
mercury falminate, 59 
nitrated polysaccharides, 42 
nitrocellulose, 32 
nitro-compounds (additional), 48 
nitroglycerine, 39 
nitromannite, 42 
nitronaphthalenes, 47 
picrie acid and picrates, 44 
Smokeless powders, 49 
starch nitrate, 41 
tetranitropentaerythritol (Penthrit), 43 
tetryl, 48 
trinitrobenzene, 47 
trinitrotaluene, 40 
Explosives, physical and explosive tests for, 65 
stability tests for, 70, 
Explosives, raw materials for— 
‘acetone, 26 
alcobol, 28 
aluminium, 8 
ammonium nitrate, 3 
perchlorate, 7 
barium nitrate, 4 
camphor, 13 
carbonates, 12 
Explosives, raw materials for— 
castor oll, 10 
cellulose, 16 
charcoal, 8 
chlorides, 12 
colophony, 10 
Gupteae ta 
iycerine, 22 
dimethylaniline, 26 
diphenplamine, 13 
Vk alcohol, 28 
a So, 27, 
lene glycel, 2 
plycerines 270° 


y' 
graphite, 
Pycrocartons, 74 
ieselguhr, 10 
lead nitrate, 4 
magnesium, 9 
mineral jelly, 14 
monochlorhydrin, 23 
nitric acid, 14 
oxalates, 12 
paraffin wax, 9 
phenol, 25 
potassium chlorate, 5 
nitrate, 1 
perchlorate, 6 
sodium chlorate, 6 
nitrate, 3 
substituted ureas, 13 
sulpht 
sulphuric acid, 15 
wood meal, 11 
Exudation test, for explosives, 65 


FERROCYANOGEN compounds, in match 
compositions, 102 
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Fining glue, 119 
Fire balls, preparation of, 147 
Fire, mixtures for producing coloured, 148 
Firework compositions — 
charcoal mixture, 147 
“cold” and “ warm” mixtures, 151 
grey mixture, 147 
gun-powder, 146 
ignition mixtures, 15 
illumination and coloured fire mixtures, 
148 
mercury fulminate, 1§2 
potassium chlorate and sulphur, 147 
special mixtares, 151 
mixtures, testing for liability to spon- 
taneous combustion, 158 
Fireworks, duration of burning of, 157 
primings for— 
‘composition fuses, 157 
firing-exciter, 154 
fuses, 155 
‘gun-cotton fuses, 156 
matches, slow and quick, 155, 156 
port-fires, 156 
time-fuses, 157 
Wagner's apparatus for testing the 
‘power of gun-powder for, 146 
Firing-exciter, for fireworks, 154 
Fish glue, preparation of, 106 
est for explosives, 69 
‘lemish glue, 119 
‘"Foam-test (or glue, 116 
Friction tests for explosives, 66 
Furfural, 18 
fuse paper, 
Fusel oil in seb alcohol, 28 
Fuses, for fireworks, 155 
mixtures for, 155 


Grating dynamite, stability tests for, 73 
Gelignite, stability tests for, 73 
German 132° test for stability of explosives, 
a 
Gilders’ size, 119 
Glazing size, 119 
Glue, commercial varieties of, 119 
composition and manufacture of, 104. 
determination of acidity and alkalinity of, 
f 
determination of ash in, and its examina- 
tion, 107, 108 
determination of the binding power of— 
Setterberg and Weidenbusch’s tests, 116, 
a7 
determination of the drying properties of, 
103 
determination of fat in— 
Fahrion’s method, 111 


Kissling’s method, 111 
determination of foreign matter in, 109 
determination of moisture in, 107, 113 


determination of refractive index of, 118 

determination of volatile acids (free and 
combined) in, 108 

differentiation of animal and vegetable, 112 

evaluation of, from viscosity tests, 117 

jelly, ree of the mating Point 
‘of, 115 


of results of examination of samples 
of, 117 
water resistant, 107 
Glutin, properties of, 105 
Glycerine, for use in explosives, examina- 
tion of, 20 
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glue, 120 
Glycerol in glycerine, determination of, 20 
Graphite, for use in coating powders, 8 
Grey mixtare, for use in reworks, (47 
Gum arabic, differentiating from gum dextrin 

‘and gum senegal, 125, 127 
Gtmseoensinias 
1,120 
testing and differentiating from gum 
arabic and dextrin, 135, 127 
Gum substitutes, detection 
Gum tragacanth, 121 

wubstitate for123 
Gums, for use in match compositions, 120 

evaluation of, 122 
Gun-cotton fuses, for fireworks, 150 
Gun-cotton, stability tests for, 74 
Gun-powder, for fireworks, 146 

for fireworks, Wagner's apparatus for 

testing the power of uo 


(Se ise Black Powser) 


Gutemann's test for stability of explosives, 78 


Harran's glue, 120 
Heat test, for stability of explosives, 71 
Hess test, for stability of explosives, 78 
Hexamethylenetriperoxidediamene, 6 
Hexanitodiphenylamin, 49 

henylsalphide, 49 
Holsemas fet for sabity of explosives, 78 
Hom Seifert tet, for stability of explosives, 


Hyd hacarbone, foe tne in ax 
Hydrogen peroxide in ethyl ethes 
of, 2! 


foun mixtures, for fireworks, 155 150 
temperature of e 
Iferination mixtures for Greworts, 
Toda Busting explosives, 
ve examination 
a 


Hosen, 84 
, detection 


titative examination 


I ibility tests for explosives, 66 
Taldater for sxploives, ple, 
lntermational test for tablty of explosives, 


Toul. 42 
(SRN'S test, for stability of explosives, 80 


Joiners’ glue, 119 


Kigserouns for use in explosives, 10 


tion of, 4 
for use in match compositions, 103 
peroxide, for use in match compositions, 
102 
mixed with lead nitrate, for use in 
‘match compositions, 102 
thiosulphate, for use in match composi- 
tions, tor 


for use in percussion caps, 154 
trinitroresorcinate, 6 
trinitrosalicylate, 6 

Lead block test for explosives, 67 
Length of flame test for explosives, 69 
Lichenin, 43 


‘Macugstux for use in explosives, 9 
Manganese dioxide, for use in match 
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Marqueyrol's test for stability of explosives, 
9 
Match compositions, binding substances 
for— 
dextrin, 123 
glue, 104 
gums, 120 
other adhesives, 128 
chemical examination of, 133 
colouring matters for, (29 
combustible substances for— 
antimony trisulphide, 101 
lead thiosulphate, 101 
phosphorus, dark red, 99 
Phosphorus, light red, 100 
phosphorus, white or yellow, 08 
phosphorus sesquisulphide, 101 
detection of cyanogen compounds in, 143 
detection of phosphorus in— 
Dusart and Bloudlot’s method, 135 
ich’s method, 134 
examination of, by Bolley's method, 133 
physical tests of — 
haviour under percussion, 


behaviour with sulphurie ack 146 
inflammability on striking surfaces, 
142 
sensitiveness to moist air, 145 
temperature of ignition, 143 
quantlatve analyse of 142 
safety 


%, 
striking on any surface— 
Bohy, Gallay & Cou. 130 
Chem. Fab. Grieshelm-Elektron, 131 
Graver, 130 
oe 


Sand Go” 13t 
substances which increase friction for 
use in, 103 
substances which supply oxygen for— 
barium nitrate, 103 
calcium orthoplumbate, 103 


lead nitrate, 
ead peroxide, 102 
ead peroxide mixed with lead nitrate, 


102 
manganese dioxide, 103 


strontium nitrate, 103, 
Match splints, substances used to im- 
pregnate— 
means for preventing after-glow, 95 
paraffin, 95 
resin, 95, 98 
stearic acid, 95, 97 
etearin, 97 
sulphur, 95, 98 
wax, 94, 95 
cardboard and paper, 95 
woods for making, 94 
Matches for fireworks, slow and quick, 155, 
156 
‘Matches, detection of white phosphorus in— 
“Aronstein’s method, 139 
gcperl remarks, 100, 140 
‘k and Schari’s method, 138 


materials for the striking surface for, 129 
prohibition of the use of white phosphorus 
in, 137 
Mensurements of pHi value, test for stability 
of explosives, 91 
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Meerscheidt-Hilllessem’s test for stability of 
explosives, 
Mercury in Abel heat test, 77 
in mercury fulminate, estimation of, 60 
in smokeless powders, estimation of, 54 
Mercury fulminate, analysis of mixtures 
containing, 152 
explosive properties of, 153 
mixture for percussion caps, 15? 
Method of Haid, Becker and Dittmar, 
stability test for high explosives, 92 
Method of Meerscheidt-Hallessem, stability 
test for explosives, 85 i 
Method of Sy, stability test for explosives, 8 
Methyl alsobol in ethyl sloobe, detection of 


29 
‘Methyl violet test for stability of explosives, 79 
‘Mineral jelly, for use in explosives, examina- 
tion of, 14 
in nitroglycerine, 53 
Minium, for use in match compositions, 102 
Mittasch’s method, stability test’ for 
explosives, 87 
Mixed acids and spent acids, for use in 
explosives, examination of, 15 
Monobel powder, stability test for, 73 
Monoelslorhydiin in nitroglycerine, 23 
Mononitronaphthalene, 47 
Mordant for fuses, 135 


NAPHTHALENE, 25 
Nitramine oxygen in tetryl, estimation of, 48 
Nitrated inulin and lichenin, 42 
Nitrated polysaccharides, 43 
Nitre, re Potassium nitrate 
Nitric acid, for use in explosives, exaimina- 
tion of, 14 
Nitric estes, 32 
Nitric peroxide, determination of, stability 
test for explosives, 83 
Nitroaromatic compounds, analysis of, 42 
‘separation from nitroglycerine, §2 
Nitrocellulose, analysis of, 32 
calcium cas poate, 32 
cellulose (unnitrated), 37 
mercury, 38 
‘mineral matter, 32 
moisture, 32 
nitrogen, 33) $1 
paraffin Wax, 33 
pulp, stabilicy tests, 74 
qualitative tests, 50 
solubility in ether alcohol, 39 
stability tests, 33,73, 24, 83 
sulphates, 38 
Nitroglycerine, examination of, 39 
Nitromannite, 42 
Nitronaphthalenes, 47 
Nitroprusside reaction for cyanogen com- 
pounds, 148 “ 
Nitrosugers in nitroglycerine, 57 


Opsxsxutixn’s method, stability test for 
‘explosives, 87 . 
Onalates, for’ use in making explosives, 

‘examination of, 12 


Paran fuses, 155 

Paper matches, 95 

Paraffin, for impregnating match splints, 
examination of, 95 

in nitroglycerine, 52 

Parufistwas, for sein explosives, examina: 
tion of, 9 

Parchment ‘size, 119 

Paris glue, 119 

Patent glue, 119 

Pentaerythritol, 24 

Penthrit, 24, 43 
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Pentosans in wood cellulose, estimation of, 18 
Perchlorate in potassium nitrate, determina- 
tion of, 2 
in sodium nitrate, determination of, 3 
Percussion caps, analysis of, 1 
‘mercury fulminate mixture for, 152 
Persulphocyanic acid, in match compositions, 


102 
a test for stability of explosives, 91 
enol, 25 ; 
Physical tests for explosives, 65 
Phosphorus, dark red, 
detection of, in match compositions — 
Dosart afd Bloudlot’s method, 13§ 
Mitscherlich’s method, 134 
detection of white in matches— 
‘Aronstein’s method, 139 
eral remarks, 100, 140 
Schenck and Scharf method, 138 
2's method, 140 
Van Bijk’s method, 140 
Phosphorus, determination of percent 
‘white and red in amorphous phos} 
Too 
Jight red amorphous, 100 
Tuminescence teat for ordinary, 139 
yellow or white, examination of 9 
Phosphorus sesquisulphide, "preparation, 
Properties and examination of, 101, 137 
Phosphorus-sulphur compounds, ' detection 
‘of, in match compositions, 138 
Phosphorecent light matures, preparation 
150 
Pirates, anal of, 45 
Picric acid, analysis of, 44 
Pollard’s teat for stabil 
scharides, nitrate 
Port-fires, 1 6 
Potassium: chlorate in match compositions, 
determination of, 135 
chlorate and sulphur, mixture of, for 
reworks, tt 
Potassium chlorate, for use in explosives, § 
‘chlorate, for use in match compositions, 


103 

dichromate, for use in match compositions, 
10: 

nitrate, for use in explosives, exemina- 
tion of refined, 1 

estimation of, 3 

nitrate for use in m: 

perchlorate, for us 

xanthate for use i 


05 of 
jorus, 


‘of explosives, 80 
, preparation of, 42 


ich compositions, 103 
in explosives, 6 
match compositions, 


toz 
Primings for fireworks— 
composition fuses, 157 
firing-exciter, 154 
fuses, 155 
gun-cotton fuses, 156. 
matches, slow and quick, 155, 156 
mordant for, 155 
port-fires, 156 
time fuses, 157 
Prussian blue reaction for cyanogen com- 
pounds, 141 


Quick matches, 155 


RATE of detonation, test for explosives, 63 
Reducing substances for cotton cellulose, 16 
Resin, for use in matches, 95, 98 

Roburite, stability test for, 75 

Rockets, mixture for, 145 

fussian glue, 119 

light ud dark steam glue, 120 


SALtrerae and sulphur, for fireworks, 147 
Segregation tesis for explosives, 65 


EXPLOSIVES, 


MATCHES & FIREWORKS 


Sensitivity to shock and friction of explosives, 
66 

Silver nitrate reaction for’ cyanogen com- 
pounds, 141 

Silvered vessel test for stability of explosives, 
31 

Simon Thomas test for stability of explosives, 


& 
Skin glue, preparation of, 105 
Slew matches, 156 


‘Smokeless powder, analysis of, 49 
determination of moisture in, 51 
heat test for, 73, 
aration of samples of, 49 
qualitative analysis of, 50 
ntitative analysis of, 50 
Solium chlorate, for use in explosives, 
‘examination of, 6 
nitrate, for use in explosives, examination 
of, 3 
in fireworks, estimation of, 150 
determination of perchlorate in, 3 
hydroxide in gum tragacanth, (22 
Solvents, for use in explosives, examination 
Spent acids and mixed acids, examination of, 
1 
Spicn’s test for stability of explosives 
Squibs, preparstion of, 152 
Stablsers for us in explosives, examination 
of, 13 
Stability of high explosives, 92 
Stability tests for explosi 
depending on direct observa 


n of brown 


on indieators for nitric per+ 
7 
depending on spontancous eating of the 
explosive, 81 
gasometric, 86 
in which "decomposition i 
explosion, 82 
iss of weight due to dceomposition, 85 
measurements of acidity, 90 
Starch nitrate, 41 
Steam glue, 120 
Stearic acid, for use in matches, 97 
Stearin, 97 
Striking surfaces for matches, 131 
Strontium nitrate, for use in match composi- 
tions, 103 
Sulphates, in nitrocellulose, 38 
in pote im nitrate, 2 
Sulphocuprobariumn polythionate,”” for use 
in match compositions, 102, 131 
* Sulphophasphit,”" for use in 'muatch com: 
tions, 131 
Sulphur, differences between powdesed 
sulphur and flowers of sulphur under 
the microscope, 98 
for impregnating match splints, 95, 98 
in black powder, determination of, 3t 
in gun-powder, 7 
iphurie acid, for use in explosives, examinar 
tion of, 15 


carried to 


ia 


TALIAM’S test for stability of explosives, 88 

‘Taylor's test for stability of explosives, 82 

Tests for explosives, physical and chemical, 
6 

Testing of detonators, 69 

Tetranitroaniline, 

Tetranitromethane in trinitrotoluenc, estima- 
tion of, 49 

‘Tetrazole derivatives, as initiators, 61 

‘Tetryl, 48 

Thioeyanate, in ammonium nitrate, estima- 
tion of, 4 : 

reaction for cyanogen compounds, 141 


POOR MAN'S JAMES BOND Vol. 1 


Thiocyanates, for use in match composition, 
102 

Thiophene, in hydrocarbons, estimation of, 25 

“Thiophosphit,” for use ‘in match com: 
positions, toa 

Time fuses, 157 

Time to explosion, test for stability of 
explosives, 83 

Toluene, examination of, 24 

for stability of explosives, 90 

ite, stability test for, 74 
asinol, 48 

trobenzene, 47 

ityochlorobenzene, 49 

rocresol, 45 

itrometaxylene, 49 


ava 


Trinitroresorcinol, 49 
Trinitrotoluene, 46 


Unnrrraren cellulose, 37 


Vacuum stability test for high explosives, 92 

Vanillin reaction for acetone and aldehyd 
ethyl alcohol, 29 

Vestas, 94 

Vieille test, for stavility of explosives, 78 


Wacwen’s apparatus for testing the power 
‘of gun-powder for fireworks, 146 

Warmlagermethode, test for stability of 
explosives, 81 


EXPLOSIVES, 


MATCHES & FIREWORKS 


“Warm” and “cold” mixtures for fire- 
works, 151 

Waste acid from nitroglycerine, method for, 
“tS 

Water resistant glue, 107 

for use in matches, 94, 95 

Will test, for stability of explosives, 86 

Wood for making mateh splints, classes of, 04 

Wood cellulose, for use in explosives, cx- 
amination of, 17 

meal, for use’ in explosives, examina- 
tion of, 11 


Xvuene, 24 


Zinc iodide test, for stability of explosives, 77 
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